
EUROCOM 
Family Dining Restaurant with Bar (Hostess Paging into Bar and Restrooms)
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EUROCOM MA6480A
CAUTION
REPLACE FUSE WITH SAME FUSE 
TYPE AND RATING.

ATTENTION
UTILISER UN FUSIBLE DE RECHANGE 
DE MEME TYPE ET CALIBRE.

WARNING
ENSURE THAT THE SWITCH IS IN THE 
PROPER POSITION BEFORE SWITCHING 
ON THE UNIT.  THE VOLTAGE SELECTOR
SWITCH IS SET AT THE FACTORY TO THE 
CORRECT VOLTAGE.

115V 100V – 120V
220V – 240V230V
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REMOTE

CLASS 2
WIRING

This device complies with Part
15 of the FCC Rules.Operation
is subject to the following two
conditions: (1) this device may
not cause harmful interference,
and (2) this device must accept
any interference received,
including interference that may
cause undesired operation.

WARNING
TO REDUCE THE RISK OF FIRE OR 
ELECTRIC SHOCK DO NOT EXPOSE 
THIS EQUIPMENT TO RAIN OR 
MOISTURE.

WARNING
TO REDUCE THE RISK OF ELECTRIC SHOCK DO NOT 
REMOVE COVER.  NO USER-SERVICEABLE PARTS INSIDE: 
REFER SERVICING TO QUALIFIED PERSONNEL.
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Loudspeakers in Bar

Loudspeakers for restrooms and foyer

Loudspeakers for restaurant

High pass loudspeakers at 30 W Tap (70.7 V/100 V each)

Subwoofers @ 80 W Tap (70.7 V/100 V) each

@ 7.5 W Tap (70.7 V/100 V each)

x12 @ 7.5 W Tap (70.7 V/100 V each) 90 W Total
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Music Source Satellite TV

XM8500 Paging Mic Voice 
activated mute overrides music 
source and sattelite TV

Bar Restaurant


