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PROJECT TYPE CATALOG #

LED Round Ceiling 
Fixtures

APPLICATIONS
High-quality luminaire utilizes the latest LED 
technology for optimal performance and maximized 
energy effi ciency. Designed for residential, light 
commercial and many other general lighting 
applications with a fi nely-textured acrylic lens 
for uniform light distribution. High-CRI LEDs are 
standard and dimming is available with many popular 
market wall dimmers.

FEATURES
Available in 2700K (warm white) and 4000K (cool white) 

color temperatures.*

Long-life LEDs provide 50,000 hours of operation with at 
least 70% of initial lumen output (L70).**

11" model provides the equivilent of a 75W incandescent bulb 
on 15W; 14" provides the equivilent of two 60W bulbs.

High-effi ciency, non-glare lens provides visual comfort 
and uniform illumination without pixelation.

cULus listed for damp and dry locations.

5-year warranty on all electronics and housing.

Compatible with many popular wallbox dimmers.

Total harmonic distortion < 20%.

Steel housing and acrylic lens.

Easy installation in new construction or retrofi t 
applications.

* Contact factory for other color temperatures and lumen packages.

** L70 hours are IES TM-21-11 calculated hours.

COMPATIBLE DIMMERS
LUTRON

Ariadni/Toggler TGCL-153P

Maestro MACL-153M

Skylark Contour CTCL-153P

Caseta PD-6WCL

LEVITON

IllumaTech R50-IPL06

SureSlide R12-06672

R62-06674

Decora DSL06-1LZ
A C

B

1 Color rendering index       2 Total harmonic distortion

MODEL WATTS LUMENS LUMENS 
/ WATT

COLOR 
TEMP.

CRI 1 INPUT VOLTAGE INPUT CURRENT POWER 
FACTOR

THD 2 DIMENSIONS 
(AxBxC)120V 240V 277V

05-LEDR11-27K-MV 15 1100 73 2700K > 80 120 (60Hz) 0.13 0.06 0.05 >99% <20% 11" x 11" x 4"

05-LEDR11-40K-MV 15 1100 73 4000K > 80 120 (60Hz) 0.13 0.06 0.05 >99% <20% 11" x 11" x 4"

05-LEDR14-27K-MV 24 1578 66 2700K > 80 120 (60Hz) 0.20 0.10 0.09 >99% <20% 14" x 14" x 4"

05-LEDR14-40K-MV 24 1578 66 4000K > 80 120 (60Hz) 0.20 0.10 0.09 >99% <20% 14" x 14" x 4"
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PROJECT TYPE CATALOG #

LED Round Ceiling 
Fixtures (cont.)

PHOTOMETRIC DATA

ZONAL LUMEN SUMMARY
ZONE LUMENS % FIXTURE

0° - 10° 26 2.4%

0° - 20° 102 9.3%

0° - 30° 218 19.9%

0° - 40° 361 32.8%

0° - 50° 513 46.7%

0° - 60° 661 60.1%

0° - 70° 793 72.0%

0° - 80° 900 81.8%

0° - 90° 981 89.2%

90° - 180° 119 10.8%

0° - 180° 1100 100.0%

CANDLEPOWER SUMMARY
0° 90°

0° 279 279

10° 276 276

20° 264 264

30° 244 244

40° 217 217

50° 185 186

60° 153 153

70° 120 121

80° 90 91

90° 64 64
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Model: 05-LEDR11-27K-MV (1100 Lumens)

ZONAL LUMEN SUMMARY
ZONE LUMENS % FIXTURE

0° - 10° 36 2.3%

0° - 20° 140 8.9%

0° - 30° 300 19.0%

0° - 40° 499 31.6%

0° - 50° 714 45.2%

0° - 60° 921 58.4%

0° - 70° 1103 69.9%

0° - 80° 1248 79.1%

0° - 90° 1355 85.9%

90° - 180° 223 14.1%

0° - 180° 1578 100.0%

CANDLEPOWER SUMMARY
0° 90°

0° 379 379

10° 374 374

20° 360 359

30° 334 334

40° 299 300

50° 256 256

60° 208 208

70° 160 161

80° 116 118

90° 80 82
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Model: 05-LEDR14-40K-MV (1578 Lumens)


