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ATTENTION!                                       

� Do not disassemble the device. Do not touch before unplugging the power supply if the device is 

damaged, the power supply cables are not isolated or the isolation is damaged. 

� All wireless data transferring devices produce inte rference that may affect other devices which are 

placed nearby. 

� The device may be connected only by qualified individuals. 

� The device must be firmly fastened in the predefined location. 

� The device is susceptible to water and humidity. 

 

 

 

 

INSTRUCTIONS OF SAFETY                       

� This chapter contains information on how to operate “G6S” safely.  

� BY following these requirements and recommendatio ns you will avoid dangerous situations. You must 

read these instructions carefully and follow the strictly before operating the device!  

� The device uses a 8V-32V DC power supply. The nomina l voltage is 12V DC. It is advised to transport 

the device in an impact-proof package.  

� Before usage, the device should be placed so that  its LED indicators are visible, which show what 

status of operation the device is in.  

� When connecting the connection cables to the vehicle, the appropriate jumpers of the power supply of 

the vehicle should be disconnected.  

� Before dismounting the device from the vehicle, the connection must be disconnected. 
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LEGAL NOTICE                                    

Copyright © 2013 Gosafe 

All rights reserved. Reproduction, transfer, distribution or storage of part or all of the contents in this 

document in any form withou t the prior written permission of Gosafe is prohibited. 

1-Wire is a registered tradem ark of Dallas Semiconductor. 

Other products and company names mentioned herein may be trademarks or trade names of their 

respective owners. 

 

INTRODUCTION 

The G6S Feature Rich Powerful GPS Tracker is the latest solution fo r track and trace applications and 

extreme level fleet management. 

G6S is designed for service providers, integrators, and enterprise customers to enhance mobile 

resources and improve their dispat ch system; the G6S is a dependab le quad-band GSM/GPRS tracking 

device, delivering the key features fulfilling the most demanding applications: fleet management, 

insurance telemetric, dispatch, vehicle location and recovery, and more. 

 

With accurate GPS location performance, a robust programmable rules engine, 2-axis accelerometer for 

measuring driver behavior and vehicle impacts, geo- fencing, messaging and much more, the G6S is 

designed for powerful solution deployment. The G6S also includes optional routing and optimization 

with Garmin® FMI (Fleet Management Interface)  - a key part of today’s fleet management. 

 

The G6S is powered by over-the-air device mana gement and maintenance system, (Programming, 

Updates, and Logistics System). FOTA (Firmware update over the air), GSM Jamming detection and 156 

hardware based geo-fences makes this the perfect ch oice for superior safety and security of your 

vehicle. 
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1. Packing List                                      

�º�6�W�D�Q�G�D�U�G��

The G6S box is packaged with all the components that is necessary for operation, it contains: 

� G6S device x1 

 

� 2*8/2*5 PIN I/O connector cable x1 

To connect with external 

power supply and optional 

accessory 

 

To the back panel I/O 

connector of device 

NOTE: SIM card which for GSM/GPRS connectivity is not supplied in the package, please consult your 

local SIM provider for further information. 

�ºOptional accessory 

Name Purpose 

USB cable To configure device via configuration tool on computer 

External GPS antenna It helps to fix GPS faster 

Microphone It enables device for voice monitoring features 

*Speaker It enables device for voice conversation 

*iButton For driver ID verification via 1WIRE link 

*DS18B20 Temperature sensor via 1WIRE link  

Immobilizer It enables the device to kill/restore engine 

Panic button Device reports or calls when this button being pressed 

*DB9 cable Communicate with co mputer via RS232 serial link 

*GARMIN cable Communicate with GARMIN PND 

Magic tape It helps to attach device firmly 

Fuse Protecting device from electrical surge 

Backup battery Rechargeable, Li-Po 3.7V, 250mAh  

NOTE: * indicates only for G6S 

Please refer chapter Appendix for further details and installation guide for optional accessory 




































