




RSS standard(s).



Exposure of humans to RF fields (RSS-102) 
The computers employ low gain integral antennas that do not emit RF field in excess of 
Health Canada limits for the general population; consult Safety Code 6, obtainable from 
Health Canada’s Web site at http://www.hc-sc.gc.ca/
The radiated energy from the antennas connected to the wireless adapters conforms to the 
IC limit of the RF exposure requirement regarding IC RSS-102, Issue 5 clause 4. SAR tests are 
conducted using recommended operating positions accepted by the FCC/ RSS with the 
device transmitting at its highest certified power level in all tested frequency band without 
distance attaching away from the body. Non-compliance with the above restrictions may 
result in violation of FCC RF exposure guidelines. 
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Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio 
exempts de licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne 
doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage 
radioélectrique subi, même si le brouillage est susceptible d'en compromettre le fonctionnement.



Conformité des appareils de radiocommunication aux limitesd’expositionhumaine aux 
radiofréquences (CNR-102)
L’ordinateur utilise des antennesintégrales à faible gain qui n’émettent pas un champ 
électromagnétiquesupérieur aux normesimposées par Santé Canada pour la population. Consultez le 
Code de sécurité 6 sur le site Internet de Santé Canada à l’adressesuivante : http://www.hc-sc.gc.ca/ 
L’énergieémise par les antennesreliées aux cartes sans filrespecte la limited’exposition aux 
radiofréquencestellequedéfinie par Industrie Canada dans la clause 4.1 du document CNR-102, version 
5. Tests DAS sonteffectués en utilisant les positions recommandées par la FCC/CNR avec le 

téléphoneémet à la puissance certifiéemaximaledanstoutes les bandes de fréquencestestées sans 
distance attacher loin du corps.Non-respect des restrictions ci-dessuspeutentraînerune violation des 
directives de la FCC/CNR.




