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C2
pq^ka^oapI=OMMU=k^qflk^i=bib`qof`^i=`labΔ

pí~åÇ~êÇë

√ _ÉääΔ rm`=sÉåÇçê=kìãÄÉê=MRMNSV

tÜÉêÉ=~ééäáÅ~ÄäÉI=_ÉääΔ éêçÇìÅíë=
~êÉ=ÉåÖáåÉÉêÉÇ=áå=~ÅÅçêÇ~åÅÉ=ïáíÜ=íÜÉ
ëí~åÇ~êÇë=Éëí~ÄäáëÜÉÇ=Äó=råÇÉêïêáíÉêë
i~Äçê~íçêáÉëI=`LriI=~åÇ=íÜÉ=`~å~Çá~å
pí~åÇ~êÇë=^ëëçÅá~íáçåK=aáãÉåëáçå~ä
Ç~í~=äáëíÉÇ=áå=íÜáë=Å~í~äçÖ=áë=áåíÉåÇÉÇ
Ñçê=ÖÉåÉê~ä=êÉÑÉêÉåÅÉ=ïáíÜ=Äêç~Ç=íçäÉêJ
~åÅÉ=äáãáíëK

OMMU=kb`
tÜÉå=ëéÉÅáÑóáåÖ=_ÉääΔ tÉ~íÜÉêéêççÑ
ÄçñÉë=~åÇ=ÅçîÉêëI=Åçåëìäí=íÜÉ=êÉèìáêÉJ
ãÉåíë=çÑ=íÜÉ=k~íáçå~ä=bäÉÅíêáÅ~ä=`çÇÉI
^êíáÅäÉ=PNQKNS=E_F=~åÇ=QMSKU=E_FK
^êíáÅäÉ=PNQKNS=E_F=ÇÉí~áäë=íÜÉ=kb`
êÉèìáêÉãÉåíë=Ñçê=íÜÉ=ã~ñáãìã=åìãJ
ÄÉê=çÑ=ÅçåÇìÅíçêë=~ääçïÉÇ=Ñçê=~=_ÉääΔ

tÉ~íÜÉêéêççÑ=áåëí~ää~íáçåK=^êíáÅäÉ=QMSKU
E_F=éêçîáÇÉë=ÇÉí~áäë=çå=íÜÉ=kb`
êÉèìáêÉãÉåíë=Ñçê=êÉÅÉéí~ÅäÉë=ÄÉáåÖ
ìëÉÇ=áå=ïÉí=äçÅ~íáçåëK=

cçê=óçìê=ÅçåîÉåáÉåÅÉI=ïÉ=Ü~îÉ
êÉéêáåíÉÇ=íÜÉ=éÉêíáåÉåí=kb`=~êíáÅäÉëK=få
~ää=Å~ëÉëI=Åçåëìäí=óçìê=äçÅ~ä=ÉäÉÅíêáÅ~ä
ÅçÇÉ=~åÇ=áåëéÉÅíçê=áåíÉêéêÉí~íáçåK

táêáåÖ=`~é~ÅáíóW=_ÉääΔ tÉ~íÜÉêéêççÑ
_çñÉë=~åÇ=bñíÉåëáçåë

j~ñáãìã=kìãÄÉê=çÑ=`çåÇìÅíçêë=çê
jáåáãìã=páòÉ=_çñ=E^êíáÅäÉ=PNQKNS=E_F

qÜÉ=éìêéçëÉ=çÑ=^êíáÅäÉ=PNQKNS=E_F=áë=íç
ÇÉíÉêãáåÉ=íÜÉ=ã~ñáãìã=ÅçåÇìÅíçê
Åçìåí=çê=íÜÉ=ãáåáãìã=Äçñ=ëáòÉ
êÉèìáêÉÇ=Ñçê=íÜÉ=àçÄK=fí=~äëç=Å~å=ÄÉ
ìëÉÇ=íç=ÑáÖìêÉ=Üçï=ã~åó=çíÜÉê=ÅçåJ

ÇìÅíçêë=ã~ó=ÄÉ=~ÇÇÉÇ=ïáíÜçìí
ÉñÅÉÉÇáåÖ=íÜÉ=`çÇÉJéêÉëÅêáÄÉÇ=äáãáíK
jçëí=~ééäáÅ~íáçåë=Ü~îÉ=ÇÉíÉêãáåÉÇ
íÜÉ=åìãÄÉê=çÑ=ÅçåÇìÅíçêëK=qÜÉ=êìäÉë
çÑ=^êíáÅäÉ=PNQKNS=E_F=~êÉ=ìëÉÇ=íç=ÇÉíÉêJ
ãáåÉ=íÜÉ=`çÇÉ=êÉÅçÖåáòÉÇ=äáãáíI=çê
ëã~ääÉëí=Äçñ=íÜ~í=ã~ó=ÄÉ=áåëí~ääÉÇK

pÉäÉÅíáçå=çÑ=~åó=_ÉääΔ tÉ~íÜÉêéêççÑ=
Äçñ=çê=ÉñíÉåëáçå=Ñçê=ìëÉ=áå=~åó=ÉäÉÅíêáJ
Å~ä=ÅáêÅìáí=ïçêâ=ãìëí=í~âÉ=áåíç=ÅçåëáÇJ
Éê~íáçå=íÜÉ=ã~ñáãìã=åìãÄÉê=çÑ=ïáêÉë
éÉêãáííÉÇ=áå=íÜÉ=ÄçñK=p~ÑÉ=ÉäÉÅíêáÅ~ä
éê~ÅíáÅÉ=ÇÉã~åÇë=íÜ~í=ïáêÉë=åçí=ÄÉ
à~ããÉÇ=áåíç=ÄçñÉë=ÄÉÅ~ìëÉ=çÑ=íÜÉ
éçëëáÄáäáíó=çÑ=åáÅâëI=~Äê~ëáçåëI=çê=çíÜÉê
Ç~ã~ÖÉ=íç=íÜÉ=áåëìä~íáåÖ=ã~íÉêá~äI
ÅêÉ~íáåÖ=íÜÉ=éçíÉåíá~ä=Ñçê=ÖêçìåÇ=Ñ~ìäíë
çê=ëÜçêí=ÅáêÅìáíëK

PNQKNS==kìãÄÉê=çÑ=`çåÇìÅíçêë=áå
lìíäÉíI=aÉîáÅÉI=~åÇ=gìåÅíáçå=_çñÉëI
~åÇ=`çåÇìáí=_çÇáÉëK== _çñÉë=~åÇ
ÅçåÇìáí=ÄçÇáÉë=ëÜ~ää=ÄÉ=çÑ=ëìÑÑáÅáÉåí
ëáòÉ=íç=éêçîáÇÉ=ÑêÉÉ=ëé~ÅÉ=Ñçê=~ää
ÉåÅäçëÉÇ=ÅçåÇìÅíçêëK=få=åç=Å~ëÉ=ëÜ~ää
íÜÉ=îçäìãÉ=çÑ=íÜÉ=ÄçñI=~ë=Å~äÅìä~íÉÇ
áå=PNQKNSE^FI=ÄÉ=äÉëë=íÜ~å=íÜÉ=Ñáää=Å~äJ
Åìä~íáçå=~ë=Å~äÅìä~íÉÇ=áå=PNQKNSE_FK
qÜÉ=ãáåáãìã=îçäìãÉ=Ñçê=ÅçåÇìáí=ÄçÇJ
áÉë=ëÜ~ää=ÄÉ=~ë=Å~äÅìä~íÉÇ=áå=PNQKNSE`FK

qÜÉ=éêçîáëáçåë=çÑ=íÜáë=ëÉÅíáçå=ëÜ~ää
åçí=~ééäó=íç=íÉêãáå~ä=ÜçìëáåÖë=ëìéJ
éäáÉÇ=ïáíÜ=ãçíçêë=çê=ÖÉåÉê~íçêëK

_çñÉë=~åÇ=ÅçåÇìáí=ÄçÇáÉë=ÉåÅäçëJ
áåÖ=ÅçåÇìÅíçêë=Q=^td=çê=ä~êÖÉê=ëÜ~ää
~äëç=Åçãéäó=ïáíÜ=íÜÉ=éêçîáëáçåë=çÑ
PNQKOUK

E_F=_çñ=cáää=`~äÅìä~íáçåëK==qÜÉ=îçäJ
ìãÉë=áå=é~ê~Öê~éÜë=PNQKNSE_FE=NF
íÜêçìÖÜ=E_FERFI=~ë=~ééäáÅ~ÄäÉI=ëÜ~ää=ÄÉ
~ÇÇÉÇ=íçÖÉíÜÉêK=kç=~ääçï~åÅÉ=ëÜ~ää=ÄÉ
êÉèìáêÉÇ=Ñçê=ëã~ää=ÑáííáåÖë=ëìÅÜ=~ë
äçÅâåìíë=~åÇ=ÄìëÜáåÖëK

ENF==`çåÇìÅíçê=cáääK==b~ÅÜ=ÅçåÇìÅíçê
íÜ~í=çêáÖáå~íÉë=çìíëáÇÉ=íÜÉ=Äçñ=~åÇ
íÉêãáå~íÉë=çê=áë=ëéäáÅÉÇ=ïáíÜáå=íÜÉ=Äçñ
ëÜ~ää=ÄÉ=ÅçìåíÉÇ=çåÅÉI=~åÇ=É~ÅÜ=ÅçåJ
ÇìÅíçê=íÜ~í=é~ëëÉë=íÜêçìÖÜ=íÜÉ=Äçñ
ïáíÜçìí=ëéäáÅÉ=çê=íÉêãáå~íáçå=ëÜ~ää=ÄÉ
ÅçìåíÉÇ=çåÅÉK=b~ÅÜ=äççé=çê=Åçáä=çÑ
ìåÄêçâÉå=ÅçåÇìÅíçê=åçí=äÉëë=íÜ~å
íïáÅÉ=íÜÉ=ãáåáãìã=äÉåÖíÜ=êÉèìáêÉÇ=Ñçê
ÑêÉÉ=ÅçåÇìÅíçêë=áå=~=PMMKNQ=ëÜ~ää=ÄÉ
ÅçìåíÉÇ=íïáÅÉK=qÜÉ=ÅçåÇìÅíçê=Ñáää=ëÜ~ää
ÄÉ=Å~äÅìä~íÉÇ=ìëáåÖ=q~ÄäÉ=PNQKNSE_F
qÜÉ=ÅçåÇìÅíçêI=åç=é~êí=çÑ=ïÜáÅÜ
äÉ~îÉë=íÜÉ=ÄçñI=ëÜ~ää=åçí=ÄÉ=ÅçìåíÉÇK

bñÅÉéíáçåW==^å=ÉèìáéãÉåí=ÖêçìåÇáåÖ
ÅçåÇìÅíçê=çê=ÅçåÇìÅíçêë=çê=åçí=çîÉê
Ñçìê=ÑáñíìêÉ=ïáêÉë=ëã~ääÉê=íÜ~å=NQ
^tdI=çê=ÄçíÜI=ëÜ~ää=ÄÉ=éÉêãáííÉÇ=íç
ÄÉ=çãáííÉÇ=Ñêçã=íÜÉ=Å~äÅìä~íáçåë
ïÜÉêÉ=íÜÉó=ÉåíÉê=~=Äçñ=Ñêçã=~=ÇçãÉÇ
äìãáå~áêÉ=EÑáñíìêÉF=çê=ëáãáä~ê=Å~åçéó
~åÇ=íÉêãáå~íÉ=ïáíÜáå=íÜ~í=ÄçñK

EOF==`ä~ãé=cáääK= tÜÉêÉ=çåÉ=çê=ãçêÉ
áåíÉêå~ä=Å~ÄäÉ=Åä~ãéëI=ïÜÉíÜÉê=Ñ~Åíçêó
çê=ÑáÉäÇ=ëìééäáÉÇI=~êÉ=éêÉëÉåí=áå=íÜÉ
ÄçñI=~=ëáåÖäÉ=îçäìãÉ=~ääçï~åÅÉ=áå
~ÅÅçêÇ~åÅÉ=ïáíÜ=q~ÄäÉ=PNQKNSE_F=ëÜ~ää
ÄÉ=ã~ÇÉ=Ä~ëÉÇ=çå=íÜÉ=ä~êÖÉëí=ÅçåJ
ÇìÅíçê=éêÉëÉåí=áå=íÜÉ=ÄçñK=kç
~ääçï~åÅÉ=ëÜ~ää=ÄÉ=êÉèìáêÉÇ=Ñçê=~=Å~ÄäÉ
ÅçååÉÅíçê=ïáíÜ=áíë=Åä~ãéáåÖ=ãÉÅÜ~J
åáëã=çìíëáÇÉ=íÜÉ=ÄçñK
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EPF==pìééçêí=cáííáåÖë=cáääK tÜÉêÉ=çåÉ
çê=ãçêÉ=äìãáå~áêÉ=EÑáñíìêÉF=ëíìÇë=çê
ÜáÅâÉóë=~êÉ=éêÉëÉåí=áå=íÜÉ=ÄçñI=~=ëáåÖäÉ
îçäìãÉ=~ääçï~åÅÉ=áå=~ÅÅçêÇ~åÅÉ=ïáíÜ
q~ÄäÉ=PNQKNSE_F=ëÜ~ää=ÄÉ=ã~ÇÉ=Ñçê=É~ÅÜ
íóéÉ=çÑ=ÑáííáåÖ=Ä~ëÉÇ=çå=íÜÉ=ä~êÖÉëí
ÅçåÇìÅíçê=éêÉëÉåí=áå=íÜÉ=ÄçñK

EQF==aÉîáÅÉ=çê=bèìáéãÉåí=cáääK cçê
É~ÅÜ=óçâÉ=çê=ëíê~é=Åçåí~áåáåÖ=çåÉ=çê
ãçêÉ=ÇÉîáÅÉë=çê=ÉèìáéãÉåíI=~=ÇçìÄäÉ
îçäìãÉ=~ääçï~åÅÉ==áå=~ÅÅçêÇ~åÅÉ=ïáíÜ
q~ÄäÉ=PNQKNSE_F=ëÜ~ää=ÄÉ=ã~ÇÉ=Ñçê=É~ÅÜ
óçâÉ=çê=ëíê~é=Ä~ëÉÇ=çå=íÜÉ=ä~êÖÉëí=ÅçåJ
ÇìÅíçê=ÅçååÉÅíÉÇ=íç=~=ÇÉîáÅÉEëF=çê
ÉèìáéãÉåí=ëìééçêíÉÇ=Äó=íÜ~í=óçâÉ=çê
ëíê~éK=^=ÇÉîáÅÉ=çê=ìíáäáò~íáçå=ÉèìáéãÉåí
ïáÇÉê=íÜ~å=~=ëáåÖäÉ=RMãã=EO=áåKF=ÇÉîáÅÉ
Äçñ=~ë=ÇÉëÅêáÄÉÇ=áå=í~ÄäÉ=PNQKNSE^F=ëÜ~ää
Ü~îÉ=ÇçìÄäÉ=îçäìãÉ=~ääçï~åÅÉë=éêçîáÇJ
ÉÇ=Ñçê=É~ÅÜ=Ö~åÖ=êÉèìáêÉÇ=Ñçê=ãçìåíáåÖK

ERF==bèìáéãÉåí=dêçìåÇáåÖ=`çåÇìÅíçê
cáääK==tÜÉêÉ=çåÉ=çê=ãçêÉ=ÉèìáéãÉåí
ÖêçìåÇáåÖ=ÅçåÇìÅíçêë=çê=ÉèìáéãÉåí
ÄçåÇáåÖ=àìãéÉêë=ÉåíÉê=~=ÄçñI=~=ëáåÖäÉ
îçäìãÉ=~ääçï~åÅÉ=áå=~ÅÅçêÇ~åÅÉ=ïáíÜ
q~ÄäÉ=PNQKNSE_F=ëÜ~ää=ÄÉ=ã~ÇÉ=Ä~ëÉÇ
çå=íÜÉ=ä~êÖÉëí=ÉèìáéãÉåí=ÖêçìåÇáåÖ
ÅçåÇìÅíçê=çê=ÉèìáéãÉåí=ÄçåÇáåÖ
àìãéÉê=éêÉëÉåí=áå=íÜÉ=ÄçñK=tÜÉêÉ=~å
~ÇÇáíáçå~ä=ëÉí=çÑ=ÉèìáéãÉåí=ÖêçìåÇáåÖ
ÅçåÇìÅíçêëI=~ë=éÉêãáííÉÇ=Äó=ORMKNQSEaFI
áë=éêÉëÉåí=áå=íÜÉ=ÄçñI=~å=~ÇÇáíáçå~ä
îçäìãÉ=~ääçï~åÅÉ=ëÜ~ää=ÄÉ=ã~ÇÉ=Ä~ëÉÇ
çå=íÜÉ=ä~êÖÉëí=ÉèìáéãÉåí=ÖêçìåÇáåÖ
ÅçåÇìÅíçê=áå=íÜÉ=~ÇÇáíáçå~ä=ëÉíK==

^êíáÅäÉ=QMSKU==oÉÅÉéí~ÅäÉë=áå=a~ãé
çê=tÉí=içÅ~íáçåë

E_F==tÉí=içÅ~íáçåëK

ENF==NRJ=~åÇ=OMJ^ãéÉêÉ=oÉÅÉéí~ÅäÉë
áå=~=tÉí=içÅ~íáçåK=NRJ=~åÇ=OM=~ãéÉêÉI
NORJ=~åÇ=ORMJîçäí=êÉÅÉéí~ÅäÉë=áåëí~ääÉÇ
áå=~=ïÉí=äçÅ~íáçå=ëÜ~ää=Ü~îÉ=~å=ÉåÅäçJ
ëìêÉ=íÜ~í=áë=ïÉ~íÜÉêéêççÑ=ïÜÉíÜÉê=çê
åçí=íÜÉ=~íí~ÅÜãÉåí=éäìÖ=áë=áåëÉêíÉÇK=^ää
NRJ=~åÇ=OMJ~ãéÉêÉI=NORJ=~åÇ=ORMJîçäí
åçåäçÅâáåÖ=êÉÅÉéí~ÅäÉë=ëÜ~ää=ÄÉ=äáëíÉÇ
ïÉ~íÜÉêJêÉëáëí~åí=íóéÉK

cmkW=qÜÉ=íóéÉë=çÑ=êÉÅÉéí~ÅäÉë=ÅçîÉêÉÇ
Äó=íÜáë=êÉèìáêÉãÉåí=~êÉ=áÇÉåíáÑáÉÇ=~ë
RJNRI=RJOMI=SJNRI=~åÇ=SJOM=áå
^kpfLkbj^=ta=SJOMMOI=k~íáçå~ä
bäÉÅíêáÅ~ä=j~åìÑ~ÅíìêÉêë=^ëëçÅá~íáçå
pí~åÇ~êÇ=Ñçê=aáãÉåëáçåë=çÑ=^íí~ÅÜãÉåí
mäìÖë=~åÇ=oÉÅÉéí~ÅäÉëK

bñÅÉéíáçåW=NRJ=~åÇ=OMJ~ãéÉêÉI=NORJ
íÜêçìÖÜ=ORMJîçäí=êÉÅÉéí~ÅäÉë=áåëí~ääÉÇ
áå=~=ïÉí=äçÅ~íáçå=~åÇ=ëìÄàÉÅí=íç=êçìíáåÉ
ÜáÖÜJéêÉëëìêÉ=ëéê~ó=ï~ëÜáåÖ=ëÜ~ää=ÄÉ
éÉêãáííÉÇ=íç=Ü~îÉ=~å=ÉåÅäçëìêÉ=íÜ~í=áë
ïÉ~íÜÉêéêççÑ=ïÜÉå=íÜÉ=~íí~ÅÜãÉåí
éäìÖ=áë=êÉãçîÉÇK

EOF==líÜÉê=oÉÅÉéí~ÅäÉëK ^ää=çíÜÉê
êÉÅÉéí~ÅäÉë=áåëí~ääÉÇ=áå=~=ïÉí=äçÅ~íáçå
ëÜ~ää=Åçãéäó=ïáíÜ=E_FEOFE~F=çê=E_FEOFEÄFK

E~F==^=êÉÅÉéí~ÅäÉ=áåëí~ääÉÇ=áå=~=ïÉí
äçÅ~íáçåI=ïÜÉêÉ=íÜÉ=éêçÇìÅí=áåíÉåÇÉÇ=íç
ÄÉ=éäìÖÖÉÇ=áåíç=áí=áë=åçí=~ííÉåÇÉÇ=ïÜáäÉ
áå=ìëÉI=ëÜ~ää=Ü~îÉ=~å=ÉåÅäçëìêÉ=íÜ~í=áë

ïÉ~íÜÉêéêççÑ=ïáíÜ=íÜÉ=~íí~ÅÜãÉåí=éäìÖ
Å~é=áåëÉêíÉÇ=çê=êÉãçîÉÇK

EÄF==^=êÉÅÉéí~ÅäÉ=áåëí~ääÉÇ=áå=~=ïÉí
äçÅ~íáçå=ïÜÉêÉ=íÜÉ=éêçÇìÅí=áåíÉåÇÉÇ=íç
ÄÉ=éäìÖÖÉÇ=áåíç=áí=ïáää=ÄÉ=~ííÉåÇÉÇ
ïÜáäÉ=áå=ìëÉ=EÉKÖKI=éçêí~ÄäÉ=íççäëF=ëÜ~ää
Ü~îÉ=~å=ÉåÅäçëìêÉ=íÜ~í=áë=ïÉ~íÜÉêéêççÑ
ïÜÉå=íÜÉ=~íí~ÅÜãÉåí=éäìÖ=áë=êÉãçîÉÇK

_biiΔ molar`qpW=dbkbo^i=
cb^qrobp=^ka=_bkbcfqp

_ÉääΔ tÉ~íÜÉêéêççÑ=éêçÇìÅíë=~ää=çÑÑÉê
íÜÉëÉ=ÑÉ~íìêÉë=~åÇ=ÄÉåÉÑáíëW

√ oìÖÖÉÇ=ëÉ~ãäÉëë=ÇáÉ=Å~ëí=ÅçåëíêìÅJ
íáçå=íÜ~í=ïáää=åçí=~ääçï=Éåíêó=çÑ=ãçáëíìêÉ

√ oÉáåÑçêÅÉÇ=ÅçååÉÅíçê=çìíäÉíë=íç=éêçJ
îáÇÉ=~=ëÉÅìêÉ=ãÉÅÜ~åáÅ~ä=áåëí~ää~íáçå

√ pí~íÉJçÑJíÜÉJ~êí=éçïÇÉê=Åç~í=é~áåí=
Ñçê=ã~ñáãìã=ïÉ~íÜÉê~Äáäáíó=~åÇ==
ëÅê~íÅÜ=êÉëáëí~åÅÉ

√ jìäíáJäáåÖì~ä=áåëíêìÅíáçåë=éêçîáÇÉÇ=
ïáíÜ=ÉîÉêó=éêçÇìÅí

√ fåëí~ää~íáçå=Ü~êÇï~êÉ=~åÇ=ÖêçìåÇ=
ëÅêÉïë=áåÅäìÇÉÇ=ïÜÉêÉ=~ééäáÅ~ÄäÉ

√ pÜêáåâJïê~é=é~Åâ~ÖáåÖ=íÜ~í=âÉÉéë=
~ää=ÅçãéçåÉåíë=íçÖÉíÜÉê

√ rm`J^=Ä~êÅçÇáåÖ=íç=ÜÉäé=äçïÉê=
íê~åë~Åíáçå=Åçëíë

oÉÑÉê=íç=íÜÉ=ÑçääçïáåÖ=é~ÖÉë=Ñçê=ãçêÉ
ëéÉÅáÑáÅ=áåÑçêã~íáçå=~Äçìí=_ÉääΔ éêçÇìÅíëK
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NU OQKS NKRM
NS OUKT NKTR==
NQ POKU OKMM=
NO PSKV OKOR==
NM QNKM OKRM=
U QVKO PKMM
S UNKV RKMM

Table 314.16(B)  Volume Allowance Required per Conductor  

cêÉÉ=pé~ÅÉ=táíÜáå=_çñ=Ñçê=b~ÅÜ
páòÉ=çÑ=`çåÇìÅíçê `çåÇìÅíçê

E^tdF ÅãP áåKP====

`~äÅìä~íÉ=qÜÉ=jáåáãìã=páòÉ=_çñ
^êíáÅäÉ=PNQJNSE_F=ÇÉëÅêáÄÉë=
áå=ÇÉí~áä=íÜÉ=ãÉíÜçÇ=çÑ=ÅçìåíáåÖ=ïáêÉëI
~ë=ïÉää=~ë=Åä~ãéëI=ÑáííáåÖëI=çê=ÇÉîáÅÉë
EáKÉKI=ëïáíÅÜÉëI=êÉÅÉéí~ÅäÉëI=ÅçãÄáå~J
íáçå=ÇÉîáÅÉëF=Ô=Äó=Éëí~ÄäáëÜáåÖ=~å
Éèìáî~äÉåí=ÅçåÇìÅíçêJî~äìÉ=Ñçê=É~ÅÜK
qÜÉëÉ=î~äìÉë=~êÉ=~ÇÇÉÇ=íçÖÉíÜÉê=íç=ÖÉí
~=íçí~ä=åìãÄÉê=çÑ=ÅçåÇìÅíçêëK=qÜÉ=ãáåJ
áãìã=ëáòÉ=Äçñ=áë=íÜÉ=ëã~ääÉëí=çåÉ=áå
ÅìÄáÅ=áåÅÜ=ëáòÉ=íÜ~í=Å~å=~ÅÅçããçÇ~íÉ
íÜ~í=åìãÄÉê=çÑ=ÅçåÇìÅíçêëK

mçáåíë=íç=oÉãÉãÄÉêW
N.kç=ã~ííÉê=Üçï=ã~åó=ÖêçìåÇ=ïáêÉë=

ÅçãÉ=áåíç=~=ÄçñI=íÜÉó=çåäó=Åçìåí=~ë=
çåÉ=ÅçåÇìÅíçê=ïáíÜáå=íÜÉ=ÄçñK

OK^åó=ïáêÉ=êìååáåÖ=ìåÄêçâÉå=íÜêçìÖÜ
íÜÉ=Äçñ=Åçìåíë=~ë=çåÉ=ïáêÉK

3. b~ÅÜ=ïáêÉ=ÅçãáåÖ=áåíç=~=ëéäáÅÉ
ÇÉîáÅÉ=EÅêáãé=çê=íïáëíJçå=íóéÉF=áë
ÅçìåíÉÇ=~ë=çåÉ=ïáêÉK

QKb~ÅÜ=ïáêÉ=ÅçãáåÖ=áåíç=íÜÉ=Äçñ=~åÇ=
ÅçååÉÅíáåÖ=íç=~=ÇÉîáÅÉ=Åçìåíë=~ë
çåÉ=ïáêÉ=çÑ=íÜ~í=ëáòÉK

RKtÜÉêÉ=ÇÉîáÅÉë=~êÉ=ãçìåíÉÇ=áå=íÜÉ
ÄçñI=íÜÉ=íçí~ä=ÅçåÇìÅíçê=Åçìåí=ãìëí=
ÄÉ=áåÅêÉ~ëÉÇ=Äó=íïç=Ñçê=É~ÅÜ=
ãçìåíáåÖ=ëíê~éK

bñ~ãéäÉ=Ô=_ÉääΔ tÉ~íÜÉêéêççÑ=
pìééäó=éçïÉê=íç=~=ëáåÖäÉ=ëïáíÅÜ=ïáíÜ
@NQ=ÅçåÇìÅíçêëK=jÉí~ä=ÅçåÇìáí=ïáää=ÄÉ
ìëÉÇ=~ë=íÜÉ=ïáêÉ=ï~óK=vçì=ãìëí=éêçJ
îáÇÉ=ëé~ÅÉ=Ñçê=Ñçìê=ÅçåÇìÅíçêë=~åÇ=çåÉ
ëïáíÅÜI=íçí~ääó=~=ÅçåÇìÅíçê=Åçìåí=çÑ=SK
oÉ~Ç=~Åêçëë=íÜÉ=äáåÉ=áå=q~ÄäÉ=PNQKNSE_F
Ñçê=~=@NQ=ÅçåÇìÅíçêK=jìäíáéäó=S=íáãÉë
íÜÉ=ÑêÉÉ=ëé~ÅÉ=ïáíÜáå=~=ÄçñK=cçê=É~ÅÜ
ÅçåÇìÅíçê=Ñçê=~=@NQ=ÅçåÇìÅíçê=OKMMK
qÜáë=Éñ~ãéäÉ=êÉèìáêÉë=~=ãáåáãìã=Äçñ
çÑ=NOKM=ÅìÄáÅ=áåÅÜÉëK
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Applications
• For use in branch circuit wiring in wet,

damp, or dry locations
• May be used as a weatherproof junction

box, or as a housing for receptacles,
switches, and GFCI’s

Product Features
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Eight box mounting options with 

detachable lugs provided
• Two closure plugs included
• Ground screw installed
• Multi-lingual instructions in each

package
• Internal threads on hubs comply with

NEMA requirements. Hubs accept all
threaded fittings and threaded conduit.

Compliances

• – Standard 514A

• – C22.2 No. 18

• NEMA 3R Rated

SINGLE-GANG BOXES: GENERAL DIMENSIONS

END VIEW
ONE OUTLET

END VIEW
TWO OUTLET

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE

5320-0     18.3 Gray 3-1/2" Shrink 20
5320-1     18.3 White 3-1/2" Shrink 20
5320-2     18.3 Bronze 3-1/2" Shrink 20
5320-5     18.3 Gray 3-1/2" Carded 6
5320-6     18.3 White 3-1/2" Carded 6
5320-7     18.3 Bronze 3-1/2" Carded 6
5324-0      18.3 Gray 3-3/4" Shrink 20

5324-5     18.3 Gray 3-3/4" Carded 6

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5321-0 18.3 Gray 4-1/2" Shrink 20
5321-1     18.3 White 4-1/2" Shrink 20
5321-2     18.3 Bronze 4-1/2" Shrink 20
5321-5    18.3 Gray 4-1/2" Carded 6
5321-6     18.3 White 4-1/2" Carded 6
5330-0     18.3 Gray 4-3/4" Shrink 20

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5322-0      18.3 Gray 5-1/2" Shrink 20
5331-0     18.3 Gray 5-3/4" Shrink 20
5323-0      18.3 Gray 5-1/2" Shrink 20
5332-0      18.3 Gray 5-3/4" Shrink 20

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5385-0      22.5 Gray 3-1/2" Shrink 15

5386-0     22.5 Gray 3-3/4" Shrink 15

5387-0     22.5 Gray 3-1" Shrink 15

5320-0 TO 5320-7
5324-0 TO 5324-5

5321-0 TO 
5321-6, 5330-0

5322-0, 5331-0 5385-0 TO 
5387-0

5323-0, 5332-0

2" DEEP, WITH LUGS – THREE THREADED OUTLETS – 4-1/2" x 2-3/4"

2" DEEP, WITH LUGS – FOUR THREADED OUTLETS – 4-1/2" x 2-3/4"

2" DEEP, WITH LUGS – FIVE THREADED OUTLETS – 4-1/2" x 2-3/4"

2-5/8" DEEP, WITH LUGS – THREE THREADED OUTLETS – 4-1/2" x 2-3/4"
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Applications
• Used to provide additional capacity

needed for NEC box fill requirements
• Adapters allow installer to add “take-

offs” to new boxes/devices
Product Features
• Installation hardware, gasket, and

ground screw provided
• Closure plugs provided for two and

six outlet styles
• Internal threads and hubs comply with

NEMA requirements. Hubs accept all
threaded fittings and threaded conduit

Compliances

• – Standard 514A

• – C22.2 No. 18

• NEMA 3R Rated

EXTENSIONS
CAT. NO. 5406-0

CAT. NO’s. 5399-0, 5403-0

5406-0 5399-0, 5403-0 5400-0 TO 5400-5
5405-0

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE

5399-0 9.5 Gray 2-1/2" Shrink 20
5403-0 11.0 Gray 2-3/4" Shrink 20

SINGLE-GANG – EXTENSION ADAPTERS – 5-1/4" x 3-1/2" x 1-1/2" DEEP – 
TWO THREADED OUTLETS

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE

5406-0 9.5 Gray — Shrink 25

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5400-0      9.5 Gray 6-1/2" Shrink 20
5400-5 9.5 Gray 6-1/2" Carded 6
5405-0 11.0 Gray 6-3/4" Shrink 20

5400-0 SERIES

SINGLE-GANG EXTENSION – 4-1/2" x 2-3/4" x 1" DEEP

No ground screw provided

SINGLE-GANG – EXTENSION ADAPTERS – 5-1/4" x 3-1/2" x 1-1/2" DEEP –  
SIX THREADED OUTLETS

Includes three closure plugs 

Includes one closure plug
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pfkdibJd^kd=buqbkpflk=^a^mqbop

t
b

^
q

e
b

o
m

o
l

l
c
=_

l
u

b
p
I=

`
l

s
b

o
p
=^

k
a

=i
fd

e
q

fk
d

C7
afb=`^pq=^irjfkrj

loabofkd=fkcloj^qflk=J=afjbkpflkp

Applications
• Used to provide additional capacity

needed for NEC box fill requirements
• Allows installer to add “take-offs” to

new boxes/devices
Product Features
• Unique swing-arm design speeds

installation by allowing the installer
better visibility when lining up and
threading fasteners

• Rugged die cast construction
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Installation hardware, ground screw

and gasket provided
• Multi-lingual instructions in each

package
•  Internal threads and hubs comply with

NEMA requirements. Hubs accept all
threaded fittings and threaded conduit

Compliances

• – Standard 514A

• – C22.2 No. 18

• NEMA 3R Rated

SWING ARM EXTENSION ADAPTERS
CAT. NOs. 5412-0 TO 5415-0

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5412-0      13.8 Gray 2-1/2" Shrink 10

5413-0      13.8 Gray 2-3/4" Shrink 10

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5414-0     12.8 Gray 6-1/2" Shrink 10

5415-0     12.8 Gray 6-3/4" Shrink 10

Includes one closure plug

Includes three closure plugs

SWING-ARM – EXTENSION ADAPTERS – 5-1/4” x 3-1/2” x 1-1/2” DEEP –
SIX THREADED OUTLETS

5414-0, 5415-05412-0, 5413-0

SWING-ARM – EXTENSION ADAPTERS – 5-1/4” x 3-1/2” x 1-1/2” DEEP –
TWO THREADED OUTLETS
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Applications
• For use in branch circuit wiring in

wet, damp, or dry locations
• Can be used as a weatherproof junction

box, or as a housing for receptacles,
switches, and GFCI’s

Product Features
• Seamless die cast aluminum con-

struction
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Eight box mounting options with de-

tachable lugs provided
• Two closure plugs included
• Ground screws installed
• Multi-lingual instructions in each

package
• Internal threads on hubs comply with

NEMA requirements. Hubs accept all
threaded fittings and threaded conduit.

Compliances

• Ó Standard 514A
• – C22.2 No. 18

• NEMA 3R Rated

TWO-GANG BOXES
GENERAL DIMENSIONS

END VIEW FOR STYLES WITH TWO 
OUTLETS ON ONE END

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5333-0     32.0 Gray 3-1/2" Shrink 12
5341-0  32.0 Gray 3-3/4" Shrink 12

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5335-0     31.0 Gray 4-1/2" Shrink 12
5343-0    31.0 Gray 4-3/4" Shrink 12

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5337-0     31.0 Gray 5-1/2" Shrink 12
5337-1     31.0 White 5-1/2" Shrink 12
5337-2    31.0 Bronze 5-1/2" Shrink 12
5337-5     31.0 Gray 5-1/2" Carded 4
5345-0     31.0 Gray 5-3/4" Shrink 12
5334-0      32.0 Gray 5-1/2" Shrink 12
5342-0     32.0 Gray 5-3/4" Shrink 12

5333-0, 5341-0 5335-0, 5343-0 5337-0 TO 5337-5,
5345-0

5334-0, 5342-0

2” DEEP, WITH LUGS - FIVE THREADED OUTLETS - 4-1/2” x 4-1/2”

2" DEEP, WITH LUGS – FOUR THREADED OUTLETS – 4-1/2” x 4-1/2”

2" DEEP, WITH LUGS – THREE THREADED OUTLETS – 4-1/2” x 4-1/2”
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TWO-GANG BOXES WITH 7 OUTLETS
CAT. NOs. 5340-0, 5348-0

CAT. NOs. 5338-0, 5346-0

Applications 
• For use in branch circuit wiring in wet,

damp, or dry locations
• Can be used as a weatherproof junction

box, or as a housing for receptacles,
switches, and GFCI’s

Product Features
• Seamless die cast aluminum construc-

tion
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Eight box mounting options with de-

tachable plugs provided
• Two closure plugs included
• Ground screws installed
• Multi-lingual instructions in each package
• Internal threads and hubs comply with

NEMA requirements. Hubs accept all
threaded fittings and threaded conduit

Compliances

• – Standard 514A

• – C22.2 No. 18

• NEMA 3R Rated

5340-0, 5348-0 5338-0, 5346-0 5388-0, 5389-0

TWO-GANG BOXES WITH 5 OUTLETS
CAT. NOs. 5388-0, 5389-0

Includes two closure plugs

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5340-0     30.2 Gray 7-1/2" Shrink 12
5348-0     30.2 Gray 7-3/4" Shrink 12
5338-0     31.0 Gray 7-1/2" Shrink 12
5346-0     31.0 Gray 7-3/4" Shrink 12

Includes two closure plugs

2-5/8" DEEP, WITH LUGS – FIVE THREADED OUTLETS – 4-1/2” x 4-1/2”
CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5388-0    36.0 Gray 5-3/4" Shrink 9
5389-0    36.0 Gray 5-1" Shrink 9

2" DEEP, WITH LUGS – SEVEN THREADED OUTLETS – 4-1/2” x 4-1/2”
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Two-Gang Extension Application
• Used to provide additional capacity

needed for NEC box fill requirements
Two-Gang Extension
Product Features
• Rugged seamless construction
• State-of-the-art powder coat finish
• Installation hardware and gasket

provided
• Multi-lingual instructions in each

package
Two-Gang Extension
Compliances
• – Standard 514A

• – C22.2 No. 18
• NEMA 3R Rated
Three-Gang Box Applications
• For use in branch circuit wiring in

wet, damp, or dry locations
• Can be used as a weatherproof junction

box, or as a housing for receptacles,
switches, and GFCI’s

Three-Gang Box
Product Features
• Seamless die cast aluminum

construction
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Eight box mounting options with de-

tachable lugs provided
• Four closure plugs included
• Ground screws installed
• Multi-lingual instructions in each

package
• Internal threads and hubs comply with

NEMA requirements. Hubs accept all
threaded fittings and threaded conduit

Three-Gang Box Compliances
• – Standard 514A

• – C22.2 No. 18
• NEMA 3R Rated

5390-05407-0

TWO-GANG EXTENSION THREE-GANG BOX

Includes four closure plugs

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE

5407-0     16.0 Gray — Shrink 10

TWO-GANG EXTENSION – 4-21/32” x 4-21/32” x 1-1/32” DEEP

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE

5390-0     55.0 Gray 7-3/4" Boxed 1

THREE-GANG BOX – 2-5/8" DEEP, WITH LUGS – SEVEN THREADED OUTLETS –
4-1/2" x 6-3/8"

10 Pg C1 - C-30.qxp  6/9/2008  10:44 AM  Page C10



olrka=pmif`b=_lubp=^ka=buqbkpflk=^a^mqbop

t
b

^
q

e
b

o
m

o
l

l
c
=_

l
u

b
p
I=

`
l

s
b

o
p
=^

k
a

=i
fd

e
q

fk
d

C11
afb=`^pq=^irjfkrj

loabofkd=fkcloj^qflk=J=afjbkpflkp

4" Round Splice Boxes
Applications
• For use in branch circuit wiring in

wet, damp, or dry locations
• Designed for use as a weatherproof

junction box, and may be used with
Bell® round cluster covers and round
lampholder combinations

4" Round Splice Boxes
Product Features
• Rugged die cast construction
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Cast-in mounting lugs provide fast,

secure installation
• Includes four closure plugs, installed

ground screw, and multi-lingual
instructions

4" Round Splice Boxes 
Compliances
• – Standard 514A

• – C22.2 No. 18
• NEMA 3R Rated
4" Round Extension Adapters
Applications
• For use with 4" round splice boxes
• Extension adapters are used to in-

crease box capacity and allow the
installer to add “take-offs” to new
boxes/devices

4" Round Extension Adapters
Product Features
• Rugged die cast construction
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Includes installation hardware, closure

plugs, gasket, and multi-lingual
instructions

4" Round Extension Adapters 
Compliances
• Ó=Standard 514A

• – C22.2 No. 18
• NEMA 3R Rated

5361-0 TO 5361-7,
5372-0

4" ROUND SPLICE BOXES 4" ROUND EXTENSION ADAPTERS

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5361-0     16.0 Gray 5-1/2" Shrink 16
5361-1     16.0 White 5-1/2" Shrink 16
5361-2     16.0 Bronze 5-1/2" Shrink 16
5361-5     16.0 Gray 5-1/2" Carded 6
5361-6     16.0 White 5-1/2" Carded 6
5361-7     16.0 Bronze 5-1/2" Carded 6
5372-0     16.0 Gray 5-3/4" Shrink 16

CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE
5363-0    16.3 Gray 4-1/2" Shrink 16

4" ROUND SPLICE BOX – FIVE THREADED OUTLETS – 1-1/2" DEEP

4" ROUND EXTENSION ADAPTER – FOUR THREADED OUTLETS – 1-1/2" DEEP

5363-0
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Application
• For use with 4" round splice boxes
Product Features 
• Rugged metallic construction
• State-of-the-art powder coat finish
• Includes installation hardware, gas-

ket, and multi-lingual instructions
Compliances

• – Standard 514A
– C22.2 No. 18

• NEMA 3R Rated

CATALOG DESCRIPTION PKG. STD. UPC
NUMBER COLOR OUTLETS TYPE PKG. BAR CODE

5374-0      Gray Blank Shrink 30

RPTQJM

4" ROUND COVER 4” ROUND COVER

10 Pg C1 - C-30.qxp  6/9/2008  10:45 AM  Page C12



pmb`f^iqv=_lubp=^ka=`lsbop

t
b

^
q

e
b

o
m

o
l

l
c
=_

l
u

b
p
I=

`
l

s
b

o
p
=^

k
a

=i
fd

e
q

fk
d

C13

loabofkd=fkcloj^qflk=J=afjbkpflkp

Weatherproof Housing
Application
• For telephone installations at pool-

side, patio, garden or garage
Weatherproof Housing 
Product Features
• Kit comes complete — all you add is

the telephone jack
• Rugged seamless die cast construc-

tion will not allow entry of moisture
• State-of-the-art powder coated finish

provides for maximum weather-ability
and scratch resistance

• Multi-lingual installation instructions
included

5378RAC

CATALOG DESCRIPTION PKG. STD. UPC
NUMBER COLOR OUTLETS TYPE PKG. BAR CODE

5378RAC   Gray 3-1/2" Box 25

Yoke, gasket and cord grip connectors included

WEATHERPROOF HOUSING – 2" DEEP, TELEPHONE USE
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CATALOG CUBIC DESCRIPTION PKG. STD. UPC
NUMBER IN. COLOR OUTLETS TYPE PKG. BAR CODE

5185-0    — Gray Cover & 125V Polybag 10
15A receptacle

5185-0

MINI SNAP COVER AND RECEPTACLE – 3” x 2” x 1-1/8” DEEP

Mini Snap Cover and Receptacle
Application
• For use when a convenience outlet is

required in a small space
Mini Snap Cover and Receptacle
Product Features
• State-of-the-art powder coat finish 
• Self-closing lid assures weatherproof

protection when the receptacle is not
in use

C14
pmb`f^iqv=_lubp=^ka=`lsbop

COVER CAT. NO. 5185-0
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Application
• Rayntite® M.R. SRT covers are designed 

for use whenever weatherproof pro-
tection is required while an outlet is
in use

Product Features
• Modularity: 6 SKU’s cover almost

every application — no need to tie-
up money and shelf space stocking
multiple SKU’s

• Unique snap fit design speeds in-
stallation. No more fumbling with
open covers

• High-impact polycarbonate construc-
tion: Virtually indestructible

• No need to worry about rust and
corrosion

• Tinted lid: Hides dust, dirt, and scratches
• Padlockable design: Prevents tamper-

ing and accidental disconnects
• Tri-lingual instructions: One product

for all North American markets
• Covers can be either device or box

mounted — allows for installation
flexibility

• Meets NEC 406.8 (B) requirements —
no need to worry about Code compli-
ances

Compliances

•
• NEMA 3R Rated

• Meets NEC 406.8 (B) Requirements

Reference Data
• Canadian Patent  2,092, 516
• United States Patents

5,981, 875
5,533, 637
5,456, 377
5,228, 584

CATALOG RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE

5730-0 Single gang vertical cover with 4 plates included - Shrink 10
for duplex, GFCI, toggle and single round

receptacles 1.344, 1.406, 1.468, 1.593, 1.655,
1.719, 2.032 and 2.156 Dia.

5740-0 Single gang horizontal cover with 4 plates Shrink 10
included - for duplex, GFCI, toggle and single 
round receptacles 1.344, 1.406, 1.468, 1.593,

1.655, 1.719, 2.032 and 2.156 Dia.

5730-0 5740-0

SINGLE-GANG – STANDARD DEPTH

CAT. NOs. 5730-0, 5740-0
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Application
• Rayntite® M.R. SRT covers are designed 

for use whenever weatherproof pro-
tection is required while an outlet is
in use

Product Features
• Modularity: 6 SKU’s cover almost

every application — no need to tie-
up money and shelf space stocking
multiple SKU’s

• Unique snap fit design speeds in-
stallation. No more fumbling with
open covers

• High-impact polycarbonate construc-
tion: Virtually indestructible

• No need to worry about rust and
corrosion

• Tinted lid: Hides dust, dirt, and scratches
• Padlockable design: Prevents tamper-

ing and accidental disconnects
• Tri-lingual instructions: One product

for all North American markets
• Covers can be either device or box

mounted — allows for installation
flexibility

• Meets NEC 406.8 (B) requirements —
no need to worry about Code compli-
ances

Compliances

•
• NEMA 3R Rated

• Meets NEC 406.8 (B) Requirements

Reference Data
• Canadian Patent  2,092, 516
• United States Patents

5,981, 875
5,533, 637
5,456, 377
5,228, 584

5735-0

CATALOG RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE

5735-0 Single gang vertical cover- Deep with 4 plates in- Shrink 6
cluded - for duplex, GFCI, toggle and single round
receptacles 1.344, 1.406, 1.468, 1.593, 1.655,

1.719, 2.032 and 2.156 Dia.

SINGLE-GANG – DEEP

CAT. NO. 5735-0
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Application
• Rayntite® M.R. SRT covers are designed 

for use whenever weatherproof pro-
tection is required while an outlet is
in use

Product Features
• Modularity: 6 SKU’s cover almost

every application — no need to tie-
up money and shelf space stocking
multiple SKU’s

• Unique snap fit design speeds in-
stallation. No more fumbling with
open covers

• Two-gang plates can be mounted
vertically or horizontally

• High-impact polycarbonate construc-
tion: Virtually indestructible

• No need to worry about rust and
corrosion

• Tinted lid: Hides dust, dirt, and scratches
• Padlockable design: Prevents tamper-

ing and accidental disconnects
• Tri-lingual instructions: One product

for all North American markets
• Covers can be either device or box

mounted — allows for installation
flexibility

• Meets NEC 406.8 (B) requirements —
no need to worry about Code compli-
ances

Compliances

•
• NEMA 3R Rated

• Meets NEC 406.8 (B) Requirements

Reference Data
• Canadian Patent  2,092, 516
• United States Patents

5,981, 875
5,533, 637
5,456, 377
5,228, 584

CAT. NOs. 5775-0, 5790-0

5790-05775-0

CATALOG RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE

5775-0 Two-gang vertical cover- with 4 plates included - Shrink 5
for duplex, and single round receptacles

1.344, 1.406, 1.468, 1.593, 1.655,
1.719, 2.032 and 2.156 Dia.

TWO-GANG – STANDARD DEPTH

CATALOG RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE

5790-0 Two-gang vertical cover- Deep with 4 plates Shrink 3
included - for duplex, and single 

round receptacles 1.344, 1.406, 1.468, 1.593,
1.655, 1.719, 2.032 and 2.156 Dia.

TWO-GANG – DEEP
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Application
• Rayntite® M.R. SRT covers are designed 

for use whenever weatherproof pro-
tection is required while an outlet is
in use

Product Features
• Modularity: 6 SKU’s cover almost

every application — no need to tie-
up money and shelf space stocking
multiple SKU’s

• Unique snap fit design speeds in-
stallation. No more fumbling with
open covers

• Two-gang plates can be mounted
vertically or horizontally

• High-impact polycarbonate construc-
tion: Virtually indestructible

• No need to worry about rust and
corrosion

• Tinted lid: Hides dust, dirt, and scratches
• Padlockable design: Prevents tamper-

ing and accidental disconnects
• Tri-lingual instructions: One product

for all North American markets
• Covers can be either device or box

mounted — allows for installation
flexibility

• Meets NEC 406.8 (B) requirements —
no need to worry about Code compli-
ances

Compliances

•
• NEMA 3R Rated

• Meets NEC 406.8 (B) Requirements

Reference Data
• Canadian Patent  2,092, 516
• United States Patents

5,981, 875
5,533, 637
5,456, 377
5,228, 584

CAT. NOs. 5795-0

5795-0

CATALOG RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE

5795-0 Two-gang vertical cover- Shrink 3
Deep with 2 plates included - for single 

round receptacles 1.344, 1.406, 1.468, 1.593,
1.655, 1.719, 2.032 and 2.156 Dia.

TWO-GANG – DEEP

10 Pg C1 - C-30.qxp  6/9/2008  10:46 AM  Page C18



o^vkqfqb® pfkdibJd^kd=absf`b=`lsbop

t
b

^
q

e
b

o
m

o
l

l
c
=_

l
u

b
p
I=

`
l

s
b

o
p
=^

k
a

=i
fd

e
q

fk
d

C19
afb=`^pq=^irjfkrj

loabofkd=fkcloj^qflk=J=afjbkpflkp

Application 
• For use whenever weatherproof

protection is required for an outdoor
receptacle

Product Features
• Rugged die cast construction
• State-of-the-art powder coat finish

provides maximum weatherability
and scratch resistance

• Self-closing lids assure weatherproof
protection when the receptacle is
not in use

• Vertical mount covers are 
padlockable

• May be mounted to box or device
• Includes installation hardware, gasket,

and multi-lingual instructions
Compliances

• – Standard 514A

• – C22.2 No. 18
• NEMA 3R Rated

HORIZONTAL MOUNT COVERS

VERTICAL MOUNT COVERS

5001-0 5026-0

5027-0 5028-0 TO 5028-6 5029-0, 5030-0 5031-0

CATALOG COLOR RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE
5001-0     Gray Duplex Shrink 24
5002-0     Gray GFCI Shrink 24

CATALOG COLOR RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE

5026-0    Gray Single, 1.593" diameter Shrink 24

5027-0   Gray Duplex Shrink 24

5028-0    Gray GFCI Shrink 24

5028-5    Gray GFCI Carded 6

5028-6    White GFCI Carded 6

5029-0    Gray 20A, 1.710" diameter Shrink 12

5030-0 Gray 30-50A, 2.150" diameter Shrink 12

5031-0    Gray Single, 1.406" diameter Shrink 12

5002-0

VERTICAL MOUNT – PADLOCKABLE

HORIZONTAL MOUNT
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CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5032-0     Gray (2) Duplex Shrink 6
5033-0    Gray (1) Duplex & (1) GFCI Shrink 6
5034-0    Gray (1) 30-50A Receptacle Shrink 6

2.625" diameter 
5036-0     Gray (1) 30-50A Receptacle Shrink 6

2.156" diameter 
5038-0     Gray (2) Receptacles, Shrink 6

1.406" diameter 
5040-0     Gray (1) Single Receptacle, 1.406" Shrink 6

diameter & (1) GFCI
5041-0     Gray (2) Toggle Shrink 6
5042-0     Gray (1) Toggle & (1) Duplex Shrink 6
5043-0     Gray (1) Toggle & (1) GFCI Shrink 6
5045-0    Gray (2) GFCI Shrink 6

TWO-GANG DEVICE COVERS

5032-0 5033-0 5034-0 5036-0 5038-0

5040-0 5041-0 5042-0 5043-0 5045-0

Application
• For use whenever weatherproof

protection is required for an outdoor
receptacle

Product Features
• Rugged die cast construction
• State-of-the-art powder coat finish

provides maximum weatherability and
scratch resistance

• Self-closing lids assure weatherproof
protection when the receptacle is not
in use

• Covers are padlockable, 1/4" dia. hole
• May be mounted to box or device
• Includes installation hardware, gasket,

and multi-lingual instructions
Compliances
• Ó Standard 514A

• – C22.2 No. 18
• NEMA 3R Rated

VERTICAL MOUNT – PADLOCKABLE
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Application 
• For use whenever weatherproof protec-

tion is required for an outdoor receptacle
Product Features 
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability
and scratch resistance

• Self-closing lids assure weatherproof
protection when the receptacle is
not in use

• Includes installation hardware, gas-
ket, and multi-lingual instructions

Compliances

• – Standard 514A
– C22.2 No. 18

• NEMA 3R Rated

5152-0

5101-0 TO 5101-7

5712-5 5094-0

5102-05180-0 TO 5180-7

CATALOG COLOR RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE
5180-0     Gray Duplex Shrink 24
5180-1     White Duplex Shrink 24
5180-2     Bronze Duplex Shrink 24
5180-5     Gray Duplex Carded 6
5180-6     White Duplex Carded 6
5180-7     Bronze Duplex Carded 6
5181-0     Gray Duplex Shrink 24
5101-0*    Gray GFCI Shrink 24
5101-1*    White GFCI Shrink 24
5101-2*   Bronze GFCI Shrink 24
5101-5*    Gray GFCI Carded 6
5101-6*   White GFCI Carded 6
5101-7*   Bronze GFCI Carded 6
5102-0     Gray GFCI Shrink 24
5152-0     Gray Single, 1.406" diameter Shrink 24
5153-0 Gray Motor plug base, Shrink 12

1.600" diameter,
125V, 15A wiring
device included

5712-5*   Gray 125V, 15A Duplex Carded 6
receptacle included

* C/UL Listed

CATALOG COLOR RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE
5094-0 Gray Duplex Shrink 24

CAT. NOs. 5180-0 SERIES, 5712-5, 5094-0

CAT. NO. 5101-0 SERIES

CAT. NO. 5152-0

CAT. NO. 5153-0

HORIZONTAL – DEVICE MOUNT

HORIZONTAL – BOX MOUNT

5153-0

5181-0

CAT. NO. 5102-0 CAT. NO. 5181-0

QJNLOÒ

OJPLQÒ

QJNLOÒ

OJPLQÒ
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5839-5 TO 5839-7 5874-5 TO 5874-6

DEVICE KITS – HORIZONTAL MOUNT 
CATALOG COLOR RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE

5839-5     Gray Duplex Box 4

5839-6     White Duplex Box 4

5839-7     Bronze Duplex Box 4

5874-5     Gray GFCI Box 4

5874-6     White GFCI Box 4

Includes 125V, 15A receptacle, single-gang box, cover and gasket

Application 
• For use in wet, damp, or dry locations
Product Features 
• Each kit is a convenient, complete

weatherproof installation — 
no need to purchase separate 
components

• Easy to follow multi-lingual instruc-
tions included

Compliances
• – Standard 514A

• – (5874 Series)
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Application 
• For use whenever weatherproof protec-

tion is required for an outdoor receptacle
Product Features 
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability and
scratch resistance

• Self-closing lids assure weatherproof
protection when the receptacle is not
in use

• Includes installation hardware, gasket,
and multi-lingual instructions

Compliances
•
• NEMA 3R Rated

NOTE: DIMENSIONS FOR DEVICE-MOUNT AND
BOX-MOUNT COVERS ARE THE SAME

SINGLE RECEPTACLE STYLE COVERS

GFCI STYLE COVERS

5146-0 TO 5146-5

5091-0

5103-0 TO 5103-7

5095-0

5147-05104-0

CATALOG COLOR RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE
5146-0     Gray Duplex Shrink 24
5146-1     White Duplex Shrink 24
5146-5    Gray Duplex Carded 6
5147-0     Gray Duplex Shrink 24
5103-0   Gray GFCI Shrink 24
5103-1    White GFCI Shrink 24
5103-2   Bronze GFCI Shrink 24
5103-5  Gray GFCI Carded 6
5103-6   White GFCI Carded 6
5103-7   Bronze GFCI Carded 6
5104-0     Gray GFCI Shrink 24
5155-0 Gray Single, 1.406" diameter Shrink 24
5155-1 White Single, 1.406" diameter Shrink 24
5155-2 Bronze Single, 1.406" diameter Shrink 24
5155-5 Gray Single, 1.406" diameter Carded 6
5155-6 White Single, 1.406" diameter Carded 6

CATALOG COLOR RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE

5095-0     Gray Duplex Shrink 24
5091-0 Gray Single, 1.406" diameter Shrink 24

5155-0 TO 5155-6

VERTICAL – DEVICE MOUNT

VERTICAL – BOX MOUNT

DUPLEX STYLE COVER CAT. NO. 5104-0, 5147-0

QJNLOÒ

OJPLQÒ
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Blank Covers Application
• For use whenever weatherproof protec-

tion is required for a single-gang box
Blank Covers Product Features
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability
and scratch resistance

Blank Covers Compliances
•
• NEMA 3R Rated
Mini-Plate Applications
• For use with light poles
• Provides a safe and convenient means

of accessing power for holiday lighting,
power tools, and the like

Mini-Plate Product Features
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability
and scratch resistance

• Self-closing lid assures weatherproof
protection when receptacle is not in use

• Includes installation hardware and
receptacle

BLANK COVERS

MINI-PLATE

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE

5173-0    Gray Blank Cover Shrink 50
5173-1     White Blank Cover Shrink 50
5173-5     Gray Blank Cover Carded 12
5173-6     White Blank Cover Carded 12

5173-7     Bronze Blank Cover Carded 12

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE

5174-0    Gray Blank Cover Shrink 50

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5183-0 Black Curved back, 1-1/2" Shrink 48

radius - for 3" dia.
pole mounting

Includes 125V, 15A 3-wire receptacle

5173-0 TO 5173-7 5174-0 5183-0

BLANK COVERS – DEVICE MOUNT

BLANK COVERS – BOX MOUNT

MINI-PLATE 
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Application
• For use whenever weatherproof protec-

tion is required for an outdoor receptacle
Product Features
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability and
scratch resistance

• Self-closing lids assure weatherproof
protection when the receptacle is not
in use

• Includes installation hardware, gasket,
and multi-lingual instructions

Compliances

•

• – Standard 514A (5132 - 5145)

• – C22.2  (5132 - 5145)
• NEMA 3R Rated

5157-0, 5092-0

TWO-GANG DEVICE COVERS
5148-0 SERIES, 5096-0, 5160-0, 5098-0

NOTE: DIMENSIONS ARE THE SAME FOR
DEVICE MOUNT AND BOX MOUNT STYLES SHOWN.
5157-0 SERIES, 5092-0

CATALOG COLOR RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE
5096-0     Gray (2) Duplex Shrink 12

5092-0     Gray (2) Single, 1.406" dia. Shrink 12
5098-0      Gray (1) Duplex & Shrink 12

(1) Single, 1.406" dia.
5133-0      Gray (1) Duplex, (1) GFCI Shrink 10
5145-0      Gray (2) GFCI Shrink 10

5092-0

5148-0 TO 5148-5

5098-05096-0

5157-0

5138-0

5132-0

5145-0

5133-0

CATALOG COLOR RECEPTACLE PKG. STD. UPC
NUMBER TYPE TYPE PKG. BAR CODE
5132-0      Gray (2) Duplex Shrink 10
5138-0      Gray (2) Round, 1.406” Dia. Shrink 10
5148-0      Gray (2) Duplex Shrink 18
5148-5     Gray (2) Duplex Carded 4
5157-0      Gray (2) Single, 1.406" dia. Shrink 18
5160-0     Gray (1) Duplex & Shrink 12 

(1) Single, 1.406" dia.

BOX MOUNT

DEVICE MOUNT

5160-0

5132-0

QJNLOÒ

QJVLNSÒ

5133-0

QJNLOÒ

QJVLNSÒ

5138-0

QJNLOÒ

QJVLNSÒ

5145-0

QJNLOÒ

QJVLNSÒ
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Applications
• For use whenever weatherproof pro-

tection is required for an outdoor
receptacle

• Blank covers for use whenever weath-
erproof protection is required for a
multi-gang box

Product Features
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability and
scratch resistance

• Self-closing lids assure weatherproof
protection when the receptacle is not
in use

• Includes installation hardware, gasket,
and multi-lingual instructions

Compliances

•
• NEMA 3R Rated

THREE-GANG DEVICE COVERS
5097-0 AND 5093-0

BLANK COVERS
5177-0, 5175 SERIES

NOTE: DIMENSIONS ARE THE SAME FOR DEVICE 
MOUNT AND BOX MOUNT STYLES SHOWN.

5175-0 TO 5175-5 5177-05093-05097-0

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5097-0     Gray (3) Duplex Boxed 1

5093-0     Gray (3) Single, 1.406" dia. Boxed 1

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5177-0      Gray Blank Cover Boxed 10

THREE-GANG DEVICE COVER – BOX MOUNT

THREE-GANG BLANK COVER – BOX MOUNT

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5175-0     Gray Blank Cover Shrink 25

5175-1     White Blank Cover Shrink 25

5175-2     Bronze Blank Cover Shrink 25

5175-5    Gray Blank Cover Carded 6

TWO-GANG BLANK COVER – DEVICE MOUNT
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Application 
• For use whenever weatherproof pro-

tection is required for an “on-off”
type switch

Product Features
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability and
scratch resistance

• Includes installation hardware and
multi-lingual instructions.

• Single-gang covers are supplied with
a switch — no need to purchase
separate components

• Switch/cover units are supplied with
the switch unassembled to the cover

Compliances
• – Standard 514A

• – Certified
• NEMA 3R Rated

SINGLE-GANG
5121 SERIES
5141 SERIES
CAT. NOs. 5128-0, 5137-0

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5121-0     Gray SP 125V, 10A Shrink 24

5121-1     White SP 125V, 10A Shrink 24

5121-2     Bronze SP 125V, 10A Shrink 24

5121-5     Gray SP 125V, 10A Carded 6

5141-0     Gray 3-Way 125V, 6A Shrink 8

or 250V, 3A

5141-5     Gray 3-Way 125V, 6A Carded 6
or 250V, 3A

5128-0     Gray SP 120-277VAC, 20A Shrink 20

5137-0 Gray DP 120-277VAC, 20A Shrink 20

5121-0 TO 5121-5
5141-0 TO 5141-5

5128-0, 5137-0

SINGLE-GANG SWITCH COVERS – VERTICAL – DEVICE MOUNTED
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Application
• For use whenever weatherproof pro-

tection is required for an “on-off”
type switch

Product Features
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability
and scratch resistance

• Includes installation hardware and
multi-lingual instructions.

• Most units supplied with a switch — no
need to purchase separate components

• Switch/cover units are supplied with
the switch unassembled to the cover

Compliances
• – Standard 514A

• – Certified
• NEMA 3R Rated

TWO-GANG
CAT. NO. 5124-0, 5125 SERIES

TWO-GANG 5166 SERIES

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5124-0     Gray (2) SP 125V, 10A Shrink 8

5125-0     Gray Cover only Shrink 8

5166-0    Gray (1) SP 125V, 10A & Shrink 8
(1) Duplex receptacle

5166-5     Gray (1) SP 125V, 10A & Carded 4
(1)Duplex receptacle

5167-0    Gray 2 Gang, Switch/GFCI Shrink 8
Cover box mount

TWO-GANG SWITCH COVERS – DEVICE MOUNTED

5124-0 5125-0 5166-0 TO 5166-5 5167-0

TWO-GANG 5167 SERIES
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Three-Gang Lever Switch Cover
Application
• For use whenever weatherproof pro-

tection is required for an “on-off”
type switch

Three-Gang Lever Switch Cover
Product Features
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability
and scratch resistance

• Includes installation hardware and
multi-lingual instructions.

• Three-gang cover is supplied with
switches — no need to purchase
separate components

• Switch/cover units are supplied with
the switch unassembled to the cover

Three-Gang Lever Switch Cover
Compliances

•
• NEMA 3R Rated (5126-0 only)

TOGGLE SWITCH
CATALOG NOs. 5201-0

THREE-GANG
CATALOG NO. 5126-0

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5126-0     Gray (3) SP 125V, 10A Boxed 1

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE

5201-0     — SP 125V, 10A Polybag 10
Toggle switch

THREE-GANG SWITCH COVER – DEVICE MOUNT

LEVER SWITCH COVER – ACCESSORIES

5126-0 5201-0
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Applications
• For use with Bell® single-gang rectan-

gular or round weather-proof boxes
• Cluster covers provide an easy means

of mounting Bell® lampholders and
other accessories

Product Features
• Rugged die cast construction
• State-of-the-art powder coat finish

provides maximum weatherability
and scratch-resistance

• Includes installation hardware, gasket,
and multi-lingual instructions

• Three-hole covers are supplied with
two closure plugs

Compliances
• – Standard 514A

• – Certified - C22.2 #18

RECTANGULAR CLUSTER COVERS
5186 SERIES, 5189 SERIES

ROUND CLUSTER COVERS
5193 SERIES, 5197 SERIES

5197-0 TO 5197-75189-0 TO 5189-75186-0 TO 5186-7 5193-0 TO 5193-7

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5186-0    Gray 1-1/2" Outlet Shrink 20
5186-1     White 1-1/2" Outlet Shrink 20
5186-2     Bronze 1-1/2" Outlet Shrink 20
5186-5     Gray 1-1/2" Outlet Carded 6
5186-6    White 1-1/2" Outlet Carded 6
5186-7     Bronze 1-1/2" Outlet Carded 6
5189-0     Gray 3-1/2" Outlets Shrink 20
5189-1     White 3-1/2" Outlets Shrink 20
5189-2     Bronze 3-1/2" Outlets Shrink 20
5189-5     Gray 3-1/2" Outlets Carded 6
5189-6    White 3-1/2" Outlets Carded 6
5189-7     Bronze 3-1/2" Outlets Carded 6

CATALOG COLOR DESCRIPTION PKG. STD. UPC
NUMBER TYPE PKG. BAR CODE
5193-0 Gray 1-1/2" Outlet Shrink 20
5193-1     White 1-1/2" Outlet Shrink 20
5193-2     Bronze 1-1/2" Outlet Shrink 20
5193-5     Gray 1-1/2" Outlet Carded 6
5193-6     White 1-1/2" Outlet Carded 6
5193-7     Bronze 1-1/2" Outlet Carded 6
5197-0     Gray 3-1/2" Outlets Shrink 20
5197-1     White 3-1/2" Outlets Shrink 20
5197-2     Bronze 3-1/2" Outlets Shrink 20
5197-5     Gray 3-1/2" Outlets Carded 6
5197-6     White 3-1/2" Outlets Carded 6
5197-7   Bronze 3-1/2" Outlets Carded 6

RECTANGULAR CLUSTER – COVERS

4" ROUND CLUSTER – COVERS
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