
Components and Accessories

WL Circuit Breaker

1/16

WL Selection and Application Guide • January 2004

Locking Devices Mounted on the Guide Frame
Description Catalog Number List Price $

Lock Breaker in OPEN position, KIRK Key WLDLKRK 750
Lock Breaker in OPEN position, Superior Lock WLDLSUP 675
Double Lock Breaker in OPEN position, KIRK Key WLDLDKRK 1,450
Double Lock Breaker in OPEN position, Superior Lock WLDLDSUP 1,305
Provision Only - Lock Breaker in OPEN position WLDLPR 247
Provision Only - Double Lock Breaker in OPEN position WLDLDPR 350
Locking Device against opening the cubicle door while breaker is closed WLDRLC1 180
Locking Device against closing the breaker if cubicle door open and breaker connected WLDRLC5 237

Circuit Breaker / Non-Automatic Switch Guide Frames and Accessories

Coding Kit for Drawout Breakers
Breaker Coding Kit for different breaker styles Frame Size II WLBCK2 120

Frame Size III WLBCK3 120

Additional Grounding Between Breaker and Guide Frame
Additional ground protection for the Guide Frame Frame Size II, III WLEF2 86

Internal Accessories
Electronic Trip Units Protective Functions
ETU725 L(S)I WLETU725 1,375
ETU727 L(S)IG WLETU727 2,145
ETU745 L(S)(I)  G WLETU745 1,600
ETU748 LS  G WLETU748 1,550
ETU755 L(S)(I)  G WLETU755 1,900
ETU776 L(S)(I)  G WLETU776 3,600

( ) indicates a Defeatable function

Electronic Trip Unit Accessories
Metering Function (not including voltage transformers) WLMETER 1,180
Metering Function Plus (not including voltage transformers) WLMETERP 1,600
Non-Automatic Reset (Reclosing is locked out after trip) WLNOAUTRSET 300
Remote Reset Solenoid for the Reset Button 24V DC WLRSET24 400

48V DC WLRSET48 400
120V DC WLRSET120 400
240V DC WLRSET240 400

Sealing Cover ETU725 - 755 WLTUSC55 50
ETU776 WLTUSC76 50

LCD Display ETU745 & 748 WLLCD48 780
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WLTUSC55

3-Phase Metering CTs, Guide Frame mounted (3 windows per CT)
Rating 

Frame Size II 100:5 WLG1005MCT2 386
150:5 WLG1505MCT2 386
200:5 WLG2005MCT2 386
250:5 WLG2505MCT2 386
300:5 WLG3005MCT2 386
400:5 WLG4005MCT2 386
500:5 WLG5005MCT2 386
600:5 WLG6005MCT2 386
800:5 WLG8005MCT2 386
1000:5 WLG10005MCT2 386
1200:5 WLG12005MCT2 386
1500:5 WLG15005MCT2 386
1600:5 WLG16005MCT2 386
2000:5 WLG20005MCT2 386
2500:5 WLG25005MCT2 386
3000:5 WLG30005MCT2 386
3200:5 WLG32005MCT2 386

Frame Size III 2000:5 WLG20005MCT3 541
2500:5 WLG25005MCT3 541
3000:5 WLG30005MCT3 541
3200:5 WLG32005MCT3 541
4000:5 WLG40005MCT3 541
5000:5 WLG50005MCT3 541
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Breakers are coded for frame rating and interrupting capacity standard 
from the factory.
Trip units include clear plastic front sealing covers as standard.
Optional Ground Fault Module can be ordered separately. It is field installable
and not removable once installed. 
Requires external voltage potential transformers with 120V AC secondary output.
Guide Frame Z-Parameter accessory. This component can be added to 
an assembled guide frame catalog number order.
Circuit Breaker Z-Parameter accessory. This component can be 
added to an assembled breaker or switch catalog number order.
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