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Disconnect
Wall-Mount Preferred-Cutout Disconnect Enclosures
Wall-Mount Preferred-Cutout Overview

Preferred-CutoutOverview

Application
Enclosureshavingthepreferredcutoutaresizedforusewithupto
200Adisconnectswitchesandupto400Acircuitbreakersunless
otherwisespecified.Thepreferredcutoutacceptsthesmaller
operatinghandlewhosemountingholecentersare4.688in.apart.
Preferredcutoutsarestandardinmildsteelwall-mountenclosures,
modularenclosuresandsomeselectlargemildsteelenclosures.
Theyarealsopresentonallstandardstainlesssteelofferings.Mild
steeloperatoradapterplateswithbrandspecificpreferredcutouts
areavailableforenclosureswitharectangularuniversalcutout.

Preferredcutoutsaredesignedtohousethefollowing:

Allen-Bradley
• Bulletin1494Vdisconnectswitcheswithflange-mountvariable-

depthoperatingmechanismsandBulletin1494Vflange-mount
variable-depthoperatingmechanismsforcircuitbreakers

• Bulletin140Uflexiblecableoperatingmechanismsfor140U
moldedcasecircuitbreakers

• Bulletin1494Ccable-operateddisconnectswitcheswithflange-
mounthandles

• Bulletin194RCcable-operatedflange-mounthandlesforusewith
theNFPA79compliant194RIECrotarydisconnectswitches

Allen-Bradley Bulletin 1494V-R1, -R2 and -W2 operating handles and 
Allen-Bradley Bulletin 1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABBControlsflange-mountvariable-depthoperatingmechanisms
fordisconnectswitchesandcircuitbreakers.Alsothecableversion
forcircuitbreakers.

EatonCutler-HammerTypeC361flange-mountvariable-depth
operatingmechanismswithdisconnectswitchesandTypeC371
flange-mountvariable-depthoperatingmechanismsforcircuit
breakers.

GeneralElectricTypeSTDAflangehandlesandvariable-depth
operatingmechanismsfordisconnectswitchesandcircuitbreakers.
AlsoSPECTRAFLEX™cableoperatorsforcircuitbreakers.

SiemensITEMAXFLEX®flange-mountvariable-depthoperating
handlesforcircuitbreakers.

SchneiderSquareD®Class9422disconnectswitcheswithflange-
mountvariable-depthoperatingmechanismsorcablemechanisms
andClass9422flange-mountvariable-depthoperatingmechanisms
orcablemechanismsforcircuitbreakers.
These enclosures will NOT accept Square D Class 9422 bracket-mounted 
disconnect devices, Class 9422TG1 or TG2 devices. 

Ordering
Thedisconnectswitch,operatinghandle,andoperatingmechanism
mustbeorderedfromdisconnectequipmentsupplier.SeeTechnical
InformationintheHoffmanSpecifier’sGuideforwirebendspace
availablewhenvariousmanufacturers’disconnectswitchesare
installed,orDisconnectOrderingInformationathoffmanonline.com
fordisconnectorderingguidelinesandwirebendspaceavailable.
Checktheenclosuredimensiondrawingstoverifythechosen
disconnectswitchwillfitintheenclosure.
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Preferred Cutout, Disconnect Enclosure, Type 12

PreferredCutout,DisconnectEnclosure,Type12

IndustryStandards

UL508AListed;Type12,13;FileNo.E61997
cULListedperCSAC22.2No.94;Type12,13;FileNo.E61997

NEMA/EEMACType12,13
CSAFileNo.42186:Type12
IEC60529,IP65

Application
Thesegeneralpurposedisconnectenclosuresacceptmajorbrand
disconnectswitchesandcircuitbreakers,availablewithorwithout
theHoffman-supplieddefeaterdoorhandleandhandlehardware.

Features
• Includeslatchpivotpost(s)andcoverinterlockbracketwelded

todoor,coverlatchbarfordoor,andinstructionsforinstalling
disconnects

• Modelnumbersendingwith“PL”includehandleandhandle
latchinghardware

Specifications
• 14gaugesteel
• Seamscontinuouslyweldedandgroundsmooth
• Bondingprovisionondoor
• Externalmountingbrackets
• External-formedflangearoundallsidesofenclosureopening
• Removabledoorwithcontinuoushinge
• Datapocketishighimpactthermoplastic
• Oil-resistantgasket
• Collarstudsformountingoptionalpanels
• Holesinbodyanddoorformountingoperatinghandle,operating

mechanism,anddoorclosingmechanism
• AvailablewithorwithoutHoffmansuppliedpadlockingdefeater

handleandlatchingsystem

Finish
WhiteinsidewithANSI61grayoutsidefinish.

Accessories
See also Accessories.
BlankAdapterPlates,MildSteel
CompactCoolingFans
PANELITE™EnclosureLightsOverview
PanelsforType3R,4,4X,12and13Enclosures
POWERGLIDE®DefeaterHandleKit
SteelandStainlessSteelWindowKits

Ordering
Note:Someflexiblecableoperatingmechanismsmaynotwork
in8-in.deepenclosuresduetointerferencewithcablecontrol
hardwareoninsideofflange.

Dependingonmodel,orderasfollows:
PLmodels:
• Operatingmechanismanddisconnectswitchorcircuitbreakers
• Operatinghandle

Allothermodels:
• Operatingmechanismanddisconnectswitchorcircuitbreakers
• Operatinghandle
• POWERGLIDE®DefeaterHandleKit

—or—
• Operatingmechanismanddisconnectswitchorcircuitbreakers
• Operatinghandle
• Doorhardware

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A25
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StandardProduct 

CatalogNumber AxBxCin. AxBxCmm Footnotes WithorWithoutHandle Panel ConductivePanel
PanelSize
DxE(in.)

PanelSize
DxE(mm)

DataPocketSize
DxE(in.)

DataPocketSize
DxE(mm)

A20SA2208LP 20.00 x 21.38 x 8.00 508 x 543 x 203 — Without A20P20 A20P20G 17.00 x 17.00 432 x 432 6.00 x 6.00 152 x 152
A20SA2208LPPL 20.00 x 21.38 x 8.00 508 x 543 x 203 — With A20P20 A20P20G 17.00 x 17.00 432 x 432 6.00 x 6.00 152 x 152
A24SA2208LP 24.00 x 21.38 x 8.00 610 x 543 x 203 — Without A24P20 A24P20G 21.00 x 17.00 533 x 432 6.00 x 6.00 152 x 152
A24SA2208LPPL 24.00 x 21.38 x 8.00 610 x 543 x 203 — With A24P20 A24P20G 21.00 x 17.00 533 x 432 6.00 x 6.00 152 x 152
A24SA2608LP 24.00 x 25.38 x 8.00 610 x 645 x 203 — Without A24P24 A24P24G 21.00 x 21.00 533 x 533 6.00 x 6.00 152 x 152
A24SA2608LPPL 24.00 x 25.38 x 8.00 610 x 645 x 203 — With A24P24 A24P24G 21.00 x 21.00 533 x 533 6.00 x 6.00 152 x 152
A30SA2208LP 30.00 x 21.38 x 8.00 762 x 543 x 203 — Without A30P20 A30P20G 27.00 x 17.00 686 x 432 6.00 x 6.00 152 x 152
A30SA2208LPPL 30.00 x 21.38 x 8.00 762 x 543 x 203 — With A30P20 A30P20G 27.00 x 17.00 686 x 432 6.00 x 6.00 152 x 152
A30SA2608LP 30.00 x 25.38 x 8.00 762 x 645 x 203 — Without A30P24 A30P24G 27.00 x 21.00 686 x 533 12.00 x 12.00 305 x 305
A30SA2608LPPL 30.00 x 25.38 x 8.00 762 x 645 x 203 — With A30P24 A30P24G 27.00 x 21.00 686 x 533 12.00 x 12.00 305 x 305
A36SA2608LP 36.00 x 25.38 x 8.00 914 x 645 x 203 — Without A36P24 A36P24G 33.00 x 21.00 838 x 533 12.00 x 12.00 305 x 305
A36SA2608LPPL 36.00 x 25.38 x 8.00 914 x 645 x 203 — With A36P24 A36P24G 33.00 x 21.00 838 x 533 12.00 x 12.00 305 x 305
A36SA3208LP 36.00 x 31.38 x 8.00 914 x 797 x 203 — Without A36P30 A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305
A36SA3208LPPL 36.00 x 31.38 x 8.00 914 x 797 x 203 — With A36P30 A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305
A42SA3208LP 42.00 x 31.38 x 8.00 1067 x 810 x 203 — Without A42P30 A42P30G 39.00 x 27.00 991 x 686 6.00 x 6.00 152 x 152
A42SA3208LPPL 42.00 x 31.38 x 8.00 1067 x 810 x 203 — With A42P30 A42P30G 39.00 x 27.00 991 x 686 6.00 x 6.00 152 x 152
A42SA3808LP 42.00 x 37.38 x 8.00 1067 x 949 x 203 — Without A42P36 A42P36G 39.00 x 33.00 991 x 838 12.00 x 12.00 305 x 305
A42SA3808LPPL 42.00 x 37.38 x 8.00 1067 x 949 x 203 — With A42P36 A42P36G 39.00 x 33.00 991 x 838 12.00 x 12.00 305 x 305
A48SA3808LP 48.00 x 37.38 x 8.00 1219 x 949 x 203 — Without A48P36 A48P36G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305
A48SA3808LPPL 48.00 x 37.38 x 8.00 1219 x 949 x 203 — With A48P36 A48P36G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305
A60SA3808LP 60.00 x 37.38 x 8.00 1524 x 949 x 203 — Without A60P36 A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305
A60SA3808LPPL 60.00 x 37.38 x 8.00 1524 x 949 x 203 — With A60P36 A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305
A20SA2210LP 20.00 x 21.38 x 10.00 508 x 543 x 254 — Without A20P20 A20P20G 17.00 x 17.00 432 x 432 6.00 x 6.00 152 x 152
A20SA2210LPPL 20.00 x 21.38 x 10.00 508 x 543 x 254 — With A20P20 A20P20G 17.00 x 17.00 432 x 432 6.00 x 6.00 152 x 152
A24SA2210LP 24.00 x 21.38 x 10.00 610 x 543 x 254 — Without A24P20 A24P20G 21.00 x 17.00 533 x 432 6.00 x 6.00 152 x 152
A24SA2210LPPL 24.00 x 21.38 x 10.00 610 x 543 x 254 — With A24P20 A24P20G 21.00 x 17.00 533 x 432 6.00 x 6.00 152 x 152
A24SA2610LP 24.00 x 25.38 x 10.00 610 x 645 x 254 — Without A24P24 A24P24G 21.00 x 21.00 533 x 533 6.00 x 6.00 152 x 152
A24SA2610LPPL 24.00 x 25.38 x 10.00 610 x 645 x 254 — With A24P24 A24P24G 21.00 x 21.00 533 x 533 6.00 x 6.00 152 x 152
A30SA2210LP 30.00 x 21.38 x 10.00 762 x 543 x 254 — Without A30P20 A30P20G 27.00 x 17.00 686 x 432 6.00 x 6.00 152 x 152
A30SA2210LPPL 30.00 x 21.38 x 10.00 762 x 543 x 254 — With A30P20 A30P20G 27.00 x 17.00 686 x 432 6.00 x 6.00 152 x 152
A30SA2610LP 30.00 x 25.38 x 10.00 762 x 645 x 254 — Without A30P24 A30P24G 27.00 x 21.00 686 x 533 12.00 x 12.00 305 x 305
A30SA2610LPPL 30.00 x 25.38 x 10.00 762 x 645 x 254 — With A30P24 A30P24G 27.00 x 21.00 686 x 533 12.00 x 12.00 305 x 305
A36SA2610LP 36.00 x 25.38 x 10.00 914 x 645 x 254 — Without A36P24 A36P24G 33.00 x 21.00 838 x 533 12.00 x 12.00 305 x 305
A36SA2610LPPL 36.00 x 25.38 x 10.00 914 x 645 x 254 — With A36P24 A36P24G 33.00 x 21.00 838 x 533 12.00 x 12.00 305 x 305
A36SA3210LP 36.00 x 31.38 x 10.00 914 x 797 x 254 — Without A36P30 A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305
A36SA3210LPPL 36.00 x 31.38 x 10.00 914 x 797 x 254 — With A36P30 A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305
A42SA3210LP 42.00 x 31.38 x 10.00 1067 x 797 x 254 — Without A42P30 A42P30G 39.00 x 27.00 991 x 686 6.00 x 6.00 152 x 152
A42SA3210LPPL 42.00 x 31.38 x 10.00 1067 x 797 x 254 — With A42P30 A42P30G 39.00 x 27.00 991 x 686 6.00 x 6.00 152 x 152
A42SA3810LP 42.00 x 37.38 x 10.00 1067 x 949 x 254 — Without A42P36 A42P36G 39.00 x 33.00 991 x 838 12.00 x 12.00 305 x 305
A42SA3810LPPL 42.00 x 37.38 x 10.00 1067 x 949 x 254 — With A42P36 A42P36G 39.00 x 33.00 991 x 838 12.00 x 12.00 305 x 305
A48SA2610LPPL 48.00 x 25.38 x 10.00 1219 x 645 x 254 — With A48P24 A48P24G 45.00 x 21.00 1143 x 533 12.00 x 12.00 305 x 305
A48SA3810LP 48.00 x 37.38 x 10.00 1219 x 949 x 254 — Without A48P36 A48P24G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305
A48SA3810LPPL 48.00 x 37.38 x 10.00 1219 x 949 x 254 — With A48P36 A48P24G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305
A60SA3810LP 60.00 x 37.38 x 10.00 1524 x 949 x 254 — Without A60P36 A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305
A60SA3810LPPL 60.00 x 37.38 x 10.00 1524 x 949 x 254 — With A60P36 A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305
A60SA3812LPPL 60.00 x 37.38 x 12.00 1524 x 949 x 305 — With A60P36 A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305
A36SA3216LPPL 36.00 x 31.38 x 16.00 914 x 797 x 406 — With A36P30 A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305
A42SA3216LPPL 42.00 x 31.38 x 16.00 1067 x 797 x 406 — With A42P30 A42P30G 39.00 x 27.00 991 x 686 6.00 x 6.00 152 x 152
A42SA3816LPPL 42.00 x 37.38 x 16.00 1067 x 949 x 406 — With A42P36 A42P36G 39.00 x 33.00 991 x 838 12.00 x 12.00 305 x 305
A48SA3816LPPL 48.00 x 37.38 x 16.00 1219 x 949 x 406 — With A48P36 A48P36G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305
A60SA3816LP 60.00 x 37.38 x 16.00 1524 x 949 x 406 — Without A60P36 A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305
A60SA3816LPPL 60.00 x 37.38 x 16.00 1524 x 949 x 406 — With A60P36 A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305
A30SA2612LP 30.00 x 25.38 x 12.00 762 x 645 x 305 a Without A30P24 A30P24G 27.00 x 21.00 686 x 533 12.00 x 12.00 305 x 305
A30SA2612LPPL 30.00 x 25.38 x 12.00 762 x 645 x 305 a With A30P24 A30P24G 27.00 x 21.00 686 x 533 12.00 x 12.00 305 x 305
A36SA3212LP 36.00 x 31.38 x 12.00 914 x 797 x 305 a Without A36P30 A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305
A36SA3212LPPL 36.00 x 31.38 x 12.00 914 x 797 x 305 a With A36P30 A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305
A42SA3212LP 42.00 x 31.38 x 12.00 1067 x 797 x 305 a Without A42P30 A42P30G 39.00 x 27.00 991 x 686 6.00 x 6.00 152 x 152
A42SA3212LPPL 42.00 x 31.38 x 12.00 1067 x 797 x 305 a With A42P30 A42P30G 39.00 x 27.00 991 x 686 6.00 x 6.00 152 x 152
A42SA3812LP 42.00 x 37.38 x 12.00 1067 x 949 x 305 a Without A42P36 A42P36G 39.00 x 33.00 991 x 838 12.00 x 12.00 305 x 305
A42SA3812LPPL 42.00 x 37.38 x 12.00 1067 x 949 x 305 a With A42P36 A42P36G 39.00 x 33.00 991 x 838 12.00 x 12.00 305 x 305
A48SA3812LP 48.00 x 37.38 x 12.00 1219 x 949 x 305 a Without A48P36 A48P36G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305
A48SA3812LPPL 48.00 x 37.38 x 12.00 1219 x 949 x 305 a With A48P36 A48P36G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305
A60SA3812LP 60.00 x 37.38 x 12.00 1524 x 949 x 305 a Without A60P36 A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305
A36SA3216LP 36.00 x 31.38 x 16.00 914 x 797 x 406 a Without A36P30 A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305
A48SA3816LP 48.00 x 37.38 x 16.00 1219 x 949 x 406 a Without A48P36 A48P36G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305
A60SA3812A24LP 60.00 x 37.38 x 12.00 1524 x 949 x 305 b Without A60P36 A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305
aWhen using a Siemens ITE circuit breaker and an enclosure with an A dimension of 30-, 36- or 42-in., verify the amount of wire bend space required for both the line and load sides. Enclosures 12- and 16-in. deep can be 
modified to accept Siemens ITE 800 A and 1200 A circuit breakers. (Consult factory for details.)
bCatalog number A60SA3812A24LP enclosure will receive only 400 A and 600 A Allen-Bradley Bulletin 1494V disconnect switches, and Siemens ITE 800 Amp and 1200 Amp circuit breakers. The 400 Amp and 600 Amp Allen-
Bradley disconnect switch will not fit any other size enclosure from the Bulletin A25 family. Blank Adapter Plates will not fit catalog number A60SA3812A24LP.

Purchase panels separately.
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Table430.10(B) MinimumWireBendingSpaceattheTerminalsofEnclosedMotorControllers
SizeofWire(AWGorkcmil) WiresperTerminal1(mm) WiresperTerminal1(in.) WiresperTerminal2(mm) WiresperTerminal2(in.)
14-10 Not specified Not specified — —
8-6 30 1.5 — —
4-3 50 2 — —
2 65 2.5 — —
1 75 3 — —
1/0 125 5 125 5
2/0 150 6 150 6
3/0-4/0 175 7 175 7
250 200 8 200 8
300 250 10 250 10
350-500 300 12 300 12
600-700 350 14 400 16
750-900 450 18 475 19

This table is reproduced with permission from NRPA 2005-70, National Electrical Code, copyright 2005, National Fire Protection Association, Quincy, MA 02269. This reprinted 
material is not the complete and official position of the NFPA on the referenced subject which is represented only by the standard in its entirety.

Where provision for 3 or more wires per terminal exists, the minimum wire bending space shall be in accordance with the requirements of Article 312.
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DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1
andG1inDisconnectMountingSpacediagram.WiringspaceW1is
availablewhendisconnectisinstalledintheenclosure.
E1=4.75in.(121mm)whenC=8.00in.(203mm)
E1=7.09in.(180mm)whenC=10.00in.(254mm)
E1=11.62in.(294mm)whenC=12.00in.(305mm)
E1=11.62in.(294mm)whenC=16.00in.(406mm)
E1=18.38in.(467mm)forA60SA3812A24LP
W1=WiringSpace.

See Technical Information for wire bend space. 

RefertoNATIONAL ELECTRICAL CODE 2005article430.10(B)for
wiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.

Verifyyourapplicationtodetermineifwiringspaceisadequate.

POWERGLIDE®DefeaterHandleKit
Thisclockwisedefeatermodel
includesdoorhardwareforBulletin
A25enclosures.
Bulletin:A80

CatalogNumber Description
AL55CWD Medium POWERGLIDE Handle - Clockwise opening with defeater and door hardware
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CONCEPT® Wall-Mount Disconnect Enclosures

CONCEPT®DisconnectEnclosure,Type4

IndustryStandards
Mounting brackets required to maintain UL/CSA external mounting 
requirement.
UL508AListed;Type4,12;FileNo.E61997
cULListedperCSAC22.2No.94;Type4,12;FileNo.E61997

NEMA/EEMACType4,12,Type13
CSAFileNo.42186:Type4,12
VDE,IP66
IEC60529,IP66

Application
UseCONCEPT®DisconnectEnclosuresinapplicationsthatrequire
stylizeddesignfeaturesandapreferredcutoutforthedisconnect
switchorcircuitbreaker.Acceptsmajorbranddisconnectswitches
andcircuitbreakersandissuppliedwithaHoffman-integratedtool-
to-openhandle.
FurnishedwithEnclosures

1. Doorinterlockbracketweldedtodoor
2. Doorlatchingsystem(2-pointor3-point)installedondoor
3. Instructionstolocateandinstalldisconnect
4. Hardwarekitconsistingofpadlockingdoorhandle,panel

mountingnuts,groundinghardwareandsealingwashersfor
mountingholes

Specifications
• 16or14gaugesteel(seetable)
• Seamscontinuouslyweldedandgroundsmooth
• External-formed90-degreebodyflange
• Bondingprovisionondoor;groundingstudonbody
• Holesprovidedinbodyformountingdisconnectoperatinghandle

andoperatingmechanism
• PanelmountingstudsfitoptionalCONCEPTpanelsandother

accessories
• Mountingholesinbackofbodyfordirectmountingorforoptional

externalmountingbrackets
• Hiddenhingesforclean,aestheticappearance
• Removablecorner-formeddoors
• Provisionsondoorforoptionalhigh-impactthermoplasticdata

pocket
• Seamlessfoam-in-placegasket
• Dooralignmentdeviceondoorswiderthan30in.
• Latchingsysteminterlockswiththedisconnecthandleforadded

safety
• Uniqueintegrateddoorhandlewithtool-to-openfeatureand

padlockingoption
• Self-groundinglatchsystemwithdoubleseal
• Fourhingeson60-inch-highdoors
• Simpleeasy-to-removeandinstallhingepinswithbuilt-in

captivationclip
• High-torquethreadlessstudsandfastenersondoor
• Illustratedinstructionsheetincluded

Finish
Twostandardfinishesareavailable:
• ANSI61graypolyesterpowdercoatinginsideandout
• RAL7035texturedlight-graypolyesterpowdercoatinginsideand

out

Accessories
See also Accessories.
BlankAdapterPlates,MildSteel
CompactCoolingFans
PANELITE™EnclosureLightsOverview
CONCEPT®Panels
Mounting-BracketKits
SteelandStainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:CWD
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StandardProduct 

CatalogNumber AxBxCin./mm Finish
Door
Gauge

Body
Gauge CONCEPTPanel ConductivePanel

PanelSize
DxE
in./mm

Mounting
GxH
in./mm

Latches
Qty.

Latches
Style

J
in./mm

CDSC20228 20.00 x 22.00 x 8.00 
508 x 559 x 203

ANSI 61 Gray 14 16 CP2020 CP2020G 18.20 x 18.20
462 x 462

18.50 x 20.50
470 x 521

1 2-point 5.00
127

CDSC20228LG 20.00 x 22.00 x 8.00 
508 x 559 x 203

RAL 7035 Gray 14 16 CP2020 CP2020G 18.20 x 18.20
462 x 462

18.50 x 20.50
470 x 521

1 2-point 5.00
127

CDSC24228 24.00 x 22.00 x 8.00 
610 x 559 x 203

ANSI 61 Gray 14 16 CP2420 CP2420G 22.20 x 18.20
564 x 462

22.50 x 20.50
572 x 521

1 2-point 6.00
152

CDSC24228LG 24.00 x 22.00 x 8.00 
610 x 559 x 203

RAL 7035 Gray 14 16 CP2420 CP2420G 22.20 x 18.20
564 x 462

22.50 x 20.50
572 x 521

1 2-point 6.00
152

CDSC24268 24.00 x 26.00 x 8.00 
610 x 660 x 203

ANSI 61 Gray 14 16 CP2424 CP2424G 22.20 x 22.20
564 x 564

22.50 x 24.50
572 x 622

1 2-point 6.00
152

CDSC24268LG 24.00 x 26.00 x 8.00 
610 x 660 x 203

RAL 7035 Gray 14 16 CP2424 CP2424G 22.20 x 22.20
564 x 564

22.50 x 24.50
572 x 622

1 2-point 6.00
152

CDSC30268 30.00 x 26.00 x 8.00 
762 x 660 x 203

ANSI 61 Gray 14 16 CP3024 CP3024G 28.20 x 22.20
716 x 564

28.50 x 24.50
724 x 622

1 2-point 6.00
152

CDSC30268LG 30.00 x 26.00 x 8.00 
762 x 660 x 203

RAL 7035 Gray 14 16 CP3024 CP3024G 28.20 x 22.20
716 x 564

28.50 x 24.50
724 x 622

1 2-point 6.00
152

CDSC36268 36.00 x 26.00 x 8.00 
914 x 660 x 203

ANSI 61 Gray 14 14 CP3624 CP3624G 34.20 x 22.20
869 x 564

34.50 x 24.50
876 x 622

1 2-point 6.00
152

CDSC36268LG 36.00 x 26.00 x 8.00 
914 x 660 x 203

RAL 7035 Gray 14 14 CP3624 CP3624G 34.20 x 22.20
869 x 564

34.50 x 24.50
876 x 622

1 2-point 6.00
152

CDSC36328 36.00 x 32.00 x 8.00 
914 x 813 x 203

ANSI 61 Gray 14 14 CP3630 CP3630G 34.20 x 28.20
869 x 716

34.50 x 30.50
869 x 775

1 2-point 6.00
152

CDSC36328LG 36.00 x 32.00 x 8.00 
914 x 813 x 203

RAL 7035 Gray 14 14 CP3630 CP3630G 34.20 x 28.20
869 x 716

34.50 x 30.50
869 x 775

1 2-point 6.00
152

CDSC423212 42.00 x 32.00 x 12.00 
1067 x 813 x 305

ANSI 61 Gray 14 14 CP4230 CP4230G 40.20 x 28.20
1021 x 716

40.50 x 30.50
1029 x 775

1 3-point 21.00
533

CDSC423212LG 42.00 x 32.00 x 12.00 
1067 x 813 x 305

RAL 7035 Gray 14 14 CP4230 CP4230G 40.20 x 28.20
1021 x 716

40.50 x 30.50
1029 x 775

1 3-point 21.00
533

CDSC423812 42.00 x 38.00 x 12.00 
1067 x 965 x 305

ANSI 61 Gray 14 14 CP4236 CP4236G 40.20 x 34.20
1021 x 869

40.50 x 36.50
1029 x 927

1 3-point 21.00
533

CDSC423812LG 42.00 x 38.00 x 12.00 
1067 x 965 x 305

RAL 7035 Gray 14 14 CP4236 CP4236G 40.20 x 34.20
1021 x 869

40.50 x 36.50
1029 x 927

1 3-point 21.00
533

CDSC483812 48.00 x 38.00 x 12.00 
1219 x 965 x 305

ANSI 61 Gray 14 14 CP4836 CP4836G 46.20 x 34.20
1173 x 869

46.50 x 36.50
1181 x 927

1 3-point 24.00
610

CDSC483812LG 48.00 x 38.00 x 12.00 
1219 x 965 x 305

RAL 7035 Gray 14 14 CP4836 CP4836G 46.20 x 34.20
1173 x 869

46.50 x 36.50
1181 x 927

1 3-point 24.00
610

CDSC603812 60.00 x 38.00 x 12.00 
1524 x 965 x 305

ANSI 61 Gray 14 14 CP6036 CP6036G 58.20 x 34.20
1478 x 869

58.50 x 36.50
1486 x 927

1 3-point 30.00
762

CDSC603812LG 60.00 x 38.00 x 12.00 
1524 x 965 x 305

RAL 7035 Gray 14 14 CP6036 CP6036G 58.20 x 34.20
1478 x 869

58.50 x 36.50
1486 x 927

1 3-point 30.00
762

Purchase panels separately.
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CONCEPT®DisconnectEnclosure,Type4X

IndustryStandards
Mounting brackets required to meet UL/cUL external mounting 
requirement.
UL508AListed;Type3R,4,4X,12;FileNo.E61997
cULListedperCSAC22.2No.94;Type3R,4,4X,12;FileNo.
E61997

NEMA/EEMACType3R,4,4X,12,13
IEC60529,IP66
Meets NEMA Type 3RX requirements

Application
UseCONCEPT®DisconnectEnclosuresinapplicationsthatrequire
stylizeddesignfeaturesandapreferredcutoutthatacceptsmajor
branddisconnectswitchesandcircuitbreakers.
FurnishedwithEnclosures

1. Doorinterlockbracketweldedtodoor
2. Doorlatchingsystem(2-pointor3-point)installedondoor
3. Instructionstolocateandinstalldisconnect
4. Hardwarekitconsistingofpadlockingdoorhandle,panel

mountingnuts,groundinghardwareandsealingwashersfor
mountingholes

Specifications
• 14and16gaugeType304or316Lstainlesssteel
• Seamscontinuouslyweldedandgroundsmooth
• External-formed90-degreebodyflange
• Integraldoorramptoproperlyaligndoorandgaskettobody

flange
• Holesprovidedinright-handflangeareformountingdisconnect

operatinghandleandoperatingmechanism
• PanelmountingstudsfitoptionalCONCEPTpanelsandother

accessories(purchasepanelsseparately)
• Mountingholesinbackofbodyfordirectmountingorforoptional

externalmountingbrackets
• Stainlesssteelhiddenhinges
• Standardfull-accessdooropening
• Cornerformeddoorsareinterchangeableandeasilyremovableby

pullingcaptivehingepins
• Provisionsondoorforoptionalhigh-impactthermoplasticdata

pocket
• Seamlessfoam-in-placegasket
• Doorlatchingsystem(2-or3-point)installedondoorinterlocks

withdisconnecthandleforaddedsafety
• Interlockbracketweldedtodoor
• Uniqueintegrateddoorhandlewithtool-to-openfeatureand

padlockoptioninstalledondoor
• Self-groundinglatchsystemwithdoubleseal
• Bondingprovisionondoor;groundingstudonbody
• Includeshardwarekit(consistingofpadlockingdoorhandle,panel

mountingnuts,groundinghardwareandsealingwashersfor
mountingholes)andinstructionsforinstallingdisconnects

Finish
Sides,topbottomanddoorhavesmooth#4brushedfinish.Handleis
die-castwithblacktexturedpolyesterpowderpaint.

Accessories
See also Accessories.
BlankAdapterPlates,StainlessSteel
CompactCoolingFans
Mounting-BracketKits
PANELITE™EnclosureLightsOverview
CONCEPT®Panels
SteelandStainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:CWSD
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StandardProduct 

CatalogNumber AxBxCin./mm

Stainless
Steel
Type

Door
Gauge BodyGauge CONCEPTPanel ConductivePanel

PanelSize
DxE
in./mm

Mounting
GxH
in./mm

Latches
Style

J
in./mm

CDSC20228SS 20.00 x 22.00 x 8.00 
508 x 559 x 203

304 14 16 CP2020 CP2020G 18.20 x 18.20
462 x 462

18.50 x 20.50
470 x 521

1 - 2 point 5.00
127

CDSC24228SS 24.00 x 22.00 x 8.00 
610 x 559 x 203

304 14 16 CP2420 CP2420G 22.20 x 18.20
564 x 462

22.50 x 20.50
572 X 521

1 - 2 point 6.00
152

CDSC24268SS 24.00 x 26.00 x 8.00 
610 x 660 x 203

304 14 16 CP2424 CP2424G 22.20 x 22.20
564 x 564

22.50 x 24.50
572 x 622

1 - 2 point 6.00
152

CDSC30268SS 30.00 x 26.00 x 8.00 
762 x 660 x 203

304 14 16 CP3024 CP3024G 28.20 x 24.50
716 x 564

28.50 x 24.50
724 x 622

1 - 2 point 6.00
152

CDSC36268SS 36.00 x 26.00 x 8.00 
914 x 660 x 203

304 14 16 CP3624 CP3624G 32.20 x 22.20
869 x 564

34.50 x 24.50
876 x 622

1 - 2 point 6.00
152

Enclosure doors have 2 quarter-turn latches and a handle with 2- or 3-point latch.

Purchase panels separately.  Optional plated CONCEPT panels available. Optional NEMA style and stainless steel panels require conversion kit catalog number CCPM4.
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Notes
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CONCEPT®withQuarter-TurnLatchesDisconnectEnclosure,Type4X

IndustryStandards
Mounting brackets required to meet UL/cUL external mounting 
requirement.
UL508AListed;Type3R,4,4X,12;FileNo.E61997
cULListedperCSAC22.2No.94;Type3R,4,4X,12;FileNo.
E61997

NEMA/EEMACType3R,4,4X,12,13
IEC60529,IP66
Meets NEMA Type 3RX requirements

Application
Foruseindisconnectapplicationsthatrequirelargercontrolsand
stylizeddesignfeatures,CONCEPT®DisconnectEnclosuresfeature
twoadditionalquarter-turnlatchesandadoor-alignmentdevicefor
secureclosureandsecurity.
FurnishedwithEnclosures

1. Doorinterlockbracketweldedtodoor
2. Doorlatchingsystem(2-pointor3-point)installedondoor
3. Instructionstolocateandinstalldisconnect
4. Hardwarekitconsistingofpadlockingdoorhandle,panel

mountingnuts,groundinghardware,andsealingwashersfor
mountingholes

Specifications
• 14gaugeType304stainlesssteel
• Seamscontinuouslyweldedandgroundsmooth
• External-formed90-degreebodyflange
• Integraldooralignmentdevicetoproperlyaligndoorandgasket

tobodyflange
• Holesprovidedinbodyformountingdisconnectoperatinghandle

andoperatingmechanism
• PanelmountingstudsfitoptionalCONCEPTpanelsandother

accessories(purchasepanelsseparately)
• Mountingholesinbackofbodyfordirectmountingorforoptional

externalmountingbrackets
• Stainlesssteelhiddenhinges
• Standardfull-accessdooropening
• Corner-formeddoorsareinterchangeableandeasilyremovableby

pullingcaptivehingepins
• Provisionsondoorforoptionalhigh-impactthermoplasticdata

pocket
• Seamlessfoam-in-placegasket
• Doorlatchingsystem(2-or3-point)installedondoorand

interlockswiththedisconnecthandleforaddedsafety
• Interlockbracketweldedtodoor
• Uniqueintegrateddoorhandlewithtool-to-openfeatureand

padlockoptioninstalledondoor
• Self-groundinglatchsystemwithdoubleseal
• Bondingprovisionondoor;groundingstudonbody
• Includeshardwarekit(consistingofpadlockingdoorhandle,panel

mountingnuts,groundinghardwareandsealingwashersfor
mountingholes)andinstructionsforinstallingdisconnects

Finish
Sidesandbodyhavesmooth#4brushedfinish.Optionalmildsteel
panelsarepaintedwhite.Handleisdie-castwithblacktextured
polyesterpowderpaint.

Accessories
See also Accessories.
BlankAdapterPlates,StainlessSteel
CompactCoolingFans
Mounting-BracketKits
PANELITE™EnclosureLightsOverview
CONCEPT®Panels
SteelandStainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:CWSD
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StandardProduct 

CatalogNumber AxBxCin. AxBxCmm

Stainless
Steel
Type

Door
Gauge

Body
Gauge

CONCEPT
Panel

Conductive
Panel

PanelSize
DxE(in.)

PanelSize
DxE(mm)

Mounting
GxH(in.)

Mounting
GxH(mm)

Latches
Style J(in.) J(mm)

CDSC36328SSR 36.00 x 32.00 x 8.00 914 x 813 x 203 304 14 14 CP3630 CP3630G 34.20 x 28.20 869 x 716 34.50 x 30.50 869 x 775 1 - 2-point 6.00 152
CDSC423212SSR 42.00 x 32.00 x 12.00 1067 x 813 x 305 304 14 14 CP4230 CP4230G 40.20 x 28.20 1021 x 716 40.50 x 30.50 1029 x 775 1 - 3-point 21.00 533
CDSC423812SSR 42.00 x 38.00 x 12.00 1067 x 965 x 305 304 14 14 CP4236 CP4236G 40.20 x 34.20 1021 x 869 40.50 x 36.50 1029 x 927 1 - 3-point 21.00 533
CDSC483812SSR 48.00 x 38.00 x 12.00 1219 x 9656 x 305 304 14 14 CP4836 CP4836G 46.20 x 34.20 1173 x 869 46.50 x 36.50 1181 x 927 1 - 3-point 24.00 610
CDSC603812SSR 60.00 x 38.00 x 12.00 1524 x 965 x 305 304 14 14 CP6036 CP6036G 58.20 x 34.20 1478 x 869 58.50 x 36.50 1486 x 927 1 - 3-point 30.00 762

Enclosure doors have 2 quarter-turn latches and a handle with 2- or 3-point latch.

Purchase panels separately.  Optional plated CONCEPT panels available. Optional NEMA style and stainless steel panels require conversion kit catalog number CCPM4.

DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1
andG1.WiringspaceW1isavailablewhendisconnectisinstalledin
theenclosure.

E1=4.75in.(121mm)whenC=8.00in.(203mm)
E1=11.62in.(294mm)whenC=12.00in.(305mm)
W1=WiringSpace.

See Technical Information for wire bend space.

RefertoNATIONAL ELECTRICAL CODE, 2005article430-10(b)for
wiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.

Verifyyourapplicationtodeterminewhetherwiringspaceis
adequate.

Consult Space Occupied by Disconnect drawing to determine whether 
the disconnect device you are using will fit the enclosure size you have 
selected.
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Type 4 and 12 Wall-Mount Disconnect Enclosures

DisconnectEnclosurewithClamps,Type4

IndustryStandards

UL508AListed;Type4,12;FileNo.E61997
cULListedperCSAC22.2No.94;Type4,12;FileNo.E61997

NEMA/EEMACType3,4,12,13
CSAFileNo.42186:Type4,12
IEC60529,IP66

Application
Fordisconnectapplicationsinwhichaclamp-secureddooris
preferred.Clampsonthreesidesofthedoorkeepliquidand
contaminantsout.Preferredcutoutacceptsmajorbranddisconnect
switchesandcircuitbreakers.

FurnishedwithEnclosures
1. Bracketweldedtodoorforattachingdisconnectdoorcatch

(interlock)
2. Instructionstolocateandinstalldisconnectswitches,circuit

breakersandoperatingmechanisms

Specifications
• 14gaugesteel
• Seamscontinuouslyweldedandgroundsmooth
• Externalmountingbrackets
• External-formedflangearoundallsidesofenclosureopening
• Stainlesssteeldoorclampsonthreesidesofdoor
• Removabledoorwithcontinuoushinge
• Datapocketishighimpactthermoplastic
• Type4rateddoorgasket
• Collarstudsformountingoptionalpanels
• Holesinbodyformountingdisconnectoperatinghandleand

operatingmechanism
• Bondingprovisionondoor
• Bracketweldedtodoorforattachingdisconnectdoorcatch

(interlock)andinstructionsforinstallingdisconnects

Finish
ANSI61graypolyesterpowdercoatinginsideandout.

Accessories
See also Accessories.
BlankAdapterPlates,MildSteel
IndustrialCorrosionInhibitors
ElectricHeater
PANELITE™EnclosureLightsOverview
PanelsforType3R,4,4X,12and13Enclosures

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A19

StandardProduct 

CatalogNumber AxBxCin./mm Panel ConductivePanel

PanelSize
DxE
in./mm

DataPocketSize
in./mm

Numberof
Clamps

A24HS2108LP 24.00 x 21.38 x 8.00 
610 x 543 x 203

A24P20 A24P20G 21.00 x 17.00
533 x 432

6.00 x 6.00
152 x 152

5

A24HS2508LP 24.00 x 25.38 x 8.00 
610 x 645 x 203

A24P24 A24P24G 21.00 x 21.00
533 x 533

6.00 x 6.00
152 x 152

5

A30HS2508LP 30.00 x 25.38 x 8.00 
762 x 645 x 203

A30P24 A30P24G 27.00 x 21.00
686 x 533

12.00 x 12.00
305 x 305

5

A36HS2508LP 36.00 x 25.38 x 8.00 
914 x 645 x 203

A36P24 A36P24G 33.00 x 21.00
838 x 533

12.00 x 12.00
305 x 305

5

A36HS3108LP 36.00 x 31.38 x 8.00 
914 x 797 x 203

A36P30 A36P30G 33.00 x 27.00
838 x 686

12.00 x 12.00
305 x 305

7

A42HS3112LP 42.00 x 31.38 x 12.00 
1067 x 797 x 305

A42P30 A42P30G 39.00 x 27.00
991 x 686

6.00 x 6.00
152 x 152

10

A42HS3712LP 42.00 x 37.38 x 12.00 
1067 x 949 x 305

A42P36 A42P36G 39.00 x 33.00
991 x 838

12.00 x 12.00
305 x 305

10

A48HS3712LP 48.00 x 37.38 x 12.00 
1219 x 949 x 305

A48P36 A48P36G 45.00 x 33.00
1143 x 838

12.00 x 12.00
305 x 305

10

A60HS3712LP 60.00 x 37.38 x 12.00 
1524 x 949 x 305

A60P36 A60P36G 57.00 x 33.00
1448 x 838

12.00 x 12.00
305 x 305

11

Purchase panels separately.
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DisconnectEnclosurewithClamps,Type4X

IndustryStandards

UL508AListed;Type3R,4,4X,12;FileNo.E61997
cULListedperCSAC22.2No.94;Type3R,4,4X,12;FileNo.
E61997

NEMA/EEMACType3,3R,4,4X,12,13
CSAFileNo.42186:Type4,4X,12
IEC60529,IP66
Meets NEMA Type 3RX requirements

Application
Fordisconnectapplicationsinwhichaclamp-secureddooris
preferred,thisenclosurefeaturesclampsonthreesidestokeep
liquidsandcontaminantsfromenteringandapreferredcutoutthat
acceptsmajorbranddisconnectswitchesandcircuitbreakers.

FurnishedwithEnclosure
1. Bracketweldedtodoorforattachingdisconnectdoorcatch

(interlock)
2. Instructionstolocateandinstalldisconnectswitches,circuit

breakersandoperatingmechanisms

Specifications
• 14gaugeType304orType316Lstainlesssteel
• Seamscontinuouslyweldedandgroundsmooth
• Externalmountingbrackets
• External-formedflangearoundallsidesofenclosureopening
• Stainlesssteeldoorclampsonthreesidesofdoor
• Doorremovedbypullingstainlesssteelcontinuoushingepin
• Datapocketishigh-impactthermoplastic
• Seamlessfoam-in-placegasket
• Collarstudsprovidedformountingoptionalpanels
• Holesprovidedinbodyformountingdisconnectoperatinghandle

andoperatingmechanism
• Bondingprovisionondoor;groundstudonbody
• AllexteriorhardwareonType316Lenclosuresmatchesthe

enclosurematerial
• Bracketweldedtodoortoattachdisconnectdoorcatch(interlock)
• Includesinstructionsforinstallingdisconnectswitches,circuit

breakersandoperatingmechanisms

Finish
Sidesandbodyhavesmooth#4brushedfinish.

Accessories
See also Accessories.
BlankAdapterPlates,StainlessSteel
IndustrialCorrosionInhibitors
ElectricHeater
PANELITE™EnclosureLightsOverview
PanelsforType3R,4,4X,12and13Enclosures
TerminalBlockKitAssemblyforType4,12and13Enclosures
SteelandStainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A19S

StandardProduct 

CatalogNumber AxBxCin. AxBxCmm

Stainless
Steel
Type Panel

Conductive
Panel

PanelSize
DxE(in.)

PanelSize
DxE(mm)

DataPocket
Size(in.)

DataPocket
Size(mm)

Number
ofClamps

A24HS2108SSLP 24.00 x 21.38 x 8.00 610 x 543 x 203 304  A24P20  A24P20G 21.00 x 17.00 533 x 432 6.00 x 6.00 152 x 152 5
A24HS2108SS6LP 24.00 x 21.38 x 8.00 610 x 543 x 203 316L  A24P20  A24P20G 21.00 x 17.00 533 x 432 6.00 x 6.00 152 x 152 5
A24HS2508SSLP 24.00 x 25.38 x 8.00 610 x 645 x 203 304  A24P24  A24P24G 21.00 x 21.00 533 x 533 6.00 x 6.00 152 x 152 5
A24HS2508SS6LP 24.00 x 25.38 x 8.00 610 x 645 x 203 316L  A24P24  A24P24G 21.00 x 21.00 533 x 533 6.00 x 6.00 152 x 152 5
A30HS2508SSLP 30.00 x 25.38 x 8.00 762 x 645 x 203 304  A30P24  A30P24G 27.00 x 21.00 686 x 533 12.00 x 12.00 305 x 305 5
A30HS2508SS6LP 30.00 x 25.38 x 8.00 762 x 645 x 203 316L  A30P24  A30P24G 27.00 x 21.00 686 x 533 12.00 x 12.00 305 x 305 5
A36HS2508SSLP 36.00 x 25.38 x 8.00 914 x 645 x 203 304  A36P24  A36P24G 33.00 x 21.00 838 x 533 12.00 x 12.00 305 x 305 5
A36HS2508SS6LP 36.00 x 25.38 x 8.00 914 x 645 x 203 316L  A36P24  A36P24G 33.00 x 21.00 838 x 533 12.00 x 12.00 305 x 305 5
A36HS3108SSLP 36.00 x 31.38 x 8.00 914 x 797 x 203 304  A36P30  A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305 7
A36HS3108SS6LP 36.00 x 31.38 x 8.00 914 x 797 x 203 316L  A36P30  A36P30G 33.00 x 27.00 838 x 686 12.00 x 12.00 305 x 305 7
A42HS3112SSLP 42.00 x 31.38 x 12.00 1067 x 797 x 305 304  A42P30  A42P30G 39.00 x 27.00 991 x 686 12.00 x 12.00 305 x 305 10
A42HS3112SS6LP 42.00 x 31.38 x 12.00 1067 x 797 x 305 316L  A42P30  A42P30G 39.00 x 27.00 991 x 686 12.00 x 12.00 305 x 305 10
A42HS3712SSLP 42.00 x 37.38 x 12.00 1067 x 949 x 305 304  A42P36  A42P36G 39.00 x 33.00 991 x 838 12.00 x 12.00 305 x 305 10
A42HS3712SS6LP 42.00 x 37.38 x 12.00 1067 x 949 x 305 316L  A42P36  A42P36G 39.00 x 33.00 991 x 838 12.00 x 12.00 305 x 305 10
A48HS3712SSLP 48.00 x 37.38 x 12.00 1219 x 949 x 305 304  A48P36  A48P36G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305 10
A48HS3712SS6LP 48.00 x 37.38 x 12.00 1219 x 949 x 305 316L  A48P36  A48P36G 45.00 x 33.00 1143 x 838 12.00 x 12.00 305 x 305 10
A60HS3712SSLP 60.00 x 37.38 x 12.00 1524 x 949 x 305 304  A60P36  A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305 11
A60HS3712SS6LP 60.00 x 37.38 x 12.00 1524 x 949 x 305 316L  A60P36  A60P36G 57.00 x 33.00 1448 x 838 12.00 x 12.00 305 x 305 11

Purchase panels separately. Optional stainless steel, composite or aluminum panels are available for most sizes
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DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1,
andG1.WiringspaceW1isavailablewhendisconnectisinstalledin
theenclosure.
E1=8.62in.(219mm)whenC=8.00in.(203mm)
E1=11.62in.(294mm)whenC=12.00in.(305mm)
W1=WiringSpace

RefertoNATIONAL ELECTRICAL CODE, 2005article430-10(b)for
wiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.

Verifyyourapplicationtodeterminewhetherwiringspaceis
adequate.

Consult Space Occupied by Disconnect drawing to determine whether 
the disconnect device you are using will fit the enclosure size you have 
selected.
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Fiberglass Disconnect Enclosures

FiberglassDisconnect,Type4X

IndustryStandards

UL508AListed;Type3,3R,4,4X,12,13;FileNo.E61997
cULListedperCSAC22.2No.94;Type3,3R,4,4X,12,13;File
No.E61997
EnclosureflammabilityevaluatedperUL508A

NEMA/EEMACType3,3R,4,4X,12,13
IEC60529,IP66
Meets NEMA Type 3RX requirements

Application
Foreffectiveandeconomicaldisconnectprotectionintheharshest
corrosiveenvironments,theseenclosuresprovidesecuredoor
closurethroughtheuseofType304stainlesssteelslottedquarter-
turnlatches.

Specifications
• Fiberglass-reinforcedmaterialhasexcellenttemperatureand

chemicalresistancequalitiesandexhibitsoutstandingphysical
properties

• Seamsaresealed;noholesorknockouts
• Seamlessfoam-in-placegasketassureswater-tightanddust-tight

seal
• Fiberglassmaterialiseasilydrilled,filedorsawed
• Hingesarefiberglass-reinforcedpolyester
• DoorsaresecuredwithType304stainlesssteelslottedquarter-

turnlatches
• Datapocketishigh-impactthermoplastic
• Copperflashedsteelcollarstudsformountingoptionalpanelsand

terminalblockkits
• Holesprovidedinbodyformountingdisconnectoperatinghandle

andoperatingmechanism
• Internalgroundingprovisionsforquarter-turnlatches
• Includesbracketaffixedtodoorforattachingdisconnectdoor

catch(interlock)andinstructionsforinstallingdisconnects

Finish
Fiberglassmaterialislight-grayinsideandout.Optionalsteelpanels
arepaintedwhite.Optionalstainlesssteel,aluminum,conductiveand
compositepanelsareunpainted.

Accessories
See also Accessories.
FramelessWindowKit
PanelsforType3R,4,4X,12and13Enclosures
SteelandStainlessSteelWindowKits
TerminalBlockKitAssemblyforType4,12and13Enclosures

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A17WD

StandardProduct 

CatalogNumber AxBxCin./mm Panel ConductivePanel
PanelSize
in./mm

MountingGxH
in./mm

Numberof
Latches

A20HS1610GQRLP 20.19 x 16.25 x 10.00 
513 x 413 x 254

 A20P16  A20P16G 17.00 x 13.00
432 x 330

21.81 x 10.00
554 x 254

2

A24HS2008GQRLP 24.25 x 20.25 x 8.00 
616 x 514 x 203

A24P20 A24P20G 21.00 x 17.00
533 x 432

25.86 x 14.00
657 x 356

2

A24HS2408GQRLP 24.19 x 24.19 x 8.00 
614 x 614 x 203

A24P24 A24P24G 21.00 x 21.00
533 x 533

25.81 x 18.00
656 x 457

2

A24HS2412GQRLP 24.19 x 24.19 x 12.00 
614 x 614 x 305

A24P24 A24P24G 21.00 x 21.00
533 x 533

25.81 x 18.00
656 x 457

2

A30HS2412GQRLP 30.25 x 24.25 x 12.00 
768 x 616 x 305

A30P24 A30P24G 27.00 x 21.00
686 x 533

31.95 x 18.00
812 x 457

2

A36HS3012GQRLP 36.25 x 30.25 x 12.00 
921 x 768 x 305

A36P30 A36P30G 33.00 x 27.00
838 x 686

37.58 x 24.00
955 x 610

4

A48HS3612GQRLP 48.25 x 36.25 x 12.00 
1226 x 921 x 305

A48P36 A48P36G 45.00 x 33.00
1143 x 838

49.58 x 30.00
1259 x 762

5

A60HS3612GQRLP 60.25 x 36.25 x 12.00 
1530 x 921 x 305

A60P36 A60P36G 57.00 x 33.00
1448 x 838

61.58 x 30.00
1564 x 762

5

Purchase panels separately. Optional stainless steel, composite and aluminum panels available for most sizes.  See General Accessories.

No additional “C” dimensions available.
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DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshowninDisconnect
MountingSpaceDiagram.WiringspaceW1isavailablewhen
disconnectisinstalledintheenclosure.
E1=8.62in.(219mm)whenA<30.00in.(768mm)andC=8.00in.
(203mm),10.00in.(254mm)or12.00in.(305mm)
E1=11.62in.(295mm)whenA>30.00in.(768mm)andC=12.00in.
(305mm)
W1=WiringSpace.

See Technical Information for wire bend space. 
RefertoNational Electrical Code®2005article430-10(b)forwiring
spacerequiredforlinesideconductorstobeconnectedto
disconnect.

Verifyyourapplicationtodeterminewhetherwiringspaceis
adequate.
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Low-Profile Type 12 Disconnect Enclosures and Accessories

Low-Profile,One-toFive-DoorDisconnectEnclosure,Type12

IndustryStandards

UL508AListed;Type12;FileNo.E61997
cULListedperCSAC22.2No.94;Type12;FileNo.E61997

NEMA/EEMACType12
IEC60529,IP55

Application
Availableinone-tofour-doorwall-mountandone-tofive-door
free-standmodels,thelargerwall-mountsizesaccommodatemore
componentsandareidealforapplicationswithlimitedfloorspace.
Free-standenclosuresare48-and60-in.hightoprovideaclearline
ofsiteabovetheenclosure.

Specifications
• 14,12or10gaugesteel
• Seamscontinuouslyweldedandgroundsmooth
• Bodystiffenersinlargerenclosuresforextrarigidity
• Bodyflangetroughexcludesliquidsandcontaminants
• Heavydutyliftingeyesanchorintoreinforcedtoponlargermodels
• Removablecenterpostsforeasypanelinstallation
• Heavygaugecontinuoushinges
• Heavydutylatchmechanismoperatedbyzincdie-castpadlocking

defeaterhandleonalldoors.2-pointlatchonenclosuresupto
36in.(914mm);3-pointlatchonenclosures42in.(1067mm)and
above.

• Oil-resistantgasket
• Removable10gaugesteelpanelsmountoncollarstuds.Purchase

panelsseparately.
• Masterdoorisfarright-handdooronallenclosures
• Defeateronmasterdoorrequiresascrewdrivertoopen
• Mechanicalinterlockactivatedbymasterdoorpreventsslave

doorsfrombeingopenedfirst.Doorscanbeclosedinanyorder.
• Preferredcutoutonrightflangeprovidesmountingformost

disconnectswitchesandcircuitbreakers
• Enclosureswiththreetofivedoorshavethreestiffenersonrearof

body

Finish
ANSI61grayinsideandoutsideoverpretreatedsurfaces.Optional
panelshavewhiteorconductivefinish.

Accessories
See also Accessories.
ElectricHeater
INTERSAFE®DataInterfacePorts,Type4/4X/12
PANELITE™EnclosureLightsOverview
PanelsforA26Low-ProfileType12DisconnectEnclosures
SteelandStainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A26M1,A26M2,A26MM

StandardProduct LowProfileType12One-DoorDisconnectEnclosures

CatalogNumber AxBxCin. AxBxCmm Description
Body
Gauge Panel ConductivePanel

Panel
Qty.

Lifting
Eyes

A30X1E2808 30.00 x 28.25 x 8.00 762 x 718 x 203 Wall-Mount 14 A25P21 A25P21G 1 0
A30X1E2810 30.00 x 28.25 x 10.00 762 x 718 x 254 Wall-Mount 14 A25P21 A25P21G 1 0
A36X1E2808 36.00 x 28.25 x 8.00 914 x 718 x 203 Wall-Mount 14 A31P21 A31P21G 1 0
A36X1E2810 36.00 x 28.25 x 10.00 914 x 718 x 254 Wall-Mount 14 A31P21 A31P21G 1 0
A42X1E2808 42.00 x 28.25 x 8.00 1067 x 718 x 203 Wall-Mount 14 A37P21 A37P21G 1 0
A42X1E2810 42.00 x 28.25 x 10.00 1067 x 718 x 254 Wall-Mount 14 A37P21 A37P21G 1 0
A48X1E4010 48.00 x 40.25 x 10.00 1219 x 1022 x 254 Free-Stand 12 A42P33 A42P33G 1 2
A48X1E4024 48.00 x 40.25 x 24.00 1219 x 1022 x 610 Free-Stand 12 A42P33 A42P33G 1 2
A48X1E4018 48.00 x 40.25 x 18.00 1220 x 1023 x 457 Free-Stand 12 A42P33 A42P33G 1 2
A60X1E4008 60.00 x 40.25 x 8.00 1524 x 1022 x 203 Free-Stand 12 A54P33 A54P33G 1 2
A60X1E4010 60.00 x 40.25 x 10.00 1524 x 1022 x 254 Free-Stand 12 A54P33 A54P33G 1 2
A60X1E4018 60.00 x 40.25 x 18.00 1525 x 1023 x 457 Free-Stand 12 A54P33 A54P33G 1 2
A60X1E4024 60.00 x 40.25 x 24.00 1525 x 1023 x 610 Free-Stand 12 A54P33 A54P33G 1 2

Purchase panels separately. 
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StandardProduct LowProfileType12Two-DoorDisconnectEnclosures

CatalogNumber AxBxCin. AxBxCmm Description
Body
Gauge Panel ConductivePanel

Panel
Qty.

Body
Stiffener

Lifting
Eyes

A30X2E5408 30.00 x 54.50 x 8.00 762 x 1384 x 203 Wall-Mount 12 A25P48 A25P48G 1 0 0
A30X2E5410 30.00 x 54.50 x 10.00 762 x 1384 x 254 Wall-Mount 12 A25P48 A25P48G 1 0 0
A36X2E5408 36.00 x 54.50 x 8.00 914 x 1384 x 203 Wall-Mount 12 A31P48 A31P48G 1 0 0
A36X2E5410 36.00 x 54.50 x 10.00 914 x 1384 x 254 Wall-Mount 12 A31P48 A31P48G 1 0 0
A42X2E5408 42.00 x 54.50 x 8.00 1067 x 1384 x 203 Wall-Mount 12 A37P48 A37P48G 1 0 0
A42X2E5410 42.00 x 54.50 x 10.00 1067 x 1384 x 254 Wall-Mount 12 A37P48 A37P48G 1 0 0
A48X2E7808 48.00 x 78.50 x 8.00 1219 x 1994 x 203 Free-Stand 12 A42P72 A42P72G 1 0 2
A48X2E7810 48.00 x 78.50 x 10.00 1219 x 1994 x 254 Free-Stand 12 A42P72 A42P72G 1 0 2
A48X2E7812 48.00 x 78.50 x 12.00 1219 x 1994 x 305 Free-Stand 12 A42P72 A42P72G 1 0 2
A48X2E7818 48.00 x 78.50 x 18.00 1219 x 1994 x 457 Free-Stand 12 A42P72 A42P72G 1 0 2
A48X2E7824 48.00 x 78.50 x 24.00 1219 x 1994 x 610 Free-Stand 12 A42P72 A42P72G 1 0 2
A60X2E7808 60.00 x 78.50 x 8.00 1524 x 1994 x 203 Free-Stand 12 A54P72 A54P72G 1 0 2
A60X2E7810 60.00 x 78.50 x 10.00 1524 x 1994 x 254 Free-Stand 12 A54P72 A54P72G 1 0 2
A60X2E7818 60.00 x 78.50 x 18.00 1524 x 1995 x 457 Free-Stand 12 A54P72 A54P72G 1 0 2
A60X2E7824 60.00 x 78.50 x 24.00 1524 x 1994 x 610 Free-Stand 12 A54P72 A54P72G 1 0 2

Purchase panels separately. 

StandardProduct LowProfileType12Three-DoorDisconnectEnclosures

CatalogNumber AxBxCin. AxBxCmm Description
Body
Gauge Panel ConductivePanel

Panel
Qty.

Body
Stiffener

Lifting
Eyes

A30X3E8310 30.00 x 82.25 x 10.00 762 x 2089 x 254 Wall-Mount 12 A25P21, A25P48 A25P21G, A25P48G 1, 1 0 2
A36X3E8310 36.00 x 82.25 x 10.00 914 x 2089 x 254 Wall-Mount 12 A31P21, A31P48 A31P21G, A31P48G 1, 1 0 2
A42X3E8310 42.00 x 82.25 x 10.00 1067 x 2089 x 254 Wall-Mount 12 A37P21, A37P48 A37P21G, A37P48G 1, 1 0 2
A48X3E11910 48.00 x 118.25 x 10.00 1219 x 3004 x 254 Free-Stand 12 A42P33, A42P72 A42P33G, A42P72G 1, 1 3 2
A48X3E11912 48.00 x 118.25 x 12.00 1219 x 3004 x 305 Free-Stand 12 A42P33, A42P72 A42P33G, A42P72G 1, 1 3 2
A48X3E11918 48.00 x 118.25 x 18.00 1219 x 3004 x 457 Free-Stand 12 A42P33, A42P72 A42P33G, A42P72G 1, 1 3 2
A60X3E11910 60.00 x 118.25 x 10.00 1524 x 3004 x 254 Free-Stand 12 A54P33, A54P72 A54P33G, A54P72G 1, 1 3 2
A60X3E11912 60.00 x 118.25 x 12.00 1524 x 3004 x 305 Free-Stand 12 A54P33, A54P72 A54P33G, A54P72G 1, 1 3 2
A60X3E11918 60.00 x 118.25 x 18.00 1524 x 3004 x 457 Free-Stand 12 A54P33, A54P72 A54P33G, A54P72G 1, 1 3 2
A60X3E11924 60.00 x 118.25 x 24.00 1524 x 3004 x 610 Free-Stand 12 A54P33, A54P72 A54P33G, A54P72G 1, 1 3 2

Purchase panels separately. 

StandardProduct LowProfileType12Four-DoorDisconnectEnclosures

CatalogNumber AxBxCin. AxBxCmm Description
Body
Gauge Panel ConductivePanel

Panel
Qty.

Body
Stiffener

Lifting
Eyes

A42X4E10810 42.00 x 108.50 x 10.00 1067 x 2756 x 254 Wall-Mount 10 A37P48 A37P48G 2 0 4
A48X4E15710 48.00 x 156.50 x 10.00 1219 x 3975 x 254 Free-Stand 10 A42P72 A42P72G 2 3 4
A48X4E15712 48.00 x 156.50 x 12.00 1219 x 3975 x 305 Free-Stand 10 A42P72 A42P72G 2 3 4
A48X4E15718 48.00 x 156.50 x 18.00 1219 x 3977 x 457 Free-Stand 10 A42P72 A42P72G 2 3 4
A60X4E15710 60.00 x 156.50 x 10.00 1524 x 3975 x 254 Free-Stand 10 A54P72 A54P72G 2 3 4
A60X4E15712 60.00 x 156.50 x 12.00 1524 x 3975 x 305 Free-Stand 10 A54P72 A54P72G 2 3 4
A60X4E15716 60.00 x 156.50 x 16.00 1524 x 3975 x 406 Free-Stand 10 A54P72 A54P72G 2 3 4
A60X4E15718 60.00 x 156.50 x 18.00 1524 x 3975 x 457 Free-Stand 10 A54P72 A54P72G 2 3 4

Purchase panels separately. 

StandardProduct LowProfileType12Five-DoorDisconnectEnclosures

CatalogNumber AxBxCin. AxBxCmm Description
Body
Gauge Panel ConductivePanel

Panel
Qty.

Body
Stiffener

Lifting
Eyes

A48X5E19612 48.00 x 196.25 x 12.00 1219 x 4987 x 305 Free-Stand 10 A42P33, A42P72 A42P33G, A42P72G 1, 2 3 4
A48X5E19618 48.00 x 196.25 x 18.00 1219 x 4987 x 457 Free-Stand 10 A42P33, A42P72 A42P33G, A42P72G 1, 2 3 4
A60X5E19610 60.00 x 196.25 x 10.00 1524 x 4987 x 254 Free-Stand 10 A54P33, A54P72 A54P33G, A54P72G 1, 2 3 4
A60X5E19612 60.00 x 196.25 x 12.00 1524 x 4987 x 305 Free-Stand 10 A54P33, A54P72 A54P33G, A54P72G 1, 2 3 4
A60X5E19616 60.00 x 196.25 x 16.00 1524 x 4987 x 406 Free-Stand 10 A54P33, A54P72 A54P33G, A54P72G 1, 2 3 8
A60X5E19618 60.00 x 196.25 x 18.00 1524 x 4987 x 457 Free-Stand 10 A54P33, A54P72 A54P33G, A54P72G 1, 2 3 8

Purchase panels separately. 
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DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1
andG1inDisconnectMountingSpacediagram.WiringspaceW1is
availablewhendisconnectisinstalledintheenclosure.
E1=4.75in.(121mm)whenC=8.00in.(203mm)
E1=7.09in.(180mm)whenC=10.00in.(254mm)
E1=11.62in.(294mm)whenC=12.00in.(305mm)
E1=11.62in.(294mm)whenC=16.00in.(406mm)
E1=18.38in.(467mm)forA60SA3812A24LP
W1=WiringSpace.

See Technical Information for wire bend space. 

RefertoNATIONAL ELECTRICAL CODE 2005article430.10(B)for
wiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.

Verifyyourapplicationtodetermineifwiringspaceisadequate.

PanelsforA26Low-ProfileType12Disconnect
Enclosures
Optionalpanelsforlow-profileType12enclosures(BulletinA26)
are10gaugesteel.Finishiswhitepolyesterpowderpaintora
conductive,corrosion-resistantcoating.Mountinghardwareincluded
withenclosure.
Bulletin:A26P

CatalogNumber Finish
PanelSize
DxE(in.)

PanelSize
DxE(mm) FitsBay

A25P21 Painted steel 25.88 x 21.75 657 x 552 1
A31P21 Painted steel 31.88 x 21.75 810 x 552 1
A31P21G Conductive 31.88 x 21.75 810 x 552 1
A37P21 Painted steel 37.88 x 21.75 962 x 552 1
A37P21G Conductive 37.88 x 21.75 962 x 552 1
A42P33 Painted steel 42.88 x 33.75 1089 x 857 1
A42P33G Conductive 42.88 x 33.75 1089 x 857 1
A54P33 Painted steel 54.88 x 33.75 1394 x 857 1
A54P33G Conductive 54.88 x 33.75 1394 x 857 1
A25P48 Painted steel 25.88 x 48.00 657 x 1219 2
A25P48G Conductive 25.88 x 48.00 657 x 1219 2
A31P48 Painted steel 31.88 x 48.00 810 x 1219 2
A31P48G Conductive 31.88 x 48.00 810 x 1219 2
A37P48 Painted steel 37.88 x 48.00 962 x 1219 2
A37P48G Conductive 37.88 x 48.00 962 x 1219 2
A42P72 Painted steel 42.88 x 72.00 1089 x 1829 2
A42P72G Conductive 42.88 x 72.00 1089 x 1829 2
A54P72 Painted steel 54.88 x 72.00 1394 x 1829 2
A54P72G Conductive 54.88 x 72.00 1394 x 1829 2
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Hoffman WATERSHED® Wall-Mount Disconnect Enclosures

WATERSHED®DisconnectEnclosure,Type4X

IndustryStandards
Mounting brackets required to meet UL/cUL external mounting 
requirement.
UL508AListed;Type4,4X,12;FileNumberE61997
cULListedperCSAC22.2No.94;Type4,4X,12;FileNo.E61997

NSF169
NEMA/EEMACType4,4X,12
IEC60529,IP66
Meets NEMA Type 3RX requirements

Application
Specificallydesignedfordisconnectapplicationsinsanitary
washdownproductionenvironments,suchasfoodandbeverage
manufacturing.HoffmanWATERSHED®DisconnectEnclosuresfeature
aslopedtop,slopeddooredges,bullet-stylehingesandadditional
uniquefeaturesthatfacilitatewashdownrunoff.

Specifications
• 14gaugeType304stainlesssteel
• Seamscontinuouslyweldedandgroundsmooth
• SmoothType304stainlesssteellift-offbullet-stylehinges
• Hingesareshieldedbydooredges
• Hingedsideofdoorhasprovisionstoallowdirectflushingofhinge

area
• 20-degreeslopedtop
• 170-degreedooropening
• Dooredgesaresloped20degreesattopandbottom
• Slantedflangetroughcollaralongthetopedgeoftheenclosure

opening
• Stainlesssteelquarter-turnlatcheswithflushslottedinsert
• Seamlessfoam-in-placegasket
• Self-groundinglatchsystem
• Bondingprovisionondoor;groundingstudonbody
• PanelstudsfitoptionalNEMAsizepanels
• Preferredcutoutonrightflangeprovidesmountingformost

disconnectoperators
• Mountingholesinbackofbodyfordirectmountingorforoptional

stand-offkitorexternalmountingbrackets
• Furnishedhardwarekitconsistsofpanelmountingnuts,

groundinghardwareandsealingwashersforwall-mountingholes

Finish
Sides,top,bottomanddoorhavea#4brushedfinish.

Accessories
See also Accessories.
MountingBracketKit
PanelsforType3R,4,4X,12and13Enclosures
Stand-OffKit
PadlockingHandleKit
PadlockingLatchKit

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:WS1D
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StandardProduct 

CatalogNumber AxBxCin./mm
A1
in./mm

A2
in./mm

B
in./mm

C
in./mm

G
in./mm

H
in./mm

Latch
Qty. Panel ConductivePanel

WS24HS2508SS 24.00 x 25.00 x 8.00 
610 x 635 x 203

24.53
623

27.44
697

25.89
658

8.00
203

22.50
572

24.39
620

4 A24P24 A24P24G

WS30HS2508SS 30.00 x 25.00 x 8.00 
762 x 635 x 203

30.53
775

33.44
849

25.89
658

8.00
203

28.50
724

24.39
610

4 A30P24 A30P24G

WS36HS3108SS 36.00 x 31.00 x 8.00 
914 x 787 x 203

36.70
932

39.58
1005

31.89
810

8.00
203

34.50
876

30.39
772

5 A36P30 A36P30G

WS48HS3716SS 48.00 x 37.00 x 16.00 
1219 x 940 x 406

48.86
1241

54.66
1388

37.89
962

16.00
406

46.50
1181

36.39
924

5 A48P36 A48P36G

WS60HS3716SS 60.00 x 37.00 x 16.00 
1524 x 940 x 406

60.87
1546

66.66
1693

37.89
962

16.00
406

58.50
1486

36.39
924

5 A60P36 A60P36G

Purchase panels separately.  Optional Stainless steel, composite and aluminum panels available for most sizes.

DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1
andG1indiagram.WiringspaceW1isavailablewhendisconnectis
installedintheenclosure.
E1=4.75in.(121mm)whenC=8.00in.(203mm)
E1=11.62in.(294mm)whenC=16.00in.(406mm)
W1=Wiringspace.

See Technical Information for wire bend space.
RefertoNational Electrical Code®,2005article430-10(B)forwiring
spacerequiredforlinesideconductorstobeconnectedto
disconnect.

Verifyyourapplicationtodetermineifwiringspaceisadequate.
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MountingBracketKit Type304stainlesssteelbracketsarefield-installable.Brackets
maintainType4Xrating.Allhardwareisincluded.Fourbracketsper
kit.

Topbracketsmustbemountedtothesidesofenclosure.
Bulletin:A80

CatalogNumber Description
CMFKSS Type 304 stainless steel mounting bracket kit

Stand-OffKit

Stand-offsprovidespacebetweenwall-mountenclosureandwall
forbetterwashdownaccessibility.MaintainsType4Xrating.Sealing
washersincluded.Fourstand-offsperkit.
Bulletin:WSY

CatalogNumber C(in.) C(mm)
WSSOK1SS 1.00 25
WSSOK2SS 2.00 51
WSSOK4SS 4.00 102
WSSOK6SS 6.00 152

PadlockingHandleKit Type304stainlesssteelpadlockinghandleforuseonHoffman
WATERSHED®Wall-MountEnclosures.MaintainsType4Xrating.
Bulletin:WSY

CatalogNumber Description
WSHPL Stainless Steel Padlocking Handle

PadlockingLatchKit Type304stainlesssteelpadlockinglatchforuseonHoffman
WATERSHED®Wall-MountEnclosures.MaintainsType4Xrating.
Bulletin:WSY

CatalogNumber Description
WSLPL Padlocking Latch Kit
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Notes



344

Disconnect:Wall-MountFixed-DepthAllen-BradleyDisconnectEnclosures

Wall-MountFixed-DepthABCutoutOverview





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts

Wall-Mount Fixed-Depth Allen-Bradley Disconnect Enclosures
Wall-Mount Fixed-Depth AB Cutout Overview

Fixed-DepthAllen-BradleyCutoutOverview
Application
Enclosureshavingthe“Allen-Bradley”cutoutareONLYcompatible
withfixed-depthAllen-Bradleydevicesupto1494FSeriesC.This
cutoutisONLYfoundonA22Enclosuresandonadapterplatesinthe
A21ABAAdapterKit.

Ordering
Thedisconnectswitch,operatinghandle,andoperatingmechanism
mustbeorderedseparately.SeeTechnicalInformationinthe
HoffmanSpecifier’sGuideforwirebendspaceavailable,or
DisconnectOrderingInformationathoffmanonline.comfor
disconnectorderingguidelinesandwirebendspaceavailable.
Checktheenclosuredimensiondrawingstomakesurethechosen
disconnectswitchwillfitintheenclosure.
Acompleteassemblyconsistsof:

1. Anenclosure
2. Guidebracket(s)anddoorcatchweldedtodoor
3. Lockingbar(s)fordoorhardware
4. Spacersandscrewstosupportdisconnecttopanel
5. Instructionstolocateandinstalldisconnects
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Type 12, 13 Fixed-Depth AB Disconnects

Allen-Bradley®1494CutoutDisconnectEnclosure,Type12

IndustryStandards

UL508AListed;Type12,13;FileNo.E61997
cULListedperCSAC22.2No.94;Type12,13;FileNo.E61997

NEMA/EEMACType12,13
CSAFileNo.42186:Type12
IEC60529,IP65

Application
TheseenclosureshouseAllen-Bradley®Bulletin1494Fflange-mount
disconnectswitchesandBulletin1494Dflange-mountoperatorsfor
circuitbreakers.

FurnishedwithEnclosure
1. Guidebracket(s)anddoorcatchweldedtodoor
2. Lockingbar(s)fordoorhardware
3. Spacersandscrewstosupportdisconnecttopanel
4. Instructionstolocateandinstalldisconnects

Specifications
• 14gaugesteel
• Seamscontinuouslyweldedandgroundsmooth
• Externalmountingbrackets
• External-formedflangearoundallsidesofenclosureopening
• Removabledoorwithcontinuoushinge
• Type12rateddoorgasket
• Collarstudsprovidedformountingoptionalpanels
• Holesprovidedinbodyanddoorformountingdisconnectswitch,

operatingmechanismanddoorhardware
• Datapocketishighimpactthermoplastic
• Guidebracket(s)anddoorcatchweldedtodoor
• Includeslockingbar(s)fordoorhardware,spacersandscrews

tosupportdisconnectpanel,andinstructionsforinstalling
disconnects

Finish
WhiteinsidewithANSI61grayoutsidefinish.

Accessories
See also Accessories.
BlankAdapterPlates,MildSteel
ElectricHeater
CompactCoolingFans
PANELITE™EnclosureLightsOverview
PanelsforType3R,4,4X,12and13Enclosures
SteelandStainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A22
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StandardProduct 

CatalogNumber AxBxCin./mm Panel ConductivePanel

PanelSize
DxE
in./mm

DataPocketSize
in./mm

A20AB2208LP 20.00 x 21.38 x 8.00 
508 x 543 x 203

A20P20 A20P20G 17.00 x 17.00
432 x 432

6.00 x 6.00
152 x 152

A24AB2208LP 24.00 x 21.38 x 8.00 
610 x 543 x 203

A24P20 A24P20G 21.00 x 17.00
533 x 432

6.00 x 6.00
152 x 152

A24AB2608LP 24.00 x 25.38 x 8.00 
610 x 645 x 203

A24P24 A24P24G 21.00 x 21.00
533 x 533

6.00 x 6.00
152 x 152

A30AB2208LP 30.00 x 21.38 x 8.00 
762 x 543 x 203

A30P20 A30P20G 27.00 x 17.00
686 x 432

6.00 x 6.00
152 x 152

A36AB2608LP 36.00 x 25.38 x 8.00 
914 x 645 x 203

A36P24 A36P24G 33.00 x 21.00
838 x 533

12.00 x 12.00
305 x 305

A24AB2210LP 24.00 x 21.38 x 10.00 
610 x 543 x 254

A24P20 A24P20G 21.00 x 17.00
533 x 432

6.00 x 6.00
152 x 152

A24AB2610LP 24.00 x 25.38 x 10.00 
610 x 645 x 254

A24P24 A24P24G 21.00 x 21.00
533 x 533

6.00 x 6.00
152 x 152

A30AB2210LP 30.00 x 21.38 x 10.00 
762 x 543 x 254

A30P20 A30P20G 27.00 x 17.00
686 x 432

6.00 x 6.00
152 x 152

A30AB2610LP 30.00 x 25.38 x 10.00 
762 x 645 x 254

A30P24 A30P24G 27.00 x 21.00
686 x 533

12.00 x 12.00
305 x 305

A36AB2610LP 36.00 x 25.38 x 10.00 
914 x 645 x 254

A36P24 A36P24G 33.00 x 21.00
838 x 533

12.00 x 12.00
305 x 305

A36AB3210LP 36.00 x 31.38 x 10.00 
914 x 797 x 254

A36P30 A36P30G 33.00 x 27.00
838 x 686

12.00 x 12.00
305 x 305

A42AB3210LP 42.00 x 31.38 x 10.00 
1067 x 797 x 254

A42P30 A42P30G 39.00 x 27.00
991 x 686

6.00 x 6.00
152 x 152

A42AB3810LP 42.00 x 37.38 x 10.00 
1067 x 949 x 254

A42P36 A42P36G 39.00 x 33.00
991 x 838

12.00 x 12.00
305 x 305

A48AB3810LP 48.00 x 37.38 x 10.00 
1219 x 949 x 254

A48P36 A48P36G 45.00 x 33.00
1143 x 838

12.00 x 12.00
305 x 305

A60AB3810LP 60.00 x 37.38 x 10.00 
1524 x 949 x 254

A60P36 A60P36G 57.00 x 33.00
1448 x 838

12.00 x 12.00
305 x 305

A36AB3212LP 36.00 x 31.38 x 12.00 
914 x 797 x 305

A36P30 A36P30G 33.00 x 27.00
838 x 686

12.00 x 12.00
305 x 305

A42AB3212LP 42.00 x 31.38 x 12.00 
1067 x 797 x 305

A42P30 A42P30G 39.00 x 27.00
991 x 686

6.00 x 6.00
152 x 152

A42AB3812LP 42.00 x 37.38 x 12.00 
1067 x 949 x 305

A42P36 A42P36G 39.00 x 33.00
991 x 838

12.00 x 12.00
305 x 305

A48AB3812LP 48.00 x 37.38 x 12.00 
1219 x 949 x 305

A48P36 A48P36G 45.00 x 33.00
1143 x 838

12.00 x 12.00
305 x 305

A60AB3812LP 60.00 x 37.38 x 12.00 
1524 x 949 x 305

A60P36 A60P36G 57.00 x 33.00
1448 x 838

12.00 x 12.00
305 x 305

A48AB3816LP 48.00 x 37.38 x 16.00 
1219 x 949 x 406

A48P36 A48P36G 45.00 x 33.00
1143 x 838

12.00 x 12.00
305 x 305

A60AB3816LP 60.00 x 37.38 x 16.00 
1524 x 949 x 406

A60P36 A60P36G 57.00 x 33.00
1448 x 838

12.00 x 12.00
305 x 305

Purchase panels separately. 
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DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1
andG1.WiringspaceW1isavailablewhendisconnectisinstalledin
theenclosure.
E1=6.75in.(171mm)whenC=10.00in.(254mm)
E1=9.50in.(241mm)whenC=12.00in.(305mm)exceptenclosures
for200Aswitches)
E1=9.50in.(241mm)whenC=16.00in.(406mm)
W1=WiringSpace

RefertoNATIONAL ELECTRICAL CODE, 2005article430-10(b)for
wiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.

Verifyyourapplicationtodetermineifwiringspaceisadequate.

Consult Space Occupied by Disconnect drawing to determine whether 
the disconnect device you are using will fit the enclosure size you have 
selected.
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Free-Stand Preferred-Cutout Disconnect Enclosures
Free-Stand Preferred-Cutout Disconnect Overview

Preferred-CutoutOverview

Application
Enclosureshavingthepreferredcutoutaresizedforusewithupto
200Adisconnectswitchesandupto400Acircuitbreakersunless
otherwisespecified.Thepreferredcutoutacceptsthesmaller
operatinghandlewhosemountingholecentersare4.688in.apart.
Preferredcutoutsarestandardinmildsteelwall-mountenclosures,
modularenclosuresandsomeselectlargemildsteelenclosures.They
arealsopresentonallstandardstainlesssteelofferings.
Operatoradapterforpreferredcutoutsmustbeorderedseparatelyto
beusedwithA21S,A28S4andA4Senclosures.

Preferredcutoutsaredesignedtohousethefollowing:

Allen-Bradley
• Bulletin1494Vdisconnectswitcheswithflange-mountvariable-

depthoperatingmechanismsandBulletin1494Vflange-mount
variable-depthoperatingmechanismsforcircuitbreakers

• Bulletin140Uflexiblecableoperatingmechanismsfor140U
moldedcasecircuitbreakers

• Bulletin1494Ccable-operateddisconnectswitcheswithflange-
mounthandles

• Bulletin194RCcable-operatedflange-mounthandlesforusewith
theNFPA79compliant194RIECrotarydisconnectswitches

Allen-Bradley Bulletin 1494V-R1, -R2 and -W2 operating handles and 
Allen-Bradley Bulletin 1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABBControlsflange-mountvariable-depthoperatingmechanisms
fordisconnectswitchesandcircuitbreakers.Alsothecableversion
forcircuitbreakers.

EatonCutler-HammerTypeC361flange-mountvariable-depth
operatingmechanismswithdisconnectswitchesandTypeC371
flange-mountvariable-depthoperatingmechanismsforcircuit
breakers.

GeneralElectricTypeSTDAflangehandlesandvariable-depth
operatingmechanismsfordisconnectswitchesandcircuitbreakers.
AlsoSPECTRAFLEX™cableoperatorsforcircuitbreakers.

SiemensITEMAXFLEX®flange-mountvariable-depthoperating
handlesforcircuitbreakers.

SchneiderSquareD®Class9422disconnectswitcheswithflange-
mountvariable-depthoperatingmechanismsorcablemechanisms
andClass9422flange-mountvariable-depthoperatingmechanisms
orcablemechanismsforcircuitbreakers.
These enclosures will NOT accept Square D Class 9422 bracket-mounted 
disconnect devices, Class 9422TG1 or TG2 devices. 

Ordering
Orderthedisconnectswitch,operatinghandleandoperating
mechanismseparately.SeeTechnicalInformationintheHoffman
Specifier’sGuideforwirebendspaceavailablewhenvarious
manufacturers’disconnectswitchesareinstalledorDisconnect
OrderingInformationathoffmanonline.comfordisconnectordering
guidelinesandwirebendspaceavailable.Checktheenclosure
dimensiondrawingstoverifythechosendisconnectswitchwillfitin
theenclosure.
All24.12-in.(613-mm)anddeeperenclosuresusingshort
connectingrodsbythefollowingmanufacturersrequireaHoffman
platformassembly,catalognumberADSCPA,purchasedseparately.
• ABBControlsflange-operateddevices
• EatonCutler-HammerC361devices
• EatonCutler-HammerC371mechanismswhichuseC371E,F,G,K

operatingmechanism(seeDisconnectEnclosureAccessories)
• GeneralElectricTypeTDAdevices(seeDisconnectEnclosure

Accessories)
• SchneiderSquareD®Class9422devices(seeDisconnectEnclosure

Accessories)

Theplatformassemblycanbeomittediflongconnectingrodsare
orderedinplaceofshortconnectingrods.
• ForEatonCutler-HammeroperatingmechanismsC371EandC371F

ordercatalognumberC371CS1connectingrod.ForC371Gand
C371KordercatalognumberC371CS2connectingrod.

• ForGeneralElectricdevices,ordercatalognumberTDSRextended
lengthdriverod

• ForSchneiderSquareDdevices,ordercatalognumber9422-R2
extralongoperatingrod(s).Somedevicesrequiretworods.

Consultfactoryforspaceoccupiedonpanelwhenplatformisused.
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Free-Stand Disconnect Enclosures and Accessories

Free-StandDisconnectEnclosure,Type1

IndustryStandards

UL508AListed;Type1;FileNo.E61997
cULListedperCSAC22.2No.14;Type1;FileNo.E61997

NEMA/EEMACType1
IEC60529IP30

Application
Free-StandDisconnectEnclosures,Type1,areaneconomicalwayto
protectelectricalandelectronicequipmentinapplicationsthatdo
notrequireextensiveenvironmentalprotection.

Specifications
• 14gaugesteelbodyanddoor;12gaugebackcovers
• 4-in.high10gaugesteelintegralliftingbase
• Modifiedpreferreddisconnectcutout
• Heightsfrom60in.to84in.Usableheightinsidecabinet4in.less

thannominalheight.
• Sturdy7gaugeliftingtabs
• Flushdoors
• 3-pointlatchwithheavy-dutyhandle
• Screwdriverdefeaterinhandleonmasterdoor
• Padlockprovisioninhandle
• Predrilledholesinliftingbaseprovidebolt-downcapability

• Bondingprovisiononeachdoor
• Studsincludedformountingoptionalpanelsonthreadedbolts
• Optionalrackanglesmounttotopandbottomoffrontflanges

Finish
RAL7035lightgraypolyesterpowderpaintinsideandoutside.
Optionalpanelshavewhiteorconductivefinish.

Accessories
See also Accessories.
Rack-AngleMountedDrawer
Rack-MountSteelShelf
RackMountingAngleKit-LStyle
ElectricHeater
CompactCoolingFans

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A38D
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StandardProduct Free-StandType1LargeOne-DoorDisconnectEnclosures

CatalogNumber AxBxCin./mm Panel ConductivePanel
PanelSizeDxE
in./mm UseRackAngle

A60XN2712FSLP 60.00 x 27.00 x 12.00 
1524 x 686 x 305

A49P21N A49P21NG 49.16 x 21.50
1249 x 546

ARA6019THG

A60XN2718FSLP 60.00 x 27.00 x 18.00 
1524 x 686 x 457

A49P21N A49P21NG 49.16 x 21.50
1249 x 546

ARA6019THG

A60XN2724FSLP 60.00 x 27.00 x 24.00 
1524 x 686 x 610

A49P21N A49P21NG 49.16 x 21.50
1249 x 546

ARA6019THG

A60XN3718FSLP 60.00 x 37.50 x 18.00 
1524 x 953 x 457

A49P32N A49P32NG 49.16 x 32.00
1249 x 813

ARA6019THG

A72XN2718FSLP 72.00 x 27.00 x 18.00 
1829 x 686 x 457

A61P21N A61P21NG 61.16 x 21.50
1553 x 546

ARA7219THG

A72XN3718FSLP 72.00 x 37.50 x 18.00 
1829 x 953 x 457

A61P32N A61P32NG 61.16 x 32.00
1553 x 813

ARA7219THG

A72XN3724FSLP 72.00 x 37.50 x 24.00 
1829 x 953 x 610

A61P32N A61P32NG 61.16 x 32.00
1553 x 813

ARA7219THG

A84XN2718FSLP 84.00 x 27.00 x 18.00 
2134 x 686 x 457

A73P21N A73P21NG 73.16 x 21.50
1858 x 546

ARA8419THG

A84XN3724FSLP 84.00 x 37.50 x 24.00 
2134 x 953 x 610

A73P32N A73P32NG 73.16 x 32.00
1858 x 813

ARA8419THG

Purchase panels separately. 
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StandardProduct Free-StandType1LargeTwo-DoorDisconnectEnclosures

CatalogNumber AxBxCin./mm Panel ConductivePanel`
PanelSizeDxE
in./mm UseRackAngle

A60XN5312FSLP 60.00 x 53.50 x 12.00 
1524 x 1359 x 305

A49P48N A49P48NG 49.16 x 48.00
1249 x 1219

ARA6019THG

A60XN5318FSLP 60.00 x 53.50 x 18.00 
1524 x 1359 x 457

A49P48N A49P48NG 49.16 x 48.00
1249 x 1219

ARA6019THG

A60XN7324FSLP 60.00 x 73.50 x 24.00 
1524 x 1867 x 610

A49P68N A49P68NG 49.16 x 68.00
1249 x 1727

ARA6019THG

A72XN7318FSLP 72.00 x 73.50 x 18.00 
1829 x 1867 x 457

A61P68N A61P68NG 61.16 x 68.00
1553 x 1727

ARA7219THG

A72XN7324FSLP 72.00 x 73.50 x 24.00 
1829 x 1867 x 610

A61P68N A61P68NG 61.16 x 68.00
1553 x 1727

ARA7219THG

A84XN7318FSLP 84.00 x 73.50 x 18.00 
2134 x 1867 x 457

A73P68N A73P68NG 73.16 x 68.00
1858 x 1727

ARA8419THG

A84XN7324FSLP 84.00 x 73.50 x 24.00 
2134 x 1867 x 610

A73P68N A73P68NG 73.16 x 68.00
1858 x 1727

ARA8419THG

Purchase panels separately. 
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DisconnectMountingSpace
Disconnectislocated11.62in.fromoutsidetopofenclosure.Wiringspaceisavailablewhendisconnectisinstalledintheenclosure.

See Technical Information section for wire bend space. 

RefertoNATIONAL ELECTRICAL CODE, 2005article430-10(b)forwiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.Verifyyourapplicationtodeterminewhetherwiringspaceisadequate.

Consult Space Occupied by Disconnect drawing to determine whether the disconnect device you are using will fit the enclosure size you have selected.

GasketKits
Applyself-adhesivestripgasketsforgasketedNEMA1solution.Each
kitincludessufficientgasketforanyone-ortwo-doorenclosure.
Choosekitbynumberofdoors.
Bulletin:A38P

CatalogNumber Description
A38GSKT For one-door enclosures
A38GSKT2 For two-door enclosures
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PROLINE-DD Modular Enclosures and Accessories

PROLINE®-DDDisconnectEnclosure,Type12

IndustryStandards

UL508AListed;Type12;FileNumberE61997
cULListedperCSAC22.2No.94;Type12;FileNo.E61997

NEMA/EEMACType12
CSAFileNumber42186:Type12
VDEIP55
IEC60529,IP55

Application
Foramodulardisconnectsystemwithapplicationflexibility,choose
aPROLINE®-DDModularEnclosure.Thesetwo-doorpackagesand
theircomponentsarecompatiblewithanyofthestandardflange-
mounteddisconnectswitchesandmechanismsdescribedbelow.
Allen-Bradley
• Bulletin1494Vvariable-depthflange-operateddisconnect

switchesandcircuitbreakermechanisms.
• Bulletin140Uflexiblecableoperatingmechanismsfor140U

moldedcasecircuitbreakers.
These enclosures do not accept Allen-Bradley Bulletin 1494F disconnect 
devices or Bulletin 1494D circuit breaker operators.
ABBControlsDisconnectswitchesuptoandincluding200A,also
operatorsforABBcircuitbreakersupto800A.
EatonCutler-HammerVariable-depthdisconnectswitchesupto
andincluding200A,operatorsforC-HWestinghousecircuitbreakers
upto600AandFLEXSHAFT™handlemechanismsforcircuit
breakers.
GeneralElectricTypeTDAvariable-depthoperatingmechanisms
fordisconnectswitchesuptoandincluding200Aaswellasoperator
mechanismsorSPECTRAFLEX™cableoperatorsforcircuitbreakers
upto600amp.
SiemensITEMAXFLEX™flange-mountedvariable-depthoperating
handlesfordisconnectswitchesandcircuitbreakersaswellassome
fixed-depthoperatorsfordisconnectswitches.
SchneiderSquareDClass9422disconnectswitchesuptoand
including200A,withvariable-depthorcablemechanismsfor30,60
or100A.Alsocircuitbreakerswithvariable-depthoperatorsorcable
mechanismsupto400A.
Bulletin:P20DC

StandardProduct 

CatalogNumber AxBxCin./mm
NominalSize
mm/in.

PTDDC20185 78.11 x 78.18 x 19.65 
1984 x 1808 x 499

2000 x 1800 x 500

PTDDC20186 78.11 x 78.18 x 23.58 
1984 x 1808 x 599

2000 x 1800 x 600
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DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1
andG1.WiringspaceW1isavailablewhendisconnectisinstalledin
theenclosure.

See Technical Information for E1 Spacing by Enclosure Height for various 
disconnect switch manufacturers. 

W1=WiringSpace.

See Technical Information chapter for wire bend space.

RefertoNATIONAL ELECTRICAL CODE, 2005article430-10(b)for
wiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.

Verifyyourapplicationtodeterminewhetherwiringspaceis
adequate.

Consult Space Occupied by Disconnect drawing to determine whether 
the disconnect device you are using will fit the enclosure size you have 
selected.

PROLINE®-DDModularSubpanel
TheSubpanelmountsinsidethePROLINE-DDModularEnclosures.
Thesubpanelsizeis2000x1800mmandisconstructedof10gauge
steel.Italsohasglideblockstofacilitatehandlingandinstallation
(hardwareisincluded).
Bulletin:P20

CatalogNumber AxBin./mm Type

Usedwith
Assembled
Enclosure1

Usedwith
Assembled
Enclosure2

PPF2018 78.70 x 70.90 
2000 x 1800

Subpanel White Painted Finish PTDDC20185 PTDDC20186

PPF2018G 78.70 x 70.90 
2000 x 1800

Subpanel Conductive Finish PTDDC20185 PTDDC20186

PROLINE®-DDModular100-mmBases

These100-mmsolidandplinthbasesmounttoPROLINE-DDModular
Enclosures.GlandplatesarenecessarytomaintainType12rating
whenusingplinthbase.
Bulletin:P20

CatalogNumber Type
Usedwith
Assembly D(mm) D(in.)

PB1185 100-mm Solid Base PTDDC20185 459 18.07
PB1186 100-mm Solid Base PTDDC20186 559 22.01
PPB1186 100-mm Plinth Base PTDDC20186 559 22.01
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Free-Stand Stainless Steel Preferred-Cutout Disconnect Enclosures
Free-Stand Preferred-Cutout Stainless Steel Disconnect Overview 

Preferred-CutoutOverview

Application
Enclosureshavingthepreferredcutoutaresizedforusewithupto
200Adisconnectswitchesandupto400Acircuitbreakersunless
otherwisespecified.Thepreferredcutoutacceptsthesmaller
operatinghandlewhosemountingholecentersare4.688in.apart.
Preferredcutoutsarestandardinmildsteelwall-mountenclosures,
modularenclosuresandsomeselectlargemildsteelenclosures.They
arealsopresentonallstandardstainlesssteelofferings.
Operatoradaptersforpreferredcutoutsmustbeorderedseparately
tobeusedwithA21S,A28S4,WS2DandA4Senclosures.

Preferredcutoutsaredesignedtohousethefollowing:

Allen-Bradley
• Bulletin1494Vdisconnectswitcheswithflange-mountvariable-

depthoperatingmechanismsandBulletin1494Vflange-mount
variable-depthoperatingmechanismsforcircuitbreakers

• Bulletin140Uflexiblecableoperatingmechanismsfor140U
moldedcasecircuitbreakers

• Bulletin1494Ccable-operateddisconnectswitcheswithflange-
mounthandles

• Bulletin194RCcable-operatedflange-mounthandlesforusewith
theNFPA79compliant194RIECrotarydisconnectswitches

Allen-Bradley Bulletin 1494V-R1, -R2 and -W2 operating handles and 
Allen-Bradley Bulletin 1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABBControlsflange-mountvariable-depthoperatingmechanisms
fordisconnectswitchesandcircuitbreakers.Alsothecableversion
forcircuitbreakers.

EatonCutler-HammerTypeC361flange-mountvariable-depth
operatingmechanismswithdisconnectswitchesandTypeC371
flange-mountvariable-depthoperatingmechanismsforcircuit
breakers.

GeneralElectricTypeSTDAflangehandlesandvariable-depth
operatingmechanismsfordisconnectswitchesandcircuitbreakers.
AlsoSPECTRAFLEX™cableoperatorsforcircuitbreakers.

SiemensITEMAXFLEX®flange-mountvariable-depthoperating
handlesforcircuitbreakers.

SchneiderSquareD®Class9422disconnectswitcheswithflange-
mountvariable-depthoperatingmechanismsorcablemechanisms
andClass9422flange-mountvariable-depthoperatingmechanisms
orcablemechanismsforcircuitbreakers.
These enclosures will NOT accept Square D Class 9422 bracket-mounted 
disconnect devices, Class 9422TG1 or TG2 devices. 

Ordering
Orderthedisconnectswitch,operatinghandleandoperating
mechanismseparately.SeeTechnicalInformationintheHoffman
Specifier’sGuideforwirebendspaceavailablewhenvarious
manufacturers’disconnectswitchesareinstalledorDisconnect
OrderingInformationathoffmanonline.comfordisconnectordering
guidelinesandwirebendspaceavailable.Checktheenclosure
dimensiondrawingstoverifythechosendisconnectswitchwillfitin
theenclosure.

All24.12-in.(613-mm)anddeeperenclosuresusingshort
connectingrodsbythefollowingmanufacturersrequireaHoffman
platformassembly,catalognumberADSCPA,purchasedseparately.
• ABBControlsflange-operateddevices
• EatonCutler-HammerC361devices
• EatonCutler-HammerC371mechanismswhichuseC371E,F,G,K

operatingmechanism(seeDisconnectEnclosureAccessories)
• GeneralElectricTypeTDAdevices(seeDisconnectEnclosure

Accessories)
• SchneiderSquareD®Class9422devices(seeDisconnectEnclosure

Accessories)

Theplatformassemblycanbeomittediflongconnectingrodsare
orderedinplaceofshortconnectingrods.
• ForEatonCutler-HammeroperatingmechanismsC371EandC371F

ordercatalognumberC371CS1connectingrod.ForC371Gand
C371KordercatalognumberC371CS2connectingrod.

• ForGeneralElectricdevices,ordercatalognumberTDSRextended
lengthdriverod

• ForSchneiderSquareDdevices,ordercatalognumber9422-R2
extralongoperatingrod(s).Somedevicesrequiretworods.

Consultfactoryforspaceoccupiedonpanelwhenplatformisused.
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Stainless Steel Two-Door Disconnect Enclosure

Two-DoorStainlessSteelEnclosuresforFlange-MountedDisconnects,Type4X

IndustryStandards

UL508AListed;Type3R,4,4X,12;FileNo.E61997
cULListedperCSAC22.2No.94;Type3R,4,4X,12;FileNo.
E61997

NEMA/EEMACType3R,4,4X,12
CSAFileNo.42186:Type4,4X,12
IEC60529,IP66
Meets NEMA Type 3RX requirements

Specifications
• Manufacturedfrom12gaugeType304stainlesssteel
• Seamscontinuouslyweldedandgroundsmooth
• Bodystiffenersinlargerenclosuresforextrarigidity
• Bodyflangetroughcollarexcludesliquidsandcontaminants
• Removablecenterpostspermiteasypanelinstallation
• Heavy-gaugecontinuoushinges
• Rollersonendsoflatchrodsforeasierdoorclosing
• Heavy-dutyliftingeyesareType316stainlesssteel
• Datapocketishigh-impactthermoplastic
• 15-in.floorstandsareweldedtoenclosure
• Seamlessfoam-in-placegasketprovidesoil-tightanddust-tight

sealagainstcontaminants
• Panelsupports
• Collarstudsprovidedformountingoptionalpanels
• Heavy-duty3-pointlatchingmechanismoperatedbyType316

stainlesssteelPOWERGLIDE®padlockinghandleonalldoors
• Masterdoorisright-handdooronXenclosuresandleft-handdoor

onCPXenclosures
• Type316stainlesssteelhandlewithdefeateronmasterdoor
• Type316stainlesssteelhandle(non-defeater)onslavedoor
• Mechanicalinterlockoperatedbymasterdoorpreventsslavedoor

frombeingopenedfirst;doorscanbeclosedinanyorder
• Preferredcutoutonrightflangeprovidesmountingformost

disconnectoperators
• Bondingprovisionondoors;groundingstudsonbody
• Accessorymountingchannelprovidedinenclosuretop

Finish
Stainlesssteelenclosuresareunpainted.Sidesandbodyhavesmooth
#4brushedfinish.Optionalmildsteelpanelsarepaintedwhite.
Optionalconductivepanelsareavailable.

Accessories
See also Accessories.
BlankAdapterPlates,MildSteel
INTERSAFE®DataInterfacePorts,Type4/4X/12
OperatorAdaptersforUniversalCutouts
PANELITE™EnclosureLightsOverview
PanelsforType3R,4,4X,12and13Enclosures
SteelandStainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A21S4
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StandardProduct Two-DoorwithProvisionforDisconnectOperatoronRightFlange

CatalogNumber AxBxCin./mm Panel
Conductive
Panel

PanelSize
DxE
in./mm

A60X4912SSLPN4 60.12 x 49.75 x 12.12 
1527 x 1264 x 308

A60P48 A60P48G 56.00 x 44.00
1422 x 1118

A60X6112SSLPN4 60.12 x 61.75 x 12.12 
1527 x 1568 x 308

A60P60 A60P60G 56.00 x 56.00
1422 x 1422

A72X6112SSLPN4 72.12 x 61.75 x 12.12 
1832 x 1568 x 308

A72P60 A72P60G 68.00 x 56.00
1727 x 1422

A72X7312SSLPN4 72.12 x 73.75 x 12.12 
1832 x 1873 x 308

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

A60X4918SSLPN4 60.12 x 49.75 x 18.12 
1527 x 1264 x 460

A60P48 A60P48G 56.00 x 44.00
1422 x 1118

A60X6118SSLPN4 60.12 x 61.75 x 18.12 
1527 x 1568 x 460

A60P60 A60P60G 56.00 x 56.00
1422 x 1422

A72X6118SSLPN4 72.12 x 61.75 x 18.12 
1832 x 1568 x 460

A72P60 A72P60G 68.00 x 56.00
1727 x 1422

A72X7318SSLPN4 72.12 x 73.75 x 18.12 
1832 x 1873 x 460

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

A72X7324SSLPN4 72.12 x 73.75 x 24.12 
1832 x 1873 x 613

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

Purchase panels separately.

All 24.12-in. (613 mm) and deeper enclosures using short connecting rods in the following models require a Hoffman platform assembly, catalog number ADSCPA, purchased separately. • ABB Controls flange-operated devices 
• Eaton Cutler-Hammer C361 devices • Eaton Cutler-Hammer C371 mechanisms which use C371E, F, G, K operating mechanism  • General Electric Type TDA devices (see next paragraph for option) • Schneider Square D Class 9422 
devices (see next paragraph for option) 

The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Eaton Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. 
For C371G and C371K order catalog number C371CS2 connecting rod.  • For General Electric devices, order catalog number TDSR extended length drive rod • For Schneider Square D devices, order catalog number 9422-R2 extra 
long operating rod(s). Some devices require two rods. Consult factory for space occupied on panel when platform is used.
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StandardProduct Two-DoorwithProvisionforDisconnectOperatoronCenterpost

CatalogNumber AxBxCin./mm Panel
Conductive
Panel

PanelSize
DxE
in./mm

A60CPX4812SSLPN4 60.12 x 48.50 x 12.12 
1527 x 1232 x 308

A60P48 A60P48G 56.00 x 44.00
1422 x 1118

A60CPX6012SSLPN4 60.12 x 60.50 x 12.12 
1527 x 1537 x 308

A60P60 A60P60G 56.00 x 56.00
1422 x 1422

A72CPX7212SSLPN4 72.12 x 72.50 x 12.12 
1832 x 1842 x 308

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

A72CPX7218SSLPN4 72.12 x 72.50 x 18.12 
1832 x 1842 x 460

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

Purchase panels separately.
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DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1,G1andK.WiringSpaceW1isavailablewhendisconnectisinstalledin
theenclosure.SeetheTechnicalInformationchapterforE1SpacingbyEnclosureHeightforvariousdisconnectswitchmanufacturers.

RefertoNational Electrical Code®,2005article430-10(b)forwiringspacerequiredforlinesideconductorstobeconnectedtodisconnect.

Verifyyourapplicationtodetermineifwiringspaceisadequate.
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Notes
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Stainless Steel General Purpose Disconnect Enclosures

GeneralPurposeStainlessSteelTwo-DoorFloor-MountDisconnectEnclosures,Type4X

IndustryStandards

UL508AListed;Type3R,4,4X,12;FileNo.E61997
cULListedperCSAC22.2No.94;Type3R,4,4X,12;FileNo.
E61997

NEMA/EEMAC:Type3R,4,4X,12
IEC60529,IP66
Meets NEMA Type 3RX requirements

Application
Thisdisconnectenclosureisdesignedtohouseelectroniccontrols
andcomponents.Itprovidesprotectionfromnoncorrosiveormildly
corrosiveelementsinbothindoorandoutdoorenvironments.
Typicalapplicationsareinthefoodandbeverage,packaging,water,

petroleumandchemicalprocessingindustries.Designedtohouse
themostpopulardisconnectswitchesandcircuitbreakers.

Features
• Seamscontinuouslyweldedandgroundsmooth
• Seamlessfoam-in-placeone-piecegasketprovideswater-,oil-and

dust-tightsealagainstcontaminants
• Heavy-dutythree-pointlatchingmechanismoneachdoor,

operatedbyHoffman’sblackdie-castPOWERGLIDE®padlocking
handle.Blackdie-castquarter-turnlatcheswithslottedinsert
providedonthetopandbottomofeachdoor.

• Masterdoorisfarright-handdooronallenclosures
• Masterdoorhandleprovidedwithintegralscrewdriverdefeater
• Mechanicalinterlockactivatedbymasterdoorpreventsslavedoor

frombeingopenedfirst.Doorscanbeclosedinanyorder.
• Concealedhingesprovide180-degreedooropeningandallow

easydoorremovalandcleaningofhingearea
• Bolt-on15-in.-highstainlesssteelfloorstands
• Heavy-dutyType316Lstainlesssteelliftingeyes
• Collarstudsoninsideofenclosurebackforoptionalmounting

panels
• Removablecenterpostforeasypanelinstallation
• Bondingprovisionsondoorsandgroundstudsonbody
• Nointeriorstiffenerstoobstructcomponentmounting
• Provisionsformountingoptionalfluorescentlightpackages

Specifications
• 14gaugedoorsand12gaugebodyfromType304stainlesssteel
• Flangetroughcollaronallfoursidesofdooropenings
• Datapocketishigh-impactplasticattachedwithpressure-sensitive

adhesive
• Preferredcutoutonright-handflangeprovidesmountingformost

disconnectoperators

Finish
Stainlesssteelenclosuresareunpainted.Externalsurfacesoffront,
sides,topandbottomhavea#4finish.Interiorweldsarenotfinished.
Optionalpanelshavewhiteorconductivefinish.

Accessories
See also Accessories.
ElectricHeater
ElectricalInterlocks
PANELITE™EnclosureLightsOverview
PanelsforType3R,4,4X,12and13Enclosures
SteelandStainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A4S2
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StandardProduct 

CatalogNumber AxBxCin./mm Panel
Conductive
Panel

PanelSize
DxE
in./mm

No.of
Quarter-turn
Latches

A60HX4912SSLPQT 60.06 x 49.31 x 12.06 
1526 x 1253 x 306

A60P48 A60P48G 56.00 x 44.00
1422 x 1118

4

A60HX4918SSLPQT 60.06 x 49.31 x 18.06 
1526 x 1253 x 459

A60P48 A60P48G 56.00 x 44.00
1422 x 1118

4

A60HX6112SSLPQT 60.06 x 61.31 x 12.06 
1526 x 1557 x 306

A60P60 A60P60G 56.00 x 56.00
1422 x 1422

4

A60HX6118SSLPQT 60.06 x 61.31 x 18.06 
1526 x 1557 x 459

A60P60 A60P60G 56.00 x 56.00
1422 x 1422

4

A72HX6112SSLPQT 72.06 x 61.31 x 12.06 
1830 x 1557 x 306

A72P60 A72P60G 68.00 x 56.00
1727 x 1422

4

A72HX6118SSLPQT 72.06 x 61.31 x 18.06 
1830 x 1557 x 459

A72P60 A72P60G 68.00 x 56.00
1727 x 1422

4

A72HX7312SSLPQT 72.06 x 73.31 x 12.06 
1830 x 1862 x 306

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

4

A72HX7318SSLPQT 72.06 x 73.31 x 18.06 
1830 x 1862 x 459

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

4

A72HX7324SSLPQT 72.06 x 73.31 x 24.06 
1830 x 1862 x 611

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

4

Purchase panels separately

All 24.12-in. (613-mm) and deeper enclosures using short connecting rods in the following models require a Hoffman platform assembly, catalog number ADSCPA, purchased separately. • ABB Controls flange-operated devices 
• Eaton Cutler-Hammer C361 devices • Eaton Cutler-Hammer C371 mechanisms which use C371E, F, G, K operating mechanism  • General Electric Type TDA devices (see next paragraph for option) • Schneider Square D Class 9422 
devices (see next paragraph for option) 

The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Eaton Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. 
For C371G and C371K order catalog number C371CS2 connecting rod.  • For General Electric devices, order catalog number TDSR extended length drive rod • For Schneider Square D devices, order catalog number 9422-R2 extra 
long operating rod(s). Some devices require two rods. Consult factory for space occupied on panel when platform is used.
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GeneralPurposeSingle-DoorFree-StandDisconnect,Type4X

IndustryStandards

UL508AListed;Type3R,4,4X,12;FileNo.E61997
cULListedperCSAC22.2No.94;Type3R,4,4X,12;FileNo.
E61997

NEMA/EEMAC:Type3R,4,4X,12
IEC60529,IP66
Meets NEMA Type 3RX

Application
Thissingledoorstainlesssteelenclosurewithquarter-turnlatchesis
designedtohouseelectroniccontrolsandcomponents.Itprovides
protectionfromnon-corrosiveormildlycorrosiveelementsinboth
indoorandoutdoorenvironments.Typicalapplicationsareinthe
pharmaceutical,foodandbeverage,packaging,water,petroleum
andchemicalprocessingindustries.

Specifications
• Type304stainlesssteel14gaugedoorsandbody,and14or12

gaugeback
• Seamscontinuouslyweldedandgroundsmooth
• Flangetroughcollaronallfoursidesofdooropenings
• Seamlessfoam-in-placeone-piecegasketprovideswater-,oil-and

dust-tightsealagainstcontaminants
• Heavy-dutythree-pointlatchingmechanismoneachdoor,

operatedbyHoffman’sblackdie-castPOWERGLIDE®padlocking
handle.Blackdie-castquarter-turnlatcheswithslottedinsert
providedonthetopandbottomofeachdoor.

• BlackDie-CastPOWERGLIDEhandlehasintegralscrewdriver
defeater

• Collarstudsoninsideofenclosurebackforoptionalmounting
panels

• Concealedstainlesssteelhingesprovide180-degreedoor
openingandalloweasydoorremovalandcleaningofhingearea

• Heavy-dutyType316Lstainlesssteelliftingeyes
• Bondingprovisionondoor;groundingstudonbody
• High-impactplasticDataPocketkitincludedwithenclosure
• Accessorymountingchannelprovidedinenclosuretop

Finish
Stainlesssteelenclosuresareunpainted.Externalsurfacesoffront,
sides,topandbottomhavea#4finish.Interiorweldsarenotfinished.
Optionalmildsteelbackpanelsarepaintedwhite.Optional
conductivebackpanelsareavailable.

Accessories
See also Accessories. 
Heaters
PANELITE™EnclosureLightsOverview
PanelSupportKit
PanelsforType3R,4,4X,12and13Enclosures
StainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A30S4

StandardProduct 

CatalogNumber AxBxCin./mm Panel
Conductive
Panel

PanelSizeDxE
in./mm

A72HXS2718SSLPQT 72.13 x 26.50 x 18.13 
1832 x 673 x 461

A72PM28 A72PM28G 60.00 x 21.75
1524 x 552

A72HXS3224SSLPQT 72.13 x 32.50 x 24.12 
1832 x 826 x 613

A72PM34 A72PM34G 60.00 x 27.75
1524 x 705

A72HXS3924SSLPQT 72.13 x 38.50 x 24.15 
1832 x 978 x 613

A72PM40 A72PM40G 60.00 x 33.75
1524 x 857
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DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1,
G1andK.WiringSpaceW1isavailablewhendisconnectisinstalledin
theenclosure.

See the Technical Information chapter for E1 Spacing by Enclosure Height 
for various disconnect switch manufacturers.

RefertoNational Electrical Code®,2005article430-10(b)forwiring
spacerequiredforlinesideconductorstobeconnectedto
disconnect.

Verifyyourapplicationtodetermineifwiringspaceisadequate.

All24.12-in.(613-mm)anddeeperenclosuresusingshort
connectingrodsbythefollowingmanufacturersrequireaHoffman
platformassembly,catalognumberADSCPA,purchasedseparately.
• ABBControlsflange-operateddevices
• EatonCutler-HammerC361devices
• EatonCutler-HammerC371mechanismswhichuseC371E,F,G,K

operatingmechanism(seeDisconnectEnclosureAccessories)
• GeneralElectricTypeTDAdevices(seeDisconnectEnclosure

Accessories)
• SchneiderSquareD®Class9422devices(seeDisconnectEnclosure

Accessories)

Theplatformassemblycanbeomittediflongconnectingrodsare
orderedinplaceofshortconnectingrods.
• ForEatonCutler-HammeroperatingmechanismsC371EandC371F

ordercatalognumberC371CS1connectingrod.ForC371Gand
C371KordercatalognumberC371CS2connectingrod.

• ForGeneralElectricdevices,ordercatalognumberTDSRextended
lengthdriverod

• ForSchneiderSquareDdevices,ordercatalognumber9422-R2
extralongoperatingrod(s).Somedevicesrequiretworods.

Consultfactoryforspaceoccupiedonpanelwhenplatformisused.
Besuretomatchthedisconnectdeviceyouareusingwiththe
correctenclosuresize.

ACompleteAssemblyConsistsof:
1. Anenclosure
2. Apanel
3. Adisconnectdevice.

ConsulttheTechnicalInformationchapterofthiscatalogfor
wirebendinformationandhoffmanonline.comfordisconnect
manufacturerinformation.
Disconnect switch (or circuit breakers), operating handle and operating 
mechanism are not furnished with enclosure.
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Notes
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Stainless Steel Heavy Duty Disconnect Enclosures

StainlessSteelHeavy-DutyFree-StandEnclosuresforFlange-MountDisconnects,Type4X

IndustryStandards

UL508AListed508;Type3R,4,4X,12;FileNo.E61997
cULListedperCSAC22.2No.94;Type3R,4,4X,12;FileNo.
E61997

NEMA/EEMACType3R,Type4,4X,12
CSAFileNo.42186:Type4,4X,12
IEC60529,IP66
Meets NEMA Type 3RX requirements

Application
Thisdisconnectenclosureisdesignedtohouseelectroniccontrols
andcomponents.Itprovidesprotectionfromnoncorrosiveormildly
corrosiveelementsinbothindoorandoutdoorenvironments.
Typicalapplicationsareinthefoodandbeverage,packaging,water,
petroleumandchemicalprocessingindustries.Designedtohouse
themostpopulardisconnectswitchesandcircuitbreakers.

Specifications
• Manufacturedfrom12gaugeType304stainlesssteel
• Seamscontinuouslyweldedandgroundsmooth
• Bodystiffenersinlargerenclosuresforextrarigidity
• Bodyflangetroughcollarexcludesliquidsandcontaminants
• Heavy-dutyliftingeyesanchorintoreinforcedtop
• Removablecenterpostspermiteasypanelinstallation
• Heavy-gaugecontinuoushinges
• Heavy-duty3-pointlatchingmechanismoperatedbyType316L

stainlesssteelPOWERGLIDE®padlockinghandleonalldoors
• Endsoflatchrodshaverollersforeasierdoorclosing
• Panelsupports
• Datapocketishigh-impactthermoplastic
• Seamlessfoam-in-placegasketprovidesoil-tightanddust-tight

sealagainstcontaminants
• Removable10gaugesteelpanelsmountoncollarstuds
• Masterdoorisfarright-handdooronallenclosures
• Type316stainlesssteelhandlewithdefeateronmasterdoor
• Type316stainlesssteelhandle(non-defeater)onslavedoor
• Mechanicalinterlockactivatedbymasterdoorpreventsslave

doorsfrombeingopenedfirst.Doorscanbeclosedinanyorder.
• Preferredcutoutonrightflangeprovidesmountingformost

disconnectoperators
• Bondingprovisionondoors;groundingstudsonbody
• Accessorymountingchannelprovidedinenclosuretop

Finish
Stainlesssteelenclosuresareunpainted.Sidesandbodyhave
smooth#4brushedfinish.Whitemildsteelpanelsarefurnishedwith
enclosure.Optionalconductivepanelsareavailable.

Accessories
See also Accessories.
ElectricHeater
CompactCoolingFans
FloorStandKit
PANELITE™EnclosureLightsOverview
OperatorAdaptersforPreferredCutouts
An operator adapter for a preferred cutout must be ordered separately.

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A28S4
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StandardProduct One-DoorEnclosures
CatalogNumber AxBxCin. AxBxCmm Panel ConductivePanel PanelSize(in.) PanelSize(mm)
A72XM2818SSN4 72.12 x 28.25 x 18.12 1832 x 718 x 460 A72PM28 A72PM28G 60.00 x 21.75 1524 x 552
A72XM3418SSN4 72.12 x 34.25 x 18.12 1832 x 870 x 460 A72PM34 A72PM34G 60.00 x 27.75 1524 x 705
A72XM4018SSN4 72.12 x 40.25 x 18.12 1832 x 1022 x 460 A72PM40 A72PM40G 60.00 x 33.75 1524 x 857
A84XM4018SSN4 84.12 x 40.25 x 18.12 2137 x 1022 x 460 A84PM40 A84PM40G 72.00 x 33.75 1829 x 857
A90XM4018SSN4 90.12 x 40.25 x 18.12 2289 x 1022 x 460 A90PM40 A90PM40G 78.00 x 33.75 1981 x 857
A90XM4020SSN4 90.12 x 40.25 x 20.12 2289 x 1022 x 511 A90PM40 A90PM40G 78.00 x 33.75 1981 x 857
A84XM4024SSN4 84.12 x 40.25 x 24.12 2137 x 1022 x 613 A84PM40 A84PM40G 72.00 x 33.75 1829 x 857
A90XM4024SSN4 90.12 x 40.25 x 24.12 2289 x 1022 x 613 A90PM40 A90PM40G 78.00 x 33.75 1981 x 857

White mild steel panels are furnished with enclosure. Purchase conductive panels separately.

All 24.12-in. (613-mm) and deeper enclosures using short connecting rods in the following models require a Hoffman platform assembly, catalog number ADSCPA, purchased separately. • ABB Controls flange-operated devices 
• Cutler-Hammer C361 devices • Cutler-Hammer C371 mechanisms which use C371E, F, G, K operating mechanism  • General Electric Type TDA devices (see next paragraph for option) • Square D Class 9422 devices (see next 
paragraph for option) 

The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. For 
C371G and C371K order catalog number C371CS2 connecting rod.  • For General Electric devices, order catalog number TDSR extended length drive rod • For Square D devices, order catalog number 9422-R2 extra long operating 
rod(s). Some devices require two rods.  Consult factory for space occupied on panel when platform is used.
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StandardProduct Two-DoorEnclosures
CatalogNumber AxBxCin. AxBxCmm Panel ConductivePanel PanelSize(in.) PanelSize(mm)
A72XM5418SSN4 72.12 x 54.50 x 18.12 1832 x 1384 x 460 A72PM54 A72PM54G 60.00 x 48.00 1524 x 1219
A72XM6618SSN4 72.12 x 66.50 x 18.12 1832 x 1689 x 460 A72PM66 A72PM66G 60.00 x 60.00 1524 x 1524
A72XM7818SSN4 72.12 x 78.50 x 18.12 1832 x 1994 x 460 A72PM78 A72PM78G 60.00 x 72.00 1524 x 1829
A84XM7818SSN4 84.12 x 78.50 x 18.12 2137 x 1994 x 460 A84PM78 A84PM78G 72.00 x 72.00 1829 x 1829
A90XM7818SSN4 90.12 x 78.50 x 18.12 2289 x 1994 x 460 A90PM78 A90PM78G 78.00 x 72.00 1981 x 1829
A90XM7820SSN4 90.12 x 78.50 x 20.12 2289 x 1994 x 511 A90PM78 A90PM78G 78.00 x 72.00 1981 x 1829
A72XM7824SSN4 72.12 x 78.50 x 24.12 1832 x 1994 x 613 A72PM78 A72PM78G 60.00 x 72.00 1524 x 1829
A84XM7824SSN4 84.12 x 78.50 x 24.12 2137 x 1994 x 613 A84PM78 A84PM78G 72.00 x 72.00 1829 x 1829
A90XM7824SSN4 90.12 x 78.50 x 24.12 2289 x 1994 x 613 A90PM78 A90PM78G 78.00 x 72.00 1981 x 1829

White mild steel panels are furnished with enclosure. Purchase conductive panels separately.
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StandardProduct Three-DoorEnclosures

CatalogNumber AxBxCin. AxBxCmm
Large
Panel

Conductive
Large
Panel

Numberof
Large
Panels

Sizeof
Large
Panels(in.)

Sizeof
Large
Panels(mm)

Small
Panel

Small
Conductive
Panel

Numberof
Small
Panels

Sizeof
Small
Panels(in.)

Sizeof
Small
Panels(mm)

A72XM3EQ18SSN4 72.12 x 100.75 x 18.12 1832 x 2559 x 460 A72PM66 A72PM66G 1 60.00 x 60.00 1524 x 1524 A72PM34 A72PM34G 1 60.00 x 27.75 1524 x 705
A72XM3EW18SSN4 72.12 x 118.75 x 18.12 1832 x 3016 x 460 A72PM78 A72PM78G 1 60.00 x 72.00 1524 x 1829 A72PM40 A72PM40G 1 60.00  x 33.75 1524 x 857
A84XM3EW18SSN4 84.12 x 118.75 x 18.12 2137 x 3016 x 460 A84PM78 A84PM78G 1 72.00 x 72.00 1829 x 1829 A84PM40 A84PM40G 1 72.00 x 33.75 1829 x 857
A84XM3EW24SSN4 84.12 x 118.75 x 24.12 2137 x 3016 x 613 A84PM78 A84PM78G 1 72.00 x 72.00 1829 x 1829 A84PM40 A84PM40G 1 72.00 x 33.75 1829 x 857
A90XM3EW24SSN4 90.12 x 118.75 x 24.12 2289 x 3016 x 613 A90PM78 A90PM78G 1 78.00 x 72.00 1981 x 1829 A90PM40 A90PM40G 1 78.00 x 33.75 1981 x 857

White mild steel panels are furnished with enclosure. Purchase conductive panels separately.
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StandardProduct Four-andFive-DoorEnclosures

CatalogNumber AxBxCin. AxBxCmm
Numberof
Doors Panel

Number
ofPanels

Sizeof
Panels(in.)

Sizesof
Panels(mm)

A72XM4EW18SSN4 72.12 x 158.00 x 18.12 1832 x 4013 x 460 4 A72PM78 2 60.00 x 72.00 1524 x 1829
A84XM4EW18SSN4 84.12 x 158.00 x 18.12 2137 x 4013 x 460 4 A84PM78 2 72.00 x 72.00 1829 x 1829
A84XM5EW24SSN4 84.12 x 197.75 x 24.12 2137 x 5023 x 613 5 A84PM78 and A84PM40 2 and 1 72.00 x 72.00 and 72.00 x 33.75 1829 x 1829 and 1329 x 857

White mild steel panels are furnished with enclosure. Optional conductive panels are available.

All 24.12-in. (613-mm) and deeper enclosures using short connecting rods in the following models require a Hoffman platform assembly, catalog number ADSCPA, purchased separately. • ABB Controls flange-operated devices 
• Eaton Cutler-Hammer C361 devices • Eaton Cutler-Hammer C371 mechanisms which use C371E, F, G, K operating mechanism  • General Electric Type TDA devices (see next paragraph for option) • Schneider Square D Class 9422 
devices (see next paragraph for option) 

The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Eaton Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. 
For C371G and C371K order catalog number C371CS2 connecting rod.  • For General Electric devices, order catalog number TDSR extended length drive rod • For Schneider Square D devices, order catalog number 9422-R2 extra 
long operating rod(s). Some devices require two rods.  Consult factory for space occupied on panel when platform is used.
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DisconnectMountingSpace
DisconnectswilloccupyspaceonpanelshownbydimensionsE1,F1
andG1inthediagram.WiringspaceW1isavailablewhendisconnect
isinstalledintheenclosure.
See the Technical Information section for E1 Spacing by Enclosure Height 
for various disconnect switch manufacturers.
RefertoNational Electrical Code®,2005article430-10(b)forwiring
spacerequiredforlinesideconductorstobeconnectedto
disconnect.
Verifyyourapplicationtodetermineifwiringspaceisadequate.

All24.12-in.(613-mm)anddeeperenclosuresusingshort
connectingrodsbythefollowingmanufacturersrequireaHoffman
platformassembly,catalognumberADSCPA,purchasedseparately.
• ABBControlsflange-operateddevices
• EatonCutler-HammerC361devices
• EatonCutler-HammerC371mechanismswhichuseC371E,F,G,K

operatingmechanism(seeDisconnectEnclosureAccessories)
• GeneralElectricTypeTDAdevices(seeDisconnectEnclosure

Accessories)
• SchneiderSquareD®Class9422devices(seeDisconnectEnclosure

Accessories)

Theplatformassemblycanbeomittediflongconnectingrodsare
orderedinplaceofshortconnectingrods.
• ForEatonCutler-HammeroperatingmechanismsC371EandC371F

ordercatalognumberC371CS1connectingrod.ForC371Gand
C371KordercatalognumberC371CS2connectingrod.

• ForGeneralElectricdevices,ordercatalognumberTDSRextended
lengthdriverod

• ForSchneiderSquareDdevices,ordercatalognumber9422-R2
extralongoperatingrod(s).Somedevicesrequiretworods.

Consultfactoryforspaceoccupiedonpanelwhenplatformisused.

ACompleteAssemblyConsistsof:
1. Anenclosure
2. Apanel
3. Anoperatoradapter(seeDisconnectEnclosureAccessoriesin

thispublicationtoselecttheproperoperatoradapterforthe
brandandtypeofdisconnectbeingused).Door hardware is 
furnished with enclosure.

4. Adisconnectdevice.
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Hoffman WATERSHED® Stainless Steel

HoffmanWATERSHED®Free-StandingSSDisconnectEnclosures

IndustryStandards

UL508AListed;Type3,3R,4,4X,12;FileNumberE61997
cULListedperCSAC22.2No.94;Type3,3R,4,4X,12;FileNo.
E61997

NSF169
NEMA/EEMAC:Type3R,4,4X,12
IEC60529,IP66
Meets NEMA Type 3RX requirements

Application
TheHoffmanWATERSHED®StainlessSteelFree-StandDisconnect
Enclosure,withitsuniquedesignandtype4Xrating,isaperfectfit
formountingelectricalorhigh-techelectronicequipmentinsettings
suchassanitarywashdownproductionenvironments,petrochemical
plants,pulpandpaperfacilities,andwatertreatmentplants.

Specifications
• Manufacturedfrom12gaugeType304stainlesssteel;backis10

gauge
• Seamscontinuouslyweldedandgroundsmooth
• SmoothType304stainlesssteellift-offbullet-stylehinges
• Hingesareshieldedbydooredges

• Hingedsideofdoorhasprovisionstoallowdirectflushingofhinge
area

• 20-degreeslopedtopfacilitatesrunoffofwaterandcleaning
solutionsandprohibitsplacementofobjectsontopofenclosure

• 170-degreedooropening
• Dooredgesaresloped20degreesattopandbottomedgesto

facilitaterunoff
• Slantedflangetroughcollarprohibitspoolingoffluidsalongthe

topedgeoftheenclosureopening
• Heavy-dutythree-pointlatchingmechanismoperatedbyaType

316stainlesssteelPOWERGLIDE®padlockinghandleonalldoors
• MasterdoorhasPOWERGLIDEhandlewithintegralscrewdriver

defeater
• Mechanicalinterlockactivatedbymasterdoorpreventsslave

doorsfrombeingopenedfirst.Doorscanbeclosedinanyorder.
• Masterdoorisfarright-handdooronallenclosures
• Seamlessfoam-in-placeone-piecegasketprovidesanoil-tight,

water-tightanddust-tightsealagainstcontaminants
• Bondingprovisionondoors;groundingstudonbody
• Accessorymountingchannelprovidedinenclosuretop
• Heavy-dutyliftingeyesareType316stainlesssteel
• Removablecenterpostpermitseasypanelinstallation
• PanelstudsacceptoptionalNEMA-sizepanels
• Preferredcutoutonrightflangeprovidesmountingformost

disconnectoperators
• Mountingholesinbottomofenclosurefordirectmountingorfor

optionalsanitarylegsorstainlesssteelfloorstands
• Furnishedhardwarekitconsistsofpanelmountingnuts,

groundinghardwareandholesealsforbottommountingholes
• Endsoflatchrodshaverollersforeasier

Finish
Stainlesssteelenclosuresareunpainted.Externalsurfaceshavea#4
brushedfinish.Optionalmildsteelpanelsarepaintedwhite.Optional
conductivepanelsareavailable.

Accessories
See also Accessories.
IndustrialCorrosionInhibitors
FloorStandKit
PanelsforType3R,4,4X,12and13Enclosures
OperatorAdaptersforPreferredCutouts
SanitaryLegKits
An operator adapter for a preferred cutout must be ordered separately.
Bulletin:WS2D
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StandardProduct 

CatalogNumber AxBxCin./mm
A1
in./mm

A2
in./mm

B
in./mm

C
in./mm Panel ConductivePanel

WS62XM5112SS 62.00 x 51.00 x 12.00 
1575 x 1295 x 305

62.81
1595

67.20
1707

51.09
1298

12.12
308

A60P48 A60P48G

WS62XM5118SS 62.00 x 51.00 x 18.00 
1575 x 1295 x 457

62.81
1595

67.20
1707

51.09
1298

18.12
460

A60P48 A60P48G

WS62XM6312SS 62.00 x 63.00 x 12.00 
1575 x 1600 x 305

62.81
1595

67.20
1707

63.09
1602

12.12
305

A60P60 A60P60G

WS62XM6318SS 62.00 x 63.00 x 18.00 
1575 x 1602 x 457

62.81
1595

67.20
1707

63.09
1602

18.12
460

A60P60 A60P60G

WS74XM6312SS 74.00 x 63.00 x 12.00 
1880 x 1600 x 305

74.81
1900

79.20
2012

63.09
1602

12.12
305

A72P60 A72P60G

WS74XM6318SS 74.00 x 63.00 x 18.00 
1880 x 1600 x 457

74.81
1900

81.38
2067

63.09
1602

18.12
460

A72P60 A72P60G

WS74XM7512SS 74.00 x 75.00 x 12.00 
1880 x 1905 x 305

74.81
1900

79.20
2012

75.09
1907

12.12
305

A72P72 A72P72G

WS74XM7518SS 74.00 x 75.00 x 18.00 
1880 x 1905 x 457

74.81
1900

81.38
2067

75.09
1907

18.12
460

A72P72 A72P72G

WS74XM7524SS 74.00 x 75.00 x 24.00 
1880 x 1905 x 610

74.81
1900

83.57
2123

75.09
1907

24.12
613

A72P72 A72P72G

A x B x C are nominal dimensions.

Purchase panels separately.

All 24.12-in. (613-mm) and deeper enclosures using short connecting rods by the following manufacturers require a Hoffman platform assembly, catalog number ADSCPA, purchased separately. • ABB Controls flange-operated 
devices • Cutler-Hammer C361 devices • Eaton Cutler-Hammer C371 mechanisms which use C371E, F, G, K operating mechanism (see next paragraph for option) • General Electric Type TDA devices (see next paragraph for 
option) • Schneider Square D Class 9422 devices (see next paragraph for option) 

The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Eaton Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. 
For C371G and C371K order catalog number C371CS2 connecting rod. • For General Electric devices, order catalog number TDSR extended length drive rod • For Schneider Square D devices, order catalog number 9422-R2 extra 
long operating rod(s). Some devices require two rods. Consult factory for space occupied on panel when platform is used.
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DisconnectMountingSpace
DisconnectsarelocatedbydimensionE1.WiringspaceW1is
availablewhendisconnectisinstalledintheenclosure.
E1=8.62in.(219mm)whenC=8.00in.(203mm)
E1=11.62in.(295mm)whenC=12.00in.(305mm)
W1=WiringSpace.
See Technical Information for wire bend space.
RefertoNational Electrical Code ®2005article430.10(B)forwiring
spacerequiredforlinesideconductorstobeconnectedto
disconnect.Verifyyourapplicationtodetermineifwiringspaceis
adequate.
Verifyyourapplicationtodetermineifwiringspaceisadequate.
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SanitaryLegKits
SanitaryLegKitsprovidespace
betweentheenclosureandthefloor
forbetterwashdownaccessibility.
Availablewithfixedorindependently
adjustablelegs.Adjustableleg
shown.Fourlegsperkit.Maintains
NEMAType4Xratingwhenproperly
installedonaHoffmanType4X
enclosure.
Bulletin:WSY

CatalogNumber Description SizeL(in.) SizeL(mm)
WSASLKSS Adjustable Sanitary Leg Kit 11.50 -12.50 292 -318
WSFSLKSS Fixed Sanitary Leg Kit 12.00 305
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Free-Stand Universal-Cutout Disconnect Enclosures
Free-Stand Universal-Cutout Disconnect Overview

UniversalCutoutOverview

Application
Theuniversalcutoutisusedinlargefreestandandfloorstand
enclosures,i.e.,BulletinsA21(S),A28(S)andA34.OperatorAdapter
Kitsarerequiredinordertoinstallthevariousmanufacturers’
hardware.Notethat400A(orgreater)disconnectswitchesand
600A(orgreater)circuitbreakersneedtousethe“Large”or“High
Amp”cutout,whichisprovidedintheA21ABVAkitforAllen-Bradley
variable-depthdisconnectswitchesortheA21ITEkitforSiemens(and
selectothermanufacturers)flex-cabledevices.The“Large”or“High
Amp”cutoutacceptsthelargeroperatinghandlewhosemounting
holecentersare6.500-in.apart.

Universalcutoutsaredesignedtohousethefollowing:
Allen-Bradley
• Bulletin1494Fflange-mountdisconnectswitchesandBulletin

1494Dflange-mountoperatorsforcircuitbreakers
• Bulletin1494Vdisconnectswitcheswithflange-mountvariable-

depthoperatingmechanismsandBulletin1494Vflange-mount
variable-depthoperatingmechanismsforcircuitbreakers

• Bulletin140Uflexiblecableoperatingmechanismsfor140U
moldedcasecircuitbreakers

• Bulletin1494Ccable-operateddisconnectswitcheswithflange-
mounthandles

• Bulletin194RCcable-operatedflange-mounthandlesforusewith
theNFPA79compliant194RIECrotarydisconnectswitches

Allen-Bradley Bulletin 1494V-R1, -R2 and -W2 operating handles and 
Allen-Bradley Bulletin 1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABBControlsflange-mountvariable-depthoperatingmechanisms
fordisconnectswitchesandcircuitbreakers.Alsothecableversion
forcircuitbreakers.

EatonCutler-HammerTypeC361disconnectswitchesandoperator
mechanisms,andTypeC371circuitbreakersandcircuitbreaker
operatingmechanisms.AlsoTypeSMsafetyhandlemechanismsand
FLEXSHAFT™handleoperatorsforcircuitbreakers.

GeneralElectricTypeSTDAflangehandlesandvariable-depth
operatingmechanismsfordisconnectswitchesandcircuitbreakers.
AlsoSPECTRAFLEX™cableoperatorsforcircuitbreakers.

SiemensITEMAXFLEX®flange-mountvariable-depthoperating
handlesfordisconnectswitchesandcircuitbreakers.

SchneiderSquareD®disconnectswitchesandcircuitbreakersused
withClass9422flange-mountvariable-depthoperatingmechanisms
orcablemechanisms.
These enclosures will NOT receive Class 9422 bracket-mount disconnect 
devices, Class 9422TG1 or TG2 devices.

DisconnectEnclosureswithUniversalCutout
Universalcutoutrequiresanoperatoradapterforthebrandandtype
ofdisconnectbeingused.SeeDisconnectEnclosureAccessoriesto
selecttheoperatoradapter.

Ordering
Thedisconnectswitch,operatinghandleandoperatingmechanism
mustbeorderedseparately.SeeTechnicalInformationinthe
HoffmanSpecifier’sGuideforwirebendspaceavailablewhenvarious
manufacturers’disconnectswitchesareinstalled,orDisconnect
OrderingInformationathoffmanonline.comfordisconnectordering
guidelinesandwirebendspaceavailable.Checktheenclosure
dimensiondrawingstoverifythechosendisconnectswitchwillfitin
theenclosure.
All24.12-in.(613-mm)anddeeperenclosuresusingshort
connectingrodsbythefollowingmanufacturersrequireaHoffman
platformassembly,catalognumberADSCPA,purchasedseparately.
• ABBControlsflange-operateddevices
• EatonCutler-HammerC361devices
• EatonCutler-HammerC371mechanismswhichuseC371E,F,G,K

operatingmechanism(seeDisconnectEnclosureAccessories)
• GeneralElectricTypeTDAdevices(seeDisconnectEnclosure

Accessories)
• SchneiderSquareD®Class9422devices(seeDisconnectEnclosure

Accessories)
Theplatformassemblycanbeomittediflongconnectingrodsare
orderedinplaceofshortconnectingrods.
• ForEatonCutler-HammeroperatingmechanismsC371EandC371F

ordercatalognumberC371CS1connectingrod.ForC371Gand
C371KordercatalognumberC371CS2connectingrod.

• ForGeneralElectricdevices,ordercatalognumberTDSRextended
lengthdriverod

• ForSchneiderSquareDdevices,ordercatalognumber9422-R2
extralongoperatingrod(s).Somedevicesrequiretworods.

Consultfactoryforspaceoccupiedonpanelwhenplatformisused.
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Free-Stand Type 12 Disconnect Enclosures

Two-DoorwithFloorStandsDisconnectEnclosure,Type12

IndustryStandards

UL508AListed;Type12;FileNo.E61997
cULListedperCSAC22.2No.94;Type12;FileNo.E61997

NEMA/EEMACType12
CSAFileNo.42186:Type12
IEC60529,IP55

Application
Adisconnectcanbeinstalledonthecenterpostorrightsideofthis
enclosure.Floorstandsprovideadditionalheightandaccessfor
cleaningundertheenclosure.

Specifications
• 10gaugesteel
• Seamscontinuouslyweldedandgroundsmooth
• Bodystiffenersinlargerenclosuresforextrarigidity
• Bodyflangetroughexcludesliquidsandcontaminants
• Removablecenterpostspermiteasypanelinstallation
• Heavygaugecontinuoushinges
• Heavy-duty3-pointlatchingmechanismoperatedbypadlocking

handleonalldoors
• Rollersonendsoflatchrodsforeasierdoorclosing
• Heavy-dutyliftingeyesanchorintoreinforcedtop
• Datapocketishighimpactthermoplastic
• 15-in.floorstandsareweldedtoenclosure
• Provisionsformountinglights
• Oil-resistantdoorgasket

• Panelsupports
• Collarstudsprovidedformountingoptionalpanels
• Masterdoorisright-handdooronXenclosuresandleft-handdoor

onCPXenclosures
• Integraldefeateronmasterdoorhandlerequiresascrewdriverto

open
• Mechanicalinterlockoperatedbymasterdoorpreventsslavedoor

frombeingopenedfirst.Doorscanbeclosedinanyorder.
• Includesdoorhardware

Finish
WhiteinteriorwithANSI61grayexteriorfinishoverpretreated
surfaces.Optionalpanelshavewhiteorconductivefinish.

Accessories
See also Accessories.
BlankAdapterPlates,MildSteel
INTERSAFE®DataInterfacePorts,Type4/4X/12
OperatorAdaptersforUniversalCutouts
PanelsforType3R,4,4X,12and13Enclosures
SteelandStainlessSteelWindowKits

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A21
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StandardProduct ProvisionforDisconnectOperatoronRightFlange

CatalogNumber AxBxCin./mm Panel ConductivePanel
PanelSizeDxE
in./mm

StiffenerPositionS
in./mm

A60X4912LPFTC 60.12 x 49.75 x 12.12 
1527 x 1264 x 308

A60P48 A60P48G 56.00 x 44.00
1422 x 1118

None
None

A60X6112LPFTC 60.12 x 61.75 x 12.12 
1527 x 1568 x 308

A60P60 A60P60G 56.00 x 56.00
1422 x 1422

21.00
533

A72X6112LPFTC 72.12 x 61.75 x 12.12 
1832 x 1568 x 308

A72P60 A72P60G 68.00 x 56.00
1727 x 1422

21.00
533

A72X7312LPFTC 72.12 x 73.75 x 12.12 
1832 x 1873 x 308

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

24.00
610

A60X4918LPFTC 60.12 x 49.75 x 18.12 
1527 x 1264 x 460

A60P48 A60P48G 56.00 x 44.00
1422 x 1118

None
None

A60X6118LPFTC 60.12 x 61.75 x 18.12 
1527 x 1568 x 460

A60P60 A60P60G 56.00 x 56.00
1422 x 1422

21.00
533

A72X6118LPFTC 72.12 x 61.75 x 18.12 
1832 x 1568 x 460

A72P60 A72P60G 68.00 x 56.00
1727 x 1422

21.00
533

A72X7318LPFTC 72.12 x 73.75 x 18.12 
1832 x 1873 x 460

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

24.00
610

A60X4924LPFTC 60.12 x 49.75 x 24.12 
1527 x 1264 x 613

A60P48 A60P48G 56.00 x 44.00
1422 x 1118

None
None

A60X6124LPFTC 60.12 x 61.75 x 24.12 
1527 x 1568 x 613

A60P60 A60P60G 56.00 x 56.00
1422 x 1422

21.00
533

A72X7324LPFTC 72.12 x 73.75 x 24.12 
1832 x 1873 x 613

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

24.00
610

Purchase panels separately.

All 24.12-in. (613-mm) and deeper enclosures using short connecting rods in the following models require a Hoffman platform assembly, catalog number ADSCLPA, purchased separately.  • ABB Controls flange-operated 
devices  • Eaton Cutler-Hammer C361 devices  • Eaton Cutler-Hammer C371 mechanisms which use C371E, F, G, K operating mechanism (see footnote below)  • General Electric Type TDA devices (see footnote below)  • Schneider 
Square D Class 9422 devices (see footnote below)

The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Eaton Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. 
For C371G and C371K order catalog number C371CS2 connecting rod. • For General Electric devices, order catalog number TDSR extended length drive rod • For Schneider Square D devices, order catalog number 9422-R2 extra 
long operating rod(s). Some devices require two rods.
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StandardProduct ProvisionforDisconnectOperatoronCenterpost

CatalogNumber AxBxCin./mm Panel ConductivePanel
PanelSizeDxE
in./mm

StiffenerPositionS
in./mm

A60CPX4812LPFTC 60.12 x 48.50 x 12.12 
1527 x 1232 x 308

A60P48 A60P48G 56.00 x 44.00
1422 x 1118

None
None

A60CPX6012LPFTC 60.12 x 60.50 x 12.12 
1527 x 1537 x 308

A60P60 A60P60G 56.00 x 56.00
1422 x 1422

21.00
533

A72CPX7212LPFTC 72.12 x 72.50 x 12.12 
1832 x 1841 x 308

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

24.00
610

A72CPX7218LPFTC 72.12 x 72.50 x 18.12 
1832 x 1841 x 460

A72P72 A72P72G 68.00 x 68.00
1727 x 1727

24.00
610

Purchase panels separately.

The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. For 
C371G and C371K order catalog number C371CS2 connecting rod. • For General Electric devices, order catalog number TDSR extended length drive rod • For Square D devices, order catalog number 9422-R2 extra long operating 
rod(s). Some devices require two rods. 
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DisconnectMountingSpace
DisconnectsarelocatedbydimensionE1.WiringspaceW1isavailablewhendisconnectisinstalledintheenclosure.SeeTechnical
InformationchapterforE1SpacingbyEnclosureHeightforvariousdisconnectswitchmanufacturers.

W1=WiringSpace
See Technical Information chapter for wire bend space.

RefertoNATIONAL ELECTRICAL CODE, 2005article430-10(b)forwiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.Verifyyourapplicationtodeterminewhetherwiringspaceisadequate.

Consult Space Occupied by Disconnect drawing to determine whether the disconnect device you are using will fit the enclosure size you have selected.
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Heavy-DutyFree-StandDisconnectEnclosure,Type12

IndustryStandards

UL508AListed;Type12;FileNo.E61997
cULListedperCSAC22.2No.94;Type12;FileNo.E61997

NEMA/EEMACType12
CSAFileNo.42186:Type12
IEC60529,IP55

Application
Simple,heavy-dutyandcost-effective,thisdisconnectenclosurecan
beorderedwithonetosixdoorstofitarangeofapplications.

Specifications
• 10gaugesteel
• Seamscontinuouslyweldedandgroundsmooth
• Bodystiffenersinlargerenclosuresforextrarigidity
• Bodyflangetroughexcludesliquidsandcontaminants
• Heavy-dutyliftingeyesanchorintoreinforcedtop
• Removablecenterpostspermiteasypanelinstallation
• Heavygaugecontinuoushinges
• Heavy-duty3-pointlatchingmechanismoperatedbypadlocking

handleonalldoors
• Endsoflatchrodshaverollersforeasierdoorclosing
• Panelsupports
• Datapocketishigh-impactthermoplastic
• Oil-resistantgasket
• Masterdoorisfarright-handdooronallenclosures
• Defeateronprimarydoorrequiresascrewdrivertoopen
• Mechanicalinterlockactivatedbymasterdoorpreventsslave

doorsfrombeingopenedfirst.Doorscanbeclosedinanyorder.
• Universalcutoutonrightflangeprovidesmountingformost

disconnectoperatorsbyusingoperatoradapters
• Modelsavailablewithpanelincludedorpanelsoldseparately
• FTCmodelsincluderemovablepainted10gaugesteelpanels

whichmountoncollarstuds
• Includesdoorhardware

Finish
WhiteinsidewithANSI61grayoutsidefinishoverpretreated
surfaces.Panelshavewhiteorconductivefinish.

Accessories
See also Accessories.
BlankAdapterPlates,MildSteel
BlowerFanPackage
FloorStandKit
OperatorAdaptersforUniversalCutouts
PanelsforType3R,4,4X,12and13Enclosures

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A28M1,A28M2,A28MM

StandardProduct One-DoorEnclosures

CatalogNumber AxBxCin./mm WithorWithoutPanel PaintedPanel ConductivePanel
PanelSize
in./mm

A72XM2818FTC 72.12 x 28.25 x 18.12 
1832 x 718 x 460

With A72PM28 A72PM28G 60.00 x 21.75
1524 x 552

A72XM2818FTCLP 72.12 x 28.25 x 18.12 
1832 x 718 x 460

Without — — —
—

A72XM3418FTC 72.12 x 34.25 x 18.12 
1832 x 870 x 460

With A72PM34 A72PM34G 60.00 x 27.75
1524 x 705

A72XM3418FTCLP 72.12 x 34.25 x 18.12 
1832 x 870 x 460

Without — — —
—

A72XM4018FTC 72.12 x 40.25 x 18.12 
1832 x 1022 x 460

With A72PM40 A72PM40G 60.00 x 33.75
1524 x 857

A72XM4018FTCLP 72.12 x 40.25 x 18.12 
1832 x 1022 x 460

Without — — —
—

A84XM4018FTC 84.12 x 40.25 x 18.12 
2137 x 1022 x 460

With A84PM40 A84PM40G 72.00 x 33.75
1829 x 857

A84XM4018FTCLP 84.12 x 40.25 x 18.12 
2137 x 1022 x 460

Without — — —
—

A90XM4018FTC 90.12 x 40.25 x 18.12 
2289 x 1022 x 460

With A90PM40 A90PM40G 78.00 x 33.75
1981 x 857

A90XM4018FTCLP 90.12 x 40.25 x 18.12 
2289 x 1022 x 460

Without — — —
—

A90XM4020FTC 90.12 x 40.25 x 20.12 
2289 x 1022 x 511

With A90PM40 A90PM40G 78.00 x 33.75
1981 x 857
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CatalogNumber AxBxCin./mm WithorWithoutPanel PaintedPanel ConductivePanel
PanelSize
in./mm

A90XM4020FTCLP 90.12 x 40.25 x 20.12 
2289 x 1022 x 511

Without — — —
—

A84XM4024FTC 84.12 x 40.25 x 24.12 
2137 x 1022 x 613

With A84PM40 A84PM40G 72.00 x 33.75
1829 x 857

A84XM4024FTCLP 84.12 x 40.25 x 24.12 
2137 x 1022 x 613

Without — — —
—

A90XM4024FTC 90.12 x 40.25 x 24.12 
2289 x 1022 x 613

With A90PM40 A90PM40G 78.00 x 33.75
1981 x 857

A90XM4024FTCLP 90.12 x 40.25 x 24.12 
2289 x 1022 x 613

Without — — —
—

All 24.12-in. (613-mm) and deeper enclosures using short connecting rods in the following models require a Hoffman platform assembly, catalog number ADSCPA, purchased separately. • ABB Controls flange-operated devices 
• Cutler-Hammer C361 devices • Cutler-Hammer C371 mechanisms which use C371E, F, G, K operating mechanism  • General Electric Type TDA devices (see next paragraph for option) • Square D Class 9422 devices (see next 
paragraph for option) 

The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. For 
C371G and C371K order catalog number C371CS2. • For General Electric devices, order catalog number TDSR extended length drive rod • For Square D devices, order catalog number 9422-R2 extra long operating rod(s). Some 
devices require two rods. Consult factory for space occupied on panel when platform is used.

Enclosures with panel include a painted panel. Order conductive panels separately.
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StandardProduct Two-DoorEnclosures

CatalogNumber AxBxCin./mm WithorWithoutPanel
StiffenerLocations
in./mm PaintedPanel ConductivePanel

PanelSize
in./mm

A72XM5418FTC 72.12 x 54.50 x 18.12 
1832 x 1384 x 460

With None
None

A72PM54 A72PM54G 60.00 x 48.00
1524 x 1219

A72XM5418FTCLP 72.12 x 54.50 x 18.12 
1832 x 1384 x 460

Without None
None

— — —
—

A72XM6618FTC 72.12 x 66.50 x 18.12 
1832 x 1689 x 460

With 21.00
533

A72PM66 A72PM66G 60.00 x 60.00
1524 x 1524

A72XM6618FTCLP 72.12 x 66.50 x 18.12 
1832 x 1689 x 460

Without 21.00
533

— — —
—

A72XM7818FTC 72.12 x 78.50 x 18.12 
1832 x 1994 x 460

With 24.00
610

A72PM78 A72PM78G 60.00 x 72.00
1524 x 1829

A72XM7818FTCLP 72.12 x 78.50 x 18.12 
1832 x 1994 x 460

Without 24.00
610

— — —
—

A84XM7818FTC 84.12 x 78.50 x 18.12 
2137 x 1994 x 460

With 24.00
610

A84PM78 A84PM78G 72.00 x 72.00
1829 x 1829

A84XM7818FTCLP 84.12 x 78.50 x 18.12 
2137 x 1994 x 460

Without 24.00
610

— — —
—

A90XM7818FTC 90.12 x 78.50 x 18.12 
2289 x 1994 x 460

With 24.00
610

A90PM78 A90PM78G 78.00 x 72.00
1981 x 1829

A90XM7818FTCLP 90.12 x 78.50 x 18.12 
2289 x 1994 x 460

Without 24.00
610

— — —
—

A90XM7820FTC 90.12 x 78.50 x 20.12 
2289 x 1994 x 511

With 24.00
610

A90PM78 A90PM78G 78.00 x 72.00
1981 x 1829

A90XM7820FTCLP 90.12 x 78.50 x 20.12 
2289 x 1994 x 511

Without 24.00
610

— — —
—

A72XM7824FTC 72.12 x 78.50 x 24.12 
1832 x 1994 x 613

With 24.00
610

A72PM78 A72PM78G 60.00 x 72.00
1524 x 1829

A72XM7824FTCLP 72.12 x 78.50 x 24.12 
1832 x 1994 x 613

Without 24.00
610

— — —
—

A84XM7824FTC 84.12 x 78.50 x 24.12 
2137 x 1994 x 613

With 24.00
610

A84PM78 A84PM78G 72.00 x 72.00
1829 x 1829

A84XM7824FTCLP 84.12 x 78.50 x 24.12 
2137 x 1994 x 613

Without 24.00
610

— — —
—

A90XM7824FTC 90.12 x 78.50 x 24.12 
2289 x 1994 x 613

With 24.00
610

A90PM78 A90PM78G 78.00 x 72.00
1981 x 1829

A90XM7824FTCLP 90.12 x 78.50 x 24.12 
2289 x 1994 x 613

Without 24.00
610

— — —
—

Enclosures with panel include a painted panel. Order conductive panels separately.

StandardProduct Three-DoorEnclosures

CatalogNumber AxBxCin./mm

Withor
Without
Panel

Large
Painted
Panel

Large
Conductive
Panel

No.of
Large
Panels

Large
Panel
Size
in./mm

Small
Painted
Panel

Small
Conductive
Panel

No.of
Small
Panels

Small
Panel
Size
in./mm

A72XM3EQ18FTC 72.12 x 100.75 x 18.12 
1832 x 2559 x 460

With A72PM66 A72PM66G 1 60.00 x 60.00
1524 x 1524

A72PM34 A72PM34G 1 60.00 x 27.75
1524 x 705

A72XM3EQ18FTCLP 72.12 x 100.75 x 18.12 
1832 x 2559 x 460

Without — — — —
—

— — — —
—

A72XM3EW18FTC 72.12 x 118.75 x 18.12 
1832 x 3017 x 460

With A72PM78 A72PM78G 1 60.00 x 72.00
1524 x 1829

A72PM40 A72PM40G 1 60.00 x 33.75
1524 x 857

A72XM3EW18FTCLP 72.12 x 118.75 x 18.12 
1832 x 3017 x 460

Without — — — —
—

— — — —
—

A84XM3EW18FTC 84.12 x 118.75 x 18.12 
2137 x 3017 x 460

With A84PM78 A84PM78G 1 72.00 x 72.00
1829 x 1829

A84PM40 A84PM40G 1 72.00 x 33.75
1829 x 857

A84XM3EW18FTCLP 84.12 x 118.75 x 18.12 
2137 x 3017 x 460

Without — — — —
—

— — — —
—

A84XM3EW24FTC 84.12 x 118.75 x 24.12 
2137 x 3017 x 613

With A84PM78 A84PM78G 1 72.00 x 72.00
1829 x 1829

A84PM40 A84PM40G 1 72.00 x 33.75
1829 x 857

A84XM3EW24FTCLP 84.12 x 118.75 x 24.12 
2137 x 3017 x 613

Without — — — —
—

— — — —
—

A90XM3EW24FTC 90.12 x 118.75 x 24.12 
2289 x 3017 x 613

With A90PM78 A90PM78G 1 78.00 x 72.00
1981 x 1829

A90PM40 A90PM40G 1 78.00 x 33.75
1981 x 857

A90XM3EW24FTCLP 90.12 x 118.75 x 24.12 
2289 x 3017 x 613

Without — — — —
—

— — — —
—

Enclosures with panel include a painted panel. Order conductive panels separately.
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StandardProduct Four-DoorEnclosures

CatalogNumber AxBxCin./mm WithorWithoutPanel LargePaintedPanel
Conductive
LargePanel

Numberof
LargePanels

SizeofLargePanels
in./mm

A84XM4EW18FTC 84.12 x 158.00 x 18.12 
2137 x 4013 x 460

With A84PM78 A84PM78G 2 72.00 x 72.00
1829 x 1829

A84XM4EW18FTCLP 84.12 x 158.00 x 18.12 
2137 x 4013 x 460

Without — — — —
—

A90XM4EW18FTC 90.12 x 158.00 x 18.12 
2289 x 4013 x 460

With A90PM78 A90PM78G 2 78.00 x 72.00
1981 x 1829

A90XM4EW18FTCLP 90.12 x 158.00 x 18.12 
2289 x 4013 x 460

Without — — — —
—

A84XM4EW24FTC 84.12 x 158.00 x 24.12 
2137 x 4013 x 613

With A84PM78 A84PM78G 2 72.00 x 72.00
1829 x 1829

A84XM4EW24FTCLP 84.12 x 158.00 x 24.12 
2137 x 4013 x 613

Without — — — —
—

A90XM4EW24FTC 90.12 x 158.00 x 24.12 
2289 x 4013 x 613

With A90PM78 A90PM78G 2 78.00 x 72.00
1981 x 1829

A90XM4EW24FTCLP 90.12 x 158.00 x 24.12 
2289 x 4013 x 613

Without — — — —
—

Enclosures with panel include a painted panel. Order conductive panels separately.

StandardProduct Five-DoorEnclosures

CatalogNumber AxBxCin./mm

Withor
Without
Panel

Large
Painted
Panel

Conductive
Large
Panel

No.of
Large
Panels

Large
Panel
Size
in./mm

Small
Painted
Panel

Conductive
Small
Panel

No.of
Small
Panels

Small
Panel
Size
in./mm

A84XM5EW18FTC 84.12 x 197.75 x 18.12 
2137 x 5023 x 460

With A84PM78 A84PM78G 2 72.00 x 72.00
1829 x 1829

A84PM40 A84PM40G 1 72.00 x 33.75
1829 x 857

A84XM5EW18FTCLP 84.12 x 197.75 x 18.12 
2137 x 5023 x 460

Without — — — —
—

— — — —
—

A90XM5EW18FTC 90.12 x 197.75 x 18.12 
2289 x 5023 x 460

With A90PM78 A90PM78G 2 78.00 x 72.00
1981 x 1829

A90PM40 A90PM40G 1 78.00 x 33.75
1981 x 857

A90XM5EW18FTCLP 90.12 x 197.75 x 18.12 
2289 x 5023 x 460

Without — — — —
—

— — — —
—

A84XM5EW24FTC 84.12 x 197.75 x 24.12 
2137 x 5023 x 613

With A84PM78 A84PM78G 2 72.00 x 72.00
1829 x 1829

A84PM40 A84PM40G 1 72.00 x 33.75
1829 x 857

A84XM5EW24FTCLP 84.12 x 197.75 x 24.12 
2137 x 5023 x 613

Without — — — —
—

— — — —
—

A90XM5EW24FTC 90.12 x 197.75 x 24.12 
2289 x 5023 x 613

With A90PM78 A90PM78G 2 78.00 x 72.00
1981 x 1829

A90PM40 A90PM40G 1 78.00 x 33.75
1981 x 857

A90XM5EW24FTCLP 90.12 x 197.75 x 24.12 
2289 x 5023 x 613

Without — — — —
—

— — — —
—

Enclosures with panel include a painted panel. Order conductive panels separately.

StandardProduct Six-DoorEnclosures

CatalogNumber AxBxCin./mm WithorWithoutPanel LargePaintedPanel
Conductive
LargePanel

Numberof
LargePanels

SizeofLargePanels
in./mm

A84XM6EW24FTC 84.12 x 236.00 x 24.12 
2137 x 5994 x 613

With A84PM78 A84PM78G 3 72.00 x 72.00
1829 x 1829

A84XM6EW24FTCLP 84.12 x 236.00 x 24.12 
2137 x 5994 x 613

Without — — — —
—

A90XM6EW24FTC 90.12 x 236.00 x 24.12 
2289 x 5994 x 613

With A90PM78 A90PM78G 3 78.00 x 72.00
1981 x 1829

A90XM6EW24FTCLP 90.12 x 236.00 x 24.12 
2289 x 5994 x 613

Without — — — —
—

Enclosures with panel include a painted panel. Order conductive panels separately.



390

Disconnect:Free-StandUniversal-CutoutDisconnectEnclosures

Free-StandType12DisconnectEnclosures





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts



391

Disconnect:Free-StandUniversal-CutoutDisconnectEnclosures

Free-StandType12DisconnectEnclosures





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts



392

Disconnect:Free-StandUniversal-CutoutDisconnectEnclosures

Free-StandType12DisconnectEnclosures





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts



393

Disconnect:Free-StandUniversal-CutoutDisconnectEnclosures

Free-StandType12DisconnectEnclosures





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts



394

Disconnect:Free-StandUniversal-CutoutDisconnectEnclosures

Free-StandType12DisconnectEnclosures





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts



395

Disconnect:Free-StandUniversal-CutoutDisconnectEnclosures

Free-StandType12DisconnectEnclosures





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts



396

Disconnect:Free-StandUniversal-CutoutDisconnectEnclosures

Free-StandType12DisconnectEnclosures





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts

DisconnectMountingSpace
DisconnectsarelocatedbydimensionE1.WiringspaceW1is
availablewhendisconnectisinstalledintheenclosure.SeeTechnical
InformationchapterforE1SpacingbyEnclosureHeightforvarious
disconnectswitchmanufacturers.

W1=WiringSpace
See Technical Information chapter for wire bend space.

RefertoNATIONAL ELECTRICAL CODE, 2005article430-10(b)for
wiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.Verifyyourapplicationtodeterminewhetherwiring
spaceisadequate.

Consult Space Occupied by Disconnect drawing to determine whether 
the disconnect device you are using will fit the enclosure size you have 
selected.
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Notes
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Type 12 Modular Free-Stand Disconnect Enclosures and Accessories

ModularDisconnectEnclosure,Type12

IndustryStandards

UL508AListed;Type12;FileNo.E61997
cULListedperCSAC22.2No.94;Type12;FileNo.E61997

NEMAType12
CSAFileNo.42186:Type12
IEC60529,IP55

Application
Modulardisconnectenclosuresprovideconfigurationflexibilityand
versatility.One-andtwo-doormodelscanbeboltedtogetherinany
configuration.Slaveenclosurescanbeaddedorremovedasrequired.

Features
One-DoorDisconnectEnclosure(leftsideopen):Universalcutout
onrightflangeprovidesmountingformostdisconnectoperators
byusingoperatoradapters.Rightsideisclosedsincedisconnect
operatorcannotbeobscuredbyadoor.Masterdoorishingedonleft.
Defeateronmasterdoorrequiresascrewdrivertoopen.Masterdoor
activatesmechanicalinterlockwhichpreventsslavedoorsfrombeing
openedfirst.Doorsmaybeclosedinanyorder.Interlockisfurnished.

Two-DoorDisconnectEnclosure(leftsideopen):Universalcutout
onrightflangeprovidesmountingformostdisconnectoperators
byusingoperatoradapters.Rightsideisclosed.Masterdooris
right-handdoor.Bothdoorshingedonleft.Defeateronmasterdoor
requiresascrewdrivertoopen.Masterdooractivatesmechanical
interlockwhichpreventsslavedoorsfrombeingopenedfirst.Doors
maybeclosedinanyorder.Removablecenterpostpermitseasy
panelinstallation.Interlockisfurnished.

One-DoorSlaveEnclosure(bothsidesopen):Doorhingedonleft.
Interlockisfurnished.

Two-DoorSlaveEnclosure(bothsidesopen):Right-handdoor
hingedonrightandleft-handdoorhingedonleft.Removable
centerpostpermitseasypanelinstallation.Interlockisfurnished.

Specifications
• 10gaugesteel
• Seamsarecontinuouslyweldedandgroundsmooth
• Bodystiffenersinlargerenclosuresforextrarigidity
• Bodyflangetroughexcludesliquidsandcontaminants
• Heavy-dutyliftingeyesanchorintoreinforcedtop
• Heavygaugelift-offhinges
• Heavy-duty3-pointlatchingmechanismoperatedbypadlocking

handleonalldoors
• Rollersonendsoflatchrodsforeasierdoorclosing
• Datapocketishigh-impactthermoplastic
• Oil-resistantdoorgasket
• Panelsupports
• Removable10gaugesteelpanelsmountoncollarstuds
• Bondingprovisionondoor
• Mechanicalinterlockstandardoneachenclosure.Partsrequired

toconnectinterlocksystembetweenadjacentenclosuresare
provided.

• Interlockrodsarefurnishedwithenclosures.Gasketkitsandend
platepurchasedseparately.

• Modelsavailablewithpanelincludepaintedpanel;conductive
panelsoldseparately

Finish
ANSI61grayfinishinsideandoutsideoverpretreatedsurfaces.Panels
havewhiteorconductivefinish.FlatendplatesareANSI61gray
insideandoutside.

Accessories
See also Accessories.
BlankAdapterPlates,MildSteel
EndPlates
PANELITE™EnclosureLightsOverview
OperatorAdaptersforUniversalCutouts
PanelsforType3R,4,4X,12and13Enclosures
CenterPanelSupports

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A34
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StandardProduct MasterModularType12EnclosuresforFlange-MountDisconnects,One-Door(leftsideopen)

CatalogNumber AxBxCin./mm WithorWithoutPanel Panel ConductivePanel
PanelSizeDxE
in./mm

AMOD72X4018FTC 72.12 x 40.25 x 18.12 
1832 x 1020 x 460

With A72PM40 A72PM40G 60.00 x 33.75
1524 x 857

AMOD72X4018FTCLP 72.12 x 40.25 x 18.12 
1832 x 1020 x 460

Without — — —
—

AMOD84X4018FTC 84.12 x 40.25 x 18.12 
2137 x 1020 x 460

With A84PM40 A84PM40G 72.00 x 33.75
1829 x 857

AMOD84X4018FTCLP 84.12 x 40.25 x 18.12 
2137 x 1020 x 460

Without — — —
—

AMOD84X4024FTC 84.12 x 40.25 x 24.12 
2137 x 1020 x 613

With A84PM40 A84PM40G 72.00 x 33.75
1829 x 857

AMOD84X4024FTCLP 84.12 x 40.25 x 24.12 
2137 x 1020 x 613

Without — — —
—

All 24.12-in. (613-mm) and deeper enclosures using short connecting rods in the following models require a Hoffman platform assembly, catalog number ADSCPA, purchased separately. • ABB Controls flange-operated devices 
• Cutler-Hammer C361 devices • Cutler-Hammer C371 mechanisms which use C371E, F, G, K operating mechanism • General Electric Type TDA devices (see next paragraph for option) • Square D Class 9422 devices (see next 
paragraph for option) 

The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. For 
C371G and C371K order catalog number C371CS2. • For General Electric devices, order catalog number TDSR extended length drive rod • For Square D devices, order catalog number 9422-R2 extra long operating rod(s). Some 
devices require two rods. Consult factory for space occupied on panel when platform is used.

Enclosures with panel include a painted panel. Order conductive panels separately.
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StandardProduct MasterModularType12EnclosuresforFlange-MountDisconnects,Two-Door(leftsideopen)

CatalogNumber AxBxCin./mm WithorWithoutPanel Panel ConductivePanel
PanelSizeDxE
in./mm

AMOD72X7818FTC 72.12 x 78.50 x 18.12 
1832 x 1994 x 460

With A72PM78 A72PM78G 60.00 x 72.00
1524 x 1829

AMOD72X7818FTCLP 72.12 x 78.50 x 18.12 
1832 x 1994 x 460

Without — — —
—

AMOD84X7818FTC 84.12 x 78.50 x 18.12 
2137 x 1994 x 460

With A84PM78 A84PM78G 72.00 x 72.00
1829 x 1829

AMOD84X7818FTCLP 84.12 x 78.50 x 18.12 
2137 x 1994 x 460

Without — — —
—

AMOD84X7824FTC 84.12 x 78.50 x 24.12 
2137 x 1994 x 613

With A84PM78 A84PM78G 72.00 x 72.00
1829 x 1829

AMOD84X7824FTCLP 84.12 x 78.50 x 24.12 
2137 x 1994 x 613

Without — — —
—

Enclosures with panel include a painted panel. Order conductive panels separately.
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StandardProduct SlaveModularType12EnclosuresforFlange-MountDisconnects,One-Door(bothsidesopen)

CatalogNumber AxBxCin./mm WithorWithoutPanel Panel ConductivePanel
PanelSizeDxE
in./mm

AMOD723918FTC 72.12 x 39.75 x 18.12 
1832 x 1010 x 460

With A72PM40 A72PM40G 60.00 x 33.75
1524 x 857

AMOD723918FTCLP 72.12 x 39.75 x 18.12 
1832 x 1010 x 460

Without — — —
—

AMOD843918FTC 84.12 x 39.75 x 18.12 
2137 x 1010 x 460

With A84PM40 A84PM40G 72.00 x 33.75
1829 x 857

AMOD843918FTCLP 84.12 x 39.75 x 18.12 
2137 x 1010 x 460

Without — — —
—

AMOD843924FTC 84.12 x 39.75 x 24.12 
2137 x 1010 x 613

With A84PM40 A84PM40G 72.00 x 33.75
1829 x 857

AMOD843924FTCLP 84.12 x 39.75 x 24.12 
2137 x 1010 x 613

Without — — —
—

Enclosures with panel include a painted panel. Order conductive panels separately.



402

Disconnect:Free-StandUniversal-CutoutDisconnectEnclosures

Type12ModularFree-StandDisconnectEnclosuresandAccessories





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts

StandardProduct SlaveModularType12EnclosuresforFlange-MountDisconnects,Two-Door(bothsidesopen)

CatalogNumber AxBxCin./mm WithorWithoutPanel Panel ConductivePanel
PanelSizeDxE
in./mm

AMOD727718FTC 72.12 x 78.00 x 18.12 
1832 x 1981 x 460

With A72PM78 A72PM78G 60.00 x 72.00
1524 x 1829

AMOD727718FTCLP 72.12 x 78.06 x 18.12 
1832 x 1981 x 460

Without — — —
—

AMOD847718FTC 84.12 x 78.00 x 18.12 
2137 x 1981 x 460

With A84PM78 A84PM78G 72.00 x 72.00
1829 x 1829

AMOD847718FTCLP 84.12 x 78.00 x 18.12 
2137 x 1981 x 460

Without — — —
—

AMOD847724FTC 84.12 x 78.00 x 24.12 
2137 x 1981 x 613

With A84PM78 A84PM78G 72.00 x 72.00
1829 x 1829

AMOD847724FTCLP 84.12 x 78.00 x 24.12 
2137 x 1981 x 613

Without — — —
—

Enclosures with panel include a painted panel. Order conductive panels separately.
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DisconnectMountingSpace
DisconnectsarelocatedbydimensionE1.WiringspaceW1is
availablewhendisconnectisinstalledintheenclosure.SeeTechnical
InformationsectionforE1SpacingbyEnclosureHeightforvarious
disconnectswitchmanufacturers.

W1=WiringSpace.
See Technical Information section for wire bend space.

RefertoNATIONAL ELECTRICAL CODE®, 2005article430-10(b)for
wiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.Verifyyourapplicationtodeterminewhetherwiring
spaceisadequate.

Consult Space Occupied by Disconnect drawing to determine whether 
the disconnect device you are using will fit the enclosure size you have 
selected.
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EndPlates
Usedtosealopenend(s)ofanassemblyofmodularenclosures.
The2.50-in.deepEndPlatesallowextrawiringspace.Gasketand
mountingboltsareincluded.

Bulletin:A34Y

CatalogNumber AxCin./mm
AMOD72EPT 72.12 x 18.12 

1832 x 460
AMOD84EPT 84.12 x 18.12 

2137 x 460
AMOD8424EPT 84.12 x 24.12 

2137 x 613

FlatEndPlates
Usedtosealopenend(s)ofanassemblyofmodularenclosures.
TheFlatEndPlateprovidesalowprofilecoverfortheopenendof
amodularenclosure.Studsweldedtotheendplateeliminatebolt
holes.Gasketandmountinghardwarearefurnished.
Bulletin:A34Y

CatalogNumber AxCin./mm
AMOD7218FEP 72.12 x 18.12 

1832 x 460
AMOD8418FEP 84.12 x 18.12 

2137 x 460
AMOD8424FEP 84.12 x 24.12 

2137 x 613
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Barriers
Usedtoprovideabarrierbetweenindividualenclosuresinan
assemblyofmodularenclosures.Theflatplateisgasketedonboth
sidesandinsertedbetweentwomodularenclosures.Boltsand
instructionsareincluded.
Bulletin:A34Y

CatalogNumber AxCin./mm
AMOD7218BAP 72.12 x 18.12 

1832 x 460
AMOD8418BAP 84.12 x 18.12 

2137 x 460
AMOD8424BAP 84.12 x 24.12 

2137 x 613

GasketKit
Usedtomaintainenclosureratingwhenmodularenclosuresare
joinedtogether;includesaone-piecegasket,boltsandinstructions.
Bulletin:A34Y

CatalogNumber AxCin./mm
AMOD7218FGK 72.12 x 18.12 

1832 x 460
AMOD8418FGK 84.12 x 18.12 

2137 x 460
AMOD8424FGK 84.12 x 24.12 

2137 x 613
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SEQUESTR® Preferred-Cutout Disconnect Enclosures
SEQUESTR® External Disconnect Preferred-Cutout Overview

SEQUESTR®Preferred-CutoutOverview

Application
TheSEQUESTR®enclosureshavethestandardpreferredcutouton
theleft-handflange.Theyacceptleft-hand1494VAllen-Bradley
variable-depthdevicesandleft-handClass9422SquareDvariable-
depthdevices.

SEQUESTRcutoutsaredesignedtohousethefollowing:
Allen-BradleyBulletin1494VDSXleft-handdisconnectswitches
withflange-mountvariabledepthoperatingmechanismsand
Bulletin1494Vflange-mountvariable-depthoperatingmechanisms
forcircuitbreakers.
These enclosures will NOT accept Allen-Bradley Bulletin 1494F disconnect 
devices or Bulletin 1494D circuit breaker operators.

SchneiderSquareD®Class9422disconnectswitcheswithflange-
mountleft-handvariable-depthoperatingmechanismsandClass
9422flange-mountleft-handvariable-depthoperatingmechanisms
forcircuitbreakers.
These enclosures will NOT accept Square D Class 9422 bracket-mounted 
disconnect devices, Class 9422TGI or TG2 devices.

Ordering
Disconnectswitch(orcircuitbreakers),operatinghandleand
operatingmechanismarenotfurnishedwithenclosure.Consult
theHoffmanSpecifier’sGuideTechnicalInformationchapterfor
wirebendinformationandhoffmanonline.comfordisconnect
manufacturerinformation.Consultdrawingstomatchthedisconnect
deviceyouareusingwiththecorrectenclosuresize.

Acompleteassemblyconsistsof:
1. AnEnclosure
2. Doorinterlockbrackets
3. Doorlatchingsystem(2-pointonSEQUESTREnclosure,

3-pointonmaincontrolcabinetdoors)
4. Instructionstolocateandinstalldisconnect
5. Groundinghardwarekit
6. ConductivepanelinSEQUESTRExternalDisconnect

Enclosure
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SEQUESTR® External Disconnect Enclosures

SEQUESTR®ExternalDisconnectEnclosure,
Type12

IndustryStandards

UL508AListed;Type12;FileNo.E61997
cULListedperCSAC22.2No.94;Type12;FileNo.E61997

NEMA/EEMACType12
CSAFileNo.42186:Type12
IEC60529,IP55

Application
Retrofitdisconnectenclosurestoisolateincomingpowerandhelp
mitigatearcflashoccurrencesbymovingthedisconnectswitchto
theSEQUESTR®Enclosure.Powerispassed-throughtothemain
enclosure.

Features
• Interlockswithdoorsofmaincontrolcabinetwhenthedisconnect

switchispoweredON
• MaintainsULType12rating
• Provisionforpass-throughpowerintothemaincabinet—blank

plateforcustomermodification
• Preferreddisconnectcutout
• Quarter-turnscrewdriverslotlatch
• Hiddenhinges
• Bondingprovisionondoor
• Conductivebackpanelincluded
• Installationhardwareandtemplatesincluded

Specifications
• 16gaugesteel
• Continuouslyweldedandgroundseamsallaround
• Hingedonrightside

Finish
• ANSI61grayexteriorandinterior
• Includedbackpanelhasconductivefinish

Accessories
See also Accessories.
IndustrialCorrosionInhibitors
Touch-UpPaint
Bulletin:A70D

StandardProduct ExternalDisconnectEnclosureincluding
backpanel

CatalogNumber A(in.) A(mm) B(in.) B(mm) C(in.) C(mm)
AXD18 34.45 875 14.00 356 18.12 460
AXD20 34.45 875 14.00 356 20.12 511
AXD24 34.45 875 14.00 356 24.12 613

 OptionalTerminalPlates
CatalogNumber For
ATBP3060 30 and 60 amp switches
ATBP100 100 amp switches
ATBP200 200 amp switches

IP20 rated

 OptionalReplacementConductivePanel
CatalogNumber PanelSize(in.) PanelSize(mm) Description
A31P12G 31.00 x 12.16 787 x 309 16 gauge
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SEQUESTR®ExternalDisconnectEnclosurePackage,Type12

IndustryStandards

UL508AListed;Type12;FileNo.E61997
cULListedperCSAC22.2No.94;Type12;FileNo.E61997

NEMA/EEMACType12
CSAFileNo.42186:Type12
IEC60529,IP55

Application
TheSEQUESTR®ExternalDisconnectEnclosurePackagehelps
mitigatearcflashoccurrenceswhenworkingoninteriorcomponents
byisolatingincomingpowerfromthemainenclosure.Shippedas
oneunitfornewinstallations,thedisconnectswitchandfuseblock/
circuitbreakeraremountedintheexternalenclosure,withterminal
connectionstobringpowertothemainenclosure.

Features
• Interlocksdoorsofmaincontrolcabinetwhendisconnectswitchis

poweredON
• Mechanicalinterlockonmaincontrolenclosureactivatedby

masterdoorpreventsslavedoorfrombeingopenedfirst
• Provisionforpass-throughpowerintothemainenclosure
• Preferreddisconnectcutout
• Quarter-turn,screwdriverslotlatchonSEQUESTR™Enclosure
• RuggedPOWERGLIDE®Handlewiththree-pointlatchonmain

controlenclosure
• Groundingstudsonbody
• Bondingprovisionondoor
• ConductivebackpanelincludedinSEQUESTRExternalDisconnect

Enclosure
• Optionalbackpanelformaincontrolcabinetformaximum

orderingflexibility
• SEQUESTRExternalDisconnectEnclosureisshippedunattached

foreasydisconnectinstallation

Specifications
• A28Xbaseenclosure
• A70Dexternaldisconnectenclosure
• Externaldisconnectenclosure16gaugesteel;maincontrolcabinet

10gaugesteel
• Continuouslyweldedandgroundseamsallaround
• Bodyflangetroughexcludesliquidsandcontaminants
• Heavydutyliftingeyesanchoredintoreinforcedtop
• Removablecenterpostsforeasybackpanelinstallation
• Nodisconnectcutoutonmaincontrolcabinet

Finish
• SEQUESTRExternalDisconnectEnclosureANSI61grayexteriorand

interior
• A28XmaincontrolcabinetANSI61grayexteriorandwhiteinterior
• SEQUESTRExternalDisconnectEnclosurebackpanelhas

conductivefinish

Accessories
See also Accessories.
IndustrialCorrosionInhibitors
FloorStandKit
PANELITE™EnclosureLightsOverview
Bulletin:A28X1,A28X2,A28XM
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StandardProduct One-DoorEnclosure

CatalogNumber AxBxCin./mm
B2
in./mm

D
in./mm Panel

PanelSize
in./mm

A72XD2818FTCLP 72.12 x 28.25 x 18.12 
1832 x 718 x 460

42.25
1073

0
0

A72PM28 60.00 x 21.75 
1524 x 552

A72XD3418FTCLP 72.12 x 34.25 x 18.12 
1832 x 870 x 460

48.25
1226

0
0

A72PM34 60.00 x 27.75
1524 x 705

A72XD4018FTCLP 72.12 x 40.25 x 18.12 
1832 x 1022 x 460

54.25
1378

0
0

A72PM40 60.00 x 33.75
1524 x 857

A84XD4018FTCLP 84.12 x 40.25 x 18.12 
2137 x 1022 x 460

54.25
1378

6.00
152

A84PM40 72.00 x 33.75
1829 x 857

A90XD4018FTCLP 90.12 x 40.25 x 18.12 
2289 x 1022 x 460

54.25
1378

9.00
229

A90PM40 78.00 x 33.75
1981 x 857

A90XD4020FTCLP 90.12 x 40.25 x 20.12 
2289 x 1022 x 511

54.25
1378

9.00
229

A90PM40 78.00 x 33.75
1981 x 857

A84XD4024FTCLP 84.12 x 40.25 x 24.12 
2137 x 1022 x 613

54.25
1378

6.00
152

A84PM40 72.00 x 33.75
1829 x 857

A90XD4024FTCLP 90.12 x 40.25 x 24.12 
2289 x 1022 x 613

54.25
1378

9.00
229

A90PM40 78.00 x 33.75
1981 x 857

B dimension is large enclosure without External Disconnect Enclosure.

B2 dimension is overall size including External Disconnect Enclosure.

Purchase panels separately.
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StandardProduct Two-DoorEnclosures

CatalogNumber AxBxCin./mm
B2
in./mm

D
in./mm

Stiffener
Locations
in./mm Panel

PanelSize
in./mm

A72XD5418FTCLP 72.12 x 54.50 x 18.12 
1832 x 1384 x 460

68.50
1740

0
0

None
None

A72PM54 60.00 x 48.00
1524 x 1219

A72XD6618FTCLP 72.12 x 66.50 x 18.12 
1832 x 1689 x 460

80.50
2045

0
0

21.00
533

A72PM66 60.00 x 60.00
1524 x 1524

A72XD7818FTCLP 72.12 x 78.50 x 18.12 
1832 x 1994 x 460

92.50
2350

0
0

24.00
610

A72PM78 60.00 x 72.00
1524 x 1829

A84XD7818FTCLP 84.12 x 78.50 x 18.12 
2137 x 1994 x 460

92.50
2350

6.00
152

24.00
910

A84PM78 72.00 x 72.00
1829 x 1829

A90XD7818FTCLP 90.12 x 78.50 x 18.12 
2289 x 1994 x 460

92.50
2350

9.00
229

24.00
610

A90PM78 78.00 x 72.00
1981 x 1829

A90XD7820FTCLP 90.12 x 78.50 x 20.12 
2289 x 1994 x 511

92.50
2350

9.00
229

24.00
610

A90PM78 78.00 x 72.00
1981 x 1829

A72XD7824FTCLP 72.12 x 78.50 x 24.12 
1832 x 1994 x 613

92.50
2350

0
0

24.00
610

A72PM78 60.00 x 72.00
1524 x 1829

A84XD7824FTCLP 84.12 x 78.50 x 24.12 
2137 x 1994 x 613

92.50
2350

6.00
152

24.00
610

A84PM78 72.00 x 72.00
1829 x 1829

A90XD7824FTCLP 90.12 x 78.50 x 24.12 
2289 x 1994 x 613

92.50
2350

9.00
229

24.00
610

A90PM78 78.00 x 72.00
1981 x 1829

B dimension is large enclosure without External Disconnect Enclosure.

B2 dimension is overall size including External Disconnect Enclosure.

Purchase panels separately.
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StandardProduct Three-DoorEnclosures

CatalogNumber AxBxCin./mm
B2
in./mm

D
in./mm LargePanel

Numberof
LargePanels

Sizeof
LargePanels
in./mm SmallPanel

Numberof
SmallPanels

Sizeof
SmallPanels
in./mm

A72XD3EQ18FTCLP 72.12 x 100.75 x 18.12 
1832 x 2559 x 460

114.75
2915

0
0

A72PM66 1 60.00 x 60.00
1524 x 1524

A72PM34 1 60.00 x 27.75
1524 x 705

A72XD3EW18FTCLP 72.12 x 118.75 x 18.12 
1832 x 3016 x 460

132.75
3372

0
0

A72PM78 1 60.00 x 72.00
1524 x 1829

A72PM40 1 60.00 x 33.75
1524 x 857

A84XD3EW18FTCLP 84.12 x 118.75 x 18.12 
2137 x 3016 x 460

132.75
3372

6.00
152

A84PM78 1 72.00 x 72.00
1829 x 1829

A84PM40 1 72.00 x 33.75
1829 x 857

A84XD3EW24FTCLP 84.12 x 118.75 x 24.12 
2137 x 3016 x 613

132.75
3372

6.00
152

A84PM78 1 72.00 x 72.00
1829 x 1829

A84PM40 1 72.00 x 33.75
1829 x 857

A90XD3EW24FTCLP 90.12 x 118.75 x 24.12 
2289 x 3016 x 613

132.75
3372

9.00
229

A90PM78 1 78.00 x 72.00
1981 x 1829

A90PM40 1 78.00 x 33.75
1981 x 857

B dimension is large enclosure without External Disconnect Enclosure.

B2 dimension is overall size including External Disconnect Enclosure.

Purchase panels separately.
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StandardProduct Four-DoorEnclosures

CatalogNumber AxBxCin./mm
B2
in./mm

D
in./mm LargePanel

Numberof
Panels

Sizeof
Panels
in./mm

A84XD4EW18FTCLP 84.12 x 158.00 x 18.12 
2137 x 4013 x 460

172.00
4369

6.00
152

A84PM78 2 72.00 x 72.00
1829 x 1829

A90XD4EW18FTCLP 90.12 x 158.00 x 18.12 
2289 x 4013 x 460

172.00
4369

9.00
229

A90PM78 2 78.00 x 72.00
1981 x 1829

A84XD4EW24FTCLP 84.12 x 158.00 x 24.12 
2137 x 4013 x 613

172.00
4369

6.00
152

A84PM78 2 72.00 x 72.00
1829 x 1829

A90XD4EW24FTCLP 90.12 x 158.00 x 24.12 
2289 x 4013 x 613

172.00
4369

9.00
229

A90PM78 2 78.00 x 72.00
1981 x 1829

B dimension is large enclosure without External Disconnect Enclosure.

B2 dimension is overall size including External Disconnect Enclosure.

Purchase panels separately.
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StandardProduct Five-DoorEnclosures

CatalogNumber AxBxCin./mm
B2
in./mm

D
in./mm LargePanel

Numberof
LargePanels

Sizeof
LargePanels
in./mm SmallPanel

Numberof
SmallPanels

Sizeof
SmallPanels
in./mm

A84XD5EW18FTCLP 84.12 x 197.75 x 18.12 
2137 x 5023 x 460

211.00
5359

6.00
152

A84PM78 1 72.00 x 72.00
1829 x 1829

A84PM40 1 72.00 x 33.75
1829 x 857

A90XD5EW18FTCLP 90.12 x 197.75 x 18.12 
2289 x 5023 x 460

211.00
5359

9.00
229

A90PM78 1 78.00 x 72.00
1981 x 1829

A90PM40 1 78.00 x 33.75
1981 x 857

A84XD5EW24FTCLP 84.12 x 197.75 x 24.12 
2137 x 5023 x 613

211.00
5359

6.00
152

A84PM78 1 72.00 x 72.00
1829 x 1829

A84PM40 1 72.00 x 33.75
1829 x 857

A90XD5EW24FTCLP 90.12 x 197.75 x 24.12 
2289 x 5023 x 613

211.00
5359

9.00
229

A90PM78 1 78.00 x 72.00
1981 x 1829

A90PM40 1 78.00 x 33.75
1981 x 857

B dimension is large enclosure without External Disconnect Enclosure.

B2 dimension is overall size including External Disconnect Enclosure.

Purchase panels separately.
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StandardProduct Six-DoorEnclosure

CatalogNumber AxBxCin./mm
B2
in./mm

D
in./mm LargePanel

Numberof
LargePanels

Sizeof
Panels
in./mm

A84XD6EW24FTCLP 84.12 x 236.00 x 24.12 
2137 x 5994 x 613

250.00
6350

6.00
152

A84PM78 3 72.00 x 72.00
1829 x 1829

A90XD6EW24FTCLP 90.12 x 197.75 x 24.12 
2289 x 5023 x 613

250.00
6350

9.00
229

A90PM78 3 78.00 x 72.00
1981 x 1829

B dimension is large enclosure without External Disconnect Enclosure.

B2 dimension is overall size including External Disconnect Enclosure.

Purchase panels separately.
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 OptionalTerminalPlates
CatalogNumber For
ATBP3060 30 and 60 amp switches
ATBP100 100 amp switches
ATBP200 200 amp switches

Terminal Plates are IP20 rated.

DisconnectMountingSpace
DisconnectsarelocatedbydimensionE1.WiringspaceW1is
availablewhendisconnectisinstalledintheenclosure.
SeetheHoffmanSpecifier’sGuideTechnicalInformationchapter
forE1SpacingbyEnclosureHeightforvariousdisconnectswitch
manufacturers.

RefertoNationalElectricalCode®2005article430.10(B)for
wiringspacerequiredforlinesideconductorstobeconnectedto
disconnect.Verifyyourapplicationtodetermineifwiringspace
isadequate.

Consult Space Occupied by Disconnect drawing to determine whether 
the disconnect device you are using will fit the enclosure size you have 
selected.
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Disconnect Enclosure Accessories
Accessories for Free-Stand or Floor-Mount Disconnect Enclosures

OperatorAdaptersforUniversalCutouts UsedonallHoffmandisconnectenclosureswithauniversalflange
cutout.
AnoperatoradapterisrequiredtoinstalladisconnectinBulletin
A21,A28andA34Hoffmanenclosuresthathaveauniversal
cutout.Operatoradaptersincludeanadapterplateandadditional
componentsneededtointerlockthemasterdoorwiththe
disconnectoperatingmechanism.Paneldrillingandinstallation
instructionsarefurnishedwitheachoperatoradapter.
Eachbrandandtypeofdisconnectrequiresadifferentoperator
adapter.Besuretoselectthecorrectoperatoradapterandenclosure
forthedisconnectdeviceselected.
Bulletin:A80

CatalogNumber BrandandTypeofOperator
A21ABA Allen-Bradley 1494F and 1494D fixed-depth mechanisms
A21ABVA Allen-Bradley 1494V variable-depth mechanisms;

Allen-Bradley 140U, 1494C, and 194RC cable-operated mechanisms
A21CHVA ABB Controls variable-depth;

S1, S2, T5 cable size; Cutler-Hammer C361, C371, and C371 Flex Shaft
A21WHA Eaton Cutler-Hammer/Westinghouse SM mechanisms
A21WHAMTA Eaton Cutler-Hammer/Westinghouse AMT and flex-cable mechanisms
A21GETDA General Electric STDA and flex-cable mechanisms
A21ITE Siemens I-T-E Max-Flex™ ; ABB Controls Cable S3-S5, S6, S7
A21SDA Square D® Class 9422 variable-depth and flex-cable mechanisms

OperatorAdaptersforPreferredCutouts AnoperatoradapterisrequiredtoinstalladisconnectinBulletin
A21S4,A28S4andWS2DHoffmanenclosuresthathaveapreferred
cutout.Operatoradaptersincludecomponentsneededtointerlock
themasterdoorwiththedisconnectoperatingmechanism.Panel
drillingandinstallationinstructionsarefurnishedwitheachoperator
adapter.
Eachbrandandtypeofdisconnectrequiresadifferentoperator
adapter.Besuretoselecttheproperoperatoradapterandenclosure
forthedisconnectthatyouhaveselected.
Bulletin:A28Y

CatalogNumber BrandandTypeofOperator
APCABVA Allen-Bradley 1494V variable-depth
APCCHVA Eaton Cutler-Hammer C361, C371 and C371 Flex Shaft™ 
APCGETDA General Electric STDA
APCITE Siemens I-T-E Max-Flex™ 
APCSDA Schneider Square D® Class 9422 variable-depth and cable mechanisms

BlankAdapterPlates,MildSteel Usedtocoverflangecutoutsindisconnectenclosureswhen
disconnectsarenotinstalled.Thisgreatlyincreasestheversatilityof
disconnectenclosuresenablingthemtoalsobeusedasregularType
12enclosures.
Hoffmanadapterplatesaremadefromheavygaugesteelandhave
anoil-resistantgaskettomaintainadust-tightandoil-tightseal.
Mountinghardwareandinstructionsareincluded.
Doorhardwareisnotfurnishedwithblankadapterplate.Door
hardwaremustbeorderedseparatelyfromthedisconnect
manufacturerwhenusingcatalognumbersA22BAPonBulletinA22
EnclosuresandA3456BAPonBulletinA25Enclosures.
Bulletin:A80

CatalogNumber ForMildSteelEnclosureBulletinNumber
A21BAP A21, A28, A34 (Universal Cutouts)
A22BAP A22 only
A3456BAP A19, CW1, A25, A26 (Preferred Cutouts)

A22BAP will fit all Bulletin A22 enclosures except A48AB3812A2LP and A60AB3812A2LP.

A3456BAP will fit all Bulletin A25 enclosures except A60SA3812A24LP.
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BlankAdapterPlates,StainlessSteel Usedtocoverflangecutoutsindisconnectenclosureswhen
disconnectsarenotinstalled.
HoffmanadapterplatesaremadefromheavygaugeType304
stainlesssteelandhaveanoil-resistantgaskettomaintainthedust-
tightandoil-tightqualitiesoftheenclosure.Theplateshavea#4
brushedfinish.Allnecessarymountinghardwareandinstructionsare
included.
Bulletin:A80

CatalogNumber ForEnclosureBulletinNumber
A2128BAPSS A19S, CWS, A21S4, A28S4 and WS2D with preferred cutouts

EnclosureStabilizers Helpspreventinjurytoworkersbystabilizingfloor-mountenclosures
whicharenotbolteddown.Toinstall,slipthestabilizerunderthe
floorstandandtightentwothumbscrews.Madefrom.19-in.(5-mm)
steelplate.Brightorangefinish.
Bulletin:A80

CatalogNumber Description
AENST Two stabilizers

PlatformAssembly

Application
ThePlatformAssemblyisa6.00-in.(152-mm)highspacerthat
isrequiredwithall24.12-in.(613-mm)anddeeperdisconnect
enclosureswhenshortconnectingrodsareusedwiththefollowing
disconnectmodels.
• ABBControlsflange-operateddevices
• Cutler-HammerC361devices
• Cutler-HammerC371mechanismswhichuseC371E,F,G,K

operatingmechanism(seenextparagraphforoption)
• GeneralElectricTypeTDAdevices
• SquareD®Class9422devices

Consultfactoryforspaceoccupiedonpanelwhenplatformisused.

Ordering
Theplatformassemblycanbeomittediflongconnectingrodsare
orderedinplaceofshortconnectingrods.
• ForCutler-HammerOperatingmechanismsC37IEandC37IF,order

catalognumberC37ICSIconnectingrod.ForC37IGandC37IK,
ordercatalognumberC37ICS2connectingrod.

• ForGeneralElectricdevices,ordercatalognumberTDSRextended
lengthdriverod.

• ForSquareDdevices,ordercatalognumber9422-R2extralong
operatingrod(s).Somedevicesrequiretworods.

Bulletin:A28Y

CatalogNumber Description
ADSCPA Set of 4 rods and mounting hardware
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