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Screw-Cover,Type1

IndustryStandards

UL50,50EListed;Type1;FileNo.E27525
cULListedperCSAC22.2No40;Type1;FileNo.E27525

NEMA/EEMACType1
IEC60529,IP30

Application
Usethisenclosureincommercialandgeneralindustrialapplications
thatrequireajunctionorpullbox.Forflushinstallations,orderflush
coversanddoorframesseparately.

Features
• Uniquekeyholescrewslotsinthecover
• Availablewithorwithoutknockouts.Varioussizesofeasy-to-

removeconcentricknockoutsonallfoursidesofstandardboxes
withknockouts.

• Optionalflush-mounteddoorframeavailable
• Optionalflushcovers
• Flat,removablecoversfastenedwithplatedsteelscrews
• Provisionforgrounding
• Mountingholesonbackofbox

Specifications
• 16,14or12gaugesteelorplatedsteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandout.Unless
otherwisespecified,allcustompullboxesarefinishedwithANSI61
graypolyesterpowderpaint.

Accessories
[s-3191]
[s-3192]
[s-3458]
[s-67174]
[s-3428]
Bulletin:A90P1

StandardProduct Screw-CoverType1PullBoxeswithKnockouts

CatalogNumber AxBxCin. AxBxCmm Style
Numberof
CoverScrews

KnockoutPattern
Along“A”Sides

KnockoutPattern
Along“B”Sides

ASE4X4X3 4.00 x 4.00 x 3.00 102 x 102 x 76 Painted 2 B-C B-C
ASG4X4X3 4.00 x 4.00 x 3.00 102 x 102 x 76 Galvanized 2 B-C B-C
ASE6X6X3 6.00 x 6.00 x 3.00 152 x 152 x 76 Painted 2 B-C-D B-C-D
ASG6X6X3 6.00 x 6.00 x 3.00 152 x 152 x 76 Galvanized 2 B-C-D B-C-D
ASE8X6X3 8.00 x 6.00 x 3.00 203 x 152 x 76 Painted 2 F-G-H-I B-C-D
ASG8X6X3 8.00 x 6.00 x 3.00 203 x 152 x 76 Galvanized 2 F-G-H-I B-C-D
ASE16X14X3 16.00 x 14.00 x 3.00 406 x 356 x 76 Painted 4 B-C-D-E-F-G-H B-C-D-E-F-G-H
ASE18X14X3 18.00 x 14.00 x 3.00 457 x 356 x 76 Painted 4 A-B-C-D-E-F-G-H-I B-C-D-E-F-G-H
ASE4X4X4 4.00 x 4.00 x 4.00 102 x 102 x 102 Painted 2 B-C B-C
ASG4X4X4 4.00 x 4.00 x 4.00 102 x 102 x 102 Galvanized 2 B-C B-C
ASE6X4X4 6.00 x 4.00 x 4.00 152 x 102 x 102 Painted 2 B-C-D B-C
ASG6X4X4 6.00 x 4.00 x 4.00 152 x 102 x 102 Galvanized 2 B-C-D B-C
ASE6X6X4 6.00 x 6.00 x 4.00 152 x 152 x 102 Painted 2 B-C-D B-C-D
ASG6X6X4 6.00 x 6.00 x 4.00 152 x 152 x 102 Galvanized 2 B-C-D B-C-D
ASE8X6X4 8.00 x 6.00 x 4.00 203 x 152 x 102 Painted 2 F-G-H-I B-C-D
ASG8X6X4 8.00 x 6.00 x 4.00 203 x 152 x 102 Galvanized 2 F-G-H-I B-C-D
ASE8X8X4 8.00 x 8.00 x 4.00 203 x 203 x 102 Painted 4 F-G-H-I F-G-H-I
ASG8X8X4 8.00 x 8.00 x 4.00 203 x 203 x 102 Galvanized 4 F-G-H-I F-G-H-I
ASE10X8X4 10.00 x 8.00 x 4.00 254 x 203 x 102 Painted 4 F-G-H-I F-G-H-I
ASG10X8X4 10.00 x 8.00 x 4.00 254 x 203 x 102 Galvanized 4 F-G-H-I F-G-H-I
ASE10X10X4 10.00 x 10.00 x 4.00 254 x 254 x 102 Painted 4 F-G-H-I C-D-E-F-G
ASG10X10X4 10.00 x 10.00 x 4.00 254 x 254 x 102 Galvanized 4 F-G-H-I C-D-E-F-G
ASE12X8X4 12.00 x 8.00 x 4.00 305 x 203 x 102 Painted 4 C-D-E-F-G F-G-H-I
ASG12X8X4 12.00 x 8.00 x 4.00 305 x 203 x 102 Galvanized 4 C-D-E-F-G F-G-H-I
ASE12X10X4 12.00 x 10.00 x 4.00 305 x 254 x 102 Painted 4 C-D-E-F-G C-D-E-F-G
ASG12X10X4 12.00 x 10.00 x 4.00 305 x 254 x 102 Galvanized 4 C-D-E-F-G C-D-E-F-G
ASE12X12X4 12.00 x 12.00 x 4.00 305 x 305 x 102 Painted 4 C-D-E-F-G C-D-E-F-G
ASG12X12X4 12.00 x 12.00 x 4.00 305 x 305 x 102 Galvanized 4 C-D-E-F-G C-D-E-F-G
ASE16X12X4 16.00 x 12.00 x 4.00 406 x 305 x 102 Painted 4 B-C-D-E-F-G-H C-D-E-F-G
ASG16X12X4 16.00 x 12.00 x 4.00 406 x 305 x 102 Galvanized 4 B-C-D-E-F-G-H C-D-E-F-G
ASE18X12X4 18.00 x 12.00 x 4.00 457 x 305 x 102 Painted 4 A-B-C-D-E-F-G-H-I C-D-E-F-G
ASG18X12X4 18.00 x 12.00 x 4.00 457 x 305 x 102 Galvanized 4 A-B-C-D-E-F-G-H-I C-D-E-F-G
ASE18X18X4 18.00 x 18.00 x 4.00 457 x 457 x 102 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASG18X18X4 18.00 x 18.00 x 4.00 457 x 457 x 102 Galvanized 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE24X12X4 24.00 x 12.00 x 4.00 610 x 305 x 102 Painted 4 A-B-C-D-E-F-G-H-I C-D-E-F-G
ASE24X24X4 24.00 x 24.00 x 4.00 610 x 610 x 102 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASG24X24X4 24.00 x 24.00 x 4.00 610 x 610 x 102 Galvanized 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE30X24X4 30.00 x 24.00 x 4.00 762 x 610 x 102 Painted 6 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE6X6X6 6.00 x 6.00 x 6.00 152 x 152 x 152 Painted 2 B-C-D B-C-D
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Numberof
CoverScrews

KnockoutPattern
Along“A”Sides

KnockoutPattern
Along“B”Sides

ASG6X6X6 6.00 x 6.00 x 6.00 152 x 152 x 152 Galvanized 2 B-C-D B-C-D
ASE8X6X6 8.00 x 6.00 x 6.00 203 x 152 x 152 Painted 4 F-G-H-I B-C-D
ASE8X8X6 8.00 x 8.00 x 6.00 203 x 203 x 152 Painted 4 F-G-H-I F-G-H-I
ASG8X8X6 8.00 x 8.00 x 6.00 203 x 203 x 152 Galvanized 4 F-G-H-I F-G-H-I
ASE10X8X6 10.00 x 8.00 x 6.00 254 x 203 x 152 Painted 4 F-G-H-I F-G-H-I
ASG10X8X6 10.00 x 8.00 x 6.00 254 x 203 x 152 Galvanized 4 F-G-H-I F-G-H-I
ASE10X10X6 10.00 x 10.00 x 6.00 254 x 254 x 152 Painted 4 F-G-H-I C-D-E-F-G
ASG10X10X6 10.00 x 10.00 x 6.00 254 x 254 x 152 Galvanized 4 F-G-H-I C-D-E-F-G
ASE12X10X6 12.00 x 10.00 x 6.00 305 x 254 x 152 Painted 4 C-D-E-F-G C-D-E-F-G
ASG12X10X6 12.00 x 10.00 x 6.00 305 x 254 x 152 Galvanized 4 C-D-E-F-G C-D-E-F-G
ASE12X12X6 12.00 x 12.00 x 6.00 305 x 305 x 152 Painted 4 C-D-E-F-G C-D-E-F-G
ASG12X12X6 12.00 x 12.00 x 6.00 305 x 305 x 152 Galvanized 4 C-D-E-F-G C-D-E-F-G
ASE16X12X6 16.00 x 12.00 x 6.00 406 x 305 x 152 Painted 4 B-C-D-E-F-G-H C-D-E-F-G
ASG16X12X6 16.00 x 12.00 x 6.00 406 x 305 x 152 Galvanized 4 B-C-D-E-F-G-H C-D-E-F-G
ASE16X16X6 16.00 x 16.00 x 6.00 406 x 406 x 152 Painted 4 B-C-D-E-F-G-H B-C-D-E-F-G-H
ASG16X16X6 16.00 x 16.00 x 6.00 406 x 406 x 152 Galvanized 4 B-C-D-E-F-G-H B-C-D-E-F-G-H
ASE18X12X6 18.00 x 12.00 x 6.00 457 x 305 x 152 Painted 4 A-B-C-D-E-F-G-H-I C-D-E-F-G
ASG18X12X6 18.00 x 12.00 x 6.00 457 x 305 x 152 Galvanized 4 A-B-C-D-E-F-G-H-I C-D-E-F-G
ASE18X18X6 18.00 x 18.00 x 6.00 457 x 457 x 152 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASG18X18X6 18.00 x 18.00 x 6.00 457 x 457 x 152 Galvanized 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE24X18X6 24.00 x 18.00 x 6.00 610 x 457 x 152 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASG24X18X6 24.00 x 18.00 x 6.00 610 x 457 x 152 Galvanized 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE24X24X6 24.00 x 24.00 x 6.00 610 x 610 x 152 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASG24X24X6 24.00 x 24.00 x 6.00 610 x 610 x 152 Galvanized 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE30X24X6 30.00 x 24.00 x 6.00 762 x 610 x 152 Painted 6 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASG30X24X6 30.00 x 24.00 x 6.00 762 x 610 x 152 Galvanized 6 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE36X24X6 36.00 x 24.00 x 6.00 914 x 610 x 152 Painted 6 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE8X8X8 8.00 x 8.00 x 8.00 203 x 203 x 203 Painted 4 F-G-H-I F-G-H-I
ASE12X12X8 12.00 x 12.00 x 8.00 305 x 305 x 203 Painted 4 C-D-E-F-G C-D-E-F-G
ASG12X12X8 12.00 x 12.00 x 8.00 305 x 305 x 203 Galvanized 4 C-D-E-F-G C-D-E-F-G
ASE16X12X8 16.00 x 12.00 x 8.00 406 x 305 x 203 Painted 4 B-C-D-E-F-G-H C-D-E-F-G
ASE18X12X8 18.00 x 12.00 x 8.00 457 x 305 x 203 Painted 4 A-B-C-D-E-F-G-H-I C-D-E-F-G
ASE24X12X8 24.00 x 12.00 x 8.00 610 x 305 x 203 Painted 4 A-B-C-D-E-F-G-H-I C-D-E-F-G
ASE24X18X8 24.00 x 18.00 x 8.00 610 x 457 x 203 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE24X24X8 24.00 x 24.00 x 8.00 610 x 610 x 203 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE36X24X8 36.00 x 24.00 x 8.00 914 x 610 x 203 Painted 6 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE18X12X10 18.00 x 12.00 x 10.00 457 x 305 x 254 Painted 4 A-B-C-D-E-F-G-H-I C-D-E-F-G
ASE18X18X10 18.00 x 18.00 x 10.00 457 x 457 x 254 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE24X18X10 24.00 x 18.00 x 10.00 610 x 457 x 254 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE24X24X10 24.00 x 24.00 x 10.00 610 x 610 x 254 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE36X24X10 36.00 x 24.00 x 10.00 914 x 610 x 254 Painted 6 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE24X12X12 24.00 x 12.00 x 12.00 610 x 305 x 305 Painted 4 A-B-C-D-E-F-G-H-I C-D-E-F-G
ASE18X18X12 18.00 x 18.00 x 12.00 457 x 457 x 305 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE24X18X12 24.00 x 18.00 x 12.00 610 x 457 x 305 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE24X24X12 24.00 x 24.00 x 12.00 610 x 610 x 305 Painted 4 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE30X24X12 30.00 x 24.00 x 12.00 762 x 610 x 305 Painted 6 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
ASE36X24X12 36.00 x 24.00 x 12.00 914 x 610 x 305 Painted 6 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I

StandardProduct Screw-CoverType1PullBoxeswithoutKnockouts

CatalogNumber AxBxCin. AxBxCmm Style
Numberof
CoverScrews

ASE4X4X3NK 4.00 x 4.00 x 3.00 102 x 102 x 76 Painted 2
ASG4X4X3NK 4.00 x 4.00 x 3.00 102 x 102 x 76 Galvanized 2
ASE6X6X3NK 6.00 x 6.00 x 3.00 152 x 152 x 76 Painted 2
ASG6X6X3NK 6.00 x 6.00 x 3.00 152 x 152 x 76 Galvanized 2
ASE8X6X3NK 8.00 x 6.00 x 3.00 203 x 152 x 76 Painted 2
ASG8X6X3NK 8.00 x 6.00 x 3.00 203 x 152 x 76 Galvanized 2
ASE16X14X3NK 16.00 x 14.00 x 3.00 406 x 356 x 76 Painted 4
ASE20X14X3NK 20.00 x 14.00 x 3.00 508 x 356 x 76 Painted 4
ASE4X4X4NK 4.00 x 4.00 x 4.00 102 x 102 x 102 Painted 2
ASG4X4X4NK 4.00 x 4.00 x 4.00 102 x 102 x 102 Galvanized 2
ASE6X4X4NK 6.00 x 4.00 x 4.00 152 x 102 x 102 Painted 2
ASG6X4X4NK 6.00 x 4.00 x 4.00 152 x 102 x 102 Galvanized 2
ASE6X6X4NK 6.00 x 6.00 x 4.00 152 x 152 x 102 Painted 2
ASG6X6X4NK 6.00 x 6.00 x 4.00 152 x 152 x 102 Galvanized 2
ASE8X6X4NK 8.00 x 6.00 x 4.00 203 x 152 x 102 Painted 2
ASG8X6X4NK 8.00 x 6.00 x 4.00 203 x 152 x 102 Galvanized 2
ASE8X8X4NK 8.00 x 8.00 x 4.00 203 x 203 x 102 Painted 4
ASG8X8X4NK 8.00 x 8.00 x 4.00 203 x 203 x 102 Galvanized 4
ASE10X6X4NK 10.00 x 6.00 x 4.00 254 x 152 x 102 Painted 4
ASG10X6X4NK 10.00 x 6.00 x 4.00 254 x 152 x 102 Galvanized 4
ASE10X8X4NK 10.00 x 8.00 x 4.00 254 x 203 x 102 Painted 4
ASG10X8X4NK 10.00 x 8.00 x 4.00 254 x 203 x 102 Galvanized 4
ASE10X10X4NK 10.00 x 10.00 x 4.00 254 x 254 x 102 Painted 4
ASG10X10X4NK 10.00 x 10.00 x 4.00 254 x 254 x 102 Galvanized 4
ASE12X6X4NK 12.00 x 6.00 x 4.00 305 x 152 x 102 Painted 4
ASG12X6X4NK 12.00 x 6.00 x 4.00 305 x 152 x 102 Galvanized 4
ASE12X8X4NK 12.00 x 8.00 x 4.00 305 x 203 x 102 Painted 4
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CatalogNumber AxBxCin. AxBxCmm Style
Numberof
CoverScrews

ASG12X8X4NK 12.00 x 8.00 x 4.00 305 x 203 x 102 Galvanized 4
ASE12X10X4NK 12.00 x 10.00 x 4.00 305 x 254 x 102 Painted 4
ASG12X10X4NK 12.00 x 10.00 x 4.00 305 x 254 x 102 Galvanized 4
ASE12X12X4NK 12.00 x 12.00 x 4.00 305 x 305 x 102 Painted 4
ASG12X12X4NK 12.00 x 12.00 x 4.00 305 x 305 x 102 Galvanized 4
ASE15X15X4NK 15.00 x 15.00 x 4.00 381 x 381 x 102 Painted 4
ASG15X15X4NK 15.00 x 15.00 x 4.00 381 x 381 x 102 Galvanized 4
ASE16X12X4NK 16.00 x 12.00 x 4.00 406 x 305 x 102 Painted 4
ASG16X12X4NK 16.00 x 12.00 x 4.00 406 x 305 x 102 Galvanized 4
ASE18X12X4NK 18.00 x 12.00 x 4.00 457 x 305 x 102 Painted 4
ASG18X12X4NK 18.00 x 12.00 x 4.00 457 x 305 x 102 Galvanized 4
ASE18X15X4NK 18.00 x 15.00 x 4.00 457 x 381 x 102 Painted 4
ASE18X18X4NK 18.00 x 18.00 x 4.00 457 x 457 x 102 Painted 4
ASG18X18X4NK 18.00 x 18.00 x 4.00 457 x 457 x 102 Galvanized 4
ASE24X12X4NK 24.00 x 12.00 x 4.00 610 x 305 x 102 Painted 4
ASE24X18X4NK 24.00 x 18.00 x 4.00 610 x 457 x 102 Painted 4
ASG24X18X4NK 24.00 x 18.00 x 4.00 610 x 457 x 102 Galvanized 4
ASE24X24X4NK 24.00 x 24.00 x 4.00 610 x 610 x 102 Painted 4
ASG24X24X4NK 24.00 x 24.00 x 4.00 610 x 610 x 102 Galvanized 4
ASE30X24X4NK 30.00 x 24.00 x 4.00 762 x 610 x 102 Painted 6
ASE30X30X4NK 30.00 x 30.00 x 4.00 762 x 762 x 102 Painted 8
ASE6X6X6NK 6.00 x 6.00 x 6.00 152 x 152 x 152 Painted 2
ASG6X6X6NK 6.00 x 6.00 x 6.00 152 x 152 x 152 Galvanized 2
ASE8X6X6NK 8.00 x 6.00 x 6.00 203 x 152 x 152 Painted 2
ASG8X6X6NK 8.00 x 6.00 x 6.00 203 x 152 x 152 Galvanized 2
ASE8X8X6NK 8.00 x 8.00 x 6.00 203 x 203 x 152 Painted 4
ASG8X8X6NK 8.00 x 8.00 x 6.00 203 x 203 x 152 Galvanized 4
ASE10X8X6NK 10.00 x 8.00 x 6.00 254 x 203 x 152 Painted 4
ASG10X8X6NK 10.00 x 8.00 x 6.00 254 x 203 x 152 Galvanized 4
ASE10X10X6NK 10.00 x 10.00 x 6.00 254 x 254 x 152 Painted 4
ASG10X10X6NK 10.00 x 10.00 x 6.00 254 x 254 x 152 Galvanized 4
ASE12X6X6NK 12.00 x 6.00 x 6.00 305 x 152 x 152 Painted 4
ASE12X8X6NK 12.00 x 8.00 x 6.00 305 x 203 x 152 Painted 4
ASG12X8X6NK 12.00 x 8.00 x 6.00 305 x 203 x 152 Galvanized 4
ASE12X10X6NK 12.00 x 10.00 x 6.00 305 x 254 x 152 Painted 4
ASG12X10X6NK 12.00 x 10.00 x 6.00 305 x 254 x 152 Galvanized 4
ASE12X12X6NK 12.00 x 12.00 x 6.00 305 x 305 x 152 Painted 4
ASG12X12X6NK 12.00 x 12.00 x 6.00 305 x 305 x 152 Galvanized 4
ASE16X12X6NK 16.00 x 12.00 x 6.00 406 x 305 x 152 Painted 4
ASG16X12X6NK 16.00 x 12.00 x 6.00 406 x 305 x 152 Galvanized 4
ASE16X16X6NK 16.00 x 16.00 x 6.00 406 x 406 x 152 Painted 4
ASG16X16X6NK 16.00 x 16.00 x 6.00 406 x 406 x 152 Galvanized 4
ASE18X12X6NK 18.00 x 12.00 x 6.00 457 x 305 x 152 Painted 4
ASG18X12X6NK 18.00 x 12.00 x 6.00 457 x 305 x 152 Galvanized 4
ASE18X18X6NK 18.00 x 18.00 x 6.00 457 x 457 x 152 Painted 4
ASG18X18X6NK 18.00 x 18.00 x 6.00 457 x 457 x 152 Galvanized 4
ASE24X12X6NK 24.00 x 12.00 x 6.00 610 x 305 x 152 Painted 4
ASG24X12X6NK 24.00 x 12.00 x 6.00 610 x 305 x 152 Galvanized 4
ASE24X18X6NK 24.00 x 18.00 x 6.00 610 x 457 x 152 Painted 4
ASG24X18X6NK 24.00 x 18.00 x 6.00 610 x 457 x 152 Galvanized 4
ASE24X20X6NK 24.00 x 20.00 x 6.00 610 x 508 x 152 Painted 4
ASG24X20X6NK 24.00 x 20.00 x 6.00 610 x 508 x 152 Galvanized 4
ASE24X24X6NK 24.00 x 24.00 x 6.00 610 x 610 x 152 Painted 4
ASG24X24X6NK 24.00 x 24.00 x 6.00 610 x 610 x 152 Galvanized 4
ASE30X24X6NK 30.00 x 24.00 x 6.00 762 x 610 x 152 Painted 6
ASG30X24X6NK 30.00 x 24.00 x 6.00 762 x 610 x 152 Galvanized 6
ASE30X30X6NK 30.00 x 30.00 x 6.00 762 x 762 x 152 Painted 8
ASG30X30X6NK 30.00 x 30.00 x 6.00 762 x 762 x 152 Galvanized 8
ASE36X24X6NK 36.00 x 24.00 x 6.00 914 x 610 x 152 Painted 6
ASG36X24X6NK 36.00 x 24.00 x 6.00 914 x 610 x 152 Galvanized 6
ASE36X30X6NK 36.00 x 30.00 x 6.00 914 x 762 x 152 Painted 8
ASE36X36X6NK 36.00 x 36.00 x 6.00 914 x 914 x 152 Painted 8
ASG36X36X6NK 36.00 x 36.00 x 6.00 914 x 914 x 152 Galvanized 8
ASE8X8X8NK 8.00 x 8.00 x 8.00 203 x 203 x 203 Painted 4
ASG8X8X8NK 8.00 x 8.00 x 8.00 203 x 203 x 203 Galvanized 4
ASE10X10X8NK 10.00 x 10.00 x 8.00 254 x 254 x 203 Painted 4
ASG10X10X8NK 10.00 x 10.00 x 8.00 254 x 254 x 203 Galvanized 4
ASE12X10X8NK 12.00 x 10.00 x 8.00 305 x 254 x 203 Painted 4
ASE12X12X8NK 12.00 x 12.00 x 8.00 305 x 305 x 203 Painted 4
ASG12X12X8NK 12.00 x 12.00 x 8.00 305 x 305 x 203 Galvanized 4
ASE16X12X8NK 16.00 x 12.00 x 8.00 406 x 305 x 203 Painted 4
ASE18X12X8NK 18.00 x 12.00 x 8.00 457 x 305 x 203 Painted 4
ASG18X12X8NK 18.00 x 12.00 x 8.00 457 x 305 x 203 Galvanized 4
ASE18X18X8NK 18.00 x 18.00 x 8.00 457 x 457 x 203 Painted 4
ASG18X18X8NK 18.00 x 18.00 x 8.00 457 x 457 x 203 Galvanized 4
ASE24X12X8NK 24.00 x 12.00 x 8.00 610 x 305 x 203 Painted 4
ASG24X12X8NK 24.00 x 12.00 x 8.00 610 x 305 x 203 Galvanized 4
ASE24X18X8NK 24.00 x 18.00 x 8.00 610 x 457 x 203 Painted 4
ASG24X18X8NK 24.00 x 18.00 x 8.00 610 x 457 x 203 Galvanized 4
ASE24X20X8NK 24.00 x 20.00 x 8.00 610 x 508 x 203 Painted 4
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CatalogNumber AxBxCin. AxBxCmm Style
Numberof
CoverScrews

ASG24X20X8NK 24.00 x 20.00 x 8.00 610 x 508 x 203 Galvanized 4
ASE24X24X8NK 24.00 x 24.00 x 8.00 610 x 610 x 203 Painted 4
ASG24X24X8NK 24.00 x 24.00 x 8.00 610 x 610 x 203 Galvanized 4
ASE30X24X8NK 30.00 x 24.00 x 8.00 762 x 610 x 203 Painted 6
ASG30X24X8NK 30.00 x 24.00 x 8.00 762 x 610 x 203 Galvanized 6
ASE30X30X8NK 30.00 x 30.00 x 8.00 762 x 762 x 203 Painted 8
ASG30X30X8NK 30.00 x 30.00 x 8.00 762 x 762 x 203 Galvanized 8
ASE36X24X8NK 36.00 x 24.00 x 8.00 914 x 610 x 203 Painted 6
ASG36X24X8NK 36.00 x 24.00 x 8.00 914 x 610 x 203 Galvanized 6
ASE36X36X8NK 36.00 x 36.00 x 8.00 914 x 914 x 203 Painted 8
ASG36X36X8NK 36.00 x 36.00 x 8.00 914 x 914 x 203 Galvanized 8
ASE12X12X10NK 12.00 x 12.00 x 10.00 305 x 305 x 254 Painted 4
ASG12X12X10NK 12.00 x 12.00 x 10.00 305 x 305 x 254 Galvanized 4
ASE18X12X10NK 18.00 x 12.00 x 10.00 457 x 305 x 254 Painted 4
ASE18X18X10NK 18.00 x 18.00 x 10.00 457 x 457 x 254 Painted 4
ASG18X18X10NK 18.00 x 18.00 x 10.00 457 x 457 x 254 Galvanized 4
ASE24X12X10NK 24.00 x 12.00 x 10.00 610 x 305 x 254 Painted 4
ASE24X18X10NK 24.00 x 18.00 x 10.00 610 x 457 x 254 Painted 4
ASE24X24X10NK 24.00 x 24.00 x 10.00 610 x 610 x 254 Painted 4
ASG24X24X10NK 24.00 x 24.00 x 10.00 610 x 610 x 254 Galvanized 4
ASE30X24X10NK 30.00 x 24.00 x 10.00 762 x 610 x 254 Painted 6
ASE30X30X10NK 30.00 x 30.00 x 10.00 762 x 762 x 254 Painted 8
ASG30X30X10NK 30.00 x 30.00 x 10.00 762 x 762 x 254 Galvanized 8
ASE36X24X10NK 36.00 x 24.00 x 10.00 914 x 610 x 254 Painted 6
ASG36X24X10NK 36.00 x 24.00 x 10.00 914 x 610 x 254 Galvanized 6
ASE36X36X10NK 36.00 x 36.00 x 10.00 914 x 914 x 254 Painted 8
ASG36X36X10NK 36.00 x 36.00 x 10.00 914 x 914 x 254 Galvanized 8
ASE12X12X12NK 12.00 x 12.00 x 12.00 305 x 305 x 305 Painted 4
ASG12X12X12NK 12.00 x 12.00 x 12.00 305 x 305 x 305 Galvanized 4
ASE24X12X12NK 24.00 x 12.00 x 12.00 610 x 305 x 305 Painted 4
ASG24X12X12NK 24.00 x 12.00 x 12.00 610 x 305 x 305 Galvanized 4
ASE18X18X12NK 18.00 x 18.00 x 12.00 457 x 457 x 305 Painted 4
ASG18X18X12NK 18.00 x 18.00 x 12.00 457 x 457 x 305 Galvanized 4
ASE24X18X12NK 24.00 x 18.00 x 12.00 610 x 457 x 305 Painted 4
ASE24X24X12NK 24.00 x 24.00 x 12.00 610 x 610 x 305 Painted 4
ASG24X24X12NK 24.00 x 24.00 x 12.00 610 x 610 x 305 Galvanized 4
ASE30X24X12NK 30.00 x 24.00 x 12.00 762 x 610 x 305 Painted 6
ASE30X30X12NK 30.00 x 30.00 x 12.00 762 x 762 x 305 Painted 8
ASG30X30X12NK 30.00 x 30.00 x 12.00 762 x 762 x 305 Galvanized 8
ASE36X24X12NK 36.00 x 24.00 x 12.00 914 x 610 x 305 Painted 6
ASG36X24X12NK 36.00 x 24.00 x 12.00 914 x 610 x 305 Galvanized 6
ASE36X36X12NK 36.00 x 36.00 x 12.00 914 x 914 x 305 Painted 8
ASG36X36X12NK 36.00 x 36.00 x 12.00 914 x 914 x 305 Galvanized 8
ASE48X48X12NK 48.00 x 48.00 x 12.00 1219 x 1219 x 305 Painted 12
ASG48X48X12NK 48.00 x 48.00 x 12.00 1219 x 1219 x 305 Galvanized 12
ASE30X30X16NK 30.00 x 30.00 x 16.00 762 x 762 x 406 Painted 8
ASE36X36X16NK 36.00 x 36.00 x 16.00 914 x 914 x 406 Painted 8
ASG36X36X16NK 36.00 x 36.00 x 16.00 914 x 914 x 406 Galvanized 8
ASE48X48X16NK 48.00 x 48.00 x 16.00 1219 x 1219 x 406 Painted 12
ASG48X48X16NK 48.00 x 48.00 x 16.00 1219 x 1219 x 406 Galvanized 12
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FlushCovers Designedtomountonenclosureforflushinstallations.Coveris16or
14gaugesteelfinishedwithANSI61graypolyesterpowderpaint.
Bulletin:A90P1

StandardProduct 

CatalogNumber AxBin./mm
FitsBoxSizeAxB
in./mm

G
in./mm

H
in./mm

J
in./mm

L
in./mm

Cover
Gauge

AFE6X6 7.50 x 7.50 
191 x 191

6.00 x 6.00
152 x 152

1.03
26

5.44
138

3.75
95

—
—

16

AFE8X6 9.50 x 7.50 
241 x 191

8.00 x 6.00
203 x 152

1.03
26

5.44
138

4.75
121

—
—

16

AFE8X8 9.50 x 9.50 
241 x 241

8.00 x 8.00
203 x 203

1.03
26

7.44
189

2.77
70

4.31
109

16

AFE10X8 11.50 x 9.50 
292 x 241

10.00 x 8.00
254 x 203

1.03
26

7.44
189

2.77
70

6.31
160

16

AFE10X10 11.50 x 11.50 
292 x 292

10.00 x 10.00
254 x 254

1.03
26

9.44
240

2.77
70

6.31
160

16

AFE12X8 13.50 x 9.50 
343 x 241

12.00 x 8.00
305 x 203

1.03
26

7.44
189

2.77
70

8.31
211

16

AFE12X12 13.50 x 13.50 
343 x 343

12.00 x 12.00
305 x 305

1.03
26

11.44
291

2.77
70

8.31
211

16

AFE18X12 19.50 x 13.50 
495 x 343

18.00 x 12.00
457 x 305

1.03
26

11.44
291

2.77
70

14.31
363

16

AFE18X18 19.50 x 19.50 
495 x 495

18.00 x 18.00
457 x 457

1.03
26

17.44
443

2.77
70

14.31
363

16

AFE24X18 25.50 x 19.50 
648 x 495

24.00 x 18.00
610 x 457

1.05
27

17.41
442

2.77
70

20.31
516

14

AFE24X24 25.50 x 25.50 
648 x 648

24.00 x 24.00
610 x 610

1.05
27

23.41
595

2.77
70

20.31
516

14
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Flush-MountDoorFrames

UseinScrew-CoverPullBoxtelephonecabinetinstallationsorin
communicationwiringandsignalsystems.Alsoasajunctionorpull
boxandswitchenclosure.

• Continuoushinge
• Ruggedblackcompositeslidelatch
• Optionaltamper-resistantlockkitincludescylinderlock,tamper-

resistantscrewsandspecialdriverbit.
• LockKit:ACLFDF
• 14gaugesteeldoorframehasANSI61graypolyesterpowderpaint

finish
Bulletin:A90P1

StandardProduct 

CatalogNumber

FrameSize
AxB
in./mm

Door
SizeT
in./mm

Door
SizeS
in./mm

FitsBoxSize
AxB
in./mm

G
in./mm

H
in./mm

J
in./mm

K
in./mm

L
in./mm

AFDF0606P 8.00 x 8.00
203 x 203

3.00
76

3.00
76

6.00 x 6.00
152 x 152

1.28
32

5.44
138

N/A
N/A

4.00
102

N/A
N/A

AFDF1212P 14.00 x 14.00
356 x 356

9.00
229

9.00
229

12.00 x 12.00
305 x 305

1.28
32

11.44
291

2.84
72

7.00
178

8.31
211

AFDF1812P 20.00 x 14.00
508 x 356

15.00
381

9.00
229

18.00 x 12.00
457 x 305

1.28
32

11.44
291

2.84
72

10.00
254

14.31
364

AFDF1818P 20.00 x 20.00
508 x 508

15.00
381

15.00
381

18.00 x 18.00
457 x 457

1.28
32

17.44
443

2.84
72

10.00
254

14.31
364

AFDF2418P 26.00 x 20.00
660 x 508

21.00
533

15.00
381

24.00 x 18.00
610 x 457

1.28
32

17.44
443

2.84
72

13.00
330

20.31
516

AFDF2424P 26.00 x 26.00
660 x 660

21.00
533

21.00
533

24.00 x 24.00
610 x 610

1.30
33

23.41
595

2.84
72

13.00
330

20.31
516

AFDF3024P 32.00 x 26.00
813 x 660

27.00
686

21.00
533

30.00 x 24.00
762 x 610

1.30
33

23.41
595

2.84
72

16.00
406

26.31
668
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Type1LockingWindowPullBoxAccessory
Flush-orsurface-mountaccessoryfitsScrewCover,Type1,boxesto
preventpublicaccesstolightingswitchesandcontrols.Includesa
removablealuminumdead-frontmountingsurfaceforcomponent
cutoutsandfourtorx-headscrewsforsecuringtoenclosure.
Bulletin:A90P1

StandardProduct 

CatalogNumber AxBin./mm

DeadFrontPanel
SizeDxE
in./mm

MountingHoles
GxH
in./mm

WindowSize
MxN
in./mm FitsPullBox

ALDF88W 9.00 x 9.00 
229 x 293

6.00 x 6.14
152 x 99

4.31 x 7.44
109 x 189

6.25 x 3.88
164 x 156 

ASE8X8X4

ALDF1212W 13.00 x 13.00 
330 x 330

10.00 x 10.14
254 x 200

8.31 x 11.44
211 x 291

10.25 x 7.88
265 x 258

ASE12X12X4

A x B = Frame Size
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Type1PullBoxPerforatedPanel

Panelisformedtoprovide7/16-in.spaceoffbackofpullboxforcomponentmountingscrewclearanceandincludesagroundingholeto
terminateequipmentgroundingconductors.Idealformountingcomponentsthatrequireinfrequentaccesssuchascontroltransformers,
terminalsandcontactors.
Bulletin:PNLP

StandardProduct 

CatalogNumber
Panel
Gauge

PanelSize
DxE(in.)

PanelSize
DxE(mm) FitsPullBox

PB66PP 16 4.40 x 5.50 112 x 140 ASE6X6X__
PB88PP 16 6.40 x 7.50 163 x 191 ASE8X8X__
PB1212PP 16 10.40 x 11.50 264 x 292 ASE12X12X__
PB1818PP 16 16.40 x 17.50 417 x 445 ASE18X18X__
PB2424PP 16 22.40 x 23.50 569 x 597 ASE24X24X__

PB1818PP and PB2424PP are flanged on all four sides.
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Hinged-Cover Type 1 Boxes, Enclosures and Accessories

Hinged-CoverwithRecessedHandle,Type1

IndustryStandards

UL50,50EListed;Type1;FileNo.E27567
cULListedperCSAC22.2No.40;Type1;FileNo.E27567

NEMA/EEMACType1
CSA,FileNo.42184:Type1
IEC60529,IP30

Application
Theseenclosureshaveaneasy-to-openrecessedT-handleand
meetbasicfunctionalityrequirementsforhousingcontrolsand
instrumentation.

Features
• Removabledoorshavebutthinges
• Mountingholesonbackofenclosure
• RecessedT-handlelatchisflushwithdoor
• Flushcoverandoffsetbody

Specifications
• 16or14gaugesteel

Finish
ANSI61graypolyesterpowderpaintinsideandout

Accessories
[s-3559]
[s-3458]
[s-3400]
[s-2541]
[s-3385]

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.
Bulletin:A1M

StandardProduct 

CatalogNumber AxBxCin./mm Gauge Panel

PanelSize
DxE
in./mm

Panel
Gauge

Number
ofStuds

Mounting
GxH
in./mm

J
in./mm

Q
in./mm

P
in./mm

F
in./mm

K
in./mm

A16N126LP 16.00 x 12.00 x 6.62 
406 x 305 x 168

16  A16N12MP 13.00 x 10.50
330 x 267

14 4 13.88 x 7.00
353 x 178

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A20N126LP 20.00 x 12.00 x 6.62 
508 x 305 x 168

16  A20N12MP 17.00 x 10.50
432 x 267

14 4 17.88 x 7.00
454 x 178

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A16N166LP 16.00 x 16.00 x 6.62 
406 x 406 x 168

16  A16N16MP 13.00 x 14.50
330 x 368

14 4 13.88 x 11.00
353 x 279

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A16N206LP 16.00 x 20.00 x 6.62 
406 x 508 x 168

16  A16N20MP 13.00 x 18.50
330 x 470

14 4 13.88 x 15.00
353 x 381

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A20N166LP 20.00 x 16.00 x 6.62 
508 x 406 x 168

16  A20N16MP 17.00 x 14.50
432 x 368

14 4 17.88 x 11.00
454 x 279

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A20N206LP 20.00 x 20.00 x 6.62 
508 x 508 x 168

16  A20N20MP 17.00 x 18.50
432 x 470

14 4 17.88 x 15.00
454 x 381

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A24N166LP 24.00 x 16.00 x 6.62 
610 x 406 x 168

16  A24N16MP 21.00 x 14.50
533 x 368

14 4 21.88 x 11.00
556 x 279

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A24N206LP 24.00 x 20.00 x 6.62 
610 x 508 x 168

16  A24N20MP 21.00 x 18.50
533 x 470

14 4 21.88 x 15.00
556 x 381

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A24N246LP 24.00 x 24.00 x 6.62 
610 x 610 x 168

14  A24N24MP 21.00 x 22.50
533 x 572

12 4 21.88 x 19.00
556 x 483

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A30N206LP 30.00 x 20.00 x 6.62 
762 x 508 x 168

14  A30N20MP 26.00 x 18.50
660 x 470

12 6 27.50 x 12.75
699 x 324

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A30N246LP 30.00 x 24.00 x 6.62 
762 x 610 x 168

14  A30N24MP 26.00 x 22.50
660 x 572

12 6 27.50 x 16.75
699 x 425

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A36N246LP 36.00 x 24.00 x 6.62 
914 x 610 x 168

14  A36N24MP 32.00 x 22.50
813 x 572

12 6 33.50 x 16.75
851 x 425

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A36N306LP 36.00 x 30.00 x 6.62 
914 x 762 x 168

14  A36N30MP 32.00 x 28.50
813 x 724

12 8 33.50 x 22.75
851 x 578

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A16N128LP 16.00 x 12.00 x 8.62 
406 x 305 x 219

16  A16N12MP 13.00 x 10.50
330 x 267

14 4 13.88 x 7.00
353 x 178

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A20N168LP 20.00 x 16.00 x 8.62 
508 x 406 x 219

16  A20N16MP 17.00 x 14.50
432 x 368

14 4 17.88 x 11.00
454 x 279

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A24N168LP 24.00 x 16.00 x 8.62 
610 x 406 x 219

16  A24N16MP 21.00 x 14.50
533 x 368

14 4 21.88 x 11.00
556 x 279

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A20N208LP 20.00 x 20.00 x 8.62 
508 x 508 x 219

16  A20N20MP 17.00 x 18.50
432 x 470

14 4 17.88 x 15.00
454 x 381

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A24N208LP 24.00 x 20.00 x 8.62 
610 x 508 x 219

16  A24N20MP 21.00 x 18.50
533 x 470

14 4 21.88 x 15.00
556 x 381

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A24N248LP 24.00 x 24.00 x 8.62 
610 x 610 x 219

14  A24N24MP 21.00 x 22.50
533 x 572

12 4 21.88 x 19.00
556 x 483

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38
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CatalogNumber AxBxCin./mm Gauge Panel

PanelSize
DxE
in./mm

Panel
Gauge

Number
ofStuds

Mounting
GxH
in./mm

J
in./mm

Q
in./mm

P
in./mm

F
in./mm

K
in./mm

A30N208LP 30.00 x 20.00 x 8.62 
762 x 508 x 219

14  A30N20MP 26.00 x 18.50
660 x 470

12 6 27.50 x 12.75
699 x 324

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A30N248LP 30.00 x 24.00 x 8.62 
762 x 610 x 219

14  A30N24MP 26.00 x 22.50
660 x 572

12 6 27.50 x 16.75
699 x 425

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A30N308LP 30.00 x 30.00 x 8.62 
762 x 762 x 219

14  A30N30MP 26.00 x 28.50
660 x 724

12 8 27.50 x 22.75
699 x 578

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A36N248LP 36.00 x 24.00 x 8.62 
914 x 610 x 219

14  A36N24MP 32.00 x 22.50
813 x 572

12 6 33.50 x 16.75
851 x 425

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A36N308LP 36.00 x 30.00 x 8.62 
914 x 762 x 219

14  A36N30MP 32.00 x 28.50
813 x 724

12 8 33.50 x 22.75
851 x 578

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A24N2010LP 24.00 x 20.00 x 10.62 
610 x 508 x 270

16  A24N20MP 21.00 x 18.50
533 x 470

14 4 21.88 x 15.00
556 x 381

2.50
64

1.06
27

0.31
8

10.00
254

1.50
38

A24N2412LP 24.00 x 24.00 x 12.62 
610 x 610 x 321

14  A24N24MP 21.00 x 22.50
533 x 572

12 4 21.88 x 19.00
556 x 483

2.50
64

1.06
27

0.31
8

12.00
305

1.50
38

A30N2412LP 30.00 x 24.00 x 12.62 
762 x 610 x 321

14  A30N24MP 26.00 x 22.50
660 x 724

12 6 27.50 x 16.75
699 x 425

3.62
92

1.25
32

0.44
11

12.00
305

2.00
51

A36N3012LP 36.00 x 30.00 x 12.62 
914 x 762 x 321

14  A36N30MP 32.00 x 28.50
813 x 724

12 8 33.50 x 22.75
851 x 578

3.62
92

1.25
32

0.44
11

12.00
305

2.00
51

Purchase panels separately.
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T1FLO®VentedEnclosurewithFan,Type1

IndustryStandards

UL508AListed;Type1;FileNo.E61997
cULListedperCSAC22.2No.94;Type1;FileNo.E61997

NEMA/EEMACType1
IEC60529,IP20

Application
Theseenclosureshaveathermostaticallycontrolledforced-air
ventilationsystemfortheremovalofheat.Idealforcontrolsystems
inHVACorindustrialenvironmentsthathaveacombinationofheat-
sensitiveelectronicswithhighheatproducingcomponentssuchas
(VFD)drives,inverters,PLCsandnon-hardenedprocessors.

Features
• Activecoolingventilationsystemwithfactoryinstalled,

thermostaticallycontrolledfan(115VAC)andfilter
• Terminalblockpowerconnectionforfan
• Washableexpandedmetalfilter
• Lift-offhingeddoor
• Slottedquarter-turnlatch
• Collarstudsformountingoptionalpanel
• Groundingprovisionondoorandbody
• Mountingholesonbackofenclosure
• Acceptsoptionalmountingfootkit
• Doorgasket

Specifications
• 14gaugesteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
pretreatedsurfaces.Optionalsolidpanelsarewhite;optional
perforatedpanelsaregray.

Accessories
[s-3403]
[s-3559]
[s-3420]
[s-3458]
[s-3466]
[s-3440]
[s-3507]
[s-3556]
[s-3403]
[s-3428]
[s-3385]

Notes
RequiredAirflow
Thefollowingequationisusedtocalculatetheairflowrequired
inaforced-airsystemtoremoveheatandmaintainenclosure
temperatureagivenamountabovetheambienttemperature.
CFM=WTx3.16/Tint-Tamb
Where:
CFM=Requiredairflow(ft.3/min.)
WT=Totalheatdissipatedinenclosure(watts)
Tamb=AmbientorexternalTemperature(degreesF)
Tint=DesiredinternalTemperature(degreesF)
Bulletin:A1DR

StandardProduct 

CatalogNumber AxBxCin./mm SystemCFM
Suggested
HP SolidPanel PerforatedPanel

PanelSize
DxE
in./mm

Panel
Gauge

G
in./mm

H
in./mm

FanSize
in./mm

T1F80LP 28.00 x 24.00 x 12.75 
711 x 610 x 324

80 3 A24P24 A24P24PP 21.00 x 21.00
533 x 533

12 26.50
673

21.00
533

4

T1F130LP 34.00 x 24.00 x 12.75 
864 x 610 x 324

130 Up to 20 A30P24 A30P24PP 27.00 x 21.00
686 x 533

12 32.50
826

21.00
533

4 (2x)

T1F200LP 40.00 x 24.00 x 12.75 
1016 x 610 x 324

200 40 A36P24 A36P24PP 33.00 x 21.00
838 x 533

12 38.50
978

21.00
533

6

T1F350LP 54.00 x 30.00 x 12.75 
1372 x 762 x 324

350 Up to 75 A48P30 N/A 45.00 x 27.00
1143 x 686

12 52.50
1334

27.00
656

6 (2x)
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SampleValues 

CatalogNumber Airflow(CFM)
Max.InternalHeatLoad
(W)5FTemp.Rise

Max.InternalHeatLoad
(W)10FTemp.Rise

Max.InternalHeatLoad
(W)20FTemp.Rise

Max.InternalHeatLoad
(W)30FTemp.Rise

T1F80LP 80 127 253 506 759
T1F130LP 130 206 411 823 1234
T1F200LP 200 316 633 1266 1899
T1F350LP 350 554 1108 2215 3323

SampleValuesinaVFDDriveApplication 
CatalogNumber
(withenoughairflow) DriveHP HeatfromDrive(W) TotalHeata(W) Airflow(CFM)toMaintain15FTemp.Rise
T1F80LP 10 246 307 65
T1F130LP 20 492 615 129
T1F200LP 30 738 922 194
T1F350LP 50 1229 1536 324
aTotal heat load factors 25 percent greater than VFD for passive components

Assumptions: Specific values and physical sizes must be verified.
Typical motor efficiency is 91 percent; typical drive efficiency is 97 percent.

LockingTHandle OptionallockingT-Handleavailableforreplacementofthequarter-
turnlatch(orderseparately).
Bulletin:T90R3

CatalogNumber Description
ALTC3R Available for replacement of the quarter-turn latch
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Hinged-Cover,Type1

IndustryStandards

UL50,50EListed;Type1;FileNo.E27567
cULListedperCSAC22.2No40;Type1;FileNo.E27567

NEMA/EEMACType1
CSA,File42184:Type1
IEC60529,IP30

Application
Theseboxesfeaturearecessed,slottedflushlatchforsecurityas
wellasknockoutsonallfoursides,makingthemsuitableforawide
varietyofapplications.

Features
• Varioussizesofeasilyremovableconcentricknockoutsonallfour

sides
• Butthinges
• Mountingholesonbackofbox
• Provisionforgrounding

Specifications
• 16or14gaugesteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
pretreatedsurfaces.Unlessotherwisespecified,allcustomcutout
boxesarefinishedwithANSI61graypolyesterpaint.

Accessories
[s-3403]
[s-3458]
[s-3403]
[s-3428]
Bulletin:A90HC

StandardProduct 
CatalogNumber AxBxCin. AxBxCmm KnockoutPatternalong“A”Sides KnockoutPatternalong“B”Sides
AHE6X4X4 6.00 x 4.00 x 4.00 152 x 102 x 102 B-C-D B-C
AHE6X6X4 6.00 x 6.00 x 4.00 152 x 152 x 102 B-C-D B-C-D
AHE8X6X4 8.00 x 6.00 x 4.00 203 x 152 x 102 F-G-H-I B-C-D
AHE8X8X4 8.00 x 8.00 x 4.00 203 x 203 x 102 F-G-H-I F-G-H-I
AHE10X8X4 10.00 x 8.00 x 4.00 254 x 203 x 102 F-G-H-I F-G-H-I
AHE10X10X4 10.00 x 10.00 x 4.00 254 x 254 x 102 F-G-H-I C-D-E-F-G
AHE12X8X4 12.00 x 8.00 x 4.00 305 x 203 x 102 C-D-E-F-G F-G-H-I
AHE12X10X4 12.00 x 10.00 x 4.00 305 x 254 x 102 C-D-E-F-G C-D-E-F-G
AHE12X12X4 12.00 x 12.00 x 4.00 305 x 305 x 102 C-D-E-F-G C-D-E-F-G
AHE16X12X4 16.00 x 12.00 x 4.00 406 x 305 x 102 B-C-D-E-F-G-H C-D-E-F-G
AHE18X12X4 18.00 x 12.00 x 4.00 457 x 305 x 102 A-B-C-D-E-F-G-H-I C-D-E-F-G
AHE6X6X6 6.00 x 6.00 x 6.00 152 x 152 x 152 B-C-D B-C-D
AHE8X8X6 8.00 x 8.00 x 6.00 203 x 203 x 152 F-G-H-I F-G-H-I
AHE10X8X6 10.00 x 8.00 x 6.00 254 x 203 x 152 F-G-H-I F-G-H-I
AHE10X10X6 10.00 x 10.00 x 6.00 254 x 254 x 152 F-G-H-I C-D-E-F-G
AHE12X10X6 12.00 x 10.00 x 6.00 305 x 254 x 152 C-D-E-F-G C-D-E-F-G
AHE12X12X6 12.00 x 12.00 x 6.00 305 x 305 x 152 C-D-E-F-G C-D-E-F-G
AHE16X12X6 16.00 x 12.00 x 6.00 406 x 305 x 152 B-C-D-E-F-G-H C-D-E-F-G
AHE16X16X6 16.00 x 16.00 x 6.00 406 x 406 x 152 B-C-D-E-F-G-H B-C-D-E-F-G-H
AHE18X12X6 18.00 x 12.00 x 6.00 457 x 305 x 152 A-B-C-D-E-F-G-H-I C-D-E-F-G
AHE18X18X6 18.00 x 18.00 x 6.00 457 x 457 x 152 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
AHE24X18X6 24.00 x 18.00 x 6.00 610 x 457 x 152 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
AHE24X24X6 24.00 x 24.00 x 6.00 610 x 610 x 152 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
AHE30X24X6 30.00 x 24.00 x 6.00 762 x 610 x 152 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
AHE36X24X6 36.00 x 24.00 x 6.00 914 x 610 x 152 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
AHE36X24X8 36.00 x 24.00 x 8.00 914 x 610 x 203 A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I
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Small,Type1

IndustryStandards

UL50,50EListed;Type1;FileNo.E27567
cULListedperCSAC22.2No40;Type1;FileNo.E27567

NEMA/EEMACType1
CSA,File42184:Type1
IEC60529,IP30

Application
Theseenclosureshaveasizerangeof6x6x4-in.to14x12x8-in.and
meetbasicfunctionalityrequirementsforapplicationsthatdonot
requireoil-ordust-tightenclosures.

Features
• Flushslottedlatchoperatedwithascrewdriver;optionallatches

available
• Weldnutsprovidedformountingoptionalpanels
• Butthinges
• Mountingholesonbackofenclosure

Specifications
• 16gaugesteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
pretreatedsurfaces.Optionalsolidpanelsarewhiteandoptional
perforatedpanelsaregray.

Accessories
[s-3403]
[s-3458]
[s-3436]
[s-3403]
[s-3428]
[s-3385]
Bulletin:A1SM

StandardProduct 

CatalogNumber AxBxCin./mm Panel PerforatedPanel
PanelSizeDxE
in./mm

A6N64 6.00 x 6.00 x 4.00 
152 x 152 x 102

A6N6P A6N6PP 4.25 x 4.25
108 x 108

A8N64 8.00 x 6.00 x 4.00 
203 x 152 x 102

A8N6P A8N6PP 6.25 x 4.25
159 x 108

A8N84 8.00 x 8.00 x 4.00 
203 x 203 x 102

A8N8P A8N8PP 6.25 x 6.25
159 x 159

A10N84 10.00 x 8.00 x 4.00 
254 x 203 x 102

A10N8P A10N8PP 8.25 x 6.25
210 x 159

A10N104 10.00 x 10.00 x 4.00 
254 x 254 x 102

A10N10P A10N10PP 8.25 x 8.25
210 x 210

A12N104 12.00 x 10.00 x 4.00 
305 x 254 x 102

A12N10P A12N10PP 10.25 x 8.25
260 x 210

A12N124 12.00 x 12.00 x 4.00 
305 x 305 x 102

A12N12P A12N12PP 10.25 x 10.25
260 x 260

A14N124 14.00 x 12.00 x 4.00 
356 x 305 x 102

A14N12P A14N12PP 12.25 x 10.25
311 x 260

A8N66 8.00 x 6.00 x 6.00 
203 x 152 x 152

A8N6P A8N6PP 6.25 x 4.25
159 x 108

A8N86 8.00 x 8.00 x 6.00 
203 x 203 x 152

A8N8P A8N8PP 6.25 x 6.25
159 x 159

A10N86 10.00 x 8.00 x 6.00 
254 x 203 x 152

A10N8P A10N8PP 8.25 x 6.25
210 x 159

A10N106 10.00 x 10.00 x 6.00 
254 x 254 x 152

A10N10P A10N10PP 8.25 x 8.25
210 x 210

A12N106 12.00 x 10.00 x 6.00 
305 x 254 x 152

A12N10P A12N10PP 10.25 x 8.25
260 x 210

A12N126 12.00 x 12.00 x 6.00 
305 x 305 x 152

A12N12P A12N12PP 10.25 x 10.25
260 x 260

A14N126 14.00 x 12.00 x 6.00 
356 x 305 x 152

A14N12P A14N12PP 12.25 x 10.25
311 x 260

A16N126 16.00 x 12.00 x 6.00 
406 x 305 x 152

A16N12P A16N12PP 14.25 x 10.25
362 x 260

A20N126 20.00 x 12.00 x 6.00 
508 x 305 x 152

A20N12P A20N12PP 18.25 x 10.25
464 x 260

A12N128 12.00 x 12.00 x 8.00 
305 x 305 x 203

A12N12P A12N12PP 10.25 x 10.25
260 x 260

A14N128 14.00 x 12.00 x 8.00 
356 x 305 x 203

A14N12P A14N12PP 12.25 x 10.25
311 x 260

Purchase panels separately.
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Medium,Type1

IndustryStandards

UL50,50EListed;Type1;FileNo.E27567
cULListedperCSAC22.2No40;Type1;FileNo.E27567

NEMA/EEMACType1
CSA,File42184:Type1
IEC60529,IP30

Application
Theseenclosureshaveasizerangeof16x12x6-in.to36x30x12-in.
andmeetbasicfunctionalityrequirementsforapplicationsthatdo
notrequireoil-ordust-tightenclosures.

Features
• Doorshavebutthinges
• Collarstudsprovidedformountingoptionalpanel
• Slottedflushlatches;optionallatchesavailable
• Mountingholesonbackofenclosure

Specifications
• 14or12gaugesteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
pretreatedsurfaces.Optionalsolidpanelsarewhiteandoptional
perforatedpanelsaregray.

Accessories
[s-3403]
[s-3559]
[s-3420]
[s-3458]
[s-3437]
[s-3507]
[s-3403]
[s-3428]
[s-3385]
Bulletin:A1M

StandardProduct 

CatalogNumber AxBxCin./mm Panel PerforatedPanel

PanelSize
DxE
in./mm

Panel
Gauge

G
in./mm

H
in./mm

J
in./mm

Q
in./mm

P
in./mm

F
in./mm

K
in./mm

A16N12ALP 16.00 x 12.00 x 6.62 
406 x 305 x 168

A16N12MP A16N12MPP 13.00 x 10.50
330 x 267

14 13.88
353

7.00
178

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A16N16ALP 16.00 x 16.00 x 6.62 
406 x 406 x 168

A16N16MP A16N16MPP 13.00 x 14.50
330 x 368

14 13.88
353

11.00
279

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A16N20ALP 16.00 x 20.00 x 6.62 
406 x 508 x 168

A16N20MP A16N20MPP 13.00 x 18.50
330 x 470

14 13.88
353

15.00
381

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A20N16ALP 20.00 x 16.00 x 6.62 
508 x 406 x 168

A20N16MP A20N16MPP 17.00 x 14.50
432 x 368

14 17.88
454

11.00
279

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A20N20ALP 20.00 x 20.00 x 6.62 
508 x 508 x 168

A20N20MP A20N20MPP 17.00 x 18.50
432 x 470

14 17.88
454

15.00
381

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A24N16ALP 24.00 x 16.00 x 6.62 
610 x 406 x 168

A24N16MP A24N16MPP 21.00 x 14.50
533 x 368

14 21.88
556

11.00
279

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A24N20ALP 24.00 x 20.00 x 6.62 
610 x 508 x 168

A24N20MP A24N20MPP 21.00 x 18.50
533 x 470

14 21.88
556

15.00
381

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A24N24ALP 24.00 x 24.00 x 6.62 
610 x 610 x 168

A24N24MP A24N24MPPa 21.00 x 22.50
533 x 572

12 21.88
556

19.00
483

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A30N24ALP 30.00 x 24.00 x 6.62 
762 x 610 x 168

A30N24MP A30N24MPPa 26.00 x 22.50
660 x 572

12 27.50
699

16.75
425

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A36N24ALP 36.00 x 24.00 x 6.62 
914 x 610 x 168

A36N24MP A36N24MPPa 32.00 x 22.50
813 x 572

12 33.50
851

16.75
425

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A36N30ALP 36.00 x 30.00 x 6.62 
914 x 762 x 168

A36N30MP A36N30MPPa 32.00 x 28.50
813 x 724

12 33.50
851

22.75
578

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A16N12BLP 16.00 x 12.00 x 8.62 
406 x 305 x 219

A16N12MP A16N12MPP 13.00 x 10.50
330 x 267

14 13.88
353

7.00
178

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A20N12BLP 20.00 x 12.00 x 8.62 
508 x 305 x 219

A20N12MP A20N12MPP 17.00 x 10.50
432 x 267

14 17.88
454

7.00
178

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A20N16BLP 20.00 x 16.00 x 8.62 
508 x 406 x 219

A20N16MP A20N16MPP 17.00 x 14.50
432 x 368

14 17.88
454

11.00
279

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A20N20BLP 20.00 x 20.00 x 8.62 
508 x 508 x 219

A20N20MP A20N20MPP 17.00 x 18.50
432 x 470

14 17.88
454

15.00
381

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A24N20BLP 24.00 x 20.00 x 8.62 
610 x 508 x 219

A24N20MP A24N20MPP 21.00 x 18.50
533 x 470

14 21.88
556

15.00
381

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A24N24BLP 24.00 x 24.00 x 8.62 
610 x 610 x 219

A24N24MP A24N24MPPa 21.00 x 22.50
533 x 572

12 21.88
556

19.00
483

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A30N20BLP 30.00 x 20.00 x 8.62 
762 x 508 x 219

A30N20MP A30N20MPPa 26.00 x 18.50
660 x 470

12 27.50
699

15.00
381

2.50
64

1.25
32

0.44
11

8.00
203

2.00
51

A30N24BLP 30.00 x 24.00 x 8.62 
762 x 610 x 219

A30N24MP A30N24MPPa 26.00 x 22.50
660 x 572

12 27.50
699

16.75
425

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51
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CatalogNumber AxBxCin./mm Panel PerforatedPanel

PanelSize
DxE
in./mm

Panel
Gauge

G
in./mm

H
in./mm

J
in./mm

Q
in./mm

P
in./mm

F
in./mm

K
in./mm

A30N30BLP 30.00 x 30.00 x 8.62 
762 x 762 x 219

A30N30MP A30N30MPPa 26.00 x 28.50
660 x 724

12 27.50
699

22.75
578

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A36N24BLP 36.00 x 24.00 x 8.62 
914 x 610 x 219

A36N24MP A36N24MPPa 32.00 x 22.50
813 x 572

12 33.50
851

16.75
425

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A36N30BLP 36.00 x 30.00 x 8.62 
914 x 762 x 219

A36N30MP A36N30MPPa 32.00 x 28.50
813 x 724

12 33.50
851

22.75
578

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A18N18CLP 18.00 x 18.00 x 10.62 
441 x 441 x 270

A18N18MP A18N18MPP 15.00 x 16.50
381 x 419

14 15.88
403

13.00
330

2.50
64

1.06
27

0.31
8

10.00
254

1.50
38

A24N20CLP 24.00 x 20.00 x 10.62 
610 x 508 x 270

A24N20MP A24N20MPP 21.00 x 18.50
533 x 470

14 21.88
556

15.00
381

2.50
64

1.06
27

0.31
8

10.00
254

1.50
38

A30N24CLP 30.00 x 24.00 x 10.62 
762 x 610 x 270

A30N24MP A30N24MPPa 21.00 x 22.50
533 x 572

12 27.50
699

16.75
425

3.62
92

1.25
32

0.44
11

10.00
254

2.00
51

A24N24DLP 24.00 x 24.00 x 12.62 
610 x 610 x 321

A24N24MP A24N24MPPa 21.00 x 22.50
533 x 572

12 21.88
556

19.00
483

2.50
64

1.06
27

0.31
8

12.00
305

1.50
38

A30N24DLP 30.00 x 24.00 x 12.62 
762 x 610 x 321

A30N24MP A30N24MPPa 26.00 x 22.50
660 x 724

12 27.50
699

16.75
425

3.62
92

1.25
32

0.44
11

12.00
305

2.00
51

A36N30DLP 36.00 x 30.00 x 12.62 
914 x 762 x 321

A36N30MP A36N30MPPa 32.00 x 28.50
813 x 724

12 33.50
851

22.75
578

3.62
92

1.25
32

0.44
11

12.00
305

2.00
51

Purchase panels separately.
aFlanged on all four sides
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Large,Type1

IndustryStandards

UL50,50EListed;Type1;FileNo.E27567
cULListedperCSAC22.2No40;Type1;FileNo.E27567

NEMA/EEMACType1
CSA,File42184:Type1
IEC60529,IP30

Application
Theseenclosureshaveasizerangeof42x30x9-in.to48x36x17-in.
andmeetbasicfunctionalityrequirementsforapplicationsthatdo
notrequireoil-ordust-tightenclosures.

Features
• Continuoushingeondoor
• Slottedflushlatch;optionallatchesavailable
• Collarstudsprovidedformountingoptionalpanels
• Mountingholesonbackofenclosure;optionalmountingbracket

kitisavailable(AMFLN1)

Specifications
• 14gaugesteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
pretreatedsurfaces.Optionalpanelsarewhite.

Accessories
[s-3403]
[s-3559]
[s-3420]
[s-3458]
[s-3437]
[s-3450]
[s-106445]
[s-3428]
[s-3385]
Bulletin:A1L

StandardProduct 

CatalogNumber AxBxCin./mm Panel
PanelSizeDxE
in./mm MountingBracketKit

A42N3009 42.00 x 30.00 x 9.25 
1067 x 762 x 235

A42P30 39.00 x 27.00
991 x 686

AMFLN1

A42N3609 42.00 x 36.00 x 9.25 
1067 x 914 x 235

A42P36 39.00 x 33.00
991 x 838

AMFLN1

A48N3609 48.00 x 36.00 x 9.25 
1219 x 914 x 235

A48P36 45.00 x 33.00
1143 x 838

AMFLN1

A48N3611 48.00 x 36.00 x 11.25 
1219 x 914 x 286

A48P36 45.00 x 33.00
1143 x 838

AMFLN1

A42N3013 42.00 x 30.00 x 13.25 
1067 x 762 x 337

A42P30 39.00 x 27.00
991 x 686

AMFLN1

A42N3613 42.00 x 36.00 x 13.25 
1067 x 914 x 337

A42P36 39.00 x 33.00
991 x 838

AMFLN1

A48N3613 48.00 x 36.00 x 13.25 
1219 x 914 x 337

A48P36 45.00 x 33.00
1143 x 838

AMFLN1

A48N3617 48.00 x 36.00 x 17.25 
1219 x 914 x 438

A48P36 45.00 x 33.00
1143 x 838

AMFLN1

Purchase panels separately. Optional aluminum panels are available for most sizes. 

Mounting Bracket Kit must be ordered separately.
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LockingIntegratedPerforatedPanelEnclosure,Type1

IndustryStandards

UL50,50EListed;Type1;FileNo.E27567
cULListedperCSAC22.2No40;Type1;FileNo.E27567

NEMA/EEMACType1
IEC60529,IP30

Application
Theperforatedpanelthatshipsinsidetheseenclosuresacceptsself-
tappingscrewsandeliminatestheneedtomeasure,markanddrill
whenmountingcomponents,whichresultsinlaborandtimesavings.

Features
• Doorhaskeylockquarter-turnlatch;twokeysincluded
• Selectmodelshaveconcentricknockoutsonfoursides

Specifications
• 14and16gaugesteel
• Includesremovable16gaugegrayperforatedpanel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
pretreatedsurfaces.

Accessories
[s-3428]
Bulletin:A1PP

StandardProduct 

CatalogNumber AxBxCin./mm
PanelSizeDxE
in./mm

MountingHolesGxH
in./mm KnockoutPatternA-Sides KnockoutPatternB-Sides

A12126T1PP 12.00 x 12.00 x 6.00 
305 x 305 x 152

10.25 x 10.25
260 x 260

9.00 x 11.00
229 x 279

C-D-E-F-G C-D-E-F-G

A16126T1PP 16.00 x 12.00 x 6.00 
406 x 305 x 152

14.25 x 10.25
362 x 260

13.00 x 11.00
330 x 279

B-C-D-E-F-G-H C-D-E-F-G

A2016AT1PP 20.00 x 16.00 x 6.62 
508 x 406 x 168

17.00 x 14.50
432 x 368

17.88 x 11.00
454 x 279

A-B-C-D-E-F-G-H-I B-C-D-E-F-G-H

A2420AT1PP 24.00 x 20.00 x 6.62 
610 x 508 x 168

21.00 x 18.50
533 x 470

21.88 x 15.00
556 x 381

A-B-C-D-E-F-G-H-I A-B-C-D-E-F-G-H-I

A3624AT1PP 36.00 x 24.00 x 6.62 
914 x 610 x 168

32.00 x 22.50
813 x 572

33.50 x 16.75
851 x 425

— —

A3630AT1PP 36.00 x 30.00 x 6.62 
914 x 762 x 168

32.00 x 31.50
813 x 800

33.50 x 22.75
851 x 578

— —
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LockingUtilityCabinets,Type1

IndustryStandards

UL50,50EListed;Type1;FileNumberE27567
cULListedperCSAC22.2No40;Type1;FileNumberE27567

NEMA/EEMACType1
IEC60529,IP30

Application
Keyhookandshelfmodelsofthiscabinetprotectfusesandother
componentsandcanbeequippedwithacombinationlockfor
applicationsthatrequiresecurity.
SHELFMODELSA242412UC,A302412UC,A362412UC,A363012UC
Shelfcabinetsprovidealevelofsecurityforstorageofequipment,
fuses,andothercomponents.Twoshelvesincludedwithshelf
modelsareeasilyadjustedwithouttoolsbyplacingtabsinslots
locatedonenclosuresides.
KEYHOOKMODELSA24244UC,A12122UC
Useaskeycabinetsorahanginglockertoorganizeitemsthatrequire
alevelofsecurity.Keyhookmodelshaveintegralhooksassembledin
doorandbackofenclosure.

Features
• Fourmountingkeyholesinbackofenclosure
• Removabledoorwithreversiblehinge;doorcanhingefromeither

leftorrightsideandcanbechangedwithouttools
• Doorhasquarter-turnkeylock;twokeysincluded
• Combinationlockisavailableasanaccessoryandis

interchangeablewithstandardcutoutandlatchcam
• Retractablespringhinge
• Nogasketing

Specifications
• 16or14gaugesteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideanout

Accessories
[s-2919]
[s-3428]
Bulletin:A1UC,DWS12

StandardProduct 

CatalogNumber AxBxCin./mm Description
MountingHolesG
in./mm

MountingHolesH
in./mm

MaximumNo.Shelf
Locations/Hooks

A242412UC 24.00 x 24.00 x 12.00 
610 x 610 x 305

Shelf Model 16.00
406

18.00
457

3 Shelves

A302412UC 30.00 x 24.00 x 12.00 
762 x 610 x 305

Shelf Model 22.00
558

18.00
457

4 Shelves

A363012UC 36.00 x 30.00 x 12.00 
914 x 762 x 305

Shelf Model 28.00
711

24.00
610

5 Shelves

A12122UC 12.00 x 12.00 x 2.00 
305 x 305 x 51

Hook Model 7.00
178

7.25
184

52 Hooks

 Accessories
CatalogNumber AxBxCin./mm Description
A30S12UC 0.00 Shelf
PTLCMB3B 0.00 Combination Lock
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Type 3R
Screw-Cover Type 3R Boxes and Enclosures

Horizontal-Mount,Type3R

IndustryStandards
Maintains Type 3R rating when mounted horizontally. Maintains Type 1 
rating when mounted vertically.
UL50,50EListed;Type3R;FileNo.E27525
cULListedperCSAC22.2No94;Type3R;FileNo.E27525

NEMA/EEMACType3R
IEC60529,IP32

Application
Usethisenclosureasawiring,junctionorpullboxforoutside
horizontalmountingapplicationssuchasrooftopsorpads.Vertical
structureformountingisnotrequired.

Features
• Thescrewcoveristhedripshieldproviding3/4-in.overhangon

eachsideforoutdoorprotection
• Nogasketing
• Screwlocationsoncoverareembossed

• Enclosurebodyflangeisformedoutward
• Mountingholesonbackfordirectmountingthroughtheback

tostrutormountingsurface;verticalstructureformountingnot
required

• Optionalmountingbrackets(included)providea1-in.clearanceoff
surfaceforprotectionagainstpoolingwater

Specifications
• 16or12gaugegalvanizedsteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
pretreatedsurfaces.

Accessories
[s-3428]
Bulletin:A90RH
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StandardProduct 

CatalogNumber AxBxCin./mm
G
in./mm

H
in./mm

L
in./mm

W
in./mm

A8R84HM 8.00 x 8.00 x 4.00 
203 x 203 x 102

5.50
140

5.50
140

9.83
250

8.83
213

A10R104HM 10.00 x 10.00 x 4.00 
254 x 254 x 102

5.50
140

7.50
191

11.83
300

10.38
264

A12R126HM 12.00 x 12.00 x 6.00 
305 x 305 x 152

5.50
140

9.50
241

13.83
351

12.38
314

A24R206HM 24.00 x 20.00 x 6.00 
610 x 508 x 152

21.50
546

17.50
445

25.83
656

20.38
518
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Screw-Cover,Type3R

IndustryStandards

UL50,50EListed;Type3R;FileNo.E27525
cULListedperCSAC22.2No94;Type3R;FileNo.E27525

NEMA/EEMACType3R
IEC60529,IP32

Application
Usethisenclosurewithorwithoutknockoutsinoutdoorapplications
asawiringorjunctionbox.

Features
• Dripshieldtopandseam-freesides,frontandback
• Slip-onremovablecoverfastenedwithplatedsteelscrewsalong

bottomedge
• Handlesonlargersizes(seetable)
• Embossedmountingholesonbackofenclosure
• Knockoutsinbottomof16and14gaugeenclosures
• Provisionforpadlocking
• Nogasketing

Specifications
• 16,14or12gaugegalvanizedsteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
pretreatedsurfaces.

Accessories
[s-3433]
[s-3559]
[s-3458]
[s-3242]
[s-3428]
Bulletin:A90S3

StandardProduct 

CatalogNumber AxBxCin./mm BodyStyle
D
in./mm

MountingH
in./mm

MountingJ
in./mm KnockoutPattern

A4R44 4.00 x 4.00 x 4.00 
102 x 102 x 102

A —
—

1.88
48

2.00
51

B-C

A6R44 6.00 x 4.00 x 4.00 
152 x 102 x 102

A —
—

1.88
48

1.06
27

B-C

A12R44 12.00 x 4.00 x 4.00 
305 x 102 x 102

A —
—

1.88
48

1.06
27

B-C

A6R64 6.00 x 6.00 x 4.00 
152 x 152 x 102

A —
—

2.25
57

1.06
27

B-C-D

A8R64 8.00 x 6.00 x 4.00 
203 x 152 x 102

A —
—

2.25
57

1.06
27

B-C-D

A8R84 8.00 x 8.00 x 4.00 
203 x 203 x 102

A —
—

2.25
57

1.06
27

F-G-H-I

A10R84 10.00 x 8.00 x 4.00 
254 x 203 x 102

A —
—

2.25
57

1.06
27

F-G-H-I

A12R84 12.00 x 8.00 x 4.00 
305 x 203 x 102

A —
—

2.25
57

1.06
27

F-G-H-I

A10R104 10.00 x 10.00 x 4.00 
254 x 254 x 102

A —
—

2.25
57

1.06
27

C-D-E-F-G

A12R104 12.00 x 10.00 x 4.00 
305 x 254 x 102

A —
—

2.25
57

1.06
27

C-D-E-F-G

A12R124 12.00 x 12.00 x 4.00 
305 x 305 x 102

A —
—

2.25
57

1.06
27

C-D-E-F-G

A18R124 18.00 x 12.00 x 4.00 
457 x 305 x 102

A —
—

2.25
57

1.06
27

C-D-E-F-G

A18R184 18.00 x 18.00 x 4.00 
457 x 457 x 102

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A6R66 6.00 x 6.00 x 6.00 
152 x 152 x 152

A —
—

2.25
57

1.06
27

B-C-D

A8R86 8.00 x 8.00 x 6.00 
203 x 203 x 152

A —
—

2.25
57

1.06
27

F-G-H-I

A10R86 10.00 x 8.00 x 6.00 
254 x 203 x 152

A —
—

2.25
57

1.06
27

F-G-H-I

A10R106 10.00 x 10.00 x 6.00 
254 x 254 x 152

A —
—

2.25
57

1.06
27

C-D-E-F-G

A12R86 12.00 x 8.00 x 6.00 
305 x 203 x 152

A —
—

2.25
57

1.06
27

F-G-H-I

A12R106 12.00 x 10.00 x 6.00 
305 x 254 x 152

A —
—

2.25
57

1.06
27

C-D-E-F-G

A12R126 12.00 x 12.00 x 6.00 
305 x 305 x 152

A —
—

2.25
57

1.06
27

C-D-E-F-G

A15R126 15.00 x 12.00 x 6.00 
381 x 305 x 152

A —
—

2.25
57

1.06
27

C-D-E-F-G
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CatalogNumber AxBxCin./mm BodyStyle
D
in./mm

MountingH
in./mm

MountingJ
in./mm KnockoutPattern

A16R126 16.00 x 12.00 x 6.00 
406 x 305 x 152

A —
—

2.25
57

1.06
27

C-D-E-F-G

A18R126 18.00 x 12.00 x 6.00 
457 x 305 x 152

A —
—

2.25
57

1.06
27

C-D-E-F-G

A18R186 18.00 x 18.00 x 6.00 
457 x 457 x 152

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A24R126 24.00 x 12.00 x 6.00 
610 x 305 x 152

B —
—

13.00
330

1.12
28

C-D-E-F-G

A24R186 24.00 x 18.00 x 6.00 
610 x 457 x 152

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A24R246 24.00 x 24.00 x 6.00 
610 x 610 x 152

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A8R88 8.00 x 8.00 x 8.00 
203 x 203 x 203

A —
—

2.25
57

1.06
27

F-G-H-I

A12R128 12.00 x 12.00 x 8.00 
305 x 305 x 203

A —
—

2.25
57

1.06
27

C-D-E-F-G

A15R128 15.00 x 12.00 x 8.00 
381 x 305 x 203

A —
—

2.25
57

1.06
27

C-D-E-F-G

A18R128 18.00 x 12.00 x 8.00 
457 x 305 x 203

A —
—

2.25
57

1.12
28

C-D-E-F-G

A24R168 24.00 x 16.00 x 8.00 
610 x 407 x 203

B —
—

13.00
330

1.12
28

C-D-E-F-G

A18R188 18.00 x 18.00 x 8.00 
457 x 457 x 203

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A24R188 24.00 x 18.00 x 8.00 
610 x 457 x 203

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A24R208 24.00 x 20.00 x 8.00 
610 x 508 x 203

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A24R248 24.00 x 24.00 x 8.00 
610 x 610 x 203

C 12.19
310

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A30R248 30.00 x 24.00 x 8.00 
762 x 610 x 203

C 15.19
386

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A48R368 48.00 x 36.00 x 8.00 
1219 x 914 x 203

C 24.19
614

33.00
838

1.50
38

A-B-C-D-E-F-G-H-I

A18R1810 18.00 x 18.00 x 10.00 
457 x 457 x 254

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A24R1810 24.00 x 18.00 x 10.00 
610 x 457 x 254

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A24R2410 24.00 x 24.00 x 10.00 
610 x 610 x 254

C 12.19
310

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A30R2410 30.00 x 24.00 x 10.00 
762 x 610 x 254

C 15.19
386

13.00
330

1.50
38

A-B-C-D-E-F-G-H-I

A24R2412 24.00 x 24.00 x 12.00 
610 x 610 x 305

C 12.19
310

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A30R3012 30.00 x 30.00 x 12.00 
762 x 762 x 305

C 15.19
386

27.00
686

1.50
38

A-B-C-D-E-F-G-H-I

A36R3012 36.00 x 30.00 x 12.00 
914 x 762 x 305

C 18.19
462

27.00
686

1.50
38

A-B-C-D-E-F-G-H-I

A36R3612 36.00 x 36.00 x 12.00 
914 x 914 x 305

C 18.19
462

33.00
838

1.50
38

A-B-C-D-E-F-G-H-I

A30R3016 30.00 x 30.00 x 16.00 
762 x 762 x 406

C 15.19
386

27.00
686

1.50
38

A-B-C-D-E-F-G-H-I

A48R3616 48.00 x 36.00 x 16.00 
1219 x 914 x 406

C 24.19
614

33.00
838

1.50
38

A-B-C-D-E-F-G-H-I

A4R44NK 4.00 x 4.00 x 4.00 
102 x 102 x 102

A —
—

1.88
48

2.00
51

—

A6R64NK 6.00 x 6.00 x 4.00 
152 x 152 x 102

A —
—

2.25
57

1.06
27

—

A8R64NK 8.00 x 6.00 x 4.00 
203 x 152 x 102

A —
—

2.25
57

1.06
27

—

A8R84NK 8.00 x 8.00 x 4.00 
203 x 203 x 102

A —
—

2.25
57

1.06
27

—

A10R84NK 10.00 x 8.00 x 4.00 
254 x 203 x 102

A —
—

2.25
57

1.06
27

—

A12R84NK 12.00 x 8.00 x 4.00 
305 x 203 x 102

A —
—

2.25
57

1.06
27

—

A10R104NK 10.00 x 10.00 x 4.00 
254 x 254 x 102

A —
—

2.25
57

1.06
27

—

A12R104NK 12.00 x 10.00 x 4.00 
305 x 254 x 102

A —
—

2.25
57

1.06
27

—

A12R124NK 12.00 x 12.00 x 4.00 
305 x 305 x 102

A —
—

2.25
57

1.06
27

—

A18R184NK 18.00 x 18.00 x 4.00 
457 x 457 x 102

B —
—

13.00
330

1.12
28

—

A6R66NK 6.00 x 6.00 x 6.00 
152 x 152 x 152

A —
—

2.25
57

1.06
27

—
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CatalogNumber AxBxCin./mm BodyStyle
D
in./mm

MountingH
in./mm

MountingJ
in./mm KnockoutPattern

A18R66NK 18.00 x 6.00 x 6.00 
457 x 152 x 152

A —
—

2.25
57

1.06
27

—

A8R86NK 8.00 x 8.00 x 6.00 
203 x 203 x 152

A —
—

2.25
57

1.06
27

—

A10R86NK 10.00 x 8.00 x 6.00 
254 x 203 x 152

A —
—

2.25
57

1.06
27

—

A10R106NK 10.00 x 10.00 x 6.00 
254 x 254 x 152

A —
—

2.25
57

1.06
27

—

A12R106NK 12.00 x 10.00 x 6.00 
305 x 254 x 152

A —
—

2.25
57

1.06
27

—

A12R126NK 12.00 x 12.00 x 6.00 
305 x 305 x 152

A —
—

2.25
57

1.06
27

—

A15R126NK 15.00 x 12.00 x 6.00 
381 x 305 x 152

A —
—

2.25
57

1.06
27

—

A16R126NK 16.00 x 12.00 x 6.00 
406 x 305 x 152

A —
—

2.25
57

1.06
27

—

A18R126NK 18.00 x 12.00 x 6.00 
457 x 305 x 152

A —
—

2.25
57

1.06
27

—

A18R186NK 18.00 x 18.00 x 6.00 
457 x 457 x 152

B —
—

13.00
330

1.12
28

—

A24R186NK 24.00 x 18.00 x 6.00 
610 x 457 x 152

B —
—

13.00
330

1.12
28

—

A24R246NK 24.00 x 24.00 x 6.00 
610 x 610 x 152

B —
—

13.00
330

1.12
28

—

A8R88NK 8.00 x 8.00 x 8.00 
203 x 203 x 203

A —
—

2.25
1.06

1.06
27

—

A24R88NK 24.00 x 8.00 x 8.00 
610 x 203 x 203

A —
—

2.25
1.06

1.06
27

—

A12R128NK 12.00 x 12.00 x 8.00 
305 x 305 x 203

A —
—

2.25
57

1.06
27

—

A15R128NK 15.00 x 12.00 x 8.00 
381 x 305 x 203

A —
—

2.25
57

1.06
27

—

A18R128NK 18.00 x 12.00 x 8.00 
457 x 305 x 203

A —
—

2.25
57

1.12
28

—

A18R188NK 18.00 x 18.00 x 8.00 
457 x 457 x 203

B —
—

13.00
330

1.12
28

—

A24R188NK 24.00 x 18.00 x 8.00 
610 x 457 x 203

B —
—

13.00
330

1.12
28

—

A24R208NK 24.00 x 20.00 x 8.00 
610 x 508 x 203

B —
—

13.00
330

1.12
28

—

A24R248NK 24.00 x 24.00 x 8.00 
610 x 610 x 203

C 12.19
310

13.00
330

1.12
28

—

A30R248NK 30.00 x 24.00 x 8.00 
762 x 610 x 203

C 15.19
386

13.00
330

1.12
28

—

A48R368NK 48.00 x 36.00 x 8.00 
1220 x 915 x 203

C 24.19
614

33.00
838

1.50
38

—

A24R2410NK 24.00 x 24.00 x 10.00 
610 x 610 x 254

C 12.19
310

13.00
330

1.12
28

—

A24R2412NK 24.00 x 24.00 x 12.00 
610 x 610 x 305

C 12.19
310

13.00
330

1.12
28

—

A30R3012NK 30.00 x 30.00 x 12.00 
762 x 762 x 305

C 15.19
386

27.00
686

1.50
38

—

A36R3012NK 36.00 x 30.00 x 12.00 
914 x 762 x 305

C 18.19
462

27.00
686

1.50
38

—

A36R3612NK 36.00 x 36.00 x 12.00 
914 x 914 x 305

C 18.19
462

33.00
838

1.50
38

—

A30R3016NK 30.00 x 30.00 x 16.00 
762 x 762 x 406

C 15.19
386

27.00
686

1.50
38

—

A48R3616NK 48.00 x 36.00 x 16.00 
1219 x 915 x 406

C 24.19
614

33.00
838

1.50
38

—
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Screw-CoverGasketed,Type3

IndustryStandards

UL508AListed;Type3,12;FileNo.E61997
cULListedperCSAC22.2No94;Type3,12;FileNo.E61997

NEMA/EEMACType3and12(exceptformountingprovisions)
CSA,File42184:Type4and12
IEC60529,IP66

Application
Usethisenclosureasawiring,junction,pullorterminalboxin
applicationssubjecttowindblowndustand/orrain.

Features
• Captivatedstainlesssteelcoverscrewsthreadintosealedwells
• Oil-resistantgasketandadhesive
• Seamscontinuouslyweldedandgroundsmooth
• Noholesorknockouts
• Groundingstudoninsidebackofbox

Specifications
• 14or12gaugeG-90gradegalvanizedsteelbodies
• 12or10gaugeG-90gradegalvanizedsteelcovers

Finish
Coverhasgalvanizedfinish.BodyfinishisANSI61graypolyester
powderinsideandoutoverplatedsteel.

Accessories
[s-3433]
[s-3559]
[s-3458]
[s-3242]
Bulletin:A90GS
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StandardProduct 
CatalogNumber AxBxCin. AxBxCmm BodyGauge CoverGauge NumberofCoverScrews
A664GSC 6.00 x 6.00 x 4.00 152 x 152 x 102 14 12 4
A864GSC 8.00 x 6.00 x 4.00 203 x 152 x 102 14 12 4
A884GSC 8.00 x 8.00 x 4.00 203 x 203 x 102 14 12 4
A1084GSC 10.00 x 8.00 x 4.00 254 x 203 x 102 14 12 6
A10104GSC 10.00 x 10.00 x 4.00 254 x 254 x 102 14 12 8
A12124GSC 12.00 x 12.00 x 4.00 305 x 305 x 102 14 12 8
A666GSC 6.00 x 6.00 x 6.00 152 x 152 x 152 14 12 4
A886GSC 8.00 x 8.00 x 6.00 203 x 203 x 152 14 12 4
A10106GSC 10.00 x 10.00 x 6.00 254 x 254 x 152 14 12 8
A12106GSC 12.00 x 10.00 x 6.00 305 x 254 x 152 14 12 8
A12126GSC 12.00 x 12.00 x 6.00 305 x 305 x 152 14 12 8
A16126GSC 16.00 x 12.00 x 6.00 406 x 305 x 152 14 12 8
A16166GSC 16.00 x 16.00 x 6.00 406 x 406 x 152 14 10 8
A18186GSC 18.00 x 18.00 x 6.00 457 x 457 x 152 14 10 8
A20166GSC 20.00 x 16.00 x 6.00 508 x 406 x 152 14 10 8
A24246GSC 24.00 x 24.00 x 6.00 610 x 610 x 152 14 10 12
A888GSC 8.00 x 8.00 x 8.00 203 x 203 x 203 14 12 4
A10108GSC 10.00 x 10.00 x 8.00 254 x 254 x 203 14 12 8
A12128GSC 12.00 x 12.00 x 8.00 305 x 305 x 203 14 12 8
A16168GSC 16.00 x 16.00 x 8.00 406 x 406 x 203 14 10 8
A20208GSC 20.00 x 20.00 x 8.00 508 x 508 x 203 14 10 8
A24208GSC 24.00 x 20.00 x 8.00 610 x 508 x 203 14 10 10
A24248GSC 24.00 x 24.00 x 8.00 610 x 610 x 203 14 10 12
A30248GSC 30.00 x 24.00 x 8.00 762 x 610 x 203 14 10 12
A242410GSC 24.00 x 24.00 x 10.00 610 x 610 x 254 14 10 12
A121212GSC 12.00 x 12.00 x 12.00 305 x 305 x 305 14 12 8
A161612GSC 16.00 x 16.00 x 12.00 406 x 406 x 305 14 10 8
A202012GSC 20.00 x 20.00 x 12.00 508 x 508 x 305 14 10 8
A242412GSC 24.00 x 24.00 x 12.00 610 x 610 x 305 14 10 12
A303012GSC 30.00 x 30.00 x 12.00 762 x 762 x 305 12 10 12
A363612GSC 36.00 x 36.00 x 12.00 914 x 914 x 305 12 10 16
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Screw-CoverGalvanized,Type3R

IndustryStandards

UL50,50EListed;Type3R;FileNo.E27525
cULListedperCSAC22.2No94;Type3R;FileNo.E27525

NEMA/EEMACType3R
IEC60529,IP32

Application
Usethisenclosureasawiringorjunctionboxtoprotectcontrolsin
outdoorapplicationsrequiringgalvanizedsteel.

Features
• Drip-shieldtopandseam-freesides,frontandback
• Slip-onremovablecoverfastenedwithplatedsteelscrewsalong

bottomedge
• Doorhandlesonlargersides(bodystyleC;seetable)
• Embossedmountingholesonbackofenclosure
• Seetableforknockoutpattern
• Provisionforpadlocking
• Nogasketing

Specifications
• 16or14gaugegalvanizedsteel

Finish
Unpaintedgalvanizedsteel

Accessories
[s-3433]
[s-3559]
[s-3458]
[s-3242]
Bulletin:A90G3

StandardProduct 

CatalogNumber AxBxCin./mm BodyStyle
D
in./mm

MountingH
in./mm

MountingJ
in./mm KnockoutPattern

A4R44GV 4.00 x 4.00 x 4.00 
102 x 102 x 120

A —
—

1.88
48

2.00
51

B-C

A6R64GV 6.00 x 6.00 x 4.00 
152 x 152 x 102

A —
—

1.8
48

1.06
27

B-C-D

A8R84GV 8.00 x 8.00 x 4.00 
203 x 203 x 102

A —
—

2.25
57

1.06
27

B-C-D

A10R104GV 10.00 x 10.00 x 4.00 
254 x 254 x 102

A —
—

2.25
57

1.06
27

C-D-E-F-G

A12R124GV 12.00 x 12.00 x 4.00 
305 x 305 x 102

A —
—

2.25
57

1.06
27

C-D-E-F-G

A6R66GV 6.00 x 6.00 x 6.00 
152 x 152 x 152

A —
—

2.25
57

1.06
27

B-C-D

A8R86GV 8.00 x 8.00 x 6.00 
203 x 203 x 152

A —
—

2.25
57

1.06
27

F-G-H-I

A10R106GV 10.00 x 10.00 x 6.00 
254 x 254 x 152

A —
—

2.25
27

1.06
27

C-D-E-F-G

A12R126GV 12.00 x 12.00 x 6.00 
305 x 305 x 152

A —
—

2.25
27

1.06
27

C-D-E-F-G

A18R186GV 18.00 x 18.00 x 6.00 
457 x 457 x 152

B —
—

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A8R88GV 8.00 x 8.00 x 8.00 
203 x 203 x 203

A —
—

2.25
57

1.06
27

F-G-H-I

A8R88GVNK 8.00 x 8.00 x 8.00 
203 x 203 x 203

A —
—

2.25
57

1.06
27

—

A10R108GVNK 10.00 x 10.00 x 8.00 
254 x 254 x 203

A —
—

2.25
57

1.06
27

—

A12R128GV 12.00 x 12.00 x 8.00 
305 x 305 x 203

A —
—

2.25
57

1.06
27

C-D-E-F-G

A24R248GV 24.00 x 24.00 x 8.00 
610 x 610 x 203

C 12.19
310

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I

A24R2410GV 24.00 x 24.00 x 10.00 
610 x 610 x 254

C 12.19
310

13.00
330

1.12
28

A-B-C-D-E-F-G-H-I
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Hinge-Cover Type 3R Enclosures

Hinge-Cover,Small,Type3R

IndustryStandards

UL50,50EListed;Type3R;FileNo.E27567
cULListedperCSAC22.2No94;Type3RFileNo.E27567

NEMA/EEMACType3R
IEC60529,IP32

Application
Theseenclosureshaveasizerangeof6x4x4-in.to12x12x10-in.
andmeetbasicfunctionalityrequirementsforapplicationsthat
requireprotectionfromrain,sleet,snowordrippingwater.

Features
• Drip-shieldtopandseam-freesides,frontandback
• Platedsteelhingehasstainlesssteelpin
• Weldnutsprovidedformountingoptionalpanels
• Provisionsforpadlockingonzinc-plateddraw-pullcatch
• Knockoutsonbottomofenclosure
• Nogasketing

Specifications
• 16gaugegalvanizedsteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
galvanizedsteel.Optionalsolidpanelsarewhiteandoptional
perforatedpanelsaregray.

Accessories
[s-3433]
[s-3458]
[s-3436]
[s-3428]
Bulletin:A3SM

StandardProduct 

CatalogNumber AxBxCin./mm Panel PerforatedPanel
PanelSizeDxE
in./mm

MountingG
in./mm

OverallLxW
in./mm KnockoutPattern

A6R44HCR 6.00 x 4.00 x 4.00 
152 x 102 x 102

A6N4P A6N4PP 4.25 x 2.25
108 x 57

7.00
178

8.00 x 4.81
203 x 122

B-C-D

A6R64HCR 6.00 x 6.00 x 4.00 
152 x 152 x 102

A6N6P A6N6PP 4.25 x 4.25
108 x 108

7.00
178

8.00 x 6.81
203 x 173

B-C-D

A8R64HCR 8.00 x 6.00 x 4.00 
203 x 152 x 102

A8N6P A8N6PP 6.25 x 4.25
159 x 108

9.00
229

10.00 x 6.81
254 x 173

B-C-D

A8R86HCR 8.00 x 8.00 x 6.00 
203 x 203 x 152

A8N8P A8N8PP 6.25 x 6.25
159 x 159

9.00
229

10.00 x 8.81
254 x 224

F-G-H-I

A10R86HCR 10.00 x 8.00 x 6.00 
254 x 203 x 152

A10N8P A10N8PP 8.25 x 6.25
210 x 159

11.0
279

12.00 x 8.81
305 x 224

F-G-H-I

A12R106HCR 12.00 x 10.00 x 6.00 
305 x 254 x 152

A12N10P A12N10PP 10.25 x 8.25
260 x 210

13.0
330

14.00 x 10.81
356 x 275

C-D-E-F-G

A12R126HCR 12.00 x 12.00 x 6.00 
305 x 305 x 152

A12N12P A12N12PP 10.25 x 10.25
260 x 260

13.0
330

14.00 x 12.81
356 x 325

C-D-E-F-G

A12R1210HCR 12.00 x 12.00 x 10.00 
305 x 305 x 254

A12N12P A12N12PP 10.25 x 10.25
260 x 260

13.00
330

14.00 x 12.81
356 x 325

C-D-E-F-G

Purchase panels separately.

Purchase perforated panels separately.
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Hinge-Cover,Medium,Type3R

IndustryStandards

UL50,50EListed;Type3R;FileNo.E27567
cULListedperCSAC22.2No94;Type3RFileNo.E27567

NEMA/EEMACType3R
IEC60529,IP32

Application
Theseenclosureshaveasizerangeof16x12x6-in.to48x36x16-
in.andmeetbasicfunctionalityrequirementsforapplicationsthat
requireprotectionfromrain,sleet,snowordrippingwater.

Features
• Dripshieldtopandseam-freesides,front,andbackprotectfrom

rain,snow,orsleet
• 16gaugeplatedsteelcontinuoushingehasstainlesssteelpin
• Coverfastenedsecurelywithcaptiveplatedsteelscrews
• Collarstudsprovidedformountingoptionalpanels
• Haspandstapleprovidedforpadlocking
• Nogasketingorknockouts

Specifications
• 16or14gaugegalvanizedsteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
galvanizedsteel.Optionalsolidpanelsarewhite.

Accessories
[s-3433]
[s-3559]
[s-3458]
[s-3445]
[s-3440]
[s-3507]
[s-106445]
[s-3428]
[s-3385]
Bulletin:A3M

StandardProduct 
CatalogNumber AxBxCin. AxBxCmm Panel PerforatedPanel PanelSizeDxE(in.) PanelSizeDxE(mm) MountingGxH(in.) MountingGxH(mm) OverallL(in.) OverallL(mm)
A16R126HCR 16.00 x 12.00 x 6.00 406 x 305 x 152 A16P12 A16P12PP 13.00 x 9.00 330 x 229 17.00 x 3.00 432 x 76 18.00 457
A16R166HCR 16.00 x 16.00 x 6.00 406 x 406 x 152 A16P16 A16P16PP 13.00 x 13.00 330 x 330 17.00 x 13.00 432 x 330 18.00 457
A18R186HCR 18.00 x 18.00 x 6.00 457 x 457 x 152 A18P18 A18P18PP 15.00 x 15.00 381 x 381 19.00 x 13.00 483 x 330 20.00 508
A20R166HCR 20.00 x 16.00 x 6.00 508 x 406 x 152 A20P16 A20P16PP 17.00 x 13.00 432 x 330 21.00 x 13.00 533 x 330 22.00 559
A20R208HCR 20.00 x 20.00 x 8.00 508 x 508 x 203 A20P20 A20P20PP 17.00 x 17.00 432 x 432 21.00 x 13.00 533 x 330 22.00 559
A24R208HCR 24.00 x 20.00 x 8.00 610 x 508 x 203 A24P20 A24P20PP 21.00 x 17.00 533 x 432 25.00 x 13.00 635 x 330 26.00 660
A24R248HCR 24.00 x 24.00 x 8.00 610 x 610 x 203 A24P24 A24P24PP 21.00 x 21.00 533 x 533 25.00 x 13.00 635 x 330 26.00 660
A30R248HCR 30.00 x 24.00 x 8.00 762 x 610 x 203 A30P24 A30P24PP 27.00 x 21.00 686 x 533 31.00 x 13.00 787 x 330 32.00 813
A18R1810HCR 18.00 x 18.00 x 10.00 457 x 457 x 254 A18P18 A18P18PP 15.00 x 15.00 381 x 381 19.00 x 13.00 483 x 330 20.00 508
A30R308HCR 30.00 x 30.00 x 8.00 762 x 762 x 203 A30P30 A30P30PP 27.00 x 27.00 686 x 686 31.00 x 27.00 787 x 686 32.00 813
A24R2410HCR 24.00 x 24.00 x 10.00 610 x 610 x 254 A24P24 A24P24PP 21.00 x 21.00 533 x 533 25.00 x 13.00 635 x 330 26.00 660
A30R2410HCR 30.00 x 24.00 x 10.00 762 x 610 x 254 A30P24 A30P24PP 27.00 x 21.00 686 x 533 31.00 x 13.00 787 x 330 32.00 813
A36R3610HCR 36.00 x 36.00 x 10.00 914 x 914 x 254 A36P36 A36P36PP 33.00 x 33.00 838 x 838 37.00 x 30.00 940 x 762 38.00 965
A30R3012HCR 30.00 x 30.00 x 12.00 762 x 762 x 305 A30P30 A30P30PP 27.00 x 27.00 686 x 686 31.00 x 27.00 787 x 686 32.00 813
A36R2412HCR 36.00 x 24.00 x 12.00 914 x 610 x 305 A36P24 A36P24PP 33.00 x 21.00 838 x 533 37.00 x 13.00 940 x 330 38.00 965
A36R3012HCR 36.00 x 30.00 x 12.00 914 x 914 x 305 A36P30 A36P30PP 33.00 x 27.00 838 x 686 37.00 x 27.00 940 x 686 38.00 965
A42R3012HCR 42.00 x 30.00 x 12.00 1067 x 914 x 305 A42P30 — 39.00 x 27.00 991 x 686 43.00 x 27.00 1092 x 686 44.00 1118
A36R3612HCR 36.00 x 36.00 x 12.00 914 x 914 x 305 A36P36 A36P36PP 33.00 x 33.00 838 x 838 37.00 x 27.00 940 x 686 38.00 965
A42R3612HCR 42.00 x 36.00 x 12.00 1067 x 914 x 305 A42P36 — 39.00 x 33.00 991 x 838 43.00 x 27.00 1092 x 686 44.00 1118
A48R3612HCR 48.00 x 36.00 x 12.00 1219 x 914 x 305 A48P36 — 45.00 x 33.00 1143 x 838 49.00 x 27.00 1245 x 686 50.00 1270
A60R3612HCR 60.00 x 36.00 x 12.00 1524 x 914 x 305 A60P36 — 57.00 x 33.00 1448 x 838 61.00 x 27.00 1549 x 686 62.00 1575
A30R3016HCR 30.00 x 30.00 x 16.00 762 x 762 x 406 A30P30 A30P30PP 27.00 x 27.00 686 x 686 31.00 x 27.00 787 x 686 32.00 813
A48R3616HCR 48.00 x 36.00 x 16.00 1219 x 914 x 406 A48P36 — 45.00 X 33.00 1143 X 838 49.00 X 27.00 1245 X 686 50.00 1270

Purchase panels separately.  Optional aluminum panels are available for most sizes.

Purchase perforated panels separately.

Flanged on all four sides.
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Hinge-Cover Lift-Off Type 3R Enclosures and Accessories

Hinge-CoverLift-Off,Type3R

IndustryStandards

UL50,50EListed;Type3R;FileNo.E27567
cULListedperCSAC22.2No94;Type3RFileNo.E27567

NEMA/EEMACType3R
CSA,File42184:Type3R
IEC60529,IP32

Application
Featuringaremovablecoverforeasymountingandaccess,these
enclosuresprotectcomponentsinapplicationssubjecttorain,sleet,
snowordrippingwater.

Features
• Drip-shieldtopandseam-freesides,frontandback
• Galvanizedsteellift-offhingeswithstainlesssteelpins
• Provisionsforpadlockingoneachdrawpullcatch
• Embossedmountingholesonbackofenclosure
• Gasketingalongtopofdoor
• Noknockouts

Specifications
• 16or14gaugegalvanizedsteel
• 16gaugecoverfastenedsecurelywithdrawpullcatch

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
galvanizedsteel.Optionalpanelsarewhite.

Accessories
[s-3433]
[s-3559]
[s-3458]
[s-3242]
[s-3241]
[s-3445]
[s-3440]
[s-3450]
[s-106445]
[s-3428]
[s-3385]
Bulletin:A3LO

StandardProduct 

CatalogNumber AxBxCin./mm
Body
Guage Panela

PanelSize
DxE
in./mm

MountingG
in./mm

Overall
LxW
in./mm PanelMountingKitb MountingBracketKitb

Bracket
Gauge

OverallWidthofBracket
in./mm

HoleSpacing
ForBracket
in./mm

A8R64HCLO 8.00 x 6.00 x 4.00 
203 x 152 x 102

16 A6P6 4.88 x 4.88
124 x 124

9.12
232

10.12 x 7.25
257 x 184

APMK3RLO16 AMFK3RLO16 14 5.00
127

4.00
102

A8R86HCLO 8.00 x 8.00 x 6.00 
203 x 203 x 152

16 A8P6 6.75 x 4.88
171 x 124

9.12
232

10.12 x 9.25
257 x 235

APMK3RLO16 AMFK3RLO16 14 5.00
127

4.00
102

A10R86HCLO 10.00 x 8.00 x 6.00 
254 x 203 x 152

16 A8P8 6.75 x 6.88
171 x 175

11.12
282

12.12 x 9.25
308 x 235

APMK3RLO16 APMK3RLO16 14 5.00
127

4.00
102

A12R106HCLO 12.00 x 10.00 x 6.00 
305 x 254 x 152

16 A10P10 8.75 x 8.88
222 x 226

13.12
333

14.12 x 11.25
359 x 286

APMK3RLO16 AMFK3RLO16 14 5.00
127

4.00
102

A12R126HCLO 12.00 x 12.00 x 6.00 
305 x 305 x 152

16 A12P10 10.75 x 8.88
273 x 226

13.12
333

14.12 x 13.25
359 x 337

APMK3RLO16 AMFK3RLO16 14 5.00
127

4.00
102

A16R126HCLO 16.00 x 12.00 x 6.00 
406 x 305 x 152

16 A14P12 12.75 x 10.88
324 x 276

17.12
435

18.12 x 13.25
460 x 337

APMK3RLO16 AMFK3RLO16 14 5.00
127

4.00
102

A16R166HCLO 16.00 x 16.00 x 6.00 
406 x 406 x 152

16 A16P16 13.00 x 13.00
330 x 330

17.31
440

18.31 x 17.25
465 x 438

APMK3RLO14 AMFK3RLO14 12 14.00
356

13.00
330

A20R166HCLO 20.00 x 16.00 x 6.00 
508 x 406 x 152

16 A20P16 17.00 x 13.00
432 x 330

21.31
541

22.31 x 17.25
567 x 438

APMK3RLO14 AMFK3RLO14 12 14.00
356

13.00
330

A20R208HCLO 20.00 x 20.00 x 8.00 
508 x 508 x 203

14 A20P20 17.00 x 17.00
432 x 432

21.31
541

22.31 x 21.25
567 x 540

APMK3RLO14 AMFK3RLO14 12 14.00
356

13.00
330

A24R208HCLO 24.00 x 20.00 x 8.00 
610 x 508 x 203

14 A24P20 21.00 x 17.00
533 x 432

25.31
643

26.31 x 21.25
668 x 540

APMK3RLO14 AMFK3RLO14 12 14.00
356

13.00
330

A24R248HCLO 24.00 x 24.00 x 8.00 
610 x 610 x 203

14 A24P24 21.00 x 21.00
533 x 533

25.31
643

26.31 x 25.25
668 x 641

APMK3RLO14 AMFK3RLO14 12 14.00
356

13.00
330

A30R248HCLO 30.00 x 24.00 x 8.00 
762 x 610 x 203

14 A30P24 27.00 x 21.00
686 x 533

31.31
795

32.31 x 25.25
821 x 641

APMK3RLO14 AMFK3RLO14 12 14.00
356

13.00
330

a Purchase panels separately.
b Panel Mounting Kit and Mounting Bracket Kit must be ordered separately. (A Panel Mounting Kit must be ordered to install panel.) 



43

ContractorType1:Type3R

Hinge-CoverLift-OffType3REnclosuresandAccessories





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts

PanelMountingKit Apanelmountingkit(orderseparately)isrequiredinordertoinstall
apanel.
Bulletin:A3LO

CatalogNumber Description
APMK3RL014 Required to install panel
APMK3RL016 Required to install panel

MountingBracketKit Optionalexternalmountingbracketkitavailableforinstalling
enclosure(orderseparately).
Bulletin:A3LO

CatalogNumber FootGauge
OverallBracketWidth
in./mm

HoleSpacingforBracket
in./mm

AMFK3RL014 12 14.00
356

13.00
330

AMFK3RL016 14 5.00
127

4.00
102
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Pad-Mount Type 3R Enclosures and Accessories

WEATHERPRO®OutdoorPadMount,Type3R

IndustryStandards

UL508AListed;Type3R;FileNo.E61997
cUL/CSAC22.2No.94Listed;Type3R;FileNo.E61997

NEMA/EEMACType3R
IEC60529,IP32

Application
WEATHERPRO®OutdoorPadMountEnclosuresprotectcontrols,
drives,powerdistributioncomponentsorcontactorsinoutdoor
commercialorindustrialpowerdistributionandcontrolapplications.
Theoverlappingtwo-doormodelswithnocenterpostallowfull-
widthaccesstoenclosureinterior.

Features
• 3-pointlatchingsystemwithheavydutyhandle
• Padlockprovisioninhandle
• Openbottomwithpre-punchedmountingholeflange
• Dripedgeoverhangontop
• Louveredoverhangwithaclosureplate
• Studsincludedformountingoptionalpanelsonthreadedbolts
• Weldedbodyconstruction
• Sturdy7gaugeliftingtabs
• Overlappingdoorswithnocenterpostontwo-doormodels
• Bondingprovisiononeachdoor
• Boltedhingesondoors

Specifications
• 14gaugegalvanizedsteel

Finish
RAL7035light-graypolyesterpowderpaintinsideandoutside.
Optionalpanelsarewhite.

Accessories
[s-3247]
[s-3733]
[s-3731]
[s-3246]

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ContactyourlocalHoffmansalesofficeordistributor
forcompleteinformation.

Bulletin:A3PM
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StandardProduct WEATHERPROOutdoorPad-MountType3RSingleDoorEnclosures

CatalogNumber AxBxCin./mm Panel
PanelSizeDxE
in./mm

MountingDimensionsFxG
in./mm

A60R2518FSLP 60.00 x 25.00 x 18.00 
1524 x 635 x 457

A49P21N 49.16 x 21.50
1249 x 546

4.90 x 7.40
124 x 188

A60R2524FSLP 60.00 x 25.00 x 24.00 
1524 x 635 x 610

A49P21N 49.16 x 21.50
1249 x 546

7.90 x 7.40
201 x 188

A72R2518FSLP 72.00 x 25.00 x 18.00 
1829 x 635 x 457

A61P21N 61.16 x 21.50
1553 x 546

4.90 x 7.40
124 x 188

A60R3618FSLP 60.00 x 36.00 x 18.00 
1524 x 914 x 457

A49P32N 49.16 x 32.00
1249 x 813

4.90 x 12.90
124 x 328

A72R3618FSLP 72.00 x 36.00 x 18.00 
1829 x 914 x 457

A61P32N 61.16 x 32.00
1553 x 813

4.90 x 12.90
124 x 328

A72R3624FSLP 72.00 x 36.00 x 24.00 
1829 x 914 x 610

A61P32N 61.16 x 32.00
1553 x 813

7.90 x 12.90
201 x 328

Purchase panels separately.



46

ContractorType1:Type3R

Pad-MountType3REnclosuresandAccessories





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts

StandardProduct WEATHERPROOutdoorPad-MountType3RTwo-DoorEnclosures

CatalogNumber AxBxCin./mm Panel
PanelSizeDxE
in./mm

MountingDimensionsFxG
in./mm

A60R5218FSLP 60.00 x 52.00 x 18.00 
1524 x 1321 x 457

A49P48N 49.16 x 48.00
1249 x 1219

4.90 x 20.90
124 x 531

A60R5224FSLP 60.00 x 52.00 x 24.00 
1524 x 1321 x 610

A49P48N 49.16 x 48.00
1249 x 1219

7.90 x 20.90
201 x 531

A60R7224FSLP 60.00 x 72.00 x 24.00 
1524 x 1829 x 610

A49P68N 49.16 x 68.00
1249 x 1727

7.90 x 30.90
201 x 785

A72R7218FSLP 72.00 x 72.00 x 18.00 
1829 x 1829 x 457

A61P68N 61.16 x 68.00
1553 x 1727

4.90 x 30.90
124 x 785

A72R7224FSLP 72.00 x 72.00 x 24.00 
1829 x 18290 x 610

A61P68N 61.16 x 68.00
1553 x 1727

7.90 x 30.90
201 x 785

Purchase panels separately.
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19-in.HingedWall-MountPanel

IndustryStandards

UL1863Listed;FileNo.E230874
cULListedperCSAC22.2No.182.4;FileNo.E230874

EIA310-D

Application
The19-in.HingedPanelprovidesasolutionforsmallernetwork
equipment,punch-downsandpatchpanelsinareaswherefloor
spaceisatapremium.Easyaccessfacilitatescomponentinstallation
andfutureexpansionwithoutdisturbingexistingequipmentor
cabling.Canbemountedwithhingesonleftorrightside.

Features
• Opendesignoffersunrestrictedairflow
• Largecableexitholesonbacksurface
• Keyholemountingslotson16-in.centersaccommodateupto3/8-

in.dia.mountingfasteners(notsupplied)
• Heavydutyhingesareweldedtoframe
• Hingeprovidedforeverytworackunitspacing
• Onerackunitmodelhashalf-sizehinge
• Providesaccesstorearofequipment
• 12-24rackmountingscrews(packageof20)includedwith

assembly
• Wallmountinghardwarenotincluded

Specifications
• Madeof12gaugesteel
• EIAuniversal5/8,5/8,1/2in.spaced12-24tappedholes.EIA

spacingprovides1.75in.perrackunit.

Finish
FinishisRAL9005blacklow-glosspolyesterpowderpaint
Bulletin:DOFRW

StandardProduct 
CatalogNumber A(in.) A(mm) LoadRating(lb.) LoadRating(kg) RackUnits
E19HPM1U 1.75 44 25 11.3 1
E19HPM2U 3.50 89 50 22.7 2
E19HPM4U 8.00 203 100 45.4 4
E19HPM6U 10.50 267 150 68.0 6
E19HPM8U 14.00 356 200 90.7 8
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19-in.FixedWall-MountRack

Economicalsolutionforbanksofsmallnetworkingequipment.
IntegralVELCRO®cabletiedownslotsfacilitatecablerouting.Made
of16gaugesteel,finishedwithRAL9005lowglossblackpolyester
powderpaint.Shippedinfoureasy-to-assemblesections.

VELCRO is a trademark of Velcro Industries B.V.

Bulletin:DOFRW

CatalogNumber A(in.) A(mm)
Load
Rating(lb.)

Load
Rating(kg)

Rack
Units

E19FWM12U20 23.00 584 150 68.0 12
E19FWM20U20 37.00 940 150 68.0 20
E19FWM25U20 45.75 1162 150 68.0 25
E19FWM32U20 58.00 1473 150 68.0 32

InsectScreens Fastensoverventilationslotwithtwoscrewsprovided.Requiresone
forsingle-doorenclosureandtwofortwo-doorenclosure.Purchase
insectscreensseparately.
Bulletin:A3PM

CatalogNumber Description Requires
A3PMIS Insect Screen One for one-door enclosure and two for two-door enclosure
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FanShroudKits

Fanshroudkitsareavailableforoutdoorenclosureapplications
requiringType3Rventilationprotectionfromfallingrain,sleetand
snow.
Bulletin:D85

CatalogNumber Material HeightxWidth(in.) HeightxWidth(mm)
T4S3R Steel 6.00 x 6.00 152 x 152
T6S3R Steel 8.00 x 8.00 203 x 203
T10S3R Steel 12.00 x 12.00 305 x 305
T4S3RSS Stainless Steel 6.00 x 6.00 152 x 152
T6S3RSS Stainless Steel 8.00 x 8.00 203 x 203
T10S3RSS Stainless Steel 12.00 x 12.00 305 x 305
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WEATHERFLO® Type 3R Vented Enclosures

WEATHERFLO®withFan,Type3R

IndustryStandards

UL508AListed;Type3R;FileNumberE61997
cULListedperCSAC22.2No94;Type3R;FileNumberE61997

NEMA/EEMACType3R
IEC60529,IP32

Application
WEATHERFLO®Enclosuresfeatureaforced-airventilationsystemfor
coolingdrivesorotherhigh-heatproducingequipmentinoutdoor
applications.

Features
• Whitepolyesterpowderfinishwithlowsolarabsorption
• Integratedsolarshieldtopandintakecover
• Gasketandfilter
• Adjustablethermostat(70-140F)
• Activecoolingventilationsystemwithfactory-installedfanand

filter(115VAC)
• Terminalpowerconnectionforfan
• Easilyaccessibleandwashablemetalfilter
• Topfronthoodexhaustanddoor

• Lift-offhingeddoor
• Quarter-turnlatch
• Externalmountingbrackets
• Collarstudsprovidedtomounttheoptionalpanel
• Groundingprovisionondoorandbody
• Gasketeddoor

Specifications
• 16and14gaugegalvanizedsteel
• Largesttwosizesconstructedofaluminum

Finish
RAL9003whitepolyesterpowdertexturizedfinishinsideandout.

Accessories
[s-3556]
[s-3559]
[s-3440]
[s-3450]
Bulletin:A3RD
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StandardProduct 

CatalogNumber AxBxCin./mm
Drive
Horsepower(hp) Panel

PanelSizeDxE
in./mm

MountingHolesGxH
in./mm

I
in./mm

WF3LP 29.00 x 24.00 x 12.00 
737 x 610 x 305

3 A24P24 21.00 x 21.00
533 x 533

29.94 x 13.00
760 x 330

5.59
142

WF10LP 35.00 x 24.00 x 12.00 
889 x 610 x 305

10 A30P24 27.00 x 21.00
686 x 533

35.94 x 13.00
913 x 330

5.81
148

WF25LP 41.00 x 24.00 x 12.00 
1041 x 610 x 305

25 A36P24 33.00 x 21.00
838 x 533

41.94 x 13.00
1065 x 330

5.81
148

WF40LP 47.00 x 24.00 x 14.00 
1194 x 610 x 356

40 A42P24 39.00 x 21.00
991 x 533

47.94 x 13.00
1218 x 330

5.81
148

WF75LP 56.00 x 36.00 x 16.00 
1422 x 914 x 406

75 A48P36 45.00 x 33.00
1143 x 838

55.94 x 27.00
1421 x 686

7.43
189

WF100LP 67.00 x 36.00 x 16.00 
1702 x 914 x 406

100 A60P36 57.00 x 33.00
1448 x 838

67.94 x 27.00
1726 x 686

7.43
189

Purchase panels separately.



52

ContractorType1:Type3R

WEATHERFLO®Type3RVentedEnclosures





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts

TechnicalInformation
Thisinformationisforguidanceonly;userisresponsibleforloadvaluestoevaluatethesystem.

Catalog
Number

Drive
Horsepower(hp) Fan

FanSize
in./mm FanVAC

FanAmps
(50/60Hz)

System
CFM

Replacement
Filter

WF3LP 3 A4AXFN 4 115 .26/.21 75 WFF1
WF10LP 10 A6AXFN 6 115 .45/.36 160 WFF1
WF25LP 25 A6AXFN 6 115 .45/.36 160 WFF1
WF40LP 40 A6AXFN 6 (2x) 115 .90/.72 200 WFF1
WF75LP 75 A10EFN 10 115 .58/.70 400 WFF2
WF100LP 100 A10EFN 10 (2x) 115 1.16/1.40 500 WFF2

SolarConsideration
TheWEATHERFLO®Enclosure’sglossywhitefinishandsolarshieldtopshroudminimizetheheatloadcausedbythesun.Iftheallowable
temperatureriseisgreaterthan5F,thesolarloadcanbeneglectedbecausethetransmittedloadoftheilluminatedsideswouldbeequalto
theenergydissipatedonthesidesnotexposedtothesun.
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CriticalParameters(uppertemperaturelimits)
EnclosureHeatLoadCalculations

Driveheat:
WD=[(HPx745.7Watts/HP)/EM]x(I-ED)[Watts]

Totalheat:
Estimateanadditional25%aforwireconnectionsandother
components.
WT=WDx1.25a[Watts]

Requiredairflow:
CFM=(WTx3.16)/(Tint-Tamb)[ft.3/min.]

aThisisanestimatedfactor.Furtherinvestigationisnecessaryto
obtainactualtotalheatdissipatedinenclosure.

Variables 
VariableDescriptions Variables TypicalValues
Maximum ambient temperature Tamb 104 F
Maximum internal temperature Tint 122 F
Typical temperature rise (Tint - Tamb) 15 F
Full-load drive power HP —
Motor efficiencyb EM .80-.96
Drive efficiencyb ED .96-.98
Drive heat loss WD —
Total heat loss WT —
Required airflow CFM —
bUse full-load efficiency. Motor and drive efficiency will vary based on HP and voltage.

SampleValues 
Drive
HorsePower
(hp)

TypicalFullLoad
Rating-MotorEfficiency

TypicalFullLoad
Rating-DriveEfficiency

DriveHeat
LossWD(W)

AdditionalHeat
Lossa (W)

TotalHeat
LossWT (W)

Airflowwhen
tint-Tamb=15F
(CFM)

3 .86 .97 78 20 98 21
10 .90 .97 249 62 311 65
25 .91 .97 615 154 768 162
40 .92 .98 648 162 811 171
75 .93 .98 1203 301 1503 317
100 .94 .98 1587 397 1983 418
aAdditional Heat Loss - This is an estimated factor. Further investigation is necessary to obtain actual total heat dissipated in enclosure. 

CriticalParameters(lowertemperaturelimits) Determinetheambientoperatingtemperaturerangeofthedrive.A
typicaloperatingrangeisfrom14to122F(-10to50C).Foroutdoor
assembliesinnorthernclimates,theloweroperatingtemperature
maybebelowthelowertemperaturelimit.Toensurethatcoldstarts
arenotbelowthelowlimittemperature,theadditionofaheateris
recommended.

Hoffmanhas100-,200-,400-,and800-Wheatersavailablewith
adjustablethermostatsfrom0-100F.Foradditionalinformation,see
theThermalManagementchapter.

WEATHERFLO
CatalogNumber RecommendedHeater(115VAC) RecommendedHeater(230VAC) HeaterSize(W)

EstimatedTemperature
RiseAboveAmbient(ºF)

WF3LP DAH2001A DAH2002A 200 55
WF10LP DAH2001A DAH2002A 200 46
WF25LP DAH2001A DAH2002A 200 40
WF40LP DAH2001A DAH2002A 200 33
WF75LP DAH4001A DAH4002A 400 41
WF100LP DAH4001A DAH4002A 400 37
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WEATHERFLO® HD

WEATHERFLO®HDEnclosures

IndustryStandards

UL508AListed;Type3R;FileNumberE61997
cULListedperCSAC22.2No94;Type3R;FileNumberE61997

NEMA/EEMACType3R
IEC60529,IP22

Application
WEATHERFLO®HDEnclosuresaredesignedtoprotectandcool
100-500HPvariablefrequencydrives.Theseenclosuresprovidean
integratedcoolingsolutionforyourVFDapplicationneeds.

Features
• Optionalimpellerpackagesprovide840actualCFMperimpeller
• Easy-to-installbackpanelwithflexibleinstallationmethods
• Paintedwhitepolyesterpowderfinishwithlowsolarabsorption
• Selectablebasesandtops,designedtomeetyourspecificneeds
• Gangable;enclosurescanbejoinedtooneanother
• Easy-to-changefilter(notincluded)

Specifications
• Frames,basesandglandplatesconstructedof.125-in.aluminum
• Topsandfanhousingconstructedof.080-in.aluminum
• Sidesandstandardrearcoverconstructedof.100-in.aluminum
• Gasketeddoor,topandbase
• Panelsandheavy-dutyrearcoverconstructedof12gaugemild

steel
• Three-pointlatchesoperatedbypatentedpadlockinghandle
• Groundingprovisionsondoorandbody

Finish
RAL9003whitepolyesterpowderpaintfinishinsideandoutside,
includingpanels,tops,coversandbases.

Accessories
[s-57050]
[s-239171]
[s-3395]
[s-174698]
[s-3385]

Ordering
Foryourspecificneedspleaseidentifyandordereachindividual
component.

1. Selectframe
2. Selecttop,dependentoncoolingsolution
3. Selectbase,dependentoncoolingsolution
4. Selectpanel
5. Selectrearcover,HDrearcoverdesignedforapplications

whenthedriveismountedonrearcoverinsteadofthepanel
6. SelectnumberofImpellers(ifneeded),roomfortwo

impellersperdoor

Please see Product Selection Matrix on page 4.

ModificationandCustomization
Hoffmanexcelsatmodifyingandcustomizingproductstoyour
specifications.ModificationoptionsforWEATHERFLOHDinclude:size
changes,custompaint,andholesandcut-outs.Contactyourlocal
Hoffmansalesofficeordistributorforcompleteinformation.
Bulletin:A3RD
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StandardProduct One-andTwo-DoorFrames
CatalogNumber AxBxCin./mm Description
WFHD3E723630 74.14 x 36.00 x 30.00 

1883 x 914 x 762
One-Door Frame

WFHD3E726830 74.14 x 68.56 x 30.00 
1883 x 1741 x 762

Two-Door Frame

Includes frame, door(s), two sides and four lifting eyes.

Tops
PagodatopsaredesignedtobeusedwithHoffman’sImpellerpackages.Pagodatopsincludeastainlesssteelmeshtopreventtheingressof
debris.Solidtopsaredesignedtobeusedwithaclosed-loopcoolingsolution.
Bulletin:A3RD

CatalogNumber AxBxCin./mm Description
WFHD3PT3630 15.53 x 36.00 x 33.42 

394 x 914 x 849
Pagoda Top, One-Door

WFHD3ST3630 5.50 x 36.26 x 33.42 
140 x 921 x 849

Solid Top, One-Door

WFHD3PT6830 15.53 x 68.89 x 33.42 
394 x 1750 x 849

Pagoda Top, Two-Door

WFHD3ST6830 5.50 x 68.89 x 33.42 
140 x 1750 x 849

Solid Top, Two-Door
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Bases
VentedbasesaredesignedtobeusedwithHoffman’sImpellerpackagesandincludeastainlesssteelmeshtopreventtheingressofdebris.
Theventedbaseshaveaprovisiontoeasilyinstallastandardfurnacefilter.Ifventedbasesareused,amaximumairflowfurnacefilteris
recommended.Filtersarenotprovided.Solidbasesaredesignedtobeusedwithaclosed-loopcoolingsolution.
Bulletin:A3RD

CatalogNumber AxBxCin./mm Description GlandPlateOpenings
WFHD3B3630 24.00 x 36.00 x 30.00 

610 x 914 x 762
Solid Base, One-Door 2

WFHD3VB3630 24.00 x 36.00 x 30.00 
610 x 914 x 762

Vented Base, One-Door 2

WFHD3B6830 24.00 x 68.56 x 30.00 
610 x 1741 x 762

Solid Base, Two-Door 4

WFHD3VB6830 24.00 x 68.56 x 30.00 
610 x 1741 x 762

Vented Base, Two-Door 4

Panel
Thepanelsizeandopeningsarethesameregardlessofframesize.
Selectapanelforeachdoor.
Bulletin:A3RD

CatalogNumber AxBxCin./mm Description
WFHDP7236 63.77 x 28.93 x 1.12 

1620 x 735 x 28
Panel

RearCovers
Theheavy-dutyrearcoverisdesignedforthoseapplicationswhen
thedriveismounteddirectlytotherearcoveroftheenclosure
insteadoftothepanel.Selectarearcoverforeachdoor.
Bulletin:A3RD

CatalogNumber AxBxCin./mm Description Material
WFHD3RC7236 63.69 x 29.25 x 1.29 

1618 x 743 x 33
Aluminum Rear Cover .100-in. Aluminum

WFHD3RCH7236 63.69 x 29.25 x 1.29 
1618 x 743 x 33

Heavy-Duty Rear Cover 12 Ga. Mild Steel
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GlandPlate
Theglandplateisintendedforuseincombinationwiththevented
basetocoverunusedimpellerlocations.
Bulletin:A3RD

CatalogNumber AxBin./mm Description
WFHD3GP 20.60 x 8.24 

523 x 209
Gland Plate

JoiningKit
Thejoiningkitwillworkoneitherone-ortwo-doormodels.Thekitincludeshardwareandinstructions.Enclosuresshouldbejoined/ganged
attheapplicationsite,asthekitisnotdesignedtobeusedwhiletheenclosuresareintransit.

CatalogNumber Description
WFHDJK Joining Kit

Impeller
EachImpellerpackageincludesonehigh-performance,115VAC60
Hz,shieldedimpellerandanaluminumhousing.Eachventedbase
hasaprovisionfortwoimpellersperdoor.
Pleaseseeperformancechartbelow.

CatalogNumber Description ImpellerQty.
WFHDFP Impeller Package 1

CFMPerformanceChart

1

3

2

4

CFMNO. OF
IMPELLERS

MAX HEAT DISSIPATION (IN WATTS) AT:

10° Delta T 20° Delta T 30° Delta T 40° Delta T

Calculated using the following equation: Watts = .316 x CFM x ΔT

2,654 5,309 7,963 10,618

5,309 10,618 15,926 21,235

7,963 15,926 23,890 31,853

10,618 21,235 31,853 42,470

840

1680

2520

3360

ProductSelectionMatrix
One-DoorEnclosure Two-DoorEnclosure

Frame WFHD723630 WFHD3E723630
Solid Top WFHD3ST3630 WFHD3ST6830
Pagoda Top WFHD3PT3630 WFHD33PT6830
Solid Base WFHD3B3630 WFHD3B6830
Vented Base WFHD3VB3630 WFHD3VB6830
Panel WFHDP7236 WFHDP7236
Rear Cover WFHD3RC7236 WFHD3RC7236
Heavy-Duty Rear Cover WFHD3RCH7236 WFHD3RCH7236
Gland Plate WFHD3GP WFHD3GP
Impeller WFHDFP WFHDFP

Two-Door enclosures require two rear covers and two panels.
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Telephone Cabinets
Telephone Cabinets and Accessories

TelephoneCabinet,Type1

IndustryStandards

UL50,50EListed;Type1;FileNo.E27567
cULListedperCSAC22.2No40;Type1;FileNo.E27567

NEMA/EEMACType1
IEC60529,IP30

Application
TelephoneCabinetshousetelephoneandcommunicationcable
terminationsaswellaselectricalcontrolsandinstrumentsinindoor
applications.

Features
• Continuoushinge
• Tumblerlockwithkey
• Flushorsurfacemounting
• 3/4-in.-thickplywoodmountingpanelincluded

Specifications
• 16,14or12gaugegalvanizedsteelbody,mildsteeldoor

Finish
• ANSI61graypolyesterpowderpaintonfrontonly

Accessories
[s-3213]
Bulletin:T90

StandardProduct 

CatalogNumber AxBxCin./mm Mount
PanelSizeDxE
in./mm

NominalDoorSizeF
in./mm

NominalDoorSizeG
in./mm

ATC10104S 10.00 x 10.00 x 4.00 
254 x 254 x 102

Surface 7.00 x 7.00
178 x 178

6.80
173

6.75
171

ATC10104F 10.00 x 10.00 x 4.00 
254 x 254 x 102

Flush 7.00 x 7.00
178 x 178

6.80
173

6.75
171

ATC12124S 12.00 x 12.00 x 4.00 
305 x 305 x 102

Surface 9.00 x 9.00
229 x 229

8.30
211

8.25
210

ATC12124F 12.00 x 12.00 x 4.00 
305 x 305 x 102

Flush 9.00 x 9.00
229 x 229

8.30
211

8.25
210

ATC18124S 18.00 x 12.00 x 4.00 
455 x 305 x 102

Surface 15.00 x 9.00
381 x 229

14.30
363

8.25
210

ATC18124F 18.00 x 12.00 x 4.00 
455 x 305 x 102

Flush 15.00 x 9.00
381 x 229

14.30
363

8.25
210

ATC18184S 18.00 x 18.00 x 4.00 
455 x 455 x 102

Surface 15.00 x 15.00
381 x 381

14.30
363

14.25
362

ATC18184F 18.00 x 18.00 x 4.00 
455 x 455 x 102

Flush 15.00 x 15.00
381 x 381

14.30
363

14.25
362

ATC24184S 24.00 x 18.00 x 4.00 
610 x 455 x 102

Surface 21.00 x 15.00
533 x 381

20.30
516

14.25
362

ATC24184F 24.00 x 18.00 x 4.00 
610 x 455 x 102

Flush 21.00 x 15.00
533 x 381

20.30
516

14.25
362

ATC24244S 24.00 x 24.00 x 4.00 
610 x 610 x 102

Surface 21.00 x 21.00
533 x 533

19.30
490

19.14
486

ATC24244F 24.00 x 24.00 x 4.00 
610 x 610 x 102

Flush 21.00 x 21.00
533 x 533

19.30
490

19.14
486

ATC30244S 30.00 x 24.00 x 4.00 
762 x 610 x 102

Surface 27.00 x 21.00
686 x 533

25.30
643

19.14
486

ATC30244F 30.00 x 24.00 x 4.00 
762 x 610 x 102

Flush 27.00 x 21.00
686 x 533

25.30
643

19.14
486

ATC30304S 30.00 x 30.00 x 4.00 
762 x 762 x 102

Surface 27.00 x 27.00
686 x 686

25.30
643

25.14
639

ATC36244S 36.00 x 24.00 x 4.00 
914 x 610 x 102

Surface 33.00 x 21.00
838 x 533

31.30
795

19.14
486

ATC36244F 36.00 x 24.00 x 4.00 
914 x 610 x 102

Flush 33.00 x 21.00
838 x 533

31.30
795

19.14
486
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CatalogNumber AxBxCin./mm Mount
PanelSizeDxE
in./mm

NominalDoorSizeF
in./mm

NominalDoorSizeG
in./mm

ATC36364S 36.00 x 36.00 x 4.00 
914 x 914 x 102

Surface 33.00 x 33.00
838 x 838

31.30
795

31.14
791

ATC36364F 36.00 x 36.00 x 4.00 
914 x 914 x 102

Flush 33.00 x 33.00
838 x 838

31.30
795

31.14
791

ATC12126S 12.00 x 12.00 x 6.00 
305 x 305 x 152

Surface 9.00 x 9.00
229 x 229

8.30
211

8.25
210

ATC12126F 12.00 x 12.00 x 6.00 
305 x 305 x 152

Flush 9.00 x 9.00
229 x 229

8.30
211

8.25
210

ATC18126S 18.00 x 12.00 x 6.00 
455 x 305 x 152

Surface 15.00 x 9.00
381 x 229

14.30
363

8.25
210

ATC18126F 18.00 x 12.00 x 6.00 
455 x 305 x 152

Flush 15.00 x 9.00
381 x 229

14.30
363

8.25
210

ATC18186S 18.00 x 18.00 x 6.00 
455 x 455 x 152

Surface 15.00 x 15.00
381 x 381

14.30
363

14.25
362

ATC18186F 18.00 x 18.00 x 6.00 
455 x 455 x 152

Flush 15.00 x 15.00
381 x 381

14.30
363

14.25
362

ATC24186S 24.00 x 18.00 x 6.00 
610 x 455 x 152

Surface 21.00 x 15.00
533 x 381

20.30
516

14.25
362

ATC24186F 24.00 x 18.00 x 6.00 
610 x 455 x 152

Flush 21.00 x 15.00
533 x 381

20.30
516

14.25
362

ATC24246S 24.00 x 24.00 x 6.00 
610 x 610 x 152

Surface 21.00 x 21.00
533 x 533

19.30
490

19.14
486

ATC24246F 24.00 x 24.00 x 6.00 
610 x 610 x 152

Flush 21.00 x 21.00
533 x 533

19.30
490

19.14
486

ATC30246S 30.00 x 24.00 x 6.00 
762 x 610 x 152

Surface 27.00 x 21.00
686 x 533

25.30
643

19.14
486

ATC30306S 30.00 x 30.00 x 6.00 
762 x 762 x 152

Surface 27.00 x 27.00
686 x 686

25.30
643

25.14
639

ATC30306F 30.00 x 30.00 x 6.00 
762 x 762 x 152

Flush 27.00 x 27.00
686 x 686

25.30
643

25.14
639

ATC36246S 36.00 x 24.00 x 6.00 
914 x 610 x 152

Surface 33.00 x 21.00
838 x 533

31.30
795

19.14
486

ATC36246F 36.00 x 24.00 x 6.00 
914 x 610 x 152

Flush 33.00 x 21.00
838 x 533

31.30
795

19.14
486

ATC36306S 36.00 x 30.00 x 6.00 
914 x 762 x 152

Surface 33.00 x 27.00
838 x 686

31.30
795

25.14
639

ATC36306F 36.00 x 30.00 x 6.00 
914 x 762 x 152

Flush 33.00 x 27.00
838 x 686

31.30
795

25.14
639

ATC36366S 36.00 x 36.00 x 6.00 
914 x 914 x 152

Surface 33.00 x 33.00
838 x 838

31.30
795

31.14
791

ATC36366F 36.00 x 36.00 x 6.00 
914 x 914 x 152

Flush 33.00 x 33.00
838 x 838

31.30
795

31.14
791

ATC36308S 36.00 x 30.00 x 8.00 
914 x 762 x 203

Surface 33.00 x 27.00
838 x 686

31.30
795

25.14
639

ATC36308F 36.00 x 30.00 x 8.00 
914 x 762 x 203

Flush 33.00 x 27.00
838 x 686

31.30
795

25.14
639

ReplacementTumblerLock Tumblerlockincludingkeyavailableforreplacementofdoorlatch
(orderseparately).
Bulletin:T90

CatalogNumber Description
ATCL Keyed Tumbler Lock
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T3-BoxTelephoneCabinet,Type3R

IndustryStandards

UL50,50EListed;Type3R;FileNo.E27567
UL497/1863Listed;FileNo.E230874
cULListedperCSAC22.2No94;Type3R;FileNo.E27567

NEMAType3R
IEC60529IP32

Application
UseT-3BoxTelephoneCabinetstomountandprotecttelephone
terminations,telecommunicationscircuitaccessories,cross-connect
terminalblockassemblies,maintenanceterminalmodules,cable-
spliceenclosures,networkinterfacedevices,wire-guideassemblies
andtelephoneprotectorsinoutdoorapplications.

Features
• Lift-offhinges
• 4-positiongroundingbar#14-2/0
• Tamper-resistantquarter-turnlatch
• 7-mmsquaredrive;usekeyaccessoryCLKSM7or5/1612-point

socket
• Padlockhasp
• Standardknockouts

Specifications
• 16or14gaugegalvanizedsteel
• 3/4-in.-thickplywoodpanel

Finish
ANSI61graypolyesterpowderpaintinsideandoutside.

Accessories
[s-3231]
[s-3398]
[s-3523]
[s-3428]
Bulletin:T90R3

StandardProduct 

CatalogNumber AxBxCin./mm Door
F
in./mm

PanelSizeDxE
in./mm ConduitPattern

ATC12R145 12.00 x 14.00 x 5.00 
305 x 356 x 127

Single 4.00
102

9.00 x 11.00
229 x 279

G-H-I

ATC36R366 36.00 x 36.00 x 6.00 
914 x 914 x 152

Single 13.50
343

33.00 x 33.00
838 x 838

C-D-E-F-G-H-I-J-K-L-M

ATC26R248 26.00 x 24.00 x 8.00 
660 x 610 x 203

Single 7.50
191

23.00 x 21.00
584 x 533

E-F-G-H-I-J-K

ATC36R248 36.00 x 24.00 x 8.00 
914 x 610 x 203

Single 7.50
191

33.00 x 21.00
838 x 533

E-F-G-H-I-J-K

ATC36R308 36.00 x 30.00 x 8.00 
914 x 763 x 203

Single 10.50
267

33.00 x 27.00
838 x 686

D-E-F-G-H-I-J-K-L

ATC36R369 36.00 x 36.00 x 9.00 
914 x 914 x 229

Single 13.50
343

33.00 x 33.00
838 x 838

C-D-E-F-G-H-I-J-K-L-M

ATC42R369 42.00 x 36.00 x 9.00 
1066 x 914 x 229

Double 13.50
343

39.00 x 33.00
911 x 838

C-D-E-F-G-H-I-J-K-L-M

ATC48R369 48.00 x 36.00 x 9.00 
1220 x 914 x 229

Double 13.50
343

45.00 x 33.00
1143 x 838

C-D-E-F-G-H-I-J-K-L-M

ATC48R489 48.00 x 48.00 x 9.00 
1219 x 1219 x 229

Double 19.50
495

45.00 x 45.00
1143 x 1143

A-B-C-D-E-F-G-H-I-J-K-L-M-O

ATC36R3612 36.00 x 36.00 x 12.00 
914 x 914 x 305

Single 13.50
343

33.00  x 33.00
838 x 838

C-D-E-F-G-H-I-J-K-L-M
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LockingTHandle OptionallockingT-Handleavailableforreplacementofthequarter-
turnlatch(orderseparately).
Bulletin:T90R3

CatalogNumber Description
ALTC3R Available for replacement of the quarter-turn latch
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Current Transformer Cabinets and Terminal Boxes
Current Transformer Cabinets

CurrentTransformer,ScrewCover,Type3R

IndustryStandards

UL50,50EListed;Type3R;FileNo.E27525
cULListedperCSAC22.2No94;Type3R;FileNo.E27525

NEMAType3R
IEC60529,IP32

Application
CurrentTransformerCabinetsprovideoutdoorprotectionand
securityforinstrumentcurrenttransformers,whicharefrequently
requiredfortransformer-ratedwatt-hourmetering.Cabinetscanalso
beusedasjunctionorserviceboxesandhousemeter,transformer,
relayorterminalassemblies.

Features
• Dripshieldtopandseam-freesides,frontandback
• Slip-onremovablecoverfastenedwithcaptivatedplatedsteel

screwsalongbottomedge
• Mountingstudsonenclosurebody
• Mountingholesonbackofenclosure

• Doorhandlesprovided
• Provisionsforpadlocking
• Nogasketingorknockouts
• Groundlug

Specifications
• 16,14or12gaugeplatedsteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutoverplated
surfaces.

Accessories
[s-3433]
[s-3458]
[s-3428]
Bulletin:A90CT

StandardProduct 

CatalogNumber AxBxCin./mm
D
in./mm

E
in./mm

F
in./mm

G
in./mm

H
in./mm

A242411CT 24.00 x 24.00 x 11.00 
610 x 610 x 279

12.19
310

9.00
229

8.00
203

8.00
203

—
—

A303011CT 30.00 x 30.00 x 11.00 
762 x 762 x 279

15.19
386

12.00
305

7.00
178

8.00
203

8.00
203

A363011CT 36.00 x 30.00 x 11.00 
914 x 762 x 279

18.19
462

15.00
381

7.00
178

8.00
203

8.00
203

A363611CT 36.00 x 36.00 x 11.00 
914 x 914 x 279

18.19
462

15.00
381

10.00
254

8.00
203

8.00
203

A483611CT 48.00 x 36.00 x 11.00 
1219 x 914 x 279

24.19
614

21.00
533

10.00
254

8.00
203

8.00
203
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CurrentTransformer,HingedCover,Type3R

IndustryStandards

UL50,50EListed;Type3R;FileNo.E27525
cULListedperCSAC22.2No94;Type3R;FileNo.E27525

NEMAType3R
IEC60529,IP32

Application
CurrentTransformerCabinetsprovideoutdoorprotectionand
securityforinstrumentcurrenttransformers,whicharefrequently
requiredfortransformer-ratedwatt-hourmetering.Cabinetscanalso
beusedasjunctionorserviceboxesandhousemeter,transformer,
relayorterminalassemblies.

Features
• Dripshieldtopandseam-freesides,frontandback
• Mountingholesonbackofenclosure
• Mountingstudsareprovidedontheenclosurebody
• Coverisremovableintheopenposition
• Doorhandlesprovided

• Provisionsforpadlocking
• Nogasketingorknockouts
• Groundlug
• Mountingprovisionsforoptionaldoorstop

Specifications
• 14or12gaugegalvanizedsteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
galvanizedsurfaces.

Accessories
[s-3433]
[s-3458]
[s-3428]
[s-3398]
Bulletin:A90CT

StandardProduct 

CatalogNumber AxBxCin./mm Gauge
D
in./mm

E
in./mm

F
in./mm

G
in./mm

H
in./mm

A362011HCT 36.00 x 20.00 x 11.00 
914 x 508 x 279

14 18.75
476

15.00
381

6.67
169

8.00
203

—
—

A302411HCT 30.00 x 24.00 x 11.00 
762 x 610 x 279

14 15.75
400

12.00
305

8.00
203

8.00
203

—
—

A482411HCT 48.00 x 24.00 x 11.00 
1219 x 610 x 279

14 24.75
629

21.00
533

8.00
203

8.00
203

—
—

A363011HCT 36.00 x 30.00 x 11.00 
914 x 762 x 279

12 18.75
476

15.00
381

7.00
178

8.00
203

8.00
203

A483011HCT 48.00 x 30.00 x 11.00 
1219 x 762 x 279

12 24.75
629

21.00
533

7.00
178

8.00
203

8.00
203

A363611HCT 36.00 x 36.00 x 11.00 
914 x 914 x 279

12 18.75
476

15.00
381

10.00
254

8.00
203

8.00
203

A483611HCT 48.00 x 36.00 x 11.00 
1219 x 914 x 279

12 24.75
629

21.00
533

10.00
254

8.00
203

8.00
203

A484814HCT 48.00 x 48.00 x 14.00 
1220 x 1220 x 356

12 —
—

21.00
533

16.00
406

8.00
203

8.00
203

A484814HCT is a double-door cabinet.
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CTMountingBase

IndustryStandards

UL414Listed;FileE240312

Application
Availableinthreevariationsofconductorconnectionstylestomatch
yourapplication:1/2-in.studson1-3/4-in.centers,amodelwith
mechanicallugsandamodelwithlugsononesideandstudsonthe
othertoaccommodatethepreferencedifferencebetweenlineand
loadconnections.Pre-punchedmountingbaseholesalignwiththe
studsinaCTenclosure.

Features
• Spacingforbar-typecurrenttransformerthatconformstoANSI

12.11
• Conductorprovisions:eithermechanicallugsor1/2-in.bolton

1-3/4-in.centerswithnut,springandflatwasher
• Neutralbarwith10-32tapscrew

Specifications
• 12-gaugegalvanizedformedbasehaselectricallyisolatedmount/

terminationplatform

Finish
Galvanized(mountingplateonly)
Bulletin:A90CM

StandardProduct CTMountingBase

CatalogNumber A.I.C.Rating Ampacity
Voltage
Max.VAC ServiceType

No.ofCT
Provisions Connection

CTMB8001 50,000 400-800 600 1Ø3W 2 Studs
CTMB8003 50,000 400-800 600 3Ø4W 3 Studs
CTMB4001L 50,000 400 600 1Ø3W 2 Lugsa

CTMB8003L 50,000 800 600 3Ø4W 3 Lugsa

CTMB4001LS 50,000 400 600 1Ø3W 2 Lugs and Studsa

aWire range per phase: (3) 750MCM to 1/0 or (6) 250MCM to 1/0

 WireBendSpace

CatalogNumber
CTMB8001,
CTMB4001LS(in.)

CTMB8001,
CTMB4001LS(mm) CTMB8003(in.) CTMB8003(mm) CTMB4001L(in.) CTMB4001L(mm) CTMB8003L(in.) CTMB8003L(mm)

A303011CT 6.75 171 6.75 171 7.25 184 7.25 184
A363011CT 9.75 248 9.75 248 10.25 260 10.25 260
A363611CT 9.75 248 9.75 248 10.25 260 10.25 260
A483611CT 15.75 400 15.75 400 16.25 413 10.25 260
A302411HCT 6.75 171 n/a n/a 7.25 184 n/a n/a
A482411HCT 15.75 400 n/a n/a 16.25 413 n/a n/a
A363011HCT 9.75 248 9.24 235 10.25 260 10.25 260
A483011HCT 15.75 400 15.75 400 16.25 413 16.25 413
A363611HCT 9.75 248 9.75 248 10.25 260 10.25 260
A483611HCT 15.75 400 15.75 400 16.25 413 16.25 413

Consult UL414 for minimum space requirements based on the wire size and the number of wires per terminal.
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CurrentTransformerCabinets,400-800Amp,Type3R

IndustryStandards

UL414Listed;Type3R;FileNo.E240312
UL50,50EListed;Type3R;FileNo.E27525
cULListedperCSAC22.2No94;Type3R;FileNo.E27525

NEMAType3R
IEC60529,IP32

Application
TheseCurrentTransformerCabinets(forWindow-TypeCurrent
Transformers)provideType3Rprotectionandafactory-installed
wiringbussfor400-800Amp,600VACcurrenttransformers.The
assemblyhasa50kAICrating.

Features
• Overlappingdouble-doormodelwith3-pointlatchandlift-off

hinges
• Doorstopprovisionincluded
• Includespadlockprovisionsinhandle
• Mildsteelhinges
• Usewithwindow-typecurrenttransformer
• Drip-shieldtopandseam-freesides,frontandback
• Threeremovablecopperbussbars

• Bussbarcrosssection3.00in.x.25in.(76mmx6mm)
• Neutralbar
• Aluminummechanicallugsdualrated(Cu/Al),twoconductor
• Maximumconductorsize600kcmil
• Insulatingbarmountingbracket12gaugepaintedsteel
• Mountingholesonbackofenclosure
• Nogasketingorknockouts
• Groundstudprovided

Specifications
14gaugegalvanizedsteel

Finish
ANSI61graypolyesterpowderpaint

ElectricalSpecifications
400-800Amp,50kAIC,600VAC

Accessories
[s-3428]
Bulletin:A90CT

StandardProduct 
CatalogNumber AxBxCin. AxBxCmm Style
A800HCT1R 36.00 x 36.00 x 11.00 914 x 914 x 305 Hinged double-door
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3-Phase400-1200AmpwithMechanicalLugs,Type3R

IndustryStandards

UL414Listed;Type3R;FileNo.E240312
UL50,50EListed;Type3R;FileNo.E27525
cULListedperCSAC22.2No94;Type3R;FileNo.E27525

NEMAType3R
IEC60529,IP32

Application
Usedinindoororoutdoorapplications,thesecabinetsprovidean
assemblysolutionforthree-phaseservicefrom400-1200ampline
loadterminationsforeachphaseandneutral.Hardwaretomounta
bar-stylecurrenttransformerisincluded.

Features
• Doubledoorwith3-pointlatchincludespadlockfeature
• Lift-offhingesforremovabledoors

• Mechanicallugsprovidedforthree-phaseline-loadconnections
plusneutral

• Goundlug
• Catalogno.A1200NECTincludespanel-mountingprovisionsfor

voltagetransformer(VT)
• Embossedmountingholes
• Nogasketingorknockouts

Specifications
• Enclosurebodyandcoverconstructedofgalvanizedsteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandout.

Accessories
[s-3428]
Bulletin:ARCT

StandardProduct 
CatalogNumber AxBxCin./mm Service MechanicalLugCapacity
A800NECT 36.00 x 36.00 x 12.00 

914 x 914 x 305
208Y/120-400 and 800 Amp Each Phase (3) 750MCM-1/0

A1200NECT 48.00 x 48.00 x 12.00 
1219 x 1219 x 305

208Y/120-480Y/277-800 and 1200 Amp Each Phase (6) 750MCM-1/0
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CurrentTransformer,Type3R,Overview

IndustryStandards

UL50,50EListed;Type3R;FileNo.E27525,E27567
cULListedperCSAC22.2No94;FileNo.E27525,E27567

NEMAType3R
IEC60529,IP32
Models with termination lugs also have UL414, File No. E240312

Application
Thesecabinetsareavailableinavarietyofsizes,modelsand
instrumentcurrenttransformermountingmethodstofitawide
rangeofapplications.

Features
• Drip-shieldtopandseam-freesides,frontandback
• Welded-incollarstudssupplyprovisionsformountingpanel
• Provisionforpadlocking
• Groundlugonbody
• Mountingholesonbackofenclosure
• Nogasketingorknockouts

Specifications
• 14gaugegalvanizedsteelenclosurebodyandcover
• Enclosurebottomof16gaugegalvanizedsteel

Finish
ANSI61graypolyesterpowerpaintinsideandoutoverpretreated
surfaces.

ScrewCoverwithSteelFootMountPanel Features
• Coverwithhandlesandcaptivatedscrews
• 12gaugeplatedmountingpanel
• Panelstudsallowforeitherverticalorhorizontalpanelmounting

Bulletin:A90CT

CatalogNumber AxBxCin./mm
CTPanelDxE
in./mm

A303012CTCJ 30.07 x 30.00 x 12.00 
764 x 762 x 305

29.00 x 7.25
737 x 184

A363614CTCJ 36.07 x 36.00 x 14.00 
916 x 914 x 356

35.00 x 7.25
889 x 184

A424214CTCJ 42.07 x 42.00 x 14.00 
1069 x 1067 x 356

41.00 x 7.25
1041 x 184

A484814CTCJ 46.81 x 48.00 x 14.00 
1189 x 1219 x 356

45.73 x 7.25
1162 x 184

Lift-OffCoverwithWoodPanel Features
• Includes3/4-in.plywoodpanel
• Screwcoverwithtwopadlockorsealinglocations

Bulletin:A90CT

CatalogNumber AxBxCin./mm
CTPanelDxE
in./mm

A243212CTDP 24.32 x 32.50 x 13.00 
618 x 826 x 330

21.00 x 21.00
533 x 533
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HingedScrewCoverwithSteelPanel Features
• Includessteelpanel
• Centersealinglocations

Bulletin:A90CT

CatalogNumber AxBxCin./mm
CTPanelDxE
in./mm

A243210CTC 24.00 x 32.00 x 10.00 
610 x 813 x 254

21.00 x 29.25
533 x 743

A304410CTC 30.00 x 44.00 x 10.00 
762 x 1118 x 254

27.00 x 41.25
686 x 1048

HingedDouble-DoorwithThree-PointLatch
andWoodPanel

Features
• Includes3/4-in.plywoodpanel
• Three-pointlatchwithsealorpadlock

Bulletin:A90CT

CatalogNumber AxBxCin./mm
CTPanelDxE
in./mm

A404014CTDP 40.07 x 40.00 x 14.00 
1018 x 1016 x 356

33.00 x 27.00 
838 x 686

400-and800-AmpBar-TypeMountwithLine/
LoadLugs

Features
• Lift-offhinges
• Doorstop
• Lineandloadlugs
• Stapleforsealorpadlock
• Quarter-turnlatch

Bulletin:A90CT

CatalogNumber AxBxCin./mm Phase WireRangeperPhase
A400HCTB 48.07 x 30.00 x 11.00 

1221 x 762 x 279
3Ø (1) 1/0-750MCM or (2) 1/0-250MCM

A800HCTB 48.07 x 30.00 x 11.00 
1221 x 762 x 279

3Ø (3) 1/0-750MCM or (6) 1/0-250MCM

VentedDoubleDoor Features
• Doubledoorwith3-pointlatchthatincludespadlockfeature
• Lift-offhingesforremovabledoors
• Ventilatinglouverswithinsectbarrier
• Welded1.625x1.625in.mountingchannel

Bulletin:A90CT

CatalogNumber AxBxCin./mm Construction
A203012BGECT 20.00 x 30.00 x 12.00 

508 x 762 x 305
Galvanized; spot-welded

A364214BGECT 36.00 x 42.00 x 14.00 
914 x 1067 x 356

Aluminum; riveted

A423614BGECT 42.00 x 36.00 x 14.00 
1067 x 914 x 356

Aluminum; riveted
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Type 3R Terminal Box and Accessories

TerminalBox,Type3R

IndustryStandards

UL1773Listed;Type3R;FileNo.E256098
UL50,50EListed;Type3R;FileNo.E27525
cULListedperCSAC22.2No94;Type3R;FileNo.E27525

NEMA/EEMACType3R
IEC60529,IP32

Application
TheseTerminalBoxesarewire-spliceboxesforoutdoorcommercial
andindustrialapplicationsthathaveafeedertaptobranchcircuits.
Boxesareavailableinthree-orfour-wireconfigurationsinsizesupto
400A.

Features
• Drip-shieldtopandseam-freesides,frontandback
• Removablecover
• Distributionlugsinstalled(seetableforsizes)

• Hubopeningattopwithcover
• Provisionsforpadlockingorseal
• Knockoutsonbottomofenclosure
• Groundingprovisions

Specifications
• 16gaugegalvanizedsteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandoutover
galvanizedsteel.

Accessories
[s-3428]
[s-55664]
[s-55669]
Bulletin:S90B3

StandardProduct 

CatalogNumber AxBxCin./mm Volts Phase Amps
Number
ofBars WireRange

G
in./mm

H
in./mm

TB3R101 18.00 x 10.75 x 4.50 
457 x 273 x 114

120/240 1Ø 100 3 (6) #14-2/0 15.00
381

3.88
99

TB3R103 18.00 x 10.75 x 4.50 
457 x 273 x 114

600 3Ø 100 4 (6) #14-2/0 15.00
381

3.88
99

TB3R103240 18.00 x 8.00 x 114.00 
457 x 203 x 5

120/240 3Ø 100 4 (6) #14-2/0 15.00
381

3.88
99

TB3R201 23.00 x 14.00 x 4.50 
584 x 356 x 114

120/240 1Ø 200 3 (6) #6-350MCM 20.00
508

5.50
140

TB3R203 23.00 x 14.00 x 4.50 
584 x 356 x 114

600 3Ø 200 4 (6) #6-350MCM 20.00
508

5.50
140

TB3R203240 23.00 x 12.00 x 114.00 
584 x 305 x 5

120/240 3Ø 200 4 (6) #6-350MCM 20.00
508

5.50
140

TB3R401 27.00 x 20.50 x 6.00 
686 x 521 x 152

120/240 1Ø 400 3 (6) #4-600MCM 24.00
610

8.75
222

TB3R403 27.00 x 20.50 x 6.00 
686 x 521 x 152

600 3Ø 400 4 (6) #4-600MCM 24.00
610

8.75
222

TB3R401 is UL and cUL for copper conductor only
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InterchangeableBolt-onHub Bulletin:S90B3

CatalogNumber FitsConduitSize(in.) FitsConduitSize(mm)
TBHUB10 1.00 25
TBHUB12 1.25 32
TBHUB15 1.50 38
TBHUB20 2.00 51
TBHUB25 2.50 64

LugAssembly Bulletin:S90B3

CatalogNumber WireRange
TBL100 (6) #14-2/0
TBL200 (6) #6-350 MCM
TBL400 (6) #4-600 MCM
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Electrical Utility
Sectionalizing

UtilityJunction(UJ)Cabinets

IndustryStandards
ANSIC57.12.28Pad-MountedEquipmentEnclosureIntegrity
RUSApproved

Application
Enclosuresprovidesectionalizingandtap-pointfunctionalityfor
undergrounddistributionsystems.Availableinawidevarietyof
single-andthree-phasemodels,theseenclosuresarerated15and25
KVat200or600amperesandwillaccepttwo-,three-andfour-way
junctionsfromallmanufacturers.

Features
• Recessedstainlesssteelpenta-headboltwithpadlocksecurity

systemstandardonallmodels
• 5/8-11threadedliftingprovisions
• Windstopstandardonallmodels(twostopsprovidedifB

dimensionisgreaterthanorequalto42-in.)

• Groundnutforeachphase
• Fullrangeofmodificationsavailableonrequest

Specifications
• Welded12gaugesteelor.125aluminumconstruction(stainless

steelavailableasamodification)
• WhenorderingUJcabinets,customermayspecifymultiple

mountingpaneloptions,includingmildsteel,galvanizedand
stainlesssteel(panelsmustbepurchasedseparately)

Finish
• MunsellGreen7GY3.29/1.5polyesterpowderpaintfinishinside

andoutoverpretreatedsurfaces
• Mountingpanelshavewhitepolyesterpowderpaintover

pretreatedsurfaces
Bulletin:UJ

StandardProduct Enclosures

CatalogNumber AxBxCin. AxBxCmm Material
Recommended
PanelQty.

Recommended
PanelStyle

UJ303018M2 30.00 x 30.00 x 18.00 762 x 762 x 457 Steel 1 B or D
UJ303019M2 30.00 x 30.00 x 19.00 762 x 762 x 483 Steel 1 B or D
UJ303023M2 30.00 x 30.00 x 23.00 762 x 762 x 584 Steel 1 B or D
UJ303024M2 30.00 x 30.00 x 24.00 762 x 762 x 610 Steel 1 B or D
UJ304824M2 30.00 x 48.00 x 24.00 762 x 1219 x 610 Steel 2 B or D
UJ306018M2 30.00 x 30.00 x 18.00 762 x 762 x 457 Steel 3 A or C
UJ306424M2 30.00 x 64.00 x 24.00 762 x 1626 x 610 Steel 1, 2 A or C, B or D
UJ306623M2 30.00 x 66.00 x 23.00 762 x 1676 x 584 Steel 1, 2 A or C, B or D
UJ306724M2 30.00 x 67.00 x 24.00 762 x 1702 x 610 Steel 3 B or D
UJ307424M2 30.00 x 74.00 x 24.00 762 x 1880 x 610 Steel 3 B or D
UJ307622M2 30.00 x 76.00 x 22.00 762 x 1930 x 559 Steel 3 B or D
UJ482618M2 48.00 x 26.00 x 18.00 1219 x 660 x 457 Steel 1 B or D
UJ303018A 30.00 x 30.00 x 18.00 762 x 762 x 457 Aluminum 1 B or D
UJ306018A 30.00 x 60.00 x 18.00 762 x 1524 x 457 Aluminum 3 A or C
UJ306723A 30.00 x 67.00 x 23.00 762 x 1702 x 584 Aluminum 3 B or D
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StandardPanels 

CatalogNumber AxBxCin. AxBxCmm PanelMaterial Style
No.of
ParkingStands

UJP1M 11.66 x 18.50 296 x 470 Mild Steel A 1
UJP2M 11.66 x 21.50 296 x 546 Mild Steel B 2
UJP1MOFF 11.66 x 18.50 296 x 470 Mild Steel C 1
UJP2MOFF 11.66 x 21.50 296 x 546 Mild Steel D 2
UJP1G 11.66 x 18.50 296 x 470 Galvanneal A 1
UJP2G 11.66 x 21.50 296 x 546 Galvanneal B 2
UJP1GOFF 11.66 x 18.50 296 x 470 Galvanneal C 1
UJP2GOFF 11.66 x 21.50 296 x 546 Galvanneal D 2
UJP1SS 11.66 x 18.50 296 x 470 Stainless Steel A 1
UJP2SS 11.66 x 21.50 296 x 546 Stainless Steel B 2
UJP1SSOFF 11.66 x 18.50 296 x 470 Stainless Steel C 1
UJP2SSOFF 11.66 x 21.50 296 x 546 Stainless Steel D 2
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Canadian Cabinets and Splitters
Canadian Cabinets

Metering,Type1
IndustryStandards
CSAFileNumber42184:Type1
NEMA/EEMACType1
IEC60529,IP30

Application
Thisenclosurehousesmeteringtransformersandinstrument
assembliesinindoorapplications.HQmodelsmeetHydro-Québec
requirements.Itincludesonepre-punchedaccessory,onepotential
transformerandonecurrenttransformerpanel,andafour-lug
splitterblock.

Features
• Glandplatesontopoftwo-doorenclosureformeterconnection
• Hingeddoorwithpulllatchandprovisionforpadlocking
• Singlepanelincludedwithstandardmodels
• Mountingholesinback

Specifications
• 14or16gaugesteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandout

Accessories
[s-3428]
Bulletin:M1

StandardProduct MeteringCabinets

CatalogNumber AxBxCin. AxBxCmm
PanelDimensions
DxE(in.)

PanelDimension
DxE(mm) Door

AMC271310R 27.00 x 13.00 x 10.00 686 x 330 x 254 22.75 x 8.75 578 x 222 Single
AMC302010R 30.00 x 20.00 x 10.00 762 x 508 x 254 25.75 x 15.75 654 x 400 Single
AMC303010R 30.00 x 30.00 x 10.00 762 x 762 x 254 25.75 x 25.75 654 x 654 Double
AMC363612R 36.00 x 36.00 x 12.00 915 x 915 x 305 31.75 x 31.75 806 x 806 Double
AMC484812R 48.00 x 48.00 x 12.00 1220 x 1220 x 305 43.75 x 43.75 1111 x 1111 Double

StandardProduct UG-SeriesCabinets
CatalogNumber AxBxCin. AxBxCmm Door
AMC202010UG 20.00 x 20.00 x 254.00 508 x 508 x 10 Single
AMC303010UG 30.00 x 30.00 x 254.00 762 x 762 x 10 Double
AMC363612UG 36.00 x 36.00 x 305.00 914 x 914 x 12 Double
AMC484812UG 48.00 x 48.00 x 305.00 1219 x 1219 x 12 Double

Panels included.

StandardProduct MeteringCabinetsMeetingHydro-QuébecRequirements
CatalogNumber AxBxCin. AxBxCmm Door
AMC303010HQ 30.00 x 30.00 x 10.00 762 x 762 x 254 Double
AMC363612HQ 36.00 x 36.00 x 12.00 914 x 914 x 305 Double
AMC484812HQ 48.00 x 48.00 x 12.00 1219 x 1219 x 305 Double

 PanelsIncludedwithHydro-QuébecCutouts
CatalogNumber AxBxCin. AxBxCmm PanelwithCutoutsfor D(in.) D(mm) E(in.) E(mm)
A32N34HQ 0.00 Current Transformer 12.76 324 13.39 340
A62N17HQ 0.00 Accessory 24.69 627 7.01 178
A65N38HQ 0.00 Main and Potential Transformer 25.59 650 15.00 381



81

ContractorType1:CanadianCabinetsandSplitters

CanadianCabinets





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts



82

ContractorType1:CanadianCabinetsandSplitters

CanadianSplitters





PH(763)422-2211•FX(763)422-2600•hoffmanonline.comSubjecttochangewithoutnotice ©2011PentairTechnicalProducts

Canadian Splitters

SplitterTrough,Type1

IndustryStandards
CSAC22.2No.76,FileNo.42184:Type1
NEMA/EEMACType1
IEC60529,IP30

Application
Withpre-installedterminalblocksforthree-andfour-wirepower
distributionsystems,thistroughsplitsfeedercircuitconductorsinto
multiplebranchcircuitconductors.

Features
• Varioussizeknockoutsoneachside
• Hingedcovers
• Mountingholesinback
• Includessingle-pointgroundlug
• GroundSplitter(groundbar)accessoryavailable

Specifications
• 16or14gaugesteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandout

Accessories
[s-3185]
[s-3428]
Bulletin:S90T

 KnockoutSizeandSpacing
AmpsRating Qty. EndKnockoutSize Spacing(in.) Spacing(mm) SideKnockoutSizeandPosition Spacing(in.) Spacing(mm)
85 2 1-3/4 - 2 2.75 70 Alternating 1/2 - 3/4 and 1 - 1-3/4 4.50 114
125 2 1-3/4 - 2 2.75 70 Alternating 1/2 - 3/4 and 1 - 1-3/4 4.50 114
225 2 2-1/2 - 3 4.06 103 Alternating 1/2 - 3/4 and 1 - 1-3/4 4.50 114
400 2 3 - 3-1/2 4.91 125 Alternating 1/2 - 3/4 and 1 - 1-3/4 4.50 114
600 2 3 - 3-1/2 4.91 125 Alternating 1/2 - 3/4 and 1 - 1-3/4 4.50 114
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StandardProduct Type1SplitterTrough

CatalogNumber in. mm
Number
ofWires

MainLugs
AmpsCU

MainLugs
WireSizeRange

Main
LugsQty.

BranchLugs
AmpsCU

BranchLugs
WireSizeRange

Branch
LugsQty.

AST283R 24.00 x 6.00 x 4.50 610 x 152 x 114 3 85 14-1 1 55 14-6 6
AST284R 24.00 x 6.00 x 4.50 610 x 152 x 114 4 85 14-1 1 55 14-6 6
AST383R 36.00 x 6.00 x 4.50 914 x 152 x 114 3 85 14-1 1 55 14-6 6
AST384R 36.00 x 6.00 x 4.50 914 x 152 x 114 4 85 14-1 1 55 14-6 6
AST483R 48.00 x 6.00 x 4.50 1219 x 152 x 114 3 85 14-1 1 55 14-6 6
AST484R 48.00 x 6.00 x 4.50 1219 x 152 x 114 4 85 14-1 1 55 14-6 6
AST2123R 24.00 x 6.00 x 4.50 610 x 152 x 114 3 125 14-1/0 1 110 14-2 6
AST2124R 24.00 x 6.00 x 4.50 610 x 152 x 114 4 125 14-1/0 1 110 14-2 6
AST3123R 36.00 x 6.00 x 4.50 914 x 152 x 114 3 125 14-1/0 1 110 14-2 6
AST3124R 36.00 x 6.00 x 4.50 914 x 152 x 114 4 125 14-1/0 1 110 14-2 6
AST4123R 48.00 x 6.00 x 4.50 1219 x 152 x 114 3 125 14-1/0 1 110 14-2 6
AST4124R 48.00 x 6.00 x 4.50 1219 x 152 x 114 4 125 14-1/0 1 110 14-2 6
AST3223R 36.00 x 8.25 x 4.50 914 x 210 x 114 3 225 6-300MCM 1 150 14-2/0 6
AST3224R 36.00 x 8.25 x 4.50 914 x 210 x 114 4 225 6-300MCM 1 150 14-2/0 6
AST4223R 48.00 x 8.25 x 4.50 1219 x 210 x 114 3 225 6-300MCM 1 150 14-2/0 6
AST4224R 48.00 x 8.25 x 4.50 1219 x 210 x 114 4 225 6-300MCM 1 150 14-2/0 6
AST5223R 60.00 x 8.25 x 4.50 1524 x 210 x 114 3 225 6-300MCM 1 150 14-2/0 6
AST5224R 60.00 x 8.25 x 4.50 1524 x 210 x 114 4 225 6-300MCM 1 150 14-2/0 6
AST6223R 72.00 x 8.25 x 4.50 1829 x 210 x 114 3 225 6-300MCM 1 150 14-2/0 6
AST6224R 72.00 x 8.25 x 4.50 1829 x 210 x 114 4 225 6-300MCM 1 150 14-2/0 6
AST3403R 36.00 x 10.00 x 6.00 914 x 254 x 152 3 400 1/0-250MCM: 4-600MCM 2:1 175 6-4/0 AND 14-3/0a 4 and 2a

AST4403R 48.00 x 10.00 x 6.00 1219 x 254 x 152 3 400 1/0-250MCM: 4-600MCM 2:1 175 6-4/0 AND 14-3/0a 4 and 2a

AST4404R 48.00 x 10.00 x 6.00 1219 x 254 x 152 4 400 1/0-250MCM: 4-600MCM 2:1 175 6-4/0 AND 14-3/0a 4 and 2a

AST5403R 60.00 x 10.00 x 6.00 1524 x 254 x 152 3 400 1/0-250MCM: 4-600MCM 2:1 175 6-4/0 AND 14-3/0a 4 and 2a

AST5404R 60.00 x 10.00 x 6.00 1524 x 254 x 152 4 400 1/0-250MCM: 4-600MCM 2:1 175 6-4/0 AND 14-3/0a 4 and 2a

AST6403R 72.00 x 10.00 x 6.00 1829 x 254 x 152 3 400 1/0-250MCM: 4-600MCM 2:1 175 6-4/0 AND 14-3/0a 4 and 2a

AST6404R 72.00 x 10.00 x 6.00 1829 x 254 x 152 4 400 1/0-250MCM: 4-600MCM 2:1 175 6-4/0 AND 14-3/0a 4 and 2a

AST4603R 48.00 x 11.00 x 6.50 1219 x 279 x 165 3 600 1/0-250MCM: 4-600MCM 4:2 175 6-4/0 AND 14-3/0a 4 and 2a

AST4604R 48.00 x 11.00 x 6.50 1219 x 279 x 165 4 600 1/0-250MCM: 4-600MCM 4:2 175 6-4/0 AND 14-3/0a 4 and 2a

AST5603R 60.00 x 11.00 x 6.50 1524 x 279 x 165 3 600 1/0-250MCM: 4-600MCM 4:2 175 6-4/0 AND 14-3/0a 4 and 2a

AST5604R 60.00 x 11.00 x 6.50 1524 x 279 x 165 4 600 1/0-250MCM: 4-600MCM 4:2 175 6-4/0 AND 14-3/0a 4 and 2a

AST6603R 72.00 x 11.00 x 6.50 1829 x 279 x 165 3 600 1/0-250MCM: 4-600MCM 4:2 175 6-4/0 AND 14-3/0a 4 and 2a

AST6604R 72.00 x 11.00 x 6.50 1829 x 279 x 165 4 600 1/0-250MCM: 4-600MCM 4:2 175 6-4/0 AND 14-3/0a 4 and 2a

aSix total branch lugs: (4) 6-4/0 and (2) 14-3/0
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SplitterBox,Type1

IndustryStandards
CSAC22.2No.76,FileNo.42184:Type1
NEMA/EEMACType1
IEC60529,IP30

Application
Thisboxsplitsfeedercircuitconductorsintomultiplebranchcircuit
conductorsandcomeswithpre-installedterminalblocksforthree-
andfour-wirepowerdistributionsystems.

Features
• Variousnumbersandsizesofcombinationknockoutsareprovided

onallfoursides:seeKnockoutSizeandSpacingTable
• Hingedcovers
• Mountingholesinback
• Includessinglepointgroundlug
• GroundSplitter(groundbar)accessoryavailable

Specifications
• 16or14gaugesteel

Finish
ANSI61graypolyesterpowderpaintfinishinsideandout

Accessories
[s-3185]
[s-3428]
Bulletin:S90B

StandardProduct Type1SplitterBox,600volt

CatalogNumber AxBxCin. AxBxCmm
Number
ofWires

MainLugs
AmpsCU

MainLugs
WireSizeRange

Main
LugsQty.

BranchLugs
AmpsCU

BranchLugs
WireSizeRange

Branch
LugsQty.

ASB83R 12.00 x 12.00 x 4.00 305 x 305 x 102 3 85 14-1 1 55 14-6 3
ASB84R 12.00 x 12.00 x 4.00 305 x 305 x 102 4 85 14-1 1 55 14-6 3
ASB123R 12.00 x 12.00 x 4.00 305 x 305 x 102 3 125 14-2/0 1 110 14-2/0 3
ASB124R 12.00 x 12.00 x 4.00 305 x 305 x 102 4 125 14-2/0 1 110 14-2/0 3
ASB223R 16.00 x 16.00 x 5.00 406 x 406 x 127 3 225 6-300MCM 1 175 14-2/0 3
ASB224R 16.00 x 16.00 x 5.00 406 x 406 x 127 4 225 6-300MCM 1 175 14-2/0 3
ASB403R 22.00 x 22.00 x 6.00 559 x 559 x 152 3 400 4-600MCM 2 285 4-600MCM 2
ASB404R 22.00 x 22.00 x 6.00 559 x 559 x 152 4 400 4-600MCM 2 285 4-600MCM 2

 KnockoutSizeandSpacingfromOutsideEnclosure
AmpsRating Qty. KnockoutSize Spacing(in.) Spacing(mm)
85 21 1-3/4 - 2 2.00 51

2 - 2-1/2 4.00 102
125 21 1-3/4 - 2 2.00 51

2 - 2-1/2 4.00 102
225 21 1-3/4 - 2 2.00 51

2-1/2 - 3 6.00 152
400 21 2 - 2-1/2 2.00 51

3 - 3-1/2 6.00 152

Knockouts viewed from outside enclosure. Pattern and sizes same on all four sides.
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SplitterBlockAssembliesOverview

IndustryStandards
CSACertified

Application
SplitterBlockAssembliestapfeederbranchcircuitsinsplitterboxes
andtroughs.Each600-voltblockincludesamainlugandbranch
lugs,togetherwithcopper/aluminum(CU/AL)connectorssecuredto
insulators.

SplitterBoxBlockAssemblies Bulletin:S90Y

CatalogNumber MainAmps MainLugQty. MainLugWireSizeRange BranchAmps BranchLugQty. BranchLugWireSizeRange
ASBB85 85 1 14-1 40 3 14-6
ASBB125 125 1 14-2/0 85 3 14-2/0
ASBB225 225 1 6-300MCM 125 3 14-2/0
ASBB400R 400 2 4-600MCM 225 2 4-600MCM
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SplitterTroughBlockAssemblies Bulletin:S90Y

CatalogNumber MainAmps MainLugQty. MainLugWireSizeRange BranchAmps BranchLugQty. BranchLugWireSizeRange
ASTB85 85 1 14-1 40 6 14-6
ASTB125 125 1 14-1/0 85 6 14-2
ASTB225 225 1 6-300MCM 125 6 14-2/0
ASTB400 400 1:2 4-600MCM:1/0-250 125 4 + 2A 6-4/0 and 14-3/0A

ASTB600 600 2:4 4-600MCM:1/0-250 125 4 + 2A 6-4/0 and 14-3/0A

A Six total branch lugs: (4) 6-4/0 and (2) 14-3/0

GroundSplitter(GroundBar)
Bulletin:S90Y

CatalogNumber
Depth
in./mm LugQty. WireSizeRange Application

ASG4 2.38
60

4 14-2/0 Splitter Box or Splitter Trough

ASG8 4.75
121

8 14-2/0 Splitter Trough
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