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ProConnect-PS

Plug & Receptacle

XPFConnect-PS

Explosionproof 

Plug & Receptacles

263/264/mw - Pg. 436 EP/EPCS/mw - Pg. 456

261/262/mw - Pg. 440

WELD/mw - Pg. 444

(6000/6583)

3100/3101/mw - Pg. 446

6000/mw - Pg. 448

800/mw - Pg. 450

246/247/mw - Pg. 452

420FC/PP/PC/mw - Pg. 454

(Previous name)

MARINE WIRING DEVICES
Pin and Sleeve Type
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FEATURES

ProConnect-PS  

263/264/mw

Unique pin and sleeve design prevents accidental mating • 

of non-marine rated devices.

Available mating metal or non-metallic plugs with integral • 

threaded ring maintain a watertight seal.

Neoprene gaskets resist petroleum.• 

Water shedding inverted mounting style.• 

Reverse service feed available.• 

Extended cover provides additional wiring capacity.• 

Cast marine brass or copper free aluminum  • 

construction available.

Captive threaded receptacle cap.• 

Optional double pole rotary switch combinations.• 

Heavy duty mounting pads.• 

Silicone lubricant provided for cover screws and flange.• 

Available in 125v AC up to 600v AC.• 

2P3W or 3P4W units available.• 

125v AC 20 Amp ANSI NEMA adapter plug available.• 

TECHNICAL SPECIFICATIONS

BOX/COVER

Cast marine brass or copper free aluminum.

CAP/RING

Marine brass or zinc plated brass.

PLUG BODY/RING

Cast marine brass, zinc plated brass or Acrylonitrite Butadiene Styrene/

Polycarbonate blend (ABS+PC).

HARDWARE

Stainless steel.

GASKETS

One piece neoprene.

RECEPTACLE/PLUG INTERIOR

Acrylonitrite Butadiene Styrene/Polycarbonate blend (ABS+PC).

PIN AND SLEEVES

Free machining brass.

ENTRIES

Standard units undrilled. Up to 3⁄4” NPT through feed available. See ENTRY 

OPTIONS for selections.

VOLTAGE AND CURRENT 

RECEPTACLE

125v AC, 20 Amp max

208v AC, 20 Amp max

250v AC, 20 Amp max

277v AC, 20 Amp max

480v AC, 20 Amp max

600v AC, 20 Amp max

VOLTAGE AND CURRENT 

SWITCH

20 Amp 120/240v AC

1 HP at 120v AC or 2 HP at 240v AC

MOUNTING

Surface via two/three, or flush via four, 1⁄4” bolts (not included).

APPROVALS

Conforms to IP66s฀
ABSs฀

APPLICATIONS

Marine and watertight requirementss฀



SPARE  PARTS

INX6532B COVER, BRASS, One Receptacle

INX6533B COVER, BRASS, Two Receptacles

INX6534B COVER, BRASS, Three Receptacles

INX6535B COVER, BRASS, One Receptacle with Switch

INX6532A COVER, ALUMINUM, One Receptacle

INX6019B FLUSH MOUNT BOX, BRASS, Two Receptacles or One with 

Switch

INX6015B SURFACE MOUNT BOX, BRASS, One Receptacle

INX6016B SURFACE MOUNT BOX, BRASS, Two Receptacles or One with 

Switch

INX6017B SURFACE MOUNT BOX, BRASS, Three Receptacles

INX6015A SURFACE MOUNT BOX, ALUMINUM, One Receptacle

INX6016A SURFACE MOUNT BOX, ALUMINUM, Two Receptacles or One 

with Switch

INX3242PR-125 RECEPTACLE ADAPTER, 2P3W 125V to 5-20R

INX3242PR-250 RECEPTACLE ADAPTER, 2P3W 125V to 6-20R

Part No. Description

GKT5002 COVER GASKET, One Receptacle

GKT6007 COVER GASKET, Two Receptacles or One with Switch

GKT5022 COVER GASKET, Three Receptacles

GKT5029 BOX GASKET, One Receptacle

GKT5030 BOX GASKET, Two Receptacles or One with Switch

INX8002B KNOB AND SHAFT ASSEMBLY, Brass

INX8004B CAP WITH GASKET, Brass

INX8004A CAP WITH GASKET, Aluminum

INX3192 SWITCH

INX3022-125* INTERIOR, 2P3W, Receptacle

INX3143-125* INTERIOR, 2P3W, Metal Plug

INX3103-125* INTERIOR, 2P3W, Plastic Plug

INX3023-125* INTERIOR, 3P4W, Receptacle

INX3147-125* INTERIOR, 3P4W, Metal Plug

INX3105-125* INTERIOR, 3P4W, Plastic Plug

*NOTE

Change “-125” suffix to 208, 250 277, 480 or 600 for voltage needed.

ORDER ING REFERENCES

 

TYPE 2P3W

 

TYPE 3P4W

DESCRIPTION WEIGHT LBS

2632B-125 2633B-125 BRASS, One Receptacle, Surface Mount 3.2

2634B-125 2635B-125 BRASS, Two Receptacles, Surface Mount 4.9

2636B-125 2637B-125 BRASS, Three Receptacles, Surface Mount 6.7

2640B-125 2641B-125 BRASS, One Receptacle with Double Pole Switch, Surface Mount 4.9

2634BF-125 2635BF-125 BRASS, Two Receptacles, Flush Mount 7.0

2640BF-125 2641BF-125 BRASS, One Receptacle with Double Pole Switch, Flush Mount 7.0

2632A-125 2633A-125 ALUMINUM, One Receptacle, Surface Mount 1.2

2634A-125 2635A-125 ALUMINUM, Two Receptacles, Surface Mount 2.3

420BP-125 420-4BP-125 PLUG, Metal 0.8

420PP-125 420-4PP-125 PLUG, Plastic 0.3

TYPE 2P3W TYPE 3P4W

2632B-125 2633B-125

2634B-125 2635B-125

2636B-125 2637B-125

2640B-125 2641B-125

2634BF-125 2635BF-125

2640BF-125 2641BF-125

2632A-125 2633A-125

2634A-125 2635A-125

420BP-125 420-4BP-125

420PP-125 420-4PP-125

WEIGHT LBS

3.2

4.9

6.7

4.9

7.0

7.0

1.2

2.3

0.8

0.3

PART NUMBER
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437P A U L U H N  P R O C O N N E C T - P S  2 6 3 / 2 6 4 / M W

SPEC IAL  OPT IONS

-208* - 208V (3P4W only)

-250* - 250v

-277* - 277v (2P3W only)

-480* - 480v

-600* - 600v (3P4W only)

RS  - Reverse Service (Single gang only)

*Replace -125 in part number.

ENTRY  OPT IONS

NPT 

Trade Size

Dead 

End

Thru 

Feed

1/2” E1 C1

3/4” E2 C2

NPT 

Trade Size

1/2”

3/4”

Thru 

Feed

C1

C2
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DIMENS IONS

ProConnect-PS 263/264/mw

Dimensions in inches
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NOTES

P A U L U H N  P R O C O N N E C T - P S  2 6 3 / 2 6 4 / M W
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FEATURES

Unique pin and sleeve design prevents accidental mating of • 

non-marine rated devices.

Available mating metal or non-metallic plugs with integral • 

threaded ring maintain a watertight seal.

Neoprene gasket resists petroleum.• 

Reverse service feed available.• 

Extended cover provides additional wiring capacity.• 

Cast marine brass or copper free aluminum  • 

construction available.

Captive threaded receptacle cap.• 

Optional double pole rotary switch combinations.• 

Heavy duty mounting pads.• 

Silicone lubricant provided for cover screws and flange.• 

Available in 125v AC up to 600v AC.• 

2P3W or 3P4W units available.• 

125v AC 20 Amp ANSI NEMA adapter plug available.• 

ProConnect-PS 

261/262/mw

TECHNICAL SPECIFICATIONS

BOX/COVER

Cast marine brass or copper free aluminum.

CAP/RING

Marine brass or zinc plated brass.

PLUG BODY/RING

Cast marine brass, zinc plated brass or Acrylonitrite Butadiene Styrene/

Polycarbonate blend (ABS+PC).

HARDWARE

Stainless steel.

GASKET 

One piece neoprene.

RECEPTACLE/PLUG INTERIOR

Acrylonitrite Butadiene Styrene/Polycarbonate blend (ABS+PC).

PIN AND SLEEVE

Free machining brass.

ENTRIES

Standard units undrilled. Up to 3⁄4” NPT through feed available. See ENTRY 

OPTIONS for selections.

VOLTAGE AND CURRENT 

RECEPTACLE

125v AC, 20 Amp max

208v AC, 20 Amp max

250v AC, 20 Amp max

277v AC, 20 Amp max

480v AC, 20 Amp max

600v AC, 20 Amp max

VOLTAGE AND CURRENT

SWITCH

20 Amp 120/240v AC

1 HP at 120v AC or 2 HP at 240v AC 

MOUNTING

Surface via two, or flush via four, 1⁄4” bolts (not included).

APPROVALS

Conforms to IP66s฀
ABSs฀

APPLICATIONS

Marine and watertight requirementss฀



M
a

ri
n

e
 W

ir
in

g

441

SPARE  PARTS

INX6538B COVER, MARINE BRASS, One Receptacle

INX6539B COVER, MARINE BRASS, Two Receptacles

INX6541B COVER, MARINE BRASS, One Receptacle with Switch

INX6539A COVER, ALUMINUM, Two Receptacles

INX6020B SURFACE MOUNT BOX, MARINE BRASS, One Receptacle

INX6021B SURFACE MOUNT BOX, MARINE BRASS, Two Receptacles or 

One with Switch

INX6021A SURFACE MOUNT BOX, ALUMINUM, Two Receptacles or One 

with Switch

INX6023B FLUSH MOUNT BOX, MARINE BRASS, One Receptacle

INX6024B FLUSH MOUNT BOX, MARINE BRASS, Two Receptacles or One 

with Switch

INX8004B CAP WITH GASKET, MARINE BRASS

INX8004A CAP WITH GASKET, ALUMINUM

INX8002B KNOB AND SHAFT ASSEMBLY, MARINE BRASS

Part No. Description

GKT5007 COVER GASKET, One Receptacle

GKT6006 COVER GASKET, Two Receptacles or One with Switch

GKT5046 FLUSH MOUNT FLANGE GASKET, One Receptacle

GKT5045 FLUSH MOUNT FLANGE GASKET, Two Receptacles or One with 

Switch

INX3022-125* INTERIOR, 2P3W, Receptacle

INX3023-125* INTERIOR, 3P4W, Receptacle

INX3143-125* INTERIOR, 2P3W, Metal Plug

INX3147-125* INTERIOR, 3P4W, Metal Plug

INX3103-125* INTERIOR, 2P3W, Plastic Plug

INX3105-125* INTERIOR, 3P4W, Plastic Plug

INX3242PR-125 RECEPTACLE ADAPTER, 2P3W 125V to 5-20R

INX3242PR-250 RECEPTACLE ADAPTER, 2P3W 125v to 6-20R

INX3192 SWITCH

SPEC IAL  OPT IONS

-208* - 208V (3P4W only)

-250* - 250v

-277* - 277v (2P3W only)

-480* - 480v

-600* - 600v (3P4W only)

RS  - Reverse Service (Single gang only)

*Replace -125 in part number.

ENTRY  OPT IONS

NPT 

Trade Size

Dead 

End

Thru 

Feed

1/2” E1 C1

3/4” E2 C2

NPT 

Trade Size

1/2”

3/4”

Thru 

Feed

C1

C2

*NOTE

Change “-125” suffix to 208, 250 277, 480 or 600 for voltage needed.

P A U L U H N  P R O C O N N E C T - P S  2 6 1 / 2 6 2 / M W

ORDER ING REFERENCES

 

TYPE 2P3W

 

TYPE 3P4W

DESCRIPTION WEIGHT LBS

2613B-125 2615B-125 MARINE BRASS / SURFACE MOUNT, One Receptacle 4.0

2614B-125 2617B-125 MARINE BRASS / SURFACE MOUNT, Two Receptacles 5.5

2620B-125 2623B-125 MARINE BRASS / SURFACE MOUNT, One Receptacle with Switch 5.5

2613BF-125 2615BF-125 MARINE BRASS / FLUSH MOUNT, One Receptacle 4.5

2614BF-125 2617BF-125 MARINE BRASS / FLUSH MOUNT, Two Receptacles 6.5

2620BF-125 2623BF-125 MARINE BRASS / FLUSH MOUNT, One Receptacle with Switch 6.5

2614A-125 2617A-125 ALUMINUM / SURFACE MOUNT, Two Receptacles 2.3

420BP-125 420-4BP-125 PLUG, Metal 0.8

420PP-125 420-4PP-125 PLUG, Plastic 0.3

TYPE 2P3W TYPE 3P4W

2613B-125 2615B-125

2614B-125 2617B-125

2620B-125 2623B-125

2613BF-125 2615BF-125

2614BF-125 2617BF-125

2620BF-125 2623BF-125

2614A-125 2617A-125

420BP-125 420-4BP-125

420PP-125 420-4PP-125

WEIGHT LBS

4.0

5.5

5.5

4.5

6.5

6.5

2.3

0.8

0.3

PART NUMBER
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DIMENS IONS

ProConnect-PS 261/262/mw

Dimensions in inches
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NOTES

P A U L U H N  P R O C O N N E C T - P S  2 6 1 / 2 6 2 / M W
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FEATURES

ProConnect-PS  

Weld/mw

Unique single pin and sleeve design prevents accidental • 

mating of non-marine rated devices.

Available mating plug with integral threaded ring • 

maintains a watertight seal. 

Neoprene gaskets resist petroleum.• 

Plugs and receptacles are designed for up to a 2/0 or • 

.473 diameter cable at 300 Amp max.

250v DC or 600v AC single or double receptacles.• 

Cast marine brass construction. • 

Impact resistant interior bodies with silver plated • 

contacts.

Captive threaded receptacle cap.• 

Heavy duty mounting pads.• 

Silicone lubricant provided for cover screws and flange.• 

APPROVALS

Conforms to IP66s฀
ABSs฀

APPLICATIONS

Remote welding torch lead supplys฀
Marine and watertight requirementss฀

TECHNICAL SPECIFICATIONS

BOX/COVER/CAPS

Cast marine brass.

PLUG BODY/RING

Cast marine brass.

PLUG/RECEPTACLE INTERIOR

6/6 nylon.

PLUG/RECEPTACLE CONTACT

Free machining brass, silver plated.

HARDWARE

Stainless steel.

GASKETS

One piece neoprene.

ENTRIES

6000B up to four 1” NPT outlets.

6583B up to four 2” NPT outlets.

Please state requirements on application.

MOUNTING

6000B surface, via two 1⁄4” bolts (not included).

6583B surface, via four 1⁄2” bolts (not included).

VOLTAGE AND CURRENT

250v DC, 300 Amp max

600v AC, 300 Amp max



DIMENS IONS

SPARE  PARTS

GKT4005 ANGLE COVER GASKET, Single Receptacle

GKT4005 ANGLE COVER GASKET, Double Receptacle

INX8014B RECEPTACLE CAP WITH GASKET

INX3047 INTERIOR, Receptacle

Part No. Description

INX3048 INTERIOR, Plug

GKT5057 BOX COVER GASKET, Single Receptacle

GKT4003 BOX COVER GASKET, Double Receptacle

INX6565B PLUG RING WITH GASKET

ORDER ING REFERENCES

PART NUMBER DESCRIPTION WEIGHT LBS

6000B Single Receptacle 7.5

6583B Double Receptacle 44.0

6000BP Plug 2.8

PART NUMBER

6000B

6583B

6000BP

WEIGHT LBS

7.5

44.0

2.8
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Dimensions in inches
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FEATURES

ProConnect-PS 

3100/3101/mw

Unique pin and sleeve design prevents accidental mating of • 

non-marine rated devices.

Available mating metal or non-metallic plugs with integral • 

threaded ring maintain a watertight seal.

Neoprene gaskets resist petroleum.• 

Extended back box for additional wiring capacity.• 

Reverse service feed available.• 

Cast marine brass construction.• 

Captive threaded receptacle cap.• 

Heavy duty mounting pads.• 

Silicone lubricant provided for cover screws and flange.• 

Available in 125v AC up to 600v AC.• 

2P3W or 3P4W units available.• 

125v AC 20 Amp ANSI NEMA adapter plug available.• 

APPROVALS

Conforms to IP66s฀
ABSs฀

APPLICATIONS

Marine and watertight requirementss฀

TECHNICAL SPECIFICATIONS

BOX/COVER

Cast marine brass.

CAP/RING

Marine brass.

PLUG BODY/RING

Cast marine brass or Acrylonitrite Butadiene Styrene/Polycarbonate blend 

(ABS+PC).

HARDWARE

Stainless steel.

GASKETS

One piece neoprene.

RECEPTACLE/PLUG INTERIOR

Acrylonitrite Butadiene Styrene/Polycarbonate blend (ABS+PC).

PIN AND SLEEVES

Free machining brass.

ENTRIES

Standard units undrilled. Up to four 1” NPT outlets available. See ENTRY OPTIONS 

for selections.

MOUNTING

Surface, via two 1⁄4” bolts (not included).

VOLTAGE AND CURRENT 

RECEPTACLE

125v AC, 20 Amp max

208v AC, 20 Amp max

250v AC, 20 Amp max

277v AC, 20 Amp max

480v AC, 20 Amp max

600v AC, 20 Amp max



* NOTE 

Change “-125” suffix to 208, 250 277, 480 or 600 for voltage needed.
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SPARE  PARTS

INX3022-125* INTERIOR, 2P3W, Receptacle

INX3143-125* INTERIOR, 2P3W, Metal Plug

INX3103-125* INTERIOR, 2P3W, Plastic Plug

INX3023-125* INTERIOR, 3P4W, Receptacle

INX3147-125* INTERIOR, 3P4W, Metal Plug

INX3105-125* INTERIOR, 3P4W, Plastic Plug

Part No. Description

INX3242PR-125 ADAPTER, 125v to 5-20R

INX3242PR-250 ADAPTER, 250v to 6-20R

GKT6094 BOX COVER GASKET

INX8013B CAP WITH GASKET

INX6030B BOX

INX6550B COVER

SPEC IAL  OPT IONS

-208* - 208v AC (3P4W only) 

-250* - 250v AC 

-277* - 277v AC (2P3W only) 

-480* - 480v AC 

-600* - 600v AC (3P4W only) 

RS - Reverse Service

*Replace -125 in part number.

ORDER ING REFERENCES

 

TYPE 2P3W

 

TYPE 3P4W

DESCRIPTION WEIGHT LBS

3100B-125 3101B-125 Single Receptacle 4.3

420BP-125 420-4BP-125 Metal Plug 0.8

420PP-125 420-4PP-125 Plastic Plug 0.4

TYPE 2P3W TYPE 3P4W

3100B-125 3101B-125

420BP-125 420-4BP-125

420PP-125 420-4PP-125

WEIGHT LBS

4.3

0.8

0.4

PART NUMBER

ENTRY  OPT IONS

NPT 

Trade Size

Dead 

End*

Thru 

Feed*

X- 

Positions

1/2” E1 C1 X1

3/4” E2 C2 X2

1” E3 C3 X3

NPT 

Trade Size

1/2”

3/4”

1”

Thru 

Feed*

C1

C2

C3

*Entries on short side of casting.

DIMENS IONS

Dimensions in inches
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FEATURES

ProConnect-PS  

6000/mw

Unique pin and sleeve design prevents accidental mating of • 

non-marine rated devices.

Available mating plug with integral threaded ring maintains a • 

watertight seal.

Neoprene gaskets resist petroleum.• 

Reverse service feed available.• 

Extended box and cover provides additional wiring capacity.• 

Cast marine brass construction.• 

Captive threaded receptacle cap.• 

Heavy duty mounting pads.• 

Silicone lubricant provided for cover screws and flange.• 

Available in 125v AC up to 600v AC.• 

2P3W or 3P4W units available.• 

APPROVALS

Conforms to IP66s฀
ABSs฀

APPLICATIONS

Marine and watertight requirementss฀

TECHNICAL SPECIFICATIONS

BOX/COVER/CAP

Cast marine brass.

PLUG BODY/RING

Cast marine brass.

HARDWARE

Stainless steel.

GASKETS

One piece neoprene.

RECEPTACLE/PLUG INTERIOR

Acrylonitrite Butadiene Styrene/Polycarbonate blend (ABS+PC).

PIN AND SLEEVES

Free machining brass.

ENTRIES

Standard units undrilled. Up to four 1” NPT outlets available. See ENTRY OPTIONS 

for selections.

MOUNTING

Surface, via two 1⁄4“mounting bolts (not included).

VOLTAGE AND CURRENT 

RECEPTACLE

125v AC, 30 Amp max

250v AC, 30 Amp max

277v AC, 30 Amp max

380v AC, 30 Amp max

480v AC, 30 Amp max

600v AC, 30 Amp max
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SPARE  PARTS

INX8014B RECEPTACLE CAP W/GASKET

GKT4005 BOX COVER GASKET

INX3043 INTERIOR, 2P3W Receptacle

Part No. Description

INX3057 INTERIOR, 3P4W Receptacle

INX3073 INTERIOR, 2P3W Plug

INX3074 INTERIOR, 3P4W Plug

P A U L U H N  P R O C O N N E C T - P S  6 0 0 0 / M W

SPEC IAL  OPT IONS

-250* - 250v units

-277* - 277v units 

-380* - 380v units

-480* - 480v units

-600* - 600v units

RS  - Reverse Service

*Replace -125 in part number.

ORDER ING REFERENCES

 

TYPE 2P3W

 

TYPE 3P4W

DESCRIPTION WEIGHT LBS

6009B-125 6006B-125 Angle Type 7.8

6009BP-125 6006BP-125 Plug 2.8

TYPE 2P3W TYPE 3P4W

6009B-125 6006B-125

6009BP-125 6006BP-125

WEIGHT LBS

7.8

2.8

PART NUMBER

ENTRY  OPT IONS

NPT Trade 

Size

Dead 

End*

Thru 

Feed*

X- 

Positions

1/2” E1 C1 X1

3/4” E2 C2 X2

1” E3 C3 X3

NPT Trade 

Size

1/2”

3/4”

1”

Thru 

Feed*

C1

C2

C3

*Entries on short side of casting.

Dimensions in inches
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FEATURES

ProConnect-PS  

800/mw

Unique pin and sleeve design prevents accidental mating of • 

non-marine rated devices.

Available mating plug with integral threaded ring maintains • 

a watertight seal. 

Neoprene gaskets resist petroleum. • 

Interlocking design of the receptacle prevents insertion or • 

removal of the plug while the unit is energized.

Cast marine brass construction.• 

Captive threaded receptacle cap.• 

Heavy duty mounting pads.• 

Silicone lubricant provided for cover screws and flange.• 

2P3W or 3P4W units available.• 

APPROVALS

Conforms to IP66s฀
ABSs฀

APPLICATIONS

Marine and watertight requirementss฀

TECHNICAL SPECIFICATIONS

BOX/COVER/HANDLE

Cast marine brass.

CAP PLUG BODY/RING

20 Amp - Free machining brass

30 Amp - Cast marine brass

HARDWARE

Stainless steel.

GASKETS

One piece neoprene.

RECEPTACLE/PLUG INTERIOR

Acrylonitrile Butadiene Styrene (ABS).

PIN AND SLEEVES

Free machining brass.

ENTRIES

Standard units undrilled. Up to four 11⁄2“ NPT outlets available. See ENTRY 

OPTIONS for selections.

MOUNTING

20 Amp - Surface, via two 1⁄4“ mounting bolts (not included). 

30 AMP - Surface, via four 5⁄16“ mounting bolts (not included).

VOLTAGE AND CURRENT 

SWITCH AND RECEPTACLE

125v AC, 20/30 Amp max

250v AC, 20/30 Amp max

277v AC, 20/30 Amp max

380v AC, 20/30 Amp max

480v AC, 20/30 Amp max

600v AC, 20/30 Amp max
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*  NOTE 

For the 20 amp unit, change “-125” suffix to 250, 277, 480 or 600 for

 voltage needed (2P3W units 480v max).

SPARE  PARTS

INX6525B COVER, 20 Amp

INX6716B COVER, 30 Amp

INX6009B BOX, 20 Amp

INX6069B BOX, 30 Amp

INX8004B CAP WITH GASKET, 20 Amp

INX8014B CAP WITH GASKET, 30 Amp

GKT5057 BOX COVER GASKET, 20 Amp

GKT5058 BOX COVER GASKET, 30 Amp

INX3038 SWITCH, 841 125v and 250v

INX3115 SWITCH, 841 277v and 480v

INX3013 SWITCH, 842 all voltages

Part No. Description

INX3115 SWITCH, 843 125v and 250v

INX3301 SWITCH, 843 277v and 600v

INX3013 SWITCH, 844 125v and 250v

INX3256 SWITCH, 844 277v and 600v

INX3143-125* INTERIOR, 2P3W, 20 Amp Plug

INX3073 INTERIOR, 2P3W, 30 Amp Plug

INX3022-125* INTERIOR, 2P3W, 20 Amp Receptacle

INX3043 INTERIOR, 2P3W, 30 Amp Receptacle

INX3147-125* INTERIOR, 3P4W, 20 Amp Plug

INX3074 INTERIOR, 3P4W, 30 Amp Plug

INX3023-125* INTERIOR, 3P4W, 20 Amp Receptacle

INX3057 INTERIOR, 3P4W, 30 Amp Receptacle

P A U L U H N  P R O C O N N E C T - P S  8 0 0 / M W

SPEC IAL  OPT IONS

-250* - 250v AC

-277* - 277v AC (20 Amp 2P3W only)

-480* - 480v AC

-600* - 600v AC (30 Amp 3P4W only)

*Replace -125 in part number.

ORDER ING REFERENCES

 

TYPE 2P3W

 

TYPE 3P4W

DESCRIPTION WEIGHT LBS

841B-125 842B-125 20 Amp Receptacle 7.5

839BP-125 840BP-125 20 Amp Plug 0.8

843B-125 844B-125 30 Amp Receptacle 9.0

6009BP-125 6006BP-125 30 Amp Plug 1.0

TYPE 2P3W TYPE 3P4W

841B-125 842B-125

839BP-125 840BP-125

843B-125 844B-125

6009BP-125 6006BP-125

WEIGHT LBS

7.5

0.8

9.0

1.0

PART NUMBER

ENTRY  OPT IONS

NPT 

Trade Size

Dead 

End*

Thru 

Feed*

X- 

Positions

1/2” E1 C1 X1

3/4” E2 C2 X2

1” E3 C3 X3

1 1/2” E5 C5 X5

NPT 

Trade Size

1/2”

3/4”

1”

1 1/2”

Thru 

Feed*

C1

C2

C3

C5

*Entries on short side of casting.

DIMENS IONS

Dimensions in inches
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FEATURES

Unique pin and sleeve design prevents accidental mating of • 

non-marine rated devices.

Available mating plug with integral threaded ring maintains a • 

watertight seal. 

Neoprene gaskets resist petroleum.• 

Interlocking design of the receptacle prevents insertion or • 

removal of the plug while the unit is energized.

Internal industrial breaker provides thermal overload and • 

short circuit protection.

Full load circuit interruption for added safety.• 

Corrosion resistant cast marine brass construction.• 

Captive threaded receptacle cap.• 

Heavy duty mounting pads.• 

Silicone lubricant provided for cover screws and flange.• 

External control handle has provision for padlocking in the • 

OFF position.

Available from 15 to 30 Amp.• 

2P3W or 3P4W units available.• 

ProConnect-PS 

246/247/mw

APPROVALS

Conforms to IP66s฀
ABSs฀

APPLICATIONS

Wharfs and docking facilities s฀
Marine and watertight requirementss฀
Ship to shore powers฀
Dry dock temporary power usages฀

TECHNICAL SPECIFICATIONS

BOX/COVER/HANDLE/CAP

Cast marine brass.

PLUG BODY/RING

Cast marine brass.

HARDWARE

Stainless steel.

GASKETS

One piece neoprene.

RECEPTACLE/PLUG INTERIOR

Acrylonitrile Butadiene Styrene (ABS).

PIN AND SLEEVE

Free machining brass.

ENTRIES

Standard units undrilled. Up to four 11⁄2“ NPT outlets available. See ENTRY OP-

TIONS for selections.

VOLTAGE AND CURRENT

RECEPTACLES

125v AC, 30 Amp max

250v AC, 30 Amp max

277v AC, 30 Amp max

380v AC, 30 Amp max

480v AC, 30 Amp max

VOLTAGE AND CURRENT

BREAKER

480v AC, 15 Amp max

480v AC, 20 Amp max

480v AC, 30 Amp max

MOUNTING

Surface, via four 3⁄8“ mounting bolts (not included).



*Entries on short side of casting.
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SPARE  PARTS

INX3086 2 POLE BREAKER, 15 Amp

INX3087 2 POLE BREAKER, 20 Amp

INX3088 2 POLE BREAKER, 30 Amp

INX3093 3 POLE BREAKER, 15 Amp

INX3094 3 POLE BREAKER, 20 Amp

INX3095 3 POLE BREAKER, 30 Amp

INX6041B BOX

Part No. Description

INX6650B COVER WITH HANDLE

GKT5005 BOX COVER GASKET

INX8030B CAP WITH GASKET

INX3073 2P3W INTERIOR, Plug

INX3043 2P3W INTERIOR, Receptacle

INX3074 3P4W INTERIOR, Plug

INX3057 3P4W INTERIOR, Receptacle

DIMENS IONS

P A U L U H N  P R O C O N N E C T - P S  2 4 6 / 2 4 7 / M W

SPEC IAL  OPT IONS

-250* - 250v AC

-277* - 277v AC

-380* - 380v AC 

-480* - 480v AC 

*Replace -125 in part number.

Note: Changing the suffix changes the voltage rating of the receptacle.  

The circuit breaker is dependent upon model selection.  

ENTRY  OPT IONS

NPT 

Trade Size

Dead 

End

Thru 

Feed

X- 

Positions

1/2” E1 C1 X1

3/4” E2 C2 X2

1” E3 C3 X3

1 1/2” E5 C5 X5

NPT 

Trade Size

1/2”

3/4”

1”

1 1/2”

Thru 

Feed

C1

C2

C3

C5

ORDER ING REFERENCES

PART NUMBER DESCRIPTION WEIGHT LBS

2P3W BRASS 2 POLE BREAKER

2460B-125 15 Amp Breaker 31.5

2462B-125 20 Amp Breaker 31.5

2464B-125 30 Amp Breaker 31.5

430BP-125 Plug, 30 Amp 2.8

3P4W BRASS 3 POLE BREAKER

2470B-125 15 Amp Breaker 31.5

2472B-125 20 Amp Breaker 31.5

2474B-125 30 Amp Breaker 31.5

431BP-125 Plug, 30 Amp 2.8

PART NUMBER

2P3W BRASS

2460B-125

2462B-125

2464B-125

430BP-125

3P4W BRASS

2470B-125

2472B-125

2474B-125

431BP-125

WEIGHT LBS

31.5

31.5

31.5

2.8

31.5

31.5

31.5

2.8

Dimensions in inches
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FEATURES
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ProConnect-PS  

420FC/PP/PC/mw

Unique pin and sleeve design prevents accidental mating • 

of non-marine rated devices.

Voltage specific keyed ground pin assures proper mating. • 

Non-metallic plugs with integral threaded ring maintain a • 

watertight seal.

Engineered plastic version of the Pauluhn brass 420 • 

Series.

Compatible with Pauluhn 20 Amp pin and sleeve devices• 

Plugs, female connectors and sets of each are available.• 

APPROVALS

Conforms to IP66s฀
ABSs฀

APPLICATIONS

Wharfs and docking facilitiess฀
Marine and watertight requirementss฀
Ship to shore powers฀
Dry dock temporary power usages฀

TECHNICAL SPECIFICATIONS

BODY/CAP/RING

Acrylonitrite Butadiene Styrene/Polycarbonate blend (ABS+PC).

PINS AND SLEEVES

Free machining brass.

CORD GRIP GROMMET

One piece neoprene.

CABLE RANGES

2P3W - .437 - .312

3P4W - .563 - .437

VOLTAGE AND CURRENT

125v AC, 20 Amp max

208v AC, 20 Amp max

250v AC, 20 Amp max

277v AC, 20 Amp max

480v AC, 20 Amp max

600v AC, 20 Amp max



M
a

ri
n

e
 W

ir
in

g

455

SPARE  PARTS

GKT7008 CORD GRIP GROMMET, 2P3W

GKT7009 CORD GRIP GROMMET, 3P4W

Part No. Description

INX6651 PLUG/CONNECTOR CAP

INX6652 THREADED RING

P A U L U H N  P R O C O N N E C T - P S  4 2 0 F C / P P / P C / M W

SPEC IAL  OPT IONS

RS - Reverse Service, Plug Only

ORDER ING REFERENCES

DESCRIPTION PART NUMBER WEIGHT 

LBS125 VOLT 208 VOLT 250 VOLT 277 VOLT 480 VOLT 600 VOLT

2P3W Plug 420PP-125 N/A 420PP-250 420PP-277 420PP-480 N/A 0.3

2P3W Female Connector 422FC-125 N/A 422FC-250 422FC-277 422FC-480 N/A 0.3

2P3W Plug & Connector 426PC-125 N/A 426PC-250 426PC-277 426PC-480 N/A 0.6

3P4W Plug 420-4PP-125 420-4PP-208 420-4PP-250 N/A 420-4PP-480 420-4PP-600 0.3

3P4W Female Connector 423FC-125 423FC-208 423FC-250 N/A 423FC-480 423FC-600 0.3

3P4W Plug & Connector 426-4PC-125 426-4PC-208 426-4PC-250 N/A 426-4PC-480 426-4PC-600 0.6

208 VOLT

N/A

N/A

N/A

420-4PP-208

423FC-208

426-4PC-208

277 VOLT

420PP-277

422FC-277

426PC-277

N/A

N/A

N/A

600 VOLT

N/A

N/A

N/A

420-4PP-600

423FC-600

426-4PC-600

DESCRIPTION

2P3W Plug

2P3W Female Connector

2P3W Plug & Connector

3P4W Plug

3P4W Female Connector

3P4W Plug & Connector

DIMENS IONS

Dimensions in inches


