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Contoured housing offers light control. Deep-cell anodized aluminum louvers. Automated assembly, mitered corners and interlocking construction assure
precise parabolic shape. Compatible with vinually all ceiling types and air functions. Precise fit between housing and louver eliminates leaks and shadows.
Special and metric sizes available.

Ordering Guide
Catalog number consists of series, mounting, air function, number of lamps, lamp type, number of louver cells, louver finish, voltage and options.
Example: 2PM3 G B 3 40 18 LD 120 ES
Series: Recessed: PM3=1' wide; 2PM3=2' wide; 3PM3=3' wide; 4PM3=4' wide; 20PM3=20" wide. Surface: PM3X=1' wide; 2PM3=2' wide; 3PM3X=2'
wide; 4PM3X=4' wide.
Mounting: Blank=surface mounting; G=lay-in grid; F=flanged; MT =modular fit-in; ST =screw slot.
Air Function. B=no air function; A=air supply/return; H=heat removal; D=dual function supply/return/removal.
No. of Lamps: 1,2,3,4,6,8 (not included).
Lamp Type: U16=16W T8-U 12"; 17=17W T8 24"; CF18=18W TT5 RS 12"; 20=20W TS T12 24"; 25=25W T8 36"; 30=30W T12 36"; U31=31W T8-U
15/8" leg; U316=31W T8-U 6" leg; 32=32W T8 48"; D38=28W or 38W 2D 4-pin; 40=40W T12 48"; U40=40W T12-U 6" leg; U403=40W T12-U 35/8" leg
; CF40=40W TT5 AS 24".
No. of Cells: 4, 6, 8, 9, 12, 16, 18, 24, 32, 36, 64.
Louver Finish: G=specular gold; C=champagne gold; LD=low iridescent diffuse silver; LS=low iridescent specular silver; ND=AchromaTM noniridescent
diffuse silver; W=white enamel.
Voltage:120V, 277V, 347V.
Options: ES=energy saving; others available.

Wdth.
Ft.
1
1
2
2
2
2
2
3
4

Lgth.
Ft.
2
3
2
2
4
4
4
3
4

No.
Lamps

2
2
1
2
3
4
3
6
8

Lamp

I~Ce
112
IBU
112U
112
112
112
112
IB

No. UPC
PM3GB2174LS277ES PM3GB23012LS120ES 2PM3GB1U319LS347ES* 2PM3GB2U409LD120ESt 2PM3GB34018LD120ES 05839

2PM3GB44032LD120ES 00187
2PM3GD34018LD120ES 3PM3GB63036LS120ES 4PM3GB83236LS120ES "15/8" leg. Not available for 3-lamp fixtures.

t6" leg.

Watts
17
30
31
40
40
40
40
30
32

Volts
277
120
347
120
120
120
120
120
120

Ballast
Magnetic
Magnetic
Magnetic
E.S. Mag.
E.S. Mag.
E.S. Mag.
E.S. Mag.
Magnetic
Magnetic

LITHONIA
Grid Troffers

Series GT - Heat Removal - Recessed

Standard door fully gasketed flush steel with opposing rotary-action cam latches; latches painted after fabrication. Low-profile, high-efficiency housing
fits in shallow plenums. T -hinge die-formed steel. In-and-out wiring standard, ballast leads identified. CSA Certified.

Model 2GT. Flush or regressed aluminum doors available, come with optional spring-loaded cam latches. Integral T-bar safety clips bend down to grip
T-bar securely, no need for separate clips.
Model 2GTX. Heat removal slots in door frame ends and fixture housing provide cooler, efficient operation. Optional dampers available. Integral T-bar
safety clips bend down to grip T -bar securely, no need for separate clips.
When ordering, specify series, number of lamps, lamp type, frame type, diffuser type, voltage and options.
Example: 2GT 2 40 FN A12 120 ES
Series: GT=1' wide; 2GT=2' wide; 2GTX=2' wide heat removal.
No. Lamps: 1, 2, 3, 4 (not included).
Lamp Type: 32=32W T8 48"; 40=40W T12 48".
Frame Type: Blank=flush steel; FN=flush aluminum, natural; FM=flush aluminum, matte black; FW=flush aluminum, white; RN=regressed aluminum,
natural; RM=regressed aluminum, matte black; RW=regressed aluminum, white.
Diffuser Type: A 12=#12 pattern acrylic; A 12125=#12 pattern acrylic, 0.125" thick; A 19=#19 pattern acrylic, 0.156" thick; K20=#20 pattern acrylic, 0.140"
thick; 84Y=holophane 8224 with overlay; AC=dropped dish, matte white acrylic (not available for 2GTX).
Voltage: 120V, 277V, 347V.
Options: ES=energy saving; others available.

Continued on next page

Designs and Specifications are for reference only and are subject to change without notice.Copyright @ by Howard W. Sams & Co.
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Wdth.
In.
2
2
2
2
2
2
2
2
2
2
2
1
1
1

loth.
In.
4
4
4
4
4
4
4
4
4
4
4
4
4
4

No.
lamps

2
2
3
3
3
4
4
4
4
4
4
2
2
2

Lamp

Trf2e
T12
T8
T12
T12
T8
T8
T8
T12
T12
T12
T8
T12
T12

No.
2GT240A12120ES
2GT240A12277ES
2GT332A121201/3GEB
2GT340A12120ES
2GT340A12277ES
2GT432A12120GEB
2GT432A121201/4GEB
2GT432A122771/4GEB
2GT440A12120ES
2GT440A12277ES
2GT440PC1S120ES
GT232A12120GEB
GT240A12120ES
GT240A12347ES

UPC
02972
02975
09020
08256
02980
02638
02520
02521
05851
02654
00545
05507
05494
05511

Watts
40
40
32
40
40
32
32
32
40
40
40
32
40
40

Volts
120
277
120
120
277
120
120
277
120
277
120
120
120
347

LITHONIA
Fluorescent Wraparound Fixtures

Series LB - Surface Mounted - Low Profile

~

Acrylic prismatic diffuser. White enamel end plates. Cannot accidentally open due to continuous, interlocking diffuser support. Surface or stem mounting,
unit or row installation. Snap-in couplers allow row mounting with no tools. Lamps not included. 3"0.
Ordering Guide
Catalog number consists of series, number of lamps, lamp type, voltage and options.
Example: LB 2 40120 ES
Series: LB=Standard Width; 2LB=2 lamps in wide housing; TLB= Tandem double length unit; T2LB= Tandem double length, 4 lamps in wide housing.
No. of Lamps: 2=2; 3=3; 4=4.
Lamp Type: 17=17W T8 24"; 20=20W TS T12 24"; 32=32W T8 48"; 40=40W T12 48".
Voltage: 120=120V; 277=277V; 347=347V.
Options: ES=Energy saver ballast; GEB=Electronic ballast, THO~20% (prefix 1/4 for single 4-lamp ballast).

No. Lamp Lgth.
No. UPC Lamps Type Watts Volts In.

LB240120ES 02440 2 T12 40 120 48
TLB 2 40 120 ES 01987 4 T12 40 120 96
LB 4 40 120 ES 01943 4 T12 40 120 48
LB 2 32120 ES 2 T8 32 120 48
LB 4 32120 ES 4 T8 32 120 48
LB 2 32 120 GEB 02523 2 T8 32 120 48
LB 2 32 277 GEB 02614 2 T8 32 277 48
LB 240277 ES 02441 2 T12 40 277 48
LB 4 32 120 1/4 GEB 02560 4 T8 32 120 48
LB 4 40 277 ES 02078 4 T12 40 277 48
TLB 4 40 120 ES 01943 8 T12 40 120 96

LlTHONIA
Fluorescent Wraparound Fixtures

Series DM - Enclosed Industrial

""'--"-~~ ~~~-'
\J!::::::::::::~==':: Impact and UV-resistant reinforced polyester housing construction. Standard acrylic diffuser fastened to fully-gasketed housing with captive latches.

Surface, stem or chain mounting. 75/S"W. Lamps not included.

No. Lamp Lgth.

No. UPC Lamps Type Watts Volts In.

OM232120ES" 2 T8 32 120 50

OM 2 32 277 ES , 2 T8 32 277 50
OM 2 32 347 ES "'" 2 T8 32 347 50
OM 240 120 ES 01637 2 T12 40 120 50

OM 240 277 ES ..." 2 T12 40 277 50

OM 2 40 347 ES .,... 2 T12 40 347 50

TOM 2 48 120 ES . . . . . 4 Slim line 38 120 98
TOM 2 48 277 ES . . . . . 4 Slim line 38 277 98
TOM 2 48 347 ES . . . . . 4 Slimline 38 347 98
OMW 2 40 120 ES 01638 2 T12 40 120 50

Continued on next page
Products shown here are for reference only. They can be sold by the locally authorized distributor.
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No.
Lamps

2
2
4
4
4
2
2
2
2
2
2
2
2
2
2
2
2

Lamp
Type
T12
T12

Slimline
Slimline
Slimline
Slimline
Slimline
Slimline
800 mA
800 mA
800 mA
Slim line
Slimline
Slimline
800 mA
800 mA
800 mA

Lgth.
In.
50
50
98
98
98
98
98
98
98
98
98
98
98
98
98
98
98

No.
OMW 2 40 277 ES
OMW 2 40 347 ES
TOMW 2 48 120 ES
TOMW 2 48 277 ES
TOMW 2 48 347 ES
OM 2 96120 ES
OM 2 96 277 ES
OM 296347 ES
OM 2 96HO 120 ES
OM 2 96HO 277 ES
OM 2 96HO 347 ES
OMW 2 96 120 ES
OMW 2 96 277 ES
OMW 2 96 347 ES
OMW 2 96HO 120 ES
OMW 2 96HO 277 ES
OMW 2 96HO 347 ES

UPC Watts
40
40
38
38
38
75
75
75
110
110
110
75
75
75
110
110
110

Volts
277
347
120
277
347
120
277
347
120
277
347
120
277
347
120
277
347

01686

01644

LlTHONIA
Fluorescent Lighting Accessories

Pkg.
Oty.

2
2
2

No.
BCD
HC
WlF

UPC Desc.
Mtg. Bracket to Chain-Han9; Chain Not Included

Wire Hook & 36' Chain Set
Wet Location Fittings to Stem-Hang

Wet Location Fixtures on V2" Rigid Conduit; for Field Installation

LlTHONIA
Fluorescent Turret Channels

Heavy Duty - Industrial

Heavy duty formed channel with reflector aligner and channel connectors furnished for continuous row mounting. Spring-loaded sockets enclosed in snap-in
turret housing. High-gloss enamel finished deep reflector; porcelain finish optional. 20% uplight, 10% uplight and solid reflectors available. Full-coverage
end plates available; order separately. Lamps not included.

Catalog Number Logic

For Cat. No. AF148PG-277ES: AF=refiector series; 1=number of lamps; 48PG=lamp type; 277=voltage; ES=option.

Series: AF=20% uplight; AF10=10% uplight; AFST=solid reflector.

No. Lamps: 1, 2, 3, 4

Lamp Type: 32=32W T8 48"; 40=40W T12 48"; 48=38W slimline 48"; 48HO=60W 800mA 48"; 48PG=110W 1500mA 48"; 96=75W slimline 96";
96HO=110W 800mA 96"; 96PG=215W 1500mA 96"; 96T8=59W T8 slimline 96"; 96HOT8=86W T8 380mA 96".

Voltage: 120,277,347.

Options: ES=energy saving; PO=white porcelain reflector finish; others available.

No. lamp
No. UPC lamps Type Volts

48" Lamps
AF232-120ES 01942 2 32W T8 120
AF232-277ES 01969 2 32W T8 277
AF240-120ES 01942 2 40W T12 120
AF240-277ES 2 40W T12 277
AF248-120ES 2 38W Slimline 120
AF248-277ES . . . . . 2 38W Slimline 277

96" Lamps
AF296-120ES 01969 2 75W Slimline 120
AF296-277ES . . . . . 2 75W Slimline 277
AF296HO-120ES .. . . . 2 110W 800mA 120
AF296HO-277ES 2 110W800mA 277
Note: Other sizes, lamp type and options available. When ordering: specify series, number of lamps, lamp type, voltage, and options. For tandem double-length unit, add
prefix "T" to Cat. No.

Copyright @ by Howard W. Sams & Co. Designs and Specifications are for reference only and are subject to change without notice.
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LITHONIA
Fluorescent Wraparound Fixtures

Series L - Standard Industrial

Solid top with removable reflector. Channel aligner clips furnished. High-gloss white enamel finish. 12"Wx4"D. Lamps not included.

No. Lamp
No. UPC Lamps 1ype Watts Volts

L217120ES 2 T8 17 120
L 217 277 ES 2 T8 17 277
L 217 347 ES .,... 2 18 17 347
L220120ES 2 112 20 120
L 2 20 277 ES ..,.. 2 112 20 277
L 2 20 347 ES 2 112 20 347
L 2 32120 ES 2 18 32 120
L 2 32 277 ES .".. 2 18 32 277
L 2 32 347 ES "... 2 18 32 347
L 2 40 120 ES 01940 2 112 40 120
L 2 40 277 ES 02531 2 112 40 277
L 2 40 347 ES "... 2 112 40 347
L248120ES ...,. 2 Slimline 38 120
L 2 48 277 ES , , , , , 2 Slimline 38 277
L 2 48 347 ES . , , , , 2 Slimline 38 347
L 2 96 120 ES 01986 2 Slimline 75 120
L 2 96 277 ES 02040 2 Slimline 75 277
L 2 96 347 ES . . . , , 2 Slim line 75 347
L 29618120 GEB 2 18SIimiine 59 120
L 2 9618 277 GEB . . . . . 2 18 Slimline 59 277
L 2 9618 347 GEB . . . . . 2 18 Slimline 59 347
L296H018120GEB 2 18380mA 86 120
L 2 96H018 277 GEB . . . . . 2 18 380 mA 86 277
L 2 96H018 347 GEB . . . . . 2 18 380 mA 86 347

Lgth.
In.
24
24
24
24
24
24
48
48
48
48
48
48
48
48
48
96
96
96
96
96
96
96
96
96

LITHONIA
Strip Light Fixtures

Series UN - Heavy-Duty - Fluorescent

Screw-on end plates secure lampholders. Channel connector included for continuous mounting. High-gloss enamel finish. Lamps not included.

Ordering Guide

Catalog number consists of series, number of lamps, lamp type, voltage and options.

Example: UN 2 96HO 120 ES

Series: UN=Standard width; 2UN=2 lamps in wide housing. Add prefix T for tandem double-length unit. Example: TUN.

No. of Lamps: 1=1; 2=2; 3=3; 4=4.

Lamp Type: 17=17W T8 24"; 20PH=20W T12 24"; 24=30W Slimline 24"; 24HO=35W T12 800 mA24"; 25=25W T8 36"; 30=30W T12 36"; 36=30W Slimline
36"; 36HO=45W T12 800 mA 36"; 32=32WT8 48"; 40=40W T12 48"; 48=38W Slimline 48"; 48HO=60W 800 mA 48"; 48PG=11 OW 1500 mA48"; 60T8=40W
T8 60"; 72=55W Slimline 72"; 72HO=85W T12 800 mA 72"; 96=75W Slimline 96"; 96HO=110W 800 mA 96"; 96PG=215W 1500 mA 96"; 96T8=59W T8
96"; 96HOT8=86W T8 380 mA 96"

Voltage: 120=120V; 277=277V; 347=347V

Options: ES=Energy-saving systems; CW=Cold-weather ballast; CW20=Cold-weather ballast, starting to -20°F for HO and PGlamps; PLF=Plug-in
system with 3-circuit capability; TWP= Tandem Quick Connect for continuous row strip and industrial applications. Nylon plugs lock together. Polarized;
EL=Emergency lighting; GLR=lnternal fast-blow fusing; GMF=lnternal slow-blow fusing; RIF=Radio interference filter; CS1 =NEMA 5-15P. Cordset, 120V
3-wire with U-ground plug; CS3=NEMA L5-15P. Cordset, 120V 3-wire with U-ground plug, twist-lock; CS7=NEMA 7-15P. Cordset, 277V 3-wire with
U-ground plug; CS11=NEMA L7-15P. Cordset, 277V 3-wire with U-ground plug, twist-lock; SQ=Complete assembly swivel-stem up to 48". Swivels 30°
from vertical in any direction. Order by length in 2" increments. Adjustable; 1 B=Ceiling spacer, hangs fixtures 1'/2" to 2V2" from ceiling; SSR=95% reflective
silver; SW=Stretch-wrapped and palletized; WG=Wireguards, 14-gauge baked white enamel, Lgth. 4'. For optional 11-gauge add suffix 11 to catalog No.
Example: UN 2 17 120 WG11.

Accessories: Ordered separately. (Contact Distributor)

Continued on next page

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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Strip Light Fixtures

Nom.
Lgth.

In.
24
24
36
36
48
48
48
48
72
72
96
96
96

Lamp

rrr 2e
T12 800 mA

Slimline
T12 800 mA

T12
Slimline
800 mA
1500 mA
Slimline

T12 800 mA
Slimline
800 mA
1500 mA

No.
Lamps

2
2
2
2
2
2
2
2
2
2
2
2
2

White Reflectors

Volts
120
120
120
120
120
120
120
120
120
120
120
120
120

UPC Watts
20
35
30
45
40
38
60
110
55
85
75
110
215

No.
UN 2 20PH 120 ES
UN 2 24HO 120 ES
UN 2 36 120 ES
UN 2 36HO 120 ES
UN 2 40 120 ES
UN 2 48 120 ES
UN 2 48HO 120 ES
UN 2 48 PG 120 ES
UN 2 72 120 ES
UN 2 72HO 120 ES
UN 2 96 120 ES
UN 2 96HO 120 ES
UN 2 96PG 120 ES

Desc.
Asymmetric
Asymmetric
Symmetric
Symmetric
Asymmetric
Asymmetric
Symmetric
Symmetric

No.
UNASR48
UNASR96
EJR48
EJR96
2UNASR48
2UNASR96
2EJR48
2EJR96

LITHONIA
Strip Light Fixtures

Series C - General Purpose - Fluorescent

S Series Strip

Slim channel for easy ceiling or wall mounting in unit or row applications. Include combination endplate/channel connector. High-gloss baked enamel finish.
Lamps not included.

Ordering Guide

Catalog number consists of series, number of lamps, lamp type, voltage, ballast and options.

Example: C 2 96 120 ES

Series: C=Steel channel. Add suffix AL for optional aluminum channel. For tandem double-length unit, add prefix T

No. of Lamps: 1 =1; 2=2

Lamp Type: 17=17W T8 24"; 20=20W T12 24"; 24HO=35W T12 800 mA 24"; 25=25W T8 36"; 30=30W T12 36"; 32=32W T8 48"; 36=30W Slimline 36";
36HO=45W T12 800 mA 36"; CF39=39W CF lamp 18"; CF40=40W CF lamp 24"; 40=40W T12 48"; 48=38W Slimline 48"; 48HO=60W T12 800 mA 48";
CF50=50W CF lamp 24"; CF55=55W CF lamp 24"; 60T8=40W T8 60"; 72=55W Slimline 72"; 72HO=85W T12 800 mA 72"; 96=75W Slimline 96";
96HO=11 OW T12 800 mA 96"; 96T8=59W T8 96"; 96HOT8=86W T8 380 mA 96". Note: Strictly aluminum channels or steel channels with electric ballasts
for 24HO, 36HO, 48HO, 72HO, 96HO and 96HOT8

Voltage: 120=120V; 277=277V; 347=347V

Ballast: (Required for 15W, 20W and 30W only.) HPF=High power factor; LPF=Low power factor

Options: AL=Aluminum body; ES=Energy saver ballast; CW=Cold weather ballast; others available

Nom.
Lgth. No. Lamp

No. UPC In. Lamps Type Watts Volts
C 2 30 120 ES 00578 36 2 T12 30 120
C232120GEB 02529 48 2 T8 32 120
C 2 32 277 GEB 02588 48 2 T8 32 277
C 1 40 120 ES 01965 48 1 T12 40 120
C 2 40 120 ES 01933 48 2 T12 40 120
C 2 40 277 ES 01973 48 2 T12 40 277
C248120ES 48 2 Slimline 38 120
C 2 72 120 ES 02671 72 2 Slimline 55 120
C 2 72 277 ES . . . . . 72 2 Slimline 55 277
C 2 OOT8 120 GEB 06684 96 2 T8 59 120
C 2 00 120 ES 01966 96 2 Slimline 75 120
C 2 00 277 ES . . . . . 96 2 Slimline 75 277

Designs and Specifications are for reference only and are subject to change without notice.CoDvriaht @ bv Howard W. Sams & Co.
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LITHONIA
Strip Light Fixtures

Series S - Standard - Fluorescent

~==:=:====:b~>
Slim channel for easy handling in unit or row, ceiling or wall-mount applications. High gloss, baked enamel finish. Supplied with combination end
plate/channel connector. CSA Certified.
Ordering Guide
Catalog number consists of designation, number of lamps, lamp type, voltage, ballast type, options.
Example: S 1 40120 ES-
Series: S=Standard; TS= Tandem double length.
No. of Lamps: 1=1 (not included).
Lamp Type: 15=15W T12 (18"); 15PH=15WT12 (18", preheat); 17=17W T8 (24"); CF18=18W TT5 RS (12"); 20=20W T12 (24"); 20PH=20W T12 (24",
preheat); 25=25W T8 (36"); CF27=27W TT5 RS (15"); 30=30W T12 (36"); 30PH=30W T12 (36", preheat); 32=32W T8 (48"); CF39=39W TT5 RS (18");
40=40W T12 (48"); CF40=40W TT5 RS (24"); 60T8=40W T8 (60").
Voltage: 120=120V; 277=277V; 347=347V; others available.
Ballast Type: LPF=Low power factor for 15W/20W/30W; HPF=High power factor for 15W/20W/30W; ES=Energy-saving; GEB=Generic electronic ballast;
CW=Cold weather ballast.
Options/Accessories: TP= Tamper resistant; RIF= Radio interference filter; SLL=Spring-loaded latch; SW=Stretch wrapped; other options available.

Striplights

Wdth.
Ft.
.23
.23
.23
.23
.23
.23
.23

Lgth.
Ft.
3
3
4
4
4
8
8

No.
S 1 30 120 ES
S 1 30 347 ES
S 1 32 120 GEB
S 1 40 120 ES
S 1 40 347 ES
TS 1 32 120 GEB
TS 1 40 120 ES

UPC
07676

07674
07660

09025
07684

Lamps
T12
T12
T8
T12
T12
T8
T12

Ballast

ES

ES

GEB

ES

ES

GEB

ES

Accessories

Reflector
No. UPC Type

SASR24 . . . . Asymmetric
SASR24SSR . . . . . Asymmetric
SASR24SAR . . . . . Asymmetric
SASR36 . . . . . Asymmetric
SASR36SSR . . . . . Asymmetric
SASR36SAR . . . . . Asymmetric
SASR48 . . . . . Asymmetric
SASR48SSR . . . . . Asymmetric
SASR48SAR . . . . . Asymmetric
SSMR24 . . . . . Symmetric
SSMR24SSR . . . . . Symmetric
SSMR24SAR . . . . . Symmetric
SSMR36 . . . . . Symmetric
SSMR36SSR . . . . . Symmetric
SSMR36SAR . . . . . Symmetric
SSMR48 . . . . . Symmetric
SSMR48SSR . . . . . Symmetric
SSMR48SAR . . . . . Symmetric
S48WGt ...
*Blank=White; SSR=Specular silver finish steel; SAR=Specular silver anodized aluminum.
tWireguard for 1 lamp series S.
:j:Nominal length in feet.

19th.
In.
24
24
24
36
36
36
48
48
48
24
24
24
36
36
36
48
48
48
4:1:

Finish*

SSR
SAR

SSR
SAR

SSR
SAR

SSR
SAR

SSR
SAR

SSR
SAR

METALUX@

Fluorescent Troffers
Comes with energy saving ballasts; comply with Federal Energy Efficiency Standards. Cell configuration: 18 cell, 3 rows of 6. Semi-specular/haze, low
iridescent louver finish. Silver color. 2'x4' units. Nominal depth 5'/2". 20"x40" units. Nominal depth 5'/2. 2'x2' units. Nominal depth 6'12". UL Listed. IBEW
Labeled.

Specifications:
Electrical: CBM/ETL class "P" ballasts secured by mounting bolts. Pressure lock lampholders.
Ordering Guide
Example: 2 P 3 G 2 40 S 26 H 120V LE3
Heat Removal: HR=Heat removal; D=Heat removal control damper.
Width: 2=2'.
Louver Type: P=Paralux louver.
Louver Depth In.: 3=3".

Continued on next page
Products shown here are for reference only. Thev can be sold bv the locallY authorized distributor

Fluorescent Troffers
2P3G - Recessed - Louvered
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I'"

Trim Type: G=Grid/lay-in; F=Flange trim supporting swing gate.

No. of Lamps: 2=2; 3=3. Lamps not included.

Wattage: U6=40W (24"); 40=40W (48"); U15/S=31W Octron (24"); 32=32W Octron (48").

Louver Color: S=Silver; G=Gold.

No. of Cells: 33=3 rows of 3,9 cell; 26=2 rows of 6, 12 cell; 36=3 rows of 6, 18 cell.

Louver Finish: H=Semi-specular/haze (standard); M=Specular/mirrored; I=Semi-specular/haze (low iridescent); MI=Specular/mirrored (low iridescent).

Voltage: 120=120V, 277=277V.

Ballast: LE3 Ballast=Engergy saver; LEOC8=Energy saving ballast for T -8 lamps only. EB=Generic electronic ballast, include number of ballasts (1 or
2) and lamp size (2=T12, 8=T8) , example: EB18.

Options: Electronic ballast; others available.

Wdth.
Ft.
2
2
2

1'8"
1'8"

Lgth.
Ft.
2
4
4
4
4

No.
Lamps

2
2
3
2
3

Lamp
Type
FU40
F40
F40
F40
F40

No.
2P3G-2U6S33H-120V-LE3
2P3G-240S26H-120V-LE3
2P3G-340S36H-120V-LE3
P3G2048-240S26H-277V
P3G2048-340S36H-277V

UPC Volts
120
120
120
277
277

Ballast
Energy Saver
Energy Saver
Energy Saver

METALUX@
Recessed/Static Troffers

Series G

One piece die embossed, 33/4" deep recessed housing with premium finish to provide 86% minimum reflectance. For commercial office space, shcools,
hospitals and retail merchandising applications. Recessed aesthetics. Reinforced flat white steel door with cam latch/safety integral hinge and mitered
corners. Mechanically secured unibody housing/end plates. Four auxiliary fixture end suspension points. End plate grid-lock.

UL Listed. CSA Certified. IBEW Labeled.

Ordering Information: 2G-440-A-120-LE3.

2=2'width, blank=1'; G=G Series; 4=No. of lamps: 2, 3 or4 (lamps not included); 40=wattage/length (48"), 32=32W Octron (48"), 20=20W (24"), 17=17W
(24"), U3=40W (24"), U6=40W (24"); A=#12 Pattern Acrylic (standard), A125=#12 Pattern Acrylic (.125"thick); voltage 120=120V, 277=277V; LE3=energy
saving ballast. LCW=Cool white lamp furnished and installed; M=Silver specular/mirrored louver finish; EB=generic electronic ballasts. Other electronic
ballasts available.

Nom.
Size
Ft.No. UPC Lamps

Magnetic

Ballast

G-240A-120V
2G-220A-LTS
2G-420A-LTS
2G-2U6A-120V
2G-240A
2G-340A
2G-440A-120V
2G-2U3A
G-232A-120V
2G-2U6T8A-120V
2G-432A-120V

2F40
2F20
4F20
2FU40
2F40
3F40
4F40
2FU40
2F32
2FU32
4F32

Rapid Start
Trigger Start
Trigger Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start

1x4
2x2
2x2
2x2
2x4
2x4
2x4
2x2
1x4
2x2
2x4

23164

23535

Continued on next page
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Nom.
Size
Ft.No. UPC Lamps

Energy Saving
2F40
2F40
FU40
FU40
4F40
4F40
4F40
4F40
4F40

Ballast

G-240A-120V-LE3
2G-240A-120V-LE3
2G-2U6A-120V-LE3
2G-2U6A-277V-LE3
2G-440A-120V-LE3
2G-440A-120V-LE3-LCWM
2G -440A - 277V - LE3- L CWM

2G-440A-277V-LE3
2G-440-120V-LWCM-A3/8-

2/18G-LE3-U

Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start

1x4
2x4
2x2
2x4
2x4
2x4
2x4
2x4
2x4

10005
10001
10003
10016
10021
10031
10029

Electronic
2G-432A-120V-EB81
2G-332A-120V-EB81
2G-332A-277V-EB81
2G-432A-277V-EB81
2G-2U6T8A-120V-EB81
2G-2U6T8A-277V-EB81

4F32
3F32
3F32
4F32
2F32
2F32

Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start
Rapid Start

2x4
2x2
2x2
2x2
2x2
2x2

METALUX@
Strip Light Fixtures

Series DIVM - Heavy-Duty - Fluorescent

Die formed. Code gauge prime cold rolled steel channel. Deep draw full width reflector ribs. Crosswire shielding. Metal clad spring loaded socket
lampholders. Baked white enamel finish. Energy saving CBM/ETL Class P ballast. UL Listed. IBEW Labeled.

Ordering Guide

Example: 8T DIVM 2 48 HO 120 LE3

8T=8'tandem length. Doubles number of lamps required.

Series: DIVM=Apertured reflector; DCIVM=Closed top reflector.

Number of Lamps: 2=2; 4=4. Lamps not included.

Wattage: 32=32W, (48") AS, T8lamps; 40=40W (48") AS; 96T8=59W (96"), T -8 lamps; 48=39W (48") SL; 96=75W (96") SL; 48=60W (48") HO' 96=11 OW(96") HO; 48=110W (48") PG; 96=215W (96") PG. '

HO=High output 800mA; PG=Power groove 1500mA.

Voltage: 120V=120V or 277V=277V. Consult factory.

Ballast: L~3=Energy saving ballast; LEOC8=Energy saving ballast for T -8 lamps only. EB=Generic electronic ballast, specify number of ballast (1 or 2)
and lamp size (2=T12, 8=T-8), example: EB18.

Consult factory for additional options.

Strip Light Fixtures

Nom.
Lgth.

In.
48
96
48
96
48
96
48
96

No.
Lamps

2
4
2
2
2
2
2
2

Lamp

T'ioe
F40
F48
F96
F48
F96
F48
F96

Ballast

T~~e
AS

Slimline
Slimline
800mA
800mA
1500mA
1500mA

No.
DIVM-240-120V-LE3
8TDIVM-240-120V-LE3
DIVM-248-120V-LE3
DIVM-296-120V-LE3
DIVM-248HO-120V-LE3
DIVM-296HO-120V-LE3
DIVM-248PG-120V-LE3
DIVM-296PG-120V-LE3

UPC Watts
40
40
39
75
60
110
110
215

Accessories

No. Desc.
Spacer

Tong Hanger
Chain Hanger
Wire Guard

Metal Egg Crate Louver
Metal Egg Crate Louver

Frame & Lens
Wire Gym Guard
Long Connector

Stem Sets
Swivel Stem Sets
Closed End Plates

A1B
ATG-4
AYC/N-36
WG/DI-4FT-U
MECL-DI/SL-48-U
MECL-DI/SL-96-U
FR/PA-4FT
WGG/DI-4FT-U
DI2
A
AS
CEP

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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METALUX@
Industrial Lighting

IC Series

Baked white enamel finish, 12" width. Closed apertured top reflector; energy saving ballast.

UL Listed.

Lgth.
1:.No. UPC Lamp

w/Rapid Start Ballast
IC-240
IC-240-120V-LE3*
IC-240-277V-LE3*
8TIC-240-120Y-LE3*

2F40
2F40
2F40
4F40

4
4
4
8

10124
10158
11444

w/Slimline Ballast
IC-248

IC-296-120V-lE3*
IC-296-277V-lE3*
IC-296-HO-120Vt

2F48
Slimline

2F96
2F96
2F96

4

8
8
8

10164

10169

Reflector Only

10693 4IC4-REFL-B
'Energy saving ballast.

tHigh output.

Tandem

Lgth. No.
No. UPC Ft. Lamps

8TIC-240-120V-LE3* B 2
BTIC-240-277V-LE3* B 2
Note: Porlux reflector finish available. To specify, add "POX" suffix. Example: IC-240-LE3-POX.

Ballast
Type

Energy Saving
Energy Saving

Watts
40
40

Volts
120
277

METALUX@
Fluorescent Fixtures

Series IA - Industrial

Energy-efficient for light duty industrial applications. Heavy gauge apertured embossed reflector with 8% uplight. Precisely directs and controls light. Can
be installed using varous mounting methods, numerous options, and accessories. Die formed channels. Wire guards available; also available in 8' tandem
lengths. Baked white enamel finish.

UL Listed. CSA Certified. IBEW Labeled.

Ordering Information: IA-296-HO-120

Prefix 8T = Tandem 8' length; IA=series; 2=No. of lamps (not included); 96=wattage, length 110W (96"); 40=40W (48"), 32=32W Dctron (48"), 48=60W

(48"), 96T8=85W (96"); HO=High output (800 mA); voltage 120=120V, 277=277V, 347=347V; LE3=energy saving ballast, EB=generic electronic ballast.
Pressure lock lampholders (AS) or spring loaded (SL, HD).

Nom.
Size

No. UPC Lamps Ballast Ft.
IA-240-120 . . . . . 2F40 Rapid Start 4
IA-240-lE3* 10123 2F40 Enerqy Saving 4
IA-296-120 . . . . . 2F96 Slimiine 8
IA-296-HO-120t 10168 2F96HO High Output 8
IA-232-120-EB81 . . . . . 2F32 Electronic 4
IA-4FT-REFl-B . . . . . . . . . . . 4
"Energy saving ballast complies with Federal Energy Efficiency Standards.

tHigh output.
Note: Closed top reflector available. To specify, add prefix "IC". Example: IC-240. Porlux reflector finish available. To specify, add "POX" suffix. Example: IA-248HO-120V-POX.

Copyright @ by Howard W. Sams & Co. Designs and Specifications are for reference only and are subject to change without notice.
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METALUX@
Strip Light Fixtures

Series DIM - Heavy Duty Industrial - Fluorescent

Baked white enamel finish, 131/2" width. 65/8" height. Standard with 20% uplight. Porcelain and Porlux finishes available. Closed top reflector available.
120V/277V. UL Listed.

Nom.
Size
Ft.
48
106
48
48
48
106
106
192
106
48
106
106
192
48
106

No. UPC
DIM-240 . . . .
8TDIM-240 . . .
DIM-340 . . . . .
DIM-440 . . . . .
DIM-248* . . . . .
DIM-296 . . . . .
DIM-396t . . . . .
16TDIM-396t DIM-496 . . . . .

DIM-248HO* . . . . .
DIM-296HO OIM-396HOt . . . . .
16TDIM-396HOt . . . . . ..
DIM-248PG* '1;

DIM-296PG* . . . . . ,-, - - - . 'Standard Ballast (Non-LE3)

t3-Lamp (396SL. 396HO) Fixtures Utilize One - 2 Lamp Energy Saving Ballast (LE3) and One - 1 Lamp Standard Ballast (Non-LE3).

Lamps
2 F40
4 F40
3 F40
4 F40
2 F48
2 F96
3 F96
3) F96
4) F96

12 F48HO
2 F96HO
3 F96HO
1\ F96HO
12 F48PG
12 F96PG

Ballast
RS
RS
RS
RS

Slimline
Slimline
Slimline
Slimline
Slimline
800MA
800MA
800MA
800MA
1500MA
1~nnMA

METALUX@
Narrow Striplights

Series SN - Commercial

IIlumin.a.tion for co~mercial, ind~strial, ins~itutional, an~ retail applicatia:n in storage/utility areas, coves, display cases, shops, and general area lighting.
Versatility can be Increased by Incorporating symmetrical or asymmetrical reflectors, numerous options and accessories. Install using various mounting
methods. Die formed channel. End plate converts to channel connector for continuous row mounting. Pressure lock lampholders. Numerous knockouts.
Wireway cover removes without tools. Also available in 6' and 8' tandem lengths. Baked white enamel finish.

UL Listed. CSA Certified. IBEW Labeled.

Ordering Information. Sample: 8TSN-140HRS-120-LE3.
8T=Tandem 8' or 6' length; SN=series; 1=No. of lamps (not included); 40=wattage, length (48"), 15=15W (18"), 20=20W (24"), 17=17W (24"), 30=30W
(36"), 25=25W (36"), 32=32W Octron (48"), 24=20W (24"), 36=30W (36"), 48=40W (48"), 72=57W (72"), 96=75W (96") 96T8=59W (96")' HRS=High
rapid start, LRS=Low rapid start, LTS=Low trigger start, HTS=High trigger start; voltage 120=120V, 277=277V, 347=347V' LE3=energy sa~ing ballastEB=generic electronic ballast; 8=lamp size T8, 2= T12; 1 =No. of ballasts. "

Nom.
Lgth
In.
18
18
24
24
18
24
24
18
24
36
48
36
48
48
36
72
48
48
96
96
12
36
48
96

Lamps
1F15
1F15
1F20
1F20
1F15
1F20
1F20
1F15
1F20
1F30
1F40
1F30
1F40
1F40
1F30
2F30
1F40
1F40
2F40
2F40
2F17
1F25
1F32
2F32

Ballast
Trigger Start

E.S. Mag.
Trigger Start

E.S. Mag.
Trigger Start
Trigger Start

E.S. Mag.
Preheat
Preheat
Preheat
Preheat

Rapid Start
Rapid Start
E.S. Mag.

Rapid Start
Rapid Start
Rapid Start
E.S. Mag.

Rapid Start
E.S. Mall.
Electronic
Electronic
Electronic
Electronic

No. UPC
SN-115LTS SN-115LTS-120-LE3* . . . .

SN-120LTS SN-120LTS-120-LE3* . . . . .
SN-115HTS SN-120HTS . . . . .

SN-120HTS-120-LE3* . . . . .
SN-115PH SN-120PH . . . . .

SN-130PH . . . . .
SN-140PH . . . . .
SN-130LRS . . . . .
SN-140LRS .. . . .
SN-140LRS-120-LE3* . . . . .
SN-130HRS . . . . .
6TSN-130HRS . . . . .
SN-140HRS SN-140HRS-120-LE3* 10291

8TSN-140HRS 8TSN-140HRS-120-LE3* . . . . .

SN-117-120-EB81 . . . . .
SN-125-120-EB81 . . . . .
SN-132-120-EB81 . . . . .
8TSN-132-120-EB81 . . . . .
'Energy saving. Comply with Federal Energy Efficiency Standards.

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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METALUX@
Strip Light Fixtures

Series STN - Commercial - Heavy-Duty - Fluorescent

Energy saving ballasts, die-formed cold rolled steel channel with baked white enamel finish. Easy wireway access. Snap-in lampholder mounting brackets.
Numerous knockouts. Available in tandem 8' and tandem wired 16' lengths. 4V4"Wx43/e"H, unless otherwise noted. UL Listed. IBEW Labeled.

Ordering Guide

Example: STN 240 HO 120 LE3

Series: STN=Heavy-duty strip light; 8TSTN=8' tandem length

Number of Lamps: 1=1; 2=2 Lamps not included.

Lamp Wattage (Lgth.): 32=32W (48"), AS designates T8lamps; 40=40-W (48") AS; 48=39W (48") SL; 72=57W (72") SL; 96=75W (96") SL; 96T8=75W
(96"), AS designates T8 lamps; 48=60W (48") HO; 72=85W (72") HO; 96=11 OW (96") HO; 48=116W (48") PG; 72=165W (72") PG; 96=215W (96") PG;
116=16' tandem unit.

Lamp Type: HO=High output 800 mA; PG=Power groove 1500mA

Voltage: 120=120V; 277=277V; (consult manufacturer for other)

Ballast: LE3=Energy saving ballast; LEOC8=Energy saving ballast for T -8 lamps only; EB=Generic electronic ballast, include number of ballasts (1 or
2) and lamp size (2=T12, 8=T8) , example: EB18

Options: EL4=2-4' AS, SL emergency lighting; EL8=2-8' AS, SL, HO emergency lighting; GL=Single element fuse; GM=Double element fuse; 89G-
635=GE suppressor; RIF-1 =Advance supresor; TILW= Tandem in-line wiring; MWS=Modular wiring system; PI-1, PI-2, PI-3=plug-in features.

Accessories: Order separately.

Nom.

Lgth.
In.
48
96
48
72
96

192
48
96
48
72
96
48
72
96
192
48
72
96
96
48
72
96
192

No.
Lamps

1
1
1
1
1
1
2
2
2
2
2
1
1
1
1
2
2
2
2
1
1
1
1

Lamp

1"08
F40
F48
F72
F96
F96
F40
F40
F48
F72
F96

F48HO
F72HO
F96HO
F96HO
F48HO
F72HO
F96HO
F96HO
F48PG
F72PG
F96PG
F96PG

Ballast
Type

Rapid Start
Rapid Start

Slimline
Slimline
Slimline
Slimline

Rapid Start
Rapid Start

Slimline
Slimline
Slimline
800mA
800mA
800mA
800mA
800mA
800mA
800mA
800mA
1500mA
1500mA
1500mA
1500mA

UPC Watts
40
40
39
57
75

40
40
39
57
75
60
85

110

60
85
110
110
116
165
215

10306

10316

10312

10308

10307

10317
10337
10309
10314
10324
10332

No.
STN-140
BTSTN-140
STN-148
STN-172
STN-196
STN-116
STN-240
BTSTN-240
STN-248
STN-272
STN-296
STN-148HO
STN-172HO
STN-196HO
STN-116HO
STN-248HO-120V
STN-272HO
STN-296HO-120V
STN-296HO-277
STN-148PG*
STN-172PG*
STN-196PG*
STN-116PG*
*4'/4" wide and 4"/'6H in height.

Accessories

Desc.
Spacer

Gripper Hangers
Tong Hanger
Chain Hanger

Stem Set
Swivel Stem Sets

Long Channel Connector
3"Asymmetric Reflector
6" Symmetric Reflector
6" Asymmetric Reflector
12" Symmetric Reflector

Reverse Asymmetric Reflector
Wire Guard

No.
AIB
GRP-STN
ATG-4
AYC/N-36"
A
AS
012
STN/SS-ASY-3t
STN/SS-SYM-6t
STN/SS-ASY-6t
STN/SS-SYM-12t
REV-STN/SN-ASY
WG/SS-4FT
tFor Silver Lining Reflectors add SR in catalog number.

CopyriQhl @ by Howard W. Sams & Co. Designs and Specifications are for reference only and are subject to change without notice.
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METALUX@
Wide Striplights

Series SS - Commercial

~

DAY-BRITE
Recessed Troffers

Day-Line 2x4

Accessories
No. Desc.

FMK22 2'x2' "F" Mounting Frame for
Individual Fixture Mounting

Note: For black door frame, suffix number with "8";
self-contained fluorescent emergency power pack, pre-
fix number with "E".

~
DAY-BRITE

Recessed Troffers
Day-Line 1x4

Features flat steel door frame with mitered cor-
ners. Hinged and latched from either side of
frame. Acrylic lens with 3/16" square based in-
dented prisms. White or black door frames avail-
able. For grid inverted T (NEMA "G") ceilings. "F"
mounting frame adapts fixture for use in NEMA
"F" ceilings requiring flanges. Lances provided in
fixture for independent wire suspension when
required. Die formed ribbed and embossed steel
housing. Snap-on wireway cover. T bar grid clips
built into fixture end plates. One-piece unitized
body including end plates for added rigidity.
Standard access plate accepts Electro/Connect
JLA fixture adapter. 40W lamp.

Lgth. No. Type
No. UPC Ft. Lamps Lamp

CG-242-CO2D-120.. 2x4 2 F40 RS
CG-243-CO2D-120... 2x4 3 F40 RS
CG-244-CO2D-120 2x4 4 F40 RS

Multi-purpose wide strip for commercial, indus-
trial, institutional, and retail applications in
storage/utility areas, coves, display cases
shops, general area lighting. Versatility in-
creased by incorporating symmetrical or asym-
metrical reflectors. Install using various mount-
ing methods, numerous options, and
accessories. Die-formed channel. End plate con-
verts to channel aligner for continuous row
mounting. Pressure lock lampholders (AS), or
spring loaded (SL). Wireway access/wireway
cover removed without tools. Numerous knock-
outs. Also available in tandem 6', 8' and wired 16'
lengths. Baked white enamel finish.

UL Listed. CSA Certified. IBEW Labeled.

Ordering Information: SS-220HTS-120-LE3

Prefix 8T=Tandem length, 8' or 6'. SS=series;
2=No. of lamps (not included); 20=wattage,
length (24"), 17=17W (24"), 30=30W (36"),
25=25W (36"), 40=40W (48"), 32=32W Octron
(48"), 24=20W (24"), 36=30W (36"), 48=40W
(48"), 72=57W (72"), 96=75W (96") SL,
96T8=59W (96") SL; 96=110W (96") HO,
96T8=86W (96") HO; HRS=High rapid start,
LRS=Low rapid start, LTS=Low trigger start,
HTS=High trigger start; voltage 120=120V,
277=277V, 347=347V; LE3=energy saving bal-
last, EB=generic electronic ballast; 8=lamp size
T8, 2= T12; 1 =No. of ballasts.

Features flat steel door frame with mitered cor-
ners. Hinged and latched from either side of
frame. Acrylic lens with 3/16" square based in-
dented prisms. White or black door frames avail-
able. For grid inverted T (NEMA "G") ceilings. "F"
mounting frame adapts fixture for use in NEMA
"F" ceilings requiring flanges. Lances provided in
fixture for independent wire suspension when
required. Die formed ribbed and embossed steel
housing. Snap-on wireway cover. T bar grid clips
built into fixture end plates. Standard access
plate accepts Electro/Connect JLA fixture
adapter. 40W lamp.

Accessories Lgth. No. Type
No. UPC Ft. Lamps Lamp

Prismatic Acrylic Lenses
CG-142-CO2A-120... 1x4 2 F40 RS
CG-143-CO2A-120 1x4 3 F40 RS

No. Desc.
FMK24 2'x4' "F" Mounting Frame for

Individual Fixture Mounting
FMK24E 2'x4' "F" Mounting Frame for

Each Extension Section
Note: For black door frame, suffix number with "6";
self-contained fluorescent emergency power pack, pre-
fix number with "E"; for energy saving ballasts, suffix
number with -ES6-LP10.

Accessories

Nom.
Size

No. UPC Lamps Ballast Ft.
SS-120HTS . . . .. 1F20 Trigger Start 2
SS-220LTS . . . .. 2F20 Trigger Start 2
SS-220HTS-120 11455 2F20 Trigger Start 2
SS-220HTS-120-LE3* 2F20 Energy 2

Saving Mag.
SS-220PH . . . .. 2F20 Preheat 2
SS-130HRS . . . .. 1 F30 Rapid Start 3
6TSS-130HRS 1F30 Rapid Start 6
SS-230 . . . .. 2F30 Rapid Start 3
SS-230-120 10214 2F30 Rapid Start 3
SS-230-120-LE3* 10215 2F30 Energy 3

Saving Mag.
6TSS-230 4F30 Rapid Start 6
SS-140HRS 1F40 Rapid Start 4
8TSS-140HRS . . . .. 2F40 Rapid Start 8
SS-240 . . . .. 2F40 Rapid Start 4
8TSS-240 4F40 Rapid Start 8
SS-124 1F24 Slim Line 4
SS-136 .. . .. 1F36 Slim Line 3
SS-148 . . . .. 1F48 Slim Line 4
SS-172 1F72 Slim Line 6
SS-196 . . . .. 1F96 Slim Line 8
SS-116 . . . .. 2F96 Slim Line 16
SS-224 . . . .. 2F24 Slim Line 2
SS-236 . . . .. 2F36 Slim Line 3
SS-248 . . . .. 2F48 Slim Line 4
SS-272 . . . .. 2F72 Slim Line 6
SS-296 . . . .. 2F96 Slim Line 8
SS-220LTS-120 ... Slim Line 2
SS-240-120-LE3* 10232 2F40 Energy 4

Saving Mag.
SS-296-120-LE3* 10265 2F96 Energy 8

Saving Mag.
SS-217-120-EB81 . . . .. 2F17 Electronic 2
SS-232-120-EB81 23166 2F32 Electronic 4
SS-200-120-EB81 . . . . . . . . Electronic 8
'Energy saving ballast Complies with Federal Energy
Efficiency Standards.

No. Desc.
FMK14 1'x4' "F" Mounting Frame for

Individual Fixture Mounting
FMK14E 1'x4' "F" Mounting Frame for

Each Extension Section
Note: For black door frame, suffix number with "B";
self-contained fluorescent emergency power pack, pre-
fix number with "E"; for energy saving ballasts, suffix
number with -ESB-LP10.

DAY-BRITE
Recessed Troffers

Day-Line 2x2

DAY-BRITE
Fluorescent Fixtures
DBC Modular - Ceiling

Shallow surface mounted fixtures. UL Listed for
direct mounting to low density, combustible ceil-
ing. Fully flamed regressed prismatic lens with
clear acrylic, nonyellowing enclosures. Available
with frameless drop dish matte white diffuser,
white or wood grain frame trim.

No. UPC Desc.
22SM2UA 2x2 w/2-U40RS Lamps
24SM4RA . . . . . 2x4 w/4-40RS Lamps

Features flat steel door frame with mitered cor-
ners. Hinged and latched from either side of
frame. Interlocks eliminate light leaks; no gas-
kets needed. Acrylic lens with 3/,6" square based
indented prisms. White or black door frames
available. For grid inverted T (NEMA "G") ceil-
ings. "F" mounting frame adapts fixture for use
in NEMA "F" ceilings requiring flanges. Lances
provided in fixture for independent wire suspen-
sion when required. Die formed ribbed and em-
bossed steel housing. Snap-on wireway cover. T
bar grid clips built into fixture end plates. Stan-
dard access plate accepts Electro/Connect JLA
fixture adapter. 40W lamp.

Lgth. No. Type
No. UPC Ft. Lamps Lamp

Prismatic Acrylic Lenses

CG-222-CO2C-120 2x2 2 F40 6"U
CG-223-CO2C-120. 2x2 3 F40 3%"U

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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CRESCENT LIGHTING
Flanged Troffers

Flush white steel.

HARRIS
Strip Kits
Insta-Strip@

Wt.
Lbs.

67
50
50
67
67
67
67

No.

IS-1-CS-5-4
IS-1-WH-4-4
IS-1-WH-5-4
IS-1-T8-4-4-12
IS-1-T8-4-4-27
IS-1- T8-5-4-12
IS-1-T8-5-4-27

UPC Ballast
. . . . Customer Supplied
. . . . Wiring Harness
. . . . Wiring Harness
.. . . T8, 120 or 277v
.. . . T8, 120 or 277v
. . . . T8, 120 or 277v
. . . T8, 120 or 277v

200 Series

Nom. Lamps
No. UPC Size Watts

14FP240A12 12050 1x4 2/40
22UFP240A12 12055 2x2 2/40U
24FP240A12 12060 2x4 2/40
24FP340A12 12065 2x4 3/40
24FP440A12 12070 2x4 4/40

Regressed White Extruded Aluminum

14FRW240A12 21005 1x4 2/40
22UFRW240A12 21010 2x2 2/40U
24FRW240A12 21015 2x4 2/40
24FRW340A12 21020 2x4 3/40
24FRW440A12 21025 2x4 4/40

Regressed Black Extruded Aluminum

14FRB240A12 22005 1x4 2/40
22UFRB240A12 22010 2x2 2/40U
24FRB240A12 22015 2x4 2/40
24FRB340A12 22020 2x4 3/40
24FRB440A12 22025 2x4 4/40

Custom channel widths available. Insta-Strip@
includes 100, 200, 300, or 600 Series reflector,
optional pre-wired ballast, 4' Insta-Strip@ chan-
nel with strip-loc@ fasteners, sockets, quarter
turns, wire connectors and TEK screws.

Must specify quantity and style of End Caps
needed when placing order. Reflectors are pro-
duced V2" longer than spec length to allow uni-
formed overlapping. Available in custom lengths.
Sockets come prewired to wiring harness. Must
specify ballast make and type. 41/4" or 5" channel
width. Length 4'.

15-2-4-4 ... 47
15-2-5-4 . . . . . . . . 47
15-2-C5-4-4 . . . . . Customer Supplied 73
15-2-C5-5-4 . . . . . Customer Supplied 73
15-2-WH-4-4* . . . . . Wiring Harness 55
15-2-WH-5-4* . . . . . Wiring Harness 55
15-2-18-4-4-12 18,120 or 277v 73
15-2-18-4-4-27 18,120 or 277v 73
15-2-18-5-4-12 18,120or277v 73
15-2-18-5-4-27 18,120 or 277v 73
*8' lengths also available.

HARRIS
Troffer Prewire Bracket Assemblies

6300 Series 3 Lamp Kits
tor, socket-ballast prewire bracket assembly, end
caps, wire connectors, TEK screws and lamp
sockets. 5/carton. 6300 Series Silver Film Re-
flector. 2'x2'. 5/carton.

CRESCENT LIGHTING
Flanged Troffers

Lamps-
Watts
2-20TS
2-30RS
2-40RS
4-40RS
1-38SL
1-55SL
2-55SL
1-75SL
2-75SL
2-75SL

Lgth.
In.
24
36
48
96
48
72
72
96
192
96

No.
SCF220
SCF230
SCF-240
SCF148
SCF248
SCF172
SCF272
SCF196
SCF196-16
SCF296

UPC
80425
80430
80440
80405
80445
80410
80450
80415
80420
80455

Size Wt.
No. UPC Ft. Lbs.

TR-P-63-2-2-SA . . . . . 2*2 25
TR-P-63-CS-2-2-SA . . . . . 2*2 40
TR-P-63-T8-2-2-SA 2*2 40
TR-P-63-2-4-SA . . . . . 2*4 35
TR-P-63-CS-2-4-SA 2*4 50
TR-P-63-T8-2-4-SA 2*4 50
Note: Ballast supplied by factory: Ballast brand and
type will be determined by availability unless otherwise
requested. Price will vary.

Wt.
Lbs.No. UPC

100 Series

Ballast

IS-1-4-4
IS-1-5-4
IS-1-CS-4-4

42
42
67Customer Supplied

GE LIGHTING SYSTEMS
High Bay Luminaires

Filterglow@

For industrial lighting applications over 20'. IP52 construction. Enclosed and gasketed charcoal filtered optics. Optical sliding disconnect and threaded
hub. Ballast housing of die-cast aluminum with electrocoat gray paint finish. Adjustable mogul base. ALGLAS finish faceted reflector. UL Listed. CSA
Certified.

Optical Assemblies - Enclosed

Optical
Dia.
In.
17
17
22
22
17
22 Nontime Delay Automatically Switched Quartz

Continued on next page

Designs and Specifications are for reference only and are subject to change without notice.

Socket
Position

03
05
07
11
11
11

No.
FG-O3E7
FG-O5E7
FG-O7E2
FG-11 E2
FG-11 E7
FG-11E2Q

UPC
17789
26315
20341
24815
20348

Options

Copyright @ by Howard W. Sams & Co.
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Luminaires

Ambient
Degrees

C
light

Source
Ballast
TypeNo. UPC Watts Options

FGS25S0M5
FGS25S1 M5F
FGS25S0M6
FGS40MOA5
FGS40S0M5
FGS40S1M5
FGS40S4M5
FGS40S5M5
FGS40MOA5Q
FGS40M5A5
FGS40S5M5F
FGS40S5M6

14821
18557

20948
23539
21374
13330
26943

250
250
250
400
400
400
400
400
400
400
400
400

HPS
HPS
HPS

MH/Merc
HPS
HPS
HPS
HPS

MH/Merc
MH/Merc

HPS
HPS

Mag-Reg
Mag-Reg
Mag-Reg
Autoreg
Mag-Reg
Mag-Reg
Mag-Reg
Mag-Reg
Autoreg
Mag-Reg
Mag-Reg
Mag-Reg

55
55
65
55
55
55
55
55
55
55
55
65

Fusing

Nontime Delay Auto. Switched Quartz

Fusing23350

Volts

Small Ballast Housing

120/208/240/277
120

120/208/240/277
120/208/240/277
120/208/240/277

120
277
480

120/208/240/277
480
480
480

Large Ballast Housing

120/208/240/277
480
480

120/208/240/277
120/208/240/277

480
480
480
277

120/208/240/277
120
240

120/208/240/277
277
120

FGl40S0M6
FGl40S5M6
FGl75S5A5
FGlO1S0A5
FGlO1 MOA5
FGlO1S5A5
FGlO1S5A6
FGlO1M5A5
FGlO1S4A5
FGlO1S0A6
FGlO1S1A5F
FGlO1S3A5F
FGl40MOA5
FGl40M4A5
FGl40S1 M6F

18784
20334
49532
28379
20536
14792
12980
17904
16947

400
400
750
1000
1000
1000
1000
1000
1000
1000
1000
1000
400
400
400

HPS
HPS
HPS
HPS

MH/Merc
HPS
HPS

MH/Merc
HPS
HPS
HPS
HPS

MH/Merc
MH/Merc

HPS

Mag-Reg
Mag-Reg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Mag-Reg

65
65
55
55
55
55
65
55
55
65
55
55
55
55
65

Fusing
Fusing

FusinQ

GE LIGHTING SYSTEMS
High Bay Luminaires

Uniglow@

For applications over 20'. Threaded hub. Ballast housing of die cast aluminum with electrocoat gray paint finish. Adjustable mogul base socket. Alzak
finish on aluminum faceted reflector. Safety chain provisions. Approximate net weight 21-56 Ibs. UL Listed. CSA Certified.

Series UGL. Large ballast housing.

Series UGS. Small ballast housing.

No. UGS40MOAS15E7. Enclosed 17" lens. Spacing criterion 1.5. Enclosed reflector.

Luminaires

Light
Source
MH/Merc
MH/Merc

HPS
MH/Merc

HPS
MH/Merc

HPS
HPS
HPS

MH/Merc

Ballast
Type

Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg

Ambient
Deg. C

55
55
55
55
55
55
55
55
55
55

No.
UGlO1MOA5A
UGS25MOA5A
UGS25S0A5A
UGS25M5A5A
UGS25S0A5F
UGS40MOA5A
UGS40S0A5A
UGS40S0A5F
UGS40S5A5F
UGS40MOA515E7

UPC

30680
33394

Watts
1000
250
250
250
250
400
400
400
400
400

Volts
120/208/240/277
120/208/240/277
120/208/240/277

480
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277

480
120/208/240/277

Options

Fusing21861
30194
25988
15182 Fusing

Fusing

Optical Assemblies

Size
In.
22
17
17

No.
UG-E2
UG-E7
UG-V7

UPC
21483
15028
17581

Desc.
Enclosed
Enclosed

Open

Products shown here are for reference only. They can be sold by the locally authorized distributor.



375

GE LIGHTING SYSTEMS
High Bay Luminaires

GHB@ - Open Industrial Reflector
~

;:§:;:.~~:? ~
Use in lighting applications over 20'. IP22 construction. Heavy duty die-cast aluminum ballast housing with electrocoat gray paint finish. Threaded hub.
Mogul base socket. Provisions for safety chain. Five position mounting bracket. Ambient 55°C. Approximate net weight 20 Ibs. UL Listed. CSA Certified.

Optical Assemblies

Optical
Dia.
In.
16

UPC
36805

Desc.
Open Ventilated

No.
GHBB-V6

.uminaires

Light
Source

HPS
MH/Merc

HPS
MH/Merc

HPS
MH/Merc

Ballast
Type

Autoreg
Autoreg
Autoreg
Autoreg
Autoreg
Autoreg

Volts
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277

No.
GHBB24S0A5
GHBB25MOA5
GHBB25S0A5
GHBB40MOA5
GHBB40S0A5
GHBB24MOA5

UPC
50214
48576
48603
48610
48597

Watts
250/400

250
250
400
400

250/400

GE LIGHTING SYSTEMS
Luminaire Lighting Fixtures

LOWMOUN~ 400 - Low Bay

~ ~
For 10' to 25' industrial lighting applications. IP52 construction. UV stabilized injection molded prismatic refractor. Enclosed gasketed and charcoal filtered
optics. Ballast housing of die cast aluminum with electrocoat gray paint finish. Alzak finish on reflector. Threaded hub. Mogul base socket. Safety chain
provisions. UL 1572 Listed suitable for damp locations. CSA Certified for indoor locations.

Optical Assemblies

Optical
No. UPC Type Options

l4MO-AO 28147 Acrylic Base Down lamp
l4MO-AE 28149 Acrylic Base Down lamp . . .
l4MO-AO-O* . . . . . Acrylic Base Down lamp Severe Duly - Meets Wet location

*IP54 Construction.

Luminaires

Optical
Type

Light
Source
MH/Merc
MH/Merc

HPS
HPS
HPS

MH/Merc
MH/Merc
MH/Merc

HPS
HPS

MH/Merc
HPS
HPS
HPS
HPS

MH/Merc
MH/Merc

Ballast
Type

Autoreg
Autoreg
Mag-Reg
Mag-Reg
Mag-Reg
Autoreg
Autoreg
Autoreg
Mag-Reg
Mag-Reg
Autoreg
Mag-Reg
Mag-Reg
Mag-Reg
Autoreg
Autoreg
Autoreg

Ambient
Deg. C

55
55
55
55
40
55
55
55
55
55
55
55
55
55
55
55
55

Spacing
CriterionVolts

120/208/240/277
480

120/208/240/277
480

120/208/240/277
120/208/240/277

480
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277

120
277
120
120
277

No.
L4MD40MOA5
L4MD40M5A5
L4MD40S0M5
L4MD40S5M5
L4MD40S0M419AD
L4MD40MOA517AD
L4MD40M5A517AD
L4MD25MOA5
L4MD25S0M5
L4MD25S4M5
L4MD40M4A5
L4MD40S0M519AD
L4MD40S1 M5
L4MD40S4M5
L4MD25S1A519AD
L4MD40M1A5
L4MD40M4A517AD

UPC
19223
15339
13353
22206

25866

14669
24538
18645
24179
29738
12318
23293

Watts
400
400
400
400
400
400
400
250
250
250
400
400
400
400
250
400
400

1.9
1.7
1.7

Acrylic Base Down
Acrylic Base Down
Acrylic Base Down

1.9 Acrylic Base Down

Acrylic Base Down

Acrylic Base Down

1.9

1.7

Copyright @ by Howard W. Sams & Co. Designs and Specifications are for reference only and are subject to change without notice.
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GE LIGHTING SYSTEMS
Luminaires

GLBTM

Low Bay Enclosed

., For 10-25' applications; use in warehouses, material handling, assembly plants, maintenance, inspection and manufacturing. Low
brightness provided by UV stabilized injection molded prismatic refractor. Ballast housing of die-cast aluminum with electrocoat gray paint
finish; enclosed and gasketed optics. Threaded hub; mogul base socket. Ballast and optical shipped as components.
UL 1572 Listed as suitable for damp locations and for metal halide lamps in polymeric lamp containment barriers. CSA Certified for indoor
locations.

E:~

Desc.
Acrylic Refractor

No.
GlB-TA

Optical Assemblies - Enclosed

UPC
49674

Ballast Assemblies

Light
Source

MH
HPS
MH
MH
HPS

Ballast
Type

Autoreg
Autorea

UPC
50150
50153

Watts
400
400
400
400
400

Volts
MV'
MV'
MV*
MV*
MV*

No.
GlB40MOA4A
GlB40S0A4F
GlB40MO
GlB40MO-Q
GlB40SO
*MV=120/208/240/277V.

GE LIGHTING SYSTEMS
Low Bay Luminaires

SBI@ - Optical Assemblies

lamp grips; optional position oriented socket
available. Anodaj<!!> finished spun parabolic alu-
minum reflector. Die-cast aluminum housing and
socket housing with gray LektrocotecDJ finish. Ac-
cepts 16/3 thru optional 12/3 SO cord. Isolated
wiring for easy installation. UL 1572 Listed for
wet locations; CSA Certified for outdoor use, up-
aiming standard IP suitability - IP 55. Lamps not
included.

GE LIGHTING SYSTEMS
Low Bay Luminaires

Minimite@ - MPB - 100W-250W

,.-'-- ,~ ~

==::~~=1- ~i~~~/
For applications under 20' in incandescent or
fluorescent replacements in industrial plants, ga-
rages, docks, warehouses, gymnasiums. Ballast
housing of die-cast aluminum with electrocoat
dark bronze paint finish. Feature versatile junc-
tion box mounting, multiple optical choices; lamp
included.

CSA Certified for indoor locations. UL 1572
Listed as suitable for damp locations and for
metal halide lamps in polymeric lamp contain-
ment barriers.

No. UPC Desc.
SBI-lBR 28354 low Bay Refractor, Enclosed

HUBBELL@
Spotlights

Sportslite~ Series SLS

Effective Projected Area - 2.8 Sq. Ft.

NEMA Spread
No. UPC Watts Beam H.xV.

Remote Head Only'
SLS-XXXXX-020 1500 2 21x20
SLS-XXXXX-O30 1500 3 35x33
SLS-XXXXX-O4O . 1500 4 69x66
SLS-XXXXX-O50 1500 5 88x85
SLS-XXXXX-OOO... 1500 6 117x112

Metal Halide
SLS-1000H-128 56111 1000 2 21x20
SLS-1000H-138 56112 1000 3 35x33
SLS-1000H-148 56113 1000 4 67x66
SLS-1000H-158 56114 1000 5 88x85
SLS-1000H-168 56115 1000 6 117x112
SLS-1500H-128 56131 1500 2 21x20
SLS-1500H-138 56132 1500 3 35x33
SLS-1500H-148 56133 1500 4 67x66
SLS-1500H-158 56134 1500 5 88x85
SLS-1500H-168 56135 1500 6 117x112
SLS-1650H-128t 56141 1650 2 21x20
SLS-1650H-138t 56142 1650 3 35x33
SLS-1650H-148t 56143 1650 4 67x66
SLS-1650H-158t 56144 1650 5 88x85
SLS-1650H-168t 56145 1650 6 117x112

High Pressure Sodium*
SLS-O6OOS-128 56101 600 2 24x23
SLS-O6OOS-138 56102 600 3 36x34
SLS-O6OOS-148 600 4 58x59
SLS-O6OOS-158 56104 600 5 83x88
SLS-O6OOS-168 56105 600 6 105x107
SLS-1000S-128 1000 2 22x21
SLS-1000S-138 1000 3 ...§
SLS-1000S-148 1000 4 68x59
SLS-1000s-158 . . . . . 1000 5 81x75
SLS-1000s-168 1000 6 114x115
.Specify wattage and lamp type used (H) for metal
halide and (S) for high pressure sodium, example SLS-
1000H-O20; 600W HPS may not be remote ballasted.
t50 Hz 220/240V ballasts available.
:j:Consult factory for 400W and 50 Hz 220/240V ballasts.
§Non-standard beam spread.

\"-=~".,,,.,., j~ Use in low mounting height areas (8'x20').

Optical Assembly. Primary quick disconnect.

Ballast Assembly. Die-cast aluminum. Electro-
coat gray paint finish. Mogul base socket.

UL 1572 Listed as suitable for damp locations.
Enclosed units suitable for wet locations depend-
ing on mounting receptacle used. Enclosed units
for metal halide .)amps in polymeric lamp con-
tainment barriers. CSA Certified for indoor loca-
tions.

Optical Assemblies

No. UPC Desc.
MMI-E5A 26926 Enclosed Type 5 Acrylic
MMI-E5G* 14767 Enclosed Type 5 Glass
MMI-V5A 13465 Open Type 5 Acrylic
'Cannot be used with MML.

Ballast Assemblies

No. UPC Watts
MPB10SOHX 16074 100
MPB15S0HX 14181 150
MPB15S1HX 20819 150
MPB17MOAX 17041 175
MPB25MOAX 26212 250
MPB25S0AX 250
MPB25S1AX 24153 250
tMV= 120/208/240/277V.
Note: Must be used with mounting receptacle.

Volts
MVt
MVt
120
MVt
MVt
MVt
120

-
For athletics and recreational facilities. Rugged
1-pc. aluminum cover; isolated ballast and cap!
starter; vertical aiming/repositioning memory;
horizontal aiming indicator; stainless steel lens
ring and hinge; 4-point latching; silicone gasket;
lamp support. Thermal shock, impact resistant
tempered clear glass lens. Filtered optics.
Heavy-duty mogul nickel-plated socket with

Products shown here are for reference only. They can be sold by the locally authorized distributor



377

HUBBELL@
Floodlight Fixtures

Miniliter@ II - HID - Trunnion

For outdoor li~hting. Die-cast aluminum construction. Tempered glass lens. Isolated capacitor chamber. Heavy ~auge steel trunnion. Mogul base socket.
Hubbell Gard treated external hardware. Three piece, linear parabolic reflector. Felt breather. Bronze Lektrocote finish. HPF ballasts are 180°C insulated,
-20°F starting, 60 Hz HPF. Suitability IP 54.

UL Listed for wet locations. CSA Certified for indoor and outdoor use.

Lamp

TJ~~
HPS
HPS
HPS
HPS
HPS

Metal Halide
Metal Halide
Metal Halide
Metal Halide

UPC
66050
66055
66010

66030
66075
66035
66040
66020
66070

Watts
70

150
250
350
400
400
175
250
400
400

Volts
120/208/240/277
120/208/240/277
120/208/240/277

120/227/347
120/208/240/277

480
120/208/240/277
120/208/240/277
120/208/240/277

480

No.
MHS-OO70S-268*
MHS-O150S-268
MHS-O250S-268
MHS-O350S-266
MHS-O400S-268
MHS-O400S-265
MHS-O175H-268t
MHS-O250H-268t
MHS-O400H-268*
MHS-O400H-265*
'Includes ED-28 shape lamp.
tMust use universal burning lamp.

Accessories
No. 4024C. Steel slipfitter for 2" pipe tenon, 23/8" CD.

No.
4024C
4944
MHS-SPC
MHS-V
MHS-VS
MHS-G
PBT-1
MHS-21

UPC
31032
31540
61880
61940
61945
61920
26011
66005

Desc.
Slipfitter

Wall Mount
Shield

Visor-Top/Bottom
Visor-Side
Wire Guard

Photocontrol Button
Steel Trough

MV SeriesHUBBELL@
Luminaires

Magnuliter@ Powr-Panl@

Combines energy saving efficiency of HID
sources with style required for sports areas,
parks, auto sales lots. Die-cast 1-pc. housing
with hinged full-front access door. Twin hydro-
formed parabolic reflectors; thermal shock, im-
pact resistant clear glass lens. 180°C insulated
-20°F starting, 60 Hz HPF ballast; 50 Hz 2201
240 volt available. Powr-Panl@, all electrical
components including socket mounted on easily
removable support plate complete with handle.
Lamps not included.

MVM/MHP series use '/4" heavy gauge steel
trunnion. MVK/MHK series 2" pipe (23/8" 00)
adjustable slipfitter. MVW/MHW series incorpo-
rate integral adjustable knuckle fitter for flat sur-
face (compatible with pole drilling patterns). Both
MVK/MHK and MVW/MHW knuckles provide
concealed wiring chamber and 2-pc. cast alumi-
num construction with serrated teeth. MVAseries
arm mounted with 4" or 10" arm.

Beam

Spread
No. UPC Watts HoxVo

Metal Halide - Trunnion Mounting

MVM-OOOOH-X6X* . . . . . 400 7(146")X6
,~15") MVM-0250H-268 65660 250 7(146°)x6115")

MVM-0250H-2F8 65653 250 IV MO

MVM-0400H-268 65680 400 7(146")x6(119")

MVM-0400H-2F8t 65654 400 IV MOD

MVM-1000H-268:1: 65237 1000 6(130")x6(114")

Metal Halide - Slipfitter Mounting

MVK-0250H-268 65600 250 7(146")x6(115")

MVK-0250H-2F8 65602 250 IV MOD

MVK-0250H-2A8 65603 250 MC III

MVK-0400H-268 65610 400 7(146")x6(119")

MVK-0400H-2FBt 65604 400 IV MOD

MVK-O4O0H-2A8 65606 400 MC III

MVK-1000H-268:1: 65645 1000 6(130")x6(114")

Metal Halide - Flat Surface Knuckle Mounting

MVW-0250H-268 62105 250 7(146")x6(115")

MVW-0250H-2F8 62106 250 IV MOD

MVW-0250H-2A8 62107 250 MC III

MVW-0400H-268 62108 400 7(146")x6(119")

MVW-0400H-2F8t 62109 400 IV MOD

MVW-0400H-2ABt 62110 400 MC III

MVW-1000H-268:1: 62111 1000 6(130")x6(114")

Metal Halide - Arm Mounting

MVA-0250H-2F8 62119 250 IV MOD

MVA-0250H-2A8 62120 250 MC III

MVA-0400H-2FBt 62121 400 IV MOD

MVA-0400H-2ABt 62122 400 MC III

High Pressure Sodium - Trunnion Mounting

MVM-0250S-268 65700 250 7(144")x6(113")

MVM-0250S-2F8 65712 250 IV MOD

Beam
Spread

No. UPC Watts HoxVo

MVM-0400S-268 65720 400 7(144°)x6(113°)
MVM-0400S-2F8 65713 400 IV MOD
MVM-0600S-268§ 65730 600 7(136°)x6(118°)
High Pressure Sodium - Slipfitter Mounting

MVK-0250S-268 65620 250 7(144°)x6(113°)
MVK-0250S-2F8 65607 250 IV MOD
MVK-0250S-2A8 65608 250 MC III
MVK-0400S-268 65630 400 7(144°)x6(113°)
MVK-0400S-2F8 62101 400 IV MOD
MVK-0400S-2A8 62102 400 MC III
MVK-OOOOS-268:j: 62103 600 7(136°)x6(118°)
High Pressure Sodium - Flat Surface

Knuckle Mounting
MVW-0250S-268 62112 250 7(144 O)x6(113°)
MVW-0250S-2F8 62113 250 IV MOD
MVW-0250S-2A8 62114 250 MC III
MVW-0400S-268 62115 400 7(144°)x6(113°)
MVW-0400S-2f8 62116 400 IV MOD
MVW-0400S-2A8 62117 400 MC III
MVW-0600S-268:j: 62118 600 7(136°)x6(118°)

High Pressure Sodium - Arm Mounting
MVA-0250S-2F8 62123 250 IV MOD
MVA-0250S-2A8 62124 250 MC III
MVA-0400S-2F8t 62125 400 IV MOD
MVA-0400S-2A8t 62126 400 MC III
'For use with remote ballasts, maximum 400W.

tlncludes ED-28 shape lamp.

tBT-37 shape lamp and 3' of 16/3 S.O. prewired cord.
All ballasts H.P.F. and Quad- TapC!> (120/208/240/277V;
for 480V change last digit (8) to (5); for 220/240V 50 Hz;
consult factory. Not available in 600W H.P.S. Tri-tap
available (120, 277 & 347V) change last digit (8) to (6).

- §Arms must be ordered separately.

Continued on next page
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MH Series HUBBELL@
Wall Mount Fixtures

Perimaliter'"' - PVL Series
Beam

Spread
No. UPC Watts HoxVo

Metal Halide - Trunnion Mounting

MHP-0250H-228 62010 250 3(37"!X2127") MHP-0250H-268 62011 250 6/110° x6 108")

MHP-0400H-338 62001 400 3(44° x3 37")
MHP-0400H-368 62002 400 5(83° x5 85")

Metal Halide - Slipfitter Mounting

MHK-0250H-228 61701 250 3(37"!X2!27") MHK-0250H-268 61702 250 6/110°x6108°)

MHK-0400H-338 61703 400 3(44° x3 37")
MHK-0400H-368 61704 400 5(83° x5 85")
Metal Halide - Flat Surface Knuckle Mounting

MHW-0250H-228 61711 250 3(37°!X2127°) MHW-0250H-268 61712250 6(1100x6108°)

MHW-0400H-338 61713 400 3(44° x3 37°)
MHW-0400H-368 61714 400 5(83° x5 85°)
High Pressure Sodium - Trunnion Mounting

MHP-0250S-238 62003 250 5(73° x3 32°)
MHP-0250S-268 62004 250 6(114° x6 108°)
MHP-0400S-238 62020 400 5(73° x3 32°)
MHP-0400S-268 06205 400 6/114°x6108°)
MHP-0600S-238- 62006 600 5(86° x3 37°1
MHP-0600S-268- 62007 600 6(104")x5(90 )

High Pressure Sodium - Slipfitter Mounting

MHK-0250S-238 61705 250 5(730j X3320) MHK-0250S-268 61706 250 6(114°x6108°)

MHK-0400S-238 61707 400 5(73° x3 32°)
MHK-0400S-268 61708 400 6(114°x6108°)
MHK-O6O0S-238- 61709 600 5(86° x3 37°
MHK-0600S-268- 61710 600 6(104 )X5(90J)
High Pressure Sodium - Flat Surface

Knuckle Mounting
MHW-0250S-238 61715 250 5(73")x3(32")
MHW-0250S-268 61716 250 6(114°)x6(108°)
MHW-0400S-238 61719 400 5(73°)x3(32°)
MHW-0400S-268 61980 400 6(114°)x6(108°)
MHW-O6OOS-238- 61720 600 5(86°)x3(37°)
MHW-O6OOS-268- 61721 600 6(104°)x5(90")
"Includes lamp (4 second hot restrike).

:j:Mercury vapor lamps may be operated on metal halide
ballast.

Accessories

No. Desc.
PBT -1 Photocontrol, 120V (Requires PVL -PK)
PVL-PK Gasket and Wiring Kit for Photocontrol (PBT-1)

HUBBELL@

High Intensity Discharge Lighting
Watt

An energy efficient light-
ing fixture for semi-
exposed and interior lo-
cations. Intended to
replace 200 and 300
watt incandescent units
for utilitarian lighting in

- commercial and indus-
trial areas. Optically de-

signed for 70W, 100W and 150W high pressure
sodium (HPS) lamps.

Refractor is acrylic. Lamp has 20,000-hour life.
Less than 11" in height with maximum weight of
12 Ibs. UL Listed "Suitable for Damp Locations".
Totally gasketed and enclosed so lamp is pro-
tected and remote areas remain lighted. Surface
mounting on 4" square or octagonal outlet box.

Power Lamp
No. UPC Factor Watts

120V

-
Vandal resistant polycarbonate lens and heavy
duty cast aluminum rear housing. Porcelain mo-
gul base socket. Designed for maximum spacing
between luminaires, utilizing energy efficient HID
lamps. For commercial exterior wall lighting ap-
plications around office buildings, stores, shop-
ping centers or security lighting.
UL Listed. CSA Certified suitable for wet loca-
tions.

Wall Mount Fixtures

Lamp
No. UPC Type Watts

PVL-OO70H-118L* 63830 MH 70
PVL-O100H-118L* 63825 MH 100
PVL-0175H-118:1: 63810 MH 175
PVL-0175C-511 MH 175
PVL-0070S-118 63804 HPS 70
PVL-OO70S-511* 63812 HPS 70
PVL-O100S-118 63806 HPS 100
PVL-O100S-511 * 63907 HPS 100
PVL-O150S-118 63808 HPS 150
PVL-O150S-511* 63909 HPS 150 .--
"Lamps included.
t120/208/240/277V (208V & 240V not CSA Certified.)

Volts
Quadt
Quadt
Quadt
120

Quadt
120

Quadt
120

Quadt
1?O

lSSJ-07NANl . . . . . Normal 70
lSSJ-01NANl . . . . . Normal 100

120V, 208V, 240V, 277V, 480V .

lSSJ-07HANl High 70
lSSJ-01HANl High 100
lSSJ-15HANl . . . . . High 150
'Specify voltage desired.
Note: May also be pendant mounted by installing outlet
box on conduit. All units shipped with lamp in place.

LITHONIA
High Bay Lighting Fixtures

Series THS - Open Reflector - Adjustable Optics

-=--"i\

~
,tt;::=::===:::~~

~ ~

For high mounting heights. Die-cast aluminum housing with white polyester powder finish. Horizontally opposed electrical components heat-sin ked to
ballast housing. Copper wound ballast. High power factor, constant-wattage autotransformer. Insulation system 180°C Class H. Porcelain vertically-
oriented mogul-base socket with copper alloy nickel-plated screw shell and center contact. Anodized spun aluminum reflector. Self-cleaning ventilated
design. Pendant splice box threaded for 3/4" conduit. UL 1572 Listed -30°C to 55°C ambient operation and damp locations. CSA Certified.
Ordering Guide
Catalog number consists of series, wattage/lamp type and voltage.
Example: THS 70S A16 TB
Series: THS

Wattage/Lamp Type (S=High pressure sodium; M=Metal halide): 70SA16=70W; 100SA16=100W; 150SA16=150W; 200SA16=200W; 250SA16=250W;
250S A16GL=250W; 400S A16GL=400W; 400S A16=400W; 175M A16GL=175W; 250M A16GL=250W; 350M A16=350W (requires open-rated metal

halide lamp); 350M A16GL=350W (requires open-rated metal halide lamp); 400M A16=400W; 400M A16GL=400W

Voltage: 120=120V; 208=208V (requires CWI option for 400W MH lamp and MAS option for 70W-400W HPS lamp in Canada); 240=240V (requires CWI
option for 400W MH lamp and MAS option for 70W-400W HPS lamp in Canada); 277=277V; 347=347V; 480=480V (requires MAS option for 70W-400W
HPS lamp in Canada, MH lamp not available in Canada); TB=120/208/240/277V (120/277/347V in Canada)

Options/Accessories: Ordered separately (Contact Distributor)

Continued on next page
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Lamp
Type
HPS
HPS
HPS
HPS
HPS
HPS
MH
MH
MH

No.
THS 10S A16 TB
THS 100S A16 TB
THS 150S A16 TB
THS 200S A16 TB
THS 250S A16 TB
THS 400S A16 TB
THS 115M A16GL TB
THS 250M A16GL TB
THS 400M A16 TB

UPC Volts
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277
120/208/240/277

Watts
70
100
150
200
250
400
175
250
400

Ballast
HX-HPF
HX-HPF
HX-HPF

CWA
CWA
CWA
CWA
CWA
CWA

LITHONIA
Low Bay Lighting Fixtures
Series TXP - Enclosed Optical

~

'"""~====~/'/
Heavy-duty. Die-cast aluminum housing with white polyester powder finish. Horizontally opposed electrical components heat-sin ked to ballast housing.
Copper wound ballast. Solid-state, encased-and-potted ignitors. Insulation system 180°C Class H. High power factor, constant-wattage autotransformer.
Injection-molded acrylic lens and fully-fluted anodized aluminum reflector. Stainless steel hinge and lens retainer latches. Enclosed, gasketed refractor
and reflector.
Pendant splice box threaded for 3/4" conduit. Glazed porcelain vertically oriented socket. Nickel-plated screw shell and center contact.
UL 1029 Listed. UL 1572 Listed for -30°C to 40°C ambient operation and damp locations. UL wet location available. CSA Certified for use in Canada.
Ordering Guide
Catalog number consists of series, wattage/lamp type and voltage.
Example: TXP 400M A26 120
Series: TXP=Enclosed optical, wide distribution
Wattage/Lamp Type: (S=High pressure sodium; M=Metal halide): 250SA26=250W SA26; 400SA26=400W SA26; 250MA26=250W MA26;
350MA26=350W MA26; 400MA26=400W MA26
Voltage: 120=120V; 208=208V(requires CWI option for metal halide 250/400W and MAB option for high pressure sodium 250/400W in Canada);
240=240V(requires CWI option for metal halide 250/400W and MAB option for high pressure sodium 250/400W in Canada); 277=277V; 347=347V;
480=480V(requires MAB option for 250/400W HPS; MH not available in Canada); TB=Multi-tap ballast 120/208/240/277V (120/277/347V in Canada)
Options/Accessories: Ordered separately (Contact Distributor)

Lamp
Type
HPS
HPS
MH
MH

No.
TXP 2505 A26 T8
TXP 4005 A26 T8
TXP 250M A26 T8
TXP 400M A26 T8

UPC Volts
T8
T8
T8
T8

Watts
250
400
250
400

Ballast
CWA
CWA
CWA
CWA

DAY-BRITE
High Bay Luminaires

Type HB Day-Line

DAY-BRITE
Luminaires

Series LC - Metal Halide

CWA transformer operates in temperatures as
low as -20°F. High temperature Class H insu-
lated, 60 Hz., high power factor. Available with
optional equipment: Quartz standby, thru-wire
outlet box, thru-wire outlet box with electrical dis-
connect, and electro/connect adapter.

UL Listed for damp locations, 55°C ambient for
all lamp wattages listed.

No. UPC Volts
High Pressure Sodium

HB25H512516-250.. 120
HB25H527516.250 2776
HB25H548516-250 480
HB25H5MT516.250 120/208/240/277
HB25H512516-400 120
HB25H527516.400 277
HB25H548516.400 480
HB25H5MT516-400 120/208/240/277

Metal Halide

Watts

250
250
250
250
400
400
400
400

For general purpose industrial lighting. Mogul
base lamp only. Computer designed optical as-
sembly. Max. mounting ht., 30'. Two-to-one
horizontal-to-vertical footcandles for illumination
on vertical surfaces. One piece, heavy wall, die
cast aluminum housing. Spun aluminum hinged
reflector with corrosion resistant hardware. One
piece injection molded lens, 3/,6" min. thickness,
constructed from 100% virgin acrylic. Stainless
steel latches and hinge. UL Wet Location Listed.
UL Listed 40°C for all lamp wattages listed. Metal

- . . . . . halide arc tube containment UL Listed.

Continued on next page
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HB40MH12S16

HB40MH27S16

HB40MH48S16

HB40MHMTS1fi

120

277

480

1?n/?nR/?4n/?77

400

400

400

.inn

For economical general purpose industrial light-
ing. 2-piece die cast aluminum ballast housing
with 'Slant-2' Ballast mounting. Enclosed core
and coil assembly. Trunnion provides positive
mounting of reflector.

Aluminum reflector with semi-specular finish.
Sealed with an anodic coating.

Copyright @ by Howard W. Sams & Co.
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STONCO
Low Bay Lighting Fixtures

Multi-Bay Series

Ht. Wdth.
No. UPC Watts In. In. Aisle

High Pressure Sodium Lamp

WH2K250HP12N35 250 29'h 1531. Nar.
WH2K250HP12N39 .. 250 31V. 1831. Wide
WH2K400HP12N35 . . .. 400 29V2 1531. Nar.
WH2K400HP12N39 . .. 400 31V. 1831. Wide

Metal Halide Lamp

WH2K400MH12L39 . .. 400 29'h 1531. Wide
WH2K400MH12L35 400 31'/. 1831. Nar.
Note: Available for 208, 240, 277 or 480V at same
price

HOLOPHANE@
Industrial Luminaires

Prism-Pack@ II

Continued from previous page

Ordering Information

Fixture Type: LC= Low Bay, Ballast Housing.

Wattage: 15=150HS,17=175MH,20=200HS,
25=250 HS MH, 40=400 HS MH.

Lamp Source: MH=Metal Halide (will operate
Mercury Vapor Lamp),HS=High Pressure So-
dium.

Voltage: 12=120V, 20=208V, 24=240V,
27=277V, 34=347V, 48=480V, MT=120/208/
240/277.

Options: Q=Quartz Standby, QEM=Emergency
Switched Quartz Socket (requires 120V second-
ary power source supply), 55=55°C Ambient,
HL=Hi/Lo (Specify Single Voltage Only),
CSA=CSA Certified.

Optical Assembly: CRA=Acrylic Lens,
CRP=Polycarbonate Lens.

Options: CFWL=Charcoal Filter Wet Location,
CSA=CSA Unit.

Complete Information Available on
Request.

STONCO
High Bay Lighting Fixtures

Multi-Bay 17" Series

Endural@, prismatic glass reflectors; open top
and bottom, ventilated; integral ballasts for HID
lamps; -20°F minimum to 55°C maximum. For
machine shops, inspection areas, assembly
lines, production areas, warehouses, foundries
and hangars. Also for exhibition halls and sports
arenas.

For warehouses, aisles, corridors, and assembly
areas. Any indoor application to prevent glare.
Tight light.

Construction. Light-weight. Die-cast aluminum
ballast housing. Full flow-through ventilation.
Splice box with cover. Duraplex IITM gray poly-
ester powder finish. Reflector assembly secured
to ballast housing with two plated bolts.

Optics. Heavy gauge aluminum reflector. High
reflectant white polyester powder finish. High im-
pact UV acrylic refractor with linear and horizon-
tal prisms. Wide spread distribution. Safety cable
allows "two-hand" maintenance.

Ballast. Constant wattage high power factor au-
totransformer (CWA) ballast. Capacitors sur-
rounded by integral "outboard" pods. Vented
"air-flow" construction.

Installation. Die-cast plate tapped 3/4" NPS. Ac-
cepts 3/4" pipe or 714/715 die-cast hook. Also
accepts 725 steel hook. Unit slips onto mounting
plate. Ample splice chamber.

Lamp. (Not supplied.) Mogul base. Positioned
for optimum light intensity and beam width.

No. UPC Watts Lamp Ballast

High Pressure Sodium

MBL22150LX . . .. 150 E23V2, Clear HX-HPF
MBL22250LX . . . .. 250 E18, Clear CWA
MBL22400LX . . . .. 400 E18, Clear CWA
MBL22425LX . . .. 250W or . . .

400W

Metal Halide

MBL22175MA . . . .. 175 BT28, Clear CWA
MBL22250MA-8 .,... 250 BT28, Clear CWA
MBL22400MA-8 400 E37, BT37 CWA

Mtg.
Ht.
to

Ht. Wdth. Spac-
No. UPC Watts In. In. ing

High Pressure Sodium Lamp
. .. 150 23V2 18'h 1.3:1

.. 150 23V2 21V2 1.3:1
. . . . . 250 23 15'h 1.0:1
. . . . . 250 231h 21'h 1.7:1

250 23153/41.3:1
..~.,~~~." 400 23'h 18V2 1.4:1
PP5K400HP12PDS40 400 23 153/4 1.1:1
PP5K400HP12PDM37 . . . 400 23Ve 15'h 1.8:1

Metal Halide Lamp
PP5K400MH12PDB37 . . 400 23'h 21'h 1.6:1
PP5K400MH12PDB35 . . 400 21% 21'h 1.0:1
PP5K400MH12PDE40A 400 213/e 21V2 0.7:1

Mercury Lamp
PP5K400MH12PDE40B...400 22 15'h 0.8:1
PP5K400MH12PDE40C . . . 400 22 15'h 1.0:1
PP5K400MH12PDB35A 400 22 15'h 1.3:1
PP5K400MH12PDB35B 400 24Ve 15'h 1.6:1
PP5K400MH12PDB35C 400 24Ve 15'h 2.0:1
Note: Available for 208, 204, 277 or 480V at same
price

HOLOPHANE@
Reflector Lighting

Bantam Prism-Pack@ - Industrial
Luminaires - Open Bottom

HOLOPHANE@
Industrial Warehouse Luminaires

Prism-Pack@ II

---
Lightweight ballast housing. Duraplex IITM gray
polyester powder finish. Full flow-through venti-
lation. Splice box with cover. Adjustable alumi-
num dust cap. Protect lamp and reflector from
dust and grime. Heat-tempered glass.

Optics. 17" rigid heavy-gauge diffuse aluminum
reflector. Locks on adjustable straps. Adjustment
of optics from wide to narrow distribution.

Ballast. Integral constant wattage autotrans-
former (CWA). Securely clamped in die-cast alu-
minum housing. Capacitors enclosed in integral
"outboar" pods. Vented "air-flow" construction.

Installation. Die-cast plate tapped 3/4" NPS. Ac-
cepts 3/4" pipe or 714/715 die-cast hook. Unit
slips onto mounting plate. Ample splice chamber
permits quick wiring.
Lamp. (Not supplied.) Mogul base clear lamp.

High Pressure Sodium

No. UPC Watts Lamp
Open Units

MBH17150LX . 150 E23V2, BT25, Clear
MBH17250LX-8 250 E18, Clear
MBH17400LX-8 400 E18, Clear
MBH17425.. 250 or 400 ...

Enclosed Units

MBE17150LX . . . . . 150 E23V2, BT25, Clear
MBE17250LX . . . . . 250 E18, Clear
MBE17400LX . . . . . 400 E18, Clear
MBE17425LX 250 or 400W ...

Metal Halide - Enclosed Units

No. UPC Watts Lamp
MBH17400MA-8 . . . 400 E37, BT37, [18, Clear
MBE17175MA ... 175 E28, 8T28, Clear
MBE17250MA . . . . . 250 E28, 8T28, Clear
MBE17400MA . 400 E37, 8T37, E18, Clear

Maximum veritical footcandles. Wide spacings.
Prismatic glass reflectors and refractors; integral
balasts for HID lamps; -20°F minimum to 55°C
maximum. Narrow distribution luminaires are de-
signed for long spacings, up to 45' apart, along
aisles. Symmetrical wide distribution luminaires
produce a balance of horizontal and vertical foot-
candles for wide aisles and open storage areas.

Integral ballasts for HID lamps. For almost any
area where headroom is a problem, including
garages, cargo handling areas, loading plat-
forms, warehouses, catwalks, stairways, freez-
ers. Pendant top with sliding adapter for proper
balance on swivel hangers. 3/4" threaded conduit
entry. Heavy-duty, die-cast aluminum, polyester

Continued on next page
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powder-painted ballast housing. Splice chamber
cover plate. Mounting assembly with spring-lock
latch for attaching or removing optical assembly.
Prismatic borosilicate glass reflector with
spun-on aluminum cover.

HOLOPHANE@
Reflector Lighting

Prismalume@ - Luminaires - Prismatic
Glass

When ordering, specify volatage (suffix 12 for
120V, 20 for 208V, 24 for 240V, 27 for 277V, 48
for 480V & MT for 120V-277V multi-voltage).

Specifications

No. Watts Desc.
PRSL070HP128585 70 HPS
PRSL100HP128585 100 HPS
PRSL15AHP128585* 150 HPS
PRSL15AHP12DM35* 150 HPS
PRSL158HP12PDM35 150 HPS
PRSL200HP12PDE31 G35, G37, P40 200 HPS
PRSL250HP12PDE31 G35, G37, P40 250 HPS
PRSL400HP12PDE31 G35, G37, P40 400 HPS
PRSLC10HP12PDT50 1000 HPS
PRSL400MH12PD835, 837, E31, E40 400 Metal Hallide
PRSLC1 OMH12PD840, T50 1000 Metal Hallide
PRSL400MV12PDE31 , E35, A35, 840 400 Mercury

Reflector Lighting

Reflector Lighting

Wdth.
No. UPC Watts In.

HPS Lamp Type

BANT070HP12B625 . . . . . 70 14 140/8
BANT070HP12A584 . . . . 70 11 % 100/8
BANT100HP12B625 .. . . . 100 14 140/8
BANT100HP12A584 . . ... 100 113/8 100/8
BANT15AHP12B625 . . . . . 150 14 140/8
BANT15AHP12A584 . . . .. 150 11% 100/8

MV Lamp Type

BANT175MV12B625 . . . . . 175 14 145/8
BANT175MV12A584 .. . . . 175 113/8 105/8
BANT250MV12B625 . . . . . 250 14 145/8
BANT250MV12A584 . . . . . 250 113/8 105/8

Enclosed & Gasketed. For wet or dirty location.

Ht.
In

Spacing
Ratio
1.6:1
1.7:1
1.8:1
1.4:1
1.4:1
1.5:1,

2.0:1,1.1:1
1.5:1,

2.0:1,1.1:1
1.5:1,

2.0:1,1.1:1
1.4:1
1.3:1,

1.7:1,0.8:1
1.2:1
1.5:1,

1.3:1,0.9:1

UPC

Enclosed & Gasketed Reflector Lighting

Ht. Wdth.
No. UPC Watts In. In.

MH Lamp Type
BANT175MH12A84C 175

MV Lamp Type
BANT175MV12A84C... 175
BANT250MV12A84C 250

No.
PRSl070HP12BS85
PRSl100HP12BS85
PRSl1SAHP12BS8S*
PRSl1SAHP12DM3S*
PRSl1SBHP12PDM3St
PRSl2DOHP12PDE31 63S, 637, P40

PRSl2S0HP12PDE31 63S, 637, P40

PRSl400HP12PDE31 63S, 637, P40

PRSlC10HP12PDTSO
PRSl4DOMH12PDB3S, B37, E31, E40

PRSlC10MH12PDB40, TSO
PRSl400MV12PDE31 , E3S, A35, B40

*55V.

t100V.

123/4 100/8

120/4
120/4

105/e
10%

Integrally ballasted HID, for uniformly-lighted en-
vironment in range of low to medium mounting
height in commercial, industrial applications.
15% to 20% uplight to reduce ceiling contrast
and avoid "cavern" effect.

Choice of lamps and wattages: PRSL31, 35, 37,
40 (large) - 150, 200, 250, 400, 1000W HPS;
175, 250, 400, 1000W metal halide; 400W mer-

cury.

PRSL585 (small) - 70,100, 150W HPS.

WIDE-LITE
Luminaire Enclosures

IL Series

Diecast aluminum ballast/socket enclosure. Low glare lighting and maintenance free, dust-tight construction. Ideal for foundries, food processing areas,
warehouses and indoor sports facilities. Available with premium grade ballasts for high ambient temperatures up to 65°C or standard grade ballasts for
normal ambient temperatures up to 55°C.

Specifications

Primary
Voltage
120/208
240/277

480
120/208
240/277

480
120/208
240/277

480
120/208
240/277

480
480

120/208
240/277

480

No.
ILEM-1000-( )-QV-()

ILEM-1000-( )-480-()
ILEM-400-( )-QV-( )

ILEM-400-( )-480-( )
ILEM-250-( )-QV-( )

ILEM-250-( )-480-( )
ILES-1000-( )-QV-( )

ILES-1000-( )-480-( )
ILES-1000-( )-480R-( )
ILES-400-( )-QV-( )

ILES-400-( )-480-( )

Desc.
Metal Halide/Mercury Vapor

Metal Halide/Mercury Vapor
Metal Halide/Mercury Vapor

Metal Halide/Mercury Vapor
Metal Halide/Mercury Vapor

Metal Halide/Mercury Vapor
High Pressure Sodium

High Pressure Sodium
High Pressure Sodium
High Pressure Sodium

HiQh Pressure Sodium

Continued on next page

Designs and Specifications are for reference only and are subject to change without notice.Coovriaht @ bv Howard W. Sams & Co.



382
Continued from previous page

Primary
Voltage

240
120/208
240/277

480
120/208
240/277

480
240

120/208
240/277

480
120/208
240/277

480
120/208

480
120/208
240/277

480
120/208
240/277

480
120/208
240/277

480
120/208
240/277

480
120/208
240/277

480

Desc.
High Pressure Sodium
High Pressure Sodium

High Pressure Sodium
High Pressure Sodium

High Pressure Sodium
High Pressure Sodium

Metal Halide/Mercury Vapor

Metal Halide/Mercury Vapor
Metal Halide/Mercury Vapor

Metal Halide/Mercury Vapor
Metal Halide/Mercury Vapor
Metal Halide/Mercury Vapor
Metal Halide/Mercury Vapor

Metal Halide/Mercury Vapor
High Pressure Sodium

High Pressure Sodium
High Pressure Sodium

High Pressure Sodium
High Pressure Sodium

High Pressure Sodium
High Pressure Sodium

High Pressure Sodium -
55V Only

No.

ILES-400-( )-240R-( )

ILES-310-( )-QV-( )

ILES-31 0-( )-480-( )

ILES-250-( )-QV-( )

ILES-250-( )-480-( )

ILES-250-( )-240R-( )

ILEM-1000-( )-G-QVC-()

ILEM-1000-( )-G-480R-()

ILEM-400-( )-G-QVC-( )

ILEM-400- ll -G-480R-( ) ILEM-250- G-QVC-()

ILEM-250- -G-480R-()

ILEM-175- -QVC-()

ILEM-175-G-480R-( )

ILES-1000-( )-G-QVC-()

ILES-1000-( )-G-480R-( )

ILES-400-( )-G-QVC-( )

ILES-400-( )-G-480R-( )

ILES-250-( )G-QVC-( )

ILES-250-( )-G-480R-( )

ILES-150-( )-G-QVHX-( )

ILES-150-( )-G-480HX-()

High Ambient Luminaires

Ballast
Type

Wt.
Lbs.No. Watts

High Ambient

Regular
Regular
Regular
Regular
Regular
Regular
Regular
Regular
Regular
Regular
Regular
Regular
Regular
Regular
Regular
Regular
Reactor

ILEM-1 000- \ )-QV-( ) ILEM-1000- )-480-()

ILEM-400-( -QV-()

ILEM-400-( -480-()

ILEM-250-( -QV-()

ILEM-250-( -480-()

ILES-1000-( ! -QV-() ILES-1000-( -480-()

ILES-1000-( -480R-()

ILES-400-( )-QV-( )

ILES-400-
j -480-() ILES-400- -240R-()

ILES-310- -QV-()

ILES-310- -480-()

ILES-250-( -QV-()

ILES-250-( -480-()

ILES-250-( )-240R-( )

1000
1000
400
400
250
250
1000
1000
1000
400
400
400
310
310
250
250
250

61
61
41
41
41
41
66
66
61
54
54
50
54
54
54
54
50

Normal Ambient

ILEM-1000-( )-G-QVG-( )
ILEM-1000-( )-G-480R-()
ILEM-400-( )-G-QVG-( )
ILEM-400-( )-G-480R-( )
ILEM-250-( )G-QVG-( )
ILEM-250-( )-G-480R-( )
ILEM-175-G-QVG-( )
ILEM-175-G-480R-( )
ILES-1000-( )-G-QVC-( )
ILES-1000-( )-G-480R-( )
ILES-400-( )-G-QVG-( )
ILES-400-( )-G-480R-( )
ILES-250-( )G-QVG-( )
ILES-250-( )-G-480R-( )
ILES-150-( )-G-QVHX-()
ILES-150-( )-G-480HX-( )

1000
1000
400
400
250
250
175
175
1000
1000
400
400
250
250
150
150

CWA
CWA
CWA
CWA
CWA
CWA
CWA
CWA
CWA
CWA
CWA
CWA
CWA
CWA
HRAT
HRAT

67
67
42
42
42
42
42
42
73
73
55
55
55
55
52
52

Optional Equipment

No.
G
La
F1
F2
DMO
DM2
TW
""

Desc.
Tempered Glass Lens for Metal Halide Lamps'

Solid State "LiteMatic' Auxiliary/Emergency System
KTK 30A Fused Ballasts - For 120V or 277V Systems

KTK 30A FUsed Ballasts - For 208V, 240V or 480V Systems
Dimming Ballast for Use w/ DM & DMW Dimming Master Controls
Gateless Dimming Ballast - For Use w/DM2 SignalMate Controllers
Top Thruwire Mountin~ - Two 3/." NPT Threaded Conduit Entries

Wet Locations - Gasketed Construction -
Eliminate Entry Moisture

'Specify after reflector option (e.g. ILEM-1000-SG-QV-1).

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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LlTHONIA
Floodlight Fixtures

Series TFL - HID - Yoke Mounting

KENALL
Indestructible Lighting Fixtures

Information

KENALL
Security Lighting

Series 5705 - Security SquareTM

-
Assymetric light distribution. Bronze finish. Pris-
matic four POSIGRIP screws. Lamps not in-
cluded.

No. UPC Type Desc.
5705 Mercury Vapor 100W (H38/MOG/E-23V2)

(120-208-240-277V)
HPF (-20°F)

High Pressure 70W (S62/MOG/E-23V2)
Sodium 120V-NPF (-400F)

High Pressure 100W (S54/MOG/E-23V2)
Sodium 120V-NPF (-40°F)

High Pressure 150W (S55/MOG/E-23V2)
Sodium 120V-NPF (-400F)

Metal Halide 175W (S62/MVR 175)(120-
277V) HPF (-200F)

For unattended public areas. Public abuse light-
ing and fixtures which can withstand determined
tampering and physical abuse. Provide ad-
equate illumination within a space and acts to
enlarge an area which can be observed from
adjoining spaces which is deterrent to criminal
acts and delinquent behavior. 5755

5765

5775

5785

Complete Information Available on
Request.

KENALL
Ceiling Fixtures

Series 7100 - Fluorescent

KENALL
Ceiling Fixtures

Series 7200 - Fluorescent

(~~======""=~~--~:::::,

NEMA heavy duty, die-cast aluminum housing.
For security areas, car lots or signs. Compact.
Removable front bezel with slip hinge. Thermal-
resistant and shock-resistant clear tempered
glass lens. Bronze finish. One-piece, hydro-
formed, anodized aluminum reflector. Two-
position socket. Sealed optic chamber. Heavy
duty steel mounting yoke. UL Listed suitable for
wet locations. CSA Certified.

Ordering Guide

Catalog number consists of designation, NEMA
distribution and voltage. Add applicable suffix for
options and accessories.

Example: TFL-70S- TA2-120-DNA-CRA

Series: TFL

Lamp Wattage/Base: 70=70W ; 100=100W;
150=150W; 175=175W; 200=200W; 250=250W.

Lamp Type: S=High Pressure Sodium; M=Metal
Halide; H=Mercury Vapor.
NEMA Distribution: TA2=TA2, TB2=TB2.

Voltage: 120; 208; 240; 277; 347; 480; TB (Multi-
tap ballast 120/208/240/277V).

Options: (Finish) DNA=natural aluminum;
DSB=steel blue; DMB=medium bronze;
DTG=tennis green; DSS=sandstone;
DBL=black; DWH=white; DGC=charcoal gray;
DBR=bright red; CR=corrosion resistant (con-
sult manufacturer for compatability)

Accessories: CRA=cross-arm adapter for hori-
zontal mounting. Ships as CRA U and CRA J4;
CRA45=cross arm adaptor for mounting 45°
from horizontal. Ships as CRA45 U, CRA45 J4,
and CRA45 J 12; TFPMB=pole mounting bracket
for use on round pole. Prime painted. Ships as
TFPMB U. TFPWB=wood pole or wall mounting
bracket for use on wood pole or wall. Ships as
TFPWB U, TFPWB J4, and TFPWB J12.

Lamp
No. UPC Type Watts Volts

TFl70S TA2 TB S 70 120/208/
240/277

TFl100STA2TB S 100120/208/
240/277

TFl150STA2TB S 150120/208/
240/277

TFl200S TA2 TB S 200 120/208/
240/277

TFl175M TA2 TB M 175 120/208/
240/277

TFl250M TA2 TB M 250 120/208/
240/277

TFl100H TA2 TB . . . . H 100 120/208/
240/277

TFl175H TA2 TB H 175 120/208/
240/277

TFl 250H TA2 TB . . . . . H 250 120/208/
240/277

No. 7235-0. HPF (O°F) prismatic. Two recessed
Posigrip screws.
No. 7240-0. HPF (O°F) prismatic. Two recessed
Posigrip screws. Opal.
No. 7270. HPF (60O-50°F) prismatic. Two re-
cessed Posigrip screws.

No. 7280. HPF (60O-50°F) prismatic. Two re-
cessed Posigrip screws. Opal.
When ordering, add suffixes from options table
to specify optional additions.

Options

No. 7140-0. HPF (O°F) prismatic. Six Posigrip
screws.

No. 7170. HPF (60O-50°F) prismatic. Six Posi-
grip screws.

When ordering, use suffixes from options table
for optional additions.

Options No.
-277
-EL

-MS
-TNL

Desc.
277V Ballast

Self-Contained Emergency System
- Operate 1 Lamp in Power Failure

Maximum Security Fixture
5W TT (NPF) Night Light

Ceiling Fixtures

UPC Watts Volts
80 120
80 120

. . . . . 68-80 120

. . . . . 68-80 120

Desc.
277V Ballast

Decorative Wood Grain Face
Battery Operated Self-Contained

Emergency Lighting Pack
(May be Used with -277)

Internal Reflector
5W TT (NPF) Night Light

Suffix
-227
-OW
-EL

-IR

-TNL
No.

7235-0
7240-0
7270
7280

Ceiling Fixtures

UPC Watts
. 40

. . . . . 34-40

Volts
120
120

No.
7140-0
7170

Accessories

No. UPC Desc.
681 . . Corner Mounting Adapter
9111 . . . . . HLR Fuse & Holder'
9144 .,... 5WTT 2700oK Lamp
'Specify fixture and type (GLR or GMF).

No.
3990
3993

Watts
75
75

Designs and Specifications are for reference only and are subject to change without notice.CoDvriqht @ bv Howard W. Sams & Co.
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LITHONIA
Floodlight Fixtures

Series TFL - General Purpose

NEMA heavy duty construction. Die cast aluminum housing. Removable front bezel. Lens is thermal shock resistant, clear
tempered glass. Standard finish dark bronze polyester powder, electrostatically applied and oven cured. Anodized aluminum
reflector with 2 position adjustable porcelain socket. Optic chamber sealed to inhibit entrance of outside contaminants.
Electrical components mounted to cast aluminum housing; high power factor, constant-wattage autotransformer ballast.

157/e"Hx15'/2"Wx6'/2"D.
UL 1572 listed suitable for wet locations. CSA certified.

Ordering Guide
Catalog number consists of series, watts, lamp type, NEMA distribution, voltage and options.
Example: TFL 200 S TA2 120
Series: TFL.
Watts: 70=70W; 100=100W; 150=150W; 175=175W; 200=200W; 250=250W; 400=400W.
Lamp Type: S=High Pressure Sodium (vertical: 70W, 100W, 150W, 200W); M=Metal Halide (vertical: 175W, 250W); H=Mercury Vapor (vertical: 100W,
175W, 250W); S=High Pressure Sodium (horizontal: 250W, 400W); M=Metal Halide (horizontal: 250W, 400W).
NEMA Distribution: TA2=For vertical lamps; TB2=For vertical lamps; RA2=For horizontal lamps.
Voltage: 120=120V; 208=208V; 240=240V; 277=277V; 347=347V; 480=480V; TB=Multi-tap ballast 120/208/240/277V.
Options: DNA=Natural aluminum; DSB=Steel blue; DMB=Medium bronze; DTG= Tennis green; DSS=Sandstone; DBL=Black; DWH=White;
DGC=Charcoal gray; DBR=Bright red.
Accessories: Ordered separately.

Lamp
No. UPC Type Watts Volts

TFl70STA2120 HPS 70 120
TFl100STA2120 HPS 100 120
TFl150STA2120 HPS 150 120
TFl200STA2120 HPS 200 120
TFl175MTA2120 MH 175 120
TFl250MTA2120 MH 250 120
TFl100HTA2120 MV 100 120
TFl175HTA2120 MV 175 120
TFl250HTA2120 MV 100 120

-

LlTHONIA
Floodlight Fixtures

Series TFS -Yoke Mounting

Use as replacement for PAR or quartz lamps. Ideal for sign and facade lighting. NEMA heavy-duty die-cast aluminum housing and
removable front bezel. Thermal shock-resistant, clear tempered glass lens. Standard finish dark bronze polyester powder,
electrostatically applied and oven cured. Medium base lamp included standard. Anodized aluminum stepped parabolic construction
provides high efficiencies. Ballast mounted to housing. Encased-and-potted solid-state ignitors. Ballast is reactor normal power
factor (HPS); high reactance, high power factor; high reactance, high power factor (MH); high reactance, normal power factor (MV);
copper-wound; factory. Vertical, glazed porcelain, mogul-base socket with copper alloy, nickel-plated screw shell, center contact.

Options Guide
Catalog number consists of designation, voltage, options/accessories.
Example: TFS 35S 120-
Designation: (S=High pressure sodium; M=Metal halide; H=Mercury vapor) TFS 35S=35W; TFS 50S=50W; TFS 70S=70W; TFS 1 00S=1 COW; TFS
150S=150W; TFS 50M=50W; TFS 70M=70W; TFS 100M=100W; TFS 50H=50W; TFS 75H=75W; TFS 100H=100W.
Voltages: 120=120V, 208=208V, 240=240V, 277=277V, 347=347V, 480=480V, TB=120/208/240/277V.
Options/Accessories: LPI=Lamp included; FV=Full visor; UV=Upper visor; other options available.

No. UPC Watts Volts Ballast
TFS 35S TB 35 TB HPS
TFS 50STB 50 TB HPS
TFS 10S 120 RH PlPI 70 120 HPS
TFS 70S TB 70 TB HPS
TFS 100S TB . 100 TB HPS
TFS 150S 120 RH PlPI 150 120 HPS
TFS 150S TB 150 TB HPS
TFS 10M 120 lPI 70 120 MH
TFS 10M TB 70 TB MH
TFS 100M 120 lPI 100 120 MH
TFS 100M TB 100 TB MH
TFS 50H TB 50 TB MV
TFS 75H TB 75 TB MV
TFS 100H TB . 100 TB MV

Products shown here are for reference only. They can be sold by the locally authorized distributor.



385

WIDE-LITE
Floodlights

BZ Series

WIDE-LITE
Floodlights

Series F & MF

LITHONIA
Wall-Paks Lighting Fixtures

TWL Series

Diecast aluminum
housing. Dark
bronze paint. Front
section swings for-
ward on heavy duty
hinges. Front and
rear housing sec-
tions with Q-ring
gaskets for positive
seal.

Factory installed calibrated yoke mounting
bracket with center mounting hole for aiming flex-
ibility. High power factor ballast designed for
-200 starting.

Line Oper. Wt.
No. UPC Watts Current Lb.

High pressure Sodium Dual Wattage Models

BZS-D400-H-QV-Y 465 2.5/1.5/1.3/1.1 33
BZS-250-H-QV-Y . . . .. 295 4.3/2.5/2.2/1.9 33
BZS-D400-H-4BOY 470 .63 33
BZS-250-H-4BOY . .. 300 1.1 33

Mercury Vapor Single Wattage Models

BZH-250-H-QVY-DB .. 290 2.6/1.5/1.3/1.1 24
BZH-250-H-4BOY-DB... 300 .6 24

Metal Halide Single Wattage Models - 250 Watt

BZM-250-H-QVY-DB. 290 2.6/1.5/1.3/1.1 27
BZM-250-H-4BOY-DB.. 295 .63 27

High Pressure Sodium Single Wattage Models
250 Watt

BZS-250-H-QVY-DB. 295 2.6/1.5/1.3/1.1 27
BZS-250-H-4BOY-DB.. 300 .63 27

Mercury Vapor Single Wattage Models 400
Watt

BZH-400-H-QVY-DB . .. 445 3.9/2.3/2.0/1.6 29
BZH-400-H-4BOY-DB. 450 .9 29

Metal Halide Single Wattage Models 400 Watt

BZM-400-H-QVY-DB . .. 460 4.0/23/2.0/1.7 33
BZS-400-H-4BOY-DB .. 465 1.1 33

High Presure Sodium Single Wattage Models
400 Watt

BZS-400-H-QVY-DB .. 460 4.3/2.5/2.2/1.9 33
BZS-400-H-4BOY-DB. 470 1.1 33

Small polycarbonate re-
fractor. Include lamp. For
entrances, corridors or
walkways. 120V NPF
backplate of heavy-
gauge steel finished in
white thermoset polyes-
ter. HPF housing heavy-
duty, cast aluminum with
dark bronze thermoset
polyester. Stainless steel
external hardware with
slotted and tamperproof- fasteners.

Molded 1-pc. UV stabilized polycarbonate front
cover/refractor. Optical system sealed and gas-
keted. Opaque portion of front cover standard
dark bronze polyester enamel. Medium base
HPS lamp or fluorescent twin tube or double-
twin-tube lamp included with fixture. Options
available. HID is UL 1572, Fluorescent is 1570
listed for wet locations; CSA Certified.

Ordering Guide

Catalog number consists of designation and volt-
age.
Example: TWL 35S 120

Series: TWL 35S=35W high pressure sodium;
120=120W.

Designation: TWL:

High pressure sodium: 35S=35W; 50S=50W;
70S=70W; Fluorescent: 7TT=7W; 9TT=9W;
13TT=13W; 13DTT=13W; 22DTT=22W;
28DTT=28W.

Voltage: 120,208,240,277,347, TB (multi-tap
ballast).

Common Fixture Types

No. UPC
High Pressure Sodium

TWL35S-120 03216
TWL50S-120 . . . . .
TWL70S-120 03185

Fluorescent - Twin Tubes

TWL7TT-120 TWL9TT-120 TWL13TT-120

Lamp

35W HPS
50WHPS
70WHPS

7W
9W
13W

No. UPC
F Fixtures for Mercury Vapor Lamps

F-1000-()-M...
FH-1000-()-(QV, 480)* FH-1000-()-480R F-400-( )-M . . . . .

FH-400-! )-120N FH-400- - QV, 480)* . . . . .

FH-400- !-!240R, 277R) . . . . .

F Fixtures for Metal Halide Lamps

F-1500-()-M FM-1500-( )-(208, 240, 277, 480) . . .. .
FM-1500-( )-480R . . . . .
FM-1000-( )-(QV, 480)* . . . . .
FM-400-( )-M . . . .
FM-400-( )-(QV, 480)* . . . . .

F Fixtures for High Pressure Sodium Lamps

FS-1000-()-M FS-1000-( )-(QV, 480)* . . . . .

FS-1000-()-480R FS-400-( )-M . . . . .

FS-400-( )-(QV, 480)* . . . . .
FS-400-( )-240R . . . . .

MF Fixtures For Mercury Vapor Lamps

MFH-1000-(QV, 480)* . . . .
MFH-1000-480R... .
MFH-400-(QV, 480)* . . . . .
MFH-400-(240R, 277R) . . . .

MF Fixtures for Metal Halide Lamps

MFM-1000-()-(QV, 480)* MFM-400-( )-(QV, 480)* . . . .

MF Fixtures for High Pressure Sodium Lamps
MFS-1000-( )-(QV, 480)* . . . .
MFS-1000-! )-480R . . .
MFS-400-( -(QV, 480)* . . . . .
MFS-400-( -240R "Available as La LiteMatic unit.

GE LIGHTING SYSTEMS
HPS Floodlights

PF-400TM Powerflood@

App1ications include parking lots, building facade, building security, shipping yards, and many more. Die-cast aluminum housing with
electrocoat paint finish. ALGLAS@finish on reflector. Features tempered glass lens, front access via hinged/removable door, terminal
board, and mogul base socket.

NEMA
Beam
Sprd.~ Light

Source VoltNo. UPC Watts

Trunnion wIPE R

400
400
400
400

PF4S40MOA17X6DB
PF4S40S0A16X6DB
PF4S40S0A26X6DB
PF4S40MOA27X6DB

22131
26814

23952

MH
HPS
HPS

MV
MV
MV
MV

7x6
6x6
6x6
7x6

Designs and Specifications are for reference only and are subject to change without notice.Copyright @ by Howard W. Sams & Co.
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GE LIGHTING SYSTEMS
Luminaires

Area Lighting Systems - Wallighter 175

Use for any wall mounted area lighting application. IP55 construction. Two-piece die cast aluminum housing. Standard and tamper resistant hardware
included. Front access to ballast when mounted. Through-feed conduit entrance on side. UL Listed. CSA Certified.

IES
Distribution

Type
Ballast

Volts Type

Mogul Base Socket w/o Lamp

120/208/240/277 . . .
120/208/240/277 HPF Reactor or Lag
120/208/240/277 HPF Reactor or Lag

55 HPF Reactor or Lag
120/208/240/277 Autoreg
120/208/240/277 HPF Reactor or Lag

Medium Base Socket w/Lamp
120 NPF Reactor or Lag
55 NPF Reactor or Lag

120/208/240/277
120/208/240/277 HPF Reactor or Lag
120/208/240/277 Autoreg

120 NPF Reactor or Lag
120/208/240/277
120/208/240/277

Lens
Type

Light
SourceUPC WattsNo.

50
70
100
150
175
150

HPS
HPS
HPS
HPS

MH/Merc
HPS

54818
50644
50645
51568
46435 Short Noncutoff Type IVAcrylic

W1lRO5S
W1lRO7S
W1lR10S
W1lR15S
W1lR17M
W1lR15SOH1ASN4DB*

100
150

70n5
100
175
70
70
175

HPS
HPS
MH
MH
MH
HPS
HPS
MH

W1SR10S
W1SR15S
W1SR77M
W1SR10M
W1SR17M
W1SRO7S1N1LSN30B*
W17LO7S0HISN
W17117MOAIMN
*Dark bronze

50647
50648

50649
50650 Short Noncutoff Type IIIPolycarbonate

GE LIGHTING SYSTEMS
Roadway Luminaire Lighting Fixtures

M-400R2 Series

REGENTTM
Security Lights

120V

For street/highway lighting applications. IP55
standard construction. Die-cast aluminum hous-
ing with electrocoat gray finish, universal four-
bolt slipfitter mounting, no-tool PE receptacle,
street side adjustable mogul base socket, plug-in
ignitor and external stainless steel bail latch.
CSA Certified units available.

24" curved extension arm. Replaceable twist-
lock type photo control included. Mogul-based
lamp. Pole or wall mounting. Die-cast aluminum
construction. UL listed, CSA certified.

No. NH-24nO-HP. 70W HP bulb.

No. NH-2404M. 175W mercury vapor bulb.

No. NH-24/150-HPS. 150W HPS bulb.

No. UPC
NH-24nO-HP . . . . .
NH-2404M NH-24f150-HPS

Ordering Guide

Catalog number consists of product 10, wattage,
light source, voltage, ballast type, PE function,
lens type (prismatic refractor), IES distribution
type and options.

Product ID: M4RR=M-400R2; M4TR=M-400R2
w/power tray.

Wattage: 20=200; 24=250/400; 25=250;
31=310; 40=400.

Light Source: S=HPS; C=Merc (lamp not in-

cluded).

Voltage: 0=120/208, 240/277; 1=120; 2=208;
3=240; 4=277; 5=480; 7=120X240; 8=240V Bal-
last, 120V PE Receptacle not reconnectable;
0=347.

Ballast Type: A=Autoreg; C=Merc-Reg;
G=Mag-Reg w/grounded socket shell; H=HPF
reactor or lag; M=Mag-Reg; N=NPF reactor or
lag; P=CWI w/grounded socket shell.

PE Function: 1 =None; 2=PE Receptacle.

Lens Type (Prismatic Refractor): G=Glass;
L=Polycarbonate (250W maximum).

IES Distribution Type: S=Short or M=Med.;
S=Semi-cutoff or N=Non-cutoff; 2= Type II,
3=Type III, or 4=Type IV.

Options: C=Charcoal filter; F=Fusing (not avail-
able w/dual voltage or multivolt).

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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STONCO
Lighting Fixtures

Series WPS - Mini-Wallprism

STONCO
Floodlights

Quartz Triumph - 500W

WPS70NLXL

Tungsten halogen T -3 lamps. Die-cast aluminum
body with integral cooling fins and patented
"quick-relamp" socket blocks that "bleed" high
lamp heat away from lamp contacts. Parabolic
anodized semi-specular reflector provides gen-
eral purpose wide, smooth light distribution.
Clear heat-tempered lens is permanently sealed
in heavy gauge aluminum housing that clamps
securely to the fixture body with heavy-duty "no-
tool" stainless steel toggle clamps. Continuous
captive heat-proof silicone gasket. Adjustable
arms threaded '/2" NPT with cast-in degree-
marked aiming quadrant, serrated vibration
proof locking teeth, heavy-duty lock nut and fully
enclosed high heat wiring with ample leads.
Standard with above horizontal aiming capabil-
ity. 9'/4"Wx7'/a"H x33/4"D. Beam 124°Vx136°H.

WPS101NLXL

High pressure sodium. 120V. Medium base. For
accent, security and perimeter lighting. Die-cast
aluminum housing. Duraplex II'M dark architec-
tural bronze polyester powder finish. 100W. Sup-
plied with die-cast aluminum extender. Ballast -
reactor (NPF).

WI.
Lbs.

6
6
6
7

UPC Watts
35
50
70
100

No.
WPS35NLXL
WPS50NLXL
WPS70NLXL
WSP101NLXL

Lamp
E17/B17
E17/B17
E17/B17

B17

Max. NEMA-IES
No. UPC Watts Type Desc.

0-515 11455 500 6x6 w/o Lamp
0-515L 11454 500 6x6 w/Lamp
Note: T -3 tungsten halogen lamps must be operated
within 4° of horizontal.

STONCO
Lampholders
Medium Base

STONCO
Canopy Lights

TLC Series TwiLighterLights

T
5"

-1--
j ~10"=1

Wt.
No. UPC Watts Volts Lbs. Size

High Pressure Sodium; E/817

SLA70NLXL . . . . . 70 120 7 ASLA70LXL * 70 ... 9 B
SLA100LXL * . . . . . 100 . . . 9 B
SLA150NLXL 150 120 8 A
SLA150LXL*.. 150 ... 10 B

Metal Halide; ED17

SLA50NMAL 50 120/277 8 A
SLA50MAL 50 120/277 9 A
'Specify desired voltage of 120V, 208V, 240V, 277V or
480V.
Note: For full yoke mount, change "A" in Cat. No. to "V",
i.e.-SLY70NLXL.

Accessories

UPC Desc.
22600 Clear Polycarbonate Shield

Button Photocontrol
Guard

No.
Sl552
P105
Tl550

Use for safety and security lighting under cano-
pies, enclosed entrance ways or along covered
walkways. Vandal resistant pressure formed
glass, architectural dark bronze finish. HID units
come with deluxe glazed porcelain socket pulse
rated for 4 kV. UV stabilized polycarbonate pris-
matic refractor provides Type V distribution.
120V input, available in high power factor. High
pressure sodium.

Electrical components mounted to metal plate for
heat transfer. Mount directly to recessed box for
fast installation. HID unit supplied with SOW
E/B17 medium base lamp.Options

UPC

58430

For safety, temporary recreational or security
lighting. Mount above, below or horizontal. Great
color rendition, instant-on, dimming capability,
and low initial cost.

Die-cast aluminum Heat sinks and ribbing for
maximum heat dissipation. Porcelain socket with
double reinforced screw shell and spring-loaded
center contact. Weather tight. Triple gasket, thick
silicone rubber seal backed by durable heat bar-
rier; anchored by metal lock ring.

'/2" NPT threaded adjustable arm. Pre-lubed.
Pre-installed locknut on arm. Extra long pigtails
for simplified splicing. Serrated teeth. Cast-in
aiming quadrants. Accepts PAR38 lamps up to
250W incandescent or tungsten-halogen. 80
wire guard to protect lamp.

Meet OSHA requirement in area where contact
with lamp is possible. UL Listed for wet locations.

No. UPC Desc.
150l/80 . . . . w/Wire Guard

No.
FS
SlW10

Desc.
In-Line Fusing

Surface Adapter
Bronze Finish

No.
TLC50NLXL

UPC

Cnnvrinh! (5J hv Hnward W Sams & Co Desians and Saecificatians are for reference only and are subject to chanae without notice.
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DUAL-LITE
Exit Signs

EZ-SnapTM Series

KILLARK@
Globes & Guards

Vaportight

Replacement Gaskets
Body

to Lamp Globe
Splice Recep- Gasket

UPC Watts Box tacle Req.
100 VTG VTRG None
200 VTG VTRG VTGG

. ".. 500 VTG VRMOAG VTGG500

ATLITE LIGHTING
EQUIPMENT

Exit Lighting Fixtures

No.
VFC-100
VFC-200
VFC-500

No.

--
Use in commercial and institutional applications
that require easy installation and kit based ver-
satility. 120V.
Standard Unit features snap-together design;
injection molded thermoplastic construction; wall
surface, end, or ceiling mount; standard 120V AC
or 277V AC; easy installation; push-in wiring con-
nections; louvered down light apertures; univer-
sal chevron style directional arrows; extended
life AC lamps.
Emergency Unit features snap-in emergency
power pack; factory sealed power pack, no as-
sembly required; operates for 90 min.;
maintenance-free, sealed nickel-cadmium bat-
tery; automatic battery protection (LVD); "AC-
ON" indicator light; test switch.

Color

VCGP-100

Globes

Max. Lamp
UPC Watts Size
. 150 A-21

. . 0 . . 300 PS-25
500 PS-35
60 A-19

. . . . . 60 A-19
200 A-23

.. .. . 150 A-21

. . . . . 300 PS-25 . . . . . . 500 PS-35 Heat Resistant

. . . . . 300 PS-25 Amber

..0.. 500 PS-35 Amber

. . . . . 25 A-19
150 A-19

0 . . . . 300 PS-25
, 500 PS-35

60 A-19
. . . . . 150 A-21
. . 0 . . 300 PS-25
. . . . . 150 A-21

300 PS-25
. . . . . 150 A-21

, 300 PS-25 Ruby
_00 300 PS-35 Ruby
VPLCG-100. 75 A-19 Plastic
VPLCG-200. . . . . . 150 A-21 Plastic
'For base up mounting only. Cannot be used with guard.

No. UPC Letters Stencil Housing Faces Type

Incandescent
KSR 82641 R W W 1 AC Only
KDR 82642 R W W 2 AC Only

82643 G W W 1 AC Only
82644 G W W 2 AC Only

R W W 1 Emerg.
R W W 2 Emerg.
G W W 1 Emerg.

-" u~uu~ G W W 2 Emerg.
Note: AC Lamp Type: Incandescent - Two C7 (7W);
Fluorescent - Two PL-5 (5W). Color Key: R=Red,
W=White, G=Green.

Factory Installed Accessories
Add as suffix to above Cat. Nos.
DC-6V 2 emergency wedge base sockets w/6V
DC lamps.
DC-12V 2 emergency wedge base sockets
w/12V DC lamps.
-EP Emergency power pack.
-2K 277V operation.
-12K 2 circuit 120V operation.
-22K 2 circuit 277V operation.
- TR Tamper Resistant unit.

Field Conversion Kits

No. Desc.

Desc.No.

VAG-100

Guards

UPC
Guards

Cast Guard For 100
Watt Fixtures

Cast Guard For 200
Watt Fixtures

Wire Guard For 500
Watt Fixtures

VAG-100

VAG-200

VAG-500

KILLARK@
Fixture Caps

Vaportight

Ordering Guide
Catalog number consists of operation & face il-
lumination, letter color, number of faces, and op-
tions.
Example: PAB R 1 -B

Operation & Face Illumination: PAB=AC Only
units incandescent lamps 120V AC input only;
PAL=AC Only units L.E.D. illumination dual volt-
age 120/277V AC; PNL=Self-powered L.E.D. il-
lumination dual voltage 120/277V AC.

Letter Color: R=Red; G=Green.

Number of Faces: 1=One face; U=Universal,
two faces with canopy and extra backplate.

Options: B=Black finish; EM6=6V DC sockets
and lamps, factory installed (AC only L.E.D
units); EM12=12V DC sockets and lamps (AC
only L.E.D units); F=Emergency flasher acti-
vated on utility failure (self-powered units);
BZ=Emergency buzzer activated on utility failure
(self-powered units); FB=Emergency flasher/
buzzer activated on utility failure (self-powered
units); FA=Fire signal flasher activated on fire
signal or utility failure, controlled by isolated 12-
48V AC/DC connection or user isolated dry con-
tact control (self-powered units); ABZ=Fire sig-
nal buzzer activated on fire signal or utility failure,
controlled by isolated 12-48V AC/DC connection
or user isolated dry contact control (self-powered
units); FA/BZ=Fire signal flasher/buzzer acti-
vated on fire signal or utility failure, controlled by
isolated 12-48V AC/DC connection or user iso-
lated dry contact control (self-powered units).

Fixtures

Volts Face No.
No. AC ilium. Oper. Color Faces

PABR1-B 120 Incand. AC Only Red 1
Lamp

PABGU-B 120 Incand. AC Only Green Universal
Lamp

PALG1-B 120/277 LED AC Only Green 1
PALRU-B 120/277 LED AC Only Red Universal
PNLG1-B 120/277 LED Self-Powered Green 1

Accessories

No. Desc. Color
PCW Canopy Kit White
PCB Canopy Kit Black
PSTW6 6H Stem and Canopy Kit White
PSTB6 6H Stem and Canopy Kit Black
PSTW12 12H Stem and Canopy Kit White
PSTB12 12H Stem and Canopy Kit Black

-
For holding guard and globe. Include receptacle,
gaskets and screws. Fixture caps attach directly
to "V" Series splice boxes. May be mounted to
"VJ" series or other 4' outlet bodies with the use
of appropriate adaptor plate. Outside thread for
reflector and/or guard, internal thread for globe.

Incandescent
FK-DC-6V 2 emerg. wedge base

sockets w/6V DC lamps
FK-DC-12V 2 emerg. wedge base

sockets w/12V DC lamps
FK-EP Emergency power pack
FK-MC Mounting Canopy
FK-2K 277V operation
FK-22K* 2 circuit 277V
FK-BPR Exit stencil face (Red)
FK-EK-LEDt Retrofit kit w/2 LED assemblies,

diffusers, & hardware.
FK-BPG Exit stencil face (Green).
F-44G Wire Guard (ceiling or end mount).
F-45G Wire Guard (wall mount).
*FK-22K field conversion kit must be ordered in con-
junction with factory equipped -12K option.

tFor existing EZ-Snap signs only.

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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DUAL-LITE
Emergency Lighting

EZ-2TM Series

Total Connected Heads/Fixtures

Hours
No. 4 2 11h 1h

ML-2E . . . . . . 2 4
ML-4E . . . 3 4 8"
ML-7E-12V-NY" 3 5 7 16t
"New York series. Approval: New York City, No. 32023.
tMaximum output capacity.

Lights
Exit/Unit Combo

Bulb
WattsNo. UPGCompletely self-contained. Fully automatic op-

eration. Compact low profile design in putty fin-
ish. Internal wiring compartment allows simple
installation by not having to make up wiring con-
nections outside of unit. Test switch, charge rate
indicator, charger and all electronics are pro-
vided as an integral, one-piece module for simple
maintenance and parts replacement. Sealed
maintenance-free pure lead battery. Automatic
solid-state charger with transfer circuit and low
voltage battery disconnect. Environmental coat-
ing on printed circuit board provides moisture,
corrosion and fungus protection. Standard with
two fully adjustable sealed beam type glare-free
lighting heads. Universal transformer for 120V or
277V operation. Universal mounting plate.
Injection-molded high impact thermoplastic
housing with flame rating.

6V

Ml-2E
Ml-4E
Ml-7E

47000
49050
49000

12V

49030
82618

16
28.8
52

ML-7E-12V
ML-7E-12V-NY

52
50.4

DUAL-LITE
Remote Heads

REMP Series

Lights

Bulb

WattsNo. UPC
Lighting Unit - 6V

43002EZ-2 14.4 REMP1

Accessories

Exit/Unit Combo. Exit sign combined with emer-
gency unit available with or without head lamps.
6V2"Dx16V4"Wx123/4"H.

Emergency. Fast emergency exit sign.
25/a"x13"Wx97/a"H.

Ordering Guide

Catalog number consists of type, face type,
housing color, number of faces, letter/
background panel color, input voltage, emer-
gency options, additional options.

Example: M S W 3 R 120

Type: M=lncandescent surface mount;
HOM=Sign without lamp heads; H1M=Sign with
1 lamp head; H2M=Sign with 2 lamp heads

Face Type: S=Stencil; P=Panel; A=Stencil-
brushed aluminum appearance

Housing Color: (Blank)=Black; W=White

No. Faces: 1 =Single; 2=Double; 3=Single with
extra faceplate and color

Letter/Background Panel Color: R=Red;
G=Green; RW=Red on white; GW=Green on
white; WR=White on red; WG=White on green;
R/G=Extra red/green color panels

Input Voltage: 120=120V; 277=277V; 120/
277=Dual voltage (emergency only)

Emergency Options: EL=Lead calcium emer-
gency power pack; DC6=6V DC emergency
lamps; DC12=12V DC emergency lamps;
AC120=120V AC emergency lamps;
AC277=277V AC emergency lamps;
X2=Primary lamps on 2 separate circuits

Additional Options: F=Flashing emergency
operation; FA=Flashing and audible emergency
operation; FI=Fire alarm flashing interface;
LC=Less canopy; TP= Tamperproof Torx-head
screws; VR=Vandal-resistant '/a" thick polycar-
bonate shield; T7=2 fluorescent lamps; LL=Less
lamps; N=Maintenance-free nickel cadmium
battery; H=8W Halogen lamps; SSB=Square
sealed beam lamp heads; CS=3' cord set (120V
only)

Desc.
Vandal-Resistant Shield
Vandal-Resistant Shield

No.
VRS
VRS-4X*
*Moisture resistant.

REMP2

Mountable on wall or ceiling to standard single or
4-gang outlet boxes. Available with fully adjust-
able single or twin sealed beam type head. Ad-
justable with injection molded thermoplastic.
Putty color. Thermoplastic construction. When
ordering, specify voltage and wattage. (Maxi-
mum, 25W).

DUAL-LITE
Emergency Lighting

ML Series

No.

Head

SinQle
Twin

No.
REMP1-12V
REMP2-12V

UPC
81208
81209

Volts
12
12

LITHONIA

Exit Signs
Ouantum@ Series

Impact-resistant, scratch-resistant, corrosion-
proof thermoplastic housing. Factory or field-
installable battery pack. Universal top, back or
end mounting. UL Listed for damp locations.

Letter!
Housing Back.

UPC Color Color
Exit

. . . . . White Red

. . . . . White Red

. . . . . White Green

. . . . . Black Red
Exit/Unit Combo

White Red

Input
VoltsNo.

MSW3R120

MSW3R120DC6

MSW3GEL

MA3R120/277EL

120

120

Fully automatic self-contained emergency light-
ing unit, ideal for use in facilities requiring eco-
nomical units with remote capabilities. Excellent
in areas with space limitations. Top or side mount
heads with glare-free sealed beam lamps and
fully directional swivels. Range of power capaci-
ties from 2 to 7 heads and/or fixtures to maximum
output of units. Universal transformer for 120 or
277V AC operation. Test switch and charge rate
indicator light. Mounts directly to wall or to stan-
dard 31/2" or 4" octagonal or 4" square wall box.
Side conduit or flexible cord and plug entry pro-
vided for.

Models ML-2E, 4E, and 7E-12V-NY use pure
lead maintenance-free batteries that have 10
year life expectancy. Batteries are protected by
automatic low voltage disconnect (LVD).

120/277Exit

Exit. Exit sign available in black or white, variety
of faceplate styles. 25/'6"Dx113/4'Wx73/4"H. H2MSW1R120/277 120/277

Copyright @ by Howard W. Sams & Co. Designs and Specifications are for reference only and are subject to change without notice.
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EMERGI-LlTE@
Exit Signs

Preceptor Series

LITHONIA
Emergency Lighting Fixtures

auantum@ - Contemporary - Polycarbonate

ELM

PS300. Provides economical price.

PS500. Provides universal capability.

PSP500. Installs in 15 minutes.

PS1100. Provides 1100 lumen output; 1 or 2
lamp operation.

When ordering, specify series number and op-
tions. Example: PSP500 = 15-min. installation
unit w/test switch/pilot light.

Options: J6*=packed in bulk pack of 6;
J12=packed in bulk pack of 12; MKt=external
mounting kit; 120V 50HZ=120V 50 Hz input;
220V 50HZ=220V or 240V 50Hz or 60 Hz input
(voltage options not available for PS1100).
'Available for PSP500 only.
tAvailable for PS1100 only.

Dim., In.
LxWxH

9V2 X2V2 x10/s
9V2 X2V2 x1%
9V2 X2V2 X1V2

130/,6 x23/s x1%

UPC
00713
00652
00942
01071

No.
PS300
PS500
PSP500
PS1100

Die cast aluminum contruction. Economical per-
formance. Expected lamp life of over 20 years.
Single or double face. Red or green letters. Tex-
tured black body with deep brushed aluminum
face. Standard features include high intensity red
or green LED lamps concealed inside sign hous-
ing behind polycarbonate lens and prismatic dif-
fuser. Dual voltage, 120/277; AC only, AC/DC
and self-powered. Universal knock-out direc-
tional arrows. Detachable face with hanger
straps. May be back mounted. Low profile
canopy to use for end and ceiling mounting.

UL Listed to Emergency Lighting Standard 924.

Self-Powered. Completely sealed, mainte-
nance free nickel cadmium batteries. Fully au-
tomatic and solid state charger. Provide 90 min-
utes of battery powered emergency light.
Combination test switch/pilot light at bottom of
sign.

EMERGI-LlTE@
Exit Signs

Escort Series

-

ELM2

Snap-together. Install in 3 steps. UV-stabilized
housing resists discoloration. 6V maintenance-
free lead calcium battery. 5.4W wedge-base
tungsten lamps. Input 120V/277V. Wall or ceiling
mount. UL Listed.

No. ELM. High-temperature acrylic lenses with
light-directing prismatic pattern. Allows field ad-

justment.

No. ELM2. Track and swivel design for full-range
adjustment of lamp heads.

Options: B=Black housing (ELM2 only);
H=Halogen lamps; CSR=8' cordset attached
(120V ELM only).

Electrical Characteristics

Max. Max.

Unit Supply Input Input
Type Volts Amps Watts
ELM 120/277 .11/.12 1.2/1.5
ELM2 120/277 .11/.12 1.2/1.5

Emergency Lighting Fixtures

Mtg.

Wa~'&~ling
Wall/Ceiling

UPC
09840
01083

No.
ELM
ELM2

Options

Suffix Desc.
FL Flasher (Self-Powered Models)
FAG Fire Alarm Activated Flasher (AG only)
FAGDG Fire Alarm Activated Flasher (Self-Powered Models)
VR Vandal Resistant
P 12" Pendant adjusts to sloped ceilings to

60° - Adjust to sloped ceilings to
60° (If 12" not desired, please specify length)

BZ Buzzer (Self-Powered Models)

LITHONIA
Fluorescent Battery Packs

Power Sentry

How to Order

LEDP=LED Preceptor

1=Face No.

R=Red Universal Arrows Stencil Color

CM= Top Mount Canopy Mounting

Exit Signs

Constructed of tough polycarbonate that will not
rust, corrode, dent or peel. Textured finish resists
scratching. Field programmable arrows. Stan-
dard features include: 120/277 dual voltage in-
put; temperature compensated; fully automatic
charger; 100% solid state; brownout protection;
low voltage battery disconnect; AC pilot light/test
switch combination. Emergency models have
power packs with sealed maintenance-free lead
calcium battery that provides 90 minutes of
emergency operation. Power packs are factory
assembled or field installable. Included are two
7W PL lamps for AC operation; for emergency
operation two battery-powered incandescent DC
lamps are included.

UL listed, Standard 924, NEC, Life Safety Code
and OSHA.

Fluorescent Model. Ordering logic:
PL=fluorescent option; W=white color;
X34=universal series (double face with back-
plate and canopy); R=red stencil face.

Self-Powered Model. Ordering logic:
PL=fluorescent option; W=white color;
SMX=sealed lead calcium battery;
X34=universal series (double face with back-
plate and canopy); R=red stencil face. Specify
AC input for "F" otion; 120=120VAC,
277=277VAC.

No. UPC Desc.
PL W X34 R . . . Fluorescent SiQn
PL W SMX X34 R . . Self-Powered Sign

Univ.
Arrows

Face Stencil Canopy
UPC No. Color Mtg.

AC Only

1 R CM

Self-Powered

1 R CM
2 R CM

No.
Opemte, ""o,e,oeol lamp' at 10-28% of full
'"meo mtm! at mitial oolp"t Sealed
mamteoaooe me hightempemfuco mo'el oad
mi"m batle,ie, Solid-'tate electroo", with high
eff"ieooy m'ene' High impact polyoa,booata
hoo,mg (PS300 PS500 PSP500) 20 ga 'teel
(PSI100)

LUPC 1 R CM

lUPCXN 1 R CM
lUPCXN 2 R CM

Products shown here are for reference onlY. Thev can be sold bv the lo{'.allv ",lIhnri7An ni"trihlltnr
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EMERGI-LlTE@
Exit Signs

Fluorescent - Series PL7

No.
PRO-2
PRO-2VM
PRO-2VR
939
PRO-2PC
PRO-2CP
PRO-2B

UPC Desc.
. . . . PROVIDER Emergency Light Unit

. . . . . Voltmeter Option, Add Suffix VM

. . . . . Vandal Resistant, Add Suffix VR

. . . . . Replacement Lamp

. . . . . Polycarbonate Shield, Add Suffix PC

. . . . . Cord Set

. . . . . Black Housing

Mounting

Code Mounting Desc.
X41 Wall MounVSingle Face (AC Only)
X42 Ceiling MounVSingle Face (AC Only)
X43 Ceiling MounVDouble Face (AC Only)
SNX41 Wall MounVSingle Face (AC Only), Self-Powered
SNX42 Ceiling MounVSingle Face (AC Only), Self-Powered
SNX43 Ceiling MounVDouble

Face (AC Only), Self-Powered

PROVIDER Remote Lighting Fixtures

Code
RW
WR
GW
WG
RC
GC

Total Unit
Watts

7.2
10.8

Faceplate Colors

Desc.
Red Letters. White Background
White Letters, Red Background

Green Letters, White Background
White Letters, Green Background

Red Letters, Clear Background
Green Letters, Clear Background

No.
6 PRO-]
6 PRO-10

UPC Volts
6
6

Lamp
909
939

EMERGI-LITE@
Self-Power FixturesOptional Features

Desc.
277V Input (For AC Exits Only)

8" Lettering
Special Phrasing

Two 24" adj. Bar Hangers
For Dry Wall

Two 27" adj. Bar Hangers For
Suspended Mech. Ceilings

Suffix
-277
-8NYC
Contact Factory
-BH

-TBH

AC-Only

Field Retrofit Kits. Available to convert existing
exit signs to longer life, more efficient PL7lamps.
Include sockets, ballast and lamps. Lamp bar
measures 105/a"Lx17/16"Wx1'3/'6"H. Mount to
existing exit signs by means of two mounting
holes located on 10V,6" centers. To install, dis-
connect and remove old lamp bar and sockets,
then reconnect new lamp bar and fasten to exit.

Factory Assembled Kits. For use with any stan-
dard Series X10 or X20 exit sign.

When ordering, add prefix "PL" to order number
to specify factory assembled.

No. UPC Desc, Volts
Pl7X AC-Only 120
PR7xmv AC-Only 277
Pl7X-W/l* AC-Only 120
Pl7X-277-W/l * . . . . . AC-Only 277
6Pl7X 6Volt- 120

Self-Powered - AC/DC
6Pl7X277V . . . . . 6 Volt - 277

Self Powered6Pl7X-W/l * . . . . . 6 Volt - 120
Self Powered

6Pl7X277-W/l* 6Volt- 277
Self Powered

6Pl7X277 . . . . . AC/DC - 6 Volt 277
12Pl7X AC/DC-12Volt 120
12Pl7X277 AC/DC-12Volt 277
12Pl7X-W/l* AC/DC-12Volt 120
12Pl7X277-W/l * AC/DC - 12 Volt 277
24Pl7X AC/DC-24Volt 120
24Pl7X277 . . . . . AC/DC - 24 Volt 277
24Pl7X-W/l* AC/DC-24Volt 120
24Pl7X277-W/l * AC/DC - 24 Volt 277

'W/D lamps.

Three-year full warrenty included. Three-day
load test. Dual diagnostic indicator lights. Fully
automatic pulse charger. 120V/277V input stan-
dard. 60 Hz, 0.3A.

UL Listed. Comply with NEC, Life Safety Code
and OSHA requirements.

Optional Trim Plate Colors

Prefix Desc.
B Jet Black
W Off White
BR #313 Dark Bronze

When ordering, specify Optional Trim Plate
Color, Style, Face, AC Input Voltage, Arrow, Ac-
cessory. Example: B-X43-RW-120-AR- TBH.

Complete Information Available on
Request. DC

No. UPC Desc.* Batterv Volts
RSM18-2 . . . . EF-Lampheads Lead Calcium 6
RSE18-2 . . . . . EF-Lampheads Long Life Lead 6
RSC18-2 . . . . . EF-Lampheads Nickel Cadmium 6
RSM27-2t . . . . . EF-Lampheads Lead Calcium 6
RSM36-2t . . . . . EF-Lampheads Lead Calcium 6
12RSM36-2t EF-Lampheads Lead Calcium 12
RSE36-2t . . . . . EF-Lampheads Long Life Lead 6
12RSE36-2t EF-Lampheads Long Life Lead 12
12RSC36-2t EF-Cyllnders Nickel Cadmium 12
*EF lampheads are 6v/12V, 9W high incandescent
lamps. EF cylinders are 6v/12V, 8W halogen.
tw/Remote capabilities.

EMERGI-LITE@
Emergency Lighting

ProviderTM

EMERGI-LITE@
Exit Lights
Series X-40

ME Series
Contemporary styling includes sleek low profile
body and transparent lamp shield. Finished in
matte off-white. Ideal for stores, theaters, offices,
shopping malls, and restaurants. Measures just
11"x5", can mount in any orientation on walls or
ceilings. Features include: completely self-
contained; 120/277V input; UL Listed to Stan-
dard 924; fully adjustable self-locking heads; 6V
HIT lamps and mirrored reflectors; maintenance-
free recombination battery provides 90 minutes
of emergency operation; reliable integrated cir-
cuitry; instantaneous transfer; LED charge moni-
tor light; rocker type test switch. Installation fast
and easy. Alternate mounting methods provided
by universal mounting pattern and keyhole slots
on back plate. Conduit entry provided.

Suited for commercial and institutional applica-
tions. Features efficient performance of fluores-
cent lamps and light transmitting characteristics
of thin engraved virgin acrylic panels afford maxi-
mum illumination. Power requirements (AG
Only): 120V AG, 60 Hz, 22.7W total actual power
(11.35W actual power per lamp). Supplied by
separate conventional AG lamp ballast. Other
inputs available. Power requirements (Self-
Powered): 120/277V AG, 60Hz, 25W Max. (other
inputs available). Lamps operate from highly ef-
ficient solid state ballast.
UL Listed.

ME Series

ME Series. Compact, lightweight and corrosion
resistant. Furnished with one HIT lamp per head.
Watts to 87'/2% of rated battery voltage 1 V2
hours.

DC
Voltage

6
6
6
6

No.
ME2N
ME4N
ME5N
ME6N

UPC Watts
12
18
18
18

Battery
Lead Calcium
Lead Calcium

Long Life Lead
Nickel Cadmium

Copyright @ by Howard W. Sams & Co. Designs and Specifications are for reference only and are subject to change without notice.
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Features also include universal J-Box mounting
pattern and keyhole mounting slots. Sealed lead
calcium battery with 24 hours full recharge time.
Lamps required: 2 PAR 36 type, glare-free lens.

Comply with UL 924; Life Safety NFPA 1 01; NEC/
OSHA.

SURE-LITES@
Exit Signs

R Series - Incandescent - 120V AC

SURE-LITES@
Exit Signs

Series PLX - Fluorescent

2~[=~~ 0

Lighting Fixtures

Rated
Volts Watts Lamp

UPC DC 1V2 Hrs. No.
. 6 8 Z-4

Lamp
Watts

36
No.

CC-2

Accessories

Desc.
2 Mtg. Brackets

Wire Guard

No.
1-BR-WH
WG 1

EXIDE ELECTRONICS
Emergency Lighting

Lightguard@~
Emerg. Pwr. Packs
591. Face w/Canopv Universal 120V /277V

AC input. Provide more
emergency lighting
protection economi-
cally. Mount up to three
25W lamps. As a sys-
tem, all eight lamps can
be remotly mounted.

- Two maintenance free
LEC-36 batteries are used. Need no watering.
Operate unattended for expected lifetime of ten
years or more. No moving parts. Internal com-
ponents are all solid state. Pulse-type changer
keeps battery up to charge. Switch circuit insures
instantaneous load transfer on AC failure. Pro-
tector circuit prevents excessive discharging. Ac-
cessories available include additional 25W
lamps, wall mounting bracket, remote fixtures,
illuminated exit signs, wireguard protectors, ex-
plosion proof fixtures and adjustable time delay.

U.L. Listed.

No. UPC Volts
8-200 12

Signs are constructed of 20-ga. cold rolled steel
with baked acrylic white, black, or black/silver
enamel finish. 20W T61/2 incandescent lamps,
120V AC input. Easily convert to operation on
277V AC input with field installed PLC-277 con-
version canopy. Knockout arrows for conversion
to directional exit. Single face, double face or
universal configurations are available. Standard
louvered downlight. Damp location listed. UL
Listed. Comply with all applicable NEC, OSHA
Standards and NFPA Life Safety Codes.

No.

R-1
R-1-C
R-2-C
R-2-CX

G-1
G-1-G
G-2-G
G-2-GX

EXIDE ELECTRONICS
Emergency Lighting

Industria! Grade

Face
UPC Type Desc.

Red Letters
. . . . . Sgl. w/o Canopy
. . . . . Sgl. w/Canopy
. . . . . Dbl. w/Canopy
. . . . Sgi/Dbl. Univ. I.E.; w/Canopy

Green Letters
. . . . . Sgl. w/o Canopy
. . . . . Sgl. w/Canopy
. . . Obi. w/Canopy
. . . . . Sgi/Dbl. Univ. I.E.; w/Canopy Kit

White Letters - Green Stencil

. . . Sgl. w/o Canopy
. . . . . Sgl. w/Canopy
. . . . . Obi. w/Canopy
. . . . . Sgi/Dbl. Univ. I.E.; w/Canopy kit

" c ;,', ."

l'~ln
t!~~~H:~R1'/."

Universal single or double face with canopy kit
for top, end or back mounting. Full complement
of field installed accessories, open or stencil
faces and various mounting configurations per-
mit easy tailoring of basic unit to meet any code
and specification requirements. Meet or exceed
UL 924 requirements for illumination, contrast
and visibility. Backplate has universal knockout
pattern for surface mounting directly to outlet
box. Exit stencil and backplate install in channels
eliminating light leaks. Louvered downlight stan-
dard. May be operated on 277V AG with con-
version canopy. Two 25 VA stepdown transform-
ers allow wiring to separate circuits. 120V AG.

Face Letter
No. UPC Type Finish Colors

Single Lamp -120VAC

PLX-5000RP . . . .. Stencil White Red
PLX-5000GP . . .. Stencil White Green
PLX-5000RB . . .. Stencil Black Red
PLX-5000GB . . . .. Stencil Black Green
PLX-5000-RBS . . .. Stencil Black/Silver Red
PLX-5000-GBS . . . .. Stencil Black/Silver Green
PLX-5000-0P . . . .. Open" White . . .
PLX-5000-0B . . .. Open" Black . . .
PLX-5000-0BS. Open" Black/Silver...

Double Lamp -120V AC
PLX-5200RP 11257 Stencil White Red
PLX-5200GP 11258 Stencil White Green
PLX-5200-WGP . . . .. Stencil White Whitet
PLX-5200RB . . . .. Stencil Black Red
PLX-5200GB . . . .. Stencil Black Green
PLX-5200-RBS . . . .. Stencil Black/Silver Red
PLX-5200-GBS . . . .. Stencil Black/Silver Green
PLX-5200-0P . . . .. Open" White . . .
PLX-5200-0B . . . .. Open" Black . . .
PLX-5200-0BS . . . .. Open" Black/Silver...
PLX-6200-RP 11256 Stencil White Red
"Specify lens required.
tWhile letters, green background.

SURE-LITES@
Emergency Lighting

GG Series
WGX-1
WG-1-G
WG-2-G
WG-2-GX

Reliable industrial grade
unit. Used in factories, in-
dustrial complexes,
nuclear power plants and
military installations. The
6-volt LEC-36 calcium
battery is permanently
sealed, maintenance-
free. Powers up to seven
12-watt "H" lamps of four

~ 25-watt "8" lamps. Pow-
ers any combination of 12-

watt halogen lamps, 8-watt sealed beam halo-
gen lamps, explosion-proof fixture, or exit sign as
well as accessory fixtures not exceeding 100
watts. Universal 120/277 V AC input. High per-
formance, temperature compensated charger.
Low voltage battery protection. Brownout pro-
tection.

U.L. Listed.

No. UPC Desc.
F-100 Emergency Lighting

TII

~

'1
(!=;)

, J "'--""I

i ",..,,- 1
r--""- ~

!'M'
"~I

L

J '""
Components snap together for quick and easy
installation, Lighting heads totally adjustable ver-
tically and horizontally, Housing and mounting
plate of high impact thermoplastic, Housing has
tearouts for surface conduit attachment
Molded-in wire retainers in mounting plate,

Optional - Emergency Power Packs

Face
No. UPC Type Desc.

Red Letters

EP-1-R1 . . . . . 5g1 w/o Canopy
EP-1-R1C . . . . . 5gl. w/Canopy
EP-1-R2C Obi. w/Canopy
UN-1-SRW 5gl/Dbl. Univ. I.E.; w/Canopy Kit
EP-1-G1 Sgl. w/ocanopy
EP-1-G1C . .. . . Sgl. w/Canopy
EP-1-G2C . . . Obi. w/Canopy
UN-1-5GW. 5gl/Dbl. Univ. I.E.; w/Canopy Kit

White Letters - Green Stencil

EP-1-WG1 . . . . 5gl. w/o Canopy
EP-1-WG1C . . . . . Sgl. w/Canopy
EP-1-WG2C . . . . . Obi. w/Canopy
UN-1-5WGW . . . .. Dbl/5gl. Univ. I.E.; w/Canopy Kit

Products shown here are for reference only. They can be sold by the locally authorized distributor.

Emerg. Pwr. Packs
Dbl. Face w/Canopy
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FOSTORIA@

Lighting Fixtures
Localite - Swivel Arm

EXIDE ELECTRONICS
Batteries

Lights

OA
Reach

UPC In.
. 25
... 35V2

35V2
44V2

. 44'/2

Accessories

Arm
Assemblies

In.
10 (Single)
10

! DOUble) 10 DOUble !15 Double

15 Double

No.
5-BH-701A
55-BH-701A
55-BHK-701A
66-BH-701A
66-BHK-701A

No.
710

Desc.
Clamp-On Base Attachment

FOSTORIA@
Portable Lighting

Localite - High Intensity

Designed to move out of way if struck from front
or back, top or bottom. Outer arm swings 3600
horizontally, 2400 vertically. 14-gauge 1 V2"
square tubing arms with plastic end caps and
rotation stock brackets. One arm 24", one 16";
overall reach 42". Accept 150W-300W R-40 and
PAR-38 lamps as well as 120W ER-40. Yellow for
visibility. UL and CSA Listed.

No. UPC Desc.
DK-40VA Dock Light

FOSTORIA@
Area Lighting

Localite
SCOW hand-carry quartz halogen. For construc-
tion sites, remodeling jobs, maintenance areas,
workshops, and garages. Rugged, durable,
weatherproof construction for indoor or outdoor
use. Cool-to-touch handle for light adjustment
and portability. Three-wire grounded, all
weather, water and oil resistant cordset with
grounded plug. Accept 300W or SCOW quartz
halogen lamp. Safety yellow and black finish. UL
Listed components.

PHOENIX PRODUCTS
Loading Lights

Docklite@ - Adjustable - Heavy-Duty

Dim., In.
No.

PUl-500Q-HC
UPC Base

12
Ht.
16

DAZOR@
Magnifier Lamps

Circline

For truck, rail car shipping/receiving docks.
3-conductor type. No. 18-S0 wire to outlet box
on wall arm or on light head. Switch, pilot light
included. UL Listed. Comply with OSHA Require-
ments for 11 O/220V AC use only.

No. DL-300S2. Single arm type for trucks. Uses
PAR 38 or R-40 lamp.

No. DL-300D3. Dual flexible arm type.

No. DL-300D60-3. Dual flexible arm type.

Loading Lights

Lgth.
UPC In.

42
. . . . . 64

Reach
In.
24
32
52

No.
Dl-300S2
Dl-300D3
Dl300D60-3

Lamp Guards

No.
WG-1

Desc.
Lamp Guard

PHOENIX PRODUCTS
Loading Light Accessories

UPC Desc.
" Lamp Guard

1420R

Unit features a 3-diopter, 5" dia. crown-optical
glass lens which makes objects look 75% larger.
The 5-diopter lens is available for a +125% in-
crease in magnification. Clamp base, 28" reach,
includes 22W cool white tube.

Optional" Add-A-Lens" available, 11-diopter, 3"
dia. lens. Come in machine gray color.

No. UPC Desc.
1420R . . 3-Diopter Lens
1420R-5 . . . . . 5-Diopter Lens

No.
WG-1

For lighting small critical work areas. Use for
lathes, presses, iron works, assembly, grinders,
inspection. Oval light pattern. 22-gauge stamped
steel shade with charcoal gray enamel finish and
white reflective interior. Shade,
5"Lx37/e"Wx3'/2"D. Lamps: 60W medium base,
A-19-23 or smaller. Adjustable 5/e" steel tubing
arms. Adjustable bar knob and thumbscrew col-
lar. Replaceable ten amp rocker switch and
socket. Disc and collar swivel joints. Horizontal
or vertical mounting. Replaceable glazed porce-
lain socket. Asymetric reflector. Black Koolshield
prevents contact with hot shade. Molded
grounded plug. 8' 18/3 SJTO cordset.

UL Listed. CSA Certified.

BHK Series. Keyless. Without switches for
metal working and plastics machine tool appli-
cations.

Comply with National Fire Protection Association
Std. 79, 10-3.

Copyright @ by Howard W. Sams & Co. DesiQns and Specifications are for reference on Iv and are subject to chanae without notice.
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DAZOR@
Floating-Arm Lamps
"Classic" Fluorescent

HALO@
Recessed Incandescent Housings

H7 - 6'/2" Aperture

H7T

Counter-balanced arm fluorescents. All-metal
construction. Also available, IV-pivot models that
mount on floor stands, or adjustable clamp-on
bases that mount onto vertical, horizontal, or
sloped surfaces. Plastic prismatic shield for two
15W fluorescents optional.
2000 Series. Include two F15T8 15W fluores-
cent cool white tubes.
P-2000 Series. Include two F15T8 15W Fluo-
rescent cool white tubes and high power factor
capacitor to eliminate lamp flicker. Provide more
efficient use of electrical circuits by reducing am-
perage requirements.
100A3 & 300A3 Series. Include three F15T8
15W fluorescent daylight tubes for extra light
output.

H71CT

Reach
Lgth.
In.
33
43
33
43
33
33
43
33
43
33
24
34
18

No.
2124
2134
2224A
2234A
2324
P-2124
P-2134
P-2224A
P-2234A
P-2324
124A3
134A3
318A3

UPC Desc.
Clamp Base
Clamp Base

IV-Pivot Base
IV-Pivot Base

Desk Base
Clamp Base
Clamp Base

IV-Pivot Base
IV-Pivot Base

Desk Base
Clamp Base
Clamp Base
Desk Base

No. H7ICT. For insulated ceilings and direct con-
tact with insulation. Plaster frame with locking
screw for hanger bars and cutouts for crimping
hanger bars in position. Pre-installed hangers
allow positioning within 24" joist span. Score
lines for 12" joist field shortening. Arrowhead
design provides "nailess" installation. Bar hang-
ers may repositioned 90° without tools. Hangers
fit onto T -Bar spine for alignment and can be
secured with optional TB7 T -Bar clip. Adjustable
for up to 2" ceilings. 1 0'/2"Lx7'/2"Wx7'/2"H. 6'/2"
dia.

UL Listed for direct contact with insulation. Meet
State of California Title 24 Requirements.

No. H7ICAT. Air- TiteTM housing. For insulated
ceilings and direct contact with insulation. Pre-
vent airflow between attic and living areas. PIas-
ter frame with locking screw for hanger bars and
cutouts for crimping hanger bars in position. Pre-
installed hangers allow positioning within 24"
joist span. Score lines for 12" joist field shorten-
ing. Arrowhead design provides "nailess" instal-
lation. Bar hangers may repositioned 90° without
tools. Hangers fit onto T -Bar spine for alignment
and can be secured with optional TB7 T -Bar clip.
Adjustable for up to 2" ceilings.
10V2"Lx7V2"Wx7V2"H. 6'/2" dia.

UL Listed for direct contact with insulation. Meet
State of Washington Restricted Air Flow require-
ments. Meet State of California Title 24 require-
ments.

No. H7RT. For noninsulated ceilings or where
insulation can be kept 3" from housing. Quick
installation for new or remodeling applications.
Slip through 6V4" ceiling opening. Can be in-
stalled from below the ceiling. Four remodel clips
secure installation and accommodate various
ceiling thicknesses. 13'/4"Lx7'/2"H. 61/4" dia.

No. H7RICT. For insulated ceilings and direct
contact with insulation. Quick installation for new
or remodeling applications. Slip through 6V2"
ceiling opening. Can be installed from below the
ceiling. Integral flange secures fixture against
ceiling. Four remodel clips secure installation
and accommodate various ceiling thicknesses.
13V4"Lx7'/2"H. 6'/2" dia.

UL Listed for direct contact with insulation. Meet
State of California Title 24 requirements.

No. H7RICAT. Air- TiteTM housing. For insulated
ceilings and direct contact with insulation. Pre-
vent airflow between attic and living areas. Quick
installation for new or remodeling applications.
Slip through 6V2" ceiling opening. Can be in-
stalled from below the ceiling. Integral flange
secures fixture against ceiling. Four remodel
clips secure installation and accommodate vari-
ous ceiling thicknesses. 13V4"Lx7'/2"H. 6'/2" dia.

UL Listed for direct contact with insulation. Meet
State of Washington Restricted Air Flow require-
ments. Meet State of California Title 24 require-
ments.

H7RICT

7112" height allows use in 2"x8" joist construction.
Integral thermal protector to prevent improper
lamping and insulation misuse. Junction box
listed for through branch circuit wiring, has seven
112" knockouts and four Romex knockouts with
strain relief. Adjustable socket brackets for use of
different lamp types and consistent lamp posi-
tioning.

UL Listed for Damp Location. UL Listed for Feed
Through. IP Rated. CSA Certified.

No. H7T. For noninsulated ceilings or where in-
sulation can be kept 3" from housing. Standard
housing for residential and commercial applica-
tions. Plaster frame includes locking screw for
hanger bars and cutouts for crimping hanger
bars into position. Pre-installed bar hangers al-
low positioning within a 24" joist span. Score
lines for 12" joist field shortening. Arrowhead
design provides "nailess" installation. Can be
repositioned 900 without tools. Hangers fit onto
T -Bar spline and can be secured with optional
TB7 T -Bar clip. Adjust to accommodate up to 2"
ceiling. 101l2"Lx7112"Wx7'/2"H. 6112" dia.

Max.
Lamp Pkg.
Watts Qty.
150 1
150 6
75 1
75 6
75 1
150 1
150 6
75 1
75 6
75 1

No.
H7T
H7T-6
H71CT
H7ICT-6
H71CAT
H7RT
H7RT-6
H7RICT
H7RICT-6
H7RICAT

UPC Desc.
. . . . . Non-IC/New
. . . . . Non-IC/New
13293 IC/New
. . . . . IC/New
16447 IC/New/Air-TiteTM
13299 Non-IC/Remodel
. . . . . Non-IC/Remodel
13296 IC/Remodel
. . . . . IC/Remodel
. . . . . IC/Remodel/

Air-TiteTM

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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HALO@
Recessed Incandescent Trims

H7 - 61/2" Aperture

For Series H7 housings used in insulated ceilings (IC) and/or non insulated ceilings or with 3" clearance from housing (Non-IC). Lamps sizes may vary
according to housing used.

Coilex Baffles

For
Housing

Type
Non-IC
Non-IC

IC, Non-IC, H7U, H27
IC, Non-IC, H7U, H27

Non-IC
Non-IC

IC, Non-IC, H7U, H27
Non-IC

IC, Non-IC, H7U, H27

Max.
Lamp

75W R30
75W R30
75W R30
75W R30
150W R40
150W R40
75W R30
150W R40
75W R30

Trim
Finish

Satin White
Satin White
Satin White
Satin White
Satin White
Satin White
Satin White
Satin White
Satin White

Baffle
Color
Black
White
Black
White
Black
White
White
White
Black

Pkg.
Oty.

6
6
6
6
6
6
6
6
6

No.
304PH
304W
310PH
310WH
410PH
410WH
310WH-CS
410WH-CS
310PH-CS

UPC
13091
30804
13093
16302
13122
16303

Reflectors w/Coilex Baffles

Max.
Lamp

100W A19
100W A19

Trim
Finish

Satin White
Satin White

Baffle
Color
Black
White

No.
409PH
409W

UPC
13121
30279

Wall Washers

For
Housing

Type
Non-IC

Non-IC, H7U

Max.
Lamp

50W R30
50W R30

Trim
Finish

Satin White
Satin White

No.
303P
424P

UPC
13090
13129

Coilex Wall Washers

For
Housing

Non~r~eH7U
Non-IC, H7U

Max.
Lamp

50W R30
50W R30

Trim
Finish

Satin White
Satin White

Coilex
Color
Black
White

No.
425PH
425W

UPC
13130
30295

Copyright @ by Howard W. Sams & Co. Designs and Specifications are for reference only and are subject to change without notice.
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HALO@
Recessed Trims

Incandescent - Round

Aperture 61/2". Feature transformer for retrofit. 1416BA
Baffle - 30° Tilt Adjustable Accent - 30° Tilt

Adjustable Accent - 30° Tilt

For
Max. Housing

UPC Lamp Watts Type
13276 PAR36 50 IC
30294 PAR36 50 IC

OD
In.
BV.
BV.

1410W
No. 1412PH. Satin white finish. Black spot.
No. 1410W. White baffle finish. White spot.

Adjustable Spot - 30° Tilt
No.

2475P

2475W

For
Max. Housing

No. UPC Lamp Watts Type
1412PH 13214 MR16 50 IC & Non-IC
1410W 30291 MR16 50 IC & Non-IC

1450P
No. 1450P. Satin white finish.

Adjustable Spot Aperture - 30° Tilt

For
Max. Housing

UPC Watts Type
.~_. 13236 50 IC & Non-IC

Pinhole Downlight 17/0"
Adjustable Spot - 30' Tilt

Adjustable Spot - 30° Tilt

For
Max. Housing

UPC Lamp Watts Type
13268 MR16 42 IC
30292 MR16 42 IC

Pinhole Downlight 17/8"

OD
In.
BV.
BV.

For
Max. Housing 00

No. UPC Lamp Watts Type In.
2479P 13277 MR16 35 IC 8V.
2479W 30278 MR16 35 IC 8V.
Note: For trim finishes: B=brass, C=polished chrome,
P=satin white, W=white baffle. For reflector finishes:
C=Clear, CG=champagne gold, P=white.

No.
2410P
2410W

No.
14!inp

Lamp
MR16

Specular Rellector - 3D. Tilt

Specular Reflector - 30° Tilt

For
Max. Housing

UPC Lamp Watts Type
13217 MR16 35 IC
13272 MR16 35 IC
13269 MR16 35 IC

1475P
No. 1475P. Satin white finish. Black baffle.
No. 1475W. White baffle finish.

Adjustable Accent - 30° Tilt

00
In.
BV.
BV.
BV.

No.
2416C
2416CG
2416B

HALO@
Recessed Incandescent Trims

H7 - 6'/2' Aperture

For
Max. Housing

No. UPC Lamp Watts Type
1475P 13237 PAR36 50 IC&Non-IC
1475W 30293 PAR36 50 IC & Non-IC

1479P
Pinhole downlights. Satin white finish.
No. 1479P. Black baffle.
No. 1479W. White baffle.

17/8" Pinhole Downlight

Baffle - 300 Tilt

Baffle - 30° Tilt

For
Housing

Ty~e
IC

Albalite Lens

For use with IC, non-IC, H7U and H27 housings.
Lamp size may vary according to housings used.Max.

Watts
35
35

OD
In.
BY.
BY.

No.
2416BA
2416W

UPC
13270
30282

Lamp
MR16
MR16

Albalite Lens

Max.
UPC Lamp

13038 40A19
13039 40A19
13075 60A19
13076 60A19

Trim
Finish

Satin White
Shower Light
Satin White

Shower Light

No.
70P
70PS
170P
170PS

For
Housing

Type
IC & Non-IC
IC & Non-IC

Max.
Watts

50
50

No.
1479.
1479W

UPC
13238
30277

Lamp
MR16
MR16

Coilex Baffle Eyeball - 30' Tilt

Coilex Baffle Eyeball - 30° Tilt

For
Max. Housing

UPC Lamp Watts Type
13274 MR16 50 IC
30287 MR16 50 IC

Adjustable Slot Aperture - 30' Tilt

Adjustable Slot Aperture - 30° Tilt

For
Max. Housing

UPC Lamp Watts Type
13275 MR16 35 IC

00
In.
BV.
BV.

No.
2417P
2417W1416

No. 1416C. Clear reflector finish.

No. 1416CG. Champagne gold reflector finish.

No. 1416B. Black reflector finish.

Specular Reflector - 30° Tilt

--
Drop Opal Lens

For
Housing

Type
IC & Non-IC
IC & Non-IC
IC & Non-IC

Max.
Watts

20
20
20

No.
71P
71PS
171P
171PS

Drop Opal Lens

Max. Trim
UPC Lamp Finish

13043 40A19 Satin White
13044 40A19 Shower Light
13078 60A19 Shower Light
13079 60A19 Polished Brass

Continued on next page

No.
1416C
1416CG
1416B

UPC
13219
13221
13215

Lamp
MR16
MR16
MR16

CD
In.
BV.

No.
2450P

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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Continued from previous page

Gimbal Ring Side Prong

For
Housing

Type
Non-IC

Max.
No. UPC Lamp
76P 13053 90W PAR38
Note: Also for H7U housings.

Trim
Finish

Satin White
-

Fresnel Lens
Regressed Eyeball

Regressed Eyeballs

For
Max. Trim Coilex Housing

No. UPC Lamp Finish Color Type

Regressed Eyeball
419t . . . . . 75W PAR30 Clear Non-IC
419Pt 16467 75W PAR30 Satin White. . . Non-IC

Coilex Regressed Eyeball

418P . . . .. 75W R30 Satin White Black IC, Non-IC
418PB 16106 75W R30 Polished Black IC, Non-IC

Brass
418W 30290 75W R30 White White IC, Non-IC
420P:j: 60600 75W R30 Satin White Black IC, Non-IC
420PB:I: 61029 75W R30 Polished Black IC, Non-IC

Brass
420W:I: 60601 75W R30 White White IC, Non-IC
tAlso for H7U and H27 housings.
:l:Also for H27 housings.

Trim
Finish

Satin White
Shower Light
Satin White

No.
73P
73PS
173P

Fresnel Lens

Max.
UPC Lamp

13050 40A19
40A19

13080 40A19 -~

Eyeball

Eyeballs

For
Max. Trim Housing

No. UPC Lamp Finish Type
77P 13056 50W R20 Satin White IC, Non-IC
78PH 13062 75W R30 Satin White IC, Non-IC
78B 13060 75W R30 Brass IC, Non-IC
78PBH 13063 75W R30 Polished Brass IC, Non-IC
78PAT 61174 75W R30 Air-TiteTM IC, Non-IC
Note: Also for H7U and H27 housings.

AIl-Glas Diffuser

All-Glass Diffuser

Max.
UPC Lamp

13052 40A19

Trim
Finish
Glass

No.
75 HALO@

Ceiling Trims
Recessed - Incandescent - Round

Adjustable

Coilex w/Semi-Regressed
Drop Opal

Adjustables

For
Housing

Type
Non-IC

Max. Trim
No. UPC Lamp Finish

376P 18375 75W PAR30 Satin White
Note: Also for H7U and H27 housings.

Coilex w/Semi-Regressed Drop Opal

Max. Baffle Trim
No. UPC Lamp Color Finish

416P* 13124 BOA19 Black Satin White
416W* 30288 BOA 19 White White Baffle
'For Non-IC housings only. Not for use with H7U hous-
ings.

Coilex" Baffle

Coilex@ Baffles

Max.
Lamp Lamp
Watts Type

90 PAR38
90 PAR38

Dia.
In.
PI.
77/.

No.
498P
498W

UPC Finish
White
White

Adjustable w/Splay Reflector

Adjustables w/Splay Reflector
Metropolitan Terrace

Step Lens
For

Housing
Type
Non-IC
Non-IC

Max. Trim
No. UPC Lamp Finish

378 . . . . . 75W PAR30 Clear
378P 16463 75W PAR30 Satin White
Note: Also for H7U and H27 housings.

Coilex@ Baffle w/Reflector

Coilex@ Baffles w/Refiector

Max.
Lamp Lamp

UPC Watts Type Finish
...150 A19,A21 White
. . . 150 A19, A21 White

Metropolitan Terrace Step Lens

Max. Trim
UPC Watt. Finish

18786 40A19 Satin White
21045 40A19 Polished Brass
18998 40A19 Shower Light

No.
741P
741PB
741PS

Dia.
In.
71/8
P/8

No.
496P
496W

HALO@
Recessed Incandescent Trims

H7 - 6'/2" Aperture
-

Coilex Saffie Eyeball

Coilex Baffle Eyeballs

For
Max. Trim Coilex Housing

No. UPC Lamp Finish Color Type
417P 13125 75W R30 Satin White Black Non-IC
417PB 16010 75W R30 Polished Brass Black Non-IC
417W* 30289 75W R30 White Baffle White Non-IC
"Also for H7U housings.

Baffle Eyeball wfTransformer

Baffle Eyeballs wfTransformer for Retrofit

Max.
Lamp Lamp Dia.

No. UPC Watts Type Finish In.
1417P 13224 50 MR16 White 8
1417W 30286 50 MR16 White 8

Gimbal Ring Side Prong

For Series H7 housings installed in insulated
ceilings (I C) and/or noninsulated ceilings or with
3" clearance from housing (Non-IC). Lamps
sizes may vary according to housing used.

Copyright @ by Howard W. Sams & Co. Designs and Specifications are for reference only and are subject to change without notice.
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HALO@
Recessed Low Voltage Trims

H1499 - Small Aperture

Metropolitan Deco

Max.
lamp lamp Dia.

No. UPC Watts Type Finish In.
946C 18659 50 R20, PAR20 Chrome 55/8
946BC 18443 50 R20, PAR20 Blk. Chrome 55/8
946PB 19561 50 R20, PAR20 Polished Brass 55/8

Open - Metropolitan Empire

Max. Trim
UPC Lamp Finish

16742 30W R20 Satin White
16740 30W R20 Random Alum.
16741 30W R20 Brass
16743 30W R20 Satin Alum.
16744 30W R20 Satin Brass

Open Coilex Baffle
No.

942P
942Al
942B
942SA
942SB

Open - Metropolitan Ice Lites

Max. Trim
UPC Lamp Finish

18861 30W R20 Frosted
18442 30W R20 Frosted Blue
18733 30W R20 Frosted Rose

HALO@
Ceiling Trims

Recessed -Incandescent

No.
945
945BlUE
945ROSE

Pinhole Trim
Pinhole Trims

Max.
Lamp Lamp

No. UPC Watts Type
900P 13203 50 R16, R20,

PAR20, A19

Dia.
Finish In.

Satin White 43/4

Metropolitan Terrace Lens

Metropolitan Terrace Lens

Max.
lamp lamp Dia.

No. UPC Watts Type Finish In.
941P 18501 25 A19 Satin White 43/-
941BC 18461 25 A19 Blk. Chrome 43/-
941PB 21027 25 A19 Polished Brass 43/-

-
Coilex Baffle Eyeball

For Series H1499 housings including Twist and
Lock (TAL) and Air- TiteTM housings. Maximum
SOW lamps and 12V MR16 for twist and lock.

Max. Trim
No. UPC Lamp Finish

17/." Open Coilex Baffles

1419P 13225 50W 12V MR16 Satin White
1419W 30283 50W 12V MR16 White Baffle

Black Coilex Baffles

1493P 13240 50W 12V MR16 Satin White
1493BC 16071 50W 12V MR16 Black Chrome
1493C 16072 50W 12V MR16 Polished Chrome
1493PB 16073 50W 12V MR16 Polished Brass
1493W 30047 50W 12V MR16 White Baffle

Eyeballs
1498P 13241 50W 12V MR16 Satin White
1498BC 16074 50W 12V MR16 Black Chrome
1498C 16075 50W 12V MR16 Polished Chrome
1498PB 16076 50W 12V MR16 Polished Brass
1498W 30285 50W 12V MR16 White Baffle

HALO@
Recessed Incandescent Trims

H99 - Small 4'/4" Aperture

Wall Wash w/Baffle
No. 992P. Black baffle.
No. 992PB. Black baffle.
No. 992W. White baffle.

Wall Washes w/Baffle

Max.
Lamp Lamp Dia.

No. UPC Watts Type Finish In.
992P 13205 50 R16, R20, Satin White 43/.

PAR20, A16
992PB 50 R16, R20, Polished Brass 43/.

PAR20, A16
992W 30296 50 R16, R20, White 43/4

PAR20, A16

HALO@
Recessed Downlighting Housings

H274 - Fluorescent - Compact

For housings installed in insulated ceilings (IC)
and/or noninsulated ceilings or with 3" clearance
from housing (Non-IC). Lamp sizes may vary
according to housings used.

Specular Reflector Cones

Max. Reflect.
No. UPC Lamp Finish

999PH . . . . . SOW R2O/PPN2O Clear
999RG 13213 SOW R2O Gold
999MB 13211 SOW R2O Black

~

Square Coilex@ Baffle

Square Coilex@ Baffles

Max.
lamp lamp Size

No. UPC Watts Type Finish In.
991 P 13204 50 R20, R16, Satin White 43/.

PAR20, A19

Adjustable Eyeballs - 30° Tilt

Max. Trim
UPC Lamp Finish

13209 40W R16 Satin White
No.

998PH
Adjustable Eyeball

Adjustable Eyeballs

Max.
lamp lamp
Watts Type Finish

50 PAR20 Satin White

Dia.
In.
43/4

No.
996P

UPC

Coilex Baffles

Max. Baffle
lamp Color

50W R20 Black
50W R20 Black
30W R20 Black
30W R20 White

Trim
Finish

Satin White
White Baffle
Satin White
White Baffle

No.
993PH
993WH
994P
994W

UPC
13206
16428
21090
30097

Use trims~-400, 405, 409, and 4051. Feature
integral fluorescent ballast for double twin tube
compact fluorescent lamp. Junction box, listed
for through branch circuit wiring, includes seven
1/2" and four Romex knockouts with pryout slots;
Romex knockouts also feature strain relief. Cap-
tive bar hangers enable positioning on 24" joist
span and can be repositioned 90°. Housing 13/8"
adjustable to accommodate ceiling thickness.
UL Damp Location. UL Listed as Recessed Fix-
ture. CSA certified.

Ceil.
Ht. Open. No. Lamp

No. UPC In. In. Lamps Type Watts Volts
H274 13345 7V. 6V. 1 on 13 120
H274HP 14954 7V. 6V. 1 on 13 120
H275 13346 7V. 6V. 1 on 13 277Metropolitan Deco

Products shown here are for reference only. They can be sold by the locally authorized distributor.

Metropolitan Orion
Metropolitan Orion

Max.
I :lmn I :lmn ni"
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HALO@
Recessed Downlighting Housings & Trims

--:.- "-

H71CT H7RICT
Trim Finishes: AL - satin aluminum, B - anodized satin brass, P - satin white paint, PB - polished brass and SC - satin chrome. Specify finish when orderin.9.
UL Listed. IP Rated. CSA Certified. Trim

Reflector Lamp Trim OD
No. UPC Type Watts Desc. In.

Housing
H7-T-1410
H7-T-1416C
H7-T-1416G
H7-T-1416B
H7-T-1416BA
H7-T-1417
H7-T-1450
H7-T-1475
H7-T-1479
H7-ICT-1410
H7-ICT-1450
H7-ICT-1475
H7-ICT-1479

MR16
MR16 Clear
MR16 Gold
MR16 Black

MR16 Black Baffle
MR16
MR16
PAR36
MR16
MR16
MR16
PAR36
MR16

20/42/50
20/42/50
20/42/50
20/42/50
20/42/50

50
20/42/50
20/42/50
20/42/50

20
20
25
20

Black Adjustable Spot, 30° Tilt
Specular Reflector, 30° Tilt
Specular Reflector, 30° Tilt
Specular Reflector, 30° Tilt

Baffle, 30° Tilt
Coilex Baffle Eyeball, 30° Tilt

Adjustable Slot Aperture, 30° Tilt
Black Adjustable Accent, 30° Tilt

17/8" Black Pinhole Downlight
Adjustable Spot, 30° Tilt

Adjustable Slot Aperture, 30° Tilt
Black Adjustable Accent, 30° Tilt

17/8" Black Pinhole Downlight

7V.
7V.
7V.
7V.
7V.
8
8

7V.
8

7V.
8

7V.
8

Remodeling
H7-RT-1410 . . . . . MR16 20/42/50 Black Adjustable Spot, 30° Tilt
H7-RT-1416C . . . . . MR16 Clear 20/42/50 Specular Reflector, 30° Tilt
H7-RT-1416G . . . . . MR16 Gold 20/42/50 Specular Reflector, 30° Tilt
H7-RT-1416B . . . . . MR16 Black 20/42/50 Specular Reflector, 30° Tilt
H7-RT-1416BA . . . . . MR16 Black Baffle 20/42/50 Baffle, 30° Tilt
H7-RT-1417 . . . . . MR16 50 Coilex Baffle Eyeball, 30° Tilt
H7-RT-1450 . . . . . MR16 20/42/50 Adjustable Slot Aperture, 30° Tilt
H7-RT-1475 . . . . . PAR36 20/42/50 Black Adjustable Accent, 30° Tilt
H7-RT-1479 . . . . . MR16 20/42/50 17/." Black Pinhole Downlight
H7-RICT-1410 . . . . . MR16 20 Adjustable Spot, 30° Tilt
H7-RICT-1450 . . . . . MR16 20 Adjustable Slot Aperture, 30° Tilt
H7-RICT-1475 . . . . . PAR36 25 Black Adjustable Accent, 30° Tilt
H7-RICT-1479 . . . . . MR16 20 17/." Black Pinhole Downlight
Note: For 20W MR16 or 25W PAR36, use H478 transformer accessory; available separately. Trims can be ordered separately.

7V4
7V4
7V4
7V4
7V4
8
8

7V4
8

7V4
8

7V4
8

HALOCB>
Recessed Downlighting Housings

H1- T - Incandescent - Adjustable

Feature thermal protector to prevent overlamping and insulation misuse. Junction box, listed for through branch

circuit wiring, features seven '/2" knockouts and four Romex knockouts with true pryout slots. Romex knockouts

have strain relief. Position within a 24" joist span with captive bar hangers. Arrowhead design allows nailless

installation. Bar hangers reposition 90° on plaster frame without tools and fit onto T -Bar spine for quick
alignment. Accommodate various ceiling thicknesses because of 13/8" housing adjustability. 12'!2"Lx9"W. UL
Damp Location. UL Feed Through. CSA Certified.

Ceil.
Ht. Open. No. Lamp
In. In. Lamps Type Watts Volts
5V2 BV2 1 A19 100 120

No.
H1-T

UPC
13282

HALO.
Recessed Downlighting Housings

H2- T - Incandescent - Adjustable

Feature thermal protector to prevent overlamping and misuse of insulation materials. Junction box listed for
through branch circuit wiring, features six V2" knockouts and four Romex knockouts with true pryout slots. Can
be positioned within a 24" joist span. Arrowhead design allows "nailess" installation. Bar hangers can be
repositioned 90° without tools on plaster frame and fit on T -Bar spine for quick alignment. May be used in 2"x6"
joist construction. Adjust 13/8" to accommodate various ceiling thicknesses. 14"Lx13'/4"W. UL Damp Location.
UL Feed Through. CSA Certified.

Ceil.
Ht. Open. No. Lamp
In. In. Lamps Type Watts Volts
5V2 10V. 1 A21 150 120

No.
H2-T

UPC
13284

Copyright @ by Howard W. Sams & Co. DesiQns and Specifications are for reference onlv and are subject to chanoe withnllt nnti""
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HALO@
Recessed Downlighting Housings

H4T - Incandescent - Adjustable

Feature integral thermal protector to prevent overlamping and insulation misuse. Junction box includes 1/2" and 3/4" knockouts. Position within a 16" joist
span with slide apart bar hangers. Removable reflector for junction box access. 15"Lx6V2"W. UL Damp Location. CSA Certified.

Ceil.
Open.

Ht. Rge. No. Lamp
No. UPC In. In. Lamps Type Watts Volts
H4T 13287 4V2 6V4-10V4 1 A19 75 120

Max.

Lamp
Watts

150
150
100
100

HALO@
Recessed Incandescent Housings

Shallow - 6'/2" Aperture No.
H27TH
H271-6
H27RTH
H27RT-6

UPC

13312

HALO@
Recessed Incandescent Housings

H99 - Small Aperture 4'/4"

H99T

H99RT

UL Listed for Damp Location. UL Listed for Feed
Through. IP Rated. CSA Certified.

No. H99T. New construction housing. For non-
insulated ceilings or where insulation can be kept
3" from housing. Pre-installed captive bar hang-
ers allow positioning within a 24" joist span.
Score lines for field shortening to 12" joints. Re-
movable from plaster frame for junction box ac-
cess. Arrowhead design provides "nailess" in-
stallation. Can be repositioned 90° without tools.
Hangers fit onto T -Bar spline and can be per-
manently secured with optional TB7 T -bar clips.
8"Lx5'/4"Wx51/2"H.

No. H99RT. For non insulated ceilings or where
insulation can be kept 3" from housing. For re-
modeling. Slip through 41/4" ceiling openings. In-
clude four remodel clips to secure installation
and accommodate various ceiling thickness.
111/2"Lx51/2"H.

No. H99ICT. For insulated ceilings and direct
contact with insulation. Double wall construction.
Pre-installed captive bar hangers allow position-
ing within a 24" joist span. Score lines for field
shortening to 12" joints. Removable from plaster
frame for junction box access. Arrowhead design
provides "nailess" installation.
8"Lx51/4"Wx51/a"H.

UL Listed for direct contact with insulation. Meet
State of California Title 24 requirements. Meet
State of Washington Restricted Air Flow require-
ments.

No. H99ICAT. Air- TiteTM housing. For insulated
ceilings and direct contact with insulation.
Sealed and gasketed to prevent airflow between
plenum spaces and heated areas. Double wall
construction. Pre-installed captive bar hangers
allow positioning within a 24" joist span. Score
lines for field shortening to 12" joints. Removable
from plaster frame for junction box access. Ar-
rowhead design provides "nailess" installation.
8"Lx51/4"Wx51/a"H.

UL Listed for direct contact with insulation. Meet
State of California Title 24 requirements. Meet
State of Washington Restricted Air Flow require-
ments.

H991CT Max.

Lamp Aperture
Watts In.

60 4V4
60 4V2
50 4V.
50 4V4

For non insulated ceilings or where insulation can
be kept 3" from housing. Integral thermal pro-
tector to prevent improper lamping and insulation
misuse. Adjustable socket brackets for use with
different lamp types and consistent lamp posi-
tioning. Height allows use in 2"x6" joist construc-
tion. Junction box listed for through branch circuit
wiring, features seven '12" knockouts with pry-out
slots and four Romex knockouts with strain relief.

UL Listed for Damp Locations. UL Listed for Feed
Through. CSA Certified.

No. H27T. Pre-installed captive bar hangers al-
low housing to be position at any point within 24"
joist span. Score lines for easy field shortening
for 12" joists. Arrowhead design provides "Nai-
less" installation. Bar hangers may be reposi-
tioned 90° without tools on plaster frame. Hang-
ers fit onto T -Bar spine for alignment and can be
secured with optional TB7 T -bar clip. Adjusts to
accommodate ceilings up to 2" thick.
10'l2"Lx71/2"Wx51/2"H. 61/2" dia.

No. H27RT. For installation in new or existing
ceilings. Can be installed from below the ceiling.
Slip through 61/4" ceiling opening. Include four
remodel clips to secure installation and accom-
modate various ceiling thicknesses.
13'/4"Lx51/2"H. 6'14" dia.

No. UPC Desc.
H99T -6 . . . Non-IC/New
H99RT -6 . . . .. Non-IC/Remodel
H99ICT -6 IC/New
H99ICAT 16462 IC/New/Air-TiteTM

For accent and task lighting. Fit in 2"x6" joist
construction. Integral thermal protector to pre-
vent improper lamping and insulation misuse.
Junction box listed for through branch circuit wir-
ing, has seven 1/2" knockouts and four Romex
knockouts with strain relief.

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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Dia. Ht.
No. UPC Desc. Lamps In. In.

P3729-10 37290 Pol. Brass 2-40W 8 BY.
P3729-11 37291 Ant. Brass 2-40W 8 BY.
P3730-10 37300 Pol. Brass 3-40W 10 BY.
P3730-11 37301 Ant. Brass 3-40W 10 BY.
P3731-10 37310 Pol. Brass 4-40W 13 BY.
P3731-11 37311 Ant. Brass 4-40W 13 BY.

PROGRESS@ LIGHTING
Close-to-Ceiling Lighting Fixtures

No. UPC Desc.
Fluorescent

P3623-30 36231 White
P3623-31 36232 Black
P3623-30SW 36233 White w/pullchain

Incandescent
P3605-30 36050 White
P3605-10 36052 Pol. Brass
P3605-11 36053 Ant. Brass
P3605-30SW 36051 White w/pullchain

PROGRESS@ LIGHTING
Wall Lanterns

HALO@
Power- Trac@ Track Sections

1-Circuit

Glass
Glass
Glass
Glass

Base houses medium base
lamps. Clear prismatic glass
globe.

Outdoor hexagonal fixtures with clear
beveled glass and 3 candelabra base
lamps; 60W max. each. Brass Guard. finish meets ASTM standards for cor-

rosion resistance. 91/2"Wx26"H; ex-
tends 91/2".

Dia. Hl
No. UPC Desc. Lamps In. In.

P3407-10 34071 Pol. Brass 2-75W 11 6V2
P3407-30 34072 White 2-75W 11 6V2
P3406-10 34061 Pol. Brass 2-60W 9V2 5V.
P3406-30 34062 White 2-60W 91h 5V.
P3405-10 34051 Pol. Brass 1-60W 7V2 43/.
P3405-30 34052 White 1-60W 7V2 43/.

PROGRESS@ LIGHTING
Close-to-Ceiling Lighting Fixtures

Round Glass

For residential and commercial use. Fully polar-
ized and grounded with solid copper ground. Vi-
sual polarity line indicates proper electrical in-
stallation. Aluminum .60" thick structural
channel. Conductors solid copper buss bars en-
cased in rigid extruded PVC insulators. Push-in
polarized connectors and end caps molded poly-
carbonate. 20A capacity. UL Listed. CSA Certi-
fied.

No. UPC Desc.
P5730-10 57300 Pol. Brass
P5730-11 57301 Weathered Brass

PROGRESS@ LIGHTING
Wall Torches

Satin opal cased glass. For

medium base incandes-

cent lamps. Twist-on dif-

fuser for easy relamping.

Track
Lgth.

Ft.
2
2
2
2
2
4
4
4
4
4
8
8
8
8
8
12
12

t Outdoor hexagonal fixtures with clear beveled glass and 3 candelabra base

clamps; 60W max. Weathered or pol-

,:~', ished solid brass. Brass Guard fin!sh

., meets ASTM standards for corrosion
j resistance. 9'/2"Wx35"H; extends 9V2".

No.
l650P
l650MB
l650BZ
l650AB
l650B
l651P
l651 MB
l651 BZ
l651AB
l651 B
l652P
l652MB
l652BZ
l652AB
l652B
l653P
l653MB

UPC
13760
13759
13758
13755
13757
13768
13767
13766
13763
13765
13777
13776
13775
13771
13774
13782
13781

Finish
White

Matte Black
Bronze

Antique Brass
Brass
White

Matte Black
Bronze

Antique Brass
Brass
White

Matte Black
Bronze

Antique Brass
Brass
White

Matte Black

Dia. Ht.
No. UPC Canopy Lamps In. In.

P3524-GO 35241 White 1-60W 8V. 5
P3526-GO 35261 White 1-100W 10Ve 5V.
P3528-GO 35281 White 2-75W 12 6

PROGRESS@ LIGHTING
Close-to-Ceiling Lighting Fixtures

White Glass

White glass globe. For medium
base incandescent lamps.

PROGRESS@ LIGHTING
Close-to-Ceiling Lighting Fixtures

Square Shades

No. UPC Desc.
P5731-10 57310 Pol. Brass
P5731-11 57311 Weathered Brass

PROGRESS@ LIGHTING
Bath & Vanity Lighting

Economy Series

rcV-CODia. Ht.
No. UPC Canopy Lamps In. In.

P3516-15 35165 Chrome 1-6DW 63/4 43/4
P3516-10 35162 Pol. Brass 1-6DW 63/4 43/4
P3516-11 35161 Ant. Brass 1-6DW 63/4 43/4
P3516-30 35160 White 1-60W 63/4 43/4
P3518-15 35185 Chrome 2-60W 83/4 5
P3518-10 35182 Pol. Brass 2-6DW 83/4 5
P3518-11 35181 Ant. Brass 2-6DW 83/4 5
P3518-30 35180 White 2-6DW 83/4 5
P3520-15 35205 Chrome 2-75W 103/4 53/8
P3520-10 35202 Pol. Brass 2-75W 103/4 53/8
P3520-11 35201 Ant. Brass 2-75W 103/4 5%
P3520-30 35200 White 2-75W 103/4 53/8

PROGRESS@ LIGHTING
Close-to-Ceiling Lighting Fixtures

H

White base and plain
white square shade for
medium base incandes-
cent lamps.

Size
Sq. In.

12
14
14

Ht.
In.
5V2
7
7

No.
P4961-30
P4971-30
P4975-30

UPC
49610
49710
49751

Lamps
2-60W
2-60W
3-60W

~
P3623/P3605

White shatter-resistant acrylic or glass globe.
Fluorescent or incandescent. Standard 120V
NPF ballast for 7W compact fluorescent lamp;
1-medium base 60W max. incandescent lamp.
Dia. 6"; height 7'/4".

-
Variety of Broadway lighting strips for medium
G-lamps with 60W max. each. Strip height 4V4"
with socket on lV2" centers. UL Listed for ceiling
mounting with 25W max. lamps.

No. UPC Desc.
3-Lamp - 24" Length

P3114-10 31140 Pol. Brass
P3114-11 31141 Ant. Brass
P3114-15 31145 Pol. Chrome
P3114-30 31142 White

4-Lamp - 30" Length

P3115-10 31150 Pol. Brass
P3115-11 31151 Ant. Brass
P3115-15 31155 Pol. Chrome
P3115-30 31152 White

5-Lamp - 36" Length

P3116-10 31160 Pol. Brass
P3116-11 31161 Ant. Brass
P3116-15 31165 Pol. Chrome
P3116-30 31162 White

6-Lamp - 48" Length

P3117-10 31170 Pol. Brass
P3117-11 31171 Ant. Brass
P3117-15 31175 Pol. Chrome
P3117-30 31172 White

PROGRESS@ LIGHTING
Close-to-Ceiling Lighting Fixtures

i~~~~ii~i, N I

L~~~~~~I~I
P3730

Solid brass candelabra lamp base fixture with
6-sided clear beveled glass panels. 40W max.
each lamp.

Continued on next page
Designs and Specifications are for reference only and are subject to change without notice.Copyright @ by Howard W. Sams & Co.
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Ceiling - 4 Hubs, 3 Close-up Plugs
Continued from previous page

No. UPC Desc.
8-Lamp - 60" Length

P3118-10 31180
P3118-11 31181
P3118-15 31185
P3118-30 31182 APPLETON@

Fluorescent Lighting Fixtures
EFU

No. UPC Volts Desc.
AVH41 0-118* 15505 120 Rapid StartVHO

T12 Recessed
Double Contact

1500mA
AVH41 0-277* 15510 277 Rapid Start VHO

T12 Recessed
Double Contact

1500mA
'Cold weather ballast (-20°F starting) standard.

Accessories

No. UPC Desc.
EFP248t 28438 Lamp Protector
tin paint spray areas solvents and thinners may cloud
the carbonate - light transmission characteristics may
be reduced.

Options
For additional external fusing, add suffix "-F";
Add suffix "-CW" for low temperature ballast
(rated OaF) for ARS and ASL units.

APPLETON@
Lighting Fixtures

Code Master Jr. TM - Factory Sealed

Pol. Brass
Ant. Brass

Pol. Chrome
White

ANSI
lamp
Type

S76
S76
S68
S68
S62
S62
S54
S54
S55
S55

No. UPC Watts

CJlC3575
CJlC351 0
CJlC5075
CJlC5010
CJlC7075
CJlC7010
CJlC1075
CJlC1010
CJlC1575
CJlC1510

35
35
50
50
70
70
100
100
150
150

CJHC7075
CJHC7010
CJHC1075
CJHC1010
CJHC1775
CJHC1710

70
70
100
100
175
175

M98
M98
M90
M90
M57
M57

Integrally ballasted. Explosion-proof, dust-
ignition-proof. Factory sealed. Class I, Division 1
and 2, groups C and D; Class II, Divisions 1 and
2, groups E, F, and G; Class III. UL listed. Suit-
able for use in wet locations, paint spray booths,
or any location where ignitable dust, fumes,
gases, or corrosive atmospheres may be
present. Lamps not included. Supplied with au-
tomatic resetting dual protected Class "P" bal-
last. 3/4" hub size, all fixtures 48" long. Lamp
protector also available for two lamp units - UV
stabilized polycarbonate, fits 48" fixtures. Fix-
tures comply with NEC. 516-3(c) and NFPA No.
33. Watts between 38 and 110, depending on
make.

Hub

Size

In.

HPS

0/.
1

0/.
1

0/.
1

0/.
1

3/.
1

MH

%
1

%
1

%
1

MV

3/.
1

CJMC1075
CJMC1010

100
100

H38
H38

Bracket - 4 Hubs, 3 Close-up Plugs

Hub

Size

In.

HPS

3/.
1

3/.
1

3/.
1

3/.
1

3/.

ANSI
Lamp
TypeNo. UPC Watts

Pendant Ceiling
Fluorescent Lighting Fixtures

UPC Volts Desc.
2 Lamp Units

ARS240-118 . . . . . 120 Rapid Start T12
Bi-pin 430mA

ARS240-277 . . . . . 277 Rapid Start T12
Bi-pin 430mA

ARL238-277 . . . . . 277 Instant Start
Slimline T12

Single Pin
425mA

Rapid Start HO

T12 Bi-Pin
800mA

Rapid Start HO

T12 Bi-pin
800mA

Rapid Start
VHO-SHO T12
Recessed Obi.

Contact 1500mA
Rapid Start

VHO-SHO T12

Recessed Obi.

Contact 1500mA

Rapid Start T12

Bi-pin 430mA
Rapid Start T12

Bi-pin 430mA
Rapid Start HO

T12 Bi-pin
800mA

Rapid Start T12

Bi-pin 430mA
Rapid Start T12

Bi-pin 430mA
Instant Start

Slimline T12

Single Pin
425mA

Rapid Start HO

T12 Bi-pin
800mA

Rapid Start Ho

T12 Bi-pin
800mA

CJlB3575
CJlB351 0
CJlB5075
CJlB5010
CJlB7075
CJlB7010
CJlB1075
CJlB1010
CJlB1575
CJlB1510

35
35
50
50
70
70
100
100
150
150

876
876
868
868
862
862
854
854
855
855

No.

CJHB7075
CJHB7010
CJHB1075
CJHB1010
CJHB1775
CJHB1710

70
70
100
100
175
175

M98
M98
M90
M90
M57
M57

AH260-11S* 13995 120

AH260-277* 14000 277

MH
3/.
1
3/.
1
3/.
1

MV
3/.
1

Bracket 25° Stanchion

Explosion-proof. Dustproof, ignition-proof. Suit-
able for use in wet locations. Class I, Div.1,
Groups C, D. Class II, Div. 1, Groups E, F, G.
Class II, Div. 2, Groups F, G. Class III. UL 1572,
844, 595 (Marine) Listed.

Pendant

1 Hub, Rigid or Flexible Mounting

Hub ANSI
Size Lamp

No. UPC In. Watts Type
HPS

CJLP3575* . . . . . 3/4 35 576
CJLP3510* 1 35 576
CJLP5075* . . . . . 3/. 50 568
CJLP5010* 1 50 568
CJLP7075t . . . . . 3/. 70 562
CJLP701Ot 1 70 562
CJLP1075t 3/. 100 554
CJLP101Ot 1 100 554
CJLP1575t . . . . . 3/4 150 555
CJLP151Ot 1 150 S55

AVH210-118* 15495 120 CJMB1075
CJMB1010

100
100

H38
H38

AVH21 0-277* 15500 277
25° Stanchion - 1 Hub

3 Lamp Units

. . . . 120

277

14005 120

ARS340-118

ARS340-277

AH360-118*

ANSI
lamp
Type

S76
S68
S62
S54
S55

No. UPC Watts

HPS
CJLS35150
CJLS50150
CJLS70150
CJLS10150
CJLS15150

35
5

70
100
150

4 Lamp Units
. . . . 120

. . . . 277

15490 277

MH
ARS440-118

ARS440-277

ASl438-277

CJHP7075t
CJHP701Ot
CJHP1075t
CJHP1 01 Ot

CJHP1775t
CJHP171Ot

0/4
1

0/4
1

0/4
1

70
70
100
100
175
175

M98
M98
M90
M90
M57
M57

MH
CJHS70150
CJHS10150
CJHS17150

70
100
175

M98
M90
M57

MVMV
CJMP1075t % 100 H38
CJMP101Ot 1 100 H38
'35W fixtures have 120V ballast; add suffix -12. 50W
fixtures have dual tap ballast for 120 and 277V only; add
suffix-DT. "Add voltage suffix-MTfor 120, 208, 240, Or
277V, or -48 for 480V.
tV2" tapped nut furnished with 1 V2"-1'/4" reducer.

CJMS10150 100 M38
Note: Fixtures with 1" hubs listed for class I, Div. 1 and
2 Group D only.

HPS Models: To order fixture with guard, add suffix G
(before adding voltage suffix. Add suffix -HRE (after
adding voltage suffix) for "Hot Restart" Emergency op-
tion (HPS fixtures only.)

AH460-118* 14010 120

AH460-277* 14015 277

Products shown here are for reference only. They can be sold by the locally authorized distributor.
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APPLETON@
Lighting Fixture Installations

Explosion-Proof - Typical
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Use Appleton@ hangers and conduit outlet bodies. Pendant suspension of lighting fixtures in Class I and Class II, Div. 1 and 2 areas.

Complete Information Available on Request.

Copyright @ by Howard W. Sams & Co. Designs and Specifications are for reference only and are subject to change without notice.
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O-Z/GEDNEY
Explosion Proof Lighting Fixtures

Series LM - H.I.D. - Ceiling Mounted

-
Form 4A Form 5

Ballast
No.

-
Form 4

lamp
No.

Wi.
Lbs.UPC Form Watt.

High Pressure Sodium

50
70
100
150
250
400

Metal Halide

70
100
175
250
400

Mercury Vapor

100
175
250
400

No.

HXHPF
HXHPF
HXHPF
HXHPF
HXHPF
HXHPF

24
26
27
28
49
52

4A
4A
4A
4A
5
5

LU50
LU70

LU100
LU150
LU250
LU400

LMX50LXGG14
LMX70LXGGMTB
LMX100LXGGMTB
LMX150LXGGMTB
LMX250LXGGMTB
LMX400LXGGMTB

70137
70139
70142
70145

MH70 (Med.)
MH100 (Med.)

MV175
MV250
MV400

HXHPX
HXHPX
CWA
CWA
CWA

29
31
33
41
50

4
4
4
5
5

LMX70MAGG127
LMX100MAGG127
LMX175MAGGMTB
LMX250MAGGMTB
LMX400MAGGMTB

70140
70143

70149

CWA
CWA
CWA
CWA

H38
H39
H37
H33

32
33
34
48

LMX100MMGGMTB
LMX175MMGGMTB
LMX250MMGGMTB
LMX400MMGGMTB

70141
70144

70150

4
4
4
5

HOLOPHANE@
Industrial Lighting

Petrolux@ II

Refractor Reflector
F?r hazardous areas! grain mills a~d eleva.tors, power ~enerating plants (coal fired), petro-chem facilities, flour and feed mills, refineries, and textiles mills.
Hinged ballast housing for easy Installation and maintenance. Standard pendant mount. Low copper (360.1 alloy) for added corrosion resistance.
Thermoset polyester powder paint. 120V.
UL Listed 844 and 595. CSA Certified C22.2 No. 137.
Optics: 545. Small housing. Prismatic glass refractor for symmetrical distribution.
Optics: 635. Large housing. Prismatic closed bottom glass reflector with spacings of 1.3:1 with HPS, 1.3:1 with MH, 1.3:1 with MV.

Optics: 525. Large housing. Prismatic glass refractor for symmetrical distribution.

Lamp Housing Wt. Wt.
No. UPC Type Watts Size Lbs. kg

Refractors

Small
Small
Large
Small
Large

25
27
46
25
44

11.3
12.0
20.8
11.3
20.0

HPS
HPS
HPS
MH
MH

70
150'
250
175
250

PETLO70HP12545PD
PETL15AHP12545PD
PETL250HP12525PD
PETL175MH12545PD
PETL250MH12525PD

Continued on next page

Products shown here are for reference only. They can be sold by the locally authorized distributor.



405
Continued from previous page

Lamp
Type

Housing
Size

Wt.
Lbs.

Wt.
kgNo. UPC Watts

Reflectorst
250
400
250
400

Large
Large
Large
Large

47
49
45
46

21.0
22.0
20.0
20.8

PETL2S0HP1263SPD HPS
PETL400HP1263SPD HPS
PETL250MH1263SPD MH
PETL400MH12635PD . . . . . MH
'SSV.
tClosed bottom glass w/spacings of 1.3:1 w/HPS, 1.3:1 w/MH, 1.3:1 w/MV.

O-Z/GEDNEY
Hazardous Location Lighting

VM Series - Stanchion Mount - HID -
Threaded Refractor

O-Z/GEDNEY
Hazardous Location Lighting

VM Series - Cone Pendant Mount - HID -
Threaded Refractor

f:J~-~

Wt.
Lbs.No. UPC Form Watts*

High Pressure Sodium
VMF50lXGGP-14 , , ' , , 1 50
VMF70lXGGP-8 1 70
VMF100lXGGP-8 1 100
VMF150lXGGP-8 1 150

17.5
19.5
21.5
22.5Ij~:::::;::o;:,-

Mercury Vapor
VMF100MMGGP-8
VMF175MMGGP-8
VMF250MMGGP-8

100
175
250

18.5
20.5
21.5

,
. 1

1

Metal Halide

VMF70MAGGP-8 1
VMF100MAGGP-8 1
VMF175MAGGP-8 1

*For mogul base lamps.

Note: 1" conduit hub size available.

70
100
175

17.5
19.5
21.5

, ,
Supplied assembled in one carton. High power
factor multi-tap ballasts with non-PCB capaci-
tors. All exterior hardware #300 series stainless
steel. Hinge and latch arrangement permits
hands free wiring.
UL Certified for use in Class I, Div. 2 Groups A,
B, C, D, Class II, Div. 1 & 2 Groups E, F, G, and
Class III hazardous locations (UL844).
Metal Halide Models. lOW to 100W units avail-
able.
When ordering, change 5 to 1 in part no. to
substitute IES Type I refractor for IES Type V
refractor.

O-Z/GEDNEY
Hazardous Location Lighting

Fixtures
Series VM - H.I.D. - Cone Rigid Pendant

Mount

Supplied assembled in one carton. High power
factor multi-tap ballasts with non-PCB capaci-
tors. All exterior hardware #300 series stainless
steel. Hinge and latch arrangement permits
hands free wiring.

UL Certified for use in Class I, Div. 2 Groups A,
B, C, D, Class II, Div. 1 & 2 Groups E, F, G, and
Class III hazardous locations (UL844).

Metal Halide Models. 70W to 100W units avail-
able.

When ordering, change 5 to 1 in part no. to
substitute IES Type I refractor for IES Type V
refractor. Hub

Size
No. UPC Watts In.

High Pressure Sodium

VMA70LXRR5G-8 . 70 3/.
VMA 1 OOLXRR5G-8 . . . 100 3/.
VMA150LXRR5G-8 150 0/.

Mercury Vapor
VMA100MMRR5G-8 . . . . . 100 0/.
VMA175MMRR5G-8 . . . 175 0/.
VMA250MMRR5G-8 . . . . . 250 0/.

Metal Halide

VMA175MARR5G-8 . . . . . 175 0/.
VMA250MARR5G-8 . . . . . 250 0/.

O-Z/GEDNEY
Hazardous Location Lighting

VM Series - Stanchion Mount - HID

Wt.
lbs.Hub

Size
In.

Wt.
lbs.No. UPC Watts

High Pressure Sodium

VMD70LXRR5G-8 ... 70
VMD100LXRR5G-8.. 100
VMD150LXRR5G-8 ... 150

Mercury Vapor
VMD100MMRR5G-8.. 100
VMD175MMRR5G-8.. 175
VMD250MMRR5G-8 ... 250

Metal Halide

VMD175MARR5G-8.. 175
VMD250MARR5G-8 250

26.5
27.5
28.51V.

1V.
1V.

27.0
28.0
29.0

25.0
27.0
28.01V.

1V4
1V4

25.5
27.5
28.5

28.0
30.0

- -
Form 1 Form 2

High power factor multi-tap ballasts with non-
PCB capacitors. All exterior hardware #300 Se-
ries stainless steel. Hinge and latch arrangement
permits hands free wiring. Hub size 3/4". As-
sembled.

UL certified for use in Class I, Div. 2 Groups
A,B,C,D, Class II, Div. 1 & 2 Groups E,F,G, and
Class III hazardous locations (UL844).

1V.
1V.

28.5
30.5

WI.
lbs.No. UPC Form Watts*

High Pressure Sodium
VMA50LXGGP-14 1 50
VMA70LXGGP-8 1 70
VMA100lXGGP-8 . . . . . 1 100
VMA150lXGGP-8 1 150
VMA250lXGG-8 2 250
VMA400lXGG-8 2 400

Mercury Vapor
VMA100MMGGP-8.. 1 100
VMA175MMGGP-8.. 1 175
VMA250MMGGP-8.. 1 250
VMA400MMGG-8.. 2 400

Metal Halide
VMA70MAGGP-8. 1 70
VMA100MAGGP-8 . . . . . 1 100
VMA175MAGGP-8 . . . . . 1 175
VMA250MAGGP-8 2 250
VMA400MAGG-8 2 400
'For mogul base lamps.
Note: 1" condo Ii! ~llh ~i7g "\/"il,,hlg

18
20
22
23
35
41

19
21
22
29

18
20
22
26
36

High power factor multi-tap ballasts with non-
PCB capacitors. All exterior hardware #300 Se-
ries stainless steel. Hinge and latch arrangement
permits hands free wiring. 3/4" hub size. As-
sembled.

UL certified for use in Class I, Diy. 2 Groups
A,B,C,D, Class II, Diy. 1 & 2 Groups E,F,G, and
Class III Hazardous locations (UL844).

._~ -
Form 1 Form 2

Supplied assembled in one carton. High power
factor multi-tap ballasts with non-PCB capaci-
tors. All exterior hardware #300 series stainless
steel. Hinge and latch arrangement permits
hands free wiring.
UL Certified for use in Class I, Diy. 2 Groups A,
B, C, D, Class II, Diy. 1 & 2 Groups E, F, G, and

. .-- ~.~..~ . Class III hazardous locations (UL844).

Continued on next page
Designs and Specifications are for reference only and are subject to change without notice.Copyright @ by Howard W. Sams & Co.
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Hub
Size
In.

Hub
Size Wt.

No. UPC Form Watts In. Lbs.
High Pressure Sodium

VMD50LXGGP-14 . . 1 50 1'/. 18.5
VMD70LXGGP-8 . . . . 1 70 1 V. 20.5
VMD100LXGGP-8 . . ... 1 100 1V. 22.5
VMD150LXGGP-8 1 150 1V. 23.5
VMD250LXGG-8 . . 2 250 1V. 35.5
VMD400LXGG-8 . . . . . 2 400 1V. 41.5

Mercury Vapor
1 100 1V. 19.5
1 175 1V.21.5
1 250 1V. 22.5

c- - . . . . . 2 400 1V. 29.5
Metal Halide

VMD70MAGGP-8 1 70
VMD100MAGGP-8.. 1 100
VMD175MAGGP-8 . 1 175
VMD250MAGGP-8 2 250
VMD400MAGG-8 2 400 .., O-Z/GEDNEY

Lighting Fixtures
Series V - Hazardous Location - Wall Mount

~-

WI.
Lbs.No. UPC Watts

High Pressure Sodium

VMX70LXRR5G-8.. 70
VMX100LXRR5G-8. 100
VMX150LXRR5G-8 150

Mercury Vapor
VMX100MMRR5G-8 100
VMX175MMRR5G-8. 175
VMX250MMRR5G-8 ... 250

Metal Halide"

VMX175MARR5G-8 175
VMX250MARR5G-8 250 ,. _v

'70-100W units available.

O-Z/GEDNEY
Hazardous Location Lighting

VM Series - Flexible Pendant Mount - HID
Threaded Refractor

r

3/.
'¥4
'¥4

25.5
26.5
27.5

24.0
26.0
27.0

0/.

0/.

3/.

VMD100MMGGP-8
VMD175MMGGP-8
VMD250MMGGP-8
VMn4nnMMGG-8

0/.
3/.

27.0
?Q,O

1V. 18.5
1V. 20.5
1V. 26.5
1V. 26.5
1'/, ~ ~

1-;4

Without Junction box.Supplied completely as-
sembled in one carton. PL lamps included as
standard with fluorescent fixtures. Dimensions:
Height w/guard 12.74", outside width 10".
UL Certified for use in Class I, Div. 2 Groups
A,B,C,D, Class II, Div. 1 & 2 Groups E,F,G, and
Class III (UL844).

Supplied assembled in one carton. High power
factor multi-tap ballasts with non-PCB capaci-
tors. All exterior hardware #300 series stainless
steel. Hinge and latch arrangement permits
hands free wiring. UL Certified for use in Class
I, Div. 2 Groups A, B, C, D, Class II, Div. 1 & 2
Groups E, F, G, and Class III hazardous locations
(UL844).
When ordering, change 5 in part no. to 1 to
substitute IES Type I refractor for IES Type V
refractor.
Metal Halide Models. 70W to 100W units avail-
able.

Hub
Size

--" UPC Watts In. ~U-

High Pressure Sodium
VMP70LXRR5G-8 . . . . . 70 3/.
VMP100LXRR5G-8 . . . . . 100 3/.
VMP150LXRR5G-8 70371 150 3/. _..,

Mercury Vapor
VMP100MMRR5G-8 . . . . 100 3/.
VMP175MMRR5G-8 70372 175 3/.
VMP250MMRR5G-8 . . . . . 250 3/. ~, .

Metal Halide

VMP175MARR5G-8 . . . 175 3/.
VMP250MARR5G-8 . . . 250 3/. ~~.

O-Z/GEDNEY
Hazardous Location Lighting

Ceiling Mount - HID - Threaded Refractor

, ,

Supplied assembled in one carton. High power
factor multi-tap ballasts with non-PCB capaci-
tors. All exterior hardware #300 series stainless
steel. Hinge and latch arrangement permits
hands free wiring. UL Certified for use in Class
I, Div. 2 Groups A, B, C, D, Class II, Div. 1 & 2
Groups E, F, G, and Class III hazardous locations
(UL844).
Metal Halide Models. 70W to 100W units avail-
able.
When ordering, change 5 to 1 in part no. to
substitute IES Type I refractor for IES Type V
refractor.

Wt.
I ht;.No

Hub
Size

No. UPC Watt. In.

Incandescent

70470 200 ¥4
- 70423 300 3/.

Fluorescent"

VW18FGGPI 70469 18 3/.
VW26FGGPI 70471 26 3/.
VW28FGGPI 70472 28 3/.
VW56FGGPI 70474 56 ¥4
'Factory installed Bi-Pin PL lamps included.

O-Z/GEDNEY
Hazardous Location Lighting

V Series - Stanchion Mount

r

Wt.
lbs. Hub

Size
No. UPC Watts In. ---

High Pressure Sodium
VMF70LXRR5G-8 70 3/4 26.0
VMF100LXRR5G-8 . . . . . 100 3/4 27.0
VMF150LXRR5G-8 . . . . . 150 3/4 28.0

Mercury Vapor
. . . 100 3/4 24.5
. . 175 3/4 26.5

uuu...250 3/427.5
Metal Halide

VMF175MARR5G-8 . . . 175 3/4 27.5
VMF250MARR5G-8 . . . . . 250 3/4 29.5

HUBBELL@

High Intensity Discharge Lighting
Watt II - Hazardous Location

Features high efficiency
and low electrical energy
consumption, horizontal
illumination with wide
spacings, vertical illumi-
nation with generous up-
light, factory lamped and

- pre-wired.

Designed for all types of outdoor and interior
areas where it will be subjected to weather or
moisture and water vapor and hazardous loca-
tions - walkways, bridges, shower rooms, tun-
nels, chemical plants, oil refineries, service sta-
tions, textile mills.

25.5
26.5
775

Wt.
Lh..

VW200lGGP
VW~nI1lr;r;p

11
11

24.0
26.0
?7013

13
13
14 VMF100MMRR5G-8

VMF175MMRR5G-8
VMI=7I;nMMRRI;I:_II

27.0
?O 0

,
Supplied assembled in one carton. High power
factor multi-tap ballasts with non-PCB capaci-
tors. All exterior hardware #300 series stainless
steel. Hinge and latch arrangement permits
hands free wiring. UL Certified for use in Class
\, Div. 2 Groups A, B, C, D, Class II, Div. 1 & 2
Groups E, F, G, and Class III hazardous locations
(UL844).
When ordering, change 5 to 1 in part no. to
substitute IES Type I refractor for IES Type V
refractor.

Supplied completely assembled in one carton.
Dimensions: Height with guard 12.74", outside
width 10".
UL Certified for use in Class I, Div. 2 Groups A,
B, C, D, Class II, Div. 1 & 2 Groups E, F, G, and
Class III (UL844).
Flourescent. Bi-Pin PL lamps included and in-
stalled.
When ordering, delete GP from part no. to order
without guard.

Continued on next page

Products shown here are for reference only. They can be sold by the locally authorized distributor
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Anchor
Bolts
Dia.
A
In.
1
3/.

Max.
Range of
Adjust.

In.
20/,6

3

Hole
Ctr.

C

In.

10/32

1V2

Net
Wt.
Lbs.

8
7

No.
333
333-A

UPC

LUMARK@
Lighting Brackets

P Series - For Wood Poles

No. EPA EPA/
of Sq. Stub, Sq. Ft.

No. UPC Stubs Ft. 75 mph 100 mph
101-A13* 1 ... ... ...
101-A23t 2 .60 9.0 4.5
101-J33 3 .806.0 3.0
101-Y33 3 .596.0 3.0
101-W43 . . . . . 4 .53 9.0 4.5
101-J43 4 1.11 9.0 4.5
'Suitable for connecting 3" (#V2" CD) tenon to 2" (23/8"
CD) tenon.
tTo slip 23/8" CD pole top tenon, change first digit from
"3" to "2"

LUMARK@
Steel Pole Mounting Brackets

Series 109

Hot-dipped galvanized steel construction. For
use with lighting poles. Mounting hardware not
included.

For mounting floodlights with 2" slipfitters on
round or square steel poles. Bronze paint finish.
Includes pole with simplex fitting and hardware
allowing bracket to be bolted directly to fitting on
the steel pole at job site; will not work with other
manufacturers' simplex fittings. When ordering,
specify location of bracket with respect to base
of pole and handhole.

Max.
Arm Dim. Fixt.

Lgth. A Rise B Wt. EPA
Ft. In. Lbs. Sq. Ft.

1'/." Pipe

2.0 13 90 5.0
2.5 15 80 2.4
4.0 19 80 2.4
6.0 24 80 2.4
8.0 30 35 12

2" Pipe

2.0 13 90 5.0
2.5 15 80 2.4
4.0 19 80 2.4
6.0 24 80 2.4
8.0 30 70 1.8

No. UPC

Max.
Fixture

Wi.
Lbs.
75
65

Bracket
EPA
Sq.
Ft.
.40
.53

P125S020
P125S026
P125S040
P125S000
P125S080

Arm
Lgth.

In.
14
22

Net
Wt.
Lbs.

10
12

No.
109W14
109W22

UPC

P200S020
P200SO26
P200S040
P200S060
P200S080

LUMARK@
Bolt Circle Adapters

Series 333 - For Aluminum Poles

Continued from previous page

Supplied with lamp. UL Listed "Suitable for Haz-
ardous and Wet Locations".

Lamp Power
No. UPG Watts Volts Factor
Pendent w/Cast Box - Class I - Diy. 2

LS1P07NANL ",. 70 120 NPF
LS1P01NANL , , . , . 100 120 NPF
LS1P07HANL . . . . . 70 . . .* HPF
LS1P01HANL 100 ...* HPF
Pendent w/Cast Box - Class II - DiY. 2 - Class

III
LS2P07NANL 70 120 NPF
LS2P01NANL , 100 120 NPF
LS2P07HANL ..,. 70 * HPF
LS2P01HANl , , , , . 100 * HPF

Pendent Thru Wire Box - Class I - Diy. 2

lS1T07NANl 70 120 NPF
lS1T01NANl 100 120 NPF
LS1T07HANl . . . . . 70 . . .* HPF
lS1T01HANl 100 ",* HPF
Pendent Thru Wire Box - Class II - Diy. 2 -

Class III
lS2T07NANl... 70 120 NPF
lS2T01NANl ., , , , 100 120 NPF
lS2T07HANl , , . . , 70 . . .* HPF
lS2T01HANl ...,,100 ,..* HPF

Stanchion - Class I - Diy. 2

lS1S07NANl "... 70 120 NPF
lS1S01NANl 100 120 NPF
lS1S07HANl . . . . . 70 . . .* HPF
lS1S01HANl . . . . . 100 * HPF

Stanchion - Class II - Diy. 2 - Class III

lS2S07NANl , 70 120 NPF
lS2SO1NANl 100 120 NPF
lS2S07HANl . . . . . 70 , , ,* HPF
lS2S01HANl , , , . . 100 * HPF

Wall Bracket - Class I - Diy. 2

lS1W07NANL ... 70 120 NPF
lS1W01NANl 100 120 NPF
lS1W07HANl , . . . . 70 , , ,* HPF
lS1W01HANl , 100 * HPF

Wall Bracket - Class II - Diy. 2 - Class III

lS2W07NANL ... 70 120 NPF
LS2W01NANl , 100 120 NPF
LS2W07HANl , 70 ...* HPF
lS2W01HANL .,... 100 ...* HPF
'Specify voltage desired: 120,208,240,277 or 480,

LUMARK@
Lighting Brackets

W Series - For Concrete PolesLUMARK@
Steel Brackets

101 Series

~ 36' 36'-

I I J

No.101-J33

---

.-- 32'--.

,...~
No.101-A23

Anchor Bolt Circle
Adapter & Stud

--IS' --

Hot-dipped galvanized steel construction. Avail-
able prime painted. For use with lighting poles.
Mounting hardware not included.

Existing
Anchor
Bolt & Nut

Max.
Arm Dim. Fixt.

Lgth. A Rise B Wt. EPA
Ft. In. Lbs. Sq. Ft.

1'/4" Pipe
4.0 25 70 3.1

2" Pipe
6.0 34 90 4.0
8.0 34 45 2.4

No. UPC-
No. 101-J43

For use with floodlights with 2" slipfitters. Un-
threaded pole fitter slip 3" (3V2" CD) pole top
tenons. Unthreaded, capped top fitter. Max.
floodlight weight/stub is 100 Ibs. Bronze paint
finish; galvanized finish available.

i A i

Grouting Between
Anchor Bolts & Adapters
Mu1t be Used

Zinc plated steel construction. Convert bolt
circles to larger or smaller sizes. Accommodate
new poles with existing anchor bolts or compen-
sate for errors made in setting original bolts. In-
clude 4 bolt circle adapters with studs and nuts.

W125CO40

W200CO60
W200CO80

Designs and Specifications are for reference only and are subject to change without notice.Copyright @ by Howard W. Sams & Co.
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LUMARK@
Removable Tenons

For Square Pole

LUMARK@
Wraparound Pole Mount Brackets

For Wood Poles

LUMARK@
Wood Pole Floodlight Brackets

!-6""-" - 24' ---4

,/,,' DIA,
: Plcs Thru

Steel construction. Primed finish; for hot-dip gal-
vanized finish, add suffix "G". 23/8" OD tenon.
Mounting hardware not included.

Net
Wt.
Lbs.
13
20

Hot-dipped galvanized construction. Bronze
painted finish. Includes through bolts.

Pole Tenon
Size 00

Nn, UPC In. In.
4 2%

, 5 23/8
, 6 2%

i , 4 31h
i "." 5 31h
, 6 31h

UPC Desc.
SinQle
Twin

No.
06469
06517

LUMARK@
Right Angle Brackets

LUMARK@
Tenon Reducers

-
No. W4P710

Steel construction. For mounting lighting fixtures
to pole. Wiring hole provided for each arm. 23/8"
OD steel pipe. For galvanized finish, change "P"
to "G" in Cat. No. Includes all hardware.

Pole No.
Dia. of

No. UPC In. Arms
W1P710 7-10 1
W2P710 ... 7-10 2
W3P710 7-10 3
W4P710 7-10 4
W2P1013 10-13 2
W3P1013 10-13 3
W4P1013 10-13 4

LUMARKCft)
Cross Arm Brackets

For Wood Poles

Steel construction, For use in mounting lighting
fixtures, Tenon size, 23/8" OD pipe, Prime painted
finish; for bronze painted finish, add suffix "BZ";
for hot-dip galvanized finish, add suffix "G",
Mounting hardware not included,

Lgth.
In.
14

UPCSteel construction. Include mounting hardware.

OD
No. UPC In.

TR30-2 . . . . . 3 to 23/8
TR35-2 . . . . . 3V2 to 2%
TR40-2 . . . . . 4 to 2%

No.
RABV

LUMARK@
Pole Mount Floodlight Brackets

For Wood Poles

LUMARK@
Parapet Brackets S3C3WPS3C3WPM

t-18"--1
I
41"

5~:

Steel construction.
Hot-dip galvanized steel construction. Mounting
hardware not included.

No. UPC Desc.
OA1009 Pole Mount Bracket

Tenon
OD
In.
3

Desc.
Single Parapet

UPCNo.
FA63

S3C3WPM S3C3WPM
Steel construction. For mounting lighting fixtures
on poles. Fixture mounting holes are 30" on cen-
ter. For galvanized finish, change "P" to "G" in
Cat. No. Mounting hardware not included.

No. UPC Desc.
S2C2WP . . . . 2 in Line
S3C3WP . . . . . 3 in Line
S3C3WPM* . . . . . 3 in Line/Off-Set
S4C4WP . . . . . 4 in Line

'For use with Eagle XL.

Products shown here are for reference only. They can be sold bv the In"allv al oIhnri7Arl rl;~lrih, ,Inr


