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Mini-Change® Cordsets

Cordset Family
Mini-Change®

Best Selection, Best Choice. 

The Brad Harrison® Mini-Change® connector family is the
standard by which all other miniature connectors are measured.
To understand why Mini-Change connectors are the choice,
simply look at their evolution. We pioneered the market for
miniature connectors, presenting the first quick-disconnect
alternative to hardwiring. Today, Brad Harrison connectors
continue to be the recognized leader for quality and durability in
design, embodied in the widest selection of miniature connectors
on the market.    

To continuing to broaden our innovative line, the 19-pole
connector consolidates power and control wiring in a molded,
prewired, water-tight package.

Applications

The Brad Harrison Mini-Change connector family provides
connections for 12 and 18mm proximity sensors, photoelectric
sensors, limit switches, and hydraulic valves commonly found in
industrial applications involving conveyors, packaging equipment,
material handling equipment, and automated assembly
equipment.



Mini-Change® Cordsets

Look for these new Mini-Change® connector products

Single- & Double-Ended Cordset
Auto Color Code with #18 AWG
PVC cable, 3P to 5P

Design and Quality

The Brad Harrison® Mini-Change® connector family is designed with a variety of
configurations and advanced features to meet virtually every connector require-
ment. Available in 2- through 19-pole configurations, straight or 90 degree
connectors and receptacles, lighted or non-lighted connectors, and more. High
performance Brad Harrison Mini-Change connectors feature gold over palladi-
um/nickel plating for a longer-lasting solution. Plus, only Brad Harrison Mini-
Change Connectors are designed with an epoxy coated coupling nut, providing
a minimum of 500 hours of corrosion resistance – no other miniature connec-
tor comes close.  

Using Brad Harrison Mini-Change connector products, wiring will never been
easier, or easier to maintain. To ensure optimal connectivity and a low-resistance
connection, the Quad Beam™ female contact maintains constant pressure on
the male pin. To keep away moisture, their moisture resistant design and seal
construction provides NEMA 6P and IP 68 protection. An anti-vibration feature
prevents the coupler from loosening, even under extreme vibration. And our
Mini-Change connector products continue to evolve, so there will never be a
better selection or choice than the Mini-Change connectors from Brad Harrison.

A SIZE
PAGES 42 - 47

2P TO 6P

A SIZE 
PAGES 48 - 55,

58 - 59
3P TO 5P

A SIZE
PAGES 56 - 57, 
60 - 63, 68 - 71

3P & 5P

A SIZE
PAGES 64 - 67

3P TO 5P

SINGLE-ENDED STRAIGHT
SINGLE-ENDED 90˚
DOUBLE-ENDED STRAIGHT
DOUBLE-ENDED 90˚
STOOW CABLE 16 AWG
MATING RECEPTACLE

SINGLE-ENDED STRAIGHT
SINGLE-ENDED 90˚
DOUBLE-ENDED STRAIGHT
DOUBLE-ENDED 90˚
SOO CABLE 16 AWG
STOOW CABLE 16 AWG
MATING RECEPTACLE

SINGLE-ENDED STRAIGHT
SINGLE-ENDED 90˚
SINGLE-ENDED 90˚ LED
DOUBLE-ENDED STRAIGHT
TPE CABLE 18 AWG
PUR CABLE 18 AWG
PUR COIL CORD 18 AWG
STOOW CABLE 16 AWG
MATING RECEPTACLES

SINGLE-ENDED STRAIGHT
SINGLE-ENDED 90˚
AWM 2661 PVC CABLE 
18 & 20 AWG
MATING RECEPTACLES

B SIZE
PAGES 72 - 77

6P TO 8P

SINGLE-ENDED STRAIGHT
SINGLE-ENDED 90˚
DOUBLE-ENDED STRAIGHT
DOUBLE-ENDED 90˚
STOOW CABLE 16 AWG
MATING RECEPTACLES

C SIZE
PAGES 78 - 85

9P,10P,12P & 19P

SINGLE-ENDED STRAIGHT
SINGLE-ENDED 90˚
DOUBLE-ENDED STRAIGHT
DOUBLE-ENDED 90˚
STOOW CABLE 16 AWG
PUR CABLE 18/20 AWG
19P ONLY
MATING RECEPTACLES

NEWNEW

Single- & Double-Ended Cordset
#18 AWG Oil- and Weld Slag-
resistant TPE Cable, 3P and 5P

Single- & Double-Ended Cordset
LED Cordsets

Single-Ended Coil Cordsets
3P and 5P

NEWNEW NEWNEW

Single- & Double-Ended Cordsets
& Receptacles, 19P 

Attachable Connectors 
3P & 5P  

Mini-Change® Connector 
Section Quick Finder

NEWNEW NEWNEW NEWNEW

Gold-plated over
palladium 
nickel alloy contacts
for highest reliability 

E-coated coupling nut for
resistance to weld slag and
corrosion. Anti-vibration
feature prevents back-out.

Wide variety of cable options:
heavy-duty (PVC), special
chemical and cut resistant
(PUR) or “universal” cable
options that can be used in
either welding or cutting fluid
applications

Polarization key indicator tells
you that the connector is prop-
erly aligned – a real plus when
you are in poorly lit or hard-to-
reach places

Quad Beam™ design assures consistent
pressure is maintained over the life of the
connector, assuring consistent, highly 
reliable performance
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Mini-Change® Connector Cross-Reference
Old Part Number to New 13 Digit Part Number 
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40701 1R2004A20A120 MC 2P FR 12in. 16/1 PVC LDS

40701N 1R2004A20A1202 MC 2P FR 12in. 16/1 PVC LDS N-

40701SS 1R2004A20A1201 MC 2P FR 12in. 16/1 PVC LDS S.S.

40702 1R2005A20A120 MC 2P FR 12in. 16/1 90D PVC LD

40705 1R2006A20A120 MC 2P MR 12in. 16/1 PVC LDS

40705G 1R2006A20A120 MC 2P MR 12 16/1 PVC GOLD

40705N 1R2006A20A1202 MC 2P MR 12in. 16/1 PVC N-M

40705-NBK 1R2006A20A120 MC 2P MR 12 16/1 PVC LDS

40705NYL 1R2006A20A1202 MC 2P MR 12 16/1 PVC NYLON

40705SS 1R2006A20A1201 MC 2P MR 12 16/1 PVC LDS SST

40706 1R2007A20A120 MC 2P MR 12in. 16/1 PVC 90D

40707 102002A01F030 MC 2P MP 3ft. 16/2 PVC CORD

40707-90 102003A01F030 MC 2P MP 3ft. 90D 16/2 PVC COR

40707N 102002A01F0302 MC 2P MP 3ft. 16/2 PVC N-M

40707N-90 102003A01F0302 REPLACED BY 40707-90N

40707SS 102002A01F0301 MC 2P MP 3ft. 16/2 PVC SST

40708 102002A01F060 MC 2P MP 6ft. 16/2 PVC CORD

40708-90 102003A01F060 MC 2P MP 6ft. 90D 16/2 PVC COR

40708N 102002A01F0602 MC 2P MP 6ft. 16/2 PVC CORD

40708SS 102002A01F0601 MC 2P MP 6ft. 16/2 PVC SST

40709 102002A01F120 MC 2P MP 12ft. 16/2 PVC CORD

40709-90 102003A01F120 MC 2P MP 12ft. 90 DEG 16/2 PVC

40709-90N 102003A01F1202 MC 2P MP 12ft. 90D 16/2 PVC N-M

40709N 102002A01F1202 MC 2P MP 12ft. 16/2 PVC CORD

40709SS 102002A01F1201 MC 2P MP 12ft. 16/2 PVC SST

40710 102000A01F030 MC 2P FP 3ft. 16/2 PVC CORD

40710-90 102001A01F030 MC 2P FP 3ft. 90D 16/2 PVC COR

40710-90SS 102001A01F0301 MC 2P FP 3ft.90 DEG 16/2 PVC SST

40710N 102000A01F0302 MC 2P FP 3ft. 16/2 PVC CORD N-

40710N-90 102001A01F0302 REPLACED BY 40710-90N

40710SS 102000A01F0301 MC 2P FP 3ft. 16/2 PVC, SST

40711 102000A01F060 MC 2P FP 6ft. 16/2 PVC CORD

40711-90 102001A01F060 MC 2P FP 6ft. 90D 16/2 PVC COR

40711N 102000A01F0602 MC 2P FP 6ft. 16/2PVC CORD N-M

40711SS 102000A01F0601 MC 2P FP 6ft. 16/2 PVC SS COUP

40712 102000A01F120 MC 2P FP 12ft. 16/2 PVC CORD

40712-90 102001A01F120 MC 2P FP 12ft. 90D 16/2 PVC CO

40712-90N 102001A01F1202 MC 2P FP 12ft. 90D 16/2 PVC N-

40712N 102000A01F1202 MC 2P FP 12ft. 16/2 PVC CORD N

40712-NBK 102000A01F120 MC 2P FP 12ft. 16/2 PVC

40712SS 102000A01F1201 MC 2P FP 12ft. 16/2 PVC SST NUT

40712SS-90 102001A01F1201 MC 2P FP 12ft. 16/2 90D SST

40715 1R2004A20F030 MC 2P FR 3ft. 16/1 PVC LDS

40715SS 1R2004A20F0301 MC 2P FR 3ft. #16/1 PVC SS

40718 1020F0A20F060 MC 2P FP-LT 6ft. 16/1 PVC LDS

40725 112020A01F060 MC 2P MFE 6ft. 16/2 PVC CORD

40725N 112020A01F0602 MC 2P MFE 6ft. 16/2 PVC N-M

40730 112020A01F120 MC 2P MFE 12ft. 16/2 PVC CORD

40730-90 112021A01F120 MC 2P MFE ST/90 12ft. 16/2 PVC

40730N 112020A01F1202 REPLACED BY 112020A01F1202

40730SS 112020A01F1201 MC 2P MFE 12ft. 16/2 PVC S.S.

40731 102000A01F150 MC 2P FP 15ft. 16/2 PVC

40731-90 102001A01F150 MC 2P FP 90D 15ft. 16/2 PVC

40731SS 102000A01F1501 MC 2P FP 15ft. 16/2 PVC SST

NOT FOR
INTERRUPTING CURRENT

POUR ISOLEMENT SEULEMENT

Woodhead Connectivity/Brad Harrison®

PHONE: (800) 225-7724

VOLTS        AMP          DOM            S/O#

600         13     001501A  467212

P/N: 103000A01F060
REPLACES: 40902

MINI-CHANGE CORDSETS
WRAP AROUND LABEL DETAILS

Date of Manufacture
001501A

Technical Support/Customer Service

Operator Code
Manufacturing Cell #
Calendar Week (15=Week 15)
Year (00=2000)

Shop Order #UL Recognized Marking

Current Rating
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W A Woodhead Industries, Inc. Company
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001501A/ 475124
PPN 40705

1R2006A20A120
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MINI-CHANGE RECEPTACLES
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Manufacturing Cell #
Calendar Week (15=Week 15)

Year (00=2000)

Shop Order #
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CSA Certification Marking

Old Part #

New 13 Digit Part #

New 13 Digit Part #

Old Part #
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40731SS-90 102001A01F1501 MC 2P FP 90D 15ft. 16/2 PVC S.S.

40732 102000A01F300 MC 2P FP 30ft. 16/2 PVC

40732-90 102001A01F300 MC 2P FP 30ft. 90D 16/2 PVC CO

40732SS 102000A01F3001 MC 2P FP 30ft. 16/2 PVC SST

40736 112020A01F300 MC 2P MFE 30ft. 16/2 PVC CORD

40736SS 112020A01F3001 MC 2P MFE 30ft. 16/2 PVC SST

40743 112020A01F200 MC 2P MFE 20ft. 16/2 PVC

40743-90 112021A01F200 MC 2P MFE 90D FEM 20ft. 16/2 PVC

40743N 112020A01F2002 MC 2P MFE 20ft. 16/2 PVC N-M

40748 102000A01F200 MC 2P FP 20ft. 16/2 PVC

40748-90 102001A01F200 MC 2P FP 20ft. 90D 16/2 PVC CO

40748N 102000A01F2002 MC 2P FP 20ft. 16/2 PVC N-M

40748SS 102000A01F2001 MC 2P FP 20ft. 16/2 PVC SST NUT

40750 102000A01F060 MC 2P FP 60ft. 16/2 PVC

40751 102002A01F150 MC 2P MP 15ft. 16/2 PVC

40751-90 102003A01F150 MC 2P MP 15ft. 90D 16/2 PVC CO

40751N 102002A01F1502 MC 2P MP 15ft. 16/2 PVC N-M

40751SS 102002A01F1501 MC 2P MP 15ft. 16/2 PVC SST

40752 102002A01F200 MC 2P MP 20ft. 16/2 PVC CORD

40752-90 102003A01F200 MC 2P MP 20ft. 90D 16/2 PVC CO

40752N 102002A01F2002 MC 2P MP 20ft. 16/2 PVC N-M

40752SS 102002A01F2001 MC 2P MP 20ft. 16/2 PVC S.S.

40758 102002A01F250 MC 2P MP 25ft. 16/2 PVC CORD

40758-90 102003A01F250 MC 2P MP 25ft. 90D 16/2 PVC CO

40758-90N 102003A01F2502 MC 2P MP 25ft. 90D 16/2 PVC N-M

40758N 102002A01F2502 MC 2P MP 25ft. 16/2 PVC N-M

40759 1R2004A20F060 MC 2P FR PANEL MT 6ft. 16/1 PVC

40776 1R2G06A20A060 MC 2P MR 6in. PVC FLANGED SHEL

40783 112020A01F030 MC 2P MFE 3ft. 16/2 STO CORD

40783N 112020A01F0302 MC 2P MFE 3ft. 16/2 STO N-M

40794 102000A01F250 MC 2P FP 25ft. 16/2 PVC

40794-90 102001A01F250 MC 2P FP 25ft. 90D 16/2 PVC CO

40794N 102000A01F2502 MC 2P FP 25ft. 16/2 PVC N-M

40794SS 102000A01F2501 MC 2P FP 25ft. 16/2 PVC SST

40804 112020A01F250 MC 2P MFE 25ft. 16/2 PVC CORD

40804N 112020A01F2502 MC 2P MFE 25ft. 16/2 PVC N-M

40804SS 112020A01F2501 MC 2P MFE 25ft. 16/2 PVC SST

40823 102002A01F300 MC 2P MP 30ft. 16/2 PVC

40823-90 102003A01F300 MC 2P MP 30ft. 90D 16/2 PVC

40826 112020A01F150 MC 2P MFE 15ft. 16/2 PVC CORD

40832 1R2004A20F060 MC 2P FR 6ft. 16/1 PVC LDS

40832N 1R2004A20F0602 MC 2P FR 6ft. 16/1 PVC N-M

40832SS 1R2004A20F0601 MC 2P FR 6ft. 16/1 PVC LDS S.S.

40837 1R2006A20F060 MC 2P MR 6ft. 16/1 PVC LDS

40837N 1R2006A20F0602 MC 2P MR 6ft. 16/1 PVC N-M

40838N 1R2004A20F1202 MC 2P FR 12ft. 16/1 PVC LDS N-M

40838NYL 1R2004A20F1202 MC 2P FR 12ft. 16/1 PVC NYLON

40838SS 1R2004A20A1201 MC 2P FR 12ft. 16/1 PVC SST

40863 1R2G04A20A120 MC 2P FR 12in. PVC FLANGED SHE

40865 1R2G06A20A120 MC 2P MR 12in. #16/1 FLANGED S

40876-0030 — MC 2P M/MFE 3ft. 16/2 PVC CORD

40876-0060 — MC 2P M/MFE 6ft. 16/2 PVC CORD

40876-0150 — MC 2P M/MFE 15ft. 16/2 PVC CORD

40876-0200 — MC 2P M/MFE 20ft. 16/2 PVC CORD

40876-0300 — MC 2P M/MFE 30ft. 16 AWG CORD

40885 1R2007A20F060 MC 2P MR 6ft. 16/1 PVC 90DEG

40886 1R2005A20F060 MC 2P FR 6ft. 16/1 PVC 90DEG

40887 1R2G06A20F060 MC 2P MR 6ft. 16/1 PVC FLNGD S

40888 1R2G04A20F060 MC 2P FR 6ft. 16/1 PVC FLNGD S

40901 103000A01F030 MC 3P FP 3ft. 16/3 PVC CORD

40901-18 103000A03F030 MC 3P FP 3ft. 18/3 PVC STRAIGHT

40901-1890 103003A03F030 MC 3P FP 90DEG 3ft. 18/3 PVC

40901-90 103001A01F030 MC 3P FP 3ft. 90 DEG 16/3 PVC

40901-90N 103001A01F0302 MC 3P FP 3ft. 90DEG 16/3 PVC N

40901-E 103000A06M010 MC 3P FP 1M 18/3 PVC CORD

40901-E-90 103001A06M010 MC 3P FP 90D 1M 18/3 PVC

40901N 103000A01F0302 MC 3P FP 3ft. 16/3 PVC CORD

40901N-18 103000A03F0302 MC 3P FP 3ft. 18/3 PVC NYLON

40901N-1890 103001A03F0302 MC 3P FP 90D 3ft. 18/3 PVC N-M

40901S 103000C01F0301 MC 3P FP 3ft. 16/3 SOO CORD

40901S-90 103001C01F0301 MC 3P FP 3ft. 90 DEG 16-3 SOO

40901S-NBK 103000C01F030 MC 3P FP 3ft. 16/3 SOO CORD

40901SS 103000A01F0301 MC 3P FP 3ft. 16/3 PVC,SST COUP

40901SS-90 103001A01F0301 MC 3P FP 3ft. 90 DEG 16/3 PVC SS

40902 103000A01F060 MC 3P FP 6ft. 16/3 PVC CORD

40902-18 103000A03F060 MC 3P FP 6ft. 18/3 PVC STRAIGHT

40902-1890 103001A03F060 MC 3P FP 90DEG 6ft. 18/3 PVC

40902-18SS 103000A03F0601 MC 3P FP 6ft. 18/3 PVC SS

40902-90 103001A01F060 MC 3P FP 6ft. 90DEG 16/3 PVC

40902-90E 103001A06M020 MC 3P FP 90D 2M 18/3 PVC

40902-90N 103001A01F0602 MC 3P FP 6ft. 90DEG 16/3 PVC N

40902-E 103000A06M020 MC 3P FP 2M 18/3 PVC CORD

40902N 103000A01F0602 MC 3P FP 6ft. 16/3 PVC CORD

40902N-18 103000A03F0602 MC 3P FP 6ft. 18/3 PVC N-M

40902N-1890 103001A03F0602 MC 3P FP 90D 6ft. 18/3 PVC NYL

40902-NBK 103000A01F060 MC 3P FP 6ft. 16/3 PVC CORD

40902N-E 103000A06M020 MC 3P FP 2M 18/3 PVC CORD N-M

40902S 103000C01F060 MC 3P FP 6ft. 16/3 SOO CORD

40902S-90 103001C01F060 MC 3P FP 6ft. 90 DEG 16-3 SOO

40902S-90-NBK 103001C01F060 MC 3P FP 6ft. 90D 16/3 SOO

40902S-NBK 103000C01F060 MC 3P FP 6ft. 16/3 SOO CORD

40902SS 103000A01F0601 MC 3P FP 6ft. 16/3 PVC,SST COUP

40902SS-90 103001A01F0601 MC 3P FP 90D 6ft. 16/3C SST

40903 103000A01F120 MC 3P FP 12ft. 16/3 PVC CORD
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40903-18 103000A03F120 MC 3P FP 12ft. 18/3 PVC STRAIGHT

40903-1890 103001A03F120 MC 3P FP 90DEG 12ft. 18/3 PVC

40903-1890SS 103001A03F1201 MC 3P FP 90D 12ft. 18/3 PVC SST

40903-18G 103000A03F120 MC 3P FP 12ft. 18/3PVC STRT GOLD

40903-18SS 103000A03F1201 MC 3P FP 12ft. 18/3 PVC SS

40903-90 103001A01F120 MC 3P FP 12ft. 90DEG 16/3 PVC

40903-90N 103001A01F1202 MC 3P FP 12ft. 90DEG 16/3 N-M

40903-90-NBK 103001A01F120 MC 3P FP 12ft. 90D 16/3 PVC CORD

40903-90SS 103001A01F1201 MC 3P FP 12ft. 90D 16/3 PVC SST

40903-E 103000A06M050 MC 3P FP 5M 18/3 PVC CORD

40903-E-90 103001A06M050 MC 3P FP 90D 5M 18/3 PVC

40903-ESS 103000A06M0501 MC 3P FP 5M 18/3 PVC SST

40903N 103000A01F1202 MC 3P FP 12ft. 16/3 PVC CORD

40903N-18 103000A03F1202 MC 3P FP 12ft. 18/3 PVC N-M

40903N-1890 103001A03F1202 MC 3P FP 90D 12ft.18/3 PVC N-M

40903-NBK 103000A01F120 MC 3P FP 12ft. 16/3 PVC CORD

40903N-E 103000A06M0502 MC 3P FP 5M 18/3 PVC CORD N-M

40903S 103000C01F120 MC 3P FP 12ft. 16/3 SOO CORD

40903S-90 103001C01F120 MC 3P FP 12ft. 90 DEG 16-3 SOO

40903S-90-NBK103001C01F120 MC 3P FP 12ft. 90D 16/3 SOO

40903SN 103000C01F1202 MC 3P FP 12ft. 16/3 SOO NYLON

40903S-NBK 103000C01F120 MC 3P FP 12ft. 16/3 SOO CORD

40903SS 103000A01F1201 MC 3P FP 12ft. 16/3 PVC,SST COUP

40903SS-90 103001A01F1201 MC 3P FP 12ft. 90D 16/3 PVC SS

40904 103002A01F030 MC 3P MP 3ft. 16/3 PVC CORD

40904-18 103002A03F030 MC 3P MP 3ft. 18/3 PVC CORD

40904-1890 103003A03F030 MC 3P MP 3ft. 90 DEG 18/3 PVC

40904-18SS 103002A03F0301 MC 3P MP 3ft. 18/3 PVC SS

40904-90 103003A01F030 MC 3P MP 3ft. 90 DEG 16/3 PVC

40904-E 103002A06M010 MC 3P MP 1M 18/3 PVC CORD

40904N 103002A01F0302 MC 3P MP 3ft. 16/3 PVC CRD N-M

40904N-18 103002A03F0302 MC 3P MP 3ft. 18/3 PVC NON-MET

40904N-1890 103003A03F0302 MC 3P MP 3ft. 90D 18/3 PVC N-M

40904N-90 103003A01F0302 REPLACED BY 103003A01F0302

40904S 103002C01F030 MC 3P MP 3ft. 16/3 SOO CORD

40904SS 103002A01F0301 MC 3P MP 3ft. 16/3 PVC SS COUP

40904SS-90 103003A01F0301 MC 3P MP 90D 3ft. 16/3 PVC SST

40905 103002A01F060 MC 3P MP 6ft. 16/3 PVC CORD

40905-18 103002A03F060 MC 3P MP 6ft. 18/3 PVC CORD

40905-1890 103003A03F060 MC 3P MP 6ft. 90D 18/3 PVC CORD

40905-90 103003A01F060 MC 3P MP 6ft. 90 DEG 16/3 PVC

40905-90N 103003A01F0602 MC 3P MP 6ft. 90 DEG 16/3 PVC

40905-E 103002A06M020 MC 3P MP 2M 18/3 PVC CORD

40905-E-90 103003A06M020 MC 3P MP 90D 2M PVC CORD

40905-ESS 103002A06M0201 MC 3P MP 2M PVC CORD SS

40905N 103002A01F0602 MC 3P MP 6ft. 16/3 PVC CRD N-M

40905N-18 103002A03F0602 MC 3P MP 6ft. 18/3 PVC NON-MET

40905S 103002C01F060 MC 3P MP 6ft. 16/3 SOO

40905SS 103002A01F0601 MC 3P MP 6ft. 16/3 PVC,SST COUP

40905SS-18 103002A03F0601 MC 3P MP 6ft. 18/3 PVC,SST COUP

40906 103002A01F120 MC 3P MP 12ft. 16/3 PVC CORD

40906-18 103002A03F120 MC 3P MP 12ft. 18/3 PVC CORD

40906-90 103003A01F120 MC 3P MP 12ft. 90 DEG 16/3 PVC

40906-E 103002A06M050 MC 3P MP 5M 18/3 PVC CORD

40906N 103002A01F1202 MC 3P MP 12ft. 16/3 PVC CRD N-

40906-NBK 103002A01F120 MC 3P MP 12ft. 16/3 PVC

40906SS 103002A01F1201 MC 3P MP 12ft. 16/3 PVC,SST COUP

40906SS-18 103002A03F1201 MC 3P MP 12ft. 18/3 PVC SST

40906SS-90 103003A01F1201 MC 3P MP 90D 12ft. 16/3 PVC SST

40908 1R3007A20A120 MC 3P MR 12in. 16/1 90DEG PVC

40908-NBK 1R3007A20A120 MC 3P MR 12in. 16/1 90DEG PVC LD

40909 1R3006A20A120 MC 3P MR 12in. 16/1 PVC LDS

40909-13.5 1R3D06A25A120 MC 3P MR 305MM PG13.5

40909N 1R3006A20A1202 MC 3P MR 12in. 16/1 PVC N-M

40909-NBK 1R3006A20A120 MC 3P MR 12in. 16/1 PVC LDS

40909SS 1R3006A20A1201 MC 3P MR 12in. 16/1 PVC LDS SST

40910 1R3004A20A120 MC 3P FR 12in. 16/1 PVC LDS

40910-13.5 1R3D04A25A120 MC 3P FR 305MM PG13.5

40910N 1R3004A20A1202 MC 3P FR 12in. 16/1 PVC N-M

40910-NBK 1R3004A20A120 MC 3P FR 12in. 16/1 PVC LDS

40910SS 1R3004A20A1201 MC 3P FR 12in. 16/1 PVC LDS SST

40911 1R3005A20A120 MC 3P FR 12in. 16/1 90DEG PVC

40922 1R3004A20F030 MC 3P FR 3ft. 16/1 PVC LDS

40922G 1R3004A20F030 MC 3P FR 3ft. 16/1 PVC GOLD

40925 1030F0A20F060 MC 3P FP-LT 6ft. 16/1 PVC LDS

40933-E 103002A05M010 MC 3P MP 1M PVC IEC CC

40935 103000A01F250 MC 3P FP 25ft. 16/3 PVC

40935-1890 103001A03F120 MC 3P FP 90D 12ft. 18/3 PVC CORD

40935-90 103001A01F250 MC 3P FP 90D 25ft. 16/3 PVC

40935N 103000A01F2502 MC 3P FP 25ft. 16/3 N-M

40935N-90 103001A01F2502 REPLACED BY 40935-90N

40935SS-90 103001A01F2501 MC 3P FP 25ft. 90D 16/3 PVC SST

40938 1R3004A20F060 MC 3P FR 6ft. 16/1 PVC LDS

40944 103000A01F300 MC 3P FP 30ft. 16/3 PVC

40944-90 103001A01F300 MC 3P FP 30ft. 16/3 PVC 90DEG

40944N 103000A01F3002 MC 3P FP 30ft. 16/3 PVC N-M

40944SS 103000A01F3001 MC 3P FP 30ft. 16/3 PVC SS

40944SS-90 103001A01F3001 MC 3P FP 90D 30ft. 16/3 PVC SST

40945 113020A01F200 MC 3P MFE 20ft. 16/3 PVC CORD

40945-18 113020A03F200 MC 3P MFE 20ft. 18/3 PVC GOLD

40945-90 113021A01F200 MC 3P MFE ST/90D 20ft. 16/3 PVC

40945N 113020A01F2002 MC 3P MFE 20ft. 16/3 PVC N-M

40945S 113020C01F200 MC 3P MFE 20ft. 16/3 SOO CBL

40945SS 113020A01F2001 MC 3P MFE 20ft. 16/3 PVC SST
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40946 113020A01F120 MC 3P MFE 12ft. 16/3 PVC

40946-18 113020A03F120 MC 3P MFE 12ft. 18/3 PVC

40946-1890 113021A03F120 MC 3P MFE 12ft. 18/3 PVC

40946-18G 113020A03F120 MC 3P MFE 12ft. 18/3 PVC GOLD

40946-90 113021A01F120 MC 3P MFE 90 12ft. 16/3 PVC

40946N 113020A01F1202 MC 3P MFE 12ft. 16/3 PVC N-M

40946S 113020C01F120 MC 3P MFE 12ft. 16/3 SOO CBL

40946S-90 113021C01F120 MC 3P MFE 90 12ft. 16/3 SOO

40946SS 113020A01F1201 MC 3P MFE 12ft. 16/3 PVC SST

40948 103000A01F150 MC 3P FP 15ft. 16/3 PVC

40948-90 103001A01F150 MC 3P FP 90D 15ft. 16/3 PVC

40948-90N 103001A01F1502 MC 3P FP 90D 15ft. 16/3 PVC N-

40948N 103000A01F1502 MC 3P FP 15ft. #16/3 PVC N-M

40948SS 103000A01F1501 MC 3P FP 15ft. 16/3 PVC SST

40948SS-90 103001A01F1501 MC 3P FP 15ft. 90D 16/3 PVC S.S.

40951-E 103002A05M020 MC 3P MP 2M PVC IEC CC

40951-ESS 103002A05M0201 MC 3P MP 2M PVC SPEC CC SST

40957 1R3006A24A120 MC 3P MR 12in. 16/1 PVC 2R1G

40957N 1R3006A24A1202 MC 3P MR 12in. 16/1PVC LDS N-M

40957SS 1R3006A24A1201 MC 3P MR 12in. 16/1 PVC 2R1G SST

40958 103000A02F030 MC 3P FP 3ft. 16/3 PVC 2R1G-AU

40958-90 103001A02F030 MC 3P FP 90D 3ft. 16/3 PVC AUT

40959 103000A02F060 MC 3P FP 6ft. 16/3 PVC 2R1G-AU

40959-18 103000A03F060 MC 3P FP 6ft. 18/3PVC 2R1G-AUTO

40959-1890 103001A03F060 MC 3P FP 90DEG 6ft.18/3 AUTO

40959-90 103001A02F060 MC 3P FP 90 6ft. 16/3 PVC AUT

40959N 103000A02F0602 MC 3P FP 6ft. 16/3 PVC 2R1G-AUTO

40959SS 103000A02F0601 MC 3P FP 6ft. 16/3C 2R1G SS

40960 103000A02F120 MC 3P FP 12ft. 16/3 2R1G-AUTO

40960-18 103000A03F120 MC 3P FP 12ft. 18/3 2R1G-AUTO ST

40960-1890 103001A03F120 MC 3P FP 90DEG 12ft.18/3 AUTO

40960-18G 103000A03F120 MC 3P FP 12ft. 18/3 PVC GOLD

40960-90 103001A02F120 MC 3P FP 90 12ft. 16/3 PVC AU

40960-90SS 103001A02F1201 MC 3P FP 90 12ft. 16/3 PVC AU SS

40960SS 103000A02F1201 MC 3P FP 12ft. 16/3 2R1G SS

40961 1R3007A24A120 MC 3P MR 12in. 16/1 PVC 90D 2R

40963-13.5 1R3D04A16A120 MC 3P FR 305MM PG13.5

40972-E 103002A05M050 MC 3P MP 5M PVC IEC CC

40973 113020A01F030 MC 3P MFE 3ft. 16/3 PVC

40973-18 113020A03F030 MC 3P MFE 3ft. 18/3 PVC

40973-1890 113021A03F030 MC 3P MFE 3ft. 90D FEM #18/3 PVC

40973-18G 113020A03F030 MC 3P MFE 3ft. 18/3 PVC GOLD

40973-90 113021A01F030 MC 3P MFE 90D 3ft. 16/3 PVC

40973N 113020A01F0302 MC 3P MFE 3ft. #16/3C N-M

40973S 113020C01F030 MC 3P MFE 3ft. 16/3 SOO CBL

40973SS 113020A01F0301 MC 3P MFE 3ft. 16/3 PVC SST

40974 103000A01F200 MC 3P FP 20ft. 16/3 PVC

40974-18 103000A03F200 MC 3P FP 20ft. 18/3 PVC

40974-1890 103001A03F200 MC 3P FP 20ft. 18/3 PVC 90 D

40974-18SS 103000A03F2001 MC 3P FP 20ft. #18/3 PVC SST

40974-90 103001A01F200 MC 3P FP 20ft. 16/3 PVC 90DEG

40974N 103000A01F2002 MC 3P FP 20ft. 16/3 PVC N-M

40974N-90 103001A01F2002 REPLACED BY 103001A01F2002

40974-NBK 103000A01F200 MC 3P FP 20ft. 16/3 PVC

40974S 103000C01F200 MC 3P FP 20ft. 16/3 SOO CBL

40974S-90 103001C01F200 MC 3P FP 20ft. 16/3 SOO CBL 90

40974S-NBK 103000C01F200 MC 3P FP 20ft. 16/3 SOO

40974SS 103000A01F2001 MC 3P FP 20ft. 16/3 PVC S.S.

40974SS-90 103001A01F2001 MC 3P FP 90D 20ft. 16/3 PVC SST

40974SSS 103000C01F2001 MC 3P FP 20ft. 16/3 SOO CBL SST

40979 1R3004A20F120 MC 3P FR 12ft. 16/1 PVC LDS

40979N 1R3004A20F1202 MC 3P FR 12ft. 16/1 PVC N-M

40979NYL 1R3004A20F1202 MC 3P FR 12ft. 16/1 PVC NYLON

40979SS 1R3004A20A1201 MC 3P FR 12ft. 16/1 PVC SST

40982 103002A01F200 MC 3P MP 20ft. 16/3 PVC

40982-18 103002A03F200 MC 3P MP 20ft. 18/3 PVC

40982-90 103003A01F200 MC 3P MP 20ft. 90D 16/3 PVC

40982N 103002A01F2002 MC 3P MP 20ft. 16/3 PVC CRD N-

40982-NBK 103002A01F200 MC 3P MP 20ft. 16/3 PVC

40982SS 103002A01F2001 MC 3P MP 20ft. 16/3 PVC SST

40982SS-90 103003A01F2001 MC 3P MP 20ft. 90D 16/3 PVC SST

40987-E 103000A05M010 MC 3P FP 1M 18/3 PVC IEC CC

40988-E 103000A05M020 MC 3P FP 2M 18/3 PVC IEC CC

40989-E 103000A05M050 MC 3P FP 5M 18/3 PVC IEC CC

40996 1R3004A24A120 MC 3P FR 12in. 16/1 PVC LDS

41002 113020A01F250 MC 3P MFE 25ft. 16/3 PVC

41002N 113020A01F2502 MC 3P MFE 25ft. 16/3 PVC N-M

41002SS 113020A01F2501 MC 3P MFE 25ft. 16/3 PVC SST

41018 113020A01F060 MC 3P MFE 6ft. 16/3 PVC

41018-18 113020A03F060 MC 3P MFE 6ft. 18/3 PVC

41018-1890 113021A03F060 MC 3P M/MFE EX ST/90D 6ft. 18/3

41018-18G 113020A03F060 MC 3P MFE 6ft. 18/3 PVC GOLD

41018-90 113021A01F060 MC 3P MFE 90 6ft. 16/3 PVC AUT

41018-90G 113021A01F060 MC 3P MFE 90D 6ft. 16/3 PVC GOLD

41018G 113020A01F060 MC 3P MFE 6ft. 16/3 PVC GOLD

41018N 113020A01F0602 MC 3P MFE 6ft. 16/3 N-M

41018S 113020C01F060 MC 3P MFE 6ft. 16/3 SOO CBL

41018S-90 113021C01F060 MC 3P MFE 90 6ft. 16/3 SOO

41018S-NBK 113020C01F060 MC 3P MFE 6ft. 16/3 SOO CBL

41018SS 113020A01F0601 MC 3P MFE 6ft. 16/3PVC SST

41038 103002A01F250 MC 3P MP 25ft. 16/3 PVC

41038-90 103003A01F250 MC 3P MP 25ft. 90D 16/3 PVC CO

41038SS 103002A01F2501 MC 3P MP 25ft. 16/3 PVC SST

41078 103000A02F200 MC 3P FP 20ft. 16/3 2R1G-AUTO

Si
d

e 
Ta

b

Mini-Change® Connector Cross-Reference
Old Part Number to New 13 Digit Part Number 

M
in

i-
C

h
an

g
e®



Old Part # 13 Digit Part # Item Description Old Part # 13 Digit Part # Item Description

30 1-800-225-7724 SALES AND TECHNICAL SUPPORT

Mini-Change® Connector Cross-Reference
Old Part Number to New 13 Digit Part Number 

M
in

i-
C

h
an

g
e®

41078-18 103000A03F200 MC 3P FP 20ft. 18/3 2R1G-AUTO

41078-1890 103001A03F200 MC 3P FP 20ft.90D 18/3 2R1G-AUTO

41078-90 103001A02F200 MC 3P FP 20ft.90D 16/3 2R1G AU

41082 103002A01F300 MC 3P MP 30ft. 16/3 PVC

41082-90 103003A01F300 MC 3P MP 30ft. 90D 16/3 PVC

41082N 103002A01F3002 MC 3P MP 30ft. 16/3 PVC N-M

41082-NBK 103002A01F300 MC 3P MP 30ft. 16/3 PVC

41082SS 103002A01F3001 MC 3P MP 30ft. 16/3 PVC SST

41096 1R3G06A31A060 MC 3P MR 6in. 22/1 PVC FLNGD S

41099-13.5 1R3D06A16A120 MC 3P MR 305MM PG13.5

41101 1R4007A20A120 MC 4P MR 12in. 16/1 90DEG PVC

41103 1R4006A20A120 MC 4P MR 12in. 16/1 PVC LDS

41103-13.5 1R4D06A25A120 MC 4P MR 305MM PG13.5

41103G 1R4006A20A120 MC 4P MR 12in. 16/1 PVC GOLD

41103N 1R4006A20A1202 MC 4P MR 12in. 16/1 PVC N-M

41103-NBK 1R4006A20A120 MC 4P MR 12in. 16/1 PVC LDS

41103SS 1R4006A20A1201 MC 4P MR 12in. 16/1 PVC LDS SST

41104 1R4004A20A120 MC 4P FR 12in. 16/1 PVC LDS

41104-13.5 1R4D04A25A120 MC 4P FR 305MM PG13.5

41104N 1R4004A20A1202 MC 4P FR 12in. 16/1 PVC LDS N-

41104SS 1R4004A20A1201 MC 4P FR 12in. 16/1 PVC SS LT

41105 1R4005A20A120 MC 4P FR 12in. 16/1 90DEG PVC

41107 104000A01F030 MC 4P FP 3ft. 16/4 PVC CORD

41107-18 104000A03F030 MC 4P FP 3ft. 18/4 PVC CORD

41107-1890 104001A03F030 MC 4P FP 90DEG 3ft. 18/4 PVC

41107-1890N 104001A03F0302 MC 4P FP 90DEG 3ft. 18/4 PVC N-M

41107-90 104001A01F030 MC 4P FP 90 3ft. 16/4 PVC

41107-90SS 104001A01F0301 MC 4P FP 3ft. 90D 16/4 PVC SST

41107-E 104000A05M010 MC 4P FP 1M 18/4 PVC CORD

41107N 104000A01F0302 MC 4P FP 3ft. 16/4 PVC CORD N-

41107N-90 104001A01F0302 MC 4P FP 90D 3ft. 16/4 N-M

41107S 104000C01F030 MC 4P FP 3ft. 16/4 SOO CORD

41107S-90 104001C01F030 MC 4P FP 3ft. 90D 16/4 SOO

41107SS 104000A01F0301 MC 4P FP 3ft. 16/4 PVC SST NUT

41108 104000A01F060 MC 4P FP 6ft. 16/4 PVC CORD

41108-18 104000A03F060 MC 4P FP 6ft. 18/4 PVC CORD

41108-1890 104001A03F060 MC 4P FP 90DEG 6ft. 18/4 PVC

41108-18SS 104000A03F0601 MC 4P FP 6ft. 18/4 PVC SS

41108-90 104001A01F060 MC 4P FP 90 6ft. 16/4 PVC

41108-90N 104001A01F0602 MC 4P FP 90 6ft. 16/4 PVC N-M

41108-E 104000A05M020 MC 4P FP 2M 18/4 PVC CORD

41108-E-90 104001A05M020 MC 4P FP 2M 90D 18/4 PVC

41108-ESS 104000A05M0201 MC 4P FP 2M 18/4 PVC SST

41108N 104000A01F0602 MC 4P FP 6ft. 16/4 PVC N-M

41108-NBK 104000A01F060 MC 4P FP 6ft. 16/4 PVC CORD

41108N-E 104000A05M0202 MC 4P FP 2M 18/4 PVC CORD N-M

41108S 104000C01F060 MC 4P FP 6ft. 16/4 SOO CORD

41108S-90 104001C01F060 MC 4P FP 6ft. 90D 16/4 SOO

41108SS 104000A01F0601 MC 4P FP 6ft. 16/4 PVC,SST COUP

41108SS-90 104001A01F0601 MC 4P FP 90D 6ft. 16/4 PVC SST

41109 104000A01F120 MC 4P FP 12ft. 16/4 PVC CORD

41109-18 104000A03F120 MC 4P FP 12ft. 18/4 PVC CORD

41109-1890 104001A03F120 MC 4P FP 90DEG 12ft. 18/4 PVC

41109-18N 104000A03F1202 MC 4P FP 12ft. 18/4 PVC CORD

41109-18SS 104000A03F1201 MC 4P FP 12ft. 18/4 PVC CORD SST

41109-90 104001A01F120 MC 4P FP 90 12ft. 16/4 PVC

41109-90N 104001A01F1202 MC 4P FP 90 12ft. 16/4 PVC N-M

41109-90SS 104001A01F1201 MC 4P FP 90 12ft. 16/4 PVC SST

41109-E 104000A05M050 MC 4P FP 5M 18/4 PVC CORD

41109-E-90 104001A05M050 MC 4P FP 5M 90D 18/4 PVC

41109-ESS 104000A05M0501 MC 4P FP 5M 18/4 PVC CORD SST

41109N 104000A01F1202 MC 4P FP 12ft. 16/4 PVC N-M

41109N-18 104000A03F1202 MC 4P FP 12ft. 18/4 PVC N-M

41109N-1890 104001A03F1202 MC 4P FP 90D 12ft. 18/4 PVC N-M

41109N-E 104000A05M0502 MC 4P FP 5M 18/4 PVC CORD N-M

41109S 104000C01F120 MC 4P FP 12ft. 16/4 SOO CORD

41109S-90 104001C01F120 MC 4P FP 12ft. 90D 16/4 SOO

41109S-NBK 104000C01F120 MC 4P FP 12ft. 16/4 SOO CORD

41109SS 104000A01F1201 MC 4P FP 12ft. 16/4 PVC,SST COUP

41110 104002A01F030 MC 4P MP 3ft. 16/4 PVC CORD

41110-18 104002A03F030 MC 4P MP 3ft. 18/4 PVC

41110-18SS 104002A03F0301 MC 4P MP 3ft. 18/4 PVC,SST COUP

41110-90 104003A01F030 MC 4P MP 3ft. 90 DEG 16/4 PVC

41110-E 104002A05M010 MC 4P MP 1M PVC CORD

41110N 104002A01F0302 MC 4P MP 3ft. 16/4 PVC N-M

41110N-18 104002A03F0302 MC 4P MP 3ft. 18/4 PVC N-M

41110N-90 104003A01F0302 REPLACED BY 41110-90N

41110NYL 104002A01F0302 MC 4P MP 3ft. 16/4 PVC NYLON

41110S 104002C01F030 MC 4P MP 3ft. 16/4 SOO CORD

41110SS 104002A01F0301 MC 4P MP 3ft. 16/4 PVC,SST COUP

41111 104002A01F060 MC 4P MP 6ft. 16/4 PVC CORD

41111-18 104002A03F060 MC 4P MP 6ft. 18/4 PVC CORD

41111-1890 104003A03F060 MC 4P MP 6ft. 90 DEG 18/4 PVC

41111-1890SS 104003A03F0601 MC 4P MP 90D 6ft. 18/4 PVC SST

41111-18SS 104002A03F0601 MC 4P MP 6ft. 18/4 PVC SST

41111-90 104003A01F060 MC 4P MP 6ft. 90 DEG 16/4 PVC

41111-E 104002A05M020 MC 4P MP 2M PVC CORD

41111-E-90 104003A05M020 MC 4P MP 90D 2M PVC CORD

41111N 104002A01F0602 MC 4P MP 6ft. 16/4 PVC-N-M

41111N-18 104002A03F0602 MC 4P MP 6ft. 18/4 PVC N-M

41111S-90 104003C01F060 MC 4P MP 6ft. 90D 16/4 SOO

41111SS 104002A01F0601 MC 4P MP 6ft. 16/4 PVC,SST COUP

41112 104002A01F120 MC 4P MP 12ft. 16/4 PVC CORD

41112-18 104002A03F120 MC 4P MP 12ft. 18/4 PVC CORD
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41112-1890 104003A03F120 MC 4P MP 12ft. 90 DEG 18/4 PVC

41112-1890SS 104003A03F1201 MC 4P MP 90D 12ft. 18/4 PVC SST

41112-18SS 104002A03F1201 MC 4P MP 12ft. 18/4 PVC CORD SST

41112-90 104003A01F120 MC 4P MP 12ft. 90 DEG 16/4 PVC

41112-90N 104003A01F1202 MC 4P MP 12ft. 90 DEG 16/4 PVC

41112-90SS 104003A01F1201 MC 4P MP 12ft. 90D 16/4 SST

41112-E 104002A05M050 MC 4P MP 5M PVC CORD

41112N 104002A01F1202 MC 4P MP 12ft. 16/4 PVC N-M

41112N-18 104002A03F1202 MC 4P MP 12ft. 18/4 PVC N-M

41112-NBK 104002A01F120 MC 4P MP 12ft. 16/4 PVC

41112NYL 104002A01F1202 MC 4P MP 12ft. 16/4 PVC NYLON

41112S 104002C01F120 MC 4P MP 12ft. 16/4 SOO CORD

41112SS 104002A01F1201 MC 4P MP 12ft. 16/4 PVC,SST COUP

41115 114020A01F120 MC 4P MFE 12ft. 16/4 PVC

41115-90 114021A01F120 MC 4P MFE 90 12ft. 16/4 PVC

41115N 114020A01F1202 MC 4P MFE 12ft. 16/4 PVC N-M

41115SS 114020A01F1201 MC 4P MFE 12ft. 16/4 PVC,SS COUP

41118 114020A01F200 MC 4P MFE 20ft. 16/4 PVC

41118-90 114021A01F200 MC 4P MFE ST/90 20ft. 16/4 PVC

41118N 114020A01F2002 MC 4P MFE 20ft. 16/4 PVC N-M

41118SS 114020A01F2001 MC 4P MFE 20ft. 16/4 PVC SST

41119 114020A01F030 MC 4P MFE 3ft. 16/4 PVC

41119-18 114020A03F030 MC 4P MFE 3ft. 18/3 PVC

41119-90 114021A01F030 MC 4P MFE 90 3ft. 16/4 PVC

41119N 114020A01F0302 MC 4P MFE 3ft. 16/4 PVC N-M

41119S 114020C01F030 MC 4P MFE 3ft. 16/4 SOO CBL

41119S-90 114021C01F030 MC 4P MFE 90D 3ft. 16/4 SOO

41119SS 114020A01F0301 MC 4P MFE 3ft. 16/4 PVC S.S.

41120 114020A01F060 MC 4P MFE 6ft. 16/4 PVC

41120-18 114020A03F060 MC 4P MFE 6ft. 18/4 PVC

41120-90 114021A01F060 MC 4P MFE 90 6ft. 16/4 PVC

41120N 114020A01F0602 MC 4P MFE 6ft. 16/4 PVC N-M

41120N-18 114020A03F0602 MC 4P MFE 6ft. 18/4 PVC N-M

41120S 114020C01F060 MC 4P MFE 6ft. 16/4 SOO

41120S-90 114021C01F060 MC 4P MFE 90D 6ft. 16/4 SOO

41120SS 114020A01F0601 MC 4P MFE 6ft. 16/4 PVC S.S.

41132 1040F0A20F060 MC 4P FP-LT 6ft. 16/1 PVC LDS

41134 104002A01F200 MC 4P MP 20ft. 16/4 PVC

41134-18SS 104002A03F2001 MC 4P MP 20ft. 18/4 PVC SST

41134-90 104003A01F200 MC 4P MP 20ft. 90D 16/4 PVC

41134N 104002A01F2002 MC 4P MP 20ft. 16/4 PVC N-M

41134SS 104002A01F2001 MC 4P MP 20ft. 16/4 PVC S.S.

41134SS-90 104003A03F2001 MC 4P MP 90D 20ft. 16/4 PVC SST

41144 1R4006A20F060 MC 4P MR 6ft. 16/1 PVC LDS

41153 104000A01F250 MC 4P FP 25ft. 16/4 PVC

41153-90 104001A01F250 MC 4P FP 25ft. 90D 16/4 PVC

41153N 104000A01F2502 MC 4P FP 25ft. 16/4 PVC N-M

41153N-90 104001A01F2502 REPLACED BY 104001A01F2502

41153-NBK 104000A01F250 MC 4P FP 25ft. 16/4 PVC

41153SS 104000A01F2501 MC 4P FP 25ft. 16/4 PVC SST

41156 114020A01F250 MC 4P MFE 25ft. 16/4 PVC

41156N 114020A01F2502 MC 4P MFE 25ft. 16/4 PVC N-M

41156SS 114020A01F2501 MC 4P MFE 25ft. 16/4 PVC SST

41163 104002A01F250 MC 4P MP 25ft. 16/4 PVC

41163-90 104003A01F250 MC 4P MP 25ft. 90D 16/4 PVC

41163N 104002A01F2502 MC 4P MP 25ft. 16/4 PVC N-M

41165 1R4004A20F060 MC 4P FR 6ft. 16/1 PVC LDS

41165SS 1R4004A20F0601 MC 4P FR 6ft. 16/1 PVC LDS SS LT

41170 1R4007A20F060 MC 4P MR 6ft. 16/1 90DEG PVC L

41177 104000A01F200 MC 4P FP 20ft. 16/4 PVC

41177-18 104000A03F200 MC 4P FP 20ft. 18/4 PVC

41177-1890 104001A03F200 MC 4P FP 90DEG 20ft. #18/4 PVC

41177-18SS 104000A03F2001 MC 4P FP 20ft. 18/4 PVC SST

41177-90 104001A01F200 MC 4P FP 20ft. 16/4 PVC 90DEG

41177-90N 104001A01F2002 MC 4P FP 20ft. 16/4 PVC 90D N-

41177N 104000A01F2002 MC 4P FP 20ft. 16/4 PVC N-M

41177-NBK 104000A01F200 MC 4P FP 20ft. 16/4 PVC

41177S 104000C01F200 MC 4P FP 20ft. 16/4 SOO CORD

41177S-NBK 104000C01F200 MC 4P FP 20ft. 16/4 SOO CORD

41177SS 104000A01F2001 MC 4P FP 20ft. 16/4 PVC SST

41177SSS 104000C01F2001 MC 4P FP 20ft. 16/4 SOO SST

41186 104000A01F150 MC 4P FP 15ft. 16/4 PVC

41186-90 104001A01F150 MC 4P FP 90 DEG 15ft. 16/4 PVC

41186-90N 104001A01F1502 MC 4P FP 15ft. 16/4 90D NON-MET

41186-90SS 104001A01F1501 MC 4P FP 90D 15ft. 16/4 PVC SST

41186N 104000A01F1502 MC 4P FP 15ft. 16/4 PVC

41186N-90 104001A01F1502 REPLACED BY 41186-90N

41186SS 104000A01F1501 MC 4P FP 15ft. 16/4 PVC SST

41189 104000A01F300 MC 4P FP 30ft. 16/4 PVC

41189-90 104001A01F300 MC 4P FP 30ft. 90D 16/4 PVC CO

41189N 104000A01F3002 MC 4P FP 30ft. 16/4 PVC N-M

41189-NBK 104000A01F300 MC 4P FP 30ft. 16/4 PVC

41189SS 104000A01F3001 MC 4P FP 30ft. 16/4 PVC SST

41233 104002A01F300 MC 4P MP 30ft. 16/4 PVC

41233-90 104003A01F300 MC 4P MP 90D 30ft. 16/4 PVC

41233-NBK 104002A01F300 MC 4P MP 30ft. 16/4 PVC

41233SS 104002A01F3001 MC 4P MP 30ft. 16/4 PVC SST

41234 1R4G06A20A060 MC 4P MR 6in. PVC FLNGD SHEL

41254 1R4G06A20A120 MC 4P MR 12in.16/1 PVC FLNGD S

41254SS 1R4G06A20A1201 MC 4P MR 12in. 16/1 PVC FLNG SST

41258 114020A01F300 MC 4P MFE 30ft.16/4 PVC

41258N 114020A01F3002 MC 4P MFE 30ft. 16/4 PVC NON-MET

41258SS 114020A01F3001 MC 4P MFE 30ft. 16/4 PVC SST

41306 105000A01F030 MC 5P FP 3ft. 16/5 PVC CORD
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41306-18 105000A03F030 MC 5P FP 3ft. 18/5 PVC STRAIGHT

41306-1890 105001A03F030 MC 5P FP 90DEG 3ft. 18/5 PVC

41306-90 105001A01F030 MC 5P FP 3ft. 90DEG 16/5 PVC

41306-E 105000A07M010 MC 5P FP 1M 20/5 PVC CORD

41306-E-90 105001A07M010 MC 5P FP 1M 90D 20/5 PVC

41306N 105000A01F0302 MC 5P FP 3ft. 16/5 PVC CORD

41306N-90 105001A01F0302 REPLACED BY 41306-90N

41306S 105000C01F030 MC 5P FP 3ft. 16/5 SOO CORD

41306S-90 105001C01F030 MC 5P FP 3ft. 90 DEG 16-5 SOO

41306SS 105000A01F0301 MC 5P FP 3ft. 16/5 PVC,SST COUP

41306SSS 105000C01F0301 MC 5P FP 3ft. 16/5 SOO SST

41307 105000A01F060 MC 5P FP 6ft. 16/5 PVC CORD

41307-18 105000A03F060 MC 5P FP 6ft. 18/5 PVC STRAIGHT

41307-1890 105001A03F060 MC 5P FP 90DEG 6ft. 18/5 PVC

41307-90 105001A01F060 MC 5P FP 6ft. 90DEG 16/5 PVC

41307-90N 105001A01F0602 MC 5P FP 6ft. 90DEG 16/5 PVC N

41307-E 105000A07M020 MC 5P FP 2M 20/5 PVC CORD

41307-E-90 105001A07M020 MC 5P FP 2M 90 D 20/5 PVC

41307N 105000A01F0602 MC 5P FP 6ft. 16/5 PVC CORD

41307N-18 105000A03F0602 MC 5P FP 6ft. 18/5 4R1G PVC

41307N-E 105000A07M0202 MC 5P FP 2M 20/5 PVC NYL

41307S 105000C01F060 MC 5P FP 6ft. 16/5 SOO CORD

41307S-90 105001C01F060 MC 5P FP 6ft. 90 DEG 16-5 SOO

41307S-90-NBK 105001C01F060 MC 5P FP 6ft. 90 DEG 16-5 SOO

41307S-NBK 105000C01F060 MC 5P FP 6ft. 16/5 SOO CORD

41307SS 105000A01F0601 MC 5P FP 6ft. 16/5 PVC,SST COUP

41307SS-90 105001A01F0601 MC 5P FP 6ft. 90DEG 16/5 PVC SS

41308 105000A01F120 MC 5P FP 12ft. 16/5 PVC CORD

41308-18 105000A03F120 MC 5P FP 12ft. 18/5 PVC STRAIGHT

41308-1890 105001A03F120 MC 5P FP 90DEG 12ft. 18/5 PVC

41308-1890SS 105001A03F1201 MC 5P FP 90DEG 12ft. 18/5 SST

41308-90 105001A01F120 MC 5P FP 12ft. 90DEG 16/5 PVC

41308-90N 105001A01F1202 MC 5P FP 12ft. 90DEG 16/5 PVC

41308-E 105000A07M050 MC 5P FP 5M 20/5 PVC CORD

41308-E-90 105001A07M050 MC 5P FP 5M 90 D 20/5 PVC

41308N 105000A01F1202 MC 5P FP 12ft. 16/5 PVC CORD

41308N-18 105000A03F1202 MC 5P FP 12ft. 18/5 4R1G PVC

41308N-1890 105001A03F1202 MC 5P FP 12ft.90D 18/5 PVC N-M

41308S 105000C01F120 MC 5P FP 12ft. 16/5 SOO CORD

41308S-90 105001C01F120 MC 5P FP 12ft. 90 DEG 16-5 SOO

41308S-NBK 105000C01F120 MC 5P FP 12ft. 16/5 SOO CORD

41308SS 105000A01F1201 MC 5P FP 12ft. 16/5 PVC,SST COUP

41308SS-90 105001A01F1201 MC 5P FP 12ft. 90DEG 16/5 SST

41308SS-90E 105001A07M0501 MC 5P FP 5M 90D 20/5 PVC SST

41308SSS 105000C01F1201 MC 5P FP 12ft. 16/5 SOO SST

41310 1R5006A20A120 MC 5P MR 12in #16/1 PVC LEADS

41310-13.5 1R5D06A25A120 MC 5P MR 305MM PG13.5

41310B 1R5006A20A120 MC 5P MR 12in.  #16/1 PVC

41310G 1R5006A20A120 MC 5P MR 12in. 16/1 PVC GOLD

41310N 1R5006A20A1202 MC 5P MR 12in. 16/1 PVC N-M

41310-NBK 1R5006A20A120 MC 5P MR 12in.  #16/1 PVC LEADS

41310NYL 1R5006A20A1202 MC 5P MR 12in. 16/1 PVC NYLON

41310SS 1R5006A20A1201 MC 5P MR 12in. 16/1 PVC LDS SST

41311 1R5007A20A120 MC 5P MR 12in. 16/1 90DEG PVC

41313 1R5004A20A120 MC 5P FR 12in. 16/1 PVC LDS

41313-13.5 1R5D04A25A120 MC 5P FR 305MM PG13.5

41313G 1R5004A20A120 MC 5P FR 12in. 16/1 PVC GOLD

41313N 1R5004A20A1202 MC 5P FR 12in. 16/1 PVC N-M

41313SS 1R5004A20A1201 MC 5P FR 12in. 16/1 PVC LDS SST

41314 1R5005A20A120 MC 5P FR 12in. 16/1 90DEG PVC

41315 105002A01F030 MC 5P MP 3ft. 16/5 PVC CORD

41315-18 105002A03F030 MC 5P MP 3ft. 18/5 PVC CORD

41315-1890 105003A03F030 MC 5P MP 3ft. 90 DEG 18/5 PVC

41315-18SS 105002A03F0301 MC 5P MP 3ft. 16/5 PVC SST

41315-90 105003A01F030 MC 5P MP 3ft. 90 DEG 16/5 PVC

41315-E 105002A07M010 MC 5P MP 1M PVC CORD

41315N 105002A01F0302 MC 5P MP 3ft. 16/5 PVC N-M

41315N-18 105002A03F0302 MC 5P MP 3ft. 18/5PVC N-M

41315N-1890 105003A03F0302 3C 5P MP 3ft. 90D 18/5 N-M

41315S 105002C01F030 MC 5P MP 3ft. 16/5 SOO CORD

41315SS 105002A01F0301 MC 5P MP 3ft. 16/5 PVC SST

41315SSS 105002C01F0301 MC 5P MP 3ft. 16/5 SOO SST

41316 105002A01F060 MC 5P MP 6ft. 16/5 PVC CORD

41316-18 105002A03F060 MC 5P MP 6ft. 18/5 PVC CORD

41316-1890 105003A03F060 MC 5P MP 6ft. 90 DEG 18/5 PVC

41316-90 105003A01F060 MC 5P MP 6ft. 90 DEG 16/5 PVC

41316-E 105002A07M020 MC 5P MP 2M PVC CORD

41316-E-90 105003A07M020 MC 5P MP 90D 2M PVC CORD

41316N 105002A01F0602 MC 5P MP 6ft. 16/5 PVC N-M

41316N-18 105002A03F0602 MC 5P MP 6ft. 18/5PVC N-M

41316N-1890 105003A03F0602 MC 5P MP 6ft. 90D 18/5 PVC N-M

41316S 105002C01F060 MC 5P MP 6ft. 16/5 SOO CORD

41316SS 105002A01F0601 MC 5P MP 6ft. 16/5 PVC SST

41316SS-90 105003A01F0601 MC 5P MP 6ft. 90D 16/5 PVC SST

41317 105002A01F120 MC 5P MP 12ft. 16/5 PVC CORD

41317-18 105002A03F120 MC 5P MP 12ft. 18/5 PVC CORD

41317-18G 105002A03F120 MC 5P MP 12ft. 18/5PVC STRT GOLD

41317-90 105003A01F120 MC 5P MP 12ft. 90D 16/5 PVC

41317-E 105002A07M050 MC 5P MP 5M PVC CORD

41317N 105002A01F1202 MC 5P MP 12ft. 16/5 PVC N-M

41317NYL 105002A01F1202 MC 5P MP 12ft. 16/5 PVC NYLON

41317S 105002C01F120 MC 5P MP 12ft. 16/5 SOO CORD

41317SS 105002A01F1201 MC 5P MP 12ft. 16/5 PVC,SST COUP

41317SSS 105002C01F1201 MC 5P MP 12ft. 16/5 SOO SST
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41319 115020A01F030 MC 5P MFE 3ft. 16/5 PVC CORD

41319-18 115020A03F030 MC 5P MFE 3ft. 18/5 PVC GOLD

41319-18G 115020A03F030 MC 5P MFE 3ft. 18/5 PVC GOLD

41319-90 115021A01F030 MC 5P MFE90 3ft. 16/5 PVC

41319N 115020A01F0302 MC 5P MFE 3ft. 16/5 PVC N-M

41319S 115020C01F030 MC 5P MFE 3ft. 16-5 SOO CORD

41319SS 115020A01F0301 MC 5P MFE 3ft. 16/5 PVC CORD SS

41320 115020A01F060 MC 5P MFE 6ft. 16/5 PVC CORD

41320-18 115020A03F060 MC 5P MFE 6ft. 18/5 PVC

41320-1890 115021A01F060 MC 5P MFE ST/90 6ft. 18/5 PVC

41320-18G 115020A03F060 MC 5P MFE 6ft. 18/5 PVC GOLD

41320-90 115021A01F060 MC 5P MFE 90 6ft. 16/5 PVC

41320N 115020A01F0602 MC 5P MFE 6ft. 16/5 PVC N-M

41320S 115020C01F060 MC 5P MFE 6ft. 16-5 SOO CORD

41320S-90 115021C01F060 MC 5P MFE 90 6ft. 16/5 SOO

41320SS 115020A01F0601 MC 5P MFE 6ft. 16/5 PVC SS

41322 105000A01F200 MC 5P FP 20ft. 16/5 PVC

41322-18 105000A03F200 MC 5P FP 20ft. 18/5 PVC

41322-1890 105001A03F200 MC 5P FP 90D 20ft. 18/5 PVC

41322-1890SS 105001A03F2001 MC 5P FP 90D 20ft. 18/5 PVC SST

41322-18G 105000A03F200 MC 5P FP 20ft. 18/5 GLD

41322-90 105001A01F200 MC 5P FP 20ft. 90D 16/5 PVC

41322N 105000A01F2002 MC 5P FP 20ft. 16/5 PVC N-M

41322N-18 105000A03F2002 MC 5P FP 20ft. 18/5 PVC N-M

41322N-90 105001A01F2002 REPLACED BY 105001A01F2002

41322S 105000C01F200 MC 5P FP 20ft. 16/5 SOO CBL

41322S-90 105001C01F200 MC 5P FP 20ft. 16/5 SOO CBL 90

41322SS 105000A01F2001 MC 5P FP 20ft. 16/5 PVC,SST COUP

41322SSS 105000C01F2001 MC 5P FP 20ft. 16/5 SOO SST

41325 105000A01F300 MC 5P FP 30ft. 16/5 PVC

41325-90 105001A01F300 MC 5P FP 90D 30ft. 16/5 PVC

41325-NBK 105000A01F300 MC 5P FP 30ft. 16/5 PVC

41325SS 105000A01F3001 MC 5P FP 30ft. 16/5 PVC,SST COUP

41332 105002A01F200 MC 5P MP 20ft. 16/5 PVC

41332-90 105003A01F200 MC 5P MP 20ft. 90D 16/5 PVC

41332N 105002A01F2002 MC 5P MP 20ft. 16/5 PVC N-M

41332SS 105002A01F2001 MC 5P MP 20ft. 16/5 PVC S.S.

41332SSS 105002C01F2001 MC 5P MP 20ft. 16/5 SOO SST

41338 1R5006A24A120 MC 5P MR 12in. 16/1 PVC LDS 4R

41338N 1R5006A24A1202 MC 5P MR 12in. 16/1 PVC N-M

41338SS 1R5006A24A1201 MC 5P MR 12in. 16/1PVC 4R1G SST

41339 1R5007A24A120 MC 5P MR 12in. 16/1 PVC 90D 4R

41343 115020A01F120 MC 5P MFE 12ft. 16/5 PVC CORD

41343-18 115020A03F120 MC 5P MFE 12ft. 18/5 PVC CORD

41343-18G 115020A03F120 MC 5P MFE 12ft.18/5 PVC GOLD

41343-90 115021A01F120 MC 5P MFE 12ft. 16/5PVC 90D FEM.

41343G 115020A01F120 MC 5P MFE 12ft.16/6 PVC GOLD

41343N 115020A01F1202 MC 5P MFE 12ft. 16/5 PVC N-M

41343S 115020C01F120 MC 5P MFE 12ft. 16-5 SOO CORD

41343S-90 115021C01F120 MC 5P MFE 90 12ft. 16/5 SOO

41343SS 115020A01F1201 MC 5P MFE 12ft. 16/5 PVC SST

41343SSS 115020C01F1201 MC 5P MFE 12ft. 16/5 SOO SST

41344 1050F0A20F060 MC 5P FP-LT 6ft. 16/1 PVC LDS

41347 115020A01F150 MC 5P MFE 15ft. 16/5 PVC CORD

41347N 115020A01F2002 MC 5P MFE 15ft. 16/5 PVC N-M

41347SS 115020A01F1501 MC 5P MFE 15ft. 16/5 PVC SST

41352 1R5004A24A120 MC 5P FR 12in. 16/1 PVC 4R1G

41352SS 1R5004A24A1201 MC 5P FR 12in. 16/1 PVC 4R1G

41354 105000A02F120 MC 5P FP 12ft. 4R1G 16/5 PVC

41354-18 105000A03F120 MC 5P FP 12ft. 18/5 PVC 4R1G

41354-1890 105001A03F120 MC 5P FP 90DEG 12ft. 18/5 AUTO

41354-18G 105000A03F120 MC 5P FP 12ft. 18/5 AUTO GOLD

41354-90 105001A02F120 MC 5P FP 90 12ft. 16/5 PVC AUT

41355 105002A02F060 MC 5P MP 6ft. 16/5 PVC 4R1G

41356 105002A02F120 MC 5P MP 12ft. 16/5 4R1G PVC

41360 105000A02F060 MC 5P FP 6ft. 4R1G 16/5 PVC CO

41360-18 105000A03F060 MC 5P FP 6ft. 18/5 PVC 4R1G

41360-1890 105001A03F060 MC 5P FP 90DEG 6ft.18/5 AUTO

41360-18G 105000A03F060 MC 5P FP 6ft. 18/5 AUTO GOLD

41360-90 105001A02F060 MC 5P FP 90 6ft. 16/5 PVC AUTO

41360N 105000A02F0602 MC 5P FP 6ft. 4R1G 16/5 PVC N-M

41370 115020A01F250 MC 5P MFE 25ft. 16/5 PVC CORD

41370SS 115020A01F2501 MC 5P MFE 25ft. 16/5 PVC SST

41372 105000A01F150 MC 5P FP 15ft. 16/5 PVC

41372-90 105001A01F150 MC 5P FP 15ft. 90 DEG 16/5 PVC

41372-90N 105001A01F1502 MC 5P FP 15ft. 90 DEG 16/5 PVC

41372N 105000A01F1502 MC 5P FP 15ft. 16/5 PVC N-M

41372SS 105000A01F1501 MC 5P FP 15ft. 16/5 PVC,SST COUP

41372SS-90 105001A01F1501 MC 5P FP 90D 15ft. 16/5 PVC SST

41375 105000A01F250 MC 5P FP 25ft. 16/5 PVC

41375-90 105001A01F250 MC 5P FP 25ft. 90DEG 16/5 PVC

41375N 105000A01F2502 MC 5P FP 25ft. 16/5 PVC N-M

41375N-90 105001A01F2502 MC 5P FP 25ft. 16/5 PVC NYL CPLR

41375SS 105000A01F2501 MC 5P FP 25ft. 16/5 PVC,SST COUP

41375SS-90 105001A01F2501 MC 5P FP 90D 25ft. 16/5 PVC SST

41381 105000A02F030 MC 5P FP 3ft. 4R1G 16/5 PVC CO

41381-18 105000A03F030 MC 5P FP 3ft. 4R1G 18/5 PVC

41381-1890 105001A03F030 MC 5P FP 90DEG 3ft.18/5 AUTO

41381-18G 105000A03F030 MC 5P FP 3ft. 18/5 AUTO GOLD

41381-90 105001A02F030 MC 5P FP 90 3ft. 16/5 PVC AUT

41387 105002A01F300 MC 5P MP 30ft. 16/5 PVC

41387-90 105003A01F300 MC 5P MP 30ft. 90D 16/5 PVC

41387N 105002A01F3002 MC 5P MP 30ft. 16/5 PVC N-M

41387-NBK 105002A01F300 MC 5P MP 30ft. 16/5 PVC
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41387SS 105002A01F3001 MC 5P MP 30ft. 16/5 PVC SST

41403 1R5004A24F060 MC 5P FR 6ft. 16/1 PVC LDS

41403N 1R5004A20F0602 MC 5P FR 6ft. 16/1 PVC N-M

41482 1R5004A20F030 MC 5P FR 3ft. 16/1 PVC LDS

41482G 1R5004A20F030 MC 5P FR 3ft. 16/1 PVC GOLD

41512 1R5G06A20A060 MC 5P MR 6in. PVC FLNGD SHEL

41519 105000A02F200 MC 5P FP 20ft. 4R1G 16/5 PVC

41519-18 105000A03F200 MC 5P FP 20ft. 18/5 PVC STRAIGHT

41519-90 105001A02F200 MC 5P FP 90D 20ft. 4R1G 16/5 P

41529 115020A01F200 MC 5P MFE 20ft. 16/5 PVC CORD

41529-90 115021A01F200 MC 5P MFE ST/90 20ft. 16/5 PVC

41529N 115020A01F2002 MC 5P MFE 20ft. 16/5 PVC N-M

41529SS 115020A01F2001 MC 5P MFE 20ft. 16/5 PVC SST

41537 1R5G06A20A120 MC 5P MR 12in. 16/1 FLANGED SH

41584 1R5004A24F060 MC 5P FR 6ft. 16/1 PVC 4R1G

41587 105002A02F030 MC 5P MP 3ft. 16/5 PVC 4R1G

41590 105002A01F250 MC 5P MP 25ft. 16/5 PVC CORD

41590-90 105003A01F250 MC 5P MP 25ft. 90D 16/5 PVC

41590SS 105002A01F2501 MC 5P MP 25ft. 16/5 PVC CORD SS

41596 105002A01F150 MC 5P MP 15ft. 16/5 PVC CORD

41596-90 105003A01F150 MC 5P MP 15ft. 90D 16/5 PVC

41596N 105002A01F1502 MC 5P MP 15ft. 16/5 PVC N-M

41596SS 105002A01F1501 MC 5P MP 15ft. 16/5 PVC SST

41597 115022A01F030 MC 5P MFE 3ft. 16/5 M 90DEG

41601 106000A01F030 MC 6P FP 3ft. 16/6 PVC A SIZE

41601-90 106001A01F030 MC 6P FP 3ft. 90DEG 16/6 PVC

41601N 106000A01F0302 MC 6P FP 3ft. 16/6 PVC N-M

41601N-90 106001A01F0302 REPLACED BY 41601-90N

41601SS 106000A01F0301 MC 6P FP 3ft. 16/6 PVC CORD SS

41602 106000A01F060 MC 6P FP 6ft. 16/6 PVC A SIZE

41602-90 106001A01F060 MC 6P FP 6ft. 16/6 PVC in.Ain.

41602-90N 106001A01F0602 MC 6P FP 6ft. 16/6 PVC in.Ain.

41602N 106000A01F0602 MC 6P FP 6ft. 16/6 PVC N-M

41602SS 106000A01F0601 MC 6P FP 6ft. 16/6 PVC CORD SS

41603 106000A01F120 MC 6P FP 12ft. 16/6 PVC A SIZE

41603-90 106001A01F120 MC 6P FP 12ft. 90DEG 16/6 PVC

41603-90N 106001A01F1202 MC 6P FP 12ft. 90D 16/6 PVC N-

41603N 106000A01F1202 MC 6P FP 12ft. 16/6 N-M

41603SS 106000A01F1201 MC 6P FP 12ft. 16/6 PVC CORD SS

41603SS-90 106001A01F1201 MC 6P FP 12ft. 90D 16/6 PVC SST

41604 1R6007A20A120 MC 6P MR 12in. 16/1 90DEG PVC

41605 1R6006A20A120 MC 6P MR 12in. 16/1 PVC LDS

41605G 1R6006A20A120 MC 6P MR 12in. 16/1 PVC GOLD

41605N 1R6006A20A1202 MC 6P MR 12in. 16/1 LEADS N-M

41605SS 1R6006A20A1201 MC 6P MR 12in. 16/1 PVC LDS SS

41606 1R6005A20A120 MC 6P FR 12in. 16/1 90DEG PVC

41607 1R6004A20A120 MC 6P FR 12in. 16/1 PVC LDS

41607G 1R6004A20A120 MC 6P FR 12in. 16/1 PVC GLD

41607N 1R6004A20A1202 MC 6P FR 12in. 16/1 PVC N-M

41607SS 1R6004A20A1201 MC 6P FR 12in. 16/1 PVC LDS S.S.

41608 106002A01F030 MC 6P MP 3ft. 16/6 PVC CORD

41608-90 106003A01F030 MC 6P MP 3ft. 90 DEG 16/6 PVC

41608N 106002A01F0302 MC 6P MP 3ft. 16/6 PVC N-M

41609 106002A01F060 MC 6P MP 6ft. 16/6 PVC CORD

41609-90 106003A01F060 MC 6P MP 6ft. 90D 16/6 PVC COR

41609N 106002A01F0602 MC 6P MP 6ft. 16/6 PVC CORD N-

41609N-90 106003A01F0602 REPLACED BY 106003A01F0602

41609SS 106002A01F0601 MC 6P MP 6ft. 16/6 PVC SST

41610 106002A01F120 MC 6P MP 12ft. 16/6 PVC CORD

41610-90 106003A01F120 MC 6P MP 12ft. 90 DEG 16/6 PVC

41610-90N 106003A01F1202 MC 6P MP 12ft. 90D 16/6 PVC N-M

41610N 106002A01F1202 MC 6P MP 12ft. 16/6 PVC N-M

41610SS 106002A01F1201 MC 6P MP 12ft. 16/6 PVC CORD S.S

41614 106002A01F200 MC 6P MP 20ft. 16/6 in.Ain. SI

41614-90 106003A01F200 MC 6P MP 20ft. 90D 16/6 PVC

41614N 106002A01F2002 MC 6P MP 20ft. 16/6 PVC N-M

41614SS 106002A01F2001 MC 6P MP 20ft. 16/6 ”A” SIZE SS

41620 116020A01F030 MC 6P MFE 3ft. 16/6 PVC A-SIZ

41620G 116020A01F030 MC 6P MFE 3ft. 16/6 PVC GOLD

41620N 116020A01F0302 MC 6P MFE 3ft. 16/6 PVC N-M

41620SS 116020A01F0301 MC 6P MFE 3ft. 16/6 PVC SST A-SZ

41621 116020A01F060 MC 6P MFE 6ft. 16/6 PVC A-SIZ

41621SS 116020A01F0601 MC 6P MFE 6ft. 16/6 PVC STS CPL

41622 116020A01F120 MC 6P MFE 12ft. 16/6 PVC A-SIZ

41622G 116020A01F120 MC 6P MFE 12ft. 16/6 PVC GOLD

41622L 116020A01F120 MC 6P MFE 12ft. 16/6 PVC

41622N 116020A01F1202 MC 6P MFE 12ft. 16/6 PVC N-M

41623 106000A01F200 MC 6P FP 20ft. 16/6 PVC A-SIZ

41623-90 106001A01F200 MC 6P FP 20ft. 90DEG 16/6 PVC

41623SS 106000A01F2001 MC 6P FP 20ft. 16/6 PVC SST

41624 106G06A31A060 MC 6P MR 6in. 22/1 PVC FLNGD S

41625 116020A01F200 MC 6P MFE 20ft. 16/6 PVC

41625G 116020A01F200 MC 6P MFE 20ft. 16/6 PVC GOLD

41625SS 116020A01F2001 MC 6P MFE 20ft. 16/6 PVC S.S.

41632 106002A01F150 MC 6P MP 15ft. 16/6 PVC

41632-90 106003A01F150 MC 6P MP 15ft. 90D 16/6 PVC

41632N 106002A01F1502 MC 6P MP 15ft. 16/6 PVC N/M

41632SS 106002A01F1501 MC 6P MP 15ft. 16/6 PVC SST

41633 106002A01F250 MC 6P MP 25ft. 16/6 PVC in.Ain

41633-90 106003A01F250 MC 6P MP 25ft. 90D 16/6 PVC

41633N 106002A01F2502 MC 6P MP 25ft. 16/6 PVC N-M

41633SS-90 106003A01F2501 MC 6P MP 25ft. 90D 16/6 PVC SST

41634 106002A01F300 MC 6P MP 30ft. 16/6 PVC in.Ain

41634-90 106003A01F300 MC 6P MP 30ft. 90D 16/6 PVC
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41634N 106002A01F3002 MC 6P MP 30ft. 16/6 PVC NYLON

41634SS 106002A01F3001 MC 6P MP 30ft. 16/6 PVC SST

41635 106000A01F150 MC 6P FP 15ft. 16/6 PVC A-SIZ

41635-90 106001A01F150 MC 6P FP 15ft.90 DEG 16/6 PVC

41635N 106000A01F1502 MC 6P FP 15ft. 16/6 PVC N-M

41636 106000A01F250 MC 6P FP 25ft. 16/6 PVC A-SIZ

41636-90 106001A01F250 MC 6P FP 25ft. 90D 16/6 PVC

41636SS 106000A01F2501 MC 6P FP 25ft. 16/6 PVC SST A-SZ

41637 106000A01F300 MC 6P FP 30ft. 16/6 PVC A-SIZ

41637-90 106001A01F300 MC 6P FP 30ft. 90DEG #16/6 PVC

41637SS 106000A01F3001 MC 6P FP 30ft. 16/6 PVC SST A-SZ

41639 116020A01F150 MC 6P MFE 15ft. 16/6 PVC A-SIZ

41639G 116020A01F150 MC 6P MFE 15ft. 16/6 PVC GOLD

41639SS 116020A01F1501 MC 6P MFE 15ft. 16/6 PVC SST

41643 116020A01F250 MC 6P MFE 25ft.16/6 PVC A-SIZE

41643N 116020A01F2502 MC 6P MFE 25ft. 16/6 PVC N-M

41643SS 116020A01F2501 MC 6P MFE 25ft. 16/6 PVC SST

41644 116020A01F300 MC 6P MFE 30ft.16/6 PVC A-SIZE

41644-90 116021A01F300 MC 6P MFE ST/90 30ft. 16/6 PVC

41644SS 116020A01F3001 MC 6P MFE 30ft. 16/6 PVC SST

41646 1R6006A20F060 MC 6P MR 6ft. 16/1 PVC LDS

41646SS 1R6006A20F0601 MC 6P MR 6ft. 16/1 PVC LDS SST

41647 116020A01F250 MC 6P MFE 25ft. 16/6 PVC

41648 116020A01F300 MC 6P MFE 30ft. 16/6 PVC

41653 106000A04M050 MC 6P FP 5M 22/6 PVC

41654 106000A04M100 MC 6P FP 10M 22/6 PVC

41655 106020A04M050 MC 6P MFE 5M 22/6 PVC

41656 106020A04M100 MC 6P MFE 10M 22/6 PVC

41657 1R6004A19A120 MC 6P FR 12in.

41660 1R6004A20F060 MC 6P FR 6ft. 16/1 PVC in.Ain.

41660SS 1R6004A20F0601 MC 6P FR 6ft. 16/1 PVC LDS S.S.

41677 116023A01F120 MC 6P MFE 12ft.16/6 90/90 A-SIZe

41739 1R6G04A20A120 MC 6P FR 12in. PVC FLANGED SHE

41739SS 1R6G04A20A1201 MC 6P FR 12in. PVC FLNGD SHL SST

41740 1R6004A20F030 MC 6P FR 3ft. 16/1 PVC

41751 1R6G06A20A120 MC 6P MR 12in.16/1 PVC FLNGD S

41765 1R6007A20F060 MC 6P MR 6ft. 16/1 PVC 90DEG

41766 1R6005A20F060 MC 6P FR 6ft. 16/1 PVC 90DEG

41767 1R6G06A20F060 MC 6P MR 6ft. 16/1 PVC FLNGD S

41768 1R6G04A20F060 MC 6P FR 6ft. 16/1 PVC FLNGD S

42601 206000A01F030 MC 6P FP 3ft. 16/6 PVC CORD in

42601-90 206001A01F030 MC 6P FP 3ft. 90D 16/6 PVC COR

42601SS 206000A01F0301 MC 6P FP 3ft. 16/6 PVC SS

42602 206000A01F060 MC 6P FP 6ft.16/6 PVC CORD in.

42602-90 206001A01F060 MC 6P FP 6ft. 90D 16/6 PVC COR

42602SS 206000A01F0601 MC 6P FP 6ft. 16/6 PVC SST

42603 206000A01F120 MC 6P FP 12ft. 16/6 PVC B SIZE

42603-90 206001A01F120 MC 6P FP 12ft. 16/6 90D PVC CO

42603SS 206000A01F1201 MC 6P FP 12ft.16/6PVC ”B” S.S.

42605 2R6006A20A120 MC 6P MR 12in. 16/1 PVC

42605SS 2R6006A20A1201 MC 6P MR 12in. 16/1 PVC S.S.

42607 2R6004A20A120 MC 6P FR 12in. 16/1 PVC LDS

42607SS 2R6004A20A1201 MC 6P FR 12in. 16/1 PVC LDS S.S.

42608 206002A01F030 MC 6P MP 3ft.16/6 PVC CORD in.

42608-90 206003A01F030 MC 6P MP 3ft. 16/6 PVC 90D

42608SS 206002A01F0301 MC 6P MP 3ft. 16/3 PVC SST ”B”

42609 206002A01F060 MC 6P MP 6ft. 16/6 PVC CORD in

42609-90 206003A01F060 MC 6P MP 6ft. 16/6 90D PVC COR

42609SS 206002A01F0601 MC 6P MP 6ft. 16/6 PVC SST

42609SS-90 206003A01F0601 MC 6P MP 6ft. 16/6 PVC 90D SS

42610 206002A01F120 MC 6P MP 12ft. 16/6 PVC CORD

42610-90 206003A01F120 MC 6P MP 12ft. 16/6 PVC 90D

42610SS 206002A01F1201 MC 6P MP 12ft. 16/6 PVC SST

42611 226020A01F060 MC 6P MFE 6ft. 16/6 PVC CORD i

42627 206002A01F200 MC 6P MP 20ft. 16/6 PVC CORD i

42627-90 206003A01F200 MC 6P MP 20ft. 90 DEG 16/6 PVC

42627SS 206002A01F2001 MC 6P MP 20ft.16/6 PVC SST ”B”

42628 226020A01F120 MC 6P MFE 12ft. 16/6 PVC

42628-90 226021A01F120 MC 6P MFE ST/90 12ft. 16/6 PVC

42652 2R6G06A31A060 MC 6P MR 6in. FLANGE MT #22 PV

42660 226020A01F200 MC 6P MFE 20ft.16/6 PVC

42671 226020A01F030 MC 6P MFE 3ft. 16/6 PVC

42685 206000A01F200 MC 6P FP 20ft. 16/6 PVC CORD

42685-90 206001A01F200 MC 6P FP 20ft. 90 DEG 16/6 PVC

42685SS 206000A01F2001 MC 6P FP 20ft. 16/1 PVC SST B-SZ

42706 2R6006A20F060 MC 6P MR 6ft. 16/1 PVC

42708 2R6004A20F060 MC 6P FR 6ft. 16/1 PVC in.Bin.

42708SS 2R6004A20F0601 MC 6P FR 6ft. 16/1 PVC SST

42709 2R6004A20F030 MC 6P FR 3ft. 16/1 PVC

42801 207000A01F030 MC 7P FP 3ft. 16/7 PVC CORD in

42801-90 207001A01F030 MC 7P FP 3ft. 16/7 90D PVC COR

42801SS 207000A01F0301 MC 7P FP 3ft. 16/7 PVC SST

42802 207000A01F060 MC 7P FP 6ft. 16/7 PVC CORD in

42802-90 207001A01F060 MC 7P FP 6ft. 16/7 90D PVC COR

42802G 207000A01F060 MC 7P FP 6ft. 16/7 PVC GOLD

42802SS 207000A01F0601 MC 7P FP 6ft. 16/7 PVC S.S.

42802SS-90 207001A01F0601 MC 7P FP 90D 6ft. 16/7 PVC S.S.

42803 207000A01F120 MC 7P FP 12ft. 16/7 PVC CORD i

42803-90 207001A01F120 MC 7P FP 12ft. 16/7 90D PVC CO

42803-90SS 207001A01F1201 MC 7P FP 12ft. 16/7 PVC 90D SST

42803SS 207000A01F1201 MC 7P FP 12ft. 16/7 PVC CORD SS

42803SS-90 207001A01F1201 MC 7P FP 12ft. 90D 16/7 PVC SS

42805 2R7006A20A120 MC 7P MR 12in 16/1 PVC LDS

42805G 2R7006A20A120 MC 7P MR 12in. 16/1 PVC GOLD
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42805SS 2R7006A20A1201 MC 7P MR 12in. 16/1 PVC LDS S.S

42807 2R7004A20A120 MC 7P FR 12in. 16/1 PVC LDS

42807SS 2R7004A20A1201 MC 7P FR 12in. 16/1 PVC LDS S.S.

42808 207002A01F030 MC 7P MP 3ft. 16/7 PVC CORD

42808-90 207003A01F030 MC 7P MP 3ft. 16/7 90D PVC COR

42808SS 207002A01F0301 MC 7P MP 3ft. 16/7 PVC SST

42809 207002A01F060 MC 7P MP 6ft. 16/7 PVC CORD

42809-90 207003A01F060 MC 7P MP 6ft. 16/7 PVC 90D

42809SS 207002A01F0601 MC 7P MP 6ft. 16/7 PVC SST

42810 207002A01F120 MC 7P MP 12ft.16/7 PVC CORD

42810-90 207003A01F120 MC 7P MP 12ft. 16/7 90D PVC CO

42810SS 207002A01F1201 MC 7P MP 12ft.16/7 PVC CORD S.S.

42819 227020A01F060 MC 7P MFE 6ft. 16/7 PVC CORD

42819SS 227020A01F0601 MC 7P MFE 6ft. 16/7 PVC SST

42820 227020A01F120 MC 7P MFE 12ft. 16/7 PVC

42820SS 227020A01F1201 MC 7P MFE 12ft. 16/7 PVC SST

42821 207000A01F200 MC 7P FP 20ft. 16/7 PVC CORD

42821-90 207001A01F200 MC 7P FP 20ft. 90 DEG 16/7 PVC

42821SS 207000A01F2001 MC 7P FP 20ft. 16/7 PVC CORD SS

42834 207000A01F250 MC 7P FP 25ft. 16/7 PVC CORD i

42848 2R7G06A31A060 MC 7P MR 6in. #22 PVC FLANGE M

42850 207000A01F300 MC 7P FP 30ft. 16/7 PVC CORD

42856 227020A01F300 MC 7P MFE 30ft. 16/7 PVC

42862 227020A01F030 MC 7P MFE 3ft. 16/7 PVC CORD

42866 227020A01F200 MC 7P MFE 20ft. 16/7 PVC CORD

42866SS 227020A01F2001 MC 7P MFE 20ft. 16/7 PVC SST

42867 227020A01F250 MC 7P MFE 25ft. 16/7 PVC

42872 207002A01F200 MC 7P MP 20ft.16/7 PVC CORD

42872-90 207003A01F200 MC 7P MP 20ft. 90 DEG 16/7 PVC

42872SS-90 207003A01F2001 MC 7P MP 20ft. 90DEG 16/7 PVC SS

42873 227023A01F060 MC 7P MFE 90/90 6ft. 16/7 PVC

42901 2R7006A20F030 MC 7P MR 3ft. #16/1 PVC LDS

42908 2R7004A20F060 MC 7P FR 6ft. 16/1 PVC

42908SS 2R7004A20F0601 MC 7P FR 6ft. 16/1 PVC SST

42910 227022A01F030 MC 7P MFE 3ft. 90/ST 16/7 PVC

42911 2R7006A20F060 MC 7P MR 6ft. 16/1 PVC LEADS

42913-0060 227020A01F060 MC 7P MFE 6ft. 16/7 PVC

42913-0200 227020A01F200 MC 7P MFE 20ft. 16/7 PVC

43001 208000A01F030 MC 8P FP 3ft.16/8 PVC CORD in.

43001-90 208001A01F030 MC 8P FP 3ft. 16/8 90D PVC COR

43001SS 208000A01F0301 MC 8P FP 3ft. 16/8 PVC SST

43002 208000A01F060 MC 8P FP 6ft.16/8 PVC CORD in.

43002-90 208001A01F060 MC 8P FP 6ft. 16/8 90D PVC COR

43002G 208000A01F060 MC 8P FP 6ft. 16/8 PVC GOLD

43002SS 208000A01F0601 MC 8P FP 6ft. 16/8 PVC SST

43003 208000A01F120 MC 8P FP 12ft.16/8 PVC CORD

43003-90 208001A01F120 MC 8P FP 12ft. 16/8 90D PVC CO

43003SS 208000A01F1201 MC 8P FP 12ft. 16/8 PVC SS

43003SS-90 208001A01F1201 MC 8P FP 12ft. 16/8 PVC 90D SST

43005 2R8006A20A120 MC 8P MR 12in. 16/1 PVC LDS

43005G 2R8006A20A120 MC 8P MR 12in. 16/1 PVC GOLD

43005SS 2R8006A20A1201 MC 8P MR 12in. 16/1 PVC S.S.

43007 2R8004A20A120 MC 8P FR 12in. 16/1 PVC LDS

43007G 2R8004A20A120 MC 8P FR 12in. 16/1 PVC GLD

43007SS 2R8004A20A1201 MC 8P FR 12in. 16/1 PVC SS

43008 208002A01F030 MC 8P MP 3ft. 16/8 PVC CORD

43008-90 208003A01F030 MC 8P MP 3ft. 16/8 90D PVC COR

43008SS 208002A01F0301 MC 8P MP 3ft. 16/8 PVC SST

43009 208002A01F060 MC 8P MP 6ft.16/8 PVC CORD

43009-90 208003A01F060 MC 8P MP 6ft. 16/8 90D PVC COR

43009SS 208002A01F0601 MC 8P MP 6ft. 16/8 PVC SST. CPL

43010 208002A01F120 MC 8P MP 12ft. 16/8 PVC CORD

43010-90 208003A01F120 MC 8P MP 12ft. 16/8 90D PVC CO

43010SS 208002A01F1201 MC 8P MP 12ft.16/8 PVC S.S.

43010SS-90 208003A01F1201 MC 8P MP 12ft. 16/8 PVC 90D SST

43015 228020A01F060 MC 8P MFE 6ft. 16/8 PVC CORD

43015-90 228021A01F060 MC 8P MFE ST/90 6ft. 16/8 PVC

43015G 228020A01F060 MC 8P MFE 6ft.16/8 PVC GOLD

43015SS 228020A01F0601 MC 8P MFE 6ft. 16/8 PVC CORD

43056 228020A01F030 MC 8P MFE 3ft. 16/8 PVC CORD

43056-90 228021A01F030 MC 8P MFE ST/90 3ft. 16/8 PVC

43056SS 228020A01F0301 MC 8P MFE 3ft. 16/8 PVC SST

43060 208000A01F250 MC 8P FP 25ft. 16/8 PVC CORD i

43062 208000A01F200 MC 8P FP 20ft. 16/8 PVC CORD i

43062-90 208001A01F200 MC 8P FP 20ft. 90 DEG 16/8 PVC

43062SS 208000A01F2001 MC 8P FP 20ft.16/6 PVC CORD ”B”

43062SS-90 208001A01F2001 MC 8P FP 90D 20ft. 16/8 PVC SST

43066 208002A01F200 MC 8P MP 20ft. 16/8 PVC CORD

43066-90 208003A01F200 MC 8P MP 20ft. 90 DEG 16/8 PVC

43066SS 208002A01F2001 MC 8P MP 20ft. 16/8 PVC SST

43067 228020A01F120 MC 8P MFE 12ft. 16/8 PVC CORD

43067G 228020A01F120 MC 8P MFE 12ft. 16/6 PVC GOLD

43067SS 228020A01F1201 MC 8P MFE 12ft. 16/8 PVC SST

43072 208000A01F300 MC 8P FP 30ft. 16/8 PVC CORD i

43073 228020A01F200 MC 8P MFE 20ft. 16/8 PVC CORD

43073-90 228021A01F200 MC 8P MFE ST/90 20ft. 16/8 PVC

43073G 228020A01F200 MC 8P MFE 20ft. 16/8 PVC GOLD

43074 228020A01F250 MC 8P MFE 25ft. 16/8 PVC CORD

43075 208000A04M050 MC 8P FP 5M 22/8 PVC

43076 208000A04M100 MC 8P FP 10M 22/8 PVC

43077 228020A04M050 MC 8P MFE 5M 22/8 PVC

43078 228020A04M100 MC 8P MFE 10M 22/8 PVC

43079 228020A01F300 MC 8P MFE 30ft. 16/8 PVC CORD

43080 2R8004A19A120 MC 8P FR 12in.
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43082 2R8004A20F060 MC 8P FR 6ft.16/1 PVC LDS

43082SS 2R8004A20F0601 MC 8P FR 6ft. 16/1 PVC SST

43092 228022A01F060 MC 8P MFE 90D M 6ft. 16/8 PVC

43131 2R8004A20F030 MC 8P FR 3ft. 16/1 PVC

43142 228023A01F060 MC 8P MFE 90/90 6ft. 16/8 PVC

43148 2R8006A20F060 MC 8P MR 6ft. 16/1 PVC

43150 2R8006A20F030 MC 8P MR 3ft. #16/1 PVC LDS

47001 309000A01F030 MC 9P FP 3ft. 16/9 PVC CORD

47001-90 309001A01F030 MC 9P FP 3ft.16/9 PVC 90D

47002 309000A01F060 MC 9P FP 6ft.16/9 PVC CORD

47002-90 309001A01F060 MC 9P FP 6ft.16/9 PVC 90D

47002-90SS 309001A01F0601 MC 9P FP 6ft. 16/9 PVC 90D SST

47002SS 309000A01F0601 MC 9P FP 6ft.16/9 PVC S.S.

47003 309000A01F120 MC 9P FP 12ft.16/9 PVC CORD

47003-90 309001A01F120 MC 9P FP 12ft. 16/9 90D PVC CO

47003SS 309000A01F1201 MC 9P FP 12ft. 16/9 PVC SST

47003SS-90 309001A01F1201 MC 9P FP 90D 12ft. 16/9 PVC SST

47005 3R9006A20A120 MC 9P MR 12in. 16/1 PVC LDS

47005SS 3R9006A20A1201 MC 9P MR 12in. 16/1 PVC SS

47007 3R9004A20A120 MC 9P FR 12in. 16/1 PVC LDS

47007SS 3R9004A20A1201 MC 9P FR 12in. 16/1 PVC SST

47008 309002A01F030 MC 9P MP 3ft. 16/9 PVC CORD

47008-90 309003A01F030 MC 9P MP 3ft. 16/9 PVC 90D

47008SS 309002A01F0301 MC 9P MP 3ft. 16/9 PVC SST

47009 309002A01F060 MC 9P MP 6ft.16/9 PVC CORD

47009-90 309003A01F060 MC 9P MP 6ft. 16/9 90D PVC COR

47009SS 309002A01F0601 MC 9P MP 6ft. 16/9 PVC SST

47010 309002A01F120 MC 9P MP 12ft. 16/9 PVC CORD

47010-90 309003A01F120 MC 9P MP 12ft. 16/9 90D PVC CO

47010SS 309002A01F1201 MC 9P MP 12ft. 16/9 PVC SST

47011 309000A01F250 MC 9P FP 25ft. 16/9 PVC CORD

47023 3R9004A20F030 MC 9P FR 3ft. 16/1 PVC

47025 339020A01F200 MC 9P MFE 20ft. 16/9 PVC

47025SS 339020A01F2001 MC 9P MFE 20ft. 16/9 PVC SST

47029 339020A01F030 MC 9P MFE 3ft. 16/9 PVC CORD

47029-90 339021A01F030 MC 9P MFE 3ft. 16/9 PVC 90D FEM

47043 309000A01F200 MC 9P FP 20ft. 16/9 PVC CORD

47043-90 309001A01F200 MC 9P FP 20ft. 16/9 PVC 90DEG

47043-90SS 309000A01F2001 MC 9P FP 20ft. 16/9 PVC 90DSS

47043SS 309000A01F2001 MC 9P FP 20ft. 16/9 PVC S.S.

47051 339020A01F060 MC 9P MFE 6ft. 16/9 PVC

47051-90 339021A01F060 MC 9P MFE 6ft. 16/9 PVC 90DEG F

47051SS 339020A01F0601 MC 9P MFE 6ft. 16/9 PVC SST

47052 339020A01F120 MC 9P MFE 12ft. 16/9 PVC

47052-90 339021A01F120 MC 9P MFE 12ft. 16/9 PVC 90DEG F

47052SS 339020A01F1201 MC 9P MFE 12ft. 16/9 PVC SST

47053 309000A01F300 MC 9P FP 30ft. 16/9 PVC CORD

47054 339020A01F250 MC 9P MFE 25ft. 16/9 PVC

47055 339020A01F300 MC 9P MFE 30ft. 16/9 PVC

47057 309002A01F200 MC 9P MP 20ft. 16/9 PVC CORD

47057-90 309003A01F200 MC 9P MP 20ft. 16/9 PVC 90DEG

47057SS 309002A01F2001 MC 9P MP 20ft. 16/9 PVC SST

47072 339023A01F060 MC 9P MFE 6ft. 16/9 90/90

47074 3R9006A20F030 MC 9P MR 3ft. 16/1 PVC

47077 3R9004A20F060 MC 9P FR 6ft. 16/1 PVC

47077SS 3R9004A20F0601 MC 9P FR 6ft. 16/1 PVC SST

47079 3R9006A20F060 MC 9P MR 6ft. 16/1 PVC LEADS

47201 301000A01F030 MC 10P FP 3ft. 16/10 PVC CORD

47201-90 301001A01F030 MC 10P FP 3ft.16/10 PVC 90DE

47201SS 301000A01F0301 MC 10P FP 3ft. 16/10 PVC SST

47202 301000A01F060 MC 10P FP 6ft. 16/10 PVC CORD

47202-90 301001A01F060 MC 10P FP 6ft. 16/10 90D PVC

47202-90SS 301001A01F0601 MC 10P FP 6ft. 16/10 PVC 90D SST

47202SS 301000A01F0601 MC 10P FP 6ft. 16/10 PVC SST

47203 301000A01F120 MC 10P FP 12ft. 16/10 PVC CORD

47203-90 301001A01F120 MC 10P FP 12ft.16/10 PVC 90D

47203-90SS 301001A01F1201 MC 10P FP 12ft. 90D 16/10 PVC SS

47203SS 301000A01F1201 MC 10P FP 12ft. 16/10 PVC SST

47205 3R1006A20A120 MC 10P MR 12in 16/1 PVC LDS

47205SS 3R1006A20A1201 MC 10P MR 1in. 16/1 PVC SST

47207 3R1004A20A120 MC 10P FR 12in. 16/1 PVC LDS

47207SS 3R1004A20A1201 MC 10P FR 12in. 16/1PVC LDS S.S.

47208 301002A01F030 MC 10P MP 3ft.16/10 PVC CORD

47208-90 301003A01F030 MC 10P MP 3ft. 16/10 90D PVC

47208SS 301002A01F0301 MC 10P MP 3ft. 16/10 PVC S.S.

47209 301002A01F060 MC 10P MP 6ft.16/10 PVC CORD

47209-90 301003A01F060 MC 10P MP 6ft. 16/10 90D PVC

47209SS 301002A01F0601 MC 10P MP 6ft.16/10PVC CORD S.S.

47210 301002A01F120 MC 10P MP 12ft.16/10 PVC CORD

47210-90 301003A01F120 MC 10P MP 12ft. 16/10 90D PVC

47210SS 301002A01F1201 MC 10P MP 12ft. 16/10 PVC

47212 331020A01F200 MC 10P MFE 20ft. 16/10 PVC

47212-90 331021A01F200 MC 10P MFE ST/90 20ft. 16/10 PVC

47212SS 331020A01F2001 MC 10P MFE 20ft. 16/10 PVC SST

47221 3R1004A20F030 MC 10P FR 3ft. 16/1 PVC

47224 331020A01F060 MC 10P MFE 6ft. 16/10 PVC CORD

47224-90 331021A01F060 MC 10P MFE ST/90 6ft. 16/10 PVC

47224SS 331020A01F0601 MC 10P MFE 6ft. 16/10 PVC SST

47235 301002A01F200 MC 10P MP 20ft. 16/10 PVC

47235-90 301003A01F200 MC 10P MP 20ft. 16/10 90D PVC

47235SS 301002A01F2001 MC 10P MP 20ft. 16/10 PVC SST

47237 3R1004A20F060 MC 10P FR 6ft. 16/1 PVC

47239 301000A01F200 MC 10P FP 20ft.16/10 PVC CORD

47239-90 301001A01F200 MC 10P FP 90D 20ft.16/10 PVC
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47239-90SS 301001A01F2001 MC 10P FP 90D 20ft. 16/10 PVC SS

47239SS 301000A01F2001 MC 10P FP 20ft. 16/10 PVC SST

47243 301000A01F250 MC 10P FP 25ft. 16/10 PVC CORD

47247 301000A04M050 MC 10P FP 5M 22/10 PVC

47248 301000A04M100 MC 10P FP 10M 22/10 PVC

47249 301000A01F300 MC 10P FP 30ft. 16/10 PVC CORD

47250 331020A01F120 MC 10P MFE 12ft. 16/10 PVC

47250-90 331021A01F120 MC 10P MFE ST/90 12ft. 16/10 PVC

47250G 331020A01F120 MC 10P MFE 12ft. 16/10 PVC GOLD

47250SS 331020A01F1201 MC 10P MFE 12ft. 16/10 PVC SST

47251 331020A01F250 MC 10P MFE 25ft. 16/10 PVC

47252 331020A01F300 MC 10P MFE 30ft. 16/10 PVC

47253 331020A01F030 MC 10P MFE 3ft. 16/10 PVC

47253-90 331021A01F030 MC 10P MFE ST/90 3ft.16/10 PVC

47254 331020A04M050 MC 10P MFE 5M 22/10 PVC

47255 331020A04M100 MC 10P MFE 10M 22/10 PVC

47256 3R1004A19A120 MC 10P FR 12in.

47352 3R1006A20F060 MC 10P MR 6ft. 16/1 PVC

47401 302000A01F030 MC 12P FP 3ft. 16/12 PVC CORD

47401-90 302001A01F030 MC 12P FP 3ft. 16/12 90D PVC

47401SS 302000A01F0301 MC 12P FP 3ft. 16/12 PVC SST

47402 302000A01F060 MC 12P FP 6ft.16/12 PVC CORD

47402-90 302001A01F060 MC 12P FP 6ft.16/12 PVC 90DE

47402SS 302000A01F0601 MC 12P FP 6ft. 16/12 PVC SST

47403 302000A01F120 MC 12P FP 12ft.16/12 PVC CORD

47403-90 302001A01F120 MC 12P FP 12ft.16/12 PVC 90D

47403-90SS 302001A01F1201 MC 12P FP 12ft. 16/12 PVC SST

47403SS 302000A01F1201 MC 12P FP 12ft. 16/12 SO

47403SSG 302000A01F1201 MC 12P FP 12ft. 16/12C S.S. GOLD

47405 3R2006A20A120 MC 12P MR 12in. 16/1 PVC LDS

47405R 3R2006A20A120 MC 12P MR 12in. 16/1 PVC LDS

47405SS 3R2006A20A1201 MC 12P MR 12in. 16/1 PVC SS

47407 3R2004A20A120 MC 12P FR 12in. 16/1 PVC LDS

47407R 3R2004A20A120 MC 12P FR 12in. 16/1 PVC LDS

47407SS 3R2004A20A1201 MC 12P FR 12in. 16/1 PVC SST

47408 302002A01F030 MC 12P MP 3ft.16/12 PVC CORD

47408-90 302003A01F030 MC 12P MP 3ft.16/12 PVC 90DE

47408SS 302002A01F0301 MC 12P MP 3ft. 16/12 PVC SST

47409 302002A01F060 MC 12P MP 6ft.16/12 PVC CORD

47409-90 302003A01F060 MC 12P MP 6ft. 16/12 90D PVC

47409SS 302002A01F0601 MC 12P MP 6ft. 16/12 PVC SST

47410 302002A01F120 MC 12P MP 12ft.16/12 PVC CORD

47410-90 302003A01F120 MC 12P MP 12ft. 16/12 90D PVC

47410SS 302002A01F1201 MC 12P MP 12ft.16/12 PVC S.S.

47410SS-90 302003A01F1201 MC 12P MP 90D 12ft. 16/12 PVC SS

47413 332020A01F060 MC 12P MFE 6ft. 16/12 PVC CORD

47413-90 332021A01F060 MC 12P MFE 6ft. ST/90 16/12 PVC

47413G 332020A01F060 MC 12P MFE 6ft. 16/12 PVC GOLD

47413SS 332020A01F0601 MC 12P MFE 6ft. 16/12 PVC SST

47424 332020A01F200 MC 12P MFE 20ft. 16/12 PVC

47424G 332020A01F200 MC 12P MFE 20ft. 16/12 PVC GOLD

47424SS 332020A01F2001 MC 12P MFE 20ft. 16/12 PVC SST

47425 302002A01F200 MC 12P MP 20ft.16/12 PVC CORD

47425-90 302003A01F200 MC 12P MP 90D 20ft. 16/12 PVC

47425SS 302002A01F2001 MC 12P MP 20ft. 16/12 PVC SST

47431 302000A01F250 MC 12P FP 25ft.16/12 PVC CORD

47433 3R2004A20F030 MC 12P FR 3ft. 16/1 PVC

47446 332020A01F120 MC 12P MFE 12ft. 16/12 PVC

47446-90 332021A01F120 MC 12P MFE ST/90 12ft. 16/12 PVC

47446G 332020A01F120 MC 12P MFE 12ft. 16/12PVC GOLD

47446SS 332020A01F1201 MC 12P MFE 12ft. 16/12 PVC SST

47449 302000A01F200 MC 12P FP 20ft. 16/12 PVC CORD

47449-90 302001A01F200 MC 12P FP 90D 20ft. 16/12 PVC

47449-90SS 302001A01F2001 MC 12P FP 90D 20ft. 16/12 PVC SS

47454 3R2006A20F030 MC 12P MR 3ft. 16/1 PVC

47456 3R2006A20F060 MC 12P MR 6ft.16/1 PVC

47456SS 3R2006A20F0601 MC 12P MR 6ft. 16/1 PVC LDS SSTL

47467 332020A01F300 MC 12P MFE 30ft. 16/12 PVC

47479 332020A01F030 MC 12P MFE 3ft. 16/12 PVC

47479SS 332020A01F0301 MC 12P MFE 3ft. 16/12 PVC S.S.

47480 302000A01F300 MC 12P FP 30ft.16/12 PVC CORD

47481 332020A01F250 MC 12P MFE 25ft.16/12 PVC CORD

47482 332023A01F120 MC 12P MFE 90/90 12ft. 16/12 PVC

47482SS 332023A01F1201 MC 12P MFE 90/90 12ft. 16/12 SST

47489 332023A01F060 MC 12P MFE 90/90 6ft. 16/12 PVC

47496 332022A01F060 MC 12P MFE 6ft. 90/ST 16/12 PVC

47497 332022A01F120 MC 12P MFE 12ft. 90/ST 16/12 PVC

47515 3R2004A20F060 MC 12P FR 6ft. 16/1 PVC

47515SS 3R2004A20F0601 MC 12P FR 6ft. 16/1 PVC SST

47527 302000A04M050 MC 12P FP 5M

47527-90 302001A04M050 MC 12P FP 5M 90 DEG

47528 302000A04M100 MC 12P FP 10M

47528-90 302001A04M100 MC 12P FP 10M 90D

47529 332020A04M050 MC 12P MFE 5M

47530 332020A04M100 MC 12P MFE 10M

47532 332021A04M050 MC 12P MFE 5M STR/90

47533 332021A04M100 MC 12P MFE 10M STR/90

47534 3R2004A19A120 MC 12P FR 12in. 18/1

50925 1R3005A20F060 MC 3P FR 6ft. 16/1 PVC 90DEG

50926 1R3G06A20F060 MC 3P MR 6ft. 16/1 PVC FLNGD S

50927 1R3G04A20F060 MC 3P FR 6ft. 16/1 PVC FLNGD S

50928 1R3006A24F060 MC 3P MR 6ft. 16/1 PVC 2R1G

50929 1R3007A24F060 MC 3P MR 6ft. 16/1 PVC 90D 2R1

51110 1R4005A20F060 MC 4P FR 6ft. 16/1 PVC 90DEG
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51111 1R4G06A20F060 MC 4P MR 6ft. 16/1 PVC FLNGD S

51112 1R4G04A20F060 MC 4P FR 6ft. 16/1 PVC FLNGD S

51317 1R5005A20F060 MC 5P FR 6ft. 16/1 PVC 90DEG

51318 1R5G06A20F060 MC 5P MR 6ft. 16/1 PVC FLNGD S

51319 1R5G04A20F060 MC 5P FR 6ft. 16/1 PVC FLNGD S

51320 1R5007A24F060 MC 5P MR 6ft. 16/1 PVC 90D 4R1

60997 113022A01F030 MC 3P MFE 3ft. 90/STR 16/3 PVC

60997-18 113022A03F030 MC 3P MFE 3ft. 90/STR 18/3 PVC

60997-18G 113022A03F030 MC 3P MFE 3ft. 90DEG ML 18GA GLD

60999 113022A01F060 MC 3P MFE 6ft. 90/STR 16/3 PVC

60999-18 113022A03F060 MC 3P MFE 6ft. 90/STR 18/3 PVC

60999-18G 113022A03F060 MC 3P MFE 6ft. 90DEG ML 18GA GLD

61004 113023A01F060 MC 3P MFE 6ft. 90/90 16/3 PVC

61005 113023A01F030 MC 3P MFE 3ft. 90/90 16/3 PVC

61011 1R3007A20F030 MC 3P MR 3ft. 16/1 90D

61055 113023A01F120 MC 3P MFE 12ft. 90/90 16/3 PVC

61059 1R3004A24F060 MC 3P FR 6ft. 16/1 2R1G

61060 1R3G04A20A120 MC 3P FR 12in. PVC FLANGED SHE

61060SS 1R3G04A20A1201 MC 3P FR 12in. 16/1 PVC FLNG SST

61082 1R3006A20F030 MC 3P MR 3ft. #16/1 PVC LDS

61090 1R3G06A20A120 MC 3P MR 12in.16/1 PVC FLNGD S

61090SS 1R3G06A20A1201 MC 3P MR 12in. 16/1 PVC FLNGD SS

61095-0060 113030A01F060 MC 3P M/MFE 6ft. 16/3 PVC CORD

61095-0120 113030A01F120 MC 3P M/MFE 12ft. 16/3 PVC CORD

61095-0150 113030A01F150 MC 3P M/MFE 15ft. 16/3 PVC CORD

61112 104002A01F150 MC 4P MP 15ft. #16/4 PVC

61112-90 104003A01F150 MC 4P MP 15ft. 90D 16/4 PVC

61114 114020A01F150 MC 4P MFE 15ft. 16/4 PVC CORD

61114N 114020A01F1502 MC 4P MFE 15ft. 16/4 PVC N-M

61114SS 114020A01F1501 MC 4P MFE 15ft. 16/4 PVC SST

61114SS-90 114021A01F1501 MC 4P MFE ST/90 15ft. 16/4 SST

61121 114022A01F015 MC 4P MFE 18in. 90/STR 16/4 PV

61122 114022A01F030 MC 4P MFE 3ft. 90/STR 16/4 PVC

61122-18 114022A03F030 MC 4P MFE 3ft. 90/STR 18/4 PVC

61123 114022A01F060 MC 4P MFE 6ft. 90/STR 16/4 PVC

61123-18 114022A03F060 MC 4P MFE 6ft. 90/ST 18/4 PVC

61123SS 114022A01F0601 MC 4P MFE 6ft. 90/ST 16/4 SST

61159N 104000A03F2002 MC 4P FP 20ft. 18/4 PVC N-M

61193 114022A01F030 MC 4P MFE 90/ST 3ft. 16/4 PVC

61212 114023A01F030 MC 4P MFE 3ft. 90/90 16/4 PVC

61242 1R4G04A20A120 MC 4P FR 12in. PVC FLANGED SHE

61242SS 1R4G04A20A1201 MC 4P FR 12in. PVC FLNGD SHL SST

61243 1R4006A20F030 MC 4P MR 3ft. 16/1 PVC

61266N-90 104001A01F0602 MC 4P FP 90D 6ft. 16/4 PVC SPCL

61278-0030 114030A01F030 MC 4P M/MFE 3 FT 16 AWG CORD

61278-0060 114030A01F060 MC 4P M/MFE 6 FT 16 AWG CORD

61278-0150 114030A01F150 MC 4P M/MFE 15 FT 16 AWG CORD

61278-0200 114030A01F200 MC 4P M/MFE 20 FT 16 AWG CORD

61278-0300 114030A01F300 MC 4P M/MFE 30 FT 16 AWG CORD

61298-13.5SS 1R4D06A16A1201 MC 4P MR 12in.  PG13.5 SST 18/1

61301 115022A01F015 MC 5P MFE 18in. 90/STR 16/5 PV

61302 115022A01F030 MC 5P MFE 3ft. 90/STR 16/5 PVC

61303 115022A01F060 MC 5P MFE 6ft. 90/STR 16/5 PVC

61304 115022A01F120 MC 5P MFE 12ft. 90/STR 16/5 PVC

61322SS 105000A01F1201 MC 5P FP 12ft. 16/5 PVC,SST COUP

61332 115020A01F300 MC 5P MFE 30ft. 16/5 PVC CORD

61332-90 115021A01F300 MC 5P MFE ST/90 30ft. 16/5 PVC

61332SS 115020A01F3001 MC 5P MFE 30ft. 16/5 PVC SST

61340 115020A01F015 MC 5P MFE 18in. 16/5 PVC CORD

61390 1R5007A20F060 MC 5P MR 6ft. 16/1 PVC 90DEG

61509 1R5G06A20A120 MC 5P MR 12in. 16/1 PVC

61516 1R5004A17A120 MC 5P FR 12in. 18/1 AUTO GOLD

61516G 1R5004A17A120 MC 5P FR 12in. 18/1 AUTO GOLD

61522 115022A01F200 MC 5P MFE 20ft. 90/ST 16/5 PVC

61530 115023A01F120 MC 5P MFE 90/90 12ft. 16/5 PVC

61538 1R5006A20F060 MC 5P MR 6ft. 16/1 PVC

61557 1R5G04A20A120 MC 5P FR 12in. PVC FLANGED SHE

61558 1R5006A20F030 MC 5P MR 3ft. 16/1 PVC

61584-0030 115030A01F030 MC 5P M/MFE 3 FT 16 AWG CORD

61584-0060 115030A01F060 MC 5P M/MFE 6 FT 16 AWG CORD

61584-0150 115030A01F150 MC 5P M/MFE 15 FT 16 AWG CORD

61584-0200 115030A01F200 MC 5P M/MFE 20 FT 16 AWG CORD

61584-0300 115030A01F300 MC 5P M/MFE 30 FT 16 AWG CORD

61598 1R5006A24F060 MC 5P MR 6ft. 16/1 PVC 4R1G

61928 103002A01F150 MC 3P MP 15ft. 16/3 PVC CORD

61928-90 103003A01F150 MC 3P MP 15ft. 90D 16/3 PVC

61928-90N 103003A01F1502 MC 3P MP 15ft. 90D 16/3 PVC N-

61928N 103002A01F1502 MC 3P MP 15ft. 16/3 PVC N-M

61928SS 103002A01F1501 MC 3P MP 15ft. 16/3 PVC SST

61930 113022A01F120 MC 3P MFE 12ft. 90DEG M.16AWG

61931 113022A01F200 MC 3P MFE 20ft. 90DEG M.16AWG

61936 113020A01F150 MC 3P MFE 15ft. 16/3 PVC CORD

61936N 113020A01F1502 MC 3P MFE 15ft. 16/4 PVC N-M

61936SS 113020A01F1501 MC 3P MFE 15ft. 16/3 PVC SST

61937 113020A01F300 MC 3P MFE 30ft. 16/3 PVC CORD

61937N 113020A01F3002 MC 3P MFE 30ft. 16/3 PVC NYLON

61945 113020A01F015 MC 3P MFE 18in. 16/3 PVC

61974 1R3006A20F060 MC 3P MR 6ft. 16/1 PVC LDS

61974N 1R3006A20F0602 MC 3P MR 6ft. 16/1 PVC N-M

61987 1R3007A20F060 MC 3P MR 6ft. 16/1 90DEG PVC

61991 113023A01F250 MC 3P MFE 90/90 25ft. 16/3 PVC
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Mini-Change® Receptacles

OPTIONAL
SHELL MATERIAL

(For receptacle type
004 and 006 only)

Blank Zinc Diecast, epoxy coat
1 Stainless Steel, Type 303
2 Non-Metallic Nylon 6/6

(2P - 6P, A-size only)

LENGTH
1st Digit 10 X Length

2nd Digit 1 X Length
3rd Digit .1 X Length

Receptacle Catalog Number Matrix

PRODUCT 
FAMILY (2 characters)

1st Character
1 2 to 6 Pole (A-size)
2 6 to 8 Pole (B-size)
3 9, 10, 12 Pole (C-size)

2nd Character
R Receptacle

Use these Catalog Number Matrices to generate a custom or existing part number. From each grouping of specifications choose the
corresponding code to create a single 13 character alpha/numeric part number for ordering. Below is an example of a properly constructed
Receptacle part number and how it translates to an actual part.

3R2004A20A1201
12 Pole Female Straight Receptacle with 12" leads, 16 AWG, PVC, U.S. Color Code, Optional Stainless Steel Shell

NUMBER 
OF POLES

X X Pole: 2 to 9 Pole
1 10 Pole C-size only
2 12 Pole C-size only

RECEPTACLE 
TYPE

004 Female Straight, 1⁄2" - 14NPT Mounting Thread
005 Female 90°, 1⁄2" - 14NPT Mounting Thread 2-6 Pole A-size only
006 Male Straight, 1⁄2" - 14NPT Mounting Thread 
007 Male 90°, 1⁄2" - 14NPT Mounting Thread 2-6 Pole A-size only
D04 Female Straight, PG13.5 Mounting Thread, 3-5 Pole only
D06 Male Straight, PG13.5 Mounting Thread, 3-5 Pole only
G04 Female Straight Flange Mount 2-6 Pole A-size only
G06 Male Straight Flange Mount 2-6 Pole A-size only

WIRE TYPE
A16 18 AWG PVC UL 1015 IEC DC Color Code 3P & 4P
A17 18 AWG PVC UL 1061 AUTO Color Code 3P-5P
A20 16 AWG PVC UL 1015 U.S. Color Code 2P-12P
A24 16 AWG PVC UL 1015 AUTO Color Code 3P & 5P
A25 18 AWG PVC UL 1015 IEC AC Color Code 3P & 5P

UNIT OF
MEASURE

A Inches
F Feet

Note: use feet for length greater
than 1 foot

3 R2004A20A1201
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Mini-Change® Cordsets

COUPLING NUT 
Blank Zinc Diecast, epoxy coat

1 Stainless Steel, Type 303
2 Non-Metallic Nylon 6/6

(2P - 6P, A-size only)

LENGTH
1st Digit 10 X Length

2nd Digit 1 X Length
3rd Digit .1 X Length

CABLE TYPE
A01 16 AWG Type STOOW U.S. Color Code 2P-12P
A02 16 AWG Type STOOW AUTO Color Code 3P&5P
A03 18 AWG PVC Jacket  AUTO Color Code 3P-5P
A05 18 AWG PVC Jacket IEC DC Color Code 3P&4P
A06 18 AWG PVC Jacket IEC AC Color Code 3P
A07 20 AWG PVC Jacket IEC AC Color Code 5P
B13 18 AWG PUR Coil Cord AUTO Color Code 3P&5P
C01 16 AWG Type SOO AUTO Color Code 3P-5P
K02 18 AWG TPE Jacket AUTO Color Code 3P&5P

CONNECTOR
TYPE

Single-Ended
Cordset

000 Female Straight
001 Female 90°
002 Male Straight
003 Male 90°

Double-Ended
Cordset

020 Female Straight - Male Straight
021 Female 90° - Male Straight
022 Female Straight - Male 90°
023 Female 90° - Male 90°

Connector Catalog Number Matrix

113020 A01 F 2001

Below is an example of a properly constructed Connector part number and how it translates to an actual part.

113020A01F2001
Mini-Change® 3 Pole Female Straight to Male Straight Double-Ended Cordset with 20' of 16 AWG, STOOW-A, U.S. Color Code, 

Stainless Steel Coupling Nut

PRODUCT 
FAMILY (2 characters)

1st Character
1 2 to 6 Pole 1" Coupler A-size
2 6 to 8 Pole 11⁄8" Coupler B-size
3 9, 10, 12 Pole 11⁄4" Coupler C-size

2nd Character
0 Single-Ended Cordset A, B & C sizes
1 Double-Ended Cordset A-size
2 Double-Ended Cordset B-size
3 Double-Ended Cordset C-size

NUMBER 
OF POLES

X X Pole: 2 to 9 Pole 
1 10 Pole C-size only
2 12 Pole C-size only

UNIT OF
MEASURE

F Feet
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Single-Ended Cordsets
#16 AWG yellow STOOW cable – U.S. color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating
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Mini-Change® Cordsets

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
15'  . . . . . . . . . . . . . . . . 150
20'  . . . . . . . . . . . . . . . . 200
25'  . . . . . . . . . . . . . . . . 250
30'  . . . . . . . . . . . . . . . . 300

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1
NON-METALLIC  . . . . . . .ADD 2

2

1

2P

FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

STRAIGHT

90°

MATING
RECEPTACLE*

STRAIGHT

90°

MATING
RECEPTACLE*

1

2

5

3

4

5

CATALOG OPTIONS

102000A01F0301
Use the following chart to modify your part’s specifications

3P 4P 5P 6P

102000A01F030 103000A01F030 104000A01F030 105000A01F030 106000A01F030

102001A01F030 103001A01F030 104001A01F030 105001A01F030 106001A01F030

1R2006A20A120 1R3006A20A120 1R4006A20A120 1R5006A20A120 1R6006A20A130

FEMALE FIG SINGLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONG

SINGLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONGMALE FIG

1- white
2- black

600V AC/DC 600V AC/DC 600V AC/DC 600V AC/DC 600V AC/DC

13A 13A 10A 8A 8A

#16-2 #16-3 #16-4 #16-5 #16-6

102002A01F030 103002A01F030 104002A01F030 105002A01F030 106002A01F030

102003A01F030 103003A01F030 104003A01F030 105003A01F030 106003A01F030

1R2004A20A120 1R3004A20A120 1R4004A20A120 1R5004A20A120 1R6004A20A120

3 2

1

3

4

2

1 5

4

3

1

2
4

5

3 6

2

1

1- green-gnd
2- black
3- white

1- black
2- white

3- red
4- green-gnd

1- white
2- red
3- green-gnd

4- orange
5- black

1- white
2- red
3- green-gnd

4- orange
5- black
6- blue

*See Page 46 for additional Mating Receptacles
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Mini-Change® Cordsets

Specifications
MECHANICAL

CONNECTOR FACE: PVC - UL STD 94 - V0
MOLDED BODY: PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY 

E-COAT, OPTIONAL STAINLESS STEEL 
TYPE 303 OR NON-METALLIC GRAY 
NYLON 6/6

CABLE: YELLOW, #16 AWG , PVC JACKET,  
PVC CONDUCTOR INSULATION OVER
65 X #34 COPPER STRANDING, UL
ST00W CSA ST

CABLE DIAMETER: 2P - .37"  (9.4mm)
3P - .41" (10.4mm)
4P - .42"  (10.7mm)
5P - .50"  (12.7mm)
6P - .54"  (13.7mm)

ELECTRICAL
VOLTAGE RATING: 600V AC/DC

AMPERAGE: 2P - 13A
3P - 13A
4P - 10A
5P -   8A
6P -   8A

ENVIRONMENTAL
PROTECTION: IP 68 NEMA 6P

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C)
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237
CSA: CSA CERTIFIED, FILE NO. LR6837

CONNECTOR DIMENSIONS

FEMALE STRAIGHT

RECEPTACLE DIMENSIONS

FEMALE 90º

MALE STRAIGHT

MALE 90º

7/8"-16 UN-2B

[40.64mm]
1.60" REF

[25.40mm]
Ø1.00" REF

1.28" REF
[32.51mm]

[9.65mm]
.38" REF

2.25" REF
[57.15mm]

LENGTH

MALE RECEPTACLE WITH 1/2" - 14NPT THREADS
FEMALE STRAIGHT WITH 1/2" - 14NPT THREADS

FIG 1

FIG 2

FIG 5

SEE PAGE  46 FOR
ADDITIONAL
RECEPTACLES

KNOCK-OUT HOLE

.88"
[22.2mm]

5P 6P3P 4P2P

FEMALE CONNECTORS - FACE VIEWS

5P 6P3P 4P2P

MALE CONNECTORS - FACE VIEWS

5P 6P3P 4P2P

MALE RECEPTACLES - FACE VIEWS

FIG 3

TYPICAL FACE VIEW TYPICAL KNOCK OUT

1

2

1

23

1 4

23

1 5

4 2

3

15

6

2

3

4

1

  3

1

3 

 41

2

3

1 5 

42

6

4

51

2

3

1

2 2 3

1 1

2

4

3
2

3

4

51

3

2

1

6

4

5

1.00" REF
[25.40mm]

1-WHITE

2-BLACK



2

1

2P

FEMALE 
FACE VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

STRAIGHT/
STRAIGHT

90°/STRAIGHT

STRAIGHT/90°

90°/90°

1

2

3

4

CATALOG OPTIONS

112020A01F0301
Use the following chart to modify your part’s specifications

3P 4P 5P 6P

112023A01F030 113023A01F030 114023A01F030 115023A01F030 116023A01F030

FEMALE/MALE FIG DOUBLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONG

1- white
2- black

600V AC/DC 600V AC/DC 600V AC/DC 600V AC/DC 600V AC/DC

13A 13A 10A 8A 8A

#16-2 #16-3 #16-4 #16-5 #16-6

3 2

1

3

4

2

1 5

4

3

1

2
4

5

3 6

2

1

1- green-gnd
2- black
3- white

1- black
2- white

3- red
4- green-gnd

1- white
2- red
3- green-gnd

4- orange
5- black

1- white
2- red
3- green-gnd

4- orange
5- black
6- blue

44

Double-Ended Cordsets
#16 AWG yellow STOOW cable – U.S. color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Cordsets

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
15'  . . . . . . . . . . . . . . . . 150
20'  . . . . . . . . . . . . . . . . 200
25'  . . . . . . . . . . . . . . . . 250
30'  . . . . . . . . . . . . . . . . 300

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1
NON-METALLIC  . . . . . . .ADD 2

112020A01F030 113020A01F030 114020A01F030 115020A01F030 116020A01F030

112021A01F030 113021A01F030 114021A01F030 115021A01F030 116021A01F030

112022A01F030 113022A01F030 114022A01F030 115022A01F030 116022A01F030
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Mini-Change® Cordsets

MECHANICAL
CONNECTOR FACE: PVC - UL STD 94 - V0

MOLDED BODY:  PVC - UL STD 94 - V0
COUPLING NUT:  ZINC DIECAST W/ BLACK EPOXY-

COAT, OPTIONAL STAINLESS STEEL
TYPE 303 OR NON-METALLIC GRAY
NYLON 6/6  

CABLE:  YELLOW, PVC JACKET W/ PVC 
CONDUCTOR INSULATION, 
#16 AWG, 65 X #34 STRANDING, 
UL TYPE ST00W CSA ST 

OUTSIDE DIAMETER: 2P - .37"   (9.4mm)
3P - .41"   (10.4mm)
4P - .42"   (10.7mm)
5P - .50"   (12.7mm)
6P - .54"   (13.7mm)

ELECTRICAL
VOLTAGE RATING: 600V  AC/DC

AMPERAGE: 2P - 13A
3P - 13A
4P - 10A
5P -   8A
6P -   8A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P  

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C)
CERTIFICATIONS

UL: UL RECOGNIZED,  FILE NO. E46237  
CSA: CSA CERTIFIED, FILE NO. LR6837CONNECTOR DIMENSIONS

Specifications

FEMALE STRAIGHT/MALE STRAIGHT

FEMALE 90º/
MALE STRAIGHT

FEMALE STRAIGHT/
MALE 90º

FEMALE 90º/
MALE 90º

FIG 2

FIG 4

2-BLACK

1-WHITE

2-BLACK 3-WHITE

1-GREEN

1-WHITE

3-GREEN

2-RED

5-BLACK

4-ORANGE
2-WHITE

1-BLACK

3-RED

4-GREEN

3-GREEN

2-RED

1-WHITE

4-ORANGE

6-BLUE

5-BLACK

2-BLACK

1-WHITE

2-BLACK 3-WHITE

1-GREEN

3-GREEN

2-RED

1-WHITE 5-BLACK

4-ORANGE
2-WHITE

1-BLACK

3-RED

4-GREEN

1-WHITE

2-RED

3-GREEN 6-BLUE

4-ORANGE

5-BLACK

FIG 3

FIG 1

2P 3P

2P 3P

4P 5P

4P

6P

6P

5P

MALE FACE VIEW

MALE FACE VIEW
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Receptacles
#16 AWG PVC 12-inch leads – U.S. color code, epoxy potted
Straight, 90° and flange mount in male and female versions
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Receptacles

1

2

2P

MALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
3'  . . . . . . . . . . . . . . . . F030
6'  . . . . . . . . . . . . . . . . F060

STRAIGHT

90˚

FLANGE MOUNT

STRAIGHT

90°

FLANGE MOUNT

1

3

2

1

3

2

CATALOG OPTIONS

SHELL
STAINLESS STEEL SHELL  .ADD 1
NON-METALLIC SHELL  . .ADD 2
(AVAILABLE ON MALE & FEMALE
STRAIGHT RECEPTACLES ONLY)

1R2006A20A1201
Use the following chart to modify your part’s specifications

3P 4P 5P 6P

1R2006A20A120 1R3006A20A120 1R4006A20A120 1R5006A20A120 1R6006A20A120

1R2007A20A120 1R3007A20A120 1R4007A20A120 1R5007A20A120 1R6007A20A120

1R2G06A20A120 1R3G06A20A120 1R4G06A20A120 1R5G06A20A120 1R6G06A20A120

MALE FIG RECEPTACLES WITH #16 AWG PVC LEADS 12 INCHES LONG

RECEPTACLES WITH #16 AWG PVC LEADS 12 INCHES LONGFEMALE FIG

1- white
2- black

600V AC/DC 600V AC/DC 600V AC/DC 600V AC/DC 600V AC/DC

13A 13A 10A 8A 8A

#16-2 #16-3 #16-4 #16-5 #16-6

1R2004A20A120 1R3004A20A120 1R4004A20A120 1R5004A20A120 1R6004A20A120

1R2005A20A120 1R3005A20A120 1R4005A20A120 1R5005A20A120 1R6005A20A120

1R2G04A20A120 1R3G04A20A120 1R4G04A20A120 1R5G04A20A120 1R6G04A20A120

2 3

1 1

2

4

3
2

3

4

51

3

2

1

6

4

5

1- green-gnd
2- black
3- white

1- black
2- white

3- red
4- green-gnd

1- white
2- red
3- green-gnd

4- orange
5- black

1- white
2- red
3- green-gnd

4- orange
5- black
6- blue

5601

5611

Locknut 1/2"-14NPT, zinc plated steel

Gasket, black neoprene

PART NO. ACCESSORIES
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Mini-Change® Receptacles

Specifications
MECHANICAL

SHELL:  ZINC DIECAST W/ BLACK EPOXY
COAT, OPTIONAL STAINLESS STEEL
TYPE 303 OR NON-METALLIC GRAY
NYLON 6/6 
90˚: ZINC DIECAST W/ BLACK E-COAT
FLANGE MOUNT: GRAY ANODIZED
ALUMINUM

INSERT:  PVC - UL STD 94 - V0
CONDUCTORS:  #16 AWG, PVC INSULATION OVER 26

X #30 COPPER STRANDING, 600V, UL
STYLE I015 CSA TEW  

ELECTRICAL
VOLTAGE RATING: 600 V  AC/DC

AMPERAGE: 2P - 13A
3P - 13A
4P - 10A
5P -  8A
6P -  8A

ENVIRONMENTAL
PROTECTION:  IP 68, NEMA 6P

AMBIENT OPERATING TEMP:  -4° TO 221° F  (-20° TO 105° C)
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237 
CSA:  CSA CERTIFIED, FILE NO. LR6837

RECEPTACLE DIMENSIONS

MALE STRAIGHT WITH 1/2" - 14NPT THREADS
FEMALE STRAIGHT WITH 1/2" - 14NPT THREADS

MALE 90˚ WITH 1/2" - 14NPT THREADS
FEMALE 90˚ WITH 1/2" - 14NPT THREADS

FIG 3

FIG 2

FIG 1

FEMALE FACE VIEW

KNOCK-OUT HOLE

.88"
[22.2mm]

MALE FLANGE MOUNT
FEMALE FLANGE MOUNT

[25.40mm]

3-WHITE

1.00" REF

2-BLACK

1-GREEN

3-RED

4-GREEN

[25.40mm]
1.00" REF

1-BLACK

2-WHITE

[25.40mm]
1.00" REF

2-BLACK

1-WHITE

3-GREEN

4-ORANGE

1.00" REF

5-BLACK

[25.40mm]

2-RED

1-WHITE

3-GREEN

4-ORANGE

5-BLACK

[25.40mm]
1.00" REF

6-BLUE

1-WHITE

2-RED

[24.64mm]
Ø.97" REF

[35.05mm]
1.38" REF

[6.35mm]

7/8"-16 UN-2A

.25" REF

1/2"-14 NPT

12" REF
[30.48mm]

[11.18mm]
.44" REF

[28.19mm]
1.11" REF

.25" REF
[6.35mm]

7/8"-16 UN-2A

[4.06mm]
.16" REF

[19.05mm]
Ø.75" REF

12" REF
[30.48mm]

1

2

2

1

KNOCK-OUT HOLE

.88"
[22.2mm

KNOCK-OUT HOLE

.78"
(19.8mm)

2P

4P

3P

5P

2P

2P

TYPICAL KNOCKOUT

TYPICAL KNOCKOUT

TYPICAL KNOCKOUT

MOUNTING DETAIL

TYPICAL MALE FACE VIEW

TYPICAL FEMALE FACE VIEW

6P

[21.8mm]
.86"  

1.25" SQ REF
[31.8mm]

[3.1 x 4.8mm]
.12"  x .19"  

.86"
[21.8mm]
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Single-Ended Cordsets
#16 AWG yellow type SOO cable – auto color code
Oil-resistant NBR rubber jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Cordsets

FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT

90˚

MATING 
RECEPTACLE*

STRAIGHT

90˚

MATING 
RECEPTACLE*

1

2

5

3

4

5

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1
NON-METALLIC  . . . . . . .ADD 2

103000C01F0301
Use the following chart to modify your part’s specifications

5P

103000C01F030 104000C01F030 105000C01F030

103001C01F030 104001C01F030 105001C01F030

1R3006A24A120 1R4006A20A120 1R5006A24A120

FEMALE FIG SINGLE-ENDED CORDSETS WITH #16 AWG TYPE S00 CABLE 3 FEET LONG

SINGLE-ENDED CORDSETS WITH #16 AWG TYPE S00 CABLE 3 FEET LONGMALE FIG

*See Pages 62 or 46 for additional
Mating Receptacles

600V AC/DC 600V AC/DC 600V AC/DC

15

3

4 2
3

4

2

1

3 2

1

4P3P

1- green-gnd
2- red w/ black trace
3- red w/ white trace

1- red w/ black trace
2- red w/ white trace

3- red
4- green-gnd

1- red w/ white trace
2- red
3- green-gnd

4- red w/ orange trace
5- red w/ black trace

103002C01F030 104002C01F030 105002C01F030

103003C01F030 104003C01F030 105003C01F030

1R3004A24A120 1R4004A20A120 1R5004A24A120

13A 10A 8A

#16-3 #16-4 #16-5

AUTOMOTIVEAUTOMOTIVE
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FIG 1

FIG 2
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Mini-Change® Cordsets

Specifications
MECHANICAL

CONNECTOR FACE: PVC - UL STD 94 - V0
MOLDED BODY:  PVC - UL STD 94 - V0
COUPLING NUT:  ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL
TYPE 303 OR NON-METALLIC GRAY
NYLON 6/6 

CABLE:  YELLOW, #16 AWG, NITRILE 
RUBBER/PVC JACKET, HYPALON 
CONDUCTOR INSULATION OVER 
65 X #34 COPPER STRANDING, 
600V, UL TYPE S00 CSA S0

OUTSIDE DIAMETER: 3P - .42"   (10.7mm)
4P - .45"   (11.4mm)
5P - .52"   (13.2mm)  

ELECTRICAL
VOLTAGE RATING: 600V  AC/DC

AMPERAGE:  3P - 13A
4P - 10A
5P -   8A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P 

AMBIENT OPERATING TEMP: -4° TO 194° F  (-20° TO 90° C) 
CERTIFICATIONS

UL:  UL RECOGNIZED, FILE NO. E46237
CSA:  CSA CERTIFIED, FILE NO. LR6837 

RECEPTACLE DIMENSIONS

1-BLACK

2-WHITE

4-GREEN

3-RED

5P4P3P

SEE PAGE 62 or PAGE 46
(for 4 Pole) FOR 

ADDITIONAL RECEPTACLES

FIG 4

CONNECTOR DIMENSIONS

FEMALE STRAIGHT

FEMALE 90º

MALE STRAIGHT

MALE 90º

7/8"-16 UN-2B

[40.64mm]
1.60" REF

[25.40mm]
Ø1.00" REF

1.28" REF
[32.51mm]

[9.65mm]
.38" REF

2.25" REF
[57.15mm]

LENGTH

1

23

1 5

4 2

3

1 4

23

5P3P 4P

FEMALE CONNECTORS - FACE VIEWS

MALE CONNECTORS - FACE VIEWS

1

32

5 

4

3

2

1

3 

 41

2

5P3P 4P

FIG 5

[25.40mm]

2-RED W/ 3-RED W/ 

1-GREEN

1.00" REF

WHITE TRACEBLACK TRACE

KNOCK-OUT HOLE

.88"
[22.2mm]

MALE RECEPTACLES - FACE VIEWS

TYPICAL FACE VIEW TYPICAL KNOCK OUT

MALE STRAIGHT WITH 1/2" - 14NPT THREADS
FEMALE STRAIGHT WITH 1/2" - 14NPT THREADS
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Double-Ended Cordsets
#16 AWG yellow type SOO cable – auto color code
Oil-resistant NPR rubber jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Cordsets

FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT/
STRAIGHT

90˚/STRAIGHT

STRAIGHT/90˚

1

2

3

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1
NON-METALLIC  . . . . . . .ADD 2

113020C01F0301
Use the following chart to modify your part’s specifications

5P

90˚/90˚ 4

600V AC/DC 600V AC/DC 600V AC/DC

15

3

4 2
3

4

2

1

3 2

1

4P3P

1- green-gnd
2- red w/ black trace
3- red w/ white trace

1- red w/ black trace
2- red w/ white trace

3- red
4- green-gnd

1- red w/ white trace
2- red
3- green-gnd

4- red w/ orange trace
5- red w/ black trace

13A 10A 8A

#16-3 #16-4 #16-5

113020C01F030 114020C01F030 115020C01F030

113021C01F030 114021C01F030 115021C01F030

113022C01F030 114022C01F030 115022C01F030

113023C01F030 114023C01F030 115023C01F030

FEMALE/
MALE FIG DOUBLE-ENDED CORDSETS WITH #16 AWG TYPE S00 CABLE 3 FEET LONG



FEMALE STRAIGHT/MALE STRAIGHT

FIG 4

FIG 2
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Mini-Change® Cordsets

Specifications
MECHANICAL

CONNECTOR FACE: PVC - UL STD 94 - V0
MOLDED BODY:  PVC - UL STD 94 - V0
COUPLING NUT:  ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL 
TYPE 303 OR NON-METALLIC GRAY 
NYLON 6/6

CABLE: YELLOW, #16 AWG, NITRILE 
RUBBER/PVC JACKET & HYPALON 
CONDUCTOR INSULATION OVER 
65 X #34 COPPER STRANDING, 
600V, UL TYPE S00 CSA SO 

OUTSIDE DIAMETER: 3P - .42"   (10.7mm)
4P - .45"   (11.4mm)
5P - .52"   (13.2mm)

ELECTRICAL
VOLTAGE RATING: 600 V  AC/DC

AMPERAGE: 3P - 13A
4P - 10A
5P -   8A

ENVIRONMENTAL
PROTECTION:  IP68, NEMA 6P

AMBIENT OPERATING TEMP: -4° TO 194° F  (-20° TO 90° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237 
CSA: CSA CERTIFIED, FILE NO. LR6837

CONNECTOR DIMENSIONS

FEMALE 90º/MALE STRAIGHT

FEMALE STRAIGHT/MALE 90º

FEMALE 90º/MALE 90º

FIG 3

FIG 1
3P

5P

4P

MALE FACE VIEW

MALE FACE VIEW

2-RED W/
WHITE TR.

BLACK TR.
1-RED W/

3-RED

4-GREEN

1-RED W/
    WHITE TR.

2-RED

3-GREEN

4-RED W/ 
   ORANGE TR.

5-RED W/ 
   BLACK TR.

3P

5P

4P

2-RED W/
BLACK TR.

1-GREEN

3-RED W/
WHITE TR.

2-RED W/
WHITE TR.

BLACK TR.
1-RED W/ 4-GREEN

3-RED

3-GREEN

2-RED

1-RED W/
WHITE TR.

5-RED W/
BLACK TR.

4-RED W/
ORANGE TR.
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Single-Ended Cordsets
#18 AWG yellow AWM 2661 cable – auto color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Cordsets

FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT

90˚

MATING 
RECEPTACLE*

STRAIGHT

90˚

MATING 
RECEPTACLE*

1

2

5

3

4

5

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1
NON-METALLIC  . . . . . . .ADD 2

103000A03F0301
Use the following chart to modify your part’s specifications

5P

103000A03F030 104000A03F030 105000A03F030

103001A03F030 104001A03F030 105001A03F030

1R3006A17A120 1R4006A17A120 1R5006A17A120

FEMALE FIG SINGLE-ENDED CORDSETS WITH #18 AWG PVC CABLE 3 FEET LONG

SINGLE-ENDED CORDSETS WITH #18 AWG PVC CABLE 3 FEET LONGMALE FIG

*See Page 58 for additional Mating Receptacles

300V AC/DC 300V AC/DC 300V AC/DC

15

3

4 2
3

4

2

1

3 2

1

4P3P

1- green-gnd
2- red w/ black trace
3- red w/ white trace

1- red w/ black trace
2- red w/ white trace

3- red
4- green-gnd 

1- red w/ white trace
2- red
3- green-gnd

4- red w/ yellow trace
5- red w/ black trace

103002A03F030 104002A03F030 105002A03F030

103003A03F030 104003A03F030 105003A03F030

1R3004A17A120 1R4004A17A120 1R5004A17A120

10A 7A 5.6A

#18-3 #18-4 #18-5

NEWNEW
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Mini-Change® Cordsets

Specifications
MECHANICAL

CONNECTOR FACE: PVC - UL STD 94 - V0
MOLDED BODY:  PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL
TYPE 303 OR NON-METALLIC GRAY
NYLON 6/6

CABLE: YELLOW, #18 AWG, PVC JACKET & 
PVC CONDUCTOR INSULATION OVER
41 X #34 COPPER STRANDING, 300V,
UL STYLE 2661 CSA AWM I/II A/B

OUTSIDE DIAMETER: 3P - .28" (7.1mm)
4P - .28" (7.1mm)
5P - .28" (7.1mm) 

ELECTRICAL
VOLTAGE RATING:  300 V AC/DC

AMPERAGE: 3P - 10A
4P - 7A
5P - 5.6A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P 

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO.E46237
CSA: CSA CERTIFIED, FILE NO.LR6837

FIG 4

CONNECTOR DIMENSIONS

FEMALE STRAIGHT

RECEPTACLE DIMENSIONS

FEMALE 90º

MALE STRAIGHT

MALE 90º

7/8"-16 UN-2B

[40.64mm]
1.60" REF

[25.40mm]
Ø1.00" REF

1.28" REF
[32.51mm]

[9.65mm]
.38" REF

2.25" REF
[57.15mm]

LENGTH

MALE STRAIGHT WITH 1/2" - 14NPT THREADS
FEMALE STRAIGHT WITH 1/2" - 14NPT THREADS

FIG 1

FIG 2

FIG 5

SEE PAGE 58 FOR
ADDITIONAL
RECEPTACLES

KNOCK-OUT HOLE

.88"
[22.2mm]

1

23

1 4

23

1 5

4 2

3

5P3P 4P

FEMALE CONNECTORS - FACE VIEWS

MALE CONNECTORS - FACE VIEWS MALE RECEPTACLES - FACE VIEWS

FIG 3

TYPICAL FACE VIEW TYPICAL KNOCK OUT

1

32
3 

 41

2

5 

4

3

2

1

5P3P 4P

2 3

1 1

2

4

3
2

3

4

51

5P3P 4P

1.00" REF
[25.40mm]
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Double-Ended Cordsets
#18 AWG yellow AWM 2661 cable – auto color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT

3P
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P
Mini-Change® Cordsets

FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT/
STRAIGHT

90˚/STRAIGHT

STRAIGHT/90˚

1

2

3

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1
NON-METALLIC  . . . . . . .ADD 2

113020A03F0301
Use the following chart to modify your part’s specifications

5P

FIG

90˚/90˚ 4

300V AC/DC 300V AC/DC 300V AC/DC

15

3

4 2
3

4

2

1

3 2

1

4P3P

1- green-gnd
2- red w/ black trace
3- red w/ white trace

1- red w/ black trace
2- red w/ white trace

3- red
4- green-gnd

1- red w/ white trace
2- red
3- green-gnd

4- red w/ yellow trace
5- red w/ black

10A 7A 5.6A

#18-3 #18-4 #18-5

DOUBLE-ENDED CORDSETS WITH #18 AWG PVC CABLE 3 FEET LONG
FEMALE/

MALE FIG

113020A03F030 114020A03F030 115020A03F030

113021A03F030 114021A03F030 115021A03F030

113022A03F030 114022A03F030 115022A03F030

113023A03F030 114023A03F030 115023A03F030

NEWNEW
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Mini-Change® Cordsets

Specifications
MECHANICAL

CONNECTOR FACE: PVC - UL STD 94 - V0
MOLDED BODY: PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL 
TYPE 303 OR NON-METALLIC GRAY 
NYLON 6/6

CABLE: YELLOW, #18 AWG, PVC JACKET & 
PVC CONDUCTOR INSULATION OVER
41 X #34 COPPER STRANDING, 300V,
UL STYLE 2661, CSA AWM I/II A/B 

OUTSIDE DIAMETER: 3P - .28" (7.1mm)
4P - .28" (7.1mm)
5P - .28" (7.1mm)

ELECTRICAL
VOLTAGE RATING: 300 V AC/DC

AMPERAGE: 3P - 10A
4P -   7A
5P -   5.6A

ENVIRONMENTAL
PROTECTION: IP 68 NEMA 6P

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237
CSA: CSA CERTIFIED, FILE NO. LR6837

CONNECTOR DIMENSIONS

FEMALE STRAIGHT/MALE STRAIGHT

FEMALE 90º/
MALE STRAIGHT

FEMALE STRAIGHT/
MALE 90º

FEMALE 90º/
MALE 90º

FIG 2

FIG 4

FIG 3

FIG 1

5P

4P

MALE FACE VIEW

MALE FACE VIEW

2-RED W/
WHITE TR.

BLACK TR.
1-RED W/

3-RED

4-GREEN

1-RED W/

2-RED

WHITE TR.

3-GREEN

5-RED W/

YELLOW TR.
4-RED W/

BLACK TR.

3P

4P

2-RED W/
BLACK TR.

1-GREEN

3-RED W/
WHITE TR.

2-RED W/
WHITE TR.

BLACK TR.
1-RED W/ 4-GREEN

3-RED

3-GREEN

2-RED

1-RED W/
WHITE TR.

5-RED W/
BLACK TR.

4-RED W/
ORANGE TR.

5P

3P
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Single & Double-Ended Cordsets
#18 AWG yellow TPE universal high flex cable – auto color code
Excellent chemical-, oil- and weld slag-resistance
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT

3P
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Mini-Change® Cordsets

FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT

90˚

MATING
RECEPTACLE*

STRAIGHT/
STRAIGHT

1

2

4

3

CATALOG OPTIONS

103000K02F0601
Use the following chart to modify your part’s specifications

5P

103000K02F060 105000K02F060

103001K02F060 105001K02F060

1R3006A17A120 1R5006A17A120

FEMALE FIG SINGLE-ENDED CORDSETS WITH #18 AWG TPE CABLE 6 FEET LONG

DOUBLE-ENDED CORDSETS WITH #18 AWG TPE CABLE 6 FEET LONGFEMALE/MALE FIG

*See Page 58 for additional Mating Receptacles

300V AC/DC 300V AC/DC

3 2

1

3P

1- green-gnd
2- red w/ black trace
3- red w/ white trace

1- red w/ white trace
2- red
3- green-gnd

4- red w/ yellow trace
5- red w/ black trace

5

4

3

2

1

10A 5.6A

#18-3 #18-5

113020K02F060 115020K02F060

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1
NON-METALLIC  . . . . . . .ADD 2

NEWNEW



FIG 1

FIG 4FIG 3

FIG 2
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Mini-Change® Cordsets

Specifications
MECHANICAL

CONNECTOR FACE: PVC - UL STD 94 - V0
MOLDED BODY: PVC - UL STD 94 - V0  
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL 
TYPE 303 OR NON-METALLIC GRAY 
NYLON 6/6

CABLE: YELLOW, #18 AWG, TPE JACKET & 
PVC CONDUCTOR INSULATION OVER 
41 X #34  COPPER STRANDING, 300V,
UL STYLE 20626, CSA AWM I/II A/B  

OUTSIDE DIAMETER:  3P - .26" (6.6mm)
5P - .30" (7.6mm)

ELECTRICAL
VOLTAGE RATING:  300 V  AC/DC

AMPERAGE: 3P - 10A
5P - 5.6A

ENVIRONMENTAL
PROTECTION:  IP 68, NEMA 6P  

AMBIENT OPERATING TEMP:  -4° TO 221° F  (-20° TO 105° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO.  E46237 
CSA:  CSA CERTIFIED, FILE NO. LR6837

CHEMICAL & OIL-RESISTANCE CHART - TPE CABLE

ACIDS & BASES PERFORMANCE OILS & FUELS PERFORMANCE

CONNECTOR DIMENSIONS

RECEPTACLE DIMENSIONS
FEMALE 90º

FEMALE STRAIGHT

FEMALE STRAIGHT/MALE STRAIGHT

1-RED W/ 

2-RED  

[25.40mm]
1.00" REF

3-GREEN

5-RED W/ 

4-RED W/ 

BLACK TRACE

YELLOW TRACE

WHITE TRACE
1-RED W/ 

2-RED  

[25.40mm]
1.00" REF

3-GREEN

5-RED W/ 

4-RED W/ 

BLACK TRACE

YELLOW TRACE

WHITE TRACE

1-RED W/
    WHITE TR.

2-RED

3-GREEN

4-RED W/ 
   ORANGE TR.

5-RED W/ 
   BLACK TR.

5P3P

MALE STRAIGHT WITH 1/2" - 14NPT THREADS

SEE PAGE 58 FOR
ADDITIONAL
RECEPTACLES

MALE FACE VIEWTYPICAL KNOCKOUT

SULFURIC ACID 30% EXCELLENT ASTM OIL 1,2, OR 3 EXCELLENT

NITRIC ACID 10% EXCELLENT TRIMSOL EXCELLENT

SODIUM HYDROXIDE 10% EXCELLENT SIMEOL EXCELLENT

AMMONIUM HYDROXIDE 10% EXCELLENT MOBIL OIL DTE 24 OR 26 EXCELLENT

HYDROCHLORIC ACID 20% EXCELLENT KEROSENE EXCELLENT

GLACIAL ACIDIC ACID GOOD TRANSFORMER OIL GOOD

MALE FACE VIEW

3P 5P

KNOCK-OUT HOLE

.88"
[22.2mm]
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Receptacles
#18 AWG PVC 12-inch leads - auto color code – epoxy potted
Straight male & female 
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Receptacles

1R3006A17A1201

MALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
3'  . . . . . . . . . . . . . . . . F030
6'  . . . . . . . . . . . . . . . . F060

STRAIGHT

STRAIGHT

1

2

CATALOG OPTIONS

Use the following chart to modify your part’s specifications

5P

1R3006A17A120 1R4006A17A120 1R5006A17A120

MALE FIG RECEPTACLES WITH #18 AWG PVC LEADS 12 INCHES LONG

300V AC/DC 300V AC/DC 300V AC/DC

2

3

4

511

2

4

32 3

1

4P3P

1- green-gnd
2- red w/ black trace
3- red w/ white trace

1- red w/ black trace
2- red w/ white trace

3- red
4- green-gnd

1- red w/ white trace
2- red
3- green-gnd

4- red w/ yellow trace
5- red w/ black trace

1R3004A17A120 1R4004A17A120 1R5004A17A120

10A 7A 5.6A

#18-3 #18-4 #18-5

RECEPTACLES WITH #18 AWG PVC LEADS 12 INCHES LONGFEMALE FIG

5601

5611

Locknut 1/2"-14NPT, zinc plated steel

Gasket, black neoprene

PART NO. ACCESSORIES
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FIG 2
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Mini-Change® Receptacles

Specifications
MECHANICAL

SHELL:  ZINC DIECAST W/ BLACK EPOXY
COAT, OPTIONAL STAINLESS STEEL
TYPE 303

INSERT:  PVC - UL STD 94 - V0
CONDUCTORS:  #18 AWG, PVC INSULATION OVER 16

X #30 COPPER STRANDING, 300V, UL
STYLE 1061, CSA AWM SR  

ELECTRICAL
VOLTAGE RATING:  300 V  AC/DC

AMPERAGE: 3P - 10A
4P -  7A
5P -  5.6A

ENVIRONMENTAL
PROTECTION:  IP 68, NEMA 6P

AMBIENT OPERATING TEMP:  -4° TO 176° F  (-20° TO  80° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237 
CSA:  CSA CERTIFIED, FILE NO. LR6837RECEPTACLE DIMENSIONS

MALE STRAIGHT WITH 1/2" - 14NPT THREADS

FEMALE STRAIGHT WITH 1/2" - 14NPT THREADS

3P

FEMALE FACE VIEW

KNOCK-OUT HOLE

.88"
[22.2mm]

KNOCK-OUT HOLE

.88"
[22.2mm]

5P

4P

[25.40mm]

3-RED W/

1.00" REF

2-RED W/

1-GREEN

WHITE TRACE BLACK TRACE

3-RED

4-GREEN

[25.40mm]
1.00" REF

1-RED W/

2-RED W/

BLACK TRACE

WHITE TRACE

3-GREEN

4-RED W/

1.00" REF

5-RED W/

[25.40mm]

2-RED

1-RED W/
BLACK TRACE

YELLOW TRACE

WHITE TRACE

TYPICAL KNOCK OUT

TYPICAL KNOCK OUT
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Single-Ended Cordsets
#16 AWG yellow STOOW cable – auto color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Cordsets

FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT

90˚

MATING
RECEPTACLE*

STRAIGHT

90˚

MATING
RECEPTACLE*

1

2

5

3

4

5

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1
NON-METALLIC  . . . . . . .ADD 2

103000A02F0301
Use the following chart to modify your part’s specifications

5P

103000A02F030 105000A02F030

103001A02F030 105001A02F030

1R3006A24A120 1R5006A24A120

FEMALE FIG SINGLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONG

SINGLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONGMALE FIG

*See Page 62 for additional Mating Receptacles

600V AC/DC 600V AC/DC

3 2

1

3P

1- green-gnd
2- red w/ #2
3- red w/ #3

1- red w/ #1
2- red w/ #2
3- green-gnd

4- red w/ #4
5- red w/ #5

5

4

3

2

1

13A 8A

#16-3 #16-5

103002A02F030 1R5002A02F030

103003A02F030 1R5003A02F030

1R3004A24A120 1R5004A24A120

AUTOMOTIVEAUTOMOTIVE
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Mini-Change® Cordsets

Specifications
MECHANICAL

CONNECTOR FACE: PVC - UL STD 94 - V0
MOLDED BODY: PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL 
TYPE 303 OR NON-METALLIC 
GRAY NYLON 6/6

CABLE: YELLOW, #16 AWG, PVC JACKET & 
PVC CONDUCTOR INSULATION OVER 
65 X #34 COPPER STRANDING, 600V, 
UL ST00W, CSA ST

OUTSIDE DIAMETER: 3P - .41" (10.4mm)
5P - .50" (12.7mm)

ELECTRICAL
VOLTAGE RATING: 600 V AC/DC

AMPERAGE: 3P - 13A
5P -   8A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237 
CSA: CSA CERTIFIED, FILE NO. LR6837

FIG 4

CONNECTOR DIMENSIONS

FEMALE STRAIGHT

RECEPTACLE DIMENSIONS

FEMALE 90º

MALE STRAIGHT

MALE 90º

7/8"-16 UN-2B

[40.64mm]
1.60" REF

[25.40mm]
Ø1.00" REF

1.28" REF
[32.51mm]

[9.65mm]
.38" REF

2.25" REF
[57.15mm]

LENGTH

MALE STRAIGHT WITH 1/2" - 14NPT THREADS
FEMALE STRAIGHT WITH 1/2" - 14NPT THREADS

FIG 1

FIG 2

FIG 5

SEE PAGE 62 FOR
ADDITIONAL
RECEPTACLES

1.00" REF
[25.40mm]

KNOCK-OUT HOLE

.88"
[22.2mm]

1

23

1 5

4 2

3

5P4P

FEMALE CONNECTORS - FACE VIEWS

MALE CONNECTORS - FACE VIEWS MALE RECEPTACLES - FACE VIEWS

FIG 3

TYPICAL FACE VIEW TYPICAL KNOCK OUT

1

32

5 

4

3

2

1

5P3P

2 3

1

2

3

4

51

5P3P



1R3006A24A1201

MALE
FACE
VIEW

COLOR
CODE

VOLTAGE

CURRENT

CONDUCTOR

LEAD LENGTH
3'  . . . . . . . . . . . . . . . . F030
6'  . . . . . . . . . . . . . . . . F060

STRAIGHT WITH
1/2"-14NPT

90° WITH
1/2"-14NPT

STRAIGHT WITH
1/2"-14NPT

1

2

3

CATALOG OPTIONS

SHELL
STAINLESS STEEL SHELL  .ADD 1
(AVAILABLE ON STRAIGHT ONLY)

Use the following chart to modify your part’s specifications

5P

1R3006A24A120 1R5006A24A120

1R3007A24A120 1R5007A24A120

MALE FIG RECEPTACLES WITH #16 AWG PVC LEADS 12 INCHES LONG

RECEPTACLES WITH #16 AWG PVC LEADS 12 INCHES LONGFEMALE FIG

600V AC/DC 600V AC/DC

2 3

1

3P

1- green-gnd
2- red w/ #2
3- red w/ #3

1- red w/ #1
2- red w/ #2
3- green-gnd

4- red w/ #4
5- red w/ #5

1

2

3

5

4

13A 8A

#16-3 #16-5

1R3004A24A120 1R5004A24A120

62

Receptacles
#16 AWG PVC 12-inch leads – auto color code, epoxy potted
Straight and 90º male – straight female
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Receptacles

5601

5611

Locknut 1/2"-14NPT, zinc plated steel

Gasket, black neoprene

PART NO. ACCESSORIES

AUTOMOTIVEAUTOMOTIVE



3P
 &

 5
P

63

Specifications

FAX   1-847-272-8133www.connector.com

Mini-Change® Cordsets

FIG 2 FIG 3

FIG 1

RECEPTACLE DIMENSIONS

MECHANICAL
SHELL: STRAIGHT & 90° ZINC DIECAST W/ 

BLACK EPOXY COAT,  OPTIONAL 
STAINLESS STEEL TYPE 303 ON 
STRAIGHT SHELL DESIGN 

INSERT: PVC - UL STD 94 - V0   
CONDUCTORS: #16 AWG PVC INSULATION OVER 

26 X #30 COPPER STRANDING, 600V,
UL STYLE 1015, CSA TEW  

ELECTRICAL
VOLTAGE RATING: 600 V AC/DC

AMPERAGE: 3P - 13A
5P -   8A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237 
CSA: CSA CERTIFIED, FILE NO. LR6837

MALE STRAIGHT WITH 1/2" - 14NPT THREADS

MALE 90˚ WITH 1/2" - 14NPT THREADS

FEMALE STRAIGHT W/ 1/2" - 14NPT THREADS

KNOCK-OUT HOLE

.88"
[22.2mm]

[24.64mm]
Ø.97" REF

[35.05mm]
1.38" REF

[6.35mm]

7/8"-16 UN-2A

.25" REF

1/2"-14 NPT

12" REF
[30.48mm]

FEMALE FACE VIEW

[25.40mm]

3-RED W/ #3

1.00" REF

2-RED W/ #2

1-GREEN

3-GREEN

4-RED W/#4

1.00" REF

5-RED W/#5

[25.40mm]

2-RED W/#2

1-RED W/#1

KNOCK-OUT HOLE

.88"
[22.2mm]

TYPICAL KNOCKOUT

TYPICAL KNOCKOUT

3P 5P

TYPICAL MALE FACE VIEW TYPICAL FEMALE FACE VIEW

1

2 2

1



3P

FEMALE
FACE
VIEW

COLOR
CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
2 METERS  . . . . . . . . . . . 020
5 METERS  . . . . . . . . . . . 050

STRAIGHT

90º

MATING
RECEPTACLE*

STRAIGHT

90º

MATING
RECEPTACLE*

1

2

5

3

4

5

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1
NON-METALLIC  . . . . . . .ADD 2

103000A06M0101
Use the following chart to modify your part’s specifications

3P 4P 5P

103000A06M010 103000A05M010 104000A05M010 105000A07M010

103001A06M010 103001A05M010 104001A05M010 105001A07M010

1R3D06A25A120 1R3D06A16A120 1R4D06A16A120 1R5D06A25A120

FEMALE FIG SINGLE-ENDED CORDSETS WITH #18 OR #20 AWG PVC CABLE 1 METER LONG

SINGLE-ENDED CORDSETS WITH #18 OR #20 AWG PVC CABLE 1 METER LONGMALE FIG

*See Page 66 for additional Mating Receptacles

1- green/yellow-gnd
2- brown
3- blue

300V AC/DC 300V AC/DC 300V AC/DC 300V AC/DC

3

4

5 1

2

1- black
2- brown
3- blue

1- black
2- blue

3- brown
4- white

1- black
2- blue
3- green/yellow-

gnd

4- brown
5- white

3

4

2

1

3

1

23

1

2

10A 7A 5.6A 4A

18 AWG 18 AWG 18 AWG 20 AWG

103002A06M010 103002A05M010 104002A05M010 105002A07M010

103003A06M010 103003A05M010 104003A05M010 105003A07M010

1R3D04A25A120 1R3D04A16A120 1R4D04A16A120 1R5D04A25A120

64

Single-Ended Cordsets 
#18 and #20 AWG yellow PVC cable – IEC color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Cordsets
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Specifications

FAX   1-847-272-8133www.connector.com

Mini-Change® Cordsets

MECHANICAL
CONNECTOR FACE: PVC - UL STD 94 - V0

MOLDED BODY: PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL
TYPE 303 OR NON-METALLIC GRAY 
NYLON 6/6

CABLE: YELLOW, PVC JACKET & PVC 
CONDUCTOR INSULATION, 
3P & 4P: #18 AWG, 41 X #34 
COPPER STRANDING, 5P: #20 AWG, 
26 X #34 COPPER STRANDING, 300V   

OUTSIDE DIAMETER: 2P + GRD - .21"  (5.3mm)
3P - .29"   (7.4mm)
4P - .28"   (7.1mm)
5P - .28"   (7.1mm)

ELECTRICAL
VOLTAGE RATING: 300 V AC/DC

AMPERAGE: 2P +  GRD - 10A
3P -   7A 
4P -   5.6A
5P -   4A

ENVIRONMENTAL
PROTECTION: IEC IP 68, NEMA 6P  

AMBIENT OPERATING TEMP: -4° C to +221° C (-20 to 90° C)
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237
CSA: CSA CERTIFIED, FILE NO. LR6837

RECEPTACLE DIMENSIONS

MALE STRAIGHT WITH PG 13.5 THREADS
FEMALE STRAIGHT WITH PG 13.5 THREADS

FIG 5

Ø.82" REF [20.8mm]
KNOCK-OUT HOLE

7/8"-16 UN-2A

[28.19mm]
1.11" REF

[12.19mm]
.48" REF

[4.83mm]
.19" REF

PG 13.5

.25" REF
[6.35mm]

12" REF
[30.48mm]

[25.40mm]

2-BROWN

3-BLUE

1-GREEN/YELLOW

1.00" REF

KNOCK-OUT HOLE

.82"
[20.8mm]

TYPICAL FACE VIEW TYPICAL KNOCK OUT

5P3P 4P

MALE RECEPTACLES - FACE VIEWS

2 3

1 1

2

4

3
2

3

4

51

FIG 4

CONNECTOR DIMENSIONS

FEMALE STRAIGHT

FEMALE 90º

[40.64mm]

[25.40mm]
Ø1.00" REF

7/8"-16 UN-2B

.38" REF
[9.65mm]

[32.51mm]
1.28" REF

1.60" REF

[57.15mm]
2.25" REF

LENGTH

[14.22mm]
Ø.56" REF

[25.40mm]
Ø 1.00" REF

[47.75mm]
1.88" REF

.38" REF
[9.65mm]

2.25" REF
[57.15mm]

LENGTH

MALE STRAIGHT

MALE 90º

[32.51mm]
1.28" REF

[25.40mm]
Ø1.00" REF

[40.64mm]
1.60" REF

7/8"-16 UN-2B

.38" REF
[9.65mm]

[57.15mm]
2.25" REF

LENGTH

FIG 1

FIG 2

[25.40mm]
Ø1.00" REF

[48.51mm]
1.91" REF

[17.78mm]
Ø.70" REF

[9.65mm]
.38" REF

[57.15mm]
2.25" REF

LENGTH

FIG 3

1

23

1 4

23

1 5

4 2

3

5P3P 4P

FEMALE CONNECTORS - FACE VIEWS

1

32
3 

 41

2

5 

4

3

2

1

5P3P 4P

MALE CONNECTORS - FACE VIEWS

SEE PAGE 66 FOR
ADDITIONAL
RECEPTACLES



1R3D06A25A120

3P

MALE
FACE
VIEW

COLOR
CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
1 METER  . . . . . . . . . . . M010
2 METER  . . . . . . . . . . . M020

STRAIGHT

FEMALE

STRAIGHT

1

2

CATALOG OPTIONS

Use the following chart to modify your part’s specifications

4P 5P

1R3D06A25A120 1R3D06A16A120 1R4D06A16A120 1R5D06A25A120

MALE FIG

FIG

RECEPTACLES WITH #18 AWG PVC LEADS 12 INCHES LONG

RECEPTACLES WITH #18 AWG PVC LEADS 12 INCHES LONG

1- green/yellow-gnd
2- brown
3- blue

300V 300V 300V 300V

3

1

2 4

5

1- black
2- brown
3- blue

1- black
2- blue

3- brown
4- white

1- black
2- blue
3- green/yellow-

gnd

4- brown
5- white

1

2 3

4

2

1

32

1

3

10A 7A 5.6A 5.6A

#18-3 #18-3 #18-4 #18-5

1R3D04A25A120 1R3D04A16A120 1R4D04A16A120 1R5D04A25A120

66

Receptacles
#18 AWG PVC 12-inch leads – IEC color code, epoxy potted
Anodized aluminum shell with PG 13.5 mounting thread
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Receptacles

3P
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o
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Specifications

FAX   1-847-272-8133www.connector.com

Mini-Change® Receptacles

MECHANICAL
SHELL: GRAY ANODIZED ALUMINUM  

INSERT: PVC - UL STD 94 - V0 
CONDUCTORS: #18 AWG, PVC INSULATION OVER 

16 X #30 COPPER STRANDING, 600V,
UL STYLE 1015, CSA TEW

ELECTRICAL
VOLTAGE RATING: 300 V AC/DC

AMPERAGE: 2P + GRD - 10A
3P -   7A 
4P -   5.6A
5P -   5.6A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P 

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C)
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237 
CSA: CSA CERTIFIED, FILE NO. LR6837

FIG 1 FIG 2

RECEPTACLE DIMENSIONS

MALE STRAIGHT WITH PG 13.5 THREADS

MALE STRAIGHT WITH PG 13.5 THREADS

Ø.82" REF [20.8mm]
KNOCK-OUT HOLE

7/8"-16 UN-2A

[28.19mm]
1.11" REF

[12.19mm]
.48" REF

[4.83mm]
.19" REF

PG 13.5

.25" REF
[6.35mm]

12" REF
[30.48mm]

KNOCK-OUT HOLE

.82"
[20.8mm]

Ø.82" REF [20.8mm]
KNOCK-OUT HOLE

7/8"-16 UN-2A

[28.19mm]
1.11" REF

[12.19mm]
.48" REF

[4.83mm]
.19" REF

PG 13.5

.25" REF
[6.35mm]

12" REF
[30.48mm]

KNOCK-OUT HOLE

.82"
[20.8mm]

[25.40mm]

3-BLUE

1.00" REF

1-GREEN/YELLOW

2-BROWN

3-BROWN

4-WHITE

[25.40mm]
1.00" REF

1-BLACK

2-BLUE

3-GREEN/YELLOW

4-BROWN

1.00" REF

5-WHITE

[25.40mm]

2-BLUE

1-BLACK

FEMALE FACE VIEW

3P

TYPICAL KNOCKOUT

TYPICAL KNOCKOUT

4P

5P



CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT 
LED

90˚ LED

90˚ LED/
STRAIGHT

STRAIGHT LED/
90 ˚

90˚ LED/
90˚

1

2

4

5

6

CATALOG OPTIONS

Use the following chart to modify your part’s specifications

FEMALE FIG SINGLE-ENDED CORDSETS WITH #18 AWG PVC CABLE 3 FEET LONG

DOUBLE-ENDED CORDSETS WITH #18 AWG PVC CABLE 6 FEET LONG

STRAIGHT LED/
STRAIGHT

FIG

3

FEMALE/
MALE-4P

1130A2A03F060

1130A3A03F060

1130A4A03F060

1130A5A03F060

1030A0A03F030

1030A1A03F030

1030A0A03F0301

68

Extended-life yellow LED – 100,000 hours continuous use
Clear PVC body – female straight and 90º
Provides output indication for AC sensors

1-800-225-7724 SALES AND TECHNICAL SUPPORT

3P
Mini-Change® Cordsets

FEMALE FACE
VIEW

VOLTAGE

3P with LED

CURRENT

CONDUCTOR

LED CIRCUIT
DIAGRAM

COLOR CODE 1- green-gnd 
2- red w/black-load 

3- red w/white-L1 
red-L2

120V AC ± 10%

3A

#18-4

3 2

1

Single & Double-Ended
LED Cordsets

NEWNEW

YELLOW

LED

LOAD

L1 L2

120 VAC

50/60 HZRED W/WHT

RED

GREEN (GND)

RED W/BLK

POINTS

CUSTOMER CONNECTION

3

2

1



FIG 1

FIG 3

FIG 4 FIG 6

FIG 5

3P

69

Specifications

FAX   1-847-272-8133www.connector.com

Mini-Change® Cordsets

FIG 2

MECHANICAL
CONNECTOR FACE: PVC - UL STD 94 - V0

MOLDED BODY: PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY COAT

CABLE: YELLOW, #18 AWG, PVC JACKET & 
PVC CONDUCTOR INSULATION OVER
41 X #34 COPPER STRANDING, 300V,
UL STYLE Z661 CSA AWM I/II A/B

OUTSIDE DIAMETER: 4P - .28"   (7.1mm)
ELECTRICAL

VOLTAGE RATING: 300 V AC/DC
AMPERAGE: 3P -  3A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P 

AMBIENT OPERATING TEMP: -4° to 221° F (-20° to 90° C)
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237 
CSA: CSA CERTIFIED, FILE NO. LR6837

CONNECTOR DIMENSIONS

FEMALE STRAIGHT LED

FEMALE STRAIGHT LED/MALE STRAIGHT

FEMALE 90˚ LED

FEMALE STRAIGHT LED/MALE 90˚

FEMALE 90˚ LED/MALE 90˚ 

MALE FACE VIEW

FEMALE 90˚ LED/MALE STRAIGHT
2

1

3

4

2

1

3

4

MALE FACE VIEW

4P
4P



FEMALE
FACE
VIEW

COLOR
CODE

VOLTAGE

CURRENT

CONDUCTOR

5P

300V AC/DC 300V AC/DC

3 2

1

3P

1- green-gnd
2- red w/ black trace
3- red w/ white trace

1- red w/ white trace 
2- red
3- green-gnd

4- red w/ yellow trace
5- red w/ black trace

5

4

3

2

1

10A 5.6A

#18-3 #18-5

FEMALE

STRAIGHT

90º

MATING
RECEPTACLE*

STRAIGHT

90º

MATING
RECEPTACLE*

1

2

5

3

4

6

103000B13F045 103000B13F120 105000B13F045 105000B13F120

103001B13F045 103001B13F120 105001B13F045 105001B13F120

1R3006A24A120 1R5006A24A120

1R3004A24A120 1R5004A24A120

1.5' Retracted 4' Retracted 1.5' Retracted 4' Retracted
4.5' Extended 12' Extended 4.5' Extended 12' ExtendedFIG

SINGLE-ENDED CORDSETS WITH #18 AWG PUR CABLE - COIL CORD

SINGLE-ENDED CORDSETS WITH #18 AWG PUR CABLE - COIL CORD

MALE FIG

103002B13F045 103002B13F120 105002B13F045 105002B13F120

103003B13F045 103003B13F120 105003B13F045 105003B13F120

*See Page 58 for additional Mating Receptacles

70

Single-Ended Coil Cordsets
#18 AWG yellow PUR cable – auto color code
Oil- and abrasion-resistant jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT

3P
 &

 5
P

Mini-Change® Cordsets

1.5' Retracted 4' Retracted 1.5' Retracted 4' Retracted
4.5' Extended 12' Extended 4.5' Extended 12' Extended

NEWNEW



FIG 5

3P
 &

 5
P
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Specifications

FAX   1-847-272-8133www.connector.com

Mini-Change® Cordsets

FIG 1

CONNECTOR DIMENSIONS

1.5' RETRACTED - 4.5' EXTENDED
4.0' RETRACTED - 12.0' EXTENDED

1.88"

6.00"

1.00"

6.00"

FEMALE STRAIGHT

RECEPTACLE DIMENSIONS

1.00"

1.56"

1.78"

6.00" 1.5' RETRACTED - 4.5' EXTENDED
4.0' RETRACTED - 12.0' EXTENDED

6.00"

FEMALE 90˚

MECHANICAL
CONNECTOR FACE: PVC - UL STD 94 - V0

MOLDED BODY: PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY 

COAT 
CABLE: YELLOW, #18 AWG, PUR JACKET & 

POLYPROPYLENE CONDUCTOR INSU-
LATION OVER 168 X #40  COPPER 
STRANDING,300V, UL STYLE 20197 
CSA AWM I/II A/B

OUTSIDE DIAMETER: 3P - .25"   (6.4mm)
5P - .30"   (7.6mm)

ELECTRICAL
VOLTAGE RATING: 300 V AC/DC

AMPERAGE: 3P - 10A
5P - 5.6A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P 

AMBIENT OPERATING TEMP: -4° to 176° F (-20° to 80° C)
CERTIFICATIONS

UL: UL RECOGNIZED, File No. E46237 
CSA: CSA CERTIFIED, File No. LR6837

1.00"

6.00" 1.5' RETRACTED - 4.5' EXTENDED
4.0' RETRACTED - 12.0' EXTENDED

1.91"

6.00"

MALE STRAIGHT

 1.00" 

 1.56"

 1.78" 

 6.00"  1.5' RETRACTED - 4.5' EXTENDED
4.0' RETRACTED - 12.0' EXTENDED 

 6.00" 

MALE 90˚

FIG 2

FIG 3

FIG 4

FEMALE STRAIGHT WITH 1/2" - 14NPT THREADS

MALE STRAIGHT WITH 1/2" - 14NPT THREADS

FIG 6

TYPICAL KNOCKOUT

3P 5P

KNOCK-OUT HOLE

.88"
[22.2mm]

1-RED W/ 

2-RED  

[25.40mm]
1.00" REF

3-GREEN

5-RED W/ 

4-RED W/ 

BLACK TRACE

YELLOW TRACE

WHITE TRACE

[25.40mm]

2-RED W/ 3-RED W/ 

1-GREEN

1.00" REF

WHITE TRACEBLACK TRACE

MALE FACE VIEWTYPICAL KNOCKOUT

KNOCK-OUT HOLE

.88"
[22.2mm]

SEE PAGE 58 FOR
ADDITIONAL
RECEPTACLES
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Single-Ended Cordsets 
#16 AWG yellow STOOW cable – U.S. color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT

6P
 t

o
 8

P
Mini-Change® Cordsets

FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT

90º

MATING 
RECEPTACLE*

STRAIGHT

90º

MATING 
RECEPTACLE*

1

2

5

3

4

5

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1

206000A01F0301
Use the following chart to modify your part’s specifications

8P

206000A01F030 207000A01F030 208000A01F030

206001A01F030 207001A01F030 208001A01F030

2R6006A20A120 2R7006A20A120 2R8006A20A120

FEMALE FIG SINGLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONG

SINGLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONGMALE FIG

*See Page 76 for additional Mating Receptacles

600V AC/DC 600V AC/DC 600V AC/DC

3

8

5

4

6

2

7

1

7

4 3

2

6

5

1

4

5

6

3

1

2

7P6P

1- orange
2- blue
3- black

4- white
5- red
6- green-gnd

1- white-black trace
2- black
3- white
4- red

5- orange
6- blue
7- green-gnd

1- orange
2- blue
3- white-black trace
4- black

5- white
6- red
7- green-gnd
8- red-black trace

206002A01F030 207002A01F030 208002A01F030

206003A01F030 207003A01F030 208003A01F030

2R6004A20A120 2R7004A20A120 2R8004A20A120

8A 8A 7A

#16-6 #16-7 #16-8
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o
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Specifications
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Mini-Change® Cordsets

FIG 4

CONNECTOR DIMENSIONS

FEMALE STRAIGHT

RECEPTACLE DIMENSIONS

FEMALE 90º

1"-16 UN-2B

Ø 1.12" REF
[28.45mm]

[45.97mm]
1.81" REF

[9.65mm]
.38" REF

[38.86mm]
1.53" REF

[57.15mm]
2.25" REF

LENGTH

Ø1.12" REF
[28.45mm]

1"-16 UN-2B
[17.78mm]
Ø .70" REF

[63.50mm]
2.50" REF

[9.65mm]
.38" REF

2.25" REF
[57.15mm]

LENGTH

MALE STRAIGHT

MALE 90º

[28.45mm]

1"-16 UN-2B

[47.00mm]
1.85" REF

Ø 1.12" REF

[38.86mm]
1.53" REF

[9.65mm]
.38" REF

2.25" REF
[57.15mm]

LENGTH

MALE STRAIGHT WITH 1/2" - 14NPT THREADS
FEMALE STRAIGHT WITH 1/2" - 14NPT THREADS

FIG 1

FIG 2

FIG 5

Ø 1.12" REF
[28.45mm]

1"-16 UN-2B
.84" REF

[21.34mm]

[64.52mm]
2.54" REF

[9.65mm]
.38" REF

2.25" REF
[57.15mm]

LENGTH

SEE PAGE 76 FOR
ADDITIONAL
RECEPTACLES

[38.61mm]
1.52" REF

1/2"-14 NPT
Ø.88" REF [22.35mm]
KNOCK-OUT HOLE

[12.19mm]
.48" REF

1"-16 UN-2A

[7.11mm]
.28" REF

[6.35mm]
.25" REF

12" REF.
[30.48mm]

[28.45mm]
1.12" REF

KNOCK-OUT HOLE

.88"
[22.2mm]

FIG 3

TYPICAL FACE VIEW TYPICAL KNOCK OUT

8P6P 7P

FEMALE CONNECTORS - FACE VIEWS

8P6P 7P

MALE CONNECTORS - FACE VIEWS

8P6P 7P

MALE RECEPTACLES - FACE VIEWS

MECHANICAL
CONNECTOR FACE: PVC - UL STD 94 - V0

MOLDED BODY: PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL 
TYPE 303 

CABLE: YELLOW, #16 AWG, PVC JACKET & 
PVC CONDUCTOR INSULATION OVER
65 X #34 COPPER STRANDING, 600V,
UL ST00W CSA ST

OUTSIDE DIAMETER: 6P - .54"   (13.7mm)
7P - .54"   (13.7mm)
8P - .61"   (15.5mm)

ELECTRICAL
VOLTAGE RATING: 600 V AC/DC

AMPERAGE: 6P - 8A
7P - 8A
8P - 7A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P 

AMBIENT OPERATING TEMP: -4° to 221° F (-20° to 105° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, File No. E46237 
CSA: CSA CERTIFIED, File No. LR6837

6 

5 

4 3 

1 

2 

7 

4 3 

2 

6 

5 

1 

3 

8 

4 

5 

6 

2 

7 

1 

3 

1 

2 

4 

5 

6 

2 

3 

1 

4

7 

6 

5 

3 

2 

7 

1 

8 

4 

5 

6 1

3

2 5

4

6

43

1

2

6

5

7

1

3

2

7 8

4

5

6



FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT/STRAIGHT

90º/STRAIGHT

STRAIGHT/90º

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1

226020A01F0301
Use the following chart to modify your part’s specifications

8P

90º/90º

600V AC/DC 600V AC/DC 600V AC/DC

3

8

5

4

6

2

7

1

7

4 3

2

6

5

1

4

5

6

3

1

2

7P6P

1- orange
2- blue
3- black

4- white
5- red
6- green-gnd

1- white-black trace
2- black
3- white
4- red

5- orange
6- blue
7- green-gnd

1- orange
2- blue
3- white-black trace
4- black

5- white
6- red
7- green-gnd
8- red-black trace

8A 8A 7A

#16-6 #16-7 #16-8

226020A01F030 227020A01F030 228020A01F030

226021A01F030 227021A01F030 228021A01F030

226022A01F030 227022A01F030 228022A01F030

226023A01F030 227023A01F030 228023A01F030

FEMALE/MALE

74

Double-Ended Cordsets 
#16 AWG yellow STOOW cable – U.S. color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Cordsets

DOUBLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONG

1

2

3

4

FIG



FIG 3

FIG 2

6P
 t

o
 8

P
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Mini-Change® Cordsets

MECHANICAL
CONNECTOR FACE: PVC - UL STD 94 - V0

MOLDED BODY:  PVC - UL STD 94 - V0
COUPLING NUT:  ZINC DIECAST W/ BLACK EPOXY-

COAT, OPTIONAL STAINLESS STEEL
TYPE 303  

CABLE:  YELLOW, #16 PVC JACKET & PVC
CONDUCTOR INSULATION OVER 
65 X #34 COPPER STRANDING, 
UL ST00W CSA ST

OUTSIDE DIAMETER: 6P - .54"   (13.7mm)
7P - .54"   (13.7mm)
8P - .61"   (15.5mm)

ELECTRICAL
VOLTAGE RATING: 600V  AC/DC

AMPERAGE: 6P - 8A
7P - 8A
8P - 7A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P  

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C)
CERTIFICATIONS

UL: UL RECOGNIZED,  FILE NO. E46237  
CSA: CSA CERTIFIED, FILE NO. LR6837

Specifications

FIG 4

CONNECTOR DIMENSIONS

3-BLACK

1-ORANGE

2-BLUE

4-WHITE

5-RED

6-GREEN

2-BLACK

3-WHITE

1-WHITE W/
BLACK TR.

4-RED

7-GREEN

6-BLUE

5-ORANGE

BLACK TR.
3-WHITE W/

2-BLUE

7-GREEN

1-ORANGE

BLACK TR.
8-RED W/

4-BLACK

5-WHITE

6-RED

Ø1.12" REF
[28.45mm]

1"-16 UN-2B

[47.00mm]
1.85" REF

[38.86mm]
1.53" REF

1"-16 UN-2B

[63.50mm]

Ø.70" REF
[17.78mm]

Ø 1.12" REF
[28.45mm]

2.50" REF

LENGTH

1"-16 UN-2B

[28.45mm]
Ø1.12" REF

[47.00mm]
1.85" REF

[38.86mm]
1.53" REF

LENGTH

[28.45mm]
Ø1.12" REF

1"-16 UN-2B

[38.86mm]

1.81" REF
[45.97mm]

1.53" REF

FIG 1
6P

6P

7P

7P

8P

8P

FEMALE STRAIGHT/MALE 90º

FEMALE 90º/MALE 90º

MALE FACE VIEW

MALE FACE VIEW

FEMALE STRAIGHT/MALE STRAIGHT

FEMALE 90º/MALE STRAIGHT

[28.45mm]

[21.34mm]
Ø.84" REF1"-16 UN-2B

Ø1.12" REF

2.54" REF

LENGTH

[64.52mm]

Ø1.12" REF
[28.45mm]

1"-16 UN-2B

[45.97mm]
1.81" REF

[38.86mm]
1.53" REF

[28.45mm][28.45mm]

Ø.84" REF
[21.34mm]

1"-16 UN-2B 1"-16 UN-2B
Ø.70" REF
[17.78mm]

Ø1.12" REF

[64.52mm]
2.54" REF2.50" REF

LENGTH

[63.50mm]

Ø 1.12" REF

3-BLACK

1-ORANGE

2-BLUE

6-GREEN

5-RED

4-WHITE

2-BLACK

3-WHITE

7-GREEN

4-RED

1-WHITE W/
BLACK TR.

5-ORANGE

6-BLUE

3-WHITE W/
BLACK TR.

2-BLUE

7-GREEN

1-ORANGE

BLACK TR.
8-RED W/

4-BLACK

5-WHITE

6-RED



MALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

LEAD LENGTH
3'  . . . . . . . . . . . . . . . . F030
6'  . . . . . . . . . . . . . . . . F060

STRAIGHT WITH
1/2"-14NPT

STRAIGHT WITH
1/2"-14NPT

2

1

CATALOG OPTIONS

SHELL
STAINLESS STEEL  . . . . . .ADD 1

2R6006A20A1201
Use the following chart to modify your part’s specifications

8P

2R6006A20A120 2R7006A20A120 2R8006A20A120

600V AC/DC 600V AC/DC 600V AC/DC

1

3

2

7 8

4

5

6

43

1

2

6

5

7

1

3

2 5

4

6

7P6P

1- orange
2- blue
3- black

4- white
5- red
6- green-gnd

1- white-black trace
2- black
3- white
4- red

5- orange
6- blue
7- green-gnd

1- orange
2- blue
3- white-black trace
4- black

5- white
6- red
7- green-gnd
8- red-black trace

2R6004A20A120 2R7004A20A120 2R8004A20A120

8A 8A 7A

#16-6 #16-7 #16-8

RECEPTACLES WITH #16 AWG PVC LEADS 12 INCHES LONGMALE FIG

76

Receptacles 
#16 AWG PVC 12-inch Leads – U.S. color code, epoxy potted
Black epoxy coat zinc diecast shell design
Use in control panels, junction boxes and sensors

1-800-225-7724 SALES AND TECHNICAL SUPPORT

6P
 t

o
 8

P
Mini-Change® Receptacles

RECEPTACLES WITH #16 AWG PVC LEADS 12 INCHES LONGFEMALE FIG

5601

5611

Lockout 1/2"-14NPT, zinc plated steel

Gasket, black neoprene

PART NO. ACCESSORIES



6P
 t

o
 8

P

77

Specifications

FAX   1-847-272-8133www.connector.com

Mini-Change® Receptacles

FIG 1 FIG 2

RECEPTACLE DIMENSIONS

MALE STRAIGHT WITH 1/2" - 14NPT

FEMALE STRAIGHT WITH 1/2" - 14NPT

[38.61mm]
1.52" REF

1/2"-14 NPT
Ø.88" REF [22.35mm]
KNOCK-OUT HOLE

[12.19mm]
.48" REF

1"-16 UN-2A

[7.11mm]
.28" REF

[6.35mm]
.25" REF

12" REF.
[30.48mm]

KNOCK-OUT HOLE

.88"
[22.2mm]

[38.61mm]
1.52" REF

1/2"-14 NPT
Ø.88" REF [22.35mm]
KNOCK-OUT HOLE

[12.19mm]
.48" REF

1"-16 UN-2A

[7.11mm]
.28" REF

[6.35mm]
.25" REF

12" REF.
[30.48mm]

KNOCK-OUT HOLE

.88"
[22.2mm]

4-WHITE

5-RED

1.12" REF
[28.45mm]

6-GREEN

3-BLACK

2-BLUE

1-ORANGE

4-RED

7-GREEN

6-BLUE

5-ORANGE

1.12" REF

[28.45mm]

3-WHITE

2-BLACK

1-WHITE W/

BLACK TR.

[28.45mm]

BLACK TR.
8-RED W/

4-BLACK

6-RED

5-WHITE

1.12" REF

7-GREEN

BLACK TR.
3-WHITE W/

2-BLUE

1-ORANGE

FEMALE FACE VIEW

6P 7P

8P

MECHANICAL
SHELL: ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL 
TYPE 303

INSERT: PVC - UL STD 94 - V0
CONDUCTORS: #16 AWG PVC INSULATION OVER 

26 X #30  COPPER  STRANDING, 
600V, UL STYLE 1015 CSA TEW 

ELECTRICAL
VOLTAGE RATING: 600 V AC/DC

AMPERAGE: 6P - 8A
7P - 8A
8P - 7A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P

AMBIENT OPERATING TEMP: -4° to 221° F (-20° to 105° C) 
CERTIFICATIONS

UL: UL  RECOGNIZED, FILE NO. E46237 
CSA: CSA CERTIFIED, FILE NO. LR6837

TYPICAL KNOCKOUT

TYPICAL KNOCKOUT



FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT

90º

MATING 
RECEPTACLE*

STRAIGHT

90º

MATING 
RECEPTACLE*

1

2

5

3

4

5

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1

309000A01F0301
Use the following chart to modify your part’s specifications

12P

309000A01F030 301000A01F030 302000A01F030

309001A01F030 301001A01F030 302001A01F030

3R9006A20A120 3R1006A20A120 3R2006A20A120

FEMALE FIG SINGLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONG

SINGLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONGMALE FIG

*See Page 82 for additional Mating Receptacles

600V AC/DC 600V AC/DC 600V AC/DC

6

7

12

8

11

5 4

10

3

1

2

9

4 3

7

10

5

6

1

9

2

8

5

9

4

6

8

3

7

2

1

10P9P

1- orange
2- blue
3- red-black trace
4- green-black trace
5- white

6- red
7- green-gnd
8- white-black trace
9- black

1- orange
2- blue
3- white-black trace
4- red-black trace
5- green-black trace

6- orange-black trace
7- red
8- green-gnd
9- black
10- white

1- orange
2- blue
3- white-black trace
4- red-black trace
5- green-black trace
6- orange-black trace

7- blue-black trace
8- black-white trace
9- green-gnd
10- red
11- white
12- black

309002A01F030 301002A01F030 302002A01F030

309003A01F030 301003A01F030 302003A01F030

3R9004A20A120 3R1004A20A120 3R2004A20A120

7A 7A 5A

#16-9 #16-10 #16-12

78

Single-Ended Cordsets 
#16 AWG yellow STOOW cable – U.S. color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT

9P
 1

0P
 &

 1
2P

Mini-Change® Cordsets
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Specifications

FAX   1-847-272-8133www.connector.com

MECHANICAL
CONNECTOR FACE: PVC - UL STD 94 - V0

MOLDED BODY: PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY 

COAT, OPTIONAL STAINLESS STEEL 
TYPE 303

CABLE: YELLOW, #16 AWG, PVC JACKET & 
PVC CONDUCTOR INSULATION  
OVER 65 X #34 COPPER STRANDING,
600V, UL STYLE ST00W CSA ST

OUTSIDE DIAMETER: 9P - .64"   (16.3mm)
10P - .66" (16.8mm)
12P - .71" (18.0mm)

ELECTRICAL
VOLTAGE RATING: 600 V AC/DC

AMPERAGE: 9P - 7A
10P - 7A
12P - 5A

ENVIRONMENTAL
PROTECTION: IP 68, NEMA 6P

AMBIENT OPERATING TEMP: -4° to 221° F (-20° to 105° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, File No. E46237 
CSA: CSA CERTIFIED, File No. LR6837

9P
 1

0P
 &

 1
2P

FIG 4

CONNECTOR DIMENSIONS

FEMALE STRAIGHT

RECEPTACLE DIMENSIONS

FEMALE 90º

1 1/8"-16 UN-2B

[31.75mm]
Ø 1.25" REF

1.88" REF
[47.75mm]

[9.65mm]
.38" REF

1.75" REF
[44.45mm]

2.25" REF
[57.15mm]

LENGTH

[31.75mm]

1.25" REF

1 1/8"-16 UN-2B
[20.57mm]

.81" REF

[70.87mm]

2.79" REF

LENGTH

[9.65mm]

.38" REF

2.25" REF

[57.15mm]

MALE STRAIGHT

MALE 90º

[31.75mm]

1 1/8"-16 UN-2B

[48.77mm]
1.92" REF

Ø1.25" REF

[44.45mm]
1.75" REF

[9.65mm]
.38" REF

[57.15mm]
2.25" REF

LENGTH

MALE STRAIGHT WITH 1/2" - 14NPT THREADS
FEMALE STRAIGHT WITH 1/2" - 14NPT THREADS

FIG 1

FIG 2

FIG 5

[31.75mm]

1 1/8"-16 UN-2BØ.97" REF
[24.64mm]

[71.88mm]
2.83" REF

.38" REF
[9.65mm]

[57.15mm]
2.25" REF

Ø1.25" REF

LENGTH

SEE PAGE 82 FOR
ADDITIONAL
RECEPTACLES

1/2"-14 NPT
Ø.88" REF [22.35mm]
KNOCK-OUT HOLE

[12.19mm]
.48" REF

1 1/8"-
16 UN-2A

[41.15mm]
1.62" REF

[7.11mm]
.28" REF

[6.35mm]
.25" REF

12" REF.
[304.8mm]

1.25" REF
[31.75mm]

KNOCK-OUT HOLE

.88"
[22.2mm]

FIG 3

TYPICAL FACE VIEW TYPICAL KNOCK OUT

12P9P 10P

FEMALE CONNECTORS - FACE VIEWS

12P9P 10P

MALE CONNECTORS - FACE VIEWS

12P9P 10P

MALE RECEPTACLES - FACE VIEWS

Mini-Change® Cordsets

5

4 

9 

6 

3 

2 

7 

8  

1 

4 3 

6

5 

10  

7 

1 

8 

2 

9 

6 

5 

11 

7 

12 

8 

10 

9 

2 

1 

4

3 

6 

5 

9 

4 

8 

3 

2 

7 

1

10 

4 

5 

6 

7 

3 

9 

2 

8 

1 

8

12 

7 

11 

5 

6 

4 

3 

10

1 

2 

9 

1

7

9

3

8

4

2

6

5

8

9

1

3

2 6

5

4

7

10 1

9 8

4

10

3

2

5

7

12

6

11
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Double-Ended Cordsets  
#16 AWG yellow STOOW cable – U.S. color code
Oil-resistant PVC jacket
Low-resistance contact design with gold/palladium nickel plating

1-800-225-7724 SALES AND TECHNICAL SUPPORT

9P
 1

0P
 &

 1
2P

Mini-Change® Cordsets

FEMALE FACE
VIEW

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
6'  . . . . . . . . . . . . . . . . . 060
12'  . . . . . . . . . . . . . . . . 120
20'  . . . . . . . . . . . . . . . . 200

STRAIGHT/STRAIGHT

90º/STRAIGHT

STRAIGHT/90º

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL  . . . . . .ADD 1

339020A01F0301
Use the following chart to modify your part’s specifications

12P

90º/90º

600V AC/DC 600V AC/DC 600V AC/DC

6

7

12

8

11

5 4

10

3

1

2

9

4 3

7

10

5

6

1

9

2

8

5

9

4

6

8

3

7

2

1

10P9P

1- orange
2- blue
3- red-black trace
4- green-black trace
5- white

6- red
7- green-gnd
8- white-black trace
9- black

1- orange
2- blue
3- white-black trace
4- red-black trace
5- green-black trace

6- orange-black trace
7- red
8- green-gnd
9- black
10- white

1- orange
2- blue
3- white-black trace
4- red-black trace
5- green-black trace
6- orange-black trace

7- blue-black trace
8- black-white trace
9- green-gnd
10- red
11- white
12- black

7A 7A 5A

#16-9 #16-10 #16-12

339020A01F030 331020A01F030 332020A01F030

339021A01F030 331021A01F030 332021A01F030

339022A01F030 331022A01F030 332022A01F030

339023A01F030 331023A01F030 332023A01F030

FEMALE/MALE DOUBLE-ENDED CORDSETS WITH #16 AWG ST00W CABLE 3 FEET LONG

COLOR CODE

1

2

3

4

FIG



FIG 1

9P
 1

0P
 &

 1
2P
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Specifications

FAX   1-847-272-8133www.connector.com

Mini-Change® Cordsets

MECHANICAL
CONNECTOR FACE: PVC - UL STD 94 - V0

MOLDED BODY:  PVC - UL STD 94 - V0
COUPLING NUT:  ZINC DIECAST W/ BLACK EPOXY

COAT, OPTIONAL STAINLESS STEEL
TYPE 303

CABLE:  YELLOW, #16 AWG, PVC JACKET &
PVC CONDUCTOR INSULATION OVER
65 X #34 COPPER STRANDING, 600V,
UL STYLE ST00W CSA ST

OUTSIDE DIAMETER:  9P - .64" (16.3mm)
10P - .66" (16.8mm)
12P - .71" (18.0mm)

ELECTRICAL
VOLTAGE RATING: 600 V AC/DC

AMPERAGE: 9P - 7A
10P - 7A
12P - 5A

ENVIRONMENTAL
PROTECTION:  IP 68, NEMA 6P

AMBIENT OPERATING TEMP: -4° to 221° F (-20° to 105° C)
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237 
CSA: CSA CERTIFIED, FILE NO.  LR6837

FIG 4

FIG 3

FIG 2

CONNECTOR DIMENSIONS

9P

10P

12P

FEMALE 90º/
MALE STRAIGHT

FEMALE STRAIGHT/MALE STRAIGHT

[31.75mm]

.97" REF
[24.64mm]

1 1/8"-16 UN-2B

Ø1.25" REF

[71.88mm]
2.83" REF

Ø1.25" REF
[31.75mm]

1 1/8"-16 UN-2B

[47.75mm]
1.88" REF

[44.45mm]
1.75" REF

LENGTH

FEMALE 90º/MALE 90º

FEMALE STRAIGHT/MALE 90º

[31.75mm][31.75mm]

[24.64mm]
.97" REF1 1/8"-16 UN-2B1 1/8"-16 UN-2B.81" REF

[20.57mm]

Ø1.25" REF

[71.88mm]
2.83" REF

[70.87mm]
2.79" REF

Ø1.25" REF

LENGTH

[31.75mm]
Ø1.25" REF

1 1/8"-16 UN-2B

[48.77mm]
1.92" REF

[44.45mm]
1.75" REF

1 1/8"-16 UN-2B

LENGTH

[70.87mm]

Ø.81" REF
[20.57mm]

5" REF
5mm]

2.79" REF

1 1/8"-16 UN-2B

1.25" REF
[31.75mm]

1.92" REF
[48.77mm]

[44.45mm]
1.75" REF

[31.75mm]
1.25" REF

1 1/8"-16 UN-2B

[44.45mm]

LENGTH

1.88" REF
[47.75mm]

1.75" REF
BLACK TR.

8-BLACK W/
WHITE TR.

12-BLACK

7-BLUE W/

BLACK TR.

BLACK TR.

11-WHITE

5-GREEN W/

6-ORANGE W/

BLACK TR.

BLACK TR.

4-RED W/

3-WHITE W/

10-RED

1-ORANGE

2-BLUE

9-GREEN

10-WHITE

4-RED W/
BLACK TR.

5-GREEN W/
BLACK TR.

6-ORANGE W/
BLACK TR.

7-RED

BLACK TR.
3-WHITE W/

9-BLACK

2-BLUE

8-GREEN

1-ORANGE

6-RED

5-WHITE

9-BLACK

4-GREEN W/
BLACK TR.

BLACK TR.

BLACK TR.

8-WHITE W/

3-RED W/

2-BLUE

7-GREEN

1-ORANGE

1-ORANGE

9-GREEN

BLACK TR.
3-WHITE W/

10-RED

2-BLUE

BLACK TR.
4-RED W/

BLACK TR.
6-ORANGE W/

BLACK TR.

11-WHITE

5-GREEN W/

WHITE TR.

BLACK TR.

12-BLACK

7-BLUE W/

8-BLACK W/

BLACK TR.
3-WHITE W/

BLACK TR.

BLACK TR.
4-RED W/

8-GREEN

9-BLACK

2-BLUE
BLACK TR.

6-ORANGE W/

5-GREEN W/

10-WHITE

7-RED

1-ORANGE

BLACK TR.
8-WHITE W/

7-GREEN

2-BLUE

BLACK TR.
3-RED W/

1-ORANGE

5-WHITE

9-BLACK

4-GREEN W/
BLACK TR.

6-RED

9P

10P

12P

MALE FACE VIEW

MALE FACE VIEW



3R9004A20A1201

MALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

LEAD LENGTH
3'  . . . . . . . . . . . . . . . . F030
6'  . . . . . . . . . . . . . . . . F060

STRAIGHT WITH
1/2" -14NPT

FEMALE

STRAIGHT WITH
1/2" -14NPT

2

1

CATALOG OPTIONS

COUPLING NUT
STAINLESS STEEL SHELL  .ADD 1

Use the following chart to modify your part’s specifications

12P

3R9006A20A120 3R1006A20A120 3R2006A20A120

3R9004A20A120 3R1004A20A120 3R2004A20A120

MALE FIG RECEPTACLES WITH #16 AWG PVC LEADS 12 INCHES LONG

FIG

600V AC/DC 600V AC/DC 600V AC/DC

1

9 8

4

10

3

2

5

7

12

6

11

8

9

1

3

2 6

5

4

7

10

1

7

9

3

8

4

2

6

5

10P9P

1- orange
2- blue
3- red-black trace
4- green-black trace
5- white

6- red
7- green-gnd
8- white-black trace
9- black

1- orange
2- blue
3- white-black trace
4- red
5- green-black trace

6- orange-black trace
7- red
8- green-gnd
9- black
10- white

1- orange
2- blue
3- white-black trace
4- red-black trace
5- green-black trace
6- orange-black trace

7- blue-black trace
8- black-white trace
9- green-gnd
10- red
11- white
12- black

7A 7A 5A

#16-9 #16-10 #16-12

RECEPTACLES WITH #16 AWG PVC LEADS 12 INCHES LONG

82

Receptacles 
#16 AWG PVC 12-inch leads - U.S. color code, epoxy potted
Black epoxy coat zinc diecast shell design
Use in control panels, junction boxes and sensors

1-800-225-7724 SALES AND TECHNICAL SUPPORT

9P
 1

0P
 &

 1
2P

Mini-Change® Receptacles

5601

5611

Locknut 1/2"-14NPT, zinc plated steel

Gasket, black neoprene

PART NO. ACCESSORIES



9P
 1

0P
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 1
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83

Specifications

FAX   1-847-272-8133www.connector.com

Mini-Change® Receptacles

FIG 1 FIG 2

RECEPTACLE DIMENSIONS

MECHANICAL
SHELL: ZINC DIECAST W/ BLACK EPOXY

COAT, OPTIONAL STAINLESS STEEL
TYPE 303

INSERT:  PVC - UL STD 94 - V0
CONDUCTORS:  #16 AWG, PVC INSULATION OVER 26

X #30 COPPER STRANDING, 600V, 
UL STYLE 1015 CSA TEW

ELECTRICAL
VOLTAGE RATING: 600 V AC/DC

AMPERAGE: 9P - 7A
10P - 7A
12P - 5A

ENVIRONMENTAL
PROTECTION:  IP 68, NEMA 6P

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO.E46237 
CSA: CSA CERTIFIED, FILE NO. LR6837

MALE STRAIGHT WITH 1/2" - 14NPT

FEMALE STRAIGHT WITH 1/2" - 14NPT

1/2"-14 NPT
Ø.88" REF [22.35mm]
KNOCK-OUT HOLE

[12.19mm]
.48" REF

1 1/8"-
16 UN-2A

[41.15mm]
1.62" REF

[7.11mm]
.28" REF

[6.35mm]
.25" REF

12" REF.
[304.8mm]

KNOCK-OUT HOLE

.88"
[22.2mm]

1/2"-14 NPT
Ø.88" REF [22.35mm]
KNOCK-OUT HOLE

[12.19mm]
.48" REF

1 1/8"-
16 UN-2A

[41.15mm]
1.62" REF

[7.11mm]
.28" REF

[6.35mm]
.25" REF

12" REF.
[304.8mm]

KNOCK-OUT HOLE

.88"
[22.2mm]

9-BLACK

BLACK TR.
4-GREEN W/

1.25" REF
[31.75mm]

6-RED

5-WHITE

8-WHITE W/
BLACK TR.

BLACK TR.
3-RED W/

1-ORANGE

7-GREEN

2-BLUE

1.25" REF

[31.75mm]

7-RED

BLACK TR.

4-RED W/
BLACK TR.

10-WHITE

5-GREEN W/

BLACK TR.
6-ORANGE W/

3-WHITE W/
BLACK TR.

9-BLACK

2-BLUE

8-GREEN

1-ORANGE

8-BLACK W/

11-WHITE

BLACK TR.

WHITE TR.

12-BLACK

7-BLUE W/

BLACK TR.
6-ORANGE W/

BLACK TR.
5-GREEN W/

1.25" REF
[31.75mm]

9-GREEN

BLACK TR.

BLACK TR.
4-RED W/

3-WHITE W/

1-ORANGE

10-RED

2-BLUE

FEMALE FACE VIEW

9P 10P

12P

TYPICAL KNOCKOUT

TYPICAL KNOCKOUT
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#18 AWG power and #22 AWG control conductors
Oil- and abrasion-resistant black polyurethane (PUR) jacket
Mating receptacles available in male and female designs

1-800-225-7724 SALES AND TECHNICAL SUPPORT

19
P

Mini-Change® Cordsets

303000P80M0501

FEMALE FACE
VIEW

COLOR CODE

VOLTAGE

CURRENT

CONDUCTOR

CABLE LENGTH
10 METER  . . . . . . . . . . M100

STRAIGHT

MATING MALE
RECEPTACLE*

MATING FEMALE
RECEPTACLE*

1

3

4

2

CATALOG OPTIONS

Use the following chart to modify your part’s specifications

19P

303000P80M050

3R3N36E80C300

FEMALE FIG SINGLE-ENDED CORDSETS WITH #18 AWG/#22 AWG PVC CABLE 5 METERS LONG

DOUBLE-ENDED CORDSETS WITH #18 AWG/#22 AWG PVC CABLE 5 METERS LONG

STRAIGHT/
STRAIGHT

300V

12

4

5

15

3

2

14

13

6

16

7

8

18
19

17
9

10

1 11

1- violet
2- red
3- gray
4- red/blue
5- blue (#18AWG)

6- green
7- brown (#18AWG)
8- white/green
9- white/yellow
10- white/gray

11- black
12- green/yellow-gnd (#18AWG)
13- yellow/brown
14- brown/green
15- white

16- yellow
17- pink
18- gray/brown
19- gray/pink

12

19

7 5

1

13
2

3

4

6

8

9

10

11

18

17
16 15

14

3A / 2A

#18-3 / #22-16

FEMALE/MALE

333030P80M050

3R3N30E80C300

MALE FACE
VIEW

FIG

NEWNEW

Single & Double-Ended
Cordsets & Receptacles
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Mini-Change® Cordsets

FIG 3FIG 1

CORDSET DIMENSIONS

FEMALE STRAIGHT MALE STRAIGHT WITH PG 16 MOUNTING THREAD

FEMALE STRAIGHT / MALE STRAIGHT FEMALE STRAIGHT WITH PG 16 MOUNTING THREAD

1-1/8"

2.58" [62.2mm] CABLE LENGTH

1-1/8"-16UN-2A
INTERNAL TREADS

{1-1/8"}

{2.58" [62.2mm]} {CABLE LENGTH} {2.58" [65.6mm]}

{1-1/8"}

1-1/8"-16UN-2A
INTERNAL TREADS EXTERNAL TREADS

1-1/8"-16UN-2A

.32" [8.0mm].33" [8.5mm]

1.51" [37.05mm] 39.37" [1M]

LOCKNUTO-RING SEAL

Pg16 THREAD

THREAD
1-1/8"-16 UN-2A

{1.25" [31.75mm]}

12

19

7 5

1

13
2

3

4

6

8

9

10

11

18

17
16 15

14

(GROUND)

(+)(-)

{1.25" [31.75mm]}

12

4

5

15

3

2

14

13

6

16

7

8

18
19

17
9

10

1 11

(GROUND)

(+)(-)

RECEPTACLE DIMENSIONS

 .32" [8.0mm]  .33" [8.5mm] 

 1.46" [37mm]  39.37" [1M] 

LOCKNUTO-RING SEAL

Pg16 THREAD

THREAD
1-1/8"-16 UN-2A

MALE FACE VIEWTYPICAL KNOCKOUT

FEMALE FACE VIEWTYPICAL KNOCKOUT

KNOCK-OUT HOLE

.94"
(24.0mm)

KNOCK-OUT HOLE

.94"
(24.0mm)

MECHANICAL
CONNECTOR FACE: PVC - UL STD 94 - V0

MOLDED BODY: PVC - UL STD 94 - V0
COUPLING NUT: ZINC DIECAST W/ BLACK EPOXY COAT

CONTACT: GOLD PLATED BRASS
CABLE: BLACK, #18 AWG (.75mm2) & 

#22 AWG (.34mm2), PUR JACKET 
& PVC CONDUCTOR INSULATION 
OVER,  42 X .15mm (#18)
AND 42 X .10mm (#22) COPPER
STRANDING

OUTSIDE DIAMETER: 19P - .45" (11.4mm)
RECEPTACLE SHELL: GRAY ANODIZED ALUMINUM

RECEPTACLE INSERT: PVC - UL STD 94 - V0
RECEPTACLE CONDUCTORS: #22 AWG W/ PVC INSULATION

#18 AWG W/ PVC INSULATION
ELECTRICAL

VOLTAGE RATING: 300V AC/DC
AMPERAGE: 3A - 18AWG

2A - 22AWG
ENVIRONMENTAL

PROTECTION: IP 68
AMBIENT OPERATING TEMP: -4° TO 176° F  (-20° TO 80° C)



FEMALE FACE
VIEW

MALE FACE
VIEW

VOLTAGE

CURRENT

CABLE RANGE

STRAIGHT WITH
INTERNAL THREADS

MATING
RECEPTACLE

1

4

5P

1A3000-34 1A5000-34

1R3006A20A120 1R5006A20A120

FEMALE FIG CATALOG NUMBER

FIG

*See Page 46 for additional Mating Receptacles

600V AC/DC 600V AC/DC

3P

13A 8A

CATALOG NUMBERMALE

STRAIGHT WITH
EXTERNAL THREADS

MATING
RECEPTACLE*

STRAIGHT WITH
INTERNAL THREADS

MATING
RECEPTACLE*

2

5

3

6

1A3006-34 1A5006-34

1R3000A20A120 1R5000A20A120

1A3002-34 1A5002-34

1R3004A20A120 1R5004A20A120

5P3P

VOLTAGE

CURRENT

CABLE RANGE

600V AC/DC 600V AC/DC

13A 8A

.20"-.48" (5mm-12mm) O.D. .20"-.48" (5mm-12mm) O.D.

86

Attachable Connectors
Allows easy field conversion to quick disconnect
Male with internal or external threads - female with internal threads
Secure screw terminals #15 AWG to #24 AWG - compatible with existing Mini-Change®

1-800-225-7724 SALES AND TECHNICAL SUPPORT

3P
 &

 5
P

Mini-Change® Connectors

.20"-.48" (5mm-12mm) O.D. .20"-.48" (5mm-12mm) O.D.

NEWNEW

3 2

1
5

4

3

1

2

1

3

2

5

4
2 3

1
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Mini-Change® Connectors

MECHANICAL
CONNECTOR FACE: POLYURETHANE

BODY: POLYAMIDE PA6  
CONTACT: GOLD-PLATED BRASS 

COUPLING NUT: NICKEL-PLATED BRASS 
GROMMET: NEOPRENE

CABLE RANGE O.D.: .20" - .48"  (5.0 - 12.0mm)
ACCEPTABLE WIRE GAUGE RANGE: #24 AWG (.25mm2) - #15 AWG (2.0mm2)

ELECTRICAL
VOLTAGE RATING: 600 V AC/DC

AMPERAGE: 3P - 13A
5P -   8A

ENVIRONMENTAL
PROTECTION: IP 68  

AMBIENT OPERATING TEMP: -40° TO 176° F  (-40° TO 80° C)
CERTIFICATIONS

CSA: CSA CERTIFIED, FILE NO. LR6837

CONNECTOR DIMENSIONS RECEPTACLE DIMENSIONS

7/8"-16UN

THREAD

1.11" [28.2mm]

3.48" [88.4mm]

1.00" [25.4mm]

1.11" [28.2mm]

3.70" [94.0mm]

1.00" [25.4mm]

7/8"-16UN-2A
THREAD

FIG 5

FIG 6

MALE STRAIGHT WITH EXTERNAL THREADS FEMALE RECEPTACLE WITH INTERNAL THREADS AND 1/2" - 14NPT MOUNTING THREADS

MALE STRAIGHT WITH INTERNAL THREADS FEMALE RECEPTACLE WITH EXTERNAL THREADS AND 1/2" - 14NPT MOUNTING THREADS

FEMALE STRAIGHT WITH INTERNAL THREADS MALE RECEPTACLE WITH EXTERNAL THREADS AND 1/2" - 14NPT MOUNTING THREADS

12.0" [305.0mm]

.44" [11.2mm] .48" [12.2mm]

1/2"-14NPT
THREAD

3/16"

7/8"-16UN
THREAD

3.54" [90.0mm]

1.00" [25.4mm]1.11" [28.2mm]

SEE PAGE 46 FOR
ADDITIONAL
RECEPTACLES
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DESCRIPTION

ALUMINUM
CLOSURE CAP

WITH INTERNAL
THREADS

X

X

4

2P to 6P (A size) 6P (B size) to 8P 9P to 12P

MINI-CHANGE® PLUGS WITH #16 AWG PVC LEADS 6'-0" LONG FOR 1/2" LIQUID TIGHT CONDUIT

MALE & FEMALE 
RECEPTACLES 

+
MULTIPORT
BASE UNITS

FIG

2P 3P 4P 5P

FEMALE FACE
VIEW

ALUMINUM
THREADED

UNION

ALUMINUM
CLOSURE CAP

WITH 
EXTERNAL
THREADS

FEMALE

MALE

COLOR CODE

2P 3P 4P 5P

CLOSURE CAPS & THREADED UNIONS

FOR USE WITH

MALE &
FEMALE 

CONNECTORS

1

2

3
MALE &
FEMALE 

CONNECTORS

FIG

4
FIG

1- white
2- black

1- green-gnd
2- black
3- white

1- black
2- white

3- red
4- green-gnd

1- white
2- red
3- green-gnd

4- orange
5- black

90˚
5

FIG

65-0086 65-0103 65-0105

65-0085 65-0102 65-0104

55-0426 55-0466 55-0496

40718 40925 41132 41344

41593511494103740780
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Accessory Products
Closure caps for receptacles, connectors and Multi-ports
Threaded unions for mating (2) cordsets
Female and male plugs for liquid tight conduit terminations
90˚ adapters with (1) male and (1) female plug

1-800-225-7724 SALES AND TECHNICAL SUPPORT
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Mini-Change® Accessories

90˚ ADAPTERS WITH (1) MALE PLUG AND (1) FEMALE PLUG
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Mini-Change® Cordsets

FIG 2

MECHANICAL
CLOSURE CAPS W/ INTERNAL THREADS: GRAY ANODIZED ALUMINUM
CLOSURE CAPS W/ EXTERNAL THREADS: BLACK ANODIZED ALUMINUM

THREADED UNION: GRAY ANODIZED ALUMINUM   
LIQUID-TIGHT PLUGS 
CONNECTOR BODY: ZINC PLATED STEEL 

COUPLING NUT: GRAY ANODIZED ALUMINUM  
CLAMP NUT: ZINC PLATED STEEL

INSERT: PVC - UL STD 94 - V0  
90˚ ADAPTER CONNECTOR BODY: YELLOW NYLON

COUPLING NUTS: ZINC DIECAST W/ BLACK EPOXY 
INSERT: PVC - UL STD 94 - V0   

ELECTRICAL
LIQUID-TIGHT PLUGS AND 90° ADAPTORS

VOLTAGE RATING: 600V
CURRENT: 2P - 13A
3P - 10A
4P - 8A
5P - 8A

ENVIRONMENTAL
PROTECTION: IP65, NEMA 4

AMBIENT OPERATING TEMP: -4° TO 221° F  (-20° TO 105° C) 
CERTIFICATIONS

UL: UL RECOGNIZED, FILE NO. E46237
CSA: CSA CERTIFIED, FILE NO.  LR6837

ACCESSORY DIMENSIONS & DETAILS

2P to 6P
9P to 12P

2P to 6P 6P to 8P 9P to 12P

MALE

FACE
MALE

FEMALE

90° ADAPTER

MALE FACE VIEW

FIG 3

FEMALE & MALE PLUGS FOR 1/2" LIQUID TIGHT CONDUIT WITH
#16 AWG PVC LEADS 6'

THREADED UNIONS FOR MATING (2) CORDSETS

ALUMINUM CLOSURE CAPS WITH INTERNAL THREADS ALUMINUM CLOSURE CAPS WITH EXTERNAL THREADS
6" LONG CHAIN

.63" [16.0mm]

1.00" [25.4mm]

7/8"-16UN-2A
THREAD

6" LONG CHAIN1"-16UN-2A
THREAD

.63" [16.0mm]

.38" [9.7mm]

1.13" [28.7mm]

6" LONG CHAIN1-1/8"-16UN-2A
THREAD

.63" [16.0mm]

.38" [9.7mm]

1.25" [31.8mm]

2P to 6P

6P to 8P

9P to 12P

6'-0"

.86" [21.8mm]

.69" [17.5mm]

THREAD

7/8"-16UN-2A

1.00" [25.4mm]

.69" [17.5mm]

THREAD

1"-16UN-2A

1.12" [28.5mm]

.69" [17.5mm]

THREAD

1-1/8"-16UN-2A

2-BLACK

1-WHITE

2-WHITE

1-BLACK

3-RED

4-GREEN

1-WHITE

3-GREEN

2-RED

5-BLACK

4-ORANGE

2P 4P

3P 5P

2-BLACK 3-WHITE

1-GREEN

6" LONG CHAIN

.52" [13.2mm]

1.25" [31.8mm]

THREAD
1-1/8"-16UN-2B

6" LONG CHAIN

.47" [11.9mm]

1.00" [25.4mm]

7/8"-16UN-2B
THREAD

6P to 8P

6" LONG CHAIN

.38" [9.7mm]

1.13" [28.7mm]

THREAD
1"-16UN-2B


