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LVH4

ORDERING INFORMATION EXAMPLE: LVH4120V LV1B

LVH4 LV1B120V

TRIMs
open

LV1B Black Alzak

LV1C Clear Alzak

LV1W Matte white

baffle
LV1 Black

LV1WBF White

adjustable
LV2 Black baffle

LV2WBF White baffle

LV2B Black Alzak

LV2C Clear Alzak

LV2W Matte white

oval slot adjust-
able

LV3 Matte white

pinhole
LV4 Matte white with  

black baffle

pinhole adjustable
LV5 Matte white

eyeball adjustable
LV7 Matte white

HOusING OPTIONs
120V 120 volt

277V 277 volt

347V Contact Technical 
Support

MW353,4 Max Wattage label, 
35W

MW504 Max Wattage label, 
50W

– –

HOusING
LVH4 4", (1) 20-75W MR16 

low voltage accent 
luminaire, magnetic 
encased transformer

LVH4IC1 4", (1) 20-50W MR16 
low voltage accent 
luminaire, IC rated

LVH4EB 4", (1) 20-75W 
MR16 low voltage 
accent luminaire, 
encapsulated 
transformer

NOTEs
1 Available in 120V only
2 Not compatible with LVH4IC 

when using LV9 or LV30 trims
3 For LVH4IC
4 For LVH4
5 Not available with LV9 or LV30

Slope ceiling adaptor and 
housing must be installed at 
the same time. For a more 
precise degree please contact 
factory

TRIMs
regressed eyeball  

adjustable
LV8 Black with  

black baffle

self-trim adjust-
able

sTLV2B Black Alzak

sTLV2C Clear Alzak

sTLV2G Gold Alzak

lensed
LV50L Matte white

wall wash
LV6 White eyelid with 

black baffle

mirror light
LV9 Matte white

framing projector
LV30 Matte white

self-trim
sTLV1B Black Alzak

sTLV1C Clear Alzak

sTLV1G Gold Alzak

TRIM OPTIONs
TRG Trim Ring Gasket

(Factory installed)

ACCEssORIEs
LV105 Linear spread lens

LV125 Isolation spot (for 
LV8)

LV175 Diffusion Lens

LV185 Hexal louver

LV195 Softening lens

LV205 Mask Kit – replaces 
shutter assembly 
in LV30

LV701 U.V. filter

PKT3015 Converts B-9 bar 
hangers to supports 
for 2' grids.

sCA4_5 Sloped ceiling 
adaptor.

TCA25 Thick ceiling 
adaptor allows for 
use of trims in up 
to 1-1⁄2" thick 
ceilings. Install 
prior to housing 
installation.

color filters6

LV7112 Medium Pink

LV7212 Red

LV7312 Light Blue

LV7412 Medium Blue

LV7512 Medium Amber

LV7612 Medium Green

FEATuREs
•	 Provides	a	variety	of	options,	including	4”	accent	and	IC	rated	luminaires	for	

commercial and high-end residential projects.
•	 LVH4IC	available	in	120V	only
•	 LVH4EB	has	an	encapsulated	transformer	for	sound	deadening
•	 Thermally	protected,	N.Y.C	approved
•	 UL	approved	for	all	ceiling	types.	Insulation,	if	present,	must	be	kept	3"	away	

from housing (excluding LVH4IC)
•	 Suitable	for	damp	locations	and	through	wiring
•		Luminaires	are	certified	by	a	National	Recognized	Testing	Lab	(NRTL),	either	UL	

or CSA.

5-3/8"

3-7/8" dia.

4-7/8" dia.

16-1/8" (347V = 14-5/8") (LVH4IC = 17-3/4")

7-7-8"

7-3/8" Wide

LVH4, LVH4IC, LVH4EB

Ceiling cutout = 4-3/8"
Maximum ceiling thickness = 1"

MR16 Low Voltage

lvh4


