
STRAIN Nº. "L"±5 "CC"±5 "RL"±5

GS2112-CC 305 550 445

GS2118-CC 457 702 597
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GS2142-CC 1067 1312 1207
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GS21120-CC 3048 3293 3188

GS21144-CC 3658 3903 3798
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NOTES:

1. Align Fittings within ± 2º

2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.

4. "CC"=245+"L", "RL"=2"A"+"L"

5. A=70.0

6. CC= Code with type of cast ductile iron, hot dip galvanized end fittings.

(C =Clevis with pin and clip, C =Clevis with pin and clip).
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Clevis fitting
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NOTES:

1. Align Fittings within ± 2º

2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.

4. "CC"= 245+"L", "RL"=2"A"+"L"

5. A= 70.0

6. CR= Code with type of cast ductile iron, hot dip galvanized end fittings.

(C= Clevis with pin and clip, R= Clevis with roller).
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NOTES:

1. Align Fittings within ± 2º

2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.

4. "CC"= 245+"L", "RL"=2"A"+"L"

5. A= 70.0

6. RR= Code with type of cast ductile iron, hot dip galvanized end fittings.

(R= Clevis with roller, R= Clevis with roller).
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NOTES:

1. Align Fittings within ± 2º

2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.

4. "CC"= 267+"L", "RL"=2"A"+"L"

5. A= 70.0

6. TC= Code with type of cast ductile iron, hot dip galvanized end fittings.

(T= Timble eye, C= Clevis with pin and clip).
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DESCRIPTION

Stainless steel humpback cotter

Clevis Pin

Clevis fitting

Silicone Sealant

"RL" Stick
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Timble eye fitting
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Roller fitting
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SC: 

.

CUSTOMER: 

CONTENT:

CODE: 

DIMEN IN:   mm

1:1.5

DATE: 
Andrés Mejía Arango.

2015/03/12

DRAW: 

APPROVER: 

ALL   RIGHTS   RESERVED DRAWINGS

CANNOT  BE REPRODUCED  IN  ANY

WAY, FAILURE   TO   DO   SO   WILL

ENTITLE  GAMMA  TO  TAKE  LEGAL

ACTION.

REF(S): 

SUPPLIER: 

REVISION DATE 

*

FIBERGLASS GUY STRAIN

INSULATOR 21000 LBS; TIMBLE EYE - ROLLER.

GS

P

Carolina Jaramillo A.

GS21**-TR

"RL"

"RL" STICK

NOTES:

1. Align Fittings within ± 2º

2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.

4. "CC"= 267+"L", "RL"=2"A"+"L"

5. A= 70.0

6. TR= Code with type of cast ductile iron, hot dip galvanized end fittings.

(T=Thimble eye, R =Clevis with roller).
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2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.
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5. A= 70.0

6. TT= Code with type of cast ductile iron, hot dip galvanized end fittings.

(T= Timble eye, T= Timble eye).

"L" ASSEMBLY

Ø
1
8
.
6
7



STRAIN Nº. "RL"±5

GS2112-YC

GS2118-YC

GS2124-YC

GS2130-YC

GS2136-YC

GS2142-YC

GS2154-YC

GS2160-YC

GS2178-YC

GS2196-YC

GS21120-YC

GS21144-YC

445

597

750

902

1054

1207

1512

1664

2121

2578

3188

3798

"L"±5"L"±5

305

457

610

762

914

1067

1372

1524

1981

2438

3048

3658

"CC"±5

550

703

855

1007

1160

1312

1617

1769

2227

2684

2393

3903

8
9
.
3

"A"

1

4

3

N°

1

2

3

4

5

DESCRIPTION

Stainless steel humpback cotter
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Clevis fitting
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NOTES:

1. Align Fittings within ± 2º

2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.

4. "CC"= 245+"L", "RL"=2"A"+"L"

5. A= 70.0

6. YC= Code with type of cast ductile iron, hot dip galvanized end fittings.

(Y= Y fitting, C= Clevis with pin and clip).
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Stainless steel humpback cotter
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Clevis fitting
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NOTES:

1. Align Fittings within ± 2º

2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.

4. "CC"= 245+"L", "RL"=2"A"+"L"

5. A= 70.0

6. YR= Code with type of cast ductile iron, hot dip galvanized end fittings.

(C =Clevis with pin and clip, C =Clevis with pin and clip).
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NOTES:

1. Align Fittings within ± 2º

2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.

4. "CC"= 267+"L", "RL"=2"A"+"L"

5. A= 70.0

6. YT =Code with type of cast ductile iron, hot dip galvanized end fittings.

(Y= Y fitting, T= Timble eye).
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NOTES:

1. Align Fittings within ± 2º

2. Rod coat with Paint.

3. Apply Silicone Sealant at Steel Fitting and Fiberglass Connections.

4. "CC"= 245+"L", "RL"=2"A"+"L"

5. A= 70.0

6. YY= Code with type of cast ductile iron, hot dip galvanized end fittings.

(Y= Y fitting, Y= Y fitting).
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