
Xerox 4050/4090/4450/4650 LPS
Master Index

Numerals

.25 inch tape cartridge, see CTS

.5 inch tape cartridge, see CTS
9-track magnetic tape, see tape; tape drive
18-track 180 cartridge tape system, see CTS
18-track cartridge tape, see CTS
18-track magnetic tape, see tape
180 cartridge tape system, see CTS
180 CTS, see CTS
300 spi, FC 1-1, 2-4, 4-7
600 spi, FC 1-1, 2-4, 3-3, 4-7
871 communication module, see 871-CM
871-CM, CR 1-37 to 1-39, 1-41; SA 3-5
3211 channel, see IBM 
3211 emulation

commands PD 1-4, D-5
UCSB, PD 1-11 to 1-12, D-2 to D-4

3480 compatible tape cartridge, CR 1-9
4050, 4090, 4650 LPS

components, OG 1-3 to 1-9
features, OG 1-2 to 1-3

4245 emulation, PR 1-2 
commands, PD D-5
protocol, PD 1-4
UCSB, ignoring, PD D-5

4850 color 
forms, FC 3-3 to 3-4
logos, FC 3-3 to 3-4

9500 XEROGRAPHIC, SA 3-5

Symbols

* command, CR 4-4
; command, CR 4-4
@ command, CR 4-4 to 4-5
! command, CR 1-80

A

abbreviations, FC 4-2 to 4-3; MG C-1 to C-3
ABNORMAL command

definition, PD 3-1
parameters

ERROR, PD 3-1 to 3-2
OTEXT, PD 3-2
SECURITY, PD 3-3 to 3-4

ABORT command, CR 1-4 to 1-5; OG 4-9 to 4-10
absolute coordinate symbol, FC 2-9
ACCEPT command, CR 1-36
access

preventing, CR 1-74
restricting, SA 8-2 to 8-3

ACCOUNT command, CR 1-5 to 1-8; SA 1-2
accounting 

pages, CR 1-5, 1-23
report, SA 9-1 to 9-9

ACCT command
definition, PD 3-4
example, PD 3-6
parameters

DEPT, PD 3-4 to 3-5
USER, PD 3-5 to 3-6

ACT, MG B-29
activities, IP 1-2
activity report, SA 9-1 to 9-9
Advanced Customer Training, see ACT
air bearings, OG 3-6
ALIGN command, CR 1-8 to 1-9; MG B-3 to B-4; 

OG 5-4 to 5-5; SA 1-2
alignment FC 4-15

forms, MG B-3 to B-4
laser image, CR 1-8 to 1-9
test pattern, OG 5-4

ASCII
string constants, PD 1-16
tape codes, PD 1-2

ASK command, CR 4-5
ASKS command, CR 4-5 to 4-6
ASKV command, CR 4-6
assembly

BOT/EOT, OG 3-6
magnetic head, OG 3-6

audible tone, PR 2-8
AUTO command, SA 2-3, 4-2

B

backing up
files, OG 6-11 to 6-15; SA 5-1 to 5-3
system, CR 1-22 to 1-23

bad blocks, CR 1-11 to 1-12
BANNER command

definition, PD 4-1
parameters

HCOUNT, PD 4-1 
HJOBNO, PD 4-2
HRPTNA, PD 4-2
TCOUNT, PD 4-2 to 4-3
TEST, PD 4-3
TYPE, PD 4-4

banner page 
detection, PD 1-5
interleaved graphics, PD 6-6
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batch mode, graphics, PD 6-1, 6-5 to 6-7 
BC command, CR 1-9
BCD tape codes, PD 1-2
BCP command, CR 4-6
BD command, CR 1-9
BEZ command, CR 4-7
BF command, CR 1-9, 4-7
biasing system disk files, SA 7-1 to 7-3
billing report, SA 9-1, SA 9-8 to 9-9
BLOCK command

definition, PD 2-1 
example, PD 2-4
overriding, PD 1-3
parameters

ADJUST, PD 2-1
CONSTANT, PD 2-1 to 2-2
FORMAT, PD 2-2
LMULT, PD 2-2 to 2-3
LTHFLD, PD 2-3
OFFSET, PD 2-3
POSTAMBLE, PD 2-3
PREAMBLE, PD 2-4
ZERO, PD 2-4

block mode, graphics, PD 6-1
BNZ command, CR 4-7
BOOT command, SA 2-2
booting 

process, CR 1-9 to 1-10, 1-22, 1-63
system, OG 2-1 to 2-2

boundary line, FC 4-13
BOX command, FC 2-11 to 2-12
boxes, using, FC 4-9 to 4-12, C-5
BR command, CR 4-8
BSC environment, CR 1-39
BSELECT command

definition, PD 4-5
example, PD 4-5 to 4-6 
parameter

TEST, PD 4-5
BT command, CR 1-9, 4-8
buttons

Boot, CR 1 
Continue, MG B-9 to B-20; OG 4-12
Language, PR 12-8
Local, OG 2-1
Ready, OG-15
Remote, OG 2-1
Rewind, OG 3-16
System Power Off, OG 7-2
System Power On, OG 2-1
Stop, OG 4-6, 4-11
Tray Unlock, MG B-5
Unload, OG 3-15 to 3-16

BX command, CR 1-9, 4-8 to 4-9
bypass transport, IP 1-13; OG 1-9; PR 2-11

C

C command, CR 2-8 to 2-9
C text, PD 5-4 

cable
lengths, IP 1-20
location, IP 1-20
requirements, IP 1-19 to 1-20

capacity limits, FC D-1
CAR keyword, CR 1-14 to 1-17, 1-87 to 1-89
card-image format files, CR 1-48 to 1-49; 

SA 6-2 to 6-3
CARTRIDGE commands 

ENDFILE, CR 2-23 to 2-24
EOF, CR 2-23 to 2-24
FIND

editor, CR 2-24
system, CR 1-89

LIST 
editor, CR 2-24 to 2-25
system, CR 1-89 to 1-91

NEXT
editor, CR 2-25
system, CR 1-91

NOEOF, CR 2-23 to 2-24
REWIND

editor, CR 2-25
system, CR 1-91

SKIP
editor, CR 2-25 to 2-26
system, CR 1-91 to 1-92

UNLOAD
editor, CR 2-26
system, CR 1-92

VOLINIT
editor, CR 2-26
system, CR 1-92

Cartridge Tape System, see CTS
cartridge tape, see CTS
catalog level, JSL, PD 1-19
CE command, CR 2-9
CHAIN command, CR 4-9
channel connection, IP 1-22
channel-attached host, FC 3-2; OG 3-20 to 3-21
CHARACTER command, CR 3-6
characters

case, FC 2-14
cells, FC 1-2, 2-14
code assignments, PD B-1 to B-8
spacing, FC 1-2 to 1-3, 2-14
string constants, PD 1-16
types, PD 1-40

characters per inch, see cpi
cleaning

9-track magnetic tape drive, OG 6-4 to 6-9
floppy diskette drive, OG 6-9 to 6-10
exterior surfaces, OG 6-11
tape path, MG B-22 to B-23

cleaning supplies, IP 3-6
CLEAR command

editor, CR 2-9
system, CR 1-74

clearance, IP 1-13 
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clearing paper jams
areas 1-9, MG B-9 to B-19
dual stacker, MG B-18 to B-19
high capacity feeder, MG B-9 to B-11, 

B-16 to B-17
stacker tray, MG B-8
stitcher/stacker, MG B-19

CLOSE command, CR 3-6
CLP command, CR 1-10 to 1-11; OG 5-11 to 5-15
CLU command, OG 5-11 to 5-15
CLUSTER command, CR 1-10 to 1-11
clusters, CR 1-26 to 1-27; OG 5-10 to 5-15

creating, PD 7-4 to 7-6
names, PD 7-3
printing, PD 7-1 to 7-2, 7-6 to 7-8
STOCKSET application, PD 7-6 to 7-7

CME command
definition, PD 3-6
parameters

CONSTANT, PD 3-6 to 3-7
FONT, PD 3-7 to 3-8
LINE, PD 3-8
POSITION, PD 3-9

CMEs 
multivolume processing, PD 1-3
copy sensitive, PD 1-5

CODE command
definition, PD 2-5
parameters

ASSIGN, PD 2-5
DEFAULT, PD 2-5 TO 2-6
VOLUME, PD 2-20 to 2-21

coding
JDL, PD 1-26
techniques, FC 4-1 to 4-4

collated mode, OG 4-6
color 

formats, CR 1-24 to 1-25, 1-69
printing

requirements, CR x; OG xiii
graphic sample, CR 1-72 to 1-73

Color Compatibility Release software, FC 1-10
command file

command summary, CR 4-3 to 4-4
commands, CR 4-4 to 4-14
conventions, CR 4-2 to 4-3
overview, CR 4-1 to 4-2

commands, OG 1-11 to 1-12; SA 2-1 to 2-3; 
see also JSL, 

abbreviating, SA 2-2
C text, PD 5-4
constants

string, PD 1-15 to 1-17
value, PD 1-15

data definition, PD 1-27, 2-1 to 2-29
descriptions, SA 2-2 to 2-3
elements, PD 1-12
identifiers, PD 1-13
input processing, PD 2-1 to 2-29
keywords, PD 1-14 

logical processing, PD 1-37 to 1-41, 4-1 to 4-28
length, PD 1-13
parameter, PD 1-14
print 

control, PD 1-28 to 1-37, 5-1 to 5-23
format, PD 1-27 to 1-28, 3-1 to 3-45

restricting access, SA 8-3
statements and files, PR 3-4
summary, FC 2-2; PD A-1 to A-5

COMMENT command, FC 2-21, C-2
comments, JSL, PD 1-19 to 1-20
communicating, remote device, FC 3-2
comparisons

LPS, PR A-2 to A-6
masked, PD 1-40 to 1-41
string, PD 1-39 to 1-40

compatibility, LPS, PR 1-2, 1-4
compiling forms, FC 3-1 to 3-6
components

9-track magnetic tape drive, OG 3-5
CTS, OG 3-14 to 3-16
system, OG 1-3 to 1-9

COMPRESS command, CR 1-11 to 1-12
COMPRESS utility, FC 3-2
compressed format, PD 1-2
concatenated file transmission, SA A-1
configuration

bypass transport, PR 2-11
dual stacker, PR 2-9, 2-14
high capacity 

feeder, PR 2-10
stitcher/stacker, PR 2-9, 2-14

configuration options, see system configuration 
options

console 
entries, CR 1-17 to 1-21
log printing, SA 8-3 to 8-4

constants
graphics, PD 6-3 to 6-4
string, PD 1-15 to 1-17
value, PD 1-15

consumable supplies, see supplies
CONTINUE command, CR 1-12 to 1-13; 

OG 4-11 to 4-12
control panels

9-track magnetic tape, OG 3-5 to 3-9
CTS

components, OG 3-15 to 3-16
power, OG 3-14

magnetic tape drive, MG B-23
printer, OG 1-6 to 1-7

control subsystem, PR 2-12
conventions

command file, CR 4-2 to 4-3
document, CR ix; FC viii; OG xi; PD xiii; SA vii
editor, CR 2-5 to 2-6

CONVERT command, CR 2-9
converting 

color format, CR 1-24 to 1-25
files, CR 2-9 
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forms, FC 4-1
spi, CR 1-73
unit values, FC 4-14

coordinates
location, FC 2-9
negative, FC 1-13, 2-9
symbols, FC 2-9
system, FC 1-6

COPY command, OG 6-11 to 6-12
editor, CR 2-9 to 2-10
system

definition, CR 1-13 
types, CR 1-13 to 1-17

Copy Modification Entries, see CMEs
COPY TAPE command, OG 6-12 to 6-13
copying files, CR 1-13 to 1-17, 2-9 to 2-10; 

OG 6-11 to 6-15
corrupted files, CR 1-11 to 1-12
cover interlock, OG 3-6
cpi, FC 1-12
CR O command, CR 2-17 to 2-18
CREATE command, SA 4-46
creating JDL, PD 1-25 to 1-26
CRITERIA command

definition, PD 4-6
parameters

CHANGE, PD 4-8
CONSTANT, PD 4-8
LINENUM, PD 4-8

CTS, IP 1-21 to 1-23; OG 1-8; PR 2-3 to 2-6, A-2
booting, CR 1-9
drive

identifying, CR 1-87
keyword, assigning, CR 1-87, 1-89
listing files, CR 1-89 to 1-91
naming, CR 1-88
positioning tape, CR 1-89, 1-91

file copying, CR 1-14 to 1-17
handling guidelines, OG 3-2
loading, OG 3-3 to 3-4, 3-13, 3-17 to 3-18
problems, MG B-25 to B-27
system, OG 1-8, 3-13 to 3-19
transport, OG 3-14
write protection, OG 3-3

customer responsibilities, see responsibilities
Customer Support Center, IP 3-1
cylinders, CR 1-65 to 1-66

D

D command, CR 2-10
DARKNESS command, OG 8-1
data 

definition 
commands, PD 1-27, 2-1 to 2-29
formats, packed, PD 1-2
IBMONL default, PD 1-4
inputting streams, PD 1-1, 1-27
representation, PD 1-2 

sources, PR 1-6
transfer, FSL, FC 3-1 to 3-2
types, FC 1-14; PR 1-7

Data Capture Utility, see DCU
Data Capture, CR 1-12, 1-63
Data Mode Ready, see DMR
date, setting, CR 1-75 to 1-76; OG 6-24
DCU command

CAPTURE, CR 1-17 to 1-18
definition, CR 1-17
DELETE, CR 1-18 to 1-19
EXIT, CR 1-19
FORMAT CONSOLE DISPLAY, CR 1-19
FORMAT CONSOLE PRINT, CR 1-19 to 1-20
HELP, CR 1-20
REMINDER, CR 1-20 to 1-21
RESET, CR 1-21
SHOW, CR 1-21

DCU, SA 8-2 to 8-3
DDCMP, CR 1-39
DEC, IP 1-23 to 1-26

communications interface, PR 4-5
mainframes, PR 4-4
network interface, PR 4-5

DEC command, CR 4-9
decimal constants, see value constants
defaults

IBMONL, PD 1-4
print jobs, PD 1-18
printer resolution, SA 3-5
system, FC B-1 to B-3

DELAY command, CR 4-9
DELETE command

editor, CR 2-11
system, CR 1-21 to 1-22

delimiters, batch stream, PD 6-6
delivery access, IP 1-16
density

landscape, FC 1-5, 2-6
line, FC 4-6 to 4-9
portrait, FC 4-7 to 4-8
print, FC 1-9

description commands, FDL, FC 2-8 to 2-19
descriptor page, CR 1-35, 1-69, 1-72
designing forms, FC 4-1 to 4-2, C-1 to C-5
developer, IP 1-30, 3-6
devices

communicating, FC 3-2
finishing

personality profiles, CR 1-23
test cases, CR 1-27

diagnostic software, PR 3-1
Diagnostic Test 01, MG A-1, B-21 to B-24
Diagnostic Test 02, MG B-24 to B-25
Diagnostic Test 03, MG B-25
Digital Data Communication Message Protocol, 

see DDCMP
Digital Equipment Corp, see DEC
digital interface, PR 2-12, 4-2 
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dimensions, see system controller; printer
directories

compressing, CR 1-11 to 1-12
types, CR 2-2 to 2-3 

disk 
error report, CR 1-12
file copying, CR 1-13 to 1-17
fragmentation, CR 1-22
system, PR 2-1, 2-4

Disk Save and Restore, see DSR
diskette

bootable, SA 4-46 to 4-48 
cleaning drive, OG 6-9 to 6-10
drive, PR 2-4
formatting, OG 6-16 to 6-17
handling, OG 6-15 to 6-16
loading, OG 3-4 
unloading, OG 3-5

dispatchable items, FC 4-6 to 4-8
displacement values, FC 1-10
display

blank, MG B-29
printer control console, MG B-5, B-7
window, MG A-1

DISPLAY command, CR 2-11
DJDEs, CR 1-35 

application, PD 1-33 to 1-34
command summary, PD A-1 to A-5
identifying, PD, 1-5
job parameter, restrictions, PD 1-35 to 1-37
graphic requirements, PD 6-3 to 6-8
IMAGE records, PD 6-6
online processing, PD 1-4 to 1-5
operator information pages, PD 1-35
orientation, PD 1-29 to 1-31
paper stock, PD 7-2 to 7-3
printing, PD 1-1
record specification, PD 1-32 to 1-33
restrictions, FC 1-9

DMR, CR 1-39, 1-41
DO SECTION command, FC 2-19 to 2-21
document interleaved 

online formats, PD 6-6
tape format, PD -2 to 6-3

documentation, CR x; FC viii; IP 1-26; OG xii; 
PD xiv; PR ix; SA viii

dots, FC 1-12
downloading 

files, PD 1-9 to 1-10
host files, SA 6-1 to 6-3

DRAIN command, CR 1-22
drives

identifying, CR 1-87
keyword, assigning, CR 1-87, 1-89
listing files, CR 1-89 to 1-91
naming, CR 1-88
positioning tape, CR 1-89, 1-91

dry inks, FC 1-10; IP 1-30, 3-6; OG 5-1 to 5-3 

DSR command, 1 CR -22 to 1-23
DSR, CR 1-9, 1-80; SA 5-1 to 5-3
dual

feeder, IP 1-8, 1-9
stacker, IP 1-8, 1-10, 1-12; MG B-18 to B-19; 

PR 2-9, 2-14
dump

online, PD 1-6 to 1-8
tape formats, PD 2-20

duplex printing, PR 2-13
DUPLICATE command, CR 2-12
Dynamic Job Descriptor Entry, see DJDEs

E

EBCDIC
string constants, PD 1-16 to 1-17
tape codes, PD 1-2

echo test, CR 1-38
edgemarking, FC 1-6, 2-5
EDI, CR 1-13, 1-15
EDIT command, CR 2-12
editor, FC 3-1

command files, CR 4-2
command summary, CR 2-7 to 2-8
commands, CR 2-8 to 2-27
conventions, CR 2-5 to 2-6
definition, CR 2-1 to 2-3
sample session, CR 2-3 to 2-5
utility, FC 2-3

EDITOR task file allocation, SA 7-1
efficiency, use, IP 1-15
electrical requirements, IP 1-18 to 1-19
Electronic Printing Image Construction, see EPIC
electronic printing, PR 1-2
emulation protocol, PD 1-4
END command, FC 2-22, C-5

editor, CR 2-13
font editor, CR 3-6

end coordinate symbol, FC 2-9
END SECTION command, FC 2-19 to 2-21
ENDJOB command, CR 1-23
environmental requirements, IP 1-18 to 1-19
EPIC, PR 3-2
ERASE command, SA 2-3, 4-20
erase head, OG 3-6
error 

checks, compiling, FC 3-4
messages

imaging, FC 1-7
listing, MG A-2

Ethernet, SA 3-4
interface, PR 2-12, 4-2, 4-7 to 4-11
network, FC 3-2
system, CR 1-38 to 1-39

executive, print, PR 3-1
exerciser routines, OG 3-8
EXIT command, CR 4-10
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F

F command, CR 2-13
fault codes, MG B-21 to B-22
FCB, PD 1-10, D-1
FCG command, CR 1-23
FCHECK command, CR 1-23 to 1-24, SA 4-1
FCU command, CR 1-24 to 1-25
FCU, CR 1-4
FDL, PR 3-1, 3-2 

basic concepts, FC 1-1 to 1-14
capacity limits, FC D-1
commands

description, FC 2-8 to 2-19
examples, FC G-1 to G-9
forms creation process, FC 2-3 
format, FC 2-1 to 2-2
overview FC 2-1
section commands, FC 2-19 to 2-21
setup commands, FC 2-3 to 2-8
summary, FC 2-2
syntax summary, FC A-1 to A-2

PROOF, FC 3-5
statistics, FC 4-16
task file allocation, SA 7-1

features, PR 1-2
FEDIT command, CR 3-7
feed belt

cleaning, MG B-6 to B-7
glazed, MG B-6

FEED command, CR 1-26 to 1-27; OG 5-16
feed slot, CTS, MG B-26; OG 3-15
feeder trays, MG B-7

alternate, PR 2-13
loading, OG 5-6 to 5-10
selecting, OG 5-10 to 5-18
setting up, OG 4-2

FID command
editor, CR 2-13
system, CR 1-28

FILE command
editor, CR 2-14
system, CR 1-28 to 1-30

File Conversion Utility, see FCU
file management subsystem, PR 3-1
file protect sensor, OG 3-6
file reel, OG 3-5
files

access, restricting, SA 8-2 to 8-3
allocation, SA 7-1 to7-3
backing up, SA 5-1 to 5-2
bad block information, SA 5-2 to 5-3
biasing, SA 7-1 to 7-3
card-image format, CR 1-48 to 1-49
command, SA 1-2
compressing, CR 1-12
converting, CR 2-9
copying, CR 1-13 to 1-17, 2-9 to 2-10; 

OG 6-11 to 6-15
corrupted, CR 1-11 to 1-12 

deleting, CR 1-68 to 1-69
displaying, CR 1-94, 2-26 to 2-27
downloading, PD 1-9 to 1-10

card-image format, SA 6-2 to 6-3
LPS-labeled, SA 6-1 to 6-2

DSR, SA 5-1 to 5-3
fragmentation, CR 1-23 to 1-24, SA 7-3
listing, CR 1-56 to 1-57, 1-89 to 1-91, 

2-13 to 2-14, 2-24 to 2-25; SA 1-2
OSS, SA 1-1
purging, SA 8-3
renaming, CR 1-69
restoring, SA 5-2 to 5-3
retrieving, CR 2-15 to 2-16
saving, CR 2-21
SECURE command, SA 8-3 to 8-3
SFT, SA 5-3 to 5-4
text editing, CR 2-1 to 2-27
transfer, tape to disk, SA 5-3 to 5-4
transfers, graphics, PD 6-7
types, CR 1-48 to 1-49, 2-2 to 2-3
secured, FC 3-5 to 3-6
storage, FC 3-4 to 3-5

FIMS, SA 3-6
FIND command, CR 2-14
finisher, SA 3-5
finishing devices

configuration file, SA 4-48
personality profiles, CR 1-23
test cases, CR 1-27

FIS, CR 1-50
FIX command, CR 3-7
fixed fonts, 1-2 to 1-3
fixed reel, OG 3-5
FLF FORMAT command, OG 6-16 to 6-17
FLOPPY command, SA 4-2, 2-3

editor, CR 2-15
system

CLEAR, CR 1-30
definition, CR 1-20
DELETE, CR 1-31
FCHECK, CR 1-31
FILE, CR 1-31
FORMAT, CR 1-31
LIST, CR 1-32
RESTORE, CR 1-32 to 1-33
SAVE, CR 1-33

floppy diskette, see diskette
floppy disks, see diskette
floppy drive, PR 2-4
FLOPPY RESTORE command, OG 6-14 to 6-15
FLOPPY SAVE command, OG 6-14
FMT1, FC 2-7
FMT6, FC 2-7
FONT command, FC 2-8, 2-14
font editor, PR 3-1 

command files, CR 4-2
command summary, CR 3-5
commands, CR 3-6 to 3-11
definition, CR 3-1 to 3-2 
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sessions, CR 3-2 to 3-5
Font Interchange Standard, see FIS
fonts, IP 1-27 to 1-28; PR 1-4, 1-6, A-3

character set, FC 1-2, 2-8
commands, SA 1-2
customized, SA 9-2
definition, FC 1-2
families, CR 1-13, 1-15
fixed, FC 1-2 to 1-3
Interpress 

family name, CR 1-51
maps, SA 1-3

maximum, FC 2-8
memory, FC 1-4
orientation FC 1-3
printing sample, CR 1-70 to 1-71
proportional, FC 1-2 to 1-3
tape file format, CR 1-49
tapes, SA 1-2
typefaces, FC 1-3

FONTS command, CR 1-33 to 1-34
form alignment, MG B-3 to B-4; OG 5-3 to 5-5
FORM command

definition, FC 2-4
parameter, RESOLUTION, FC 2-4

form image buffer, FC 4-13
FORMAT command, SA 2-2, 4-20
formats

ACCOUNT records, CR 1-6 to 1-8
color, CR 1-24 to 1-25
downloading files, PD 1-9 to 1-10
dump, PD 1-7 to 1-8
host tape, PD 1-2
logical processing commands, PD 1-38 to 1-41
packed data, PD 1-2
record, PD 1-3
standard, FC 1-13, E-1

formatting, diskettes, OG 6-16 to 6-17
forms, PR 1-4, A-3

color format, CR 1-24 to 1-25
compiler, FC 2-6, 2-8, 3-2, 3-5
compiling, FC 3-1 to 3-6
creating, FC 2-3, C-1 to C-7 
design ruler, FC 1-13, F-1
elements, FC 1-11 to 1-13, 2-7
multiple copies, CR 1-71 to 1-72
naming, FC 2-4
new, designing, FC 4-1 to 4-2
origin, FC 1-10 to 1-13, 2-7
printing, FC 3-1 to 3-6
printing sample, CR 1-70 to 1-71

FORMS command, CR 1-34; SA 1-2
Forms Control Buffer, see FCB
Forms Description Language, see FDL
Forms Source Library, see FSL
fragmentation

disk, CR 1-22
file, CR 1-23 to 1-24

FSL, CR 1-25, 1-73; PR 3-5 

data transfer
offline, FC 3-1
online, FC 3-2

modifying, FC 2-3
full sysgen, SA 1-1, 4-20 to 4-41

offline, SA 4-20 to 4-29
online, SA 4-30 to 4-41

function keys, OG 1-10 to 1-11
fuser, MG B-13 to B-14

jams, FC 1-6
lubricant, IP 1-30, 3-6; OG 6-1 to 6-4

G

GET command, CR 2-15
GHO, SA 1-3
glazed feed belt, MG B-6
glazing, MG B-6
GPCE command, CR 2-15 to 2-16
GRAPHIC command, CR 1-34; FC 2-18 to 2-19; 

SA 1-2
graphics, PR 1-5, 2-2; SA 3-4

batch mode, PD 6-1, 6-5 to 6-7
block mode, PD 6-1
constants, PD 6-3 to 6-4
DJDE definitions, PD 6-8
exception page, PD 3-1
formats

online, PD 6-5 to 6-7
tape, PD 6-2 to 6-5

GVG2 capability, FC 2-19
PDL options, PD 6-7 to 6-8
processing modes, PD 6-1 to 6-2
restrictions, PD 6-8 to 6-9

Graphics Handling Option, see GHO
GRID command, FC 1-5, 1-10, 2-6 to 2-7, G-1 to G-4
grid unit scaling, FC 4-16
grids, FC 1-12 to 1-13
GVG2, FC 2-19

H

H2, PD 1-17 to 1-18
H6, PD 1-17 to 1-18
handling

9-track magnetic tape, OG 3-1
18-track cartridge tape, OG 3-2
diskettes, OG 6-15

HARDCOPY command, CR 1-35
hardware 

failure, MG B-1
limitations, FC 4-7

HEXADECIMAL command, CR 3-7
hexadecimal, PD 1-16
HFDL, PR 3-3
hierarchy, command replacement, PD 1-20 to 1-21
high capacity

feeder, IP 1-10, 1-11; MG B-9 to B-11, B-16 to 
B-17; OG 1-8 to 1-9; PR 2-10; SA 3-5

stitcher/stacker, PR 2-9, 2-14 
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highlight color, FC 1-10
HIP, CR 1-36; PR 3-1

communicating, OG 3-21 to 23
file

accessing, SA 10-1
changing option parameters, SA 10-1 to 10-7

starting, OG 4-5 
status, job queue, OG 4-7 to 4-9
stopping, OG 4-12

HIP command
ABORT, CR 1-36
CHANGE, CR 1-36 to 1-37
CONCATENATE, CR 1-37
DIAG, CR 1-37 to 1-38
DRAIN, CR 1-38
ECHO, CR 1-38
END, CR 1-38, 1-44; OG 8-24
EXIT, CR 1-12, 1-38
HOST, CR 1-39
JOBS, CR 1-41 to 1-44
LOG, CR 1-39 to 1-40
OFFLINE, CR 1-40, 1-44
ONLINE, CR 1-47
RESET, CR 1-5, 1-40
SEND, CR 1-40 to 1-41
SHOW BUFFER, CR 1-41
SHOW HOSTS, CR 1-41
SHOW JOBS, CR 1-41 to 1-44; OG 4-7 to 4-8
SHOW JOBS CONTINUE, OG 4-8 to 4-9
SHOW LOG, CR 1-44 to 1-46
SHOW VERSION, CR 1-46 
SJC, CR 1-47
SLC, CR 1-47
START, CR 1-47; OG 4-5
STOP, CR 1-47 to 1-48; OG 4-12
UNLOAD, CR 1-12
XPS, CR 1-48

HOME command, CR 4-10
horizontal skew, OG 5-5
host, FC 3-2

changing, OG 3-22
downloading files, PD 1-9 to 1-10; SA 2-3, 

6-1 to 6-3
LPS file transfer, PD 1-9
software

EPIC, PR 3-2
HFDL, PR 3-3
XPAF, PR 3-3

system, changes, MG A-2
tape formats, PD 1-2
utility program, 4-12

Host Forms Description Language, see HFDL
Host Interface Processor, see HIP
HOSTCOPY command, CR 1-48 to 1-49, 2-24; 

PD 1-9; SA 2-3, 6-1 to 6-3
hostcopy utility, FC 3-2
hub latch, OG 3-5 

I

IBM
3211 channel, CR 1-39, 1-94
3480 data format, OG 1-8, 3-13
compatible mainframes, PR 4-2
host connection, IP 1-23
MBAIS data, CR 1-24
MVS/XA environment, CR 1-39
network interface, PR 4-4
online direct interface, PR 4-2
remote interface, PR 4-3
PC, PR 4-7
PC compatible workstations, PR 4-7

ID level, JSL, 1-18
IDEN command

definition, PD 2-6
identifying DJDEs, PD 1-5
parameters

OFFSET, PD 2-6
OPRINFO, PD 2-7
PREFIX, PD 2-7
SKIP, PD 2-8

identifiers, command, PD 1-13
identifying problems, MG A-2 to A-3
IEBGENER host utility, SA A-1
IFU, CR 1-13, 1-15
IFU command

COMPRESS, CR 1-51
COPY, CR 1-51 to I-52
DEFAULT, CR 1-52
DELETE, CR 1-52 to 1-53
FDR, CR 1-53
FILE, CR 1-53
IPFNTS, CR 1-53
MOVE, CR 1-55
PRINTER, CR 1-54
REWIND, CR 1-55
SAMPLE, CR 1-56
SUBSTITUTION, CR 1-54
UNLOAD, CR 1-55
VOLINIT, CR 1-55 to 1-56

image 
color format, CR 1-24 to 1-25
complexity factors, FC 4-4 to 4-9
error messages, FC 1-7
hardware limitation, FC 4-7
non-printing, FC 1-7
registration, FC 1-7 to 1-9
size, FC 1-4 to 1-6

IMAGE records, PD 6-6
imaging subsystem, PR 2-13
INC command, CR 4-10
INCLUDE command, CR 3-7 to 3-8
incremental coordinate symbol, FC 2-9
indicator

BOT, OG 3-7
diagnostics, OG 3-8 
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file protect, OG 3-7
high-density, OG 3-8
lights, MG A-1
Logic Off, OG 3-7
Logic On, OG 3-7
ready, OG 3-15
Ready To Open, MG B-5

inks
dry, FC 1-10; IP 1-30, 3-6; OG 5-1 to 5-3
overrides, CR 1-25
priority, SA 3-6 

input
data, source, PD 1-1
processing, PD 2-1 to 2-9
processor, PR 3-1
queue, CR 1-4, 1-41 to 1-44
sources, PR 1-8 to 1-9, 2-12

INPUT command, CR 3-8
INSERT command, CR 2-16
insert key, SA 4-1
installation planning checklist, IP 1-3 to 1-5
installation, IP v, 1-1, 1-5, 2-1
instruction labels, PR 2-8
interface 

requirements, IP 1-22
SCSI, SA 3-6

Interpress, FC 1-9, 2-19; PR 3-2
decomposer, PR 3-1
definition, CR 1-39 
exception page, CR 1-35
font family name, CR 1-51
maps, SA 1-3
master, CR -50

Interpress Font Utility, see IFU

J

jams, paper, MG B-7 to B-20
JCL, SST transmission, SA A-1
JDE, OG 4-4; PD 1-19
JDL, OG 4-4

coding, PD 1-26
creating, PD 1-25 to 1-26
entry, CR 1-7
JSL file, PD 1-1
level, PD 1-18 to 1-19
name, PD 1-18

job 
recovery

automatic, MG B-1 to B-2
offline, MG B-33
online, MG B-32

queue, CR 1-38, 1-44, 1-47
status tracking, CR 1-4
string constants, PD 1-19

Job Descriptor Entry, see JDE
Job Descriptor Library, see JDL
Job Source Library, see JSL
JSL, CR 1-25; FC 2-5; see also commands 

compilation, PD 1-41 

components, required, PD 1-25
ID level, PD 1-18
PDL commands, PD 1-1
structure

catalog level, PD 1-19
comments, PD 1-19 to 1-20
END command, PD 1-20
JDL name, PD 1-18
replacement hierarchy, PD 1-20 to 1-21
system level, PD 1-18 to 1-19

K

Kanji, SA 3-4
KEYS command, CR 2-16
keywords

commands, PD 1-14; OG 1-11 to 1-12
parameter, PD 1-14
string constants, PD 1-15

L

label error, CR 1-4
labels, IP 3-6
LANDSCAPE command, FC 1-5, 2-6
landscape, see also page

definition, FC 1-2 to 1-3
density, FC 4-7
FMT6, FC 2-7
font, text block origin, FC 1-11
image registration, FC 1-7 to 1-9

language
display dialogue, SA 3-4
resident, PR 1-5

laser 
image alignment, CR 1-8 to 1-9
safety, OG iii

layout sheet forms, FC 4-2
leader block, MG B-26
LED display, two-digit, OG 3-8
length

block, PD 2-20
command, PD 1-13
record, PD 1-5 to 1-6

library, PDL commands, PD 1-22
lights

offline, OG 3-16
operator, OG 3-16
ready indicator, OG 3-15
select, OG 3-16

line 
density, FC 4-6 to 4-9
drawing, FC C-3
superimposed, FC 4-8
tables, FC 4-4 to 4-6
types, FC 1-1

LINE command, FC 2-10 to 2-11
definition, PD 3-9
example, PD 3-15
parameters 
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DATA, PD 3-9
FCB, PD 3-10
FONTINDEX, PD 3-10 to 3-11
MARGIN, PD 3-12
OVERPRINT, PD 3-12
PCC, PD 3-13
PCCTYPE, PD 3-13
UCSB, PD 3-14
VFU, PD 3-14

linear units, FC 1-12
lines per inch, see lpi
LIST command, CR 1-56 to 1-57
loading

9-track magnetic tape, OG 3-1, 3-9 to 3-11
18-track cartridge tape, OG 3-3 to 3-4, 3-13, 

3-17 to 3-18
floppy diskette, OG 3-4 to 3-5

log file, system console CR 1-17 to 1-21
logging on, 8-2
logical processing commands, PD 1-37 to 1-41, 

4-1 to 4-28
LOGO command, FC 2-17 to 2-18
LOGON command, CR 1-57 to 1-58, OG 2-2 
logos

4850 color, FC 3-3 to 3-4
color format, CR 1-24 to 1-25
printing sample, CR 1-70 to 1-71
tape file format, CR 1-49

lowercase toggle, FC 2-14
lpi, FC 1-12
LPS editor, see editor
LPS-labeled files, downloading, SA 6-1 to 6-2

M

Macintosh workstations, PR 4-8 to 4-9
magnetic head assembly, OG 3-6
magnetic tape, see tape
maintenance, routine, IP 3-2
marker page, PD -2 to 3-3
masked comparisons, PD 1-40 to 1-41
maximum image area, FC 1-4
MBAIS data, CR 1-24

restoring
diskette, SA B-1 
keyboard, SA B-3
tape, SA B-1

measurement 
rounding, FC 4-14 to 4-15
unit, FC 1-13

memory, font, FC 1-4; PR 1-5, 2-1
MERGE command

editor, CR 2-16 to 2-17
system, CR 1-48

MESSAGE command
definition, PD 3-16
parameters

ITEXT, PD 3-16
OTEXT, PD 3-16 to 3-17 

messages, system, CR 1-17 to 1-21
meter 

reading, IP 3-2; OG B-1 to B-2
reporting, IP 3-2; OG B-3 to B-8

MICR, SA 3-5
microdiagnostic, OG 3-8
mini sysgen, SA 1-1, 2-3, 4-42 to 4-45
misfeeds, paper, MG B-6 to B-7
mode

batch, graphics, PD 6-1
block, graphics, PD 6-1
collated, OG 4-6
move, graphics, PD 6-2
offline, PD 1-1
online, PD 1-4 to 1-10
random, graphics, PD 6-2

MODIFY command, CR 2-17
MOUNT FORM message, CR 1-23
MOVE command

editor, CR 2-17
system, CR 1-58 to 1-59, 1-69, 1-91

move mode, graphics, PD 6-2
multiple 

copies, OG 4-6
passes, PD 1-3, 2-27
volume, writing, CR 1-13, 1-15

naming, form, FC 2-4
negative coordinates, FC 1-13
NOCONVERT command, CR 2-17
noninterleaved 

online formats, PD 6-5 to 6-6
tape format, PD 6-2

NOSHOW command, CR 4-10 to 4-11

O

OCS command, CR 1-59
OCTAL command, CR 3-8
octal, string constants, PD 1-17
OEM interface, PR 2-12, 4-2
offline

9-track magnetic tape, OG 3-12
18-track cartridge tape, OG 3-19
channel-attached host, OG 3-21
connectivity, PR 4-12
HIP, OG 3-23
interface, PR 2-12, 4-1
jobs

multiple copies, OG 4-6
printing, OG 4-1
receiving, OG 3-19 to 3-20

operator tasks, OG 1-1
powering off, OG 7-2
processing, PD 1-1
specifications, PD C-1 to C-4
sysgen

full, SA 4-20 to 4-29
update, SA 4-1 to 4-9

OFFLINE command, CR 1-59 to 1-60
on-site assistance, MG A-3 
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online
9-track magnetic tape, OG 3-11 to 3-12
18-track cartridge tape, OG 3-18
channel-attached host, OG 3-20 to 3-21
default

PCCTYPE, PD 1-4
record length, PD 1-5 to 1-6

dump, PD 1-6 to 1-8
graphics formats, PD 6-5 to 6-7
HIP, OG 3-21 to 3-22
interface, PR 2-12, 4-1 

address, SA 3-3
mode, SA 3-3

multiple copies, OG 4-6
operator tasks, OG 1-1
powering off, OG 7-1
printing, OG 4-1
recovery, OG 8-24; PD 1-6
specifications, PD D-1 to D-5
sysgen

full, SA 4-30 to 4-41
update, SA 4-10 to 4-19

ONLINE command, CR 1-60
OPEN command, CR 3-9
Operating System Software, see OSS
operational safety, OG iii to iv
operator 

information pages, PD 1-35
tasks, primary, OG 1-1 to 1-2

options, system configuration, see system 
configuration options

ordering 
documentation, IP 3-3
software, IP 3-3
supplies, IP 3-3 to 3-4

orientation, see DJDEs; font; landscape; 
page; portrait

origin coordinate symbol, FC 2-9
OSS RESET command, CR 1-47
OSS, CR 1-13, 1-59, 4-4 to 4-5; FC 1-9, 1-13; 

PR 3-1, 3-3
file, SA 1-1
media, SA 1-2

output, PR 1-4, 1-10
performance, FC 1-9 to 1-10
processor, PR 3-1
queue, CR 1-4
subsystem, PR 3
trays

selecting, OG 5-17 to 5-18
setting up, OG 4-2
status, CR 1-62
unloading, OG 5-18 to 5-20

OUTPUT command, CR 3-9
definition, PD 3-17
example, PD 3-34
parameters

BFORM, PD 3-19 to 3-20
COLLATE, PD 3-20
COPIES, PD 3-20 

COVER, PD 3-20 to 3-21
CYCLEFORMS, PD 3-21 to 3-22
DENSITY, PD 3-22
DESTINATION, PD 3-22
DUPLEX, PD 3-22
FACEUP, PD 3-23
FEED, PD 3-23
FORMAT, PD 3-23 to 3-25
FORMS, PD 3-26
GRAPHICS, PD 3-26 to 3-27
IMAGE, PD 3-27
MODIFY, PD 3-28
NTO1, PD 3-28 TO 3-29
NUMBER, PD 3-29 to 3-30
OFFSET, PD 3-30
PAPERSIZE, PD 3-30 to 3-31
PURGE, PD 3-31
RESOLUTION, PD 3-31
SHIFT, PD 3-32
SIZING, PD 3-32 to 3-33
STAPLE, PD 3-33
STOCKS, PD 3-33 
UNITS, PD 3-34

restrictions hierarchy, PD 3-17
OUTPUT SHIFT command, FC 1-7
overprint ratio, PD 3-19
overviews,

primary operator tasks, OG 1-1 to 1-2
printing task, OG 4-1 to 4-2

ozone information, OG iv

P

P command, CR 2-18
packed data format, PD 1-2
page, see also landscape; portrait

generation, FC 4-8
orientation, FC 1-2; PD 1-29 to 1-31
physical, FC 1-5
setup, FC 4-8 to 4-9
system, FC 1-4, 1-7
virtual, FC 1-5 to 1-6, 1-13, 2-6

Page Description Language, see PDL
page interleaved, graphics, PD 6-3 to 6-4
pages per minute, SA 1-3
paper, IP 1-29, 3-5 to 3-6 

conditioning, OG A-3 to A-4
curl, OG A-4
handling, PR , A-3 to A-5
jams, OG 8-4 to 8-14; MG B-7 to B-20
misfeeds, MG B-5 to B-7; OG 8-15 to 8-19
selecting, FC 2-5
sizes, changing, FC 1-4, 4-2; OG 5-6; SA 3-5
special types, OG A-1 to A-2
specifications, OG A-1
stock, PD 7-2 to 7-3
storage, OG A-2 to A-3
trays, status, CR 1-61
types, FC 1-4

PAPER command, FC 1-5, 2-5 to 2-6 
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PAPERSIZE command, FC 1-5
parameters

commands, OG 1-12
job, restrictions, PD 1-35 to 1-37
keywords, PD 1-14
options, PD 1-14

passwords, CR 1-58; SA 8-1 to 8-2
patches, software, SA 1-3
PAUSE command, CR 4-11
PCC command

definition, PD 2-8
parameters

ADVTAPE, PD 2-8 to 2-9
ASSIGN, PD 2-9 to 2-10
DEFAULT, PD 2-10 to 2-11
INITIAL, PD 2-11
MASK, PD 2-11

PDE command
definition, PD 3-34
example, PD 3-37 to 3-38
parameters

BEGIN, PD 3-36
FONTS, PD 3-36 to 3-37
PMODE, PD 3-37

using, PD -34 to 3-36
PDL, FC 1-5 

commands
library, PD 1-22
graphics, PD 6-7 to 6-8
summary, PD A-1 to A-5

task file allocation, SA 7-1
personality profile, printer, CR 1-23
personnel, IP 1-2
physical page, FC 1-5
planning checklist, installation, see installation 

planning checklist
PORTRAIT command, FC 2-6
portrait, see also page

definition, FC 1-2 to 1-3
density, FC 4-7 to 4-8
FMT1, FC 2-7
font, text block origin, FC 1-11
image registration, FC 1-7 to 1-9

postinstallation, IP v, 1-5
PostScript master, FC 1-9
power 

control panel, CTS, OG 3-1
failure, MG B-29 to B-30
loss, MG B-31; OG 8-23 to 8-24

powering off
9-track magnetic tape drive, OG 3-12 to 3-13
CTS, OG 3-19
system, OG 7-1 to 7-2

powering on
9-track magnetic tape drive, OG 3-9
CTS, OG 3-16 to 3-17
LPS, OG 2-1 to 2-2

PPI, PD 1-10
predefined formats, FC 1-13, 2-6 to 2-7
preferred trays, CR 1-10 to 1-11 

preinstallation, IP v
pressure roll wiper, replacing, OG 6-17 to 6-24
print 

density, FC 1-10
file size, SA 1-2
format, PR 1-4 

commands, PD 3-1 to 3-45
using, PD 1-27 to 1-28

resolution, PR A-6
queue, CR 1-4, 1-76 to 1-80

PRINT command, CR 2-18 to 2-19
Print Description Language, PR 1-5, 3-1, 3-2
Print Position Indexing, see PPI
printed wire boards, see PWBAs
printer, IP 1-8 to 1-13

comparison, PR A-2 to A-3
components, PR 2-6 to 2-7
control 

commands, PD 5-1 to 5-23
console, PR 2-7 to 2-8
DJDEs, PD 1-28 to 1-37

jobs
aborting, OG 4-9 to 4-10
ending, OG 4-10
interrupting, OG 4-10 to 4-11
maintenance, OG 5-1 to 5-20
receiving, OG 3-19 to 3-20, 4-1 
resuming, OG 4-11 to 4-12
sources, OG 1-8 to 1-9
starting, OG 4-3 to 4-7

maintenance, OG 6-1 to 6-25
personality profile, CR 1-23
speed, SA 3-3
stacker options, OG 1-5 to 1-7
status, CR 1-60 to 1-62, 1-76; OG 4-7
system controller, OG 1-4 to 1-5, 1-7 to 1-9, 

8-21 to 8-22
trays, OG 4-2

Printer Subsystem Controller, see PSC 
printing, 1-1

accounting sheet, CR 1-23
color, CR xi; OG xiii
cluster, PD 7-1 to 7-2
darkness, OG 8-1
duplex, PR 2-13
forms, FC 3-1 to 3-6
job, PD 1-41
log file, system, CR -19 to 1-20
order, SA 3-5
paper stock, PD 7-2 to 7-3
samples, OG 4-3
simplex, PR 2-13
stops, OG 4-11
task flow, OG 4-1 to 4-2
truncated, CR 1-4

PROBLEM command, CR 1-60; MG A-1; 
OG 8-24 to 8-25

problems
solving, OG 8-1 to 8-26
stacker, OG 8-19 to 8-20 
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processing
input, PD  2-1 to 2-9
multivolume, PD 1-3, 2-27
special features, PR 1-9 to 1-10

production process, PR 1-7
programmable bypass transport, SA 3-6
proportional fonts, FC 1-2 to 1-3
protocol emulation, PD 1-4
PSC command, CR 1-60
PSC, CR 1-60
PSTATUS command, CR 1-60 to 1-62
publications, see documentation
PURGE command, CR 1-62 to 1-63; SA 8-3
PWBAs, CR 1-60

Q

Q-BUS-based, CR 1-39
QWAIT command, CR 4-12

R

RAD50 portion, tape label, CR 1-13 to 1-14
radio communication, OG iv
random mode, graphics, PD 6-2
Raster Image Processor, see RIP
rasterization messages, MG B-30; OG 8-21
RAUX command

definition, PD 4-8
example, PD 4-9
parameter

TEST, PD 4-9
RCU command, CR 1-22, 1-63 to 1-65
RCU, SA 8-3
RDELETE command

definition, PD 4-10
example, PD 4-10
parameter

TEST, PD 4-10
REALLOCATE command, CR 1-65 to 1-66; SA 1-2
RECODE command, CR 3-10
record 

defaults, IBMONL, PD 1-4, 2-22
formats, PD 1-1, 1-3
graphics setup, PD 6-3 to 6-7
length, online, PD 1-5 to 1-6
orientation, PD 1-29, 1-31
specification, DJDE, PD 1-32 to 1-33
structure, PD 1-2 to 1-3

RECORD command
definition, PD 2-12
example, PD 2-15 to 2-16
parameters

ADJUST, PD 2-12
CONSTANT, PD 2-12
FORMAT, PD 2-12
LENGTH, PD 2-13
LMULT, PD 2-13
LTHFLD, PD 2-14
OFFSET, PD 2-14 

POSTAMBLE, PD 2-14
PREAMBLE, PD 2-14
STRUCTURE, PD 2-15

overriding, PD 1-3
recovery

jobs
automatic, MG B-1 to B-2
offline, MG B-33
online, MG B-32; PD 1-6 to 1-8 

power, MG B-31
procedure, OG 8-23 to 8-24

remote devices, FC 3-2
Remote Interactive Communications, SA 3-4
REMOVE command, CR 2-19
RENUMBER command, CR 2-19
REORDER command, CR 3-10 to 3-11
REPLACE command, CR 2-19 to 2-20
replacement hierarchy, commands, PD 1-20 to 1-21
REPORT command, CR 1-7, 1-66 to 1-68; 

SA 9-1 to 9-3, 1-2
reports

selecting, OG 4-5 to 4-6
separating, PD 1-5

requirements
cable, IP 1-19 to 1-20
color printing, OG xiii
components, PD 1-25
electrical, IP 1-18 to 1-19
environmental, IP 1-18 to 19
interface, IP 1-22
space, IP 1-5 to 1-13
sysgen

information, SA 1-2 to 1-3
resources, SA 1-1

terminal, IP 1-1
RESET command, CR 1-4, 1-27, 1-68; OG 4-10
resolution, specifying, FC 2-4
responsibilities, IP 1-1 to 1-2, 2-1
restoring 

communication, printer, MG B-30 to B-31
files, SA 5-1 to 5-3
system, CR 1-22

Restrict Command Usage, see RCU
restrictions, job parameter, PD 1-35 to 1-37
REVIEW command

editor, CR 2-20
system, CR 1-68 to 1-69

REWIND command, CR 1-4, 1-69
RFEED command

definition, PD 4-11
parameter

TEST, PD 4-11
RIP, FC 2-19; SA 3-6
RNAME command

editor, CR 2-20
system, CR 1-69

ROFFSET command
definition, PD 4-11
example, PD 4-13 
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parameter
PASSES, PD 4-12
TEST, PD 4-12

rounding measurements
factors, FC 4-14
variable data, FC 4-15

ROUTE command
definition, PD 3-38
parameters

RFORM, PD 3-38
RTEXT, PD 3-38 to 3-30

routine maintenance, IP 3-2
RPAGE command

definition, PD 4-13
parameters

SIDE, PD 4-13 to 4-15
TEST, PD 4-16
WHEN, PD 4-16 to 4-17

RRESUME command
definition, PD 4-18
example, PD 4-19
parameters

BEGIN, PD 4-18
TEST, PD 4-18 to 4-19

RSELECT command
definition, PD 4-20
parameters 

TEST, PD 4-20
RSTACK command

definition, PD 4-20
example, PD 4-23
parameters

ACCTINFO, PD 4-21
DELIMITER, PD 4-21
HRPTNA, PD 4-22
PRINT, PD 4-22
TEST, PD 4-23

RSUSPEND command
definition, PD 4-24
parameters

BEGIN, PD 4-24
TEST, PD 4-25

S

S command, CR 2-20 to 2-21
SAFES system, CR 1-9
SAMPLE command, FC 3-6; OG 4-3

color graphic, CR 1-72 to 1-73
definition, CR 1-25 to 1-26
form, CR 1-70 to 1-71
font, CR 1-70 to 1-71
logo, CR 1-70 to 1-71
multiple copies, CR 1-71 to 1-72

sample pages, PR 2-14
SAMPLE printing, aborting, CR 1-4
SAVE command, CR 2-21
SCALE command, CR 1-73
scaling, grid unit, FC 4-16
scanning line density, FC 4-6 to 4-8 

SCE command, CR 2-21
SCSI, CR 1-60, SA 3-6
SECTION command, FC 2-19 to 2-21
section factors, FC 4-13
sector check process, CR 1-23 to 1-24
SECURE command, CR 1-73 to 1-74; SA 8-3 to 8-4
SELECT command, CR 1-74 to 1-75; OG 5-17
SEPARATE command, CR 1-75; OG 5-18
separating reports, PD 1-5
serial number, SA 9-2
service calling, OG 8-24 to 8-26

U.S., MG A-1 to A-2
Canada, MG A-3 to A-4

service, IP 1-1
SETC command, CR 4-11
SETD command, CR 4-11 to 4-12
SETF command, CR 4-12
SETT command, CR 4-12
SETTIME command, CR 1-75 to 1-76; OG 2-2, 

6-24 to 6-25
setup commands, FDL, FC 2-3 to 2-8, C-2
SETV command, CR 4-12
SFS command, SA 9-10

CLEAR, CR 1-76
DISPLAY, CR 1-76 to 1-77
FILE-NAME, CR 1-77 to 1-78
HARDCOPY, CR 1-78 to 1-79
HOST, CR 1-79 
TAPE, CR 1-79 to 1-80
!, CR 1-80

SFT command, CR 1-80
SFT, SA 5-3 to 5-4
shading, FC 2-11, 4-12 to 4-13
shared disk, SA 3-6
shared space, IP 1-14
shifting, image, FC 1-7 to 1-9
SHOW command, CR 4-12 to 4-13
simplex printing, PR 2-13
Single File Transfer, see SFT
site selection, IP 1-1,1-4
skewing, image, FC 1-7 to 1-9
Small Computer Serial Interface, see SCSI
SNA/SDLC environment, CR 1-39
software, PR 1-5

failure, MG B-1 to B-2
patches, SA 1-3

SORT command, CR 2-21 to 2-22
space 

planning templates, IP 1-31 to 1-37
requirements, IP 1-5 to 1-13

SPACE n PAGES command, CR 1-81 to 1-82
SPACE n REPORTS command, CR 1-80 to 1-81
specifications

offline, PD C-1 to C-4
online, PD D-1 to D-5

spi, FC 1-1, 2-4, 3-3, 4-7
spots-per-inch, see spi
SST command, CR 1-9, 1-82 to 1-83
SST, transmission, SA A-1 
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stacker
dual, PR 2-9, 2-14
problems, OG 8-19 to 8-20
tray, jams, MG B-8 to B-9

standard formats, FC 1-13, 2-7, E-1
standard print formats, see standard formats
START command, OG 4-3 to 4-6

aborting, CR 1-4
definition, CR 1-83
printing, tape dump, CR 1-85 to 1-86
submitting job, CR 1-83 to 1-85
system, CR 1-23

start coordinate symbol, FC 2-9
status 

clusters, OG 5-12 to 5-13
codes, MG A-1
display, CR 1-93
file, CR 1-76

backing up, SA 9-10
copying, SA 9-10
printing, SA 9-10
printing file tape dump, SA 9-11
saving, SA 9-10
structure, SA 9-10 to 9-13
user form file, creating, SA 9-14 to 9-16

messages, MG A-1, B-30
output trays, CR 1-62
printer, CR 1-60 to 1-62, 1-76
stitcher, CR 1-62

status panel, CTS, OG 3-15 to 3-16
STEP command, CR 2-22 to 2-23
STITCH command, CR 1-86
stitcher

problems, OG 8-19 to 8-20 
status, CR 1-62
wire, IP 1-30, 3-6; OG 5-3

stitcher/stacker, IP 1-9, 1-11, 1-30
high capacity, PR 2-9, 2-14
paper jams, MG B-19 to B-20
problems, MG B-28 to B-29

STOCKSET command
definition, PD 3-40
example, PD 3-42
parameters

ASSIGN, PD 3-40
INIFEED, PD 3-40 to 3-41
SYSPAGE, PD 3-41

STOP command, CR 1-86; OG 4-10 to 4-11
string 

comparisons, PD 1-39 to 1-40
constants, PD 1-15 to 1-17

SUB DEV command, CR 1-14 to 1-17
SUBSTITUTE command, CR 3-11
SUBSTITUTE DEVICE command, CR 1-86 to 1-89
SUBSTITUTE DEVICE DEFAULT command, CR 1-89
summary sheet, FC 4-16
Sun workstations, PR 4-10 to 4-11
superimposed lines, FC 4-8
supplies, IP 1-4, 1-27 to 1-31, 3-5 to 3-7
support, IP 1-1, 3-1 

call, U.S., MG A-2 to A-3
services, MG A-1 to A-4

switches
CE, OG 3-9
EPO, OG 3-14
execute, OG 3-9
Load/Rewind, OG 3-7
Logic Off, OG 3-7
Logic On, OG 3-7
online, OG 3-8
power

9-track magnetic tape drive, OG 3-5
CTS, OG 3-14 to 3-15

reset, OG 3-8
step, OG 3-9
test, OG 3-8
unload, OG 3-8

symptoms, MG A-2
syntax 

ambiguities, FC 4-2 to 4-3
summary, FC A-1 to A-2

sysgen
command menu, SA 2-1
definition, SA 1-1
full, SA 1-1, 4-20 to 4-41

offline, SA 4-20 to 4-29
online, SA 4-30 to 4-41

mini, SA 1-1, 4-42 to 4-45
required information, SA 1-2 to 1-3
required resources, SA 1-1
task file allocation, SA 7-1
update, SA 1-1, 4-1 to 4-19

offline, SA 4-1 to 4-9
online, SA 4-10 to 4-19

system
backup, CR 1-22
blank display, OG 8-21
commands, CR 1-1 to 1-3; OG 1-11 to 1-12
components, OG 1-3 to 1-9
console messages, CR 1-17 to 1-21
date, CR 1-75 to 1-76
defaults, FC B-1 to B-3
disk, PR 2-1, 2-4
function keys, OG 1-10 to 1-11
generation, PR 3-3 to 3-4
page, FC 1-4, 1-7
powering off, OG 7-1 to 7-2
powering on, OG 2-1 to 2-2
recovery, online PD 1-6
restoring, CR 1-22
rollover, MG B-1 to B-2; OG 8-22 to 8-23; PD 1-3
serial number, CR 1-68
software tape, CR 1-82 to 1-83
stops printing, OG 4-11
time, CR 1-75 to 1-76

system configuration options, SA 3-1 to 3-6
871 CM, SA 3-5
9500 XEROGRAPHIC, SA 3-5
DEFAULT PRINTER RESOLUTION, SA 3-5
DEFAULT PRINTING ORDER, SA 3-5 
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ETHERNET, SA 3-4
FIMS, SA 3-6
FINISHER, SA 3-5
GRAPHICS, SA 3-4
HIGH CAPACITY FEEDER, SA 3-5
INK PRIORITY, SA 3-6
KANJI, SA 3-4
LANGUAGE, SA 3-4
MICR, SA 3-5
NONE, SA 3-3
ONLINE INTERFACE ADDRESS OR MODE, SA 3-3
PAPER SIZE, SA 3-5
PRINTER SPEED, SA 3-3
PROGRAMMABLE BYPASS TRANSPORT, SA 3-6
RASTER IMAGE PROCESSOR, SA 3-6
REMOTE INTERACTIVE COMMUNICATIONS, 

SA 3-4
SCSI INTERFACE, SA 3-6
SHARED DISK, SA 3-6
TAPE DRIVE, SA 3-3
TERMINAL TYPE, SA 3-5
XEROGRAPHIC MODE PERSISTENCE, SA 3-6
XEROX PRINT ACCESS FACILITY, SA 3-5
XEROX UNITY OF VIEW, 3-6

system controller, IP 1-6 to 1-7; PR 2-3, A-2
control panel, PR 2-4
options, PR 2-5 to 2-6
restoring communication, MG B-30 to B-31

system disk
allocation, SA 7-1 to 7-3
bad sectors, SA 7-3
biasing files, SA 7-1 to 7-3
COMPRESS command, SA 7-3
corrupted files, SA 7-3
FCHECK comm, SA 7-3
file 

biasing, SA 7-1 to 7-3
fragmentation, CR 1-23 to 1-24; SA 7-3

ID, SA 1-2
minimum space, SA 4-1
restoring MBAIS data, SA B-1 to B-3
V3.8 space requirements, SA 7-3

System Software Tape, see SST

T

TABLE command
definition, PD 4-25
example, PD 4-27 to 4-28
parameters

CONSTANT, PD 4-26
MASK, PD 4-26

tape, FC 3-1; IP 1-31 
9-track, IP 1-7

handling guidelines, OG 3-1
loading, OG 3-1, 3-9 to 3-11
unloading, OG 3-2
write protection, OG 3-2

booting, CR 1-9
cleaner, OG 3-6 

codes, PD 1-2
file 

copying, CR 1-14 to 1-17
listing, CR 1-89 to 1-91

format, PD 1-2 
ACCOUNT records, CR 1-6 to 1-8
font file, CR 1-49
logo file, CR 1-49

graphics, PD 6-2 to 6-5
host, PD 1-2
path, cleaning, MG B-22 to B-23
positioning, CR 1-80 to 1-81, 1-89, 1-91
tension, MG B-21, B-24

tape drive, PR 2-3 to 2-6; SA 3-3
9-track magnetic, MG A-1, B-21 to B-25
cleaning, OG 6-4 to 6-9
description, OG 1-7
error messages, OG 8-1 to 8-4
fault codes, MG B-21 to B-22
power

off, OG 3-12 to 3-13
switch, OG 3-5

identifying, CR 1-87
keyword, assigning, CR 1-87, 1-89
naming, CR 1-88; MG B-22 to B-25
using, OG 3-5 to 3-17

TAPE commands
ENDFILE, CR 2-23 to 2-24
EOF, CR 2-23 to 2-24
FIND

editor, CR 2-24
system, CR 1-89

LIST 
editor, CR 2-24 to 2-25
system, CR 1-89 to 1-91

NEXT
editor, CR 2-25
system, CR 1-91

NOEOF, CR 2-23 to 2-24
REWIND

editor, CR 2-25
system, CR 1-69, 1-91

 SKIP
editor, CR 2-25 to 2-26
system, CR 1-91 to 1-92

UNLOAD, OG 3-12
editor, CR 2-26
system, CR 1-92

VOLINIT
editor, CR 2-26
system, CR 1-22, 1-92

TAPE keyword, CR 1-14 to 1-17, 1-87
task file allocation, SA 7-1
TCODE command

coding, PD 2-17 to 2-18
definition, PD 2-17
parameters

DEFAULT, PD 2-18
TASSIGN, PD 2-18 to 2-19
TRESET, PD 2-19 to 2-20 
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technical personnel, availability
Canada, MG A-3
U.S. MG A-2

telephone numbers
Canada, MG A-3
U.S., MG A-2

terminal, PR 2-4
requirements, IP 1-15
type, SA 3-5 

test 
case profile, CR 1-27
load procedure, MG B-21
pattern, MG B-3 to B-4

text
boxes, FC 4-10 to 4-12, C-5
buffer, FC 2-14
editor, PR 3-1

text block origin, FC 1-11
TEXT command

definition, FC 2-12
AT, FC 2-13 to 2-14
IN BOX, FC 2-15 to 2-17

third party finishing devices
personality profile, CR 1-23
test cases, CR 1-27

third party interface connection, see interface 
requirements

time
display, CR 1-92 to 1-93
setting, CR 1-75 to 1-76; OG 6-24 to 6-25

TIME command, CR 1-92 to 1-93
training, IP 1-1, 1-2, 1-26 to 1-27
transparencies, IP 3-6
trays, OG 5-6 to 5-20

clusters, CR 1-10 to 1-11
feed, CR 1-26 to 1-27
output, CR 1-74 to 1-75

troubleshooting, FC 4-1 to 4-16
TYPE command

editor, CR 2-26 to 2-27
system, CR 1-94

U

UCSB, PD 1-11 to 1-12, D-2 to D-4
UNIBUS-based, CR 1-39
UNIT value, FC 1-13
Universal Character Set Buffer, see UCSB
unloading

9-track magnetic tape, OG 3-12
18-track cartridge tape, OG 3-18 to 3-19
floppy diskette, OG 3-4 to 3-5

update sysgen, SA 1-1, 4-1 to 4-19
offline, SA 4-1 to 4-9
online, SA 4-10 to 4-19

uppercase toggle, FC 2-14
user names, see ACCOUNT command
USLEGAL, FC 2-5
USLETTER, FC 2-5 
utilities, PR 3-1 

V

V option, see COMPRESS command
value constants, PD 1-15
variable 

data
registration, FC 1-7
rounding, FC 4-15

names, string constants, PD 1-15 
VAX-B1-based, CR 1-39
VAX/MVS system, CR 1-39
vector graphics, FC 2-19
velocity control servo system, MG B-25
verification process, CR 1-11 to 1-12
vertical format controls, see VFU
vertical skew, OG 5-5
VFU command

definition, PD 3-42
example, PD 3-44 to 3-45
parameters

ASSIGN, PD 3-43
BOF, PD 3-44
TOF, PD 3-44

VFU, PD 1-10, 1-18
virtual page

definition, FC 1-5
origin, FC 1-6, 1-13, 2-7
size, FC 1-13, 2-6

VOLUME command
data representation, PD 1-2 
definition, PD 2-20
example, PD 2-29
multivolume processing, PD 1-3
online processing, PD 1-4
parameters

BMULT, PD 2-20
CODE, PD 2-20 to 2-21
EOV, PD 2-21 to 2-22
HOST, PD 2-22 to 2-23
INTERPRESS, PD 2-23 to 2-24
LABEL, PD 2-24
LCODE, PD 2-24
LPACK, PD 2-25
MAXLAB, PD 2-25
MINLAB, PD 2-25
OPTIMIZE, PD 2-26
OSCHN, PD 2-26
OSHDP, PD 2-27
PLABEL, PD 2-27
RMULT, PD 2-27
RSAT, PD 2-27 to 2-28
TCODE, PD 2-28
UNPACK, PD 2-28

volume, writing, CR 1-13, 1-15
WAIT command, CR 4-13 to 4-14
window, Message, OG 3-16
wiper, see pressure roll wiper, replacing
write protection

9-track magnetic, OG 3-2
18-track cartridge, OG 3-3 
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X

x coordinate, FC 1-12 to 1-13, 2-9
xdots

grids, FC 1-12
size, FC 1-1

xerographic mode persistence, SA 3-6
xerographic subsystem, PR 2-13
Xerox Customer Service Support Center, U.S., 

MG A-1 to A-2 
Xerox Customer Support Center, U.S., MG A-2 to 

A-3
Xerox Font Center, MG A-3
Xerox Font Service, IP 3-2 to 3-3
Xerox Network Systems, see XNS
Xerox Printer Access Facility, see XPF
Xerox Product Support Center, Canada, MG A-3 to 

A-4
Xerox support services, IP 3-1
Xerox unity of view, SA 3-6
XNS 

communication mode, CR 1-39
echo test, CR 1-38
file transfers, CR 1-41
jobs, CR 1-5
log filing, CR 1-39 to 1-40

XPAF, see XPF
XPF, CR 1-39, 1-41; PR 3-3; SA 3-5
XPS, CR 1-39
XPSM, CR 1-41

Y

y coordinate, FC 1-12 to 1-13, 2-9 

CR=Command Reference FC=Forms Creation Guide IP=Installation Planning OG=Operator Guide
MG=Message Guide PD=PDL Reference PR=Product Reference SA=System Administration Guide

MASTER INDEX-18 XEROX 4050/4090/4450/4650 LPS


