
Header Bolt
HDB-4085
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INSTALLATION DIMENSIONS Inches
Millimeters

1.53

1.000
25.4

39
Tap #6-32 

(2X)

.250
6.3

1.75
44.4

.380
9.6

1.5
38.1

.5
12.7

.5
12.7

Drill & Csk for
#10-32 Flat Head
Machine Screw

(4X)

Break the 
Tab after 
Fixing the 
Screws Strike Cutout for

Mortise Lock

* Threaded rods are supplied in various lengths 
to suit different door heights

Header Preparation  
for Striike

Stile Preparation

Top of Door

1.65
41.9

.940
24

1.53
39

1.940
49.3

.250
6.4

.083
2.1

1.490
37.8

.590
15

2.75
703.73

94.7

.500
12.7

1.5
38.1

Door Height Less 
Cylinder Height



Pasador Superior
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INSTALACIÓN DIMENSIONES Pulgadas 
Milímetros

1.53
39

1.000
25.4

Tap #6-32 
(2X)

.250
6.3

1.75
44.4

.380
9.6

1.5
38.1

.5
12.7

.5
12.7

Brocas Csk de #10-
32 máquina tornillo 
cabeza plana(4X)

Romper la lamina 

tornillos Recorte de la  
cerradura

* Varillas Roscadas se suministran en varias 
longitudes para adaptarse a diferentes alturas 
de puerta

Preparación de la contra

Parte superior  
de la Puerta

1.65
41.9

.940
24

1.53
39

1.940
49.3

.250
6.4

.083
2.1

1.490
37.8

.590
15

2.75
703.73

94.7

.500
12.7

1.5
38.1

Altura puerta menos 
altura del cilindro

Contra

HDB-4085


