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US Breaker Brand 3 Pole AC Contactors
(Square D Telemecanique LC1 Replacements)

¥  Standards: UL508, CSA C22.2, IEC 60947, and CE Marked
v Integral DIN Rail & Base Mounting in One Compact Footprint

v’ Superior 1O Quality Proven by Multiple Global Standard Certifications

Contactors - NC1D (LC1D) 3P 600Vmax - 120Vac Control Coil

Size US Breaker- Telemecanique Cross Reference Auxiliaries
NC1- Brand Part # Direct Similar Description NO NC
D09 NC1D0910 - V120 LC1D0910 - G6 LC1D09 - G7 NC1-D09 Contactor 09A (Ith=20A) 3 Main + 1NO Aux 1 0
NC1D0901 - V120 LC1D0901 - G6 LC1D09 - G7 NC1-D09 Contactor 09A (Ith-20A) 3 Main + 1NC Aux 0 1
D12 NC1D1210 - V120 LC1D1210 - G6 LC1D12- G7 NC1-D12 Contactor 12A (I1th=20A) 3 Main + 1NO Aux 1 0
NC1D1201 - V120 LC1D1201 - G6 LC1D12- G7 NC1-D12 Contactor 12A (I1th=20A) 3 Main + 1NC Aux 0 1
D18 NC1D1810 - V120 LC1D1810 - G6 LC1D18 - G7 NC1-D18 Contactor 18A (Ith=32A) 3 Main + 1NO Aux 1 0
NC1D1801 - V120 LC1D1801 - G6 LC1D18 - G7 NC1-D18 Contactor 18A (Ith=32A) 3 Main + 1NC Aux 0 1
D25 NC1D2510 - V120 LC1D2510 - G6 LC1D25 - G7 NC1-D25 Contactor 25A (Ith=40A) 3 Main + 1NO Aux 1 0
NC1D2501 - V120 LC1D2501 - G6 LC1D25 - G7 NC1-D25 Contactor 25A (Ith=40A) 3 Main + 1NC Aux 0 1
D32 NC1D3210 - V120 LC1D3210 - G6 LC1D32 - G7 NC1-D32 Contactor 32A (Ith=50A) 3 Main + 1NO Aux 1 0
D40 NC1D4011 - V120 LC1D4011 - G6 LC1D40 - G7 NC1-D40 Contactor 40A (Ith=60A) 3 Main + 1NO/1NC 1 1
D50 NC1D5011 - V120 LC1D5011 - G6 LC1D50 - G7 NC1-D50 Contactor 50A (Ith=80A) 3 Main + 1NO/1NC 1 1
D65 NC1D6511 - V120 LC1D6511 - G6 LC1D65 - G7 NC1-D65 Contactor 65A (Ith=80A) 3 Main + 1INO/1INC 1 1
D80 NC1D8011 - V120 LC1D8011 - G6 LC1D80 - G7 NC1-D80 Contactor 80A (Ith=95A) 3 Main + 1NO/1NC 1 1
D95 NC1D9511 - V120 LC1D9511 - G6 LC1D95 - G7 NC1-D95 Contactor 95A (Ith=95A) 3 Main + 1INO/1NC 1 1
Contactors - NC1D (LC1D) 3P 600Vmax - 24Vac Control Coil
Size US Breaker- Telemecanique Cross Reference Auxiliaries
NC1- Brand Part # Direct Similar Description NO NC
D09 NC1D0910 - V24 LC1D0910 - B7 LC1D09 - B7 NC1-D09 Contactor 09A (Ith=20A) 3 Main + 1NO Aux 1 0
NC1D0901 - V24 LC1D0901 - B7 LC1D09 - B7 NC1-D09 Contactor 09A (Ith-20A) 3 Main + 1NC Aux 0 1
- NC1D1210 - V24 LC1D1210-B7 LC1D12-B7 NC1-D12 Contactor 12A (Ith=20A) 3 Main + 1NO Aux 1 0
NC1D1201 - V24 LC1D1201 - B7 LC1D12 - B7 NC1-D12 Contactor 12A (Ith=20A) 3 Main + 1NC Aux 0 1
D18 NC1D1810 - V24 LC1D1810-B7 LC1D18 - B7 NC1-D18 Contactor 18A (Ith=32A) 3 Main + 1NO Aux 1 0
NC1D1801 - V24 LC1D1801 - B7 LC1D18 - B7 NC1-D18 Contactor 18A (Ith=32A) 3 Main + 1NC Aux 0 1
D25 NC1D2510 - V24 LC1D2510 - B7 LC1D25 - B7 NC1-D25 Contactor 25A (Ith=40A) 3 Main + 1NO Aux 1 0
NC1D2501 - V24 LC1D2501 - B7 LC1D25 - B7 NC1-D25 Contactor 25A (Ith=40A) 3 Main + 1NC Aux 0 1
D32 NC1D3210 - V24 LC1D3210 - B7 LC1D32 - B7 NC1-D32 Contactor 32A (Ith=50A) 3 Main + 1NO Aux 1 0
D40 NC1D4011 - V24 LC1D4011 - B7 LC1D40 - B7 NC1-D40 Contactor 40A (Ith=60A) 3 Main + 1INO/1NC 1 1
D50 NC1D5011 - V24 LC1D5011 - B7 LC1D50 - B7 NC1-D50 Contactor 50A (Ith=80A) 3 Main + 1INO/1NC 1 1
D65 NC1D6511 - V24 LC1D6511 - B7 LC1D65 - B7 NC1-D65 Contactor 65A (Ith=80A) 3 Main + 1INO/1NC 1 1
D80 NC1D8011 - V24 LC1D8011 - B7 LC1D80 - B7 NC1-D80 Contactor 80A (Ith=95A) 3 Main + 1INO/1NC 1 1
D95 NC1D9511 - V24 LC1D9511 - B7 LC1D95 - B7 NC1-D95 Contactor 95A (Ith=95A) 3 Main + 1INO/1NC 1 1
Contactors - NC1D (LC1D) 3P 600Vmax - 240Vac Control Coil
Size US Breaker- Telemecanique Cross Reference Auxiliaries
NC1- Brand Part # Direct Similar Description NO NC
D09 NC1D0910 - V240 LC1D0910 - U7 LC1D09 - U7 NC1-D09 Contactor 09A (Ith=20A) 3 Main + 1NO Aux 1 0
NC1D0901 - V240 LC1D0901 - U7 LC1D09 - U7 NC1-D09 Contactor 09A (Ith-20A) 3 Main + 1NC Aux 0 1
D12 NC1D1210 - V240 LC1D1210 - U7 LC1D12 - U7 NC1-D12 Contactor 12A (Ith=20A) 3 Main + 1NO Aux 1 0
NC1D1201 - V240 LC1D1201 - U7 LC1D12 - U7 NC1-D12 Contactor 12A (I1th=20A) 3 Main + 1NC Aux 0 1
D18 NC1D1810 - V240 LC1D1810 - U7 LC1D18 - U7 NC1-D18 Contactor 18A (Ith=32A) 3 Main + 1NO Aux 1 0
NC1D1801 - V240 LC1D1801 - U7 LC1D18 - U7 NC1-D18 Contactor 18A (Ith=32A) 3 Main + 1NC Aux 0 1
D25 NC1D2510 - V240 LC1D2510 - U7 LC1D25 - U7 NC1-D25 Contactor 25A (Ith=40A) 3 Main + 1NO Aux 1 0
NC1D2501 - V240 LC1D2501 - U7 LC1D25 - U7 NC1-D25 Contactor 25A (Ith=40A) 3 Main + 1NC Aux 0 1
D32 NC1D3210 - V240 LC1D3210 - U7 LC1D32 - U7 NC1-D32 Contactor 32A (Ith=50A) 3 Main + 1NO Aux 1 0
D40 NC1D4011 - V240 LC1D4011 - U7 LC1D40 - U7 NC1-D40 Contactor 40A (Ith=60A) 3 Main + 1NO/1NC 1 1
D50 NC1D5011 - V240 LC1D5011 - U7 LC1D50 - U7 NC1-D50 Contactor 50A (I1th=80A) 3 Main + 1NO/1NC 1 1
D65 NC1D6511 - V240 LC1D6511 - U7 LC1D65 - U7 NC1-D65 Contactor 65A (Ith=80A) 3 Main + 1INO/1NC 1 1
D80 NC1D8011 - V240 LC1D8011 - U7 LC1D80 - U7 NC1-D80 Contactor 80A (Ith=95A) 3 Main + 1INO/1NC 1 1
D95 NC1D9511 - V240 LC1D9511 - U7 LC1D95 - U7 NC1-D95 Contactor 95A (Ith=95A) 3 Main + 1INO/1NC 1 1
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US Breaker Brand 4 Pole AC Contactors
(Square D Telemecanique LC1 Replacements)

Contactors - NC1D (LC1D) 4P 600Vmax - 120Vac Control Coil

Size US Breaker- Telemecanique Cross Reference Main Contacts
NC1- Brand Part # Direct Similar Description NO NC
D12 NC1D1204 - V120 LC1D12004 - G6 | LC1DT20 - G7 NC1-D12 Contactor 12A (Ith=20A) 4 NO Main Contacts 4 0
NC1D1208 - V120 LC1D12008 - G6 | LC1D098 - G7 NC1-D12 Contactor 12A (Ith=20A) 2NO/2NC Main Contacts| 2 2
NC1D2504 - V120 LC1D25004 - G6 | LC1DT40- G7 NC1-D25 Contactor 25A (Ith=40A) 4 NO Main Contacts 4 0
D25 NC1D2508 - V120 LC1D25008 - G6 | LC1D258 - G7 NC1-D25 Contactor 25A (Ith=40A) 2NO/2NC Main Contacts| 2 2
NC1D6504 - V120 LC1D65004 - G6 |LC1D65004 - G7| NC1-D65 Contactor 65A (Ith=80A) 4 NO Main Contacts 4 0
Des NC1D6508 - V120 LC1D65008 - G6 |LC1D65008 - G7| NC1-D65 Contactor 65A (Ith=80A) 2NO/2NC Main Contacts| 2 2
D95 NC1D9504 - V120 LC1D80004 - G6 [LC1D80004 - G7| NC1-D95 Contactor 65A (Ith=95A) 4 NO Main Contacts 4 0
NC1D9508 - V120 LC1D80008 - G6 |LC1D80008 - G7| NC1-D95 Contactor 95A (Ith=95A) 2NO/2NC Main Contacts| 2 2

Contactors - NC1D (LC1D) 4P 600Vmax - 24

Vac Control Coil

Size US Breaker- Telemecanique Cross Reference Main Contacts
NC1- Brand Part # Direct Similar Description NO NC
D12 NC1D1204 - V24 LC1D12004 - B7 LC1DT20 - B7 NC1-D12 Contactor 12A (Ith=20A) 4 NO Main Contacts 4 0
NC1D1208 - V24 LC1D12008 - B7 LC1D098 - B7 NC1-D12 Contactor 12A (Ith=20A) 2NO/2NC Main Contacts 2 2
D25 NC1D2504 - V24 LC1D25004 - B7 LC1DT40 - B7 NC1-D25 Contactor 25A (Ith=40A) 4 NO Main Contacts 4 0
NC1D2508 - V24 LC1D25008 - B7 LC1D258 - B7 NC1-D25 Contactor 25A (Ith=40A) 2NO/2NC Main Contacts 2 2
D65 NC1D6504 - V24 LC1D65004 - B7 | LC1D65004 - B7 | NC1-D65 Contactor 65A (Ith=80A) 4 NO Main Contacts 4 0
NC1D6508 - V24 LC1D65008 - B7 | LC1D65008 - B7 | NC1-D65 Contactor 65A (Ith=80A) 2NO/2NC Main Contacts 2 2
D95 NC1D9504 - V24 LC1D80004 - B7 | LC1D80004 - B7 | NC1-D95 Contactor 65A (Ith=95A) 4 NO Main Contacts 4 0
NC1D9508 - V24 LC1D80008 - B7 | LC1D80008 - B7 | NC1-D95 Contactor 95A (Ith=95A) 2NO/2NC Main Contacts 2 2

Contactors - NC1D (LC1D) 4P 600Vmax - 240Vac Control Coil

Size US Breaker- Telemecanique Cross Reference Main Contacts
NC1- Brand Part # Direct Similar Description NO NC
D12 NC1D1204 - V240 LC1D12004 - U6 LC1DT20 - U7 NC1-D12 Contactor 12A (Ith=20A) 4 NO Main Contacts 4 0
NC1D1208 - V240 LC1D12008 - U6 LC1D098 - U7 NC1-D12 Contactor 12A (Ith=20A) 2NO/2NC Main Contacts 2 2
D25 NC1D2504 - V240 LC1D25004 - U6 LC1DT40 - U7 NC1-D25 Contactor 25A (Ith=40A) 4 NO Main Contacts 4 0
NC1D2508 - V240 LC1D25008 - U6 LC1D258 - U7 NC1-D25 Contactor 25A (Ith=40A) 2NO/2NC Main Contacts 2 2
D65 NC1D6504 - V240 LC1D65004 - U6 | LC1D65004 - U7 | NC1-D65 Contactor 65A (Ith=80A) 4 NO Main Contacts 4 0
NC1D6508 - V240 LC1D65008 - U6 | LC1D65008 - U7 | NC1-D65 Contactor 65A (Ith=80A) 2NO/2NC Main Contacts 2 2
D95 NC1D9504 - V240 LC1D80004 - U6 | LC1D80004 - U7 | NC1-D95 Contactor 65A (I1th=95A) 4 NO Main Contacts 4 0
NC1D9508 - V240 LC1D80008 - U6 | LC1D80008 - U7 | NC1-D95 Contactor 95A (Ith=95A) 2NO/2NC Main Contacts| 2 2
g — 3 Pole 115 - 265A Contactors
\ ". # Contactors - Series F NC2 (LC1F) 600V - 120Vac Control Coil
Size US Breaker- Telemecanique Cross Reference Auxiliaries
Ref CHMT Part# Direct Similar Description NO NC
F115 F115 NC2 P3 V120 LC1F115 - G6 - 3 Pole Contactor 115A (Ith=200A) with 120Vac Coil - -
F150 F150 NC2 P3 V120 LC1F150 - G6 - 3 Pole Contactor 150A (Ith=200A) with 120Vac Coil - -
F185 F185 NC2 P3 V120 LC1F185- G6 - 3 Pole Contactor 185A (Ith=275A) with 120Vac Coil - -
F265 F265 NC2 P3 V120 LC1F265 - G6 - 3 Pole Contactor 265A (Ith=315A) with 120Vac Coil - -
Contactors - Series F NC2 (LC1F) 600V - 240Vac Control Coil
Size US Breaker- Telemecanique Cross Reference Auxiliaries
Ref CHMT Part# Direct Similar Description NO NC
F115 F115 NC2 P3 V240 LC1F115- U6 - 3 Pole Contactor 115A (Ith=200A) with 240Vac Coil - -
F150 F150 NC2 P3 V240 LC1F150 - U6 - 3 Pole Contactor 150A (Ith=200A) with 240Vac Coil - -
F185 F185 NC2 P3 V240 LC1F185 - U6 - 3 Pole Contactor 185A (Ith=275A) with 240Vac Coil - -
F265 F265 NC2 P3 V240 LC1F265 - U6 - 3 Pole Contactor 265A (Ith=315A) with 240Vac Coil - -

* Please contact US Breaker for other NC1D & series F NC2 family contactor coil voltages.
 Telemecanique part numbers are provided to assist in product selection. Proper engineering evaluation is required for each customer application.
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ir; — US Breaker- | Telemecanique Cross Reference
.‘ -_n‘ Part # Direct Similar Description
NC1F411 NC F4 20 LA1DN 20 LADN 20 2 NO Front Mount Aux (Ui=690V, Ith=10A, AC15=380VA) for all NC Contactors 9A - 265A
NC F4 11 LA1DN 11 LADN 11 1NO/1NC Front Mount Aux (Ui=690V, Ith=10A, AC15=380VA) for all NC Contactors 9A - 265A
. NC F4 02 LA1DN 02 LADN 02 2NC Front Mount Aux (Ui=690V, Ith=10A, AC15=380VA) for all NC Contactors 9A - 265A
i . . ' ,; NC F4 40 LA1DN 40 LADN 40 4NO Front Mount Aux (Ui=690V, 1th=10A, AC15=380VA) for all NC Contactors 9A - 265A
""l__ NC F4 31 LA1DN 31 LADN 31 3NO/1NC Front Mount Aux (Ui=690V, Ith=10A, AC15=380VA) for all NC Contactors 9A - 265A
-.'. .‘ ‘.‘ NC F4 04 LA1DN 04 LADN 04 4NC Front Mount Aux (Ui=690V, Ith=10A, AC15=380VA) for all NC Contactors 9A - 265A
NC1F422 NC F4 22 LA1DN 22 LADN 22 2NO/2NC Front Mount Aux (Ui=690V, Ith=10A, AC15=380VA) for all NC Contactors 9A - 265A
NCF111C LASDN 11 LA8BDN 11 1NO/1NC Side Mount Aux (Ui=690V, Ith=10A, AC15=380VA) for NC1 D09 to D32 Contactors
Coil Surge Supressors for NC 9A to 32A Contactors
US Breaker- | Telemecanique Cross Reference
Part # Direct Similar Description
NCSR2A120240 - - Surge Suppressor for NC1 D09 to D32 Contactor Coils from 100V - 250Vac
NCF111C NCSR2A24 - - Surge Suppressor for NC1 D09 to D32 Contactor Coils from 24V - 48Vac
Front Mounted Time Delay Blocks for NC 9A - 265A Contactors
US Breaker- | Telemecanique Cross Reference
Part # Direct Similar Description
NC F5 T2 LA2DT2 LADT2 NC 9A to 265A Time Delay Block 0.1 - 30s Making Time Delay with 1INO/1NC Contacts
NC F5 D2 LA3DR2 LADR2 NC 9A to 265A Time Delay Block 0.1 - 30s Breaking Time Delay with 1TNO/1NC Contacts

NC Family Contactor Accessories
(Square D Telemecanique Replacements)
Auxiliary Contacts for NC 9A to 265A Contactors

Mechanical Interlocks for Reversing Application of NC Contactors

US Breaker- | Telemecanique Cross Reference
Part # Direct Similar Description
NC MI 09 32a LA9D9978 LAD9R1 NC1-D Mechanical Interock for Reversing Application Sizes D09, D12, D18, D25, D32
NC MI 40 65a LA9D50978 LA9D50978 NC1-D Mechanical Interock for Reversing Application Sizes D40, D50, D65
NC MI 80 95a LA9D80978 - NC1-D Mechanical Interock for Reversing Application Sizes D80, D95

* Mechanical interlocks are available for 2NC-115 to 2NC-265 contactors. Please contact us for details.

NC1IMI0932a
NC1D Contactor Technical Data
NCID Type NC1-D09 | NCI-DI2 | NCI-DI8 | NCI-D25 | NC1-D32 | NC1-D40 | NC1-D50 | NC1-D65 | NC1-D80 | NC1-D95
Thermal Current Ith
(AC.1 IEC) Amps 660V 20 20 32 40 50 60 80 80 95 95
— — Inductive Current
e . o (AC.3 IEC) Amps 380/400V 9 12 18 25 32 40 50 65 80 95
] 240V 3 5 75 10 15 20 20 25 30 30
UL Power Rating 460V 5 75 10 15 20 25 30 40 40 50
3 Phase (Hp)
600V 5 75 10 15 20 25 30 40 40 50
UL Power Rating 120V 0.5 0.75 1 2 3 3 5 5 75 75
1 Phase (Hp) 240V 1 2 3 5 5 75 10 15 20 20
IEC Power Rating (KW) | 380/400V 4 5.5 7.5 11 15 18.5 22 30 37 45
Operations (AC-3) Elec. | 1,000,000 | 1,000,000 | 1,000,000 | 1,000,000 | 800,000 | 800,000 | 800,000 | 800,000 | 600,000 | 600,000
Mech. | 10,000,000 | 10,000,000 | 10,000,000 | 10,000,000 | 8,000,000 | 8,000,000 | 8,000,000 | 8,000,000 | 6,000,000 | 6,000,000
NC1D Contactor Coil Data
NCID Type NC1-D09 | NCI-DI2 | NCI-D18 | NCI-D25 | NCI-D32 | NC1-D40 | NCI-D50 | NCI-D65 | NC1-D80 | NC1-D95
Coil Power Start-up (VA) 70 70 70 110 110 200 200 200 200 200
Holding (VA) 3 3 3 11 11 20 20 20 20 20
Operation Range | Pick-up Voltage 85% - 110%
of Rated Voltage | Drop-out Voltage 20% - 75%
Coil Identification AC Volts 24V 48V 110V 120V 208V 220V 240V 277V 440V 480V
Code B7 E7 F7 G6 L6 M7 U6 W6 RS T6




Series F NC2 Contactor Technical Data

F NC2 Type ONC-115 | 2NC-150 [ 2NC-185 | 2NC-265
Thermal Current
1th (AC-1) Amps | 660V 200 200 275 315
Inductive Current
IEC (AC-3) Amps | 400V 115 150 185 265
UL Power Rati 240V 40 50 60 100
ower Ratin . .
I & [ _460v 75 100 100 150 Series F NC2 Contactor Coil Data
(Hp) 600V 75 100 100 150
2NC Type 2NC-115 | 2NC-150 | 2NC-185 2NC-265
IEC Power Rating | 380/400V 55 75 90 132 ] Start-up (VA) 660 660 966 340
(KW) 1000V 65 65 100 147 Coil Power Holding (VA) 54 54 6 2
Operations Elec. | 1,200,000 | 1,200,000 | 1,000,000 | 800,000 Operation Range of |_Pick-up Voltage S TT0%
Mech. | 10,000,000 | 10,000,000 | 6,000,000 | 6,000,000 Rated Voltage | Drop-out Voltage 20% - 75%
NC1D Contactor Dimensions (in.)
NC1-D09 to NC1-D32 NC1-D40 to NC1-D95
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NCI1D Dim (in) H W D Daux a b [} NC1D Dim (in) H \ D Daux a b [}
NCID09 toD12 | 30 | 1.9 | 32 [ 47 [13-1.4][2.024] 018 NC1D4011toD6511 | 51 | 3.0 | 46 | 61 | 16 3.9 | 0.26
NC1DI8 30 | 1.9 | 34 | 49 [13-14]2024] 018 NCI D6504 & D6508 | 5.1 | 33 | 46 | 61 | 16 3.9 | 026
NC1D25 34 [ 22 ] 37 | 53] 16 19 | 018 NCID8011toD9511 | 51 | 34 | 50 | 65 | 1.6 [39-43] 0.26
NCI D32 34 | 22 ] 39 | 55 ] 16 1.9 | 018 NCI1D9504 & D9508 | 5.1 | 38 | 50 | 65 | 1.6 [39:43] 026
Series F NC2 Contactor Dimensions
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3P Dim (in) H w D E F G J K a b X y <500V |y >500V | &-Bolt | Torque
F115NC2 64 | 66 | 68 | 15 08 | 58 [ 49 [ 42| 31 [4347] 52 0.4 0.6 M6 3N-M
F150NC2 67 | 66 | 68 | 16 | 08 | 59 [ 49 [ 42| 31 [4347] 52 0.4 0.6 M3 6 N-M
F185NC2 69 | 677216 ] 08 | 61 [50]45] 31 [4347] 52 0.4 0.6 M3 6 N-M
F265NC2 80 [ 80 [ 85 [ 19| 10| 70 [ 58 [56] 38 [4347] 538 0.4 0.6 MI10 | 10N-M

* Telemecanique part numbers are provided to assist in product selection. Proper engineering evaluation is required for each customer application.
* NC accessories are intended and UL listed for use with their associated NC1D & series F NC2 contactors.




